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MAGNETIC SWITCHES AND CIRCUITS 

by 

W. C. Nunnally 

ABSTRACT 

This report outlines the use of saturable inductors as switches in lumped-element, 
magnetic-pulse compression circuits. The operation of the three basic types of magnetic 
pulse compression circuits is discussed and the characteristic use of each is defined. ln 
addition, the geometric constraints and magnetic pulse compression circuits used in 
short-pulse, low-inductance systems are considered. The scaling of presaturation 
leakage currents, magnetic energy losses, and switching times with geometrical and 
material parameters are developed to aid in evaluating magnetic pulse compression 
systems in a particular application. Finally, a scheme for increasing the coupling 
coefficient in saturable stripline transformers is proposed to enable their use in the short
pulse, high-voltage regime. 

I. INTRODUCTION 

The nonlinear characteristics of magnetic materials have been used in magnetic amplifiers fo~ many 
years. More recently, magnetic switches and systems have been used ir. conjunction with solid-state 
switches [silicon controlled rectifiers (SCR)] to develop high-reliability, long-life radar modulators with 
pulse widths in the 1- to lO-llS range. 1

-
3 The advantages of magnetic switches and systems warrant 

extending this technology to the higher voltages (50-500 kV) and shorter pulse widths (50-500 ns) 
required by present and projected laser and accelerator systems. This report identifies the areas in which 
circuit designs and geometry must be modified and areas in which magnetic materials .and fabrication 
techniques must be developed to permit operation of magnetic switches and systems in the range required 
by short-pulse, high-voltage laser and accelerator systems. 

The magnetic geometries discussed in this report are made from thin tapes of various steel alloys 
commonly used for high frequency applications. Ferrite materials can be used in magnetic switching 
applications, but the much larger saturation flux density of the steel alloys, in general, permits switching 
larger voltages with a smaller volume of magnetic material than do the ferrite materials. 

II. OPERATION OF CIRCUITS USING MAGNETIC SWITCHES 

In conventional pulse power conditioning circuits and systems, the output pulse energy is transferred 
from a power supply to an intermediate energy storage device through a conventional switch then to the 
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load through another switch. The time required to ch~:J.rge the intermediate energy store is long compared 
to the output pulse length. Several stages of intermediate energy storage can· be used between the power 
supply and the final output stage. The required output pulse energy is transferred in shorter and shorter 
periods_ of time so the instantaneous power is increased because the transfer time is decreased. 

To minimize cost, complexity, reliability and switch e·nergy losses, the number of tr_ansfer or time 
compression stages is usually minimized. The magnetic switch circuits generally use the same ·procedure 
using several sequential stages of resonant energy transfer to obtain pulse compression. 

A. Basic Resonant Energy Transfer 

Most repetitive power conditioning systems use a resonant charge or resonant energy trarisfe(Circuit 
[Fig. l(a)]. A power supply charges capacitor Cl'to voltage Vinax· The energy stored l!l:cap~Citor CFis 
·resonantly transferred to capacitor C2 through the inductance L ·by closing·the switch ~t'lime' (~ 'O:_.The · 

. . . ' 

result is a sinusoidal current that, in the absence ~f resistive losses, is given by 

l(t) = Im sin rot .. 
where 

LT is the total circuit inductance, and CT is the total series capacitance given by 

Cl · C2 
CT= Cl + C2 

The peak current is given by 

· ( CT) 1/2 I max= V max Lr 

and the voltages on C 1 and C2 are respectively . 

I ·-rr 
0 ."r_. I 

(b) ,2 
Fig. I. 

(2) 

(3) 

Basic resonl!nt energy transfer circuit and wav~forms. 
Cl » C2 

T 
2 

(c) 

Cl• C2 

Cl » C2 

T 
2 

(d) 

Cl• C2 



V c1(t) = V mu [ I - C
2 

(I -cos rot~ 
CI + C2 J 

and 

The resonant time T for the transfer circuit is given by 

T ( c )"2 -=11: LT T 
2 

Another important characteristic of this circuit Is the maximum energy transfer ET given by 

ET = LT/2 l(t)V(t)dt 

t.:sing Eq. (6) 

Using Eq. (3) 

YmaxT 
Im = 2n:LT 

so that Eq. (7) becoines 

ET = V max(T) f n/oo ) 
2n:L T . sin rot ( I-eos rot dt 

• u 

or 

ET = ( V mu T ) 
2 

_..!._ 
2n: ~ 

(4) 

(5) 

(6) 

(7) 

(8) 

(9) 

(10) 

(II) 

Three important features of resonant energy transfer are illustrated by the waveforms of Fig. l(c) and 
(d). First, without resistive losses, 100% energy transfer from capacitor C I to capacitor C2 is possible if 
C I = C2. Second, if C I » C2, the peak voltage on C2 approaches twice that originally on C I. Finally, if 
C I = C2, the voltage across and current through the switch, which assist in com mutating or opening the 
solid-state or thyratron switches, are both zero. Thus, energy is prevented from returning to C I. 
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B. Low Inductance Saturable Inductor Design . 
The most important point of the resonant energy transfer ~ircuit discussion from Eq. (II) is that LT 

cannot be exceeded to transfer Ei- at V max in time T /2. The inductance of one or more magnetic elements 
is a major portion of the total inductance, so each part must be designed with an even smaller maXimum 
inductance to operate in the circuit. A general form for inductance is given in Eq. (12). 

(12) 

where llo and llr are the free space and relative permea\>ility, respectively, N is the number of conductor 
turns, and e is the magnetic field path length. The tota( cross-section area AT is determi'ned .pririciphlly 
by the required flux content or volt-seconds of the magnetic material in the core derived from flux 
conservation or 

__!_. (Tsat V(t)dt = ( .. B . d s 
Nt Jo JA m 

(13) 

where NT is the number of conductor turns around the magnetic material. 
In Eq. (13) V(t) Is the voltage applied across the saturable inductor before saturation between t = 0 ~nd 

t = T sat· The right side of Eq. ( 13) is the flux in the magnetic material and is usually approximated by 

(14) 

where 68 is the magnetic flux density change or swing and Am is the magnetic material cross-section 
area. To minimize Am, 68 is usually made as ·farge as possible by biasing the magnetic material into 
reverse saturation so 68 = 2Bs' The stacking factor SF relates AT to Am by 

(15) 

where A 1 is the cross-section area of the insulation required between magnetic laminations as discussed 
below. 

Using ferrite materials with approximately one-third the saturation flux· density of steel material 
requires three times the cross-section atea to support the same voltage for the same period. Equation( 12) 
implies that the magnetic path length for a similar ii).ductance using ferrite materials would also be three 
times as large. Thus, approximately nine times more magnetic material voiume is required when ferrite 
materials are used than when steel materials are used. The inductance of a magnetic element can be 
written 

L - T - llollrNT iT V(t)dt 
ME- a~- aSFf2B 

sat o 
(16) 

where a is the fract.ion, < 1, of LTrepresented ~Y the magneti6 el~ment. For a.saturabl~ induct9r subjected 
to a const11:nt voltage before transfer _for a time Tsat• V(t) = V max and the ~aturated ind!lciance of the 
magnetic element' becom'es . . . . . . . . . . . . . . . 

(17) 



Because NT is limited to a maximum of two in extremely low-inductance circuits, the only free 
parameter is the saturated magnetic path length, (581 • For a completely saturated element, the magnetic 
path length is approximately equal to the winding width. Thus, increasing the conductor width is the only 
means. of obtaining the small inductances required for high-energy, short-pulse magnetic pulse 
compressors. 

The low-inductance geometry of two saturable inductors (Fig. 2) is identical to that required for low
transmission line impedance, compatible with the large currents and voltages required for this experiment. 
The stripline saturable inductor of Fig. 2(a) can become a triplate stripline if a top ground conductor is 
added. The type of inductor geometry is determined by the load geometry and chosen so minimum total 
inductance results. 

C. Series Magnetic Pulse Compressor 

The circuits that use magnetic switches also use multiple, successive resonant energy-transfer circuits. 
Thus, the energy transferred in T /2 at maximum voltage V mn• is inversely proportional to the total circuit 

inductance LT" . 
A basic series magnetic pulse compressor, sometimes called a Melville 1 line circuit, (Fig. 3) uses a 

conventional initial SCR thyratron, spark gap, etc., but the current requirements are reduced because of 
the long initial current conduct.ion times. Saturable inductors or magnetic switches in- each mesh are 
designed with a flux content to saturate when the capacitor immediately ahead is charged to V max· 

A series magnetic pulse compressor with current gain and pulse compression (Fig. 4) achieves pulse 
compression by decreasing the resonant time of each successive mesh by decreasing the saturated 

· inductance in that stage. For equal capacitor values in each stage, without resistive losses, the voltage on 
the final stage is equal to the initial voltage so the energy transfer efficiency to the load is 100%. 

In contrast, a series magnetic pulse compressor with voltage gain (Fig. 5) achieves voltage gain of two 
per stage by making each successive capacitor much smaller than the previous stage. This arrangement 
also reduces the resonant time of each successive mesh causing .Pulse compression, but· the energy 
transfer from input to output is very low. Thus, a series magnetic pulse compressor with good energy 
transfer efficiency compresses the input pulse in time at constant voltage. 

MULTIPLE CORES 

II 
/MULTIPLE CORES 

I 
~ HIGH-VOLTAGE 

CONDUCTOR y 
·~ 

OUTER 
/CONDUCTOR 

Fig. 2(a). 

Low-inductance stripline saturable inductor. 

Fig. 2(b). 

CENTER 
CONDUCTOR 

Low-inductance coaxial saturable inductor. 
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t=O 

~SATURABLE INDUCTORS 

. Fig. 3. 
Basic 3-stage series magnetic pulse com.pressor. 

D. Parallel ~agnetic Pulse Compressor 

I, 

h 'I 
LlL_, 

V. . t=O IOOL · IOL· 

~ r, . 

. C ~ Vmax T1 )c 
. I 

1, 

L 

CURRE~T GAIN = ~ = (50)
11

2 =7 
I, . 

T1 1 
PULSE COMPRESSION = T = (50) 12 :::i 7 

3 E 
ENERGY TRANSFER EFF!CIENCY = -l-= 1.0 

1 

Fig. 4. 
Series magnetic pulse compressor with current gain. 

In· the parallel' magnetic. pulse ·compressor circuit (Fig. 6), the magnetic switches are in parallel along 
the path of the energy tran.s.f~r. The transfor~er.s ar~ the .s~it<;hing elements, which can also pr~>Vide 
voltage gain or imp~qance. matching. The t~an&foriner, which is the critical element of thi~ circuit, requires 

II 
Iz 

~. lil_, 
0 

VOLTAGE GAIN = 4 

PULSE COMPRESSION 
T1 1 

= (50{2 ~7 
T3 

ENERGY TRANSFER EFFICIENCY 

-= € 3 = ~ -= 0.16 
e1 . 50 

Fig. S. 
Series magnetic pulse compressor with v~ltage gain. 

Fig. 6. 
Basic .J-stage parallel magnetic pulse compressor. 



much more innovation and understanding if experimenters are to design a high-voltage, short-pulse 
compressor. 

The transformers of Fig. 6 are initially biased into ~everse saturation. The energy transfer and pulse 
compression begin by closing the primary switch at t = 0. Current flows from C 1, initially charged to 
V rna~• through the primary of transformer T 1, forcing the magnetic core out of saturation and transferring 
the energy of C I to C2. The flux content ofT 1 is designed so the magnetic material saturates at the end 
of the resonant energy transfer from C I to C2 or at the half period of the oscillation. During the energy 
transfer from C I to C2 through T 1, T 2 is biased to reverse saturation. The current charging C2 is in the 
same direction as the initial reverse bias current so T 2 remains saturated and subsequent stages are not 
coupled to the transfer transient from C I to C2. The saturation of Tl causes the secondary voltage ofT, 
(acting as a switch) to fall to zero. The secondary current of T 1 reverses and having previously opposed 
the primary current in saturation, now increases the saturated drive. The reversing current now 
unsaturates T2 to transfer the energy in C2 to capacitor C3 in a similar manner. In Fig. 6, L5 is placed 
across the load and is initially reverse biased. As the charging current for C3 flows through L5 in the 
same direction as the initial reverse bias current, the load is shorted during the charge of C3. When the 
secondary ofT 2 saturates and the secondary current ofT 3 reverses, L5 is driven out of saturation, and the 
voltage is then applied to the load. If the load is low impedance and the charging current can flow through 
the load before it flows through the main pulse, L5 may not be required. 

The main advantage of the parallel magnetic pulse compressor is the voltage level shift provided by the 
transformer. This· advantage is balanced by the additional complexity of the transformer design. The 
lussless energy transfer efficiency of the parallel magnetic pulse compressor can be perfect if the stage 
capacitors are designed to store the same energy as the previous stage but at the shifted voltage level. 
Figure 7 shows a three-stage parallel magnetic pulse compressor with voltage gain and total energy 
transfer. Because the capacitance of subsequent stages is decreased, the pulse width is also decreased to 
compress the transferred energy in time. 

E. Transmission Line Magnetic Pulse Compressor 

A third circuit using magnetic switches, the transmission line magnetic pulse compressor shown in Fig. 
8; shapes the output pulse and compresses the energy transfer time. This circuit can be thought of as a 
modification of the series magnetic pulse compressor (Fig. 3) with the addition of pulse shaping. 

c c 
1;2 16 

VOLTAGC GAIN • 4 

PULSE COMPRESSION = 4 

ENERGY TRANSFER EFFICIENCY :: € 3 x 100"'100% 
€1 

Fig. 7. 
Parallel magnetic compressor with voltage gain. 

(a) 

V,l 

Vmax 

0 

TRANSMISSION LINE SECTION 

I 
I I+ Tp 
2 2 
l___swtTCH SATURATION---..J 

(b) CHARGING WAVEFORMS (c) OUTPUT WAVEFORMS 

Fig. 8. 
Transmission line magnetic pulse compressor. 
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F. Circuit Observations 

Several conclusions should be drawn from the previous discussion of circuits using magnetic switches. 
First, the most straightforward method of using magnetic switches is the series or transmission line 
magnetic pulse compressor. However, to obtain high energy transfer efficiency, this system sacrifices 
voltage gain. The primary switch, which must be conventional, operates at the output voltage but at 
reduced current and switching requirements. On the other hand, the parallel magnetic pulse compressor 
can provide voltage gain at high-energy ~ransfer effiCiencies but requires the deveiopment of a low
inductance saturable transformer switch. The parallel magnetic pulse compressor scheme allows the 
possibility of using low-voltage,. solid-state primary. switches at high currents to obtain a solid-state 
system (semiconductor and magnetic) that provides the required reliability and lifetime for many 
applications. Thus, the problems associated with high-power, high-voltage switches are now shifted to 
low-voltage, longer switching intervals. . 

A second possibility is using combinations of the previous circuits in a single system. A parallel system 
would provide voltage gain, a subsequent series system would provide. additional pulse compressioq., and 
a transmission line system could shape the pulse and yield even more pulse compression and pulse 
sharpeni'ng. 

For repetitive operation of magnetic switches and· systems, the primary switch recovery time, the reset 
and the recharge ti~es determine the minimum interval between subsequent output pulses. The primary 
switch presents the largest unsolved problem for repetitive operation. 

III. MAGNETIC SWITCHES 

A. Switching Characteristics 

A magnetic switch is basically a saturable inductor [Fig. 9(a)]. After the switch is closed at t = 0, the 
mduchve back voltage 1s oppos1te and nearly equal to the source voitage until the tli.ix 0( magfietic 
material in the inductor core is exceeded. During the time before saturation, a small amount of leakage or 
magnetization current passes to.the load [Fig. 9(b)]. As the magnetic core flux (volt-sec) is exceeded, the 
ferromagnetic portion of the inductor. back· voltage drops to zero, and the increase in circuit current is 
limited only by the stray or remaining inductance in the circuit. Another way of viewing the magnetic 
switch is that the saturable indu~tor changes from a large impedance to a small impedance at saturatiqn. 

One important point shown by Fig. 9 is that a m·agnetic switch can support or hold otT a de voltage for 
a finite time determined by the flux (volt-sec) of the magnetic material in the switch. Thus, voltage must be 
aplied to magnetic switches in a pulse manner that requires a conventional switch at some point if a de 
supply source is used. . . 

The switching characteristics of laminated magnetic material shown in Fig. 10 ·may be compared to 
those of conventional switches (spark gaps, thyratrons, SCRs) shown in Fig. II. T~e most obvious 
differences are the voltage falltime and the minimum voltage during current conduction. The voltage fall 
of conventional switches decreases exponentially, and the conduction voltage drop is 40-200 V. In 
contrast, the back voltage of a magnetic switch falls linearly, not exponentially, and the conduction drop 
is determined by the resistance of the conductor carrying the current, which can be made very small. The 
only additional loss after switching is due to the core loss because eddy currents have ceased. The linear 
fall in magnetic switch voltage is due to the regenerative feedback of the saturation process, in 'Yhich the 
saturation of one lamination increases the magnetic field drive to the remaining laminations causing the 

\ 
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Fig. 10 .. 
Magnetic switch waverorms. 

\ 

Fig. 9. 
Magnetic switch characteristics. 
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SWITCHING TIME 

Fig. II. 
Conventional switch waveforms. 
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next lamination to saturate faster, etc. As a result of magnetic switching, the rate of initial current rise is 
increased (compare Figs. 10 and II), and the power dis~ipated in the switch is decreased because the 
switching time T s is decreased. 

B. Saturation Characteristics 

In the low-voltage ( 10 k V) I-10-J.LS pulse width range, the saturation process of the individual 
laminations is different from that for the high-voltage, short-pulse range. In the several micro'Sec.ond, low
voltage range, the saturation process is gradual, and the relationship between the magnetic flux density 
(B-weber/m 2

) and the driving magnetic field (H-Amp-Turns/m) observed externally (B-H curve) is 
proportional to the de relationship for thin laminations (0.5-2 mil). The dimension factor, OF, of the 
magnetic material is defined as the· ratio of the material skin depth o to the lamination half thickness, 

0.5 XL 

OF =-8-= ( pT) 112 2 
0.5XL f.1 27t XL 

( I8) 

Generally, for xL of 0.0005 in., the value of OF is >I for times or pulse widths tin the I 0-J.LS range, -I 
for t :== I f.1S, and < I for t = I 00 ns. The thinnest lamination that is somewhat cost effective in large 
quantities is 0.5 mil (I mil = .00 l in.). Thus; short-pulse(~ 100 ns) magnetic switches operate in a region 
where the skin depth is much less than the material half thickness and a shock-like saturation wave exists 
in the material. 

Figure I2 shows the spatial distribution of the major magnetic parameters when the skin depth is much 
less than the material half thickness. A steep saturation front propagates from the surface to the center of 
the lamination as the magnetic field increases at the lamination surface. In systems using saturated 
magnetic c;:lements to generate short pulses, the driving surface field can be several orders of magnitude 
greater than the saturation field .. Thus, the surface· field rises to many times the saturation field before the 
saturation front, located at (x = Xr), can penetrate the lamination (Fig. I2). The local magnetic field in the 
lamination determines the local value of B. Thus, as the local magnetic field changes from zero to several 
times the coercive magnetic field He, the magnetic flux density changes from -B5 to B5, (Fig. I2(b)]. The 
penetration of the magnetic field into the lamination is resisted by the changing flux that drives eddy 
currents behind the saturation front. Because of uniform current distribution, the eddy-current magnetic 
field subtracts from the surface magnetic field linearly into the lamination so the net field is small at the 
saturation front. 

H,l 

Hs 
MAGNETIC FJELD 

fL' 

EDDY CURRENT 

B,fL MAGNETIC FLUX DENSITY 
/ 

-Bs '---------f-----+-- X 

(a) 

0 
SURFACE 

OF 
LAMINATION 

Fig. 12 
Saturation parameter spatial distributions. 

(b) 

CENTER 
OF 

LAMINATION 



Several important observations emerge from Fig. I2. First, the relative permeability of the material 
behind the saturation front llr-sat where high magnetic field has penetrated, has a value from one to three, 
depending on the material and the overdrive conditions. The permeability of the material irt front of the 
saturation wave, where the local field is small, has a relative permeability proportional to the de value. 
The external circuit is affected by the region into which the magnetic field has penetrated or the region 
behind the saturation wave that changes as the wave progresses. The external circuit back voltage is , 
determined by 

V = -N d0 
B .dt. 

and can be approximated by 

. d(il' dA 
-=68-
dt dt 

but · 

d(il' dB 
-· =FA-· 
dt dt 

(I9) 

(20) 

(2I) 

In addition, the external circuit experiences an average inductance dependent upon an effective 
permeability that in turn is dependent on the saturation front position and velocity. 

C. Interlamination Voltage 

Fabrication of magnetic switches to handle large voltage is limited by the insulation between individual 
laminations. The cross-section area of magnetic material required to support a voltage waveform V(t) is 
determined by conservation of flux or 

~ (T/2 V(t) dt = (A -B · d s = 28 581Am 
Nt Jo JA (22) 

m 

.where Am is the:· area of the magnetic material and 8 581 is the saturation flux density. For a resonant 
energy transfer. system 

Ymax 
V(t) = -

2
- (I -cos rot) 

substitute Eq. (22). 

T n 
and-= - yield 

2 (J) 

_I fr/2 V(t)dt = V maxT , resulting in 
NT Jo 4Nt 

(23) 

(24) 

(25) 
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I. '·:·'. 

(26): 

In addition 

(27) . 

where N L is the number of laminations, xL is the lamination thickness and W L is the lamination width. If 
all the laminations have approximately the same length, 'the single turn voltage, V nia)NT, is evenly 
distributed among N L laminations so the interlamination insulation must withstand an inter lamination 
voltage V L given by 

(28) 

· Commercially available magnetic cores made of thin laminations are usually useful for V L at about 
2 ·v. To-fabricate short-pulse (50-500 ns), high-voltage.(50-5oo kV) magnetic switches; interiamination 
insuhition rriust withstand voltages of about 50-100 V for lamination widths of ~ 1 em. To maximize the 
magnetic switching effect; the majority of the cross-section area in the magnetic switch mus~ tie magnetic 
material. The ratio of Amto Aj-, also containing insuiating material, is defined as SF in Eq. (15). thus, the 
insulating material must s~pport an electric field E1 given by .· 

(29) 

where x1 is the insulation thickness. · : '· 
For SF of ~0.8 and x~ of 0.5 mil, the insulation thick~ess is ~0.1 mil. An average breakdown electric 

field stress >300 V /mil is reqmred in the interlamlnatlon lnsulaliuu. In auuiliu11, lhc insulation mu::Jt 
withstand the temperature needed by the magnetic material a~nealing cycle. 

D. Switching Material Consideration~ 

. The relationship among material and geome.trical parameters and tlie voltages, the currents, and the 
losses observed in the external circuit emerges fro·m the following analysis. 

The switching time or the back voltage fall time .is the time required for the entire core to saturate. The 
magnetic back voltage begins to fall when the first lamination saturates and reaches zero when the last 
lamination saturates. For high-voltage, short-pulse applications, the magnetic material is driven many 
times past saturation. The velocity Xr and position Xr of the shock~like saturation wave are related to the 
material resistivity p and the surface magnetic field H 5(t) by4 

(30) 

From Eq. (30) as the velocity can be determined:as 

Xr(t) = _!_ ( ~) 112 
Hs(t) 

2 llB ( f Hs(y)dy) 112 

(31) 



The surface driving field for each lamination depends on the magnetic path length. The surface field for 
the inside lamination, which is the minimum lamination length, is 

(32) 

The time to saturate the inside lamination, T sat min• is one-half xL divided by the velocity of the saturation 
wave front or 

{it } i/2 

XL 
0 

(l(y)/t'minJ dy 
tsat-min = --:-

1 
:-":-"-~1:------,--''--l 2(2pNT Bsat) l{t)/t'min (33) 

. ' 

Similarly, the time for the outside lamination to saturate T s.at.max is giv~J.l by 

. . 
. . . 1/2 • { f [I(y)/t.;,ax}dy} 

l(t)/imax 
(34) 

Thus the voltage fall time is defined as the switching time T s~ and is: the difference in T sat max and 
Tsat min if the saturation of e·ach lamination is independent, or 

T . _ XL '( 112 · 112 ) [t l(t)dt J 
112 

sw- (2p/ 6 B)II2 t' max- t' min ---1(--t)-- (35) 

The falltime can be written as a magnetic switching factor (MSWF) or 

Tsw=MSWF 
[ f l(t)dt J 112 

I(t) 
(36) 

where 

MSWF = x ( Bsat) 112 (elt2 -elt2) 
L pN max min 

I . 
(37) 

Equation (37) demonstrates that the switching time is dependent on the difference in the square roots of 
the minimum and maximum magnetic paths. Thus, a tape-wound toroidal core with small inside diameter 
and much larger outside diameter has a long switching time. A toroid with inside and outside diameters 
approximately equal would have a much faster switching time. 

Note that the MSWF can be approximated by 

MSWF = t ( Bsat) 112 2flt4 (tl/4 -flt4 ) 
I. pN

1 
. 0 'max m1n (38) 

where the average lamination length t a is defined by 

{1/4 + tl/4 
{1/4 _ max min 

a - 2 (39) 
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The switching time should be kept as short as possible. MSWF includes the average magnetic path 
length and the difference in path lengths. 

MSWF can be used to compare various switching materials. A commonly used switching material is 
50% Ni-50% Fe sold under the trade names Deltamax• and Orthon9!.** The 50-50 NiFe mtaterial with p 
of 50 X 10-8

, 0/m can be fabricated as thin as 0.1 mil, but the more cost effective 0.5 mil is commonly 
used in critical applications. The newly developed amorphous steel material, Metglas,t is also a promising . . . . 
candidate because its resistivity is 2.5 times that of 50-50 NiFe. However, Metglas cannot be fabricated 
at reasonable cost with Jess than a 1.5-mil nominal thickness. Thus, the MSWF for 0.5-mil NiFe is 
slightly better than that for Metglas. 
· The above analysis involves a step. magnetic flux distribution in the lamination as a first-order 
approximation. However, the thickness of the saturation front corresponds to the distance in which the 
magnetic flux density change's from -85 to 8 5 and can be approximated by 

. . . . . 

·" · · · xL M.Hc 
uXr=-· -· ·--.-

2 Hs-max 
(40) 

where M He represents the required saturation magnetic field in multiples M of the coercive magnetic fic;:ld 
and Hs-max . is the surface magnetic field. This approximation is. based· on the linear decrease ()f the 
magnetic field from the surface of the lamination to the saturation front (Fig. 12). If the l~cal relative 
permeability of the materia] Is approximated by 

(41) 

then the saturation front thickness is approximately 

. (42) 

The time required for the saturation front to travel the additional distance 1.\Xr .at the time the 
saturation front reaches the center of the lamination is given by 

t~Xr 
6-Xr 

Xr 
(43) 

or 

t~xr= 
BsatxL 

( B~at) 11
2 [ f ~s(y)dy. J 1~2 

!lr H! (t) 
(44) 

The surface magnetic field H5(t) is dependent on the magnetic path length so that the additional saturation 
time between the inside and the outside laminations adds another term to MSWF, or 

*Trademark for 50% Ni-50% Fe steel produced by ~!nold Division of Magnetics and Elec~ronics, l?,corporated, 
Parsipanny, NJ 07054. · 

••Trademark for 50% Ni-50% Fe steel produced by Magnetics Specialty Metals, Division of Spang Industries, 
Incorporated, Butler, PA 16001. 

tTrademark for amorphous ~teel produced by Allied Chemical Corporation, Morristown, NJ 07960. 



( Bsat) 
112 

[ B ( (
312

- (
312

) ( el/2 _ e''1)] MSWF = XL -- ~ max min + max min 
. p f.l~(t) N 312 Nv2 

t t 
(45) 

Equation (45) also points out the importance in reducing the switching time of a high permeability. 
material, the magnetic material geometry, and the length differential. 

E. Leakage or Magnetization Currents 

Before saturation of the magnetic material, a leakage or magnetization current flows through the 
switch to the load. An optimum magnetic switch minimizes the presaturation leakage current and thus the 
analysis continues to determine leakage current parameter scaling. The surface magnetic field H 5(t) 
driving the saturation wave front is related to the leakage current IL by 

(46) 

The back voltage induced in one lamination is given by 

V
8

= -d0 =- ~ f 
dt dt JA B · d s (47) 

where rJ is the magnetic flux. The magnetic flux density spatial distribution into the lamination in the x 

direction can be approximated as a step transition between -Bsat and Bsat or 

B(x,t) = Bsat { u(x)- 2u[x- Xr{t)]} . (48) 

where X~t) is the position of the saturation front, Bsat is the saturation flux density, and u(x) is the unit 
step function. Defining 

ds = 2WLdx (49) 

and completing Eq. ( 4 7) yields 

(50) 

Assuming the voltages induced in each lamination are equal and the applied voltage Yap is equal to the 
number of turns times the sum of the lamination back voltages, then 

. ' 

(51) 

where NL is the number of laminations in the core and N1 is the numb~r of conductor turns around·the 

core. 
Using Eqs. (31), (49), and (50), a relationship between the applied voltage and the leakage current can 

be determined such that 

I t - _! XL I £. t . ( )1( )J( ) 
L( ) - 2 Am Nt. pBsat Vap(t) i V ap(t)dt (52) 
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For a resonant charge waveform given by 

Vmax 
V ap(t) = -

2
- ( 1 - cos rot) 

1t 
where T sat =

(I) 

the leakage current at time T581 ·has the form 

(53) 

' (54) 

The leakage current for the resonant charge transformer as seen across the magnetizing indu.ctance is 
similar in form to Eq. (54) . 
. The leakage current for an intertransmission line magnetic switch depends on the pulse shape 

propagating· down the line. If the voltage pulse is trapezoidal and the switch is designed to saturate at 
maximum voltage, the voltage driving the leakage current is given' by 

(55) 

where Tr is the voltage risetime and the voltage doubles at the large impedance of the unsaturated switch. 
Then the leakag~ current for a ramp applied voltage is .. 

(56) 

for 0 < t < Tr. 
The leakage current scales as the lamination thickness squared. Therefore, a prime design specification 

for small leakage currents is minimum lamination thickness. 

F. Eddy Current and Core Losses 

The application of voltage across the saturable magnetic element generates a magnetic field, related to 
lhe leakage current by Eq. ( 46), that diffuses int_o the laminations. The conducting magnetic material 
resists the magnetic field penetration through induced eddy currents generated by the back voltage. 

The eddy current ie(t) for an average magnetic path length (8 can be determined from Ampere's 
circuital law or 

(57) 

where N1 is the number of conductor turns around the magnetic material. This. yields 

(58) 



where H5 (O,t) is the magnetic field at the lamination surface, and H (0.5xL,t) is the magnetic field at the 
center of the lamination, x = 0.5xL. However, because the magnetic field equals zero at the lamination 
center until saturation occurs, the eddy current for t8 can be approximated by 

(59) 

Comparing Eqs. (46) and (59) indicates that the eddy current in each lamination is equal to the external 
circuit leakage current times N 1• 

The approximate energy lost to the eddy-current process and to hysteresis can be determined by 

(60) 

Equation (60) can be expanded using Eq. (51) to yield 

Ee(t) = ~ ( ;L) 2 

( _!_) 
3 ( ~) (t v;P (s) rs 

m Nt pBsat Jo Jo V ap(r)dr·ds (61) 

The energy lost to eddy curre~t sc~les directly as the square of xL and as t
8 

and scales inversely as p. 
Thus, a minimum practical lamination thickness of highly resistive magnetic material is desired for the 
optimum magnetic switch. As discussed above, the amorphous ·steels are approximately three times as 
thick as the cost effective 0.5 mil NiFe steels of similar cost. Thus, even though the resistivity of the 
amorphous steels is 2.5 times that of NiFe materials, the scaling of eddy current energy loss favors NiFe 
materials by a factor of 3. 

The required volume of magnetic material V m is given by 

(62) 

where Am is determined by the required voltage holdofT in Eq. (13) and ( 8 is determined by the saturated 
inductance of the magnetic element, which is a fraction a of the total inductance required to transfer a 
specific energy givt:n by Eq. (11); or 

(63) 

where Tc is the charge period of the magnetic switch prior to saturation. The time used in Eq. (11) is the 
discharge time of the magnetic circuit after saturation or T d so that the volume of magnetic material 

becomes 

(64) 

The eddy-current energy loss per unit volume for an applied voltage of the form (V me./2) ( 1 -cos cot) 
becomes 

(65) 

where saturation occurs at T j2. The ratio of the eddy-current loss to the energy transferred with no 
losses is thus 
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{66) 

·The scaling relationships for eddy-current energy loss, Eq. (61), indicate that thin larp.jnations of 
magnetic material with a l;lrge resistivity are essential to reducing these losses. The ratio of eddy-current 
energy loss to the energy tra.nsferred by the switch decreases as V max increases, but the ratio increases as 
the square of the discharge time decreases. Equations (64) and (65) indicate that the lamination thickness 
(which should be minimum) is the only variable available for reducing the energy loss ratio. 

The other loss mechanism in magnetic switches is the core loss, which is the area enclosed by the B-H 
curve. Because the initial computer model results (see below) implies that the de B-H curve can be used 
locally in the material, the maximum core loss per unit volume for one-half cycle transfer is given by 

(67) 

where He is the coercive force. The flux relationship of Eq. ( 13) and the material volume of Eq. (64) can 
be used to determine the riltio of ~he core energy loss to the energy transferred with no losses, or 

(68) 

This analysis does not treat the energy loss owing to spin relaxation damping. However, the eddy
current loss observed in basic experiments5 is approximately 55% of the total energy loss, which includes 
spin-relaxation damping. Therefore, the expected total energy loss is about twice the eddy-current energy 
loss predi~ted by this first-order analysis. The core loss and the eddy-current loss can be designed as a 
srriall percentage of the total energy transmitted for the high-power, high-voltage, short-pulse ~agnetic 
switch systems if thin lamination of high-resistivity material is available. If the energy loss owing to spin
relaxation damping scales like the eddy current, then, in principle, the loss problem can be overcome. 

G. Effective Impedance 

In this mode of operation, the llr of the magnetic material, usually defined as 

dB 
llr = dH ' (69) 

i~ valid only locally in the material. With the magnetic field distribution of Eq. (33), the total permeability 
of the material behind the saturation front is~ to the free space permeability, llo· In front of the saturation 
wave, the local value of llr is valid, but since the majority of the field has not penetrated into this area, the 
external circuit is not influenced by this material. 

The effective resistance in the external circuit c~ be determined from 

(70) 

where the numerator represents the . instantaneous power loss in the magnetic material, and the 
denominator is the square of the instantaneous e~iernal current. This cim be written as 



R(t)= 

using Eqs. ·(36), ( 44), and {31 ). 
Similarly, the efTectivt: inductance can be determined by a volume integral 

L(t) = 1/2 L B · H · dv 

1/2 i2 
L (t) 

(71) 

(72) 

where H and B are assumed colinear, the numerator is the magnetically stored energy in the volume . 
behind the saturation front, and the denominator is the square of the instantaneous external circuit 
current. The magnetic field decreases linearly into the lamination ~nd is approximated by 

' H(x,t) = H 5(t) ( I - Xr~tJ (73) 

where x is the depth into the lamination. Thus, the effective inductance becomes 

(Xr 
~( 4_A__,m'---/X~L~)t_a --=.!!.J0_B_2s~atH:-:;'5~( t.!....) _:_{_1_-_[X_.:..._/X_;(_t)_]}_d_x 

L(t) = i~(t) (74) 

Using Eq. (23) the apparent external inductance becomes 

(75) 

r A voltage applied constantly during saturation creates a ramp current and maintains .a constant 
inductance. 

IV. SATURABLE STRIPLINE TRANSFORMER DESIGN 

The design of a high-voltage, short-pulse, low-inductance saturable transformer is essential to the 
parallel magnetic pulse compressor system in which the primary switch can be operated at reduced 

voltage levels and to increase system reliability and lifetime. For these reasons a saturable transformer 
design is proposed. 

A. Requirements for Saturable Transformer 

Resonant energy transfer through a transformer is accomplished in the circuit of Fig. 13(a). If the 
transformer magnetizing inductance Lm is neglected, the circuit can be reduced to that of Fig. 13(c), 
indicating that the maximum energy transfer for a specitic maximum voltage and a specific pulse length is 
inversely proportional to LT. 
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. Fig. 13. . . . 
Transformer resonant energy transfer schematic. 

(c) EQUIVALENT CIRCUIT OF TRANSFORMER TRANSFER 

Fig. 14. 
Transformer equivalent circuits. 

During the transfer of energy, the transformer can be analyzed like the basic transformer in Fig. 14. 
First, in Fig. 14(b), the transformer contributes inductance to the series path L5,_, so 

LST :;= LP,,(1 - K) + Lsec ( Npn) 2 (1 - K) 
Nsec 

(76) 

where Lprl is the primary inductance, Lsec is the. secondary inductance, N ptl is the number of primary 
turns, Nsec is the number of secondary turns, and K is the coupling coefficient. To minimize L~T• to 
maximize the parallel magnetizing inductance Lmas• and to permit neglecting Lmas• the coupling coefficient 
must be as large as possible. Thus, maximizing the coupling coefficient is one important requirement for 
transformer design. 

The · decoupling of the saturated transformer prevents prepulses from reaching the load through the 
subsequent-stage transformers. Depending on 'the load prepulse requirements, the saturation coupling 
may be important to the design of ~he transformer systein. 

As the transformer saturates, the secondary back voltage begins to fall. As discussed in the previous 
section, the switching time or the back voltage time should be made as brief as possible to minimize the 
switch power dissipation. In addition, the switching time should be a small percentage of the total pulse 
width, and the magnetic geome~ry should be fast switching. Indeed, fast switching is the second important 
requirement for transformer design. 

Following the transfer of the required energy by the transformer and the saturation of the transformer 
core causing the secondary back voltage to. fall or switch, the sum of the stray inductance and the 



saturated inductance of the magnetic material limits the current's rate of rise. The saturated inductance of 
the switch and that portion of the stray inductance in the secondary transformer must be minimized to 
obtain the short pulses desired. Thus a specific saturated inductance, usually very low, is the third 
important requirement for transforr.1er design. 

B. Low-Inductance Requirements 

Excessive inductance is one of the major obstacles to obtaining short duration pulses in previous 
parallel magnetic pulse compressors. If the subsequent stage capacitances are matched through.the 
coupling transformer turns ratio or 

_ Nprl 
( )

2 

Csec- N Cprl 
sec 

(77) 

where Csec is the secondary capacitance and Cprl is the primary capacitance; V sec on Csec is given by 

y ( Nsec) vsec= prl N 
prl 

(78) 

· where V pri is the maximum voltage on the primary capacitance. If the energy is to be transferred in half 
. period T /2, then the total series inductance seen in the transformer primary is 

(79) 

where 

(80) 

The total series inductance [Fig. 14(c)] in the primary of the unsaturated transformer Lpri-T is 

I 'pri-T ~ I '><•·>•l + T...~rl-v + Lprl-cup + LprHeaK (81) 

When referred to the primary, Lsec-T becomes L'sec-T· The total inductance in the secondary of the 
unsaturated transformer Lsec-T is given by 

(82) 

The leakage inductances are proportional to the primary and secondary inductances related by 

L ( Nsec) 
2 

sec= N Lprl 
prl 

(83) 

Lprl-leak = ( 1 - K)Lprl (84) 
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and 

Lsec-leak = (1- K)Lsec = (1- K) 
Nsec 

( )

2 

N.· Lprl prl 

If the capacitor and the stray inductances are assumed equal, or 

and 

(85) 

.. . ·! 

,(86) 

(87) 

all of the transformers have equal turn ratios such that the inductance of the previous transformer 
saturated secondary, Lsec-sat• is related to the induCtance of the following transformer saturated primary, 

Lprl-sat• in magnitude by 

Nsec 
( )

2 

Lsec-sat = N Lprl-sat 
prl 

Therefore, the total inductance becomes 

(88) 

(89) 

Analytically, LP,1 depends on the value of relative permeability for the magnetic material, which for 
high-voltage, short-pulse operation, is valid only locally in the material (see above). However, the 
saturated inductance of the transformer is given by 

(90) 

where A 1 is the insul_ator area and W w is the width of the winding. The cross-section area is determined' by 
the required flux content as in Eq. (13). Thus, the saturated inductance is determined by N and Ww. 
Because the saturated inductlJ.nce or the switch inductance varies as the square of the number of turns 
and because voltage increase is desired, the number of turns used in a minimum inductance system is two. 
As a result, W w is the only free variable. 

This result is common to low-inductance system designs. Low inductance is usually achieved by using 
many separate conductors in parallel or by using one wide conductor or stripline. A coaxial transmission 
line whose radius is much larger than the separation between the inner and the outer conductors is also a 
low-inductance geometry and can be viewed as a stripline rolled on edge. 

Choosing one of two magnetic geometries compatible with the stripline geometry determines the 
switching time. 

C. Fast-Switching Magnetic Design 

The back voltage falltime or the switching time·is proportional to MSWF; from Eq. (37)-



MSWF = x ( 
8

sat) 
112

(ett2 -ett2 ) L pN, max min (91) 

where (max is the outside or longest magnetic path length and t min is the inside or shortest magnetic path 
length. To minimize the MSWF, the lamination thickness xL is chosen as a small practical value based on 

cost and SF. The thinnest xL available in the standard steels (about 0.25 mil) is expensive. One-half mil 
steel alloy tape is usually used as a compromise between cost and desired MSWF. The Metglas alloys are 
available only in thicknesses of 1-1.5 mils. MSWF depends inversely on the square root of p. The 
resistivity of Metglas materials· is 2.5 times that of the NiFe steel alloys usually applied in high-frequency 
or switching applications. However, because Metglas is available only in 1.5-mil thickness, the 0.5 mil 
NiFe material MSWF is two-thirds that of the available Metglas MSWF for similar Bsat and tape 
geometry . 

. To minimize the difference in the magnetic path lengths, the tape material must be configured such that 
~~-is much larger than the lamination stack height or 

(92) 

where NLs is the number of laminations in the sta<;:k. 
If more magnetic material is required by Eq. (14), then several identical cores are placed side by side. 
A composite design of a low-inductance, fast-switching transformer using strip transmission line and 

multiple fast-switching cores is shown in Fig. 15(a). This transformer can be used in the parallel magnetic 
pulse compressor Fig. 15(b). The multiple-core fast-switching magnetic design is directly applicable to a 
series switch or saturable inductor in a stripline (Fig. 2). 

D. Transformer Coupling Design 

The coupling coefficient of the saturable stripline transformer is the most important and most 
challenging part of the transformer design. The coupling coefficient should be as large as possible to 
reduce the eiTect of the shunt Lm [Fig. 14( c)]. Specifically, the magnetizing inductance should be designed 
so 

Lmas » L'sec-T (93) 

from Fig. 14(c) and Eq. (82), or 

( ) ( 
Nprl) 

2 

KLprl » Lprl-sat + Lv + Leap N + ( 1 - K)Lprl 
sec 

(94) 

If K ~I as desired, then 

(95) 

If the three inductances in Eq. (95) are the same order of magnitude, then 
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Lprl » 3 ( : prl) 
2 

Lprl-sat 
sec 

(96) 

Using 'the identity for similar transformers, 

L llsat prl-sat = -- Lprl 
ll£ (97) 

the requirements for the effective permeability ll. become 

3 · ( Nprl) 
2 

ll£ » llsat -N 
sec· 

.. •;:, .. (98) 

The effective permeability can also be determined from the saturation wave-front formulation using the 
definition 

and Eq. (75) to obtain 

or 

_ Lprl(t)a 
ll,-. A N2 

llo T prl 

[f i(y)dy J 1/2 

. i(t) 

(99) 

(100) 

(101) 

Characteristic values of the constants in Eq. (101) indicate that ll, will be much lower than that required 
by Eq. (98) for times of interest in the 50-100-ns range. Therefore, ll, cannot be used to increase the 
coupling coefficient between the transformer primary to total efficiency as desired. 

To solve this problem a new approach to coupling the transformers primary and secondary is 
proposed. Because eddy currents limit the penetration of the magnetjc field into the laminations, the 
magnetic field is forced to follow the lamination direction (Fig. 16). In this manner the magnetic flux is 
channeled from the transformer primary to the secondary if the magnetic field does not leave the area 

between the laminations. A conducting metal flux guide is proposed (Fig. 17) to force the magnetic field 
to remain between the laminations through the eddy currents induced in the guide, which tnay have to be 
made of a high-resistivity material such as stainless steel to reduce eddy-current losses. The flux guide 

· could be made of metal similar to the tape-wound cores to prevent excessive eddy-current losses. In 
addition, to reduce the leakage inductance further, both the primary and secondary windings can be 
connected to the flux guide at one point to increast: coupling. 

A second alternative to the skin depth coupling, method is the dual resonance transformer,6 in which K 

= 0.6, and a bipolar output voltage transfers ~100% ofthe primary energy to the secondary. In the dual 
reSonance transformer, the primary and secondary circuits are tuned to the same resonant frequency. 
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V. COMPUTER SIMULATION 

Several approximations of the saturation process in the magnetic material adequately describe the 
eddy-current loss and the major external effects such as current and back voltage. However, these 
approximations do not maintain credibility as the magnetic material passes through saturation. Therefore, 
a more detailed model of the saturation process has .been developed to help in understanding the switching 
action of the magnetic material. The initial model simulated the saturable inductor and external circuit of 
Fig. 18. A late_r study will undertake a simulation of.the saturable transformer. 
Th~ current I through the toroidal. tape-wound magnetic core is related to the total induced back 

voltage. VaT (Fig. 18) by · ·. ''· ·' : · · .. ·~· · .... 
dl 

!it 
Vc- V8T- IR 

LV 
(102) 

• where V c is the capacitor voltage, R is the circuit series resistance and Lv is the circuit stray inductance. 
The capacitor voltage is also related to the current by 

-1 r~ 
Y c = C Jo I dt + Y max (103) 

where V max is the initial capacitor volt'age and C is the capacitance. 
The state equation for the circuit current, Eq. (102), illustrates the regenerative nature of the magnetic 

switching action. If one lamination saturates, VaT. decreases, the current derivative increases, and the 
surface magnetic field increases, driving the saturation of the remaining laminations through the 
relationship 

(104) 

Because the length of each lamination increases with the r'adius in the toroidal core (Fig. 19), the 
surface driving magnetic field changes with radial position. This geometric effect results in a finite 
saturation time. To account for this factor in the simulation, the total number of laminations N L making 
up the core crpss section is divided into m groups such that each group has N Lslaminations per group or 

(105) 

. t = 0 
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R I 
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Fig. 18. 
Saturable inductor simulation circuit. 
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The average length of a lamination for the mth group is then given by 

f . = 2rr { R [ (m -. 0.5) NL8 · x~l } 
a,m 1 + SF J 

where R 1 is the inside radius (Fig. 19). The driving field for the mth group of laminations is then 

I· N 
Hsm(t)=--1 . { a,m 

where r •. m is the average length of a lamination in group m. 
The magnetic diffusion equation for each group of laminations is given by 

and solved in time and space by assuming 

'(106) 

(107) 

(108) 

(109) 

and writing finite difference state equations ·for the magnetic field at many points in the lamination (Fig. 
20). 

The relationship of B to H is determined. locally from 7 

B(H) = -----::--·_s_sa_t(_H_+_K_S_·_H_J ___ - KBk 

He(:sat -I) + (H + KS ·He) 
rem 

. ( 110) 

where KS is ±I; -I if the right side of the B-H curve is used and +I if the left side is used. The only 
variable in Eq. (II 0) is H bt:cause He, 8 581, and Brem are all constants that can be determined 
experimentally. The term Bk is required as· an offset constant if minor B-H loops are to be followed and is 
given by 

(Ill) 

where Hmax is the maximum magnetic field amplitude. Differentiating Eq. (II 0) with respect to H yields a 
relationship for the relative magnetic permeability or 

( 112) 

The total permeability is then modeled by adding llo to Eq. ( 112). The value of KS is determined from 

. ( dl) KS =-sign Cit ( 113) 
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LENGTH OF LAMINATION IN GROUP m 

fm= 27r(RI+(m-0.5)NLgtL) 
SF 

NUMBER OF GROUP, m 
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l 
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J = I· ·• 2 3 

Fig. 20. 

CENTER OF 

LAMINATION 
~ 

H(Nse) 
0 0 0 0 

0 0 0 1-AX-1 

Nse 

Comuter simulation of lamination section. 

TOTAL NUMBER OF LAMINATIONS', Nt, = NLg·m 
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Fig. 19. 
Simulation magnetic core. 

The difference equations for the arrangement of Fig. 20 can be developed using Eqs. ( 1 08), ( 109), and 
( 112). For the surface section, the difference equatiqn is giveri't)y 

dH(1) 4 p . 
~=3(DX)2 

[2Hs + H(2)- 3H(l)] 

dB I dH · 
H = H(1) 

(114) 

where the lamination half thickness is divided into NsE sections of width PX such that 

(115) 

Ttie magnetic field difference equations for sections J where J = 2 through N sE - 1 are given by 



dH(J) p 
---clt = (DX)z 

(H(J-1) + H(J+1)- 2H(J)] 

dB I 
dH H = H(J) 

(116) 

For the section adjacent to the center of the lamination J = NsE• the values of H in this section and the 
section on the other side of the center line are equal, or 

H(N5J = H(NsE + 1) ( 117) 

so that the difference equation for the inside section is 

(H(N5E-1)- H(NsE)] 

dB I 
dH H = H(NsE) 

(118) 

The induced back voltage for a lamination in group m is determined from 

v =N ~ r 
B,m T dt JA Bm · d S ( 119) 

where the differential area ds can be defined as 

ds = 2WLdx . (120) 

If the time derivative is moved inside the spatial integral and B is always perpendicular to x, then Eq. 

( 119) becomes 

Further substitution of Eq. ( 1 08) gives 

or 

dHm I x- xJ2 
V8.~ =- 2NTWLp 

dx 
x=O 

Because the magnetic field is symmetrical about the center of the lamination, 

dH I· d . =0, 
X X= xL/2 

and 

( 121) 

(122) 

(123) 

(124) 
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( 125) 

Thus, the back voltage for a lamination in the mth group is given by 

(126) 

The eddy current for a lamination in the mth group can be determined using Ampere's law as in Eq. (57) 
or for the simulation 

(127) 

Them groups of Iaminatio.ns requir~ the solution of m diffusion equations simultaneously, and the total 
back voltage generated by the entire coreis given by 

m 

VaT= NLs._L Ya,k 
. k= I 

The total eddy current is given by 

leT= NLg f le,k · 

k=l 

and the total instantaneous power being dissipated by eddy currents is given by 

P~T = NLg f le,k · Ya,k 

k=l 

from which the total energy lost to eddy currents in t can be determined by 

(128) 

(129) 

(130). 

(131) 

Graphic results of a computer simulation using the Los Alamos Systems Analysis Program (LASAN)8 

to soive the previous equations for a toroidal tape-wound core are shown in Figs. 21-24. Figure 21 
illustrates the total back voltage seen in the external circuit of Fig. 18. Figure 22 shows the external circuit 
current. The back voltage. fall time is linear and -5 ns (Fig. 21 ). The back voltage illustrates numerical 
noise that could be reduced by reducing the sim~lation time step. The spatial distributions of H and B in 
the laminations are illustrated .in Figs. 23 and 24; respectively. The spatial distribution plots show the 
linear decrease in the magnetic field into the lamination, which indicates a uniform current density. The . . . .. 
sharp change in B at the saturation wave front is similar to the step function assumed previously. Also, 
the spread in the saturation front position between the inside and the outside of the core is rela_ted to the 
total saturation time or the back voltage falltime. seen in Fig. 21. Another consequence o(the steep 
saturation front seen in Fig. 24 is that the sat~ratio~ time of the individual lamination is the quotient of 
the saturation front thickness divided by the velocity of the saturation front. 
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Figure 25 illustrates the difference in leakage currents through a series saturable magnetic switch 
before saturation for Metglas and NiFe materials. Figure 26 illustrates the energy loss owing to eddy 
currents in the same circuit for Metglas and NiFe materials. Both of these results from the detailed 
computer model agree with the first-order analytical model. Thus, the leakage current and. the eddy
current energy loss scale directly as the square of the lamination thickness and inversely as the material 
resistivity. 

.II· 
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VI. PARALLEL MAGNETIC PULSE COMPRESSOR PRIMARY SWITCH 

~· Requirements 

Multiple magnetic pulse compression stages place the burden on the primary switch, which must be a 
conventional unit. For the parallel magnetic pulse compressor circuit, the primary switch may be solid 
state. That is why the parallel design using saturable transformers is desirable. If sufficient magnetic 
stages are used, primary solid-state switches do not have to be used in series but must switch a large 
current. 

If the par·allel magnetic system has no losses and the transformers have a voltage step-up ratio of tw9 
per transformer with equal inductances per .stage, the primary switch requirements can be approximated. 
For n magnetic stages' the maximum nth stage voltage V" is related to V max by 

V11 = 2"V0 (132) 

To conserve energy, the nth stage capacitance Cn is 

(133) 

where C 0 is the initial stage capacitance. If the series inductances for each stage are equal, then the 
resonant period of the nth stage T" is 

To 
T=

" 2 n 

where T 0 is the resonant period of the initial stage. 

(134f 



The ratio of the peak current in the primary stage lprt to the nth stage In is given by 

~=(Vo) (C0)I/2' 
In Vn Cn 

(135) 

or using Eqs. ( 132) and ( 133), 

(136) 

Therefore, the primary switch must conduct the same output current but at lower voltage and for a 
longer period. If the output pulse is square, the sinusoidal primary stage current must be multiplied 
by .Ji. 

B. Primary Switch Specifications Example 

The output requirements for a laser power supply to be used in isotope separation are listed in Table I. 
The resultant primary switch requirements are also listed in Table I. 

The values listed in Table I show the large demands on the primary switch. Present solid-state switches 
turn on with switching times of about 0.5 to 5.0 jlS, the faster switches being lower current (100 A). The 
solid-state device voltage during switching is a decreasing exponential (Fig. 11). To switch the currents 
indicated by Table I in 3.2 llS requires an evaluation program to determine whether commercial device 
operation can be extended or other methods should be developed. 

VII. SUMMARY 

This report examines the operation of saturable magnetic circuits and the material dependencies of the 
magnetic system variables and losses. In addition it proposes solutions to the · low-inductance 

TABLE I 

l 
ISOTOPE SEPARATION LASER POWER SUPPLY 
PARAMETERS USING PARALLEL MAGNETIC 

PULSE COMPRESSORS 

Parameter 

Output voltage 
Output current 
Output pulse length 
Repetition rate 
Number of parallel magnetic stages 
Primary switch current 
Primary switch yoltage 
Primary switch pulse length 
Peak system power output 
Average system power output 

Value 

50.0 kV 
100.0 kA 
100.0 ns 

10.0 kHz 
6.0 

100.0 kA 
1.6 kV 

6400.0 ns 
5.0GW 
2.5 MW 

) 
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requirements and to the problem of designing a saturable transformer with a large coupling coefficient but 
without a high effective permeability material in the frequency range desired. The following s~mmary of 
the individual portions of the_ report points out several important conclusions. 

A. Circuit Conclusions 

I. Series Magnetic Pulse Compressor. 

a. Pulse compression at constant voltage. 

b. Best for low-inductance, short-pulse duty. 

c. Primary conventional switch must oper~te at output voltage at desired repetition rate. 

2. Parallel Magnetic Pulse Compressor. 

a. Pulse compression at constant current. 

·b. Best for P.Ulse compression with voltage gain. 

c. Primary conventional switch must operate at output current but at low voltage at the desired system 
repetition rate. 

d: Requires more complicated saturable transf<;>_rmer. 

3. Transmission Line Ma~netic Pulse Compressor. 

a. Used for pulse compression ~~d shaping. 

b. Modification of series circuit. 

4. General Conclusions. 

a. Combination of circuits can be used. 

b. Standard pulse transformer or dual resonance transfor'mer can be used to obtain voltage. 

B. Low-Inductance Circuit Design 

I .. A maximum total circuit .inductance in each pulse comp~essor stage cannot be exceeded to transfer 
ET at V max in a resonant half period T /2. 

{II) 



2. Magnetic material cross section determined by flux conservation 

. Am= _1_ iT sat v.p(t)dt 
68Nt 0 

3. The only free variable available in obtaining low-saturated inductance is fsat from 
/ 

Because llsat is~ 1, Ntis limited to 1 or 2, and Am is determined by flux conservation. 

C. Magnetic Circuit Design 

I. The switching time of a magnetic system scales as 

MSWF =XL ( Bsat) 112 (el/2 - (1/2 ) 
pNt max min 

2. The presaturation leakage current through the switch scales as 

Idt) = _!_ ( ~) 
2 

( _!__) 
3 

( ~) y t 
8 Am Nt . pBsat ap(t) J

0 
V ap(y)dy 

3. The eddy-current energy loss scales as 

Ee(t) = _!_ ( 2) 2 ('___!_) 3 ( ~) [t is 
8 A N pB v;p(s) 

m t sat • 0 · o 
Y8p(r)dr · ds 

4. The effective permeability scales as 

[i t J 1/2 

SF ( e. B p) 112 
u i(y)dy Jl (t) = _ sat 

• lloXL Nt i(t) 

5. The dielectric strength requirements for the interlaminar insulation scale as 

8BsatW L ( SF ) 
E1> -----

- T 1-SF 

(14) 

(12) 

(37) 

(52) 

(61) 

(101) 

(29) 

All the scaling relationships indicate that thin laminations of magnetic material with high resistivity are 
essential to magnetic switches in high-voltage, short-pulse operation both for series saturable switches and 
for saturable transformers. Also, the general scaling is proportional to xL2/p such that 0.5 mil 50% 
Ni-50% Fe gives approximately triple the performance that the currently available 1.5 mil 2605 SC 
Metglas gives. The total energy loss is approximately twice that calculated for eddy currents, assuming 
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that the spin-relaxation damping loss compares to basic experiments. If scaling holds, the loss problem 
can be solved with extremely thin laminations of high-resistivity material. The other important parameter 
is the magnetic path length, which is determined by the requir(!d inductance. However, the difference in 
the longest and the shortest magnetic path lengths can and should be reduced to provide faster back 
voltage fall or switching times. 

VIII. CONCLUSIONS 

· M:1gnetic switching systems can be developed to provide multigigawatt, multikilohertz pulses through 
compression of lower power pulses generated by state-of-the-art conventional systems if these areas of 
·research and development are pursued. 

First, the development of low-inductance or low-impedance circuits is essential to delivering the 
required energy at a specific voltage in a specific pulse length. These systems must use very wide 
conductors to yield the extremely low inductance required. The required inductances are possible if the 
designs presented in this report are used. 

Second, development of thinner stt;el magnetic :materials with high resistivity is also essential to 
operation of magnetic switch systems in the short-pulse, high-voltage mode. At present, 0.5 mil 50% 
Ni-50% Fe material is approximately three times superior to the 1.5 mil 2605 SC Metglas, even though 
the Metglas resi~tivity is 2.5 times that of the 50-50 NiFe. The computer simulations and analytical study 
both indicate that the use of steel materials at parameters of 50 ns and 50-500 kV may be impossible 
because of eddy-current losses unless methods of fabricating thinner material can be developed. Although 
ferrite material can be used for the short-pulse switching medium, the ferrite volume required is 10 times 
greater than the corresponding steel volume. An amorphous steel (Metglas) thickness of 0.25 mil would 

·be 10 times superior to 0.5-mil NiFe and would cut costs. 
Third, development of a high-temperature insulating technology is essential to using NiFe materials 

until amorphous steel materials can be fabricated in thinner. laminations. Though the· annealing 
temperature of the amorphous steel materials (365°C) is compatible with an organic insulation (Kapton) 
that can easily be fabricated in the thickness desired and has· the dielectric strength.required, the use of 
NiFe materials at thicknesses of 0.25 mil or less may be required to reduce eddy-current losses and 
presaturation-leakage currents to a tolerable level. To use the NiFe materials, an insulating material that 
can withstand the annealing temperature (750°C) and that. has a dielectric strength of 500 V /mil in 
thicknesses of 0.05 mil is needed. 

The development of a saturable transformer for use in the parallel magnetic pulse compressor will 
permit using a solid-state primary switch. Such a switch offers the possibility of a completely solid-state 
system implying reliability and long life. The transformer must have good primary to secondary coupling 
during the saturation of the magnetic core material. Transformer coupling is hindered by the very lo'w 
effective permeability of the material during the fast saturation process. This report proposes a skin-effect, 
flux-coupling scheme to produce a totally efficient coupler compatible with the high-voltage, short-pulse 
mode of operation. 

The analytical scaling relationships developed ip this report agree Very well with the detailed computer 
model results. In addition, the computer model· has been calibrated with a simple toroidal core test 
system. The analysis reveals that the xL2/p scaling of the loss mechanism and the (xL2/p) 112 scaling of the 
switching time must be minimized for optimum magnetic switch operation. 

This study shows that magnetic switches and circuits can be developed to provide the multigigawatt, 
multikilohertz power pulses. The development of magnetic s~itches and circuits will require research and 
development programs in magnetic materials, insulation materials, low inductance circuit fabrication and 
solid-state switching mechanisms. Magnetic switching technology is perhaps the only method of 
providing the multikilohertz, multigigawatt power pulses required by Department of Defense and . 
Department of Energy research and weapons programs. 
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