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A review of current methods and d i f f i c u l t i e s in Monte Carlo deep-penetrat ion
calculations i s presented. S ta t i s t i ca l uncertainty i s discussed, and recent
adjoint optimization of sp l i t t ing , Russian roulette , and exponential-transforma-
t ion biasing i s reviewed. Other aspects of the random walk and estimation
processes are covered, including the re lat ive ly new DXANG angular biasing tech-
nique. Specific items summarized ai*e albedo scattering, Monte Carlo coupling
techniques with discrete ordinates and other methods, adjoint solutions, and
multi-group Monte Carlo. The topic of code-generated biasing parameters i s
presented, including the creation of adjoint importance functions from forward
calculations. Finally, current and future work in the area of computer learning
and a r t i f i c i a l inte l l igence i s discussed in connection with Monte Carlo applica-
t ions .

I . INTRODUCTION AND CURRENT DIFFICULTIES

Deep penetration as applied to radiation transport i s a somewhat nebulous
tern usually associated with fixed source calculations in contrast to those for
reactor cores. There arj no dis t inct correlations between penetration, deep
penetration or very deep penetration, and mean free paths of penetrated matter.
Pure penetration calculations are usually not three-dimensional and are re la-
t ive ly easy. Rather, i t i s the combination of penetration, streaming, and large
angle scattering in systems with cavit ies and multileg ducts that have tradi-
t ional ly required Monte Carlo methods of solution. But Monte Carlo methods can-
not generally be used to determine radiation paths through a geometrically com-
plex shield, and some ± priori knowledge of these paths must be available before
beginning a calculation and introducing variance reduction procedures to d ire- t
part ic les along the "important" paths.

Other complications introduced into r e a l i s t i c shielding calculations are
gamma—ray production from neutron interactions and^ the v cross—section, windows.of
nuclides such as iron and oxygen. Secondary gamma ray Monte Carlo dose calcula-
t ions are sometimes low due to the fact that low-energy neutrons, which are usu-
al ly unimportant to the neutron dose but very important to gamma-ray production,
have not penetrated deep enough into the shield. Two of the most commonly used
dsep penetration techniques, exponential transformation and next-event estima-
t ion, i f improperly applied may cause large portions of a shield to be skipped.
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streaming even though the cross-section and production data are treated in great
detail.

A final item in this discussion of general problem area-s of deep penetra-
IJk^^-if2j^ versus precision in the calculated

results. There is the maxim that multiplying system calculations will always
• resul-t within some pre-

cision (statistical uncertainty)'. The problem here is that an uncertainty of a
few tenths of percent i s often required. In contrast, for deep penetration an
accuracy of a few hundred percent with an uncertainty of a few tens of percent
âŷ Vew«'c"ct(>pta'bl'e':* Of ten even in fairly well formulated deep-penetration calcu-
lations the primary goal of accuracy is not met, leading to low results due to
undersampling in important regions of phase space. Poorly or improperly applied
biasing techniques may only decrease the calculated uncertainty about the

"resuTf wlthouT'increasing 'the accuracy. Fortunately, the few situa-
tions which can give results much larger than the truth (e .g . . collisions near
point estimators or surface estimator grazing angles) also give very large
uncertainties.

Host of the problems associated with accuracy and precision in any Monte
Carlo calculation would exist even if the calculated uncertainties were theoret-
ically correct. However, i t if generally accepted that many techniques, such as
exponential transformation and next-event estimation, have distributions which
are not Gaussian distributed.*~3 i,ut tn e methods used to interpret the uncer-
tainties are based on a Gaussian distribution. Even the casual users of Monte
Carlo methods are aware that a change in a deep-penetration biasing parameter or
only in the random number sequence may produce results which differ by more than
that predicted by the calculated uncertainties. Attempts to improve on the
method of code-calculated uncertainties have not been generally successful,2 and

'this situation remains a serious theoretical problem.

Even in the case of actual Gaussian statist ics, the calculated uncertainty
in the form of cne standard deviation of the mean result (a. the square root of
the variance) is often misinterpreted in determining the reliability of an
answer. There is , of course, only a 68.3% probability that the answer l ies
within +<r of the truth. One itust go to ±2a (95.4%) or even to +3<x (99.7%) to
establish more credibility.

In Section V there are presented several adaptive or learning techniques in
which a code is able to automatically update various biasing parameters in the
course of a calculation. Except An the case of completely excluding this learn-
ing phase of a calculation in the compilation of final results, there is at
present no generally acceptable criteria for utilizing these preliminary results
and their statistical errors.2 This situation is similar to keff calculations
where each generation is dependent on information calculated in the previous
generations.

It is helpful to examine a calculated result..and i t s uncertainty for any.
anomalies as they are accumulated throughout a calculation rather than accept a
final answer after some arbitrary number of histories. This is a standard pro-
cedure in keff calculations, which have their own unique uncertainty problems.
Some general-purpose codes, such as Mlrf?,4 provide these intermediate results as
a standard feature. Although this type of analysis can be useful in the ult i-
mate acceptance or rejection of a calculation, i t should never be used as a
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point ofview, deep penetration calculations will give
mtW^^ es remains '^ *«"'

roughly constant cs they traverse the "important" voluaes of the system between
the source and detector (results) regions. The biasing procedures introduced to
maintain the population reduce the statistical weight of the particles in pro-
portion to the 'population loss -or an analogue procedure, thus conserving the
total weight in the system. All this is easy to realize in simple systems of
one dimension, one energy, isotiopic scattering, etc . , where so many theoretical

. _„ developments are verified and test comparisons are made. However, in realistic,
three-dimensional systems the division of phase space into importance regions
and the proper specification of the biasing procedure parameters can become an
overwhelming ,,task. ,„ . , . h.

Of equal concern in maintaining the particle population density is doing so
without too great a dispersion of statistical weight within the population. It
is this weight that ultimately creates the desired results, and only a few very,
high weight p&rticles can dominate the entire answer and give a very large vari-
ance, while the computation time on the many low-weight particles is wasted. If
the differentiality of this population and weight control procedure is increased '
to include other variables such as energy ranges in addition to spatial regions,
specification and implementation of the necessary biasing parameters can become
prohibitive without automated computer—assisted procedures.

All general-purpose codes have available in the standard output, in addi-
tion to the desired final results, volumes of data to aid the user in determin-
ing the effectiveness of his biasing procedures. For complicated systems this
information can be displayed graphically. The standard procedure is to run a
few short calculations, examine this diagnostic output and make any necessary
adjustment in the biasing, and then submit a final long calculation. There i s
no general recipe for success in Monte Carlo deep-penetration methods. Even
groups of experts, after years of general experience and detailed studies of
specific problem types, indicate that there is no substitute for experience
regardless of theoretical considerations.^

It is well known that many biasing procedures actually increase the vari-
ance per history in a Monte Carlo calculation but reduce the computation time
per history. Thus, the ultimate efficiency among various techniques i s usually
determined relative to the product of variance and computation time (or i ts
inverse, the figure of merit). However, there i s no general way to factor into
this efficiency the preanalysis personnel and computer time necessary to produce
a final calculation. But these intangible effects may be of principal concern
in relation to program funding levels and deadlines. With the continual shift
toward increased personnel costs in relation ,tq computer costs, i t ..is. natural... .̂  ...,„...;
that as much of the preanalysis burden as possible be placed on the computer.
Innovations in these topics will' be discussed in a later section.
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The simplest concept for controlling the particle population throughout a
in-a~Mont* Carlo calculation .is by boundary splitting and Russian . .

As..particlesttranspor_t into regions deemed to be more important
( i . e . , closer to the detector regions), they are split into more, lower-weight
particles...._ If,jthgjL-r.eye.r*^f °*JP.«,,r.c->i 9 B* P*. }cmer i">PO't*nce, their number is
W^iiaSftfTOW^^f*^^ Russian roulette'; -In practice, -
there should be enough regions so that the particle population does not drop by
more than a factor of 2 to 5 between boundaries in the important regions of the
system between the source and detector. Otherwise, too many independent parti-
cles' "from! *tiie original' 'sourbeware fibst', and the adjusted population may ult i -
mately become highly.correlated due to multiple splitting of a few particles.

The other commonly used technique in transport biasing i* the exponential
tranY:form YaTkTaT pa'^ a misnomer since paths are sometimes
shrunk). Although many forms of this technique have been devised, the mast com-
mon is a directionally dependent form which artificially decreases the cross
section in preferred directions and increases i t in unj-ref erred directions.
Thus, particles reach important parts of the system with fewer collisions and
are not followed as far into unimportant regions as for the analogue case. How-
ever, the fluctuations introduced by the necessary weight corrections can some-
times cause a sufficiently large increase in variance so as to offset the time
savings in the overall efficiency of the method. It i s known that some form of
weight control in the form of a weight window (restriction of all particle
weights between an upper and lower limit for a given importance region by split-
ting and Russian roulette) improves the efficiency of the transform.5 It i s
also known that improperly set weight windows can have the effect of negating
the advantages of other biasing procedures and return the population and weight
distributions to that of an analogue procedure. The weight window mean value
'for different importance regions must be set appropriately in relation to one
another and to the source region, just as for boundary splitting and Russian
roulette described above.

Both methods of transport biasing, boundary splitting with Russian roulette
and the exponential transform, together with various weight control devices,
have been used successfully for many years. It would be difficult to establish
which method is more efficient, and no such general theoretical studies have
been made. The TRIPOLI code*" has been specifically designed to util ize the
exponential transform. The importance regions, the preferential directions, and
the transform parameter are combined automatically so as to minimize the need
for weight control, although there is a built-in weight window. It i s well
known that these techniques can produce accurate results of high precision, and
they will be covered in detail in a 1utter presentation in this session.7 But
i t can never be known how good are empirically set input parameters in terms of
calculational efficiency as compared to some theoretically optimized procedure.

A two-dimensional multigroup Monte Carlo study of aeutron leakage from a
spent-fuel shipping cask indicates that.jthere. ijŝ .np ̂ signifleant.improvementin ..
efficiency when the exponential transform is included in a calculation where the
weight window for splitting and Russian roulette has been automatically set
throughout the system from adjoint calculated importances.^ In this study the
'transform parameter was determined in an optimal manner from a discrete ordi—
nates adjoint event-value function, the correct adjoint function to be used in
connection with the exponential transform. This optimized energy-, spatial-,

'-•K^-ti. - - « U v •
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found t o never exceed 0.3 in *
scattering system of steel and depleted uranium. But for gamma-ray transport in
the same system, a l l optimized parameters exceeded 0 .9 . These same general
effect?-are -reported • in *n iron benchmark example in Ref. 9 (with a "forward—
adj.oiiOiL.ge.ne.r.ate..d,,weigbjtjri.5dow.)oi_where. a uniform decrease in calculational
efficiency resulted as the transform parameter was increased from 0 . 2 . In a

i( con cr tt£.)wti£&SM f found that the exponential transform had
y ^ applied 'to neutrons in a" coupled •"•'"

neutron-secondary gamma-ray calculation, (2) some benefit (approximate factor of
2) in a neutron only calculation, and (3) an even greater benefit when applied
to gamma rays.

Some conclusions from this discussion indicate that the exponential
transform performs best in absorbing systems with some control of large weight-

, correction fluctuations, with gamma rays being afforded more benefit than neu—
trons. This i s consistent with the premise of the transform that the part ic le
flux i s attenuated exponentially and also with semi-empirical methods such as
point kernels where gamma-ray scattering can be included with a f i t to an
exponential function and buildup factor.

For comparative purposes i t must be pointed out that in these optimized
studies the weight windows for sp l i t t ing and Russian roulette were f i r s t set
before introducing the transform. Thus, a substantial amount of transport b ias-
ing was already in effect before attempting to make an improvement with the
transform. In contrast, for empirically determined input schemes the transform
is the principal biasing device, and sp l i t t ing and Russian roulette are used
ovly when necessary for large weight f luctuations. No procedures have been
reported where the optimization of the exponential transform was done f i r s t .

' IV. SOURCE, COLLISION, AND ESTIMATION PROCESSES

Improving the transport process i s the primary objective of biasing tech-
niques in most deep penetration calculations. If th i s i s done properly, the
other aspects of the calculation can be treated fa ir ly simply. But i f the tran-
sport biasing i s improperly or poorly applied, even very sophisticated tech-
niques in the other processes are often to no avai l .

Source biasing in any of the phase space variables i s one of the most
effect ive and eas i ly implemented of any biasing procedure, even for fa ir ly com-
plicated systems. When there are no theoretical aids, such as adjoint resul ts ,
empirically set biasing parameters can often increase the overall calculational
eff iciency by several factors over that from use of the natural source distr ibu-
tion. For complicated source distributions i t may be necessary to segment the
source in some way in order to adequately sample a l l important variables. The
weight dispersions created by source biasing wi l l be further dispersed by any
subsequent biasing in otb.es processes. The weight windows throughout the entire
system must be set re lat ive to that for the source region, which must not be so
narrow as to negate the source biasing.Qr(_too wide ^ast.ointrodtice large weight
variations in the ultimate resul t s . It may sometimes be necessary to make
separate computer rues for different source phase space segments, with different
biasing techniques and parameters, in order to control th is weight dispersion.

In contrast to source biasing, effect ive co l l i s ion biasing (of the out-
going energy and direction) i s a d i f f i c r l t task. Many codes have an available



option, but this is usually the least used of all standard biasing procedures.
A general scattering kernel is such a complicated function, as compared to most
other distributions encountered in a Monte Carlo calculation, that empirically
"set parameters"have 'not been found to consistently improve calculation perfor-

ftfce*V**"lt'''ha:s been"found'ti.at' implicitly biasing the energy and directional
variables in other processes is generally preferable to altering the collision

The collision biasing procedure in TRIPOLI will be presented in a following
paper.'' Recent work has been reported where the exponential transform weight

v*r-tf.;»̂ w.fluctaa-ti«n has'been absorbed- into* a •• collision biasing scheme, but the actual
application is limited to gimma rays.10 In the shipping cask study mentioned in
the previous section, i t was found that optimized collision biasing, like the
exponential transform, was ineffective when the weight window for splitting and

ronl:ette;was' determinedvfrom-an adjoint solution.

A conceptually simple form of angular biasing, designated DXANG,** has
recently been made available to the MCNP code. Here, a spherical region, not
necessarily part of the physical system geometry, i s defined toward which i t i s
desired to scatter particles. At each particle collision (and source event) a
cone is defined by the solid angle AC subtended at the collision site by the
sphere. A secondary particle is created with a direction Q chosen uniformly in
the cone and with a weight adjusted from that of the primary particle before
collision by multiplying by the easily-computed AQ at ' by the angular scattering
probability p(Q), as for a next-event point estimator. The primary particle
continues normally, producing other particles at subsequent collisions, unless
i t actually scatters into the cone created for a secondary particle, in which
case i t is terminated. Each secondary particle becomes immediately another pri-
mary particle having the same transport, production, and termination charac-

t e r i s t i c s as the particle which created i t .

In this manner, many particles are directed toward some region of interest
without the difficulties associated with conventional angular biasing. The
extra weight accumulation of the many reduced-weight secondary particles i s
offset by the occasional termination of a full—weight primary particle. To con-
trol the proliferation of secondary particles a probability of creation can be
assigned to each importance region. The DXANG method is never applied if a col-
l ision occurs inside the sphere.

This DXANG angular biasing technique with multiple spheres has been applied
to a doubly bent 5 cm radius duct penetration of a high density (7.3 g/cm )̂ con-
crete slab shown in Fig. 1. The importance regions were set empirically as well
as the numbers indicating which one of the three spheres applied to collisions
in a given region. However, a region-, energy-, and direction-dependent weight
window was employed here that was created using the code-generated weight window
described in Section V, The neutron leakage at the duct exit was calculated to
be 3.13 x 10~8 + 8.3% in 5.93 minutes of CDC-7600 computer time. In contrast, a
standard state-of-the-art MCNP calculation using a code-generated region and
energy weight window gave 3.08 x 10~8>+>i4;5% in 50.35 minutes, a factor of 25'" ~
difference in efficiency.

If all the random walk processes in a deep penetration calculation were
treated correctly, or ideally,, the estimation procedure would be a simple task.
However, even for many well-formulated calculations this i s not the case, and
sane form of next-event estimation is, often used. Some of the statistical



s estimator are discussed in the introductionanomalies associated with tins estimator are discussed in the introduction.
Next—event estimation often gives low results if the region in the vicinity of
the detector is undersampled due to poor transport, and the problems associated
with'colllsions close fo'*Vpoirit"detector are well known. Increasing the biased
collision "density-inthe detect or'-vicinity for better sampling may remove the
need for i t , since analogue estimators might be applicable. A cure for the

first presented over twenty years ago, and many extensions to this technique
have been devised as well as many approximations for use in the detector vicin-
i ty . 1 2

The point estimator is ideally suited for detectors placed in voids or very
low-density materials. The use of estimation probabilities, as for DXANG, can
greatly increase the efficiency of the estimator, although care must be taken in

W~>M»'*««< ĉreating empirical--values -in systems with streaming paths. Another simple pro-
cedure involves testing a partial contribution to the estimator before the
time—consuming determination of the exponential attenuation term. This value,
\fT*p(O)/Rr» is compared to a preliminary result compiled normally. A Russian
roulette game is played if the incomplete estimation contribution is already
below some fraction of the preliminary result. Upon survival, the geometry ray
trace is made and the estimator is completed with the attenuation term and a
correspondingly increased survival weight.

A final estimation technique to be discussed here, which also has charac-
teristics of transport and collision biasing, is called DXTRAN in the MQJP code.
A next-event estimator is used to deterministically transport particles from -all
collision and source points to spherical regions, known as DXTRAN spheres, which
are superimposed over the problem geometry. The random walk transport is then
continued inside the DXTRAN sphere. In a sense, DXTRAN is a form of angle bias-

• ing because at each collision particles are forced to go into the direction of
the DXTRAN sphere. DXTRAN has proved beneficial in systems of widely separated
volumes and exhibits many of the aspects of ordinary next—event point estima-
tion. It has been utilized in MCNP much more than the once-more-collided point
detector option.

V. DETERMINATION OF BIASING PARAMETERS

The use of empirically determined biasing parameters has been the primary
method for implementing standard code options in deep penetration calculat ions .
The use of adjoint re su l t s i s always desirable when they are avai lable , and
variat ions of th is theoret ica l ly optimal biasing function include approximate
adjoint solutions of exact problems, such as with diffusion theory, and exact
solutions to approximate problems, such as with discrete ordinates. I t i s pos-
s i b l e to generate approximate adjoints by complete Monte Carlo adjoint calcula-
t ions and use them to bias subsequent forward calculat ions . I terat ion schemes
have been devised where forward and adjoint resu l t s are used a l ternate ly . These
methods are plagued with the practical problems of large s t a t i s t i c a l errors and
long running times and the theoretical problem-of'propagation of' the errors; '' •••

Between these two extremes there have been, and are now under development
and tes t ing , several learning, or adaptive techniques where biasing parameters
are generated and improved upon during a calculation. Additionally, there i s a
largo area of mathematically related variance reduction work sometimes having no
direct relation to adjoint calculation results.



Auong these learning techniques is an optimization procedure13 which is
essentially a perturbation method with the biasing parameter as tike perturba-
,tion^r.,-In 4»riacipiet. several- parameters can be investigated simultaneously, and
perJLodipally throughout̂  â  calculation these parameters are updated to those giv-
ing the minimum variance to intermediate results. Pattern recognition tech-
niques have been used to automate splitting and Russian roulette isrocedures1*
^nm^^^^i^GrM^P^i^^lWtfoWM a si ng. 15 In the 1 a st sov er al y ear s
many mathematical investigations of a transport-like equation have been
presented where the quantity of interest is ths second moment (the variance) of
the standard transport equation.16'1^ Although these developments are very
tnt'eresting.4 their "direct application by users of general purpose codes has
never been widespread.

Some of the simplest of the learning methods are procedures lor updating
splitting' "and1tussian"'roWet;te parameters in the course of a calculation by
attempting to equally populate all appropriate regions of phase space.18'1**
Although these methods are in no way optimal, they are usually better than
empirically set parameters for large systems, and they can be used as initial
values for more exact methods.

Just such an exact method has recently been developed for the HCNP code
with the creation of an optimal code-generated weight window.9 This method uses
the basic principles of phase space importance in computing adjoint fluxes
simultaneously with a standard forward calculation. These adjoint fluxes are
then used to automatically adjust the splitting and Russian weight parameters
(the weight window) in subsequent runs. The creation of this self-adjusting
procedure thus eliminates the need for empirically setting the weight window.

A final adjoint importance generation method to be discussed is the recur-
sive Honte Carlo method.^0 Although i t is not a learning technique in the sense
of the previous methods, recursive Honte Carlo has, in principle, several advan-
tages over the other methods. Since these other adjoint generation methods are
run simultaneously with a forward calculation, they are tied to a specific
source—response system. The statistical uncertainty of the generated adjoint
information usually increases with increasing importance in the direction of the
detector. Recursive Honte Carlo, on the other hand, begins at the detector and
proceeds recursively in backward steps toward the source. The principal feature
is that all steps are forward, non-deep-penetration calculations, and only one
pass is made from detector to source. The system is divided by surfaces, gen-
erally on the order of one or two mean free paths apart, where the adjoint flux
is to be determined. (An earlier, not generally successful attempt was made to
have these surfacer set automatically by the code). Problems associated with
this recursive method include difficulty in determining the surfaces and volumes
in realistic three—dimensional systems and the treatment of statistical error
propagation from one calculation step to the next. It must be remembered that
in all these adjoint generation methods, only approximate adjoint fluxes are
wanted for forward calculation biasing.

VI. OTHER ASPECTS OF DEEP PENETRATION CALCULATIONS

* ~ A fa i r ly complete cross section of current work in Honte Carlo deep-
penetration and related shielding areas i s contained in the proceedings of the
1983 International Shielding Conference in Tokyo.21 A review of these papers
reveals that albedo Honte Carlo i s a much-used technique, espec ia l ly in Japan.
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Much of th1 s~ workwas" done" with one-dimensional (azimuthal symmetry of the
emerging particle) albedos determined from inexpensive invariant embedding cal-
culations. The reported results are vithin a factor of 2-3 as compared to
expe'fimtnfaT'results of "difficult' duct streaming problems. Earlier work^2 using
two-dimensional; discrete:ordinates-computcd albedo data indicates that to
correctly predict the radiation streaming through a duct such as that shown in

l—a,±h«<tirf»JTtiHinoiintertnr ;̂enrnnr*-«fnl some portion Of the* duct wall in the,.
exit leg must be modeled with standard particle transport.

It i s also seen from the Tokyo proceedings and those of the 1984 Topical
on Reactor Physics*and Shielding at Chicago^ that Monte Carlo analysis

of any realist ic system is often coupled with some other calculation method -
discrete ordinates, diffusion theory, point kernel, or a separate Monte Carlo
calculation, A much used scheme has been the DOT-DOMINO-MORSE24 system
developed-in-OakRidge^-and-'i thas been made more general in the MORSE-
code system developed in Japan. Some coupling schemes with the TRIPOLI code
have been presented, and an elaborate reactor shielding analysis system of vari-
ous coupled methods his been developed in the United Kingdom.

The use of albedo data and coupling methods has most often been associated
with multigroup Monte Carlo codes (specifically MORSE26) due to energy group
compatibility. The widespread use of MORSE has been made possible because of
i ts discrete ordinate—type, multi-group cross section format. Until the promo-
tion into the public domain in the last few years of codes such as MCNP and TRI-
POLI, continuous energy codes have had, for a variety of reasons, installation
dependent restrictions, especially in terms of cross—section data transportabil-
ity. It i s , of course, the cross section treatment which presents the most
serious potential problems with multi-group codes. Data sets designed and
weighted for specific applications are often used indiscriminately for many
-other applications. A particular problem arises in deep penetration calcula-
tions if only one weighting scheme is used in the shield. Just as for discrete
ordinates applications, the shield should be divided into several regions, even
if i t is entirely one material, with appropriate cross section weighting in each
region as indicated by the shape of flux spectrum determined from the fine group
collapsing procedure. Similar problems to a much lesser extent can also arise
in the use of "pseudo-point" cross section libraries available in many continu-
ous energy Monte Carlo codes. These standard libraries can greatly decrease the
computer memory requirements, and they have been shown to be adequate for
integral results5 but require adjustments for differential results.27

Another problem area with multigroup Monte Carlo is the occurrence of
discrete ordinates-type "ray-effects" if fixed scattering angles (not fixed
directions in space) are used. However, this phenomenon arises only for combi-
nations of characteristics such as monodlrectional sources, l i t t l e ox no multi-
ple scattering, and low order polynominal cross section expansion. It is possi-
ble to obtain from multi-group calculations differential results in terms of
nuclides and reaction types, although not to the extent of a continuous energy
code, by manipulation of cross section, geometry, and response function input

Another potentially powerful deep penetration Monte Carlo method is the use
of complete adjoint solutions, "not just approximate adjoint importance functions
for use in forward mode biasing. There are several problem types ideally suited
for adjoint solution, but which require extensive biasing for forward solutions.
The most notable example is a system with a large, extended source area of
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g i?n^^Sever iconvinubus energy adjoint codes ex i s t bet have never
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been widely used, the gamma ray option being more amenable than that for neu-
trons. However, with the widespread use of multigroup Monte Carlo i t i s

"surprising fhftfmofe'use i s not made of the adjoint option, which i s conceptu-
a l ly-no more-difficult than the-forward mode for problem setup and execution.

*(4$&4$H^8&&!ttf^ special
techniques, and1 a'user s experience, in tut i t ion , e t c . , are often lacking in com-
parison to that for forward calculations. The appearance of flux terms, instead
of current, in the basic equal i t i e s for forward and adjoint calculated integral
quanti t ies sometimes,causes, d i f f i cu l ty , or confusion, in creating adjoint
sources and estimators. In most Monte Carlo applications flux i s a quantity
created in an estimation routine for mult ipl icat ion with an energy dependent
response function, but in the code the part ic le weight simulates current or col-

density,,.not..flux.-*. Alsor™>more attention must be given to the phase space
variables other than energy in the adjoint source, response, and normalization
than i s normally necessary in the forward mode. One of the primary uses of
adjoint methods in any calculational technique i s the a b i l i t y to obtain resul t s
from multiple sources from only one calculation regardless of the d i f f i cu l ty of
the forward calculation. This procedure i s , of course, the counterpart of that
for multiple responses from one forward calculation. '

The use of adjoint Monte Carlo also extends the options of coupling tech-
niques for responses as well as for sources . 2 8 An application of th i s method
has been employed in the ongoing program of dosimetric reevaluation of the
atonic weapon radiation environments in Japan. Figure 2 shows a computer plot
of the mock-up of a large, reinforced concrete building in Nagasaki. Doses
interior to the building are determined by starting adjoint par t i c l e s at
spec i f i c locat ions in i t and following them, or estimation trajec tor ies , to a
-surrounding coupling surface a few mean free paths from the building. Here, the
calculation i s coupled with a forward two—dimensional air-over-ground discrete
ordinates calculation, with the assumption that th i s free—field flux i s unper-
turbed by the presence of the building. The source for the forward calculation
i s the weapon output, located approximately 500 m above and 500 m ground range
from the building at the orientation shown in the f igure.

VI. ON-GOING AND FUTURE WORK

The plot in Fig. 2 represents current s tate-of - the-art geometry and com-
puter graphics capabi l i t ies available or planned in most general-purpose Monte
Carlo codes. This picture was drawn by the JUNBBUG diagnostic module of the
MAPS "array of arrays" geometry system in the HORSE code. The exterior vert ica l
and horizontal l ine s represent the array into which each part of the building
may be modeled in any detai l independent of the rest of the building. Any
repeating or symmetric portions are modeled only once and placed in the array as
often as necessary.

For several years at meetings such •as'-^thi sy- the topics 'of super computing;
vectorization, parallel processing, computer aided design, e t c . , have been and
are extensively covered. At Saclay there i s presently an ambitious program
.under way, in connection with tne next generation of the TRIPOLI code, to pro-
vide the user with an interactive computer capability which should reduce com-
plicated deep penetration problem setup time from what now might take many

10



!?t^Tn¥f program;"when* compl e t er w i l l
c o n s t i t u t e an "expert system. ' which w i l l not only g ive the user a s s i s t a n c e i n
the mechanics of problem setup but w i l l a l so o f f er s p e c i f i c t echnica l advice
from an-accumulated data base of problem types . The standard p r a c t i c e of a few

.short-runs.- , wi th , subsequent data, adjustment from the intermediate r e s u l t s for a
f ina l long c a l c u l a t i o n , w i l l now be approached more s y s t e m a t i c a l l y .

e*eTwiTEvof'Warsev^S6ntintte<JfS5be developments in Monte Carlo theory
and the creat ion of new techniques t o handle s p e c i f i c problems. A current
e f f o r t a t Los Alamos i s d i rec ted toward attempting t o b i a s the random number
*Pa-ce .r?tke ,rr Jk,a.n £M.-PnvsA?a.J>; P h a s e s P a c e ' 2 9 If s u c c e s s f u l , t h i s technique
would make Monte Carlo variance reduct ion t ru ly problem independent. The com-
puting hardware w i l l always get "bigger and f a s t e r " so that i t i s p o s s i b l e to
run more h i s t o r i e s or batches . The emergence of a new generat ion of user—
£rie? ldly^s°?twar^^ and the a v a i l a b i l i t y of complete and
r e l i a b l e importance parameters as described i n S e c t i o n V w i l l help t o make deep
pene tra t ion Monte Carlo c a l c u l a t i o n s more of a pure sc ience and l e s s of an a r t .
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Fig. 2. Reinforced concrete building in Nagasaki.


