FAULT INTERSECTIONS AND HYBRID TRANSFORM FAULTS IN THE SOUTHERN SALTON TROUGH GEOTHERMAL AREA, BAJA CALIFORNIA, MEXICO

Stephen Vonder Haar and Ignacio Puente Cruz

July 1979

Prepared for the U. S. Department of Energy under Contract W-7405-ENG-48
DISCLAIMER

This report was prepared as an account of work sponsored by an agency of the United States Government. Neither the United States Government nor any agency thereof, nor any of their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by trade name, trademark, manufacturer, or otherwise does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or any agency thereof. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or any agency thereof.
DISCLAIMER

Portions of this document may be illegible in electronic image products. Images are produced from the best available original document.
LEGAL NOTICE

This report was prepared as an account of work sponsored by the United States Government. Neither the United States nor the United States Department of Energy, nor any of their employees, nor any of their contractors, subcontractors, or their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness or usefulness of any information, apparatus, product or process disclosed, or represents that its use would not infringe privately owned rights.
Fault Intersections and Hybrid Transform Faults in the Southern Salton Trough
Geothermal Area, Baja California, Mexico

Stephen Vonder Haar* and Ignacio Puente Cmzt

*Earth Sciences Division, Lawrence Berkeley Laboratory, Berkeley, Calif.
†Comisión Federal de Electricidad, Mexicali, B.C., Mexico

Abstract
Analysis of 55 wells drilled at the Cerro Prieto Geothermal Field and a suite of geological and geophysical studies throughout the southern Salton Trough from the Mexican-United States border to the Gulf of California clarify two concepts important to geothermal development: 1) increased natural convective fluid flow and better permeability should occur at intersecting faults both regionally and within a producing field, and 2) the Cerro Prieto and Imperial faults are best conceived of as hybrid types having features of both San Andreas style wrench faults and oceanic transform faults.

Introduction
Study of fault intersections and a merging of concepts on San Andreas type wrench faulting with oceanic transform fault theory aid in explaining geothermal resources in the southern Salton Trough. This wedge shaped region (Fig. 1) from Mexicali to the present Gulf of California is bounded on the east by the Craton Margin Lineament which trends approximately N 30°W and on the west by the San Felipe fault zone. The latter fault zone trends N 15° ± 10°W from the city of San Felipe, along the Ometepec Salina where it has 1.5 m of recent vertical offset, and then follows the east side of the local mountain ranges (Sierra Mayor and Cucapa) until intersecting the Cerro

SALTON TROUGH FAULTING

Figure 1: Compilation of faults in the Salton Trough showing the Cerro Prieto Lineament as a major hybrid transform fault zone. Note the prevalent and long NW-SE trending faults with much shorter intersecting faults of NE-SW trends. Faults indicated by lines, dashed where discontinuous or subsurface; ? - indicates uncertain location. Critical data evaluation from published work; paper in preparation by the authors; S.S. indicates Salton Sea; C.P. is the Cerro Prieto geothermal area.
Fundamental to the regional geothermal history is the idea that the Cerro Prieto fault and the Imperial fault exhibit characteristics of both wrench faults and oceanic transform faults; hence they are informally termed hybrid transform faults. Freund (1974) discussed in detail 16 differences between wrench faults and transform faults. Important characteristics of hybrid transforms are: a) episodic strike-slip movement, b) obliquely intersecting shorter normal faults, often in clusters of fault shear zones, c) a tendency to be linear rather than curved, d) an active shear zone up to 200 m wide in the basement yet only 10 m near the surface, e) a lack of splayed fault segments at their terminations. They have no equivalent of oceanic fracture zones (i.e. a non-active fault extension), and they do not link clearly defined spreading centers. Such faults are capable of deep penetration into the crust to serve as conduits for heat flow. Thickness of the crust ranges from 7 to 11 km in the northern Gulf of California (Phillips, 1964) to as great as 32 km at the Mexican—United States border. (Biehler and others, 1964). The Cerro Prieto hybrid-transform and its intersection with the San Felipe fault zone and range style fault zone has three important features: 1) a shift in regional tectonic activity from the locked end of the Cerro Prieto fault to the Imperial fault, which is 11 km to the northeast and trends N 36°W, 2) formation of fault blocks along the hybrid transform as well as in the region between them, and 3) localization of a major geothermal field i.e. Cerro Prieto at the intersection of the hybrid transform and crosscutting faults. Microseismic studies, as shown in Figure 2, and a self-potential survey (Corwin and others, 1978) support a north to northeasterly trending fault between the Cerro Prieto and Imperial faults.

The 55 wells drilled at the Cerro Prieto geothermal field and the geophysical interpretations provide details on both the role of fault intersections, and on the hybrid transform fault shift that is occurring today. Well No. 103 is very productive, hot, >350°C, and lies at the intersection of one of the NE—SW faults and the Cerro Prieto fault (Figure 4). There are at least 7 similar faults in the Cerro Prieto Field spaced 200 to 300 m apart with vertical displacements of 40 to 250 m. A simplified geologic section through the field (Figure 3) indicates 400 to 600 m of vertical offset across the Cerro Prieto fault. Hybridized granodioritic basement was reached at 2547 m and 2722 m in two wells west of the main field and at 1478 m in one well to the southwest. Subsurface stratigraphy gives clues to the role of faulting. For example, well No. 757 drilled through a lithologic sequence, at a depth between 600 m and 934 m, that is not found in the main production field 3 km to the southeast. These units were: 85 m of siltstone, underlain by 95 m of 50% siltstone and 50% silty sandstone units 3 to 9 m thick, followed by 145 m of nearly pure sandstone. The upper siltstone was highly densified by mineral precipitation and the well bottom temperature in the sandstone was approximately 100°C. Such a sequence suggests a rapid infilling of an actively subsiding block.

Earlier ideas of pull-apart basins in the Salton Trough (see Elders and others, 1972; also Dibblee, 1977) can thus be refined. Fault blocks between the hybrid transform faults that occur en echelon appear to be 1 to 4 km on a side. Oblique intersection of major faults, such as the Imperial and Cerro Prieto, with fault shear zones may indicate sites for the most productive wells. However, these wells may be located in downdropped blocks with appropriately hot production zones 1 km or
Figure 3: Simplified geologic section across the earliest developed portion of the Cerro Prieto Geothermal field, Baja California, Mexico. Interpretation based on well logs and geophysical surveys.

Acknowledgements

We would like to thank our many Mexican and United States colleagues who have worked with us. Special thanks to Margot Harding for creative drafting and Susan Miller for work coordination while under hot geothermal pressure. Funding was provided by Comision Federal de Electricidad, Mexico, and the U.S. Department of Energy under Contract W-7045-ENG-48.

References


Figure 4: Location of known faults in the vicinity of the Cerro Prieto field, showing the intersecting faults and the location of wells and the very productive well No. 103.

