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The designs and costs of magnetic-confinement experimental devices and 
reactors can be affected strongly by the choice of parameters for the neutral-
beam injection system. To provide the designer with information with which to 
estimate the physical and cost consequences of variations in energy, neutrali-
zer thickness, ion-species mixtures, etc., we are carrying out parametric 
studies of the neutralization efficiency. 5ome of the results are reported 
here. The data base is too small and uncertain to permit calculations which 
would optimize all aspects of designs at this time. iA^ a 

INTRODUCTION 
The designs and coses of magnetic-con

finement experimental devices and reactors 
that use neutral injection for heating and/ 
or fueling can be affected strongly by the 
choice of parameters used in the neutral -
injector design. For example, the develop
ment and construction of the neutral -
injection systems for the TFTR tokamak* ' 

(2) and the MX mirror* ' experiments account 
ft)1" roughly one-half of the total hardware 
costs, Thus, th£ consequence of a rela
tively small design change may amount to 
several million dollars. 

As neutral-beam-system developers, we 
are asked such questions as: "What will 
happen if the length of the neutralizer is 
decreased?," or, "What research and devel
opment efforts are most important to the 
injector development program?" Unfortu
nately, there are very few reliable data on 
such important topics as gas efficiencies 
or atomic-ion fractions attainable in the 
ion source of an injector. As a result, we 
must base our calculations on plausible 
values for these quantities. Much more 
research should be done in these areas. 

*Work done under the auspices of the U.S. ERDA. 

The data base is much better for atomic 
and molecular collision processes. The 
work reported here is concerned with the 
consequences of these collisions, when 
different assumptions are made about neu-
tralizer thickness, atomic-and molecular-
ion-species mixtures in the plasma source, 
electrostatic-energy-recovery efficiency, 
and collision cross sections. 

This paper is an extension of a previous 
12) 

report*' which gives some of the motiva
tion and physics in more detail. In parti
cular, we show 
1. The effects of changing the neutralizer 

thickness (molecules/cm2) on the produc
tion of 20- to 400-keV deuterium-atorn 
beams, 

2. The effects of changing the ion-species 
current mixtures in the accelerated 
beam from D + : D 2

+ : D 3
+ = 60:20:20 to 

90:7:3, with and without recovery of 
the kinetic energy of charged particles 
emerging from the neutralizer. 

For simplicity, we concentrate mainly on 
injectors in which positive atomic- and 
molecular-io.is are accelerated and then 
partially neutralized in D 2 gas; we also 
show some results for D" beams. As an 

if' 
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FIGURE 1. Schematic diagram of a beam line for a neutral injection system. 

example, we will consider some aspects of 
the TFTR beau line des-'gn.* ' 

We will appreciate suggestions, e.g. im
provements in the cross sections used in our 
calculations, and will be happy to supply 
data in numerical form or compute neutral 
yields, etc., for specific applications. 
BEAM SPECIES AND NEUTRALIZATION 

In a typical neutral-beam system, slow 
ions, produced in an electric discharge, 
are accelerated to the desired energy, and 
the energetic ions are converted to energe
tic atoms or molecules by collisions in a 
neutralizer eel! (Fig. 1). In a deuterium 
(hydrogen or tritium) discharge the slow 
ions exist principally in four forms, namely 
9 , D» , D, , and D". Some of these ions, 
when accelerated, can be electrically neu
tralized by capturing an electron from the 
neutral-gas target, by dissociation, or by 
losing an electron to the target. The com
petition between electron-capture-and-loss 
collisions establishes a mixture of posi
tive, negative, and neutral particles in 

the emerging beam. When the incident ion-
beam consists of 0 or D", all constituents 
of the emerging beam have the same energy 
as the incident ions; however, incident D^ 
(D3 ) Ions of energy E will result 1n beams 
containing neutral particles of energy E and 
1/2 E (2/3 E and 1/3 E for D 3

+ ) . The variou'-
collision products are illustrated in Fig. 2. 

D+ — „ D+^ jjô  D- (E) 

D 2
+ — * D 2

+, D2° (E) 

D+, D°, D" (1/2 E) 

D 3* — • D3* (E) 

D 2
+, D20 (2/3 £) 

D + D°, D~ (1/3 E) 

FIGURE 2. Beam constituents resulting when 
ions of energy E (on the left) pass through 
a neutralizer cell. The resultant particle 
energies are Indicated in parentheses-



The equations that describe the popula
tions of the various beam constituents as a 
function of the neutralIzer thickness have 
been presented In Reference 3, where 1t 
was shown that sixteen different cross sec
tions must be known to describe the popula
tions at a given energy ac,<j for a given 
neutralizer gas. In our earlier paper we 
tabulated the relevant cross sections, ob
tained from the literature, for Do targets. 
Since then we have adjusted some of the 
cross-section values (within their stated 
uncertainties) to make our calculated re
sults more consistent with equilibrium 
measurements.* ' The cross-section values 
used for the calculations In the present 
paper are listed in Table 1. They an not 

to be considered "best values," I.e. no 
evaluations of the various experiments have 
been made. We are continually updating 
this table as more reliable cross-section 
values become available and as inconsisten
cies 1n the results become obvious. 

Me have concentrated on 0 £ targets be
cause the required cross sections are not 
always available for an arbitrary choice of 
neutralizes. Enough sample calculations 
have been carried out, however, to Indicate 
that D, is representative of tne better 
gas neutralizes. Other gases such as « 2 

or Ar, do not yield radically different 
neutralization efficiencies, although the 
maximum efficiency can usually be obtained 
at lower gas-target thicknesses. Thus other 

17 2 
TABLE 1. Cross-sections used In the calculations (10 cm / 0 2 molecule). Host 
entries were obtained from measurements in H2 gas with hydrogen projectiles of 
one-half the tabulated energies. Estimated uncertainties are as shown under 
each column except as noted. Parentheses Indicate extrapolations or interpola
tions where no uncertainty can be assigned. a{j(i,j » 1,0,-1) Indicates cross 
section for change from charge state 1 to j. o n o , a n + , etc. symbolize cross sections for the production sf 0°, D+, etc. u u 
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neutral tier choices could oininlie the gas 
toad on the system; they Mould, however, be 
a possible source of higher 2 Impurity for 
the fusion plasm*. 

A computer code has been written to nu
merically Integrate the equations that de
scribe the populations of the bean consti
tuents (Ref. 3). The cross sections of 
Table 1 are stored in this code; the input 
parameters for the code are the bean energy 
£ and the population mixture of the ion beam 
(e.g. 12QkeV. 100: 0"; 200keV. 7SI 0 \ 151 
D 2*. 10X 0 3*]. The appropriate cross sec
tions are determined by interpolation of 
the entries of Table I and the populations 
of * H beam constituents (0*. 0°, and D" at 
E, V 2 E , and 1/3 E; 0 ?° and t>2* at E and 
2/3E; and 0, at E) are obtained as a func
tion of the target thickness s(nclccules/ 
era J by numerical integration. 

Me have net carried out a systematic 
error analysis by propagating the cross-
section uncertainties through the calcula
tions. Ke note, however, that the equili
brium- (thick-target) 0° fractions agr« 
within about »2£ with She measurements 
listed in the review article by All Hon and 
Garcia-Hjno*. ' and that the growth curves 
for total-neutral-power production from D-* 
and D,* agree well with measurements re
ported by us at the higher energies. 

There is, of course, no single parameter 
ttiat can fully summarize the results of 
these calculations; however, much of the 
Information can be summarized with a 
parameter that we call the neutralization 
efficiency. In our earlier paper* ' we 
defined this as 

n 0 (poaer in neutral bc*»n) m 

(power in Initial ion bean) • U i 

In this definition all emerging neutrals, 
including molecules and fractional-energy 

atoms, were included in determining the 
efficiency. For many design applications, 
however, only the atoms of the prescribed 
energy are of Interest; the nolcculcs and 
lower-energy atoms nay be considered waste 
power becausa (a) ".hey do not penetrate 
vtry deep Into the target-plasma or (b) 
they dilute the tritium target-plasma, in 
the present paper, therefore, we use the 
efficiency for the production of atoas of 
the prescribed energy t, which is defined 
by 

. (power in atoms of energy E> 
" " [power in Initial ion beam f ' ' ' 

[less recovered power. If any) 

For a positive-ion beam containing a mixture 
Of 0 , D, , and Oj of energy E only the 
"full-energy" 0 of energy £ are included 
in the calculation of n*. For a "pure" bcara 
of Dp* of energy 21 or 0 3* of energy 3£, *.* 
1s calculated for the 0° fragments of energy 
t, since these are the only atoms produced 
by collisions. 

In Figures 3 and 4 we give examples of 
the neutralisation efficiency n' vs Dy 
target thirkness for "pure" ion beams (lOQS 
D", 0*, 0, . or 0 3*) for energies currently 
of interest to the KFE program. The energy 
label on each graph Identifies the energy 
E of the resulting atom beam; e.q. to 
obtain 20-keV 0°, the appropriate Ion beams 
would be 20-fceV 0* or D \ 40-keV D 2*. 
or 60-keV I), . Since the cross sections 
depend only on the relative velocity, the 
20-keV-D° graph 1s also appropriate for 
10-keV H°. At energies above i80keV/0 the 
desirability of 0" beams is immediately 
obvious from the figures; not only do these 
have the largest conversion efficiency, but 
they also require less neutralIzer thickness 
to attain maximum efficiency. (At very 
thick targets all beams reach collisions! 
equilibrium and the distinction between 



- 5 -

v , 0 r 

-oj 

• 0 " 

20 klV D 
( l O l t V M I 

' 0 4 8 12 16 20 24 28 
Target thickntis.ir.llO 1 9 Ot fnottwtti /cm'l 

100 ' . • i 

— ; — ; 
-50 -

f\\ — 0" 
— 0* 

-
20 1 ^ \ 

1 X s — oj -
£ — Dt 

P 1 0 

40 UV 0 
: 

5 
(20 UV H) -

; 

2 

1 ' i i i 

-

0 4 6 12 16 20 24 28 
Torgtt thickness, TT.t lO 1 5!^ molecules/cm2) 

0 4 8 12 16 2 0 24 26 
Target rhickntis.ir, t l O B O j moltcutts/cm8) 

FIGURE 3. Neutralization e f f ic iency , n ' , (see equativ 
for each of the four beams; 0 * , Dg*. 0$** and 0" a t en*." 
for energy E Indicated on each diagram. (Equivalent h^r 
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."£ and E, respectively, 

•- T-'J shown in parentheses.) 
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FIGURE 4. Neutralization efficiency, n', (see equation [2]) vs Oj-neutralizer thickness 
Vor each of the four beams; D + , D j + , 03+, and D" at energies E, 2E, 3E and E, respectively, 
fcr energy E Indicated on each diagram. (Equivalent hydrogen energy shown 1n parentheses.) 
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the various initial beams disappears). It 
can also be seen from the figures that 
below ^40keV there 1s little difference 
between 0 and D~ beams* whereas U„ a n d 

D, beams are undesirable because they 
require thicker targets (either higher 
pressures {which Imply more pumping speed) 
or longer neutralizes {which mean longer 
beam lines)!. Around 120keV/D the mole
cular ions begin to come into their own 
and have efficiencies comparable to those 
of D ; one must remember, however, that 
the "pur-?" molecular-ion beams require 
either twice or thrice the accelerating 
voltage. Above i160keV/D molecular ions 
have a maximum in T\' at intermediate 
target thicknesses; this is because the 
cross sections for dissociation are larger 
than those for electron capture, but the 
atoms resulting from dissociation are 
destroyed as the targets get thicker. Above 
^250keV/D, D beams are no longer competi
tive with the others. 

Figures 3 and 4 also indicate the diffi
culty in specifying the neutralizer target-
thickness for a yiven situation. Except 
for D" above i80keV and the molecular 
ions above ^120keV/D, there 1s no distinct 
maximum in n' vs ir — only an approach to 
thick-target equilibrium. For discussion 
purposes we arbitrarily define the "optimum1' 
ieutralizer thickness as the value of TT 
for which a maximum value of n' Is obtained, 
if a significant maximum exists; otherwise 
it 1s the value of TT required to achieve 95% 
of the equilibrium n'. For example, note 
that for 120-keV D + n' is 41X at the "opti
mum" target thickness of % 1.2x10 D 2 mole
cules/cm , whereas at one-half that target 
thickness n' has only dropped to 34%. The 
lois in efficiency means a greater invest
ment 1n power supplies, whereas the thinner 
target means a smaller gas load (less pumping) 

andyor shorter neutrali2er (smaller building). 
The neutral-beam designer must consider both 
to achieve the smallest overall cost of the 
system. 

Although D" beams look best at higher en
ergies., no one has as yet produced suffi
ciently Intense 0" beams to permit serious de
sign considerations. The rest of the discus-
sionwill therefore deal with positive ion beams. 
MIXED BEAMS 

Designers and experimenters generally 
would prefer to have injectors providing 
neutral atoms at a single energy. As men
tioned earlier, positive ions extracted 
from a deuterium (or hydrogen) plasma con
tain a mixture of D , R, , and D, (H , H„ , 
H 3 ) ions. Unwanted species can, in princi-
pie, be rejected at low energy by a magnetic 
selection process. However, to minimize 
space-charge blowup, present high-power-
density beam systems have the neutralizer 
Immediately following the last element of 
the accelerator system; consequently, no 
momentum selection is possible. The neutral 
beam is produced from collisions of all 
three primary Ions and their collision pro
ducts with the neutralizer gas (see Fig. 2), 
and a realistic analysis requires a know
ledge of the ion-species composition of the 
extracted beam. 

Unfortunately, there are few reliable 
measurements of beam compositions from high-
power sources, and detailed experimental 
data on the interdependence of ion-species 
mixture, gas flow, arc voltage and current, 
electron temperature, wall material and 
temperature, and 1on current density are 
badly needed. For the present purpose, we 
use as examples two species-mixtures measured 
with different operating conditions 1n high-
current sources, ^ :D« :D, = 60:20:20 and 

(3) c J 

75:15:10/' and a hypothetical mixture, 
90:7:3. 
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In Figures 5-10 we show power-flow dia
grams for six different experimental condi
tions that all yield 1 HW of 120-keV H or 
D beams. Figures 5-10 are for "optimum" 

neutralizer thicknesses, as defined in the 
previous section. 

Figures 5-7 show the effect of changes 
1n the deuterium Ion-species composition. 

FIGURE 7 FIGURE 10 

FIGURES 5-10. Power-flowdlagrams for 1 HW, 120 keV D° and H° injection systems, for 
three initial deuter1wi-1on-species compositions and three equivalent hydrogen-1on-
spedescompositions, at "optimum" neutrallzer target-thicknesses (see text). 
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He see that a change in the D component 
from 60S to 90S decreases the net power 
requirement by 40* and the lower-energy 
neutral beam component by a factor of six. 

Figures 8-10 are similar flow charts 
for hydrogen beams, which might be used In 
a large experimental device to provide the 
proper plasma penetration without intro
ducing radioactivity problems. The neutra
lization efficiencies are very low for all 
three cases, the neutrall2ers must be longer, 
and the technical problem of handling the 
waste energy from the residual 1ofl beams is 
huge. Without direct energy recovery, this 
kind of operation 1s very unattractive. 

Figure 11 is to be compared with Figure 6; 
the difference is that the neutrali2er 
thickness in Figure 11 is one-half the value 
in Figure 6. The designer might choose 
this option because the length of the beam 
line (neutrallzer) could be reduced about 
30%. The price is a 25* increase in Input 
power {most of which must be handled by 
the residual-ion-beam dump), and a larger 
pumping speed caused by the higher conduc
tance of the neutrslizer. 

We note that although the power in the 
negative ion beams 1s small on a percentage 

basis, it must be taken into account when 
siting cryopanels etc. in the beam lines. 

The previous examples have shown the ad
vantages of increasing the atomic-1on 
population. Figure 12 shows that there 
is an energy above which the energy of 
molecular ions is converted to neutrals more 

!\^«o% D" 

!\ . 
" \ \ 75% D" 

\ \ 45% o; 

: \I2% D*V. 
> - . ! 

; \ 

FIGURE IT. Power-flow diagram for the spe
cies mix 75% D+, 15% D 2+ and 10% 0 3

+ for a 
1 HW, 120 keV DO injection system at one-half 
the "optimum" neutralizer target-thickness. 

100 200 300 400 500 600 700 BOO 900 <000 
Atom energy (keV/O) 

FIGURE 12. Neutralization efficiency, n \ 
(see equation (2)) vs the resultant deute
rium-atom energy for beams of 75S D° or 45% 
D-2+ or ]2% D3 + with the remainders of each 
beam in other ions. 

effldently than energy in atomic ions. The 
examples of ion concentrations shown have 
been observed experimentally. The drawback 
is that a system optimized for D- must have 
twice the 0 -system accelerator voltage. 
As always, D" beams, if obtainable, are 
preferable to positive-ion beams. 
DIRECT RE'-OVERV 

One possibility for improving the neutra
lization efficiency for neutral beams pro
duced from mixed-species positive-ion beams 
is to couple in an energy-recovery device. ' 
in Figures 13-15 we show the effect of 
energy recovery with 80, 90, 95, and 1Q0% 
efficiency on the neutralization efficiency 
n*. The three figures are for various 0 ; 
° 2 + : D 3 + fixtures " 60:20:20 (Figure 13) 
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and 75:15:10 (Figure 14) are indicative of 
the range of measured beams; 90:7.3 {Figure 
15) is an, as yet, unachieved mix and is 
shown here to stress the Importance of de
velopment efforts to Improve the D frac
tion of the beams. For these figures it Is 
assumed that a±1_ ions are recovered with the 
Indicated efficiency. Note that at 120keV 
(the TFTR injection energy) the neutraliza
tion efficiency can be increased by more 
than 50% even with a recovery efficiency of 
only 80%. At the higher energies 1t will 
be extremely important to not only attain 

the highest possible recovery efficiency 
but a'.so to maximize the 0 composition of 
the beams. Above i3O0fceV positive Ions 
are not efficiently neutralized even for 
the most optimistic combination of D 
enhancement and recovery efficiency (Figure 
15). 

The assumption that the energy of aU_ 
ions can be recovered may be optimistic. Ir. 
Figure 16 we show the efficiency for one 
particular set of parameters (75% D , 15% 
D 2 » 101 0 3

+ with SOX energy-recovery effi
ciency) for the case 1n which the energy of 

D* Dj 0% 
60% 20% 20% 

ZOO 300 400 
Accelerator voltage 

FIGURE 13 

o* DJ D ; 
75% 15% 10% 

"100 ZOO 300 400 900 600 TOO 
Accelerator voltage (kV) 

FIGURE 14 

100 200 300 400 500 600 
Accelerator voltage (kV) 

FIGURE IS 

100 200 300 400 500 GOO 
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FIGURE 16 

FIGURES 13-16. "Optimum" neutralization efficiency, n', for full energy D atoms 
(see equation [2]) vs accelerator voltage for the D +:D2 +:D3 + mixtures shown, as
suming charged-particle-recovery efficiencies of 100%, 95%, 90%, and 80%. The 
curve with no recovery is also shown for comparison. In F1g. 16, the effect of 
recovering only the full-energy D + Ions Is compared with that of recovering the 
energy of all ions with 90% efficiency. 
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all ions is recovered and the case in unlet* 
only the energy of the "full-energy"-D 
ions is recovered. The difference in n' is 
quite pronounced. This figure again empha
sizes that our examples In this paper are 
only illustrative for generalized injection 
systems. A specific system must be evalua
ted for the specific parameters relevant to 
that system. 
DISCUSSION 

Negative deuterium-ion beams, if they can 
be achieved with good efficiency and good 
optics, will minimize the designers' 
problems. Increasing the atomic-ion 
component of positive-ion beams can be of 
great Importance; we believe that a much 
larger experimental effort is called for 
in this area. 

There is no experience, at this writing, 
with high-power beams at energies above 
10 keV. In addition, the experimental 
data concerning ion-composH1on vs pressure, 
arc current, etc. are often contradictory 
and too meager to allow a designer to make 
optimized plans. 

Even the uncertainties in the atomic-
collision processes are large enough to 

have a considerable effect on performance 
and costs. The neutral team data base is 
too small to permit calculations of opti
mized designs at this time. 
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