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tests were made of the stress-corrosion cracking of
single crystals of solution-treatedAZ6H magnesium alloy in distilled
water, in 0.5 and 1 percent hydrofluoric acid, and in a salt-chromate
solution consisting of 35 grams of sodium chloride and 20 grams of potas-
sium chromate per liter. In most of the successful tests the basal plane
was at an intermediate angle to the specimen axis; in all the corrodents,
these specimens failed at nominal tensile stresses in the range of
3,500 to 4,300 pounds per square inch; pronounced basal slip (plus accom-
panying modes of’deformation) preceded cracHng snd failure started at
an angle of 70° to 90° from the basal plane. Although the deformation
processes were not studied in detail, the path chosen by the crack was
attributed to mechanical rather thsm electrochemical factors and the
possible importance of the prior deformation, which has not been con-
sidered previously, was pointed out. The presence of a stress producing
macroscopic slip was found a sufficient condition for cracking in the
presence of a suitable corrodent; whether it is also a necessary con-
dition was not established. The present work did not provide any data
with which either the film-rupture theory of stress-corrosion cracking
(electrochemicalnucleation and propagation) or the mechanical theory
(electrochemicalnucleation and mechanical propagation) could be criti-
cally evaluated. Basal failure occurred in only one of three cases where
the basal plane was at a relatively high angle %0 the specimen axis and
therefore disposed favorably for this ty_peof failure; examination of
these data led to a tentative explanatio~
basal failure in polycrystals.

INTRODUCTION

for the rep&ted tendency for

h those magnesium alloys susceptible to stress-corrosion cracking,
the failure is transgmnular under many conditions (ref. 1). The pres-
ent work was undertaken to investigate the factors influencing the path
taken by a transgranular crack and consisted of a preliminary study of
the failure of stressed single crystals of various orientations of the
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AZ61X auoY exposeiito several corrdents. Although this study had to
.

be terminated abruptly and the results were therefore not so comprehen-
sive as originally planned, some important conclusions could be drawn.

“-.=
P’

Stress-corrosion experiments which will yield fundamental information
are difficult to design since no firm opinion can now be given as to the
mechanism by which a stress-corrosion crack is nucleated or propagated.
Intergranular failure appears to be the simpler case since the course of
the crack follows an anodi.cpath preexisting In the alloy structure
(ref. 2). In the case of transgranular failure, there is, in general, no
unique preexisting anodic path (except for those running along subgrain
boundaries and these have not been shown to be impofiant). Transg=n~ -.
failure can be interpreted in terms of the essential ideas of the gen-
eralized theory proposed by Mears, Brown, and Dix (ref. 2) in the fol-

.

lowing way. Electrochemical corrosion produces local penetrations, the
rate of advance of which soon drops to a low value as films form on the
surfaces of the crack or pit; the stress concentration at the tip of the
crack produces local plastic deformation which results in rupturing of

r-

the film at that point and the continual exposure of film-free anodic
metal thus permits electrochemical attack to continue. This mechanism
leads to the conclusion that, in a given grain, a transgranular crack .

will propagate in a direction determined by the location of the regions
over which the film is ruptured and thus by the geometry of plastic
deformation at the crack tip. A quite different possibility is that the u

crack propagates mechanically as suggested by”Keating (ref. 3) and
Hsrwood (ref. 4). This mechanism postulates_that the crack can be propa-
gated between structural barriers in the metal by stress alone, the
function of corrosion being the formation of the original crack as well
as the reactivation of the crack after its progress has been stopped by
a barrier. It is important to note that, although electrochemical action
is an indispensable feature of both mechanism, the direction in which
a transgranular crack will propagate would in either case depend on the
mechanical properties of the metal at the crack tip and may or may not
vary with crystallographicorientation depending on how strongly aniso-
tropic these properties are. Attention is thus directed to mechanical
factors. It is difficult to make precise observations of the mechanical
behavior at the crack tip; however, the study of single crystals may
prove fruitful since the variation in stress-corrosionbehavior can be
observed as a function of crystal.orientation, hence, of varying mechani-
cal properties.

Studies of magnesium-allq single crystals were first made by Graf
(ref. 5) on solution-treated specimens of AZ61.alloy under a stress of
about 4 kilograms per square millimeter (6,tM0 psi), which was slightly
in the plastic range, in distilled water. Graf noted that the cracks
always ram more or less parallel to the plane of maximum tensile stress
but few conclusions can be drawn since he studied only crystals where
the basal plane was awroximately parallel to the stress axis. It may

.
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. be noted, however, that he made a cerefl.dstudy of polycrystalline speci-
mens which showed that the stress-corrosion susceptibility was not signif-

-- icant unless the stress was sufficient to produce at least a very smalli
plastic deformation (somewhat less than 10 percent of the elastic strain).
A similar conclusion may be drawn from unpublished work done by the Dow
Chemical Co. which showed, for a variety of polycrystalline magnesium
alloys tested in the standard salt-chromate solution (35 W- of stium
chloride plus 20 grams of potassium chromate per liter), that the minimum
stress required to prcduce significant stress-corrosion susceptibility
was practically equal to the minimum stress at which the solution poten-
tial of the alloy showed a (transient) anodic shift, the anodic shift
indicating that enough film-free surface had been exposedby plastic
deformation to give a detectable effect.

While the present work was in pro~ess, otier obser~ati~s of the
path of failure were made by Priest, Beck, and Fontana (ref. 6) in
coerse-grained specimens of the (controlled purity) AZ6LX alloy in the
stxmdsrd salt-chromate solution under high stresses (substantially above
the yield stress, which was 32,000 psi). They found that the path of
failure tended to follow the basal plane and postulated that the pre-

. ferred path direction was due to electrochemical factors, that is, to
the directionality of the FeAl platelets which, as the work of
Heidenreich, Gerouldj and McN’ulty(ref. 7) strongly suggests, serve as

. cathodes in transgranular failure. The FeAl fine structure was assumed
to be lying parallel to the basal plane.

The results of the present work show that failures often stsrt and
run on planes other than the basal plane and are thus inconsistent with
the hypothesis of Priest, Beck, and Font==. me present res~ts =e
consistent with the view that deformation or fracture mechanisms play a
prixmry role in determining the course of a transgranular crack.

This work was conducted at ColuuibiaUniversity under the sponsorship
and with the financial support of the National Advisory Committee for
Aeronautics. The authors wish to express their appreciation to Mr. A. J.
Greene for assistance.with the experimental work, to Mr. J. titrater for
substantial help in developing experimental techniques, and to the
Dow Chemical CO. for specimen uterial.

EXPERIMENT PROCEDURE
.-

.

.

The material studied was l/16-inch AZ61X magnesium alloy sheet
supplied in the annealed condition by the Dow Chemical Co. who furnished
the following analysis: ~uminum, 5.6 percent; zinc, 0.76 percent; =n-
ganese, 0.33 percent; calcium, less than 0.01 percent; copper, 0.004 per-
cent; iron, less than 0.001 percent; nickel, 0.0006 percent; lead,
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0.012 percent; silicon, less than 0.01 percemt; snd tin, less than
0.001 percent. Strips of this alloy were stacked and milled to the form
of tensile specimens about 4 inches long with a reduced section 1/4 inch

wide and 12 inches long and a bolt hole at each end.
4

.

Considerable effort was required to develop a reliable procedure
for preparing and handling single-crystal specimens. The heat-treating
technique developed involved sealing the specimen in a Pyrex tube after
admitting air at a pressure of about 1/4 atmosphere. When the specimen
was heated, the oxide and/or nitride film formed served to minimize the
rapid evaporation of magnesium and deterioration of the specimen which
would otherwise have occurred. To prepare single crystals, some of the “
blanks were subjected to a plastic strain in tension of about 0.25 per-
cent and the machined surfaces were polished and etched to remove the

-

cold-worked layer. The specimen capsules were annealed by raising the
furnace temperature no C per day from 3000 to 4$3° C or else they were
passed through a traveling furnace set at 4800 C at the rate of 1 inch
per day. On the average, the latter procedure gave better results.
Although a large number of the crystals used had been strained before
annealing, strain was not found necessary for the growth of ltige grains
which presumably resulted from the exaggerated growth of a few grains
tn the specimens at high temperatures rather than from a recrystalliza-
tion process. About half the annealed blanks had grains in the test area -
coarse enough to be useful, but a number of these were unsatisfactory
because of small included grains in the central portion of the reduced
section or because the specimen was not strqight.

Several more-or-less typical specimens are shown in figure 1. In
a few only one grain covered the test length (center specimen). In many,
a short grain could be masked out to achieve the same result (bottom
specimen). A number of specimens with two or three grains in the reduced
length were tested to determine through which grain failure would occur.
These specimens had grains of roughly equal length; the multigrain speci-
men shown at the top in figure 1 is unrepresentative in this respect.

Annealing and straining-and-annealingmethods did not yield coerse-
grained specimens in the lots furnished of AZ31X and M-1 sheet originally

—

intended for inclusion in this study.

The orientations of the AZ6U crystals, determined from back-
reflection Laue photographs, were scattered over the whole orientation
range. Many of the AZ&X crystals were tested as air-cooled from the
crystal preparation anneal. A number were subsequently annealed
at 350° C for 24 hours and water-quenched. .@ order to prevent dis-
tortion during this treatment, the crystals were chnped between graphite ~.
blocks before encapsulating.

.
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The dead-weight loading apparatus for stress-corrosion testing is

shown in figure 2. The specimen A is held between steel clamps (later
/. Y AZ6LX clamps) and the load is transmitted by steel strips C looped over

self-alining ball bearings B, an arrangement which enabled fair initial
sxiality of loading to be achieved (the stresses on opposite edges of
the specimen for loads in the elastic range were at worst within 15 per-
cent of each other as determined in several runs on a polycrystalline
d- with the aid of Huggenberger extensometers). Axiality would have
been important if failures had occurred under stresses within the elastic
range, but no failures were observed until the specimen was well within
the plastic range. Axiality cannot then be maintained because of the
gross inhomogeneity of the deformation of hexagonal single crystals,
especially under the present conditions, where (1) the ratio of test
length to specimen width is low so that bend gliding at the ends of the
test length can influence a substantial portion of the test length and
(2) a grain outside the test len@h may be so much more favorably
oriented for slip that it is the first to slip, thus making axial loading
of the grain under test impossible. For these reasons, many of the fail-
ures observed may have been initiated by local stresses much higher than
the nominal stress.

.

The corrodent G (fig. 2) was held in an ac~lic cup F fitted with
a neoprene plug E which slid over the beeswax-rosin masking D at the.
ends of the specimen, this joint and the steel C-S be- covered ~th
petrolatum for added protection. Wax masking was also applied at the
upper end of the specimen so that the specimen was not exposed at the
air interface. The cup was covered during the test to minimize evap-
oration but to permit access of o~gen. At the start of each test, the
corrodent was always added before applying the load. The specimen had
previously been electropolished in the polishing bath of hydrochloric
acid and Cellosolve in order to facilitate the observation of cracks and
strain markings during the test.

The experimental difficulties encountered in these tests are
described later. Pilot tests made to aid in selecting suitable heat
treatment and corrodent are also described below.

.

.

The stress-corrosion experiments described herein were concerned
only with the variables of stress> crystal orienbtion, and ~ of
corrodent. Microstructural variables were not included; all specimens
were essentially solution-treated. Consideration of the subgrain struc-
ture as an additional variable hadbeen plsnned initially. It was found,
however, that the crystals did not have pronounced substructures; the
orientation spread indicated by the size of the Laue spots was very small.
A brief attempt was maiieto reveal subboundaries by etching. Of the
first five microetchants listed in the Metals Handbook (ref. 8), the
glycol-acetic-acid— nitric-acid solution etched low-angle grain bound-
aries (orientation difference estimated as several degrees) as did the
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picral—acetic-acid etclumt described by George (ref. 9), but neither
revealed amy distinct subgrain-boundary structure. At this point, work
in this direction was halted since the stress-corrosiontest results
showed that failure occurred after pronounced plastic deformation and
it seemed likely that this produced structural defects substantially
more severe than those provided by the originsl subgrain structure which
thus did not appear to be a primary factor in

EXPERIMENTAL RESULTS

Pilot Tests on Pol.ycrystal.line

As a guide in selecting test conditions,

this work.

Specimens

a number of constant-

deflection bend tests were made using l/4-inch-wide
%-
1 inch-long
1

polycrystalline strips held in 5.61-inch-long phenolic jigs which pro-.
duced initial stresses above the yield strength in the central region of
the strip. The specimens were pickled before testing for 20 seconds in
10-percent nitric-acid solution. The results of the investigation of
the solution-treatingtemperature yielding greatest susceptibility to
stress corrosion using the standard salt-chromate solution (35 grams of
sodium chloride plus 20 grams of potassium chromate per liter) are given
in table I. A wide scatter is inherent in this type of test since when-
ever the time to failure is substantial, stress relaxation in the speci-
men tends to make the failure time even longer. The data in table I
are therefore not considered to show any significant variation of sus-
ceptibility with annealing temperature in the range studied. A similar
result was obtained by Perryman (ref. 1) for an experimental 5-percent-
aluminum alloy.

It was of interest to survey single-crystalbehavior in several
corrodents producing relatively rapid failures without heavy general
corrosion. Fluoride solutions were suggested by some of Perrymsn’s
results and some of these are compared with.strip test results obtained
using salt-chromate solution and distilled water which are given in
table 11. In the salt-chromate solution, a crack is observed after a
very short time and failure occurs soon thereafter. In distilled water,
a nuniberof cracks formed after a few days and here-also the specimens
failed fairly soon after the appearance of cracks. Eowever, in the
fluoride solutions, fine, perhaps shsllow, cracks formed not long after
immersion, and in many cases these progressed very slowly so that fail-
ures did not always occur inreasomble times even when the stress in the
specimen had not relaxed too far. The susceptibility in the O.~ percent
hydrofluoric acid seemed sufficient, however, and this solution was used -
for some of the single-crystaltests since the film it formed over the
specimen surface was clear and permitted better observation of the strain

.

.

.
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.
markings developing during the test than did the films formed in dis.
tilled water or salt-chromate (also used) which were dark and patchy.
In all three corrodents, the failure of the polycrysta.llinestrips was.
transgranular.

Single-Crystal Tests

General remarks.- Stress-corrosion tests using the sm?angement shown
in figure 2 were first made on a few preliminary cosrse-grained specimens
by increasing the stress stepwise until failure occurred. These showed -
plastic deformation to be important, aside from its effect on the axial-
ity of loading, in that it led to experimental difficulties with crystals
of sane orientations and in that failure did not occur until it was
observed. Although the modes of deformation of this alloy were not
studied in detail, it was verified that the major mode of deformation
.infavorably oriented crystals was basal slip and many of the observa-
tions can be described in terms of this type of deformation. The obser-
vations of this investigation were consistent with the critical resolved-
shear-stress law of Schmid and Bbas (ref. 10) which states that (basal.)

. glide begins when the resolved shear stress reaches a critical vshe Tc.

The initial shear stress is calculated from the relation
T = a sin X. cos A. where a is tie tensile stress, ~ is the initial
angle between the basal plane smd the specimen axis, and ~ is the

initial angle between the specimen axis and the nearest of the type I
diagonal axes (which are assumed to be the possible slip directions).
For the present purposes, the error is small if it is assumed that
Jo = X. and the tensile stress needed to produce basal slip can then

be written

DC = 2Tc/sin 2~o (1)

.

.

The critical tensile stress Uc is thus a minimum at 45° and increases
synm&ricaUy on either side of this angle so that at 15° or 75° it is
twice the value at 450. If plastic deformation is necessary for failure,
then a high tensile stress is required when the grain under test has a
high or a low,orientation and this stress may be sufficient to produce
deformation in grains at the ends of the test length underneath the wsx
(such a situation might arise in the bottom specimen of fig. 1)j the
deformation of these grains could allow the corrodent to leak under the
wax and either (1) reach the steel clsmp resulting in rapid local general
corrosion and mechanical failure neu the clamp when the specimen cross
section had been sufficiently reduced or (2) achieve the ssme result
because of local general corrosion in the oxygen-depleted area or at the
solution-vapor interface underneath the wax. Two failures (in the salt-
chromate solution) attributable to the first situation and four (three
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of these in 0.5 percent hydroflmoric acid), to the second were obtained, .

snd all of these were cases where the orientation was in the low (25° or
less) or high (greater than 65°) range. For these reasons, only a few
specimens of the extreme orientationswere -successfullytested, and thus .

most of the data refer to the situation where basal slip was the dominant
mode of deformation. It should be noted that deformation markings which
appeared to be twins were observed but their character and crystallog-
raphy were not verified; it is also possible that nonbasal slip occurred.
These could have accounted for Large local strains even though every case
where substantial elongation (say 5 to 10 percent) of a grain was observed
was associated with basal slip. In the present work, the first indica-
tions of basal slip (weak slipbands) were noted at resolved shear stresses
in the neighborhood of 1,500 psi which is in good ageement with the aver-
age critical.sheer stress of 1,640 psi (1,153 g/sq mm) observed for
A%61 crystals by Schmid and Siebel (ref. l.1).

Significant information was provided by one specimen which failed
because of the electrochemical coupling at the steel clamp. This had
been air cooled from 4&)0 C and had an orientation angle of 19°; it was

stressed in salt-chromate solution ti’thoutfailure for 4~ weeks at
.

2,300 psi, then for 2 weeks at 2,850 psi, and then for 1 week,at
3,26Q psi (all without evidence of pkstic,deforroation)before failing
outside the test area at 3,850 psi. While this did not”provide a criti- .
cal test of whether failure can occur at all in the elastic range, it
did indicate that the stress-corrosionlife of these specimens was at
least substantial at stresses which did not produce plastic flow.

For subsequent tests, the specimens were stressed stepwise to fail-
ure at intervals of 1 week by starting at a load too low to give visible
deformation or strain nmrlclngs(usually 3,000 psi, in a few cases
2,000 psi) snd then entering snd moving up in the plastic range in steps
of about ~0 psi. Since failures were not observed below the plastic
range, this procedure provided assurance that the failure stress was
alwqrs approached from the low side and enabled the nominal tensile-
stress values obtained to be used as a measure of comparative suscepti-
bility. In a few cases (these are indicated in tables III(a) and III(b)),
the load was increased in shorter time or larger stress intervals, but
here also the specimen was under observation while the load was being
increased in order to be sure that relatively small stress increments
would be used in moving into the plastic range.

s

Importance of plastic deformation.- One type of observation indi-
cating the importance of plastic deformation is shown in figure 3. Some
time after loading the specimen shown, a band where basal slip (orienta-
tion of bassl plane, 31°) was particularly heavy had developed and it
was in this band that a crack developed and failure occurred.

.

.



rr
.L

NACA TN 4019 9

v

Analogous behavior was observed in the two- or three-gain specimens
described in table III(a). No tendency for failure to be intergranulsr

. was noted. ~ specimens 7 and 23, failure occurs in the grain most
favorably oriented for basal slip (the one hating the orientation closest
to 45°) and evidence of considerable basal slip was observed in the fail-
ure grain prior to the appearance of a visible crack. Although in speci-
men 6 failure also occurred in the more favorably oriented 80 grain, ttis
spectien represents a different situation since the resolved shear stress
was tm low for basal slip; strain m=kiws cotid not ~ studied because
of the dark patchy film resulting from the distilled water exposure, and
there was little if any change in shape of the failure grain. Howeverj
X-rsy photographs of sreas removed from the region of failure indicated
the failure (8°) grain to have suffered substantial lattice distortion
while the other (1°) grain had not. X-ray photographs of specimen 7
(fig. 4) and specimen 23 showed the sane conditions except that the dis-
tortion of the failure grab was greater. Thus, in these three specimens,
in all of which the failure ran at a high angle to the basal plane, the
observations indicate the stress-corrosion cracking to be strongly asso-
ciated with the yl.asticproperties of the alloy.

.
fi specimen 12, failure along the basal plane occurred in the

750 grain after a few faint unidentified strain markings had been noted~
. additional markings (some appeared to be twins) and slight distortion

(fig. 5) appeared in the course of failure. NoX-ray study was made,
and no statement can be made concerning the influence of plastic defonm-
tion in this case of basal failure.

It may be noted that one unfavorably oriented &o specimen (water-
quenched), which failed in the 0.5 percent hydrofluoric acid through the
generally corroded area underneath the wax, withstood a stress of (at
least) 5,500 psi. It is not believed that the cathodic protection
afforded by the ancdic areas under the wax substantially affected the
body of the specimen.

.

.

Comparison of behatior in vsrious corrodents.- The behavior of
sPecimens hating OrientatiOnS in the 29° to 370 range, all of which
suffered a substantial amount of basal Slip, was qfite si~lar in au
of the corrcdents employed (table III(b)). In each case, prono~ced
slip preceded crack formation. The variation in the nominal stress for
failure cannot be considered si@ficant in view of the nonaxia.lityof
the loading. Specimen 33, which was stressed in accordance with the
customary increment schedule of 1 week at ~0 psi, shows that, in the
absence of a corrodent, these crystals will withstand stresses sub-
stantially above the stress-corrosion limit for extended periods with-
out any indication of cracking.

It may be noted in table III(b) that distilled water and hydro-
fluoric acid favored the formation of a number of additional cracks
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while only the
solution test,
noted in table

crack which led to failure
similar to the behavior of
11. It was pointed out to

formed in the salt-chromate
polycrystalline specimens
the authors by the mumfac-

turer that this behavior maybe interpreted on the basis that the throw
of protective current from the first crack formed in a highly conductive
environment (salt=chromate solution) is great enough to inhibit crack
formation-elsewhere on the specimen, while in the poorly conductive envi-
ronments (water and fluoride solutions), the throw is more or less
restricted to the vicinity of the crack.

In the one successful single-crystaltest in salt-chro~te solution,
failure occurred a half hour after the final load increment had been
applied, but no statement can be made as to whether single crystals would
always show the rapid failure in this solution characteristic of poly-
crystalline specimens stressed above the yield strength.

No direct comparison was made of the behavior of the air-cooled as
compsred with that of the water-cjyenchedspecimens; the data in
tables ZII(a) and III(b) do not suggest any large difference.

Plane of failure.- Since the final stages of failure in these experi-
ments were considered to represent simple mechanical failure under a high
stress, only the first-formed part of the f@.lure surface was considered
to provide significant information on the path of a true stress-corrosion
crack. The first part of the failure was often relatively smooth with
irregular fine structure and sometimes very shallow but well-defined
steps. It was more or less macroscopicsll.yplane, and this plane was
related to the crystal orientation as expected in view of the observed
influence of plastic deformation; in view of the deformation preceding
failure, it was improbable that the crack surface would have been micro-
scopically plane in any event.

In specimens exhibiting basal slip, the crack ran initially at a
high angle, estimated to lie in the range 70° to 90°, to the basal plme

(figs. 3 and 6) in all the corrodents used. This was also noted in the

low-orientation specimen6 (table III(a)). It was not determined whether
the plane of failure in these specimens was a definite crystallographic
plane; in many cases such a detetinationwomd have been su~ject to
uncertainties srising from the distortion of the failure grain or to the
fact that the failure was stepped or uneven.

Where pronounced basal slip was observed, a nuder of short edge
cracks was often found (usually these were not observed until the main
crack was well developed) and in a number of cases these were associated
with the unidentified strain markings which ran across the basal slip
traces (fig. 6). Many of the unidentified markings were found unaccom-
panied by cracks and it is thus presumed that these markings preceded
the cracks rather than followed them.

.

.
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. The only failure to start parallel to the basal plane within the
error of the orientation determinations occurred without pronounced basal
slip in specimen 12 (table III(a)) in the 75° grain (fig. 5); it is possi-

.
ble that one factor favoring basal failure here ie the high orientation
angle which corresponds to a tensile stress across the basal plane almost
equal to the maximum tensile stress. It is postulated that basal failure
did not occur in specimen 23 (containing a 71° grain) and in specimen 7
(containing a 61’ograin) because the alternative mode of failure involting
prior basal slip could be produced at a lower applied stress. Thus, in
specimen 23, the 29° grain deformed and failed first; in specimen 7, the
610 grain itself suffered basal slip and failedby the nonbassl mechanism;
in specimen 12, the 50 grain was too unfavorably oriented to deform at
the stresses involved, W the 75° grain had not yet reached the critical
sheer stress for basal slip so that, for this orientation, the alternative
mechanism of failure was unable to precede the basal mechsnism.

.. .
—

With regard to basal failure, it is perhaps noteworthy that the
failure surface of specimen 32 in salt-chrcmate solution (table III(b))
showed a branch nearly parallel to the basal plane.

DISCUSSION +

The film-rupture theory of stress corrosion requires that plastic
deformation take place at least to the extent that the metal just under
the crack tip continues to deform, and, because of the-stress concen-

tration under the crack, this deformation is presumed to be possible
under stresses somewhat below the unnotched yield strength and thus in
the absence of deformation detectable by the usual methods. Since the
present work did not estdblish that failure does not occur at all below
the macroscopic yield stress, it did not furnish a critical test of this
theory. The present work indicates that a stress-producingmacroscopic
deformation of a single crystal of AZ&LX magnesium alloy is a sufficient
condition for transgranulsr stress-corrosion failure in the presence of
a suitable corrodent. In the nonbasal failures, some deformation always
preceded crack formation. Macroscopic inhomogeneity of this deformation
would produce higher stresses in some parts of the specimen. However,
microscopic inhomogeneities sre likely to be more important; for example,
it is likely that dislocation pileups will affect local concentration
of the applied stress by at least several orders of magnitude under the
conditions of these tests. It is also likely that lattice vacancies are
produced during deformation. Thus, it is not unreasonable to suppose
that a crack is nucleated much more easily in the defomed regions than
in the unstrained uterial. Further, the deformation of these crystsls
involved substmtial plastic bending, and the resultant strain-hardening
could facilitate the mechanical propagation of a crack by inhibiting
competing plastic processes. These considerations suggest that one of



12 NACA TN 4019

the functions of plastic deformation not previously considered my be
an alteration of the structure of this alloy which enhances or produces
susceptibility to stress corrosion. This process can operate in con-
nection with either of the two theories of the stress-corrosionmechan-
ism considered; the mechanical factors involved in the present work are
in a general way consistent with either theory.

As to the difference between the present data smd the observation
of Priest, Beck, and Fontsna (ref. 6) that failure tended to be basal,
the considerations discussed above in the section entitled “Plane of
failure” may offer a clue. The present work shows that there is at
least one mechanism of nonbasal failure and this involves basal slip
(plus other accompanying deformation processes), which is produced at
relatively low stresses in single crystals. It is then attractive to
suppose that, in the tendency for basal.failure observed by Priest,
Beck, and Fontana in cmse-grained polycrystalline specimens, the essen-
tial circumstance was that the basal slip of each grain was severely
Lbnited by the constraints due to the presence of the surrounding grains
so that the mechanism involving slip followed by nonbasal failure was
unable to come into play. In this view, the predominant mechanism of
failure in pol.ycrystslsmay differ from the predominant mechanism in
single crystals, ex~ept for single crystals in a specific orientation
range.

While the present work does not protide information on the role of
plastic deformation in basal failure, Priest, Beck, snd Fontana showed
that a wave of plastic deformation precedes an advancing transgranulsr
crack in a polycrystalline aggregate where failure tends to occur along
the basal plane. This, together with other observations in previous end
present work cited above, constitutes a considerable body of evidence
indicating that the stress-corrosion cracking of AZ61X magnesium alloy
is strongly associated in some way with plastic deformation.

The hypothesis given in reference 6 that the plane of failure is
determined by the directionality of the FeAl platelets cannot apply to
the present data which suggest that mechanical rather then electro-
chemical factors determine this plane. However, it is conceivable that
the presence of FeAl platelets lying psmllel to the basal.plane is
responsible for the fact that a mechsnism of basal failure exists.

Columbia University,
New York, N. Y., J=UWY 31, ~956. - —

.

.
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TABLE I

EFFECT OF SOLUTION-ANNTAL~G TEMPERATURE ON suscEFTIBItIm TO Sms

CORROSION OF DUFZICATE STRIPS OF POLYCRYSTAIJZNE AZ6U MAGNESIUM

AILOY, INmIAILY STRZSSED ABOVE YIELD smGTH, IN FmmDARD

(35 GRAMS SODIUM CHMKCDE PLUS 20 GRAMS PWCASSIUM

CHROMATE) SALT-CHROMATE SOLUTION

.

Treatment lTime for-visible crack to form, tin

440° C for 16 hr
44oo C for 16 hr + 37oo C for 24 hr 2: r
440° C for 16 km + 3000 c for 32 M
klOO C for 24 hr

9; 7,0~

390° C for 24 hr
7; 13
l?~ 22

370° C for 24 hr
350° C for 24 b
330° C for 24 hr

6;98
7; 28

—

.

%pecimen was unbroken after 3 days at which time stress was
increased and it broke in 14 min.

—
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TABLE II

.

●

STRXSS-CORROSION BEHAVIOR IN VARIOUS CORRODENTS OF DUPLICATE STRIPS

OF POLYCRYSTAILZNE AZ61X MAGNESIUM AILOY, 1NITIAIL%

STRESSED ABOVE YIELD STRENGTH, QUENCHED

AFTER 24-HOUR ANNEAL AT 350° C

Corrodent

Standard salt-chromate solution
Distilled water
0.5 percent hydrofluoric acid
1.5 percent hydrofluoric acid
5 percent hydrofluoric acid
.25 percent potassium fluoride
.5 percent hydrofluoric acid+
1 percent potassium fluoride

First crack

I Specimen Number of
observed,

fails, hr
cracks

hr formed

1/10; 2/15
48; 84
24; 24
<1; 24

1; 1

24; 120

8; 8

13/60; ~/6
60; 96
3!:, 72

24; (a)
96; (b)

168to =6; (b)

One or two
Several

Few

Few

%racks only progressing very slowly after 48to 72 hr.

bCracks not progressing noticeably at time companion specimen broke.
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7

23

1.2

LCWJ3 III

S’J!REw-coFIRosnM‘15=T’aw s- CRYs!w9 m coARsE—cmRmD

Smnmw OP Az61x K40NE9m ALmY

(a) Pate. for specimens h=@3 more tb.n one min in t=t len6& ShOUI.U2
*k.+ *+17,* ncmn-m in main which sufffxs nl.astic def-tion—. .—-. -.-—- —

Grdn

Ctition ~ ca-ientation,

(a)
~, aeg

AC
Di.stU.lad I; 8
water

AC
DiatU_led

water
6; m; 61

kc &lRR%c 29; n“
mid

0.5 percent

m twdromop 5; 77

4,X0

3,6P

4,%XI

61.

29

75

%krb3rtion of fallure @ eti-t;

initial crack w at high mgle ta

bad plsne

‘%Stm-bicm d gd.n of feilure d.dmt;

em-face Bhmm bad sliptraces and am

cross mrkinga; fraetme s-k-ted at M.@

angle to imsal plane; 71° m- _

few !Jkddngs Wbieh s- to be twine

Failure grain shows I.ittLe distm+iim
d S- etrdn mrkinge Wch appear

b be twin bands; failure at-w-tea pm’-

allel or rearly parallel to baaal plme;

!5° ~n is not distarted but shows acm

Simain mrklnm

aAC imlie8tes ati-wded frm 4Fi1°C; WQ Idimtes water-qaemhed frm 350° C.

%pecinmn wm 1wM193 as follme: 2,403 psi for 1.7m; 5,250 IA for 15 ~; s,m Psi, f~~ ~ lo ~.

% HM -mea by x-xay photographs tit there WW3 ccmdma~e ti~m of ~t~ee in m’~ of

fdlure d very little- diet&&m ti other grd.ne (Bee fig. 4).

, . ●

l,, 1,
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TA.BrJ4m.- concluded

S!llRE3s-comomm TmT9 OF slmILE CRmcAJ5 cm LxMRm-mmaal

mxm&m (n? AZ61X mtmmm ALU)Y

(b) Data for eyMmene having omgmraJile orientation ehowing that

tehavior &-9E not vary greatly in different corrdenta euw1.o@

G1’’ain Stress at
specimen coLu9ition orientation, cOmCdent failure> RemrkE

(a) (b) ~, aeg pel

4 AC 31
MBtiUed

Ck,mlwater N* OfemEiUaagecraCkE

0.5 percant

lg w 9 I@mfhnric 4,000 hiber of eudJ edge cracke

acid

1 percent

23 AC %9 Wamf&mic %6XI Nlnuber of SEAU edge cracb

Si@Le-E@WV3 crack with OW

32 m 37
Sal.t-drrmate

‘93,500
branch; branch 1’9pare.uel

‘901tilon toorneexly~lto

bead phme

33 m

HO UVXkS obmrved altbOl@l

32 Wta’olatum >7, m apecimn was mmh nun-e 6everely
deformd Men others in table

ah each of theee epecimm (except 33) average plme of initial pm-t of fd.lure rum at angle e13ti -

In9t.ei ta be 700 to gw frail heal plane; all chow strong lineal diP~B, mmetiImYa kmnt, d S*

-m mmlng aeroas baaal slip trams.

bAC imdicdem air-tailed frcm 483° C; HQ ind.icata?uater-quenched from 350° C.

%w.* 4 waa Stl%3SMd tiredly to k,xa p~i ad faibd vitbin W hr.

‘%~dn 6pacimn which failed in 290 @.
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L-57-2554

J7jure l.- Grain sizes of several types of test specimens. Top,
three grains in reduced section (specimensactually used had grains
of approximately equal length); middle, one grain; bottom, small
grain would be masked out to expose only one grain to corrodent;
picral— acetic-acid etch. Magnification, lX.
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Figure 2.- Side view of stress-comosion test apparatus. Container for
corrodent is shown in section. Letters indicate: A, sPecfien;
B, self-alining ball
masking; E, neoprene

bemings; C, steel strips; D, beeswax-rosfi

PIW; F, acrylic cup; and G, corrcilent.
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L-57-2555

Figure 3.- Failure in region of greatest @Rnnna.tion of single crystal
(specimen4) which had deformed considerably at 4,200 psi before ‘
cracking (stsrting at left edge) in distilled water.
slipbands (grain orientation, ~, 31°) run from ~erl?%tb%%wer

.

.

.
right. Magnification, 4.5X.

.
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(a) Failure grain 3 millimeters frcm failure surface; severe lattice
. distortion and probably twinning.
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L-57-2556

(b) Grain which remained intact; very little or no lattice distortion
produced by stress applied during test.

Figure 4.- &ck-reflection Lque X-ray photographs of two @sins of speci-
men 7 after stress-ccmrosion failure. Tungsten radiation; dismeter
irradiated about 1 millimeter; spechnen-to-film distance, 3 centimeters.
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Fi

L-57-2557

.gure5.- Failure which started at right parallel to basal plane in lower
(“f’5°)grain of two-grain spectien which failed at 4,500 psi in O.5 per-
cent hydrofluori,cacid. Magnification, 4.5X.

.

—

.

.
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L-57-2558

Figure 6.- Region nesr failure of specimen 23, which failed in 29° grain
in 1 percent hydrofluwic acid at 3,650 psi, showing that edge cracks
crossing basal slipbands (cosrse bands sre visible and run fran upper
left to lower right) sre often associated with deformation msrkings
which run across the basal slipbands. Failure begsn at upper edge.
Magnification, 12X.

MCA -Lmgley Flel~ va.


