
CHARACTERJSTICS I N  PITCH O F  WING-FUSELAGE 

COMBINATIONS AT HIGH SUBSONIC SPEEDS 

TAPER-RATIO SERIES 

By Thomas J. King, Jr., and Thomas B. Pasteur, Jr. 

Laagley Aeronautical Laboratory 
Langley Field, Va. 

C" 

-- 

- .  

RESEARCH MEMORANDUM 

NATIONAL ADVISORY COMMITTEE 
FOR AERONAUTICS 

WASHINGTON 
June 30, 1953 



1w NACA RM L53E20 

NATIONAL ADVISORY C-EE FOR AERONAUTICS 

WIND-TUNNEZ INVESTIGATION OF THE AERODYNAMIC 

CKRACTERISTICS IN PITCH OF WING-FUSELAGE 

CCBBINATIONS  AT HIGH SUBSONIC SPEEDS 

TAPER-RATIO SmIES 

By Thomas J. King, Jr., and Thomas B. Pasteur,  Jr. 

The  results  presented  in  the  present  paper  represent a continuation 
of a program  being  conducted in the  Langley  high-speed 7- by  10-foot  tun- 
nel  to  investigate  the  aerodynamic  characteristics  in  pitch,  sideslip, 
and  steady  roll of  model  configurations having variations  in  the  wing 

istics  in  pitch of wing-fuselage  combinations  with w i n g s  of aspect  ratio 4, 
sweepback  angle of 45O, and taper  ratios of 0.3, 0.6, and 1.0. The  Mach 
number  range was from 0.40 to about 0.93 and the Reynolds number  ranged 
from 2,000,000 to 3,OOO,OOO. 

- geometric  parameters.  Presented  herein  are  the  aerodynamic  character- 

The  results  of  the  investigation  indicate  at low lift  coefficients 
a reduction  in  lift-curve  slope  and a forward  movement in aeroaynamic 
center  with an increase  in  taper  ratio  throughout  the  test  range of Mach 
number,  as would be predicted from available  theory. A l l  wings  showed a 
rapid  forward mvement in aerodynamic  center at the higher  lift  coeffi- 
cients;  however,  the  lift  coefficient  at  which  this  forward  movement 
started  was found to  Fncrease with increased  taper  ratio. 

Only small  differences  in minimum drag, drag due  to  lift,  and  lift- 
drag ratios  resulted fYom variation  in  taper  ratio  for  the  constant- 
thickness-ratio wings investigated.  Adjustment of the  thickness  ratio 
to  provide  equal  aeroelastic  characteristics may allow some improvement 
in  minimum  drag  and in lift-drag  ratios  as  the  taper  ratio  is  reduced, 
at  least  at  the  higher  Mach  numbers. 
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INTRODUCTION 
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. 
A systematic  research  program  is  being  carried  out  in  the Langley 

high-speed 7- by 10-foot  wind  tunnel  to  determine  the  aerodynamic  char- 
acteristics of various  model  configurations  in  pitch,  sideslip, and 
during  steady  rolling  up  to a Mach  number of about 0.95. The  Reynolds 
number  range  for  the  sting-supported  models  varies f r o m  l,5OO,OOO to 
6,000,000, depending  on  the wing plan form and the  test  Mach  number. 
The Reynolds nuniber  for  the  taper  ratio  seriee of wings  varied from 
about 2,000,000 to 3,OOO,oOO. 

The wing plan forms used  in  the  current  research  program  are simi- 
lar, in general, to the  plan forms investi-ted at lower  Reynolds n u -  
bers durfng a previous  research  program  which  utilized  the  transonic- 
b m p  technique  for  obtaining  results  at  transonic  speeds. Some of the 
results  obtained from t h e  transonic-bump  program  have  been  summarized 
in reference 1. Some similar or  related wing plan forms also have  been 
investigated  in  other  facilities.  (For  examples,  see  refs. 2 and 3 ) .  
A comparison of aerodynamic characteristice in pitch,  as  obtained  by 
different  test  techniques, has been  reported  in  reference 4. All wings 
of the  present  program have the NACA 65~006 airfoil  section  parallel to 
the  plane of symmetry. As previous  parts of the  program,  the  effects 
of aspect  ratio ori the  pitch  characteristics of 4 9  sweptback  wings of 
taper  ratio 0.6, and the  effects of sweep  angle on the  pitch  character- 
istics of 8 series of wings having aspect  ratio 4 and taper  ratio 0.6 
are  presented  in  references 5 and 6,  respectively. 

The  present  paper  presents  results of an investigation of the 
effects of taper  ratio on the  aerodynamic  characteristics  in  pitch of 
by0 sweptback wings of aspect  ratio 4 when  mounted on the same f’uselage 
used  for  other  parts of the program. 

COEFFICIENTS AND SyMBOLs 

The s w o l s  used in  the  present  paper are defined in the  following 
list.  The  forces  and  moments  are  referred  to a wind-axes  system  with 
origin  located  at the quarter-chord  point of  the mean aerodynamic  chord. 

CL lift  coefficient, - Lift 
ss 
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pitching-moment  coefficient, Pitching moment 
qsz 

drag  due  to  lift, CD - cDcLz0 

dynamic  pressure, $, lb/sq ft P 
wing area, sq ft 

mean  aerodynamic  chord, 5 Lbj2 c* dy, ft 
local  wing  chord, f't 

wing span, ft 

air  density,  slugs/cu ft 

free-stream  velocity,  ft/sec 

Reynolds  number of wing based on E, and  evaluated in accord- 
ance  with  reference 7 

Mach  number 

angle of attack,  deg 

local  angle-of-attack  change  due to the  distortion of wing 

correction  factor  for C& due to wing  distortion 

lift-curve  slope  per  degree, 

incremental  change €n aerodynamic-center  location  due  to  wing 
distortion,  fraction of mean aerodynamic chord 

spanwise  distance from plane of symmetry,  ft 

taper  ratio 
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Subscripts : 

F fbelage alone 

NACA RM ~ 5 3 ~ 2 0  

WF wing-fuselage  combination 

MODELS AND APPARATUS 

The  wing-fuselage  combinations  tested  are BhOm in figure 1. All 
wings  had an NACA 65~006 airfoil  section  parallel  to  the  plane  of synrme- 
try  and  were  attached  to  the  f’uselage  in a midwing  position.  The  wings 
of taper  ratio 0.3 and 1.0 were  constructed of solid aluminum alloy  and 
the  wing of taper  ratio 0.6 was of composite  construction,  consisting 
of a steel  core  and a bismuth-tin  covering.  The aluminum fuselage  used 
in  the  present  investigation was the s a w  as used  for  those  investigations 
reported in references 5 and 6 and  is  defined  by the ordinates  presented 
in  table I. 

The  wing-designation  system,  described  in  reference 5, has been 
applied to the  present  series of wings. For  example,  the w5ng designated 
by 45-4-0.6-06 has the  quarter-chord  line  swept  back 45O, an aspect 
ratio of 4, and a taper  ratio of 0.6. The rimer 006 refers  to  the  air- 
foil  designation - in this  case  the  design  lift  coefficient is zero and 
the  thickness  is 6 percent of the  chord. 

The  models  vere  tested on the  sting--  support  system shown in 
figure 2 which ha8 provision  for 8 remotely  controlled  variation in 
angle  of  attack over a range of 28O. The  internally  mounted  strain- 
gage  balance  used  to  measure  wing-fuselage  forces and mments is shown 
installed  in a wing-fuselage  conibination in figure 3. 

The  tests  were  conducted  in  the Langley high-speed 7- by 10-foot 
wind  tunnel  through a Mach  number  range f r o m  0.40 to 0.95. Measurements 
of  lift, drag and  pitching  moment  were made through an angle-of-attack 
range from -2 6 to 260, except  when more stringent  limitations  were 
imposed  because  of  the  available  wind-tunnel  power,  balance  capacity, 
or model  strength.  The  size of the models  caused  the  tunnel  to  choke 
at  Mach  numbers  of  about 0.94 or 0.97 for  the  zero-lift  condition. 

Blocking  corrections,  which  were  applied  to  the Mach nhers and 
dynamic  pressure,  were  determined by the  method  of  reference 8. Jet- 
b0unrh.q  corrections,  applied  to  the  lift  and  drag,  were  calculated  by 
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the  method of reference 9. The  jet-boundary  correction  to  pitching 
moment was considered  negligible. 

No tare  corrections  were  obtained;  however,  previous  experience 
(ref. 10, for  example)  indicates  that  for  tailless  st--mounted  models 
of the t m e  investfgated  herein,  the  tare  corrections  to  lift and 
pitching  moment  are  negligible.  The drag data have  been  corrected by 
an increment  obtained  by  adjusting  the  pressure  at  the  baee of the  fuse- 
lage  to  equal  the  free-stream  static  pressure. For this  correction, 
the  base  pressure was determined  by  measuring  the  pressure  inside  the 
fuselage at a point  about 9 inches  forward  of  the  base.  The  resulting 
drag corrections,  which  were  added to the  measured drag coefficfents, 
varied from 0.001 to 0.004 for  the  three  wing-fuselage  combinations and 
from 0.001 to 0.002 for the  fuselage  alone as the  Mach  number was 
increased from 0.40 to 0.95. 

The  test wings were known to  deflect  under load. Accordingly,  in 
an effort  to  correct  the  measured data to  the  rigid  case,  correctfon 
factors  for  the  effects- of aeroelastic  distortion  were  determined. In 
order  to  represent the distortion of the wing in an approximate m e r ,  
an elliptic  load  distribution was simulated by applying load5 at four 
spanwise  locations along the quarter-chord  line of each wing. The 
resulting  spanwise  variation in angle  of  attack L U  was  measured 
(fig. 4)  and s t r i p  theory was used  to  calculate  the  effect of this 
angle-of-attack  variation on the  lift and lift  distribution  from  which 
the  correction  factors  of  figure 5 were  determined.  Results from inde- 
pendent  calculations,  using  beam  theory and including  the  effects of 
aeroelastic  distortion on the span load  distribution,  are  in  good  agree- 
ment  with  the  results  obtained  by  this  analysis. 

The  variations  with  Mach n&er of the mean test  Reynolds number 
for  the  wings  tested  are  presented In figure 6. The  Reynolds  numbers 
given  in  figure 6 were  evaluated by using the charts  and  formulas  of 
reference 7, and  are  somewhat  smaller in magnitude than the  values  indi- 
cated  in  references 5 and 6 .  The  difference In magnitudes  can  be  attrib- 
uted  to a difference in the  method  for  evaluating  the  influence of tem- 
perature on the  viscosity of afr, and in this  sense  the  method  used  to 
determine  the  values of Reynolds  number  presented  herein is regarded as 
being  the  more  accurate. 

RESULTS AND DISWSIOIJ 

The  basic data for  the  wing-fuselage combinations having  wings of 
taper ratio 0.3 and 1.0 a r e  presented in figures 7 and 8, respectively. 
The basic data for  the  taper-ratio-0.6 wfng and  for  the  fuselage  alone 
are presented fn reference 5. None of the  basic data have  been  corrected 
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for  the  effects of aeroelastic  distortion. Summary plots of some  sig- 
nificant aero-c parameters  at  zero  lift  (with  corrections  for  aero- 
elastic  distortion  applied)  are  presented in figures 9 to 16. Some addi- 
tional  comparisons  of  aerodynamic  characteristics  through  the  lift  range 
are  shown in figures 17 to 20. 

Lift  Characteristics 

The  experimental  lift-curve  slopes  measured  near  zero  lift  (with 
and  without  the  aeroelasticity  correction  applied) are conrpared  with 
rigid-model  theory  in  figures 9 to 11. The  theoretical  results  were 
evaluated by the  same  method  used  in  reference 6 ;  that  is,  the  incre- 
ment of C h  at  zero  Mach  number  due  to  the  fuselage  and  wing-fuselage 
interference was evaluated f r o m  the  wing-fuselage  theory of reference 11 
and  this  increment was applied to 
throughout  the  Mach  nlxniber  range, 

the  wing-alone  theory  of  reference 12 
as follows : 

For the wings of  taper  ratio 0.3 and 0.6, the  predictions  obtained by 
this  method  are in good agreement  with  experiment  except  at  Mach  numbers 
above  about 0.8, where the predicted  effects of compressibility  are some- 
what too small. Similar results  have  been  noted  previously. (For example, 
see  ref. 13. ) IIZle rather  poor  agreement  between  predictions and experi- 
ment  for  the  taper  ratio 1.0 wing  seems  to  result from inaccuracy of the 
method  at  zero  Mach number. 

A comparison  of  the  experimental  lift-curve  slopes  for  the  three 
wings  (fig. 12) indicates,  as  would  be  expected, a consistent  increase 
in Q with  decrease  in  taper  ratio  throughout  the  Mach  number  range. 
Ekperimental and predicted  results  are  presented as functions  of  taper 
ratio in figure 13. In general,  the  agreement  is  good  at a taper  ratio 
of 0.3, and,  since  the  predicted  variation  with  taper  ratio  is  larger 
than  that  obtained  experimentally,  the  largest  discrepancies  occur  at 
the  highest  taper  ratio ( h  = 1.0). 

Pitching-Moment  Characteristics 

The  slopes of the  pitching-moment  curves ( a h k  at zero lift 
with and without corrections  for aeroehetic distortion are compared 
with  predictions  based on rigid-wing  theory  in  figures 9. to 12. The 
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Drag  Characteristics 

Drag; at  zero lift.- A comgarison of the  zero-lift  drag for the  three 
wing-fuselage  combinations is presented  in  figure 12. The  lowest drag 
was obtained  for  the  taper-ratio-0.3 w i n g ;  however,  the  differences i n  
drag for  the  three  wings  were  very small throughout  the  Mach  number  range 
investigated. Figure 15 gives  the  zero-lift  drag  for  the fusewe alone, 
based on Wing area.  Data  for wing plus wing-f’uselage  interference  drag 
are  obtained by subtracting  the melage-alone drag of figure 15 f r o m  the 
wing-fueelage drag of figure 12. 

Dra#  due  to  lift.-  Drag-due-to-lift  characteristics for the  three 
wings are  compared  as Mgures 18 and 19. Although the  differences  are 
generally small, the  highest  drag-due-to-lift  values  are  obtained  con- 
sistently  (at  least  at  lift  coefficients  above 0.4) with  the  taper- 
ratio-0.3  wing.  At  lift  coefficients  below 0.65, all  wings  show  reduc- 
tions in drag  due to lift  with  increased  Mach  number  (fig. 19). 

Lift-Drag  Ratioe 

The  highest  values of maxirmrm lift-drag  ratio  were  obtained  with 
the  taper-ratio-1.0 Xing, except O E E i b l y  at  Mach nunibers above 0.80. 
The  differences in values of (Lfi): for  the  three wings, however, 
are  very small and are  probably of little  significance. All three  wings 
show an abrupt  reduction in (LF),, at  Mach  nuuibers  above  about 0.91. 

Lift-drag  ratios a r e  plotted  as a function  of lift coefficient  at 
four selected  Mach  numbers in figure 20. As was pointed out w i t h  regard 
to (L/D)-, the  effect of taper  ratio on L/D throughout the lift- 
coefficient  range is quite small. Some superiority of the  taper  ratio 
1.0 wing is  again shown at  high  lift  coefficients  and  at  Mach  numbers of 
0.91 and 0.93. 

In comparing  the  performance  characteristics of the  particular  series 
of wings under investigation,  the  fact should be borne in mind  that  the 
ratio of wing-section  thickness  to  chord was mintained constant  at 0.06 
for  the  three wings. An indication  of  the  effect  of  taper  ratio on the 
aeroelastic  distortion  characteristics of t h e  three w h g s  can be  obtained 
by comparing  the  curves of &/qCL given  in  figure 4 for  the  wing8  having 
taper  ratios of 0.3 and 1.0. (The  taper-ratio-0.6 w i n g  should  not be 
included in this  comparison  because  the materials used In its  construc- 
tion  were  not  the  same 8 s  those of the  other  two w i n g s . )  The  angular 
distortion  for  the  taper-ratio-0.3 wing is only about 60 percent as 
large  as  that of the  taper-ratio-1.0 wing. It  is  evident,  therefore, 
that, for the same aeroelastic  properties,  the  thickness-chord  ratio 
could  be  reduced  somewhat  as  the  taper  ratio  is  decreased,  and  this in 
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turn  would  be  expected  to  result  in  improved  performance  characteristics 

Mach numbers. 
I for  the  wings of lower  taper  ratio - at  least in the higher rage of 
. 

cmCLus1ms 

The results  of  the  investigation  at  high  subsonic  speeds of a 
series  of wings of varying  taper  ratio and with an aspect  ratio  of 4, 
a quarter-chord  sweepback angle of 450, and an NACA 65~006 airfoil  sec- 
tion  indicate  the following conclusions: 

1. The  lift-curve  slope  decreased  with an increase in taper  ratio 
throughout  the  test  range of Mach nunbere, as  would be predicted by 
available  theory. 

2. The  aerodynamic  center  at low lift  coefficients mved forward 
with an increase  in  taper  ratio at all  test  Mach  nmibers, as indicated 
by theory.  All  wings  showed a rapid  rearward  movement of aero-c 
center  above  about 0.85 Mach  number;  however, only the taper-ratio 0.3 
wlng showed an appreciable  rearward  shift  within the lower  Mach  number 
range. 

3. A l l  wings  showed a rapid forward mv;ement in aerodynamic  center 
at  the  higher  lift  coefficients;  however,  the  lift  coefficient  at  which 
this  forward  movement  started was found to increase  with  increased  taper 
rat  io. 

4. For  the  series of wings investigated, in which  the  ratio  of  sec- 
tion  thickness  to  chord  was  maintained  constant,  there  were only very 
smll differences  in  minimum drag, drag due t o  lift,  or  lift-drag  ratios 
for the  various wings. The aeroelastic  distortion was reduced,  however, 
as the  taper  ratio was reduced,  and  therefore,  if t h e  thickness  ratios 
had  been  adjusted to provide  more nearly equal  seroelastic  character- 
istics  for the  three  wings,  it  is  possible  that some improvement  in 
minimum  drag asd in  lift-dxag  ratios  would  have  resulted from a reduc- 
tion  in  taper  ratio,  at  least  for  the  higher  Mach  numbers. 

Langley Aeronautical  Laboratory, 
National  Advisory  Committee for Aeronautics, 

Langley  Field, Va. 
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Figure 4 .- Spamrlee m l a t i o n  of angle of attack due to aeroelaatic 
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Figure 9.- Svmmary of the effect of Mach number on the aerodynamic 
characteristics of the k5-k-0.3-006 wing-fuselage combination. c3 
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. . . . . - - 

"- 45-4-0.3-006 
45-4 -0.6-006 

" 45-4 - LO-006 

C 
4;. 0 

4 .5 .6 .7 .8 -9 LO 
Much number, M 

J .5 .6 .7 3 .9 1.0 
Mach numberJ M 

Figure 12.- Camparison of the  effects of Mach number on the 
characteristics of the three  wing-fuselage  combinations. 

%h c m e c t d  fa- aeroelastic distortion.) 

. 
.. .. 



I 

NACA RM ~ 5 3 ~ 2 0  - 
0 figure 12 

31 

08 

-06 

.04 
08 

.U6 

.04 

.08 

c~c l  .06 

.04 

.OB 

.06 

-04 

Figure 13.- Effect of taper r a t i o  on the lift-curve slope a t  four Mach 
nmibers. (Corrected far aeroelastic distortion. 
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Figure 14.- Effect of taper ratio  on the aerodynamic-center location at 
four Mach numbers.  (Corrected f o r  aeroelastic  distortion. ) 
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Figure 17.- Effect of taper ratio on the variation of pitching-moment 
coefficient with lff ' t  coefficient. The values of &,/a% of the 
wings of taper ratio 0.3 and 1.0 are adjusted to the BEUE value of 
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lift at four Mach nmibers. 
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Figure 19.- Cmparison of the  effects of Mach  number on the drag due t o  
lift for  the  three wing-fuselage conzbinations. 
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Figure 20.- Caparison of the lift-drag ratios of the three wing-fuselage 
conibinations at four Mach nunibers. 
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