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A METHOD OF CALIBRATING AIRSPEED INSTALLATIONS ON AIRPLANES AT TRANSONIC AND 
SUPERSONIC SPEEDS BY THE USE OF ACCELEROMETER AND 

ATTITUDE-ANGLE MEASUREMENTS l 
Ry JOHN A. ZALOVCIK,LINDSAY J. LINA, alld JAMES P. TRANT, Jr. 

is a comparison of airspeed calibrations of a jet fighter 
airplane evaluated by both the accelerometer and radar- 
phototheodolite methods. These calibrations were made 
simultaneously in shallow dives up to a Mach number of 
about 0.8. 

SUMMARY 

A method is described for calibrating airspeed installations 
on airplanes at transonic and supersonic speeds in vertical- 
plane maneuvers in which use is made of measurements of 
normal and longitudinal accelerations and attitude angle. 
In this method, all the required instrumentation is carried 
within the airplane. 

SYMBOLS 

An analytical study of the e,tfects of various sources of error P 

on the accuracy of an airspeed calibration by the accelerometer Pm 

method indicctted that the required measurements can be made PCI 

accurately enough to insure a satisfactory calibration. This 
conclusion was verified experimentally by a calibration of the 
airspeed installation of a jet Jighter airplane. The tests included Pr 

shallow dives up to a Mach number of about 0.80 with pull-ups 
of about 4, 3, and 2g normal acceleration. A calibration by 
the radar-phototheodolite method (NACA Rep. 985) was also 

P 

made for comparison. e, 

INTRODUCTION PT 

A method of calibrating the static-pressure source of a Cle’ 
pitot-static installation on an airplane at high speed and high t 
altitude by the use of radar-phototheodolite tracking equip- t m  
ment was described in reference 1. In this method, the radar- 
phototheodolite equipment is used to establish the geometric et 

altitude of the airplane in surveys of atmospheric pressure h 
made at speeds for which the airspeed calibration is known 1Vl 
and in maneuvers under conditions for which the calibration Al’ 
is desired. Although this method is precise, its use is limited T 
since radar-phototheodolite equipment is not generally T7, 
available. In order that airspeed calibrations may be per- 7” 
formed universally with the added convenience of having 
instrumentation all within the airplane, a method, herein eT 

referred to as the accelerometer method, was devised at the 
Langley Aeronautical Laboratory of the National Advisory K 

Committee for Aeronautics. The method makes use of meas- a, 
urements of total pressure, static pressure, temperature, a, 
acceleration, and attitude angle in vertical-plane maneuvers. a, 

This report presents an analysis of the accelerometer 

free-stream static or atmospheric pressure 
indicated static pressure 
free-stream static pressure computed from equation 

(7) by using values of temperature and altitude 
computed from accelerometer measurements 

free-stream static pressure computed from equation 
(7) by using values of temperature and altitude 
determined by radar 

density 
Pm-P static-pressure error ratio, ~ 

P 
free-stream total pressure for subsonic flow and total 

pressure behind normal shock for supersonic flow 
indicated impact pressure, p,-- P,~ 
elapsed time 
measured elapsed time 

t,--t error in elapsed time, __ 

altitude 
t 

free-stream Mach number 
indicated free-stream Mach number 
free-stream temperature, absolute units 
measured temperature, absolute units 
temperature defined by equation (5) 

T’--T error in free-stream temperature, ~ T 

method including a discussion of the required instrumenta- a, 
tion, calibration procedures, and the effect of errors in a! 
measurement on the accuracy of a calibration. Also included 

temperature recovery factor, a 

longitudinal acceleration, positive forward along s-axis 
normal acceleration, positive upward along z-axis 
vertical acceleration, positive upward along vertical of 

earth (defined by eq. (10)) 
lateral acceleration, positive to right of y-axis 
angle between rays of sun and longitudinal axis as 

measured by sun camera 

1 Supersedes NACA TN 2099, “ A Method of Calibrating -4lrspeed Installations on Airplanes at Transonic and Supersonic Speeds by Use of Accelerometer nnd Attitude-Angle Mess- 
urements” by John A. Zalovcik, 1950, nod NACA TN 2570, “Comparison of Airspeed Calibrations Evaluated by the Accelerometer and Radar Methods” by Lindsny J. Lina and 
Jemes P. Trsnt, Jr., 1952. 
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longitude of airplane 
ratio of specific heats, 1.4 
declination of sun 
elevation angle of sun 
attitude angle, positive below horizon 
latitude of airplane 
angle of bank, positive right wing down 
angle of yaw, positive to right, 
Greenwich hour angle 
vertical velocity 
gas constant 
error in estimating latitude of airplane (dist,ance along 

longitude p) 
error in estimating longit utlc of :lirplcmc (distance 

along latitude T) 
acceleration due to gravity 
prefix denoting error 

Subscripts : 
0 beginning of 

calibration 
level-flight run or shallow dive preceding 
maneuver or end of level-flight run or 

shallow dive following calibration maneuver 
1 beginning of evaluation of maneuver 

ANALYSIS OF METHOD 

THEORY 

The principal feature of most procedures for calibration of 
airspeed installations on airplanes is the determination of 
ambient or free-stream static pressure. In the method 
described herein, free-stream static pressure is obt,ained over 
a range of altitude with the aicl of the relation that the rate 
of change of st.atic pressure wit,11 altitude is equal t,o the 
density, 01 

(IP 
a=-“P 

Since 

talc11 

01’ 

(lP_ 
(III. - FL 

1Cqun.t ion (2) may bc inkgratcd as 

Therefore, if the pressure at one altitude is lmow~~, tdlw 

pressure at. other altitudes may be determined provided the 
ambient tclmperature and the change in alt.itude are de- 
trrmincd. Thr ambient temperature T may be determined 
from the measured temprraturc 7’,,& with tbc us0 of the 
relation 

Tz ----%’ -~ ~~ I ,\ 
(4) 

Simc only thcb intlicnk~tl Mac11 nutnbcr A/’ is known for 

flight conditions where no airspeed calibration exists, the 
ambient temperature is determined only approximately as 

(5) 

The use of T’ in equation (3) would result in a small error in 
7) and, hence, two or more approximations may be necessary. 

An alternative integral form of equation (2) is 

After substitution of the measured ~IYWUW pm and the 
trmpcrature II” in the right side of equation (O), the rquation 
becomrs 

or 

The value of n may be selected for the flight conditions en- 
countered so that only one approximation is required in the 
determination of p. (See appendix A.) For values of 
temperature recovery factor K of the thermometer near 
unity and for subsonic and low supersonic airspeeds, a value 

of n of 5 or 0.286 gives satisfactory results. 

The change in altit,ude dh in equation (7) may be detcr- 
mined from vertical velocity computed from measurements 
of pressure and temperature at. an instant in the calibrat,ion 
run when the airspeed calibration or the static pressure is 
known and from vertical acceleration computed from meas- 
urements of longitudinal and normal accrlcration and attitutlc 
angle, as 

whcrc 

ant1 

an==az cos e-a, sin 0-g (10) 

Vertical velocity t:1 may also bc determined as dcscribrd in 
appendix B. 

The relation given by equation (7) may also be used to 
advantage in the radar method of reference 1, particularly 
for tests which would not permit a survey of static pressure 
to be made over the desired range of altitude at flight con- 
ditions (Mach number and lift coefficient) at which the air- 
speed calibration was known. For such a flight condition, 
however, the airspeed calibration at least at one instant 
during the test must be known and the change in altitude 
from t.hc altitude at that inst,ant would, of course, be tlc- 
krmined from radar measurements. 
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REQUIRED EQUIPMENT 

The airplane on which the pitot-static installation is to be 
calibrated should be equipped with instruments to record the 
following: static pressure measured by the static-pressure 
source; impact pressure, or the difference between total and 
static ‘pressure, measured by the’ pitot-static installation; 
temperature; normal and longitudinal components of acceler- 
ation; attitude angle; and time. If the static-pressure re- 
corder does not have the required sensitivity for accurately 
measuring changes in static pressure for the determination of 
vertical velocity, a statoscope with a sensitive differential- 
pressure recorder should also be included. The impact- 
pressure recorder, the static-pressure recorder, and the stato- 
scope, if one is used, should be the only instruments connected 
to the static-pressure source and should be located as near as 
possible t(o it in order to minimize the lag of the pressure 
syslem. Provision must also be made so that the large vol- 
umc of the statoscope is not continuously open to the stntic- 
prcssurc source because of lag considerations and so that the 
scnsitivc prcssurc ccl1 is not subjected to pressures beyond its 
limit in order to prevent damage. The magnitude of the 
prcssurc lag of the airspeed installation may bc dctcrminccl 
by methods dcscribcd in reference 2. Whcrr the lag is apprc- 
ciablc, correct)ions must be made to thr measured static 
prcssurc. The thermometer is used to dctcrminc free-strram 
tcmpcraturc. A properly shiclclccl thcrmomctcr with a high 
temperature recovery factor (approaching 1 .O) is rccom- 
mended since it. should be least affcckd by posit.ion on the 
airplane. The thermometer sl~oulcl also have a low lag; 
corrections should bc made if the lag is appreciable. The 
attitude recorclcr is usccl to measure the attitude of tlic nir- 
plane and may consist of a horizon camera, a sun camrra, 01 
an attitude gyroscope. A horizon camera shooting (lither 
forwarcl or laterally is proba,bly the most clcsirablc attitude 
recorder in localities where the horizon is not obscurctl by 
haze. The attitude gyroscope and the sun camera, howrvrr, 
may be more gcncrally used. The at,titudc gyroscope mcas- 
ures the change in attitude angle. The attitude angle at some 
instant during the calibration must therefore be determined 
from other mea.surements, perhaps from the statoscope 
measurements and from the estimated angle of attack. When 
a sun camera is used, the attitude angle is clctermincd by sub- 
tracting the clcvation angle of the sun from the angle 
rccordecl by the camera 

O=CY-X (11) 

The elevation angle of the sun may bc founcl in navigational 
tables by use of the date of calibration, the time at the start 
or end of the calibration run, and thr longitude and latitude 
of the airplane. The elevation angle may also bc founcl from 
t 11 c cxprcssion 

sin X=sin E sin T+COS c cos 7 cos (w-p) (12) 

When the sun camera is used, the airplane should bc equipped 
with an indicating device to enable the pilot to fly the air- 
plane in a vertical plane with the lateral axis normal to the 
rays of the sun. One such device is a sundial. 

CALIBRATION PROCEDURE 

The calibration procedure described herein may be used 
for level flight, climb, dive, push-down, pull-out and any 
combination of these maneuvers in a vertical plane. A cali- 
bration may be obtained in a single run for some conditions 
and does not require any additional survey of static pressure 
and temperature as is necessary for the method of reference 1. 

The calibration maneuver consists essentially of two parts. 
In one part the airplane is fiown at a condition (lift coefficient 
and Mach number) for which the airspeed calibration is 
known. This part of the maneuver should preferably be 
made in or near level flight over an interval of time consistent 
with an accurate evaluation of vertical velocity. In the other 
part of the maneuver the airplane is flown at conditions for 
which the calibration is desirecl. This part of the maneuvcl 
shoulcl cover as short a time interval as practical in order to 
avoid the accumulation of errors in the evaluation. Eithrl 
part of the maneuver may precede the other. Mcusurcmrnts, 
continuous throughout the mancuvcr, are maclc of impact 
pressure, stnt,ic prcssurc, temperature, longitudinal accelcra- 
tion, normal acceleration, attitude angle, and chnngc in 
static prcssurc if a statoscsopc is used. 

When a sun camera is us.4 to obtain tdlr attitutlc angle, the 
airplane must bc fIown with t.hc lateral axis normal or vrry 
nearly normal to the rays of the sun. A simple sundial 
mounted ahcacl of thr canopy may br used by tbc pilot as an 
indicator for keeping the lateral asis normal to the rays of the 
sun. The local time when the instruments arc turn4 on 
should be dctcrmincd accurately. The clock that is used for 
this purposr ma,y bc chcckecl against radio time signal 
(;\‘ational Bureau of Standards radio station WWV). 

When a horizon camera or an at.tituclc gyroscope is used, 
the airplane must bc flown in a vertical plane. The airplane, 
however, is not rcstrictecl to any particular vcrt,ical plane as 
in the case with the sun camera. 

EFFECT OF ERRORS IN MEASUREMENT 

The accuracy of the method depencls principally on the 
accuracy of determining the attitude angle and the accuracy 
of the accelerometer measurements. The equations for the 
various errors are clerived in appendix C, and the errors in 
the computed quantities due to assumecl errors in measurecl 
quantities are presented in figures 1 to 11. When a sun 
camera is used to determine the attitude angle, errors in 
attitude angle may arise from an error in time of the cali- 
bration, an error in longitude and latitude of the airplane, 
and an error in measurement of angle with the sun camera. 
Ey measuring the time of the start or end of the calibration 
run to within a few seconds, the error in attitude angle due 
to an error in the measurement of the time of the calibration 
may be almost eliminated (see fig. 1). The clock should be 
checked against an accurate source of time, perhaps against 
radio time signal, before or after the calibration. Because 
of the speed of the airplane, and hence the distance covered 
in a calibration run, the latitude and longitude of the airplane 
may vary appreciably during the run. If, however, the 
pilot can estimate his position to within 10 miles, the error 
in attitude angle can be kept to within f0.1’ (fig. 2). The 
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- e.deg __ 
25 

- 

I 60 
w -4 deg 

(a) 7=30°. 
(b) 7=45”. 
(c) 7=60’. 

FIGURE I.--Error in attitude angle due to error of 160 seconds 
in determining local time of calibration n-hen use is made of a 
sun camera. 

error in the angle of sun rays relative to the longitudinal 
axis as measured with the sun camera need not be more than 
about 0.1’ for a properly designed sun camera. The prob- 
able maximum error in attitude angle should be of the order 
of O.lO. 

A properly designed horizon camera can probably measure 
attitude angle to within 0.1’. When the horizon camera is 
shooting forward, the correction for dip of the horizon can 
be estimated to within f0.1’. 

When the attitude angle is obtained from the flight-path 
angle and the angle of attack at one instant in the calibration 
run, together with the change in attitude angle as measured 
with an attitude gyroscope for other times during the cali- 
bration run, the error in attitude angle may be of a larger 
magnitude than that for the method with which the sun 
camera is used. The error in the flight-path angle arises 
from an error in determining vertical velocity. If the error 
in vertical velocity is 1 foot per second, the corresponding 
error in flight-path angle is about 0.1’ at a flight Mach num- 
ber of 0.6. The error in estimating the angle of attack at 
the instant when the flight-path angle is determined depends 
on the applicability and the accuracy of the information on 

-.2 -60 -40 -20 0 20 40 60 
w-P, deg 

(a) Due to error of f 10 miles in latitude. 
(b) Due to error of f 10 miles in longitude. 

FIGURE 2.-Error in attitude angle due to error in estimating position 
of airplane. l = 150; 7=40°. 

which the estimate is based. The NACA attitude gyro- 
scopes have a drift of about 3’ per minute. For a calibra- 
tion run lasting, for example, 20 seconds, the error in attitude 
angle due to the drift of the gyroscope would be of the order 
of lo at the end of the calibration run. If the error in esti- 
mating the angle of attack is 0.3O and the error in determining 
attitude angle is O.l’, the maximum error in attitude angle 
for a calibration run lasting 20 seconds would vary from 0.4’ 
at the start to about 1.4O at the end. 

The error in the vertical component of acceleration due to 
an error of &lo in attitude angle as shown in figure 3 in- 
creases with increase in normal acceleration and with increase 
in attitude angle. In dives, normal acceleration would vary 
from about 1 g near level flight to 0 in a vertical dive. The 
error in vertical acceleration in a dive would probably be of 
the order of O.Olg for an error of fl’ in attitude angle. In 
a pull-out, the error in vertical acceleration would be larger 
but would probably occur only near the end of the calibra- 
tion run. 

The error in the vertical component of acceleration due to 
an error of fO.Olg in the normal and longitudinal compo- 
nents of acceleration is of the order of O.Olg (fig. 4). A 
standard NACA recording accelerometer has an accuracy of 
1 -4 percent of full range. A longitudinal accelerometer of 

*ig range and a normal acc,elerometer of 0 to 1 g range 

would have an accuracy of 0.0025g. A normal accelerometer 
of 0 to 4g range would have an accuracy of O.Olg. In order 
to get improved accuracy for normal accelerations, a combi- 
nation low-range and high-range normal accelerometer can 
be used. For example, in a calibration run involving a dive 
and pull-out, a low-range normal accelerometer can be 
evaluated for the dive and the high-range accelerometer for 
the pull-out. Errors in normal acceleration due to zero 
shift of the instrument may be largely eliminated by the 
method of appendix E. 

The error in the vertical component of acceleration due to 
neglecting the angle of bank varies with attitude angle and 
normal acceleration (fig. 5). For 1 g normal acceleration, 
neglecting an angle of bank of 10’ results in an error in 
vertical acceleration of -0.015g at zero attitude angle and 
of Og in a vertical dive. 
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(a) Due to error in longitudinal acceleration. 
(b) Due to error in normal acceleration. 

FIGURE 4.-Error in vertical component of acceleration due to 
an error of & 0.018 in longitudinal and normal accelerations. 

0 

-A------ 

-.06 

-.os 0 
28, deg 

(a) u,= l.Og. 
(b) a,= 4.Og. 

FIGURE S.-Error in vertical component of acceleration due to 
neglecting angle of bank. 

.04 

CP 

; .02 

8, deg 
(a) a,=O. 
(b) a,=2.Og. 
(c) a,= 4.09. 

FIGURE %-Error in vertical conlponent of acceleration due to 
ilo error in attitude angle. 

The error in the vertical component of acceleration due to 
neglecting the angle of yaw is shown in figure 6. For a 2O 
angle of yaw, the error in vertical acceleration is less than 
O.Olg. For transonic and supersonic speeds, an angle of 4 
yaw of 2’ probably would not be unintentionally exceeded 
and certainly would not be maintained. 

The error in static pressure due to a constant error of 
fO.Olg in vertical acceleration varies as the square of the 
time for the calibration run (fig. 7). For a calibration run 
lasting 20 seconds, the error, as percent of free-stream 
static pressure, is 0.3, and for 40 seconds, the error is 1.1. 

I I 
40 60 80 100 

8, deg 

FIGURE 6.-Error in vertical component of acceleration due to 
neglect of angle of yam. n,=0.25g and 0.5Og for $=2O and 4O, 
respectively. a*= 0. 
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Errors in the time rate of change of static pressure may 
arise not only from the recording instruments but also from 
the time rate of change of Mach number and of angle of 
attack when Mach number and angle of attack affect the 
airspeed calibration. These Mach number and angle-of- 
attack effects may be avoided by making the measurements 
for the determination of vertical velocity v1 in approximately 
constant-speed level flight. This type of maneuver will also 
minimize errors in vertical velocity due to uncertainties in 
the static-pressure measurements if the method of appendix 
I3 (eq. (20)) is used. 

The error in vertical velocity due to an error of fO.O1 
inch of water in the time rate of change of static pressure at 
40,000 feet is 2.8 feet per second (fig. 8). This error in 
vertical velocit,y results in a static-pressure error which is 
shown as a function of time in figure 9. For calibration 
runs lasting 20 and 40 seconds the errors in static pressure 
arc about 0.3 ancl 0.5, respectively. 

The error in static pressure due to an error of f 1 percent 
in measured temperature (or about &to F) varies with the 
range of pressures covered in the calibration (fig. 10). For 
a range of static pressures from 0.7 to 3 times the initial 
static pressure, the error is within 1 percent of free-stream 
static pressure. 

.02 

% 

i 

I . 

/---- 
0 IO 20 30 40 50 

I, set 

FIGURE 7.--Error in free-stream static pressure due to consistent 
error of * O.Olg in vertical component of acceleration. 

h, fi 

FIGURE S.-Error in vertical velocity due t,o error of &to.01 inch 
of wat,er per sesond in time rate of rhange of static pressure. 

9 

+ a +I Lzz-2 

0 IO 20 30 40 50 

FIGURE 9.-Error ill static pressure due lo error of i 0.01 inch of water 
per second in t.ime rate of change of static prcssurc. h =40,000 feet. 

An error in total pressure results in an error in Mach num- 
ber and, hence, in static pressure as determined from equation 
(7). Errors in total pressure due, for instance, to angularity 
of flow may be avoided by the use of properly designed pitot 
tubes. The error in free-stream static pressure due to an 
error of 9~ 1 percent of total pressure is seen in figure 10 to 
be within 0.3 percent of free-st,ream static pressure for a 
range of static pressures from 0.7 to 3 times the initial static 
pressure. 

In evaluating the free-stream static pressure with the use 
of equation (6), the value of the gas constant may be taken 
to be 53.3, the value for dry air. The resulting error due 
to neglecting moisture content may be shown to be negligible. 
For esample, if the air were saturated, the use of the gas 
constant for dry air would introduce an error of about 0.2 
percent of free-stream static pressure in a dive from an 
altitude of 10,000 feet to sea level and of 0.01 percent in a 
dive from 30,000 feet to 20,000 feet. 

The error in static pressure due to error in a standard 

NACA static-pressure recorder is &$ percent of the full- 

scale reading. For a static-pressure recorder covering a 
range from sea level to 50,000 feet, the error in static pressure 
is f 1 inch of water or f 1.3 percent of static pressure at an 
altit.ucle of 40,000 feet. For a static-pressure recorder cover- 
ing a range of altitudes above 30,000 feet, the error is -+0.2 
inch of water or ho.3 percent of static pressure at 40,000 
feet. Further improvement in accuracy of the static- 
pressure measurements may be obtained with the use of a 
statoscope equipped with a differential-pressure recorder 
having a range to cover the change in static pressure over the 
desired range of altitudes. The error in Mach number due 
to an error of i 1 percent of static pressure is shown in 
figure 11. 

The elapsed time t may be measured to within 0.01 percent 
with the use of a tuning-fork timer. The static-pressure 
error corresponding to this error in time is (according to 
eq. (50)) within 0.05 percent of free-stream static pressure 
for a range of altitudes (h---h,) of 50,000 feet. Since all 
instruments can be of the continuous-recording type, no 

.02 

% 
0” 0 
+I 

-.02 
0 .2 .4 .6 I .o 1.2 1.4 

q /p 
lQr:urw IO.-Error in free-stream stat.ic pressure due to + 1-percent 

error in measured temperature and ZIZ l-percent error in total 
pressure. 

0. 
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consistent error should result from the correlation of these 
records. 

When a calibration run. begins and ends near level flight 
at a speed for which the calibration is known, a check on 
t*he constant errors in calibration (due to errors in acceler- 
ation or attitude angle) is obtained in that the vertical 
.velocity at the end o? t&calibrati;;h’&n should be equal to 
vertical velocity. at the start plus the time integral of the 
vertical acceleration. A consistent error in the static- 
pressure recorder:.does not affect the determinatidn of the 
static-pressure error since the consistent error would be 
included in the computed free-stream static pressure as well 
as in the measured pressure. 

The effect of the various errors on a calibration was evalu- 
ated for a hypotJletica1 maneuver involving a level-flight 
run of 4 seconds followed by a 30’ dive lasting 30 seconds 
on the assumption that standard NACA instruments were 
used. This stud$ indicated that the various quantities 
could be measured accurately enough with standard instru- 
ments to insure a satisfactory calibration. 

FLIGHT EVALUATION OF METHOD 

An cspcrimcntal verification of the conclusions rcachrd in 
thr analytical study of the effect of errors on the calibrations 
was considered desirable. Flight tests were therefore made 
to obtain a calibration of an airspeed installation on a jet 
fighter airplane by the acceleromet,er method. -4 calibration 
was also made at the same time by the raclar-phototheodolitr 
mcthocl for comparison. These flight tests arc described in 
the following scct.ions. 

EQUIPMENT 

Thr jet-powc>red fighter airplane used for the calibration 
tests was equipped with a pitot-static tube mounted on a 
boom about 1 fuselage maximum diameter ahead of the 
fuselage nose. A resistance-type free-stream thermometer 

n 

equipped with two radiation shields was mounted about g 

fuselage maximum diameter ahcad of the nose on the air- 
speed boom. The thermometer had a recovery factor very 

nearly 1 .O and a t.ime lag of about -& second for the altitude 

and speed range at which the tests were made. The ther- 
mometer and pitot-static head are shown mounted on the 
boom in figure 12. 

..- 
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FIGURE 12.-Pitot-&tic head and thermometer mounted in the 

fuselage nose boom. 

The instruments installed in the airplane and the range of 
each instrument are as follows: 
Thermometer _______ -- _____________ -_--___-_-___- -4O’to 40° F 
Static-pressure recorder- ______ __ __ __ _ _ _-_ 95 to 422 inches of water 
Impact-pressure recorder ___________ _______ 30 to 84 inches of wat,er 
Normal accelerometer- _ _ __-__ _- _______________________ -_ 0 to 2g 
Normal accelerometer- - _ _ _- _ _ _ - _ _ _ _ _ _ ___ _ _ _ _ _ __ _ _ __ __ __- 2 to 4g 
Longitudinal accelerometer_-- _ _ -- _ _ _ __ _ _ _ _ __ _ __ _ _ __ _ _ _ 0.5 to 0.2g 
Sun camera_________-________________________-------------- 30’ 
A.11 of these instruments recorded the measurements con- . 
tinuously on films which were synchronized by a & -second 

timer. An identification code, which synchronized the radar 
measurements with the measurements taken in the airplane, 
was transmitted to the ground radar station by the aircraft 
radio. 

The sun camera was mounted in the airplane below an 
opening in the skin ahead of the pilot’s canopy. The 
camera was clesigned to record continuously the attitude of 
the airplane relative to the sun. A simple sunclial, shown 
in figure 13, was installed to aid the pilot in maintaining the 
lateral axis of the airplane normal to the rays of the sun. 

The time of t,hc start or end of a test was cletcrminccl by 
means of an ordinary watch chcckecl against time obtainccl 
from radio station WWV operated by the National Bureau 
of Stanclards. 

The radar-phototheodolite ground equipment was the 
same as that described in reference I. 

ACCURACY OF RECORDING EQUIPMENT 

In order to utilize adequately the accuracy of the instru- 
ments, much care was taken in the calibration of the instru- 
ments and in the reading of the film. 

A flight test was made prior to the airspeed-calibration 
tests to check the measurements of free-stream temperature 
by using two thermometers and recording galvanometers of 
the same design. The recorders indicated an occasional 

clifference in temperature of no more than 2 ’ - F. The errors 

in temperature resulting from lag in the thermometer varied 
with the rate of change of measured temperature. The average 
error was only about - 0.1’ F in the dives; therefore, no correc- 
tions were applied since the errorslwere considered negligible. 

“,._ 

FIOURE 13.-Sundial used by the pilot as au aid in alining t.he airplane 
with the sun. 
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The static-pressure recorder was specially built and had a 
reading accuracy of about ho.05 inch of water. A calibra- 
tion of the static-pressure recorder with increasing and then 
decreasing pressure indicated a hysteresis loop of about 
50.5 inch of water. The accuracy of the static-pressure 
recorder, however, is believed to be better than this value 
indicates since the diaphragm was put in a rested state by 
applying and releasing a suction of about 350 inches of water 
several times immediately before flight and since the static- 
pressure recorder was calibrated immediately after flight by 
using a pressure-time sequence approximating the flight tests. 

The impact-pressure recorder had an accuracy greater 
than about f 0.1 inch of water. The accuracy of the recorder 
is well within the precision required by the accelerometer 
method since impact pressure affects only the ratio of static- 
pressure error to impact pressure, the determination of Mach 
number M’, and the temperature T’. 

The time lag in the static-pressure line connected to the 
static-pressure recorder was estimated to be 0.05 second for 
the altitude of the tests. Since this time lag corresponded 
to a lag in static pressure of less than 0.1 inch of water or 
0.001 pc’ for the maximum rate of change of static pressure 
occurring in the maneuvers, no correction was applied. The 
time lag in the total-pressure line was estimated to be 0.03 
second. The effect of the lag in the total-pressure and 
static-pressure lines on impact pressure was negligible. 

A calibration of the normal accelerometer indicated effects 
of longitudinal acceleration and of temperature for which 
corrections were applied. Consistent errors in normal 
acceleration due to zero shift in the instrument are believed 
to be eliminated by use of the method described in appendix 
B. The normal accelerometer had a constant uncertainty 
of about f0.2 percent of the change of normal acceleration 
from 1 g. Uncertainty of the longitudinal accelerometer 
zero is believed to be about f0.002g. 

The sun camera had a reading accuracy of about 0.07’ 
and its setting relative to the axes of the accelerometers 
could be measured to within about 0.2’. Although the 
solar time was determined to within 5 seconds, the time was 
taken at the midpoint of each maneuver since the resulting 
error in the elevation angle of the sun at the beginning and 
end of the maneuver was estimated to be small (less than 
0.1"). 

TESTS 

The tests consisted of three shallow dives from an alt.it.udc 
of 31,000 feet to an altitude of about 26,000 feet. Two dives 

1 of about z -minute duration covered a Mach number range 

from about 0.6 to 0.8 with 2 and 4g pull-ups, and the third 
dive of about l$-minutes duration covered a range of Mach 
numbers from about 0.40 to 0.80 with a 3g pull-up. Prior 
to each of the short dives, a survey of atmospheric pressure 
for the radar-phototheodolite method was made in a climb 
at an airplane Mach number of about 0.45 and records were 
taken about every 500 feet between altitudes of 23,000 and 
31,000 feet. Continuous measurements were made during 
the dives and pull-ups. Radar-phototheodolite equipment 
was not used for the third dive. The pilot attempted to 
hold the lateral axis of the airplane normal t.o the sun’s rays 
through the use of the sundial. 

EVALUATION OF MEASUREMENTS 

The calibration of the airspeed installation by the radar- 
phototheodolite method was made.as described in reference 1. 
Free-stream static pressure was determined from surveys 
of atmospheric pressure by using the static-pressure error 
determined in previous tests with a trailing airspeed head up 
to a Mach number of about 0.40. The surveys were made at 
a Mach number of about 0.45; therefore, extrapolation of the 
static-pressure error obtained from the tests with trailing 
airspeed head for the approximate Mach number range from 
0.40 to 0.45 was necessary. 

For the purpose of evaluation, the dives were divided into 
two parts. Data from the first part of each dive were used 
to determine the vertical velocity Q at the beginning of the 
last part of the dive as described in appendix B. The static- 
pressure error was evaluated only for the last part of the 
dive. 

The static-pressure error determined for corresponding 
flight conditions from results obtained with the trailing air- 
speed head and the radar method was used in computing the 
vertical velocity u1 from data taken during the first 12 sec- 
onds of dive 1, the first 13 seconds of dive 2, and the first 
45 seconds of dive 3. 

The free-stream static pressure pl in equation (7) was 
obtained from the static pressure measured at the beginning 
of the last part of the dives by using the static-pressure error 
as determined from the calibration by the radar method. 
Since the results of the radar calibration were obtained from 
Mach numbers of 0.57 to 0.78, the results of dive 3 were 
evaluated by the accelerometer method starting at the 
time at which a Mach number of 0.57 was attained (57 set 
from end of maneuver). 

By using vertical velocity ~1 and static pressure pl thus 
determined, the static-pressure error was evaluated for the 
last 22, 24, and 57 seconds of dives 1, 2, and 3, respectively. 

RESULTS AND DISCUSSION 

The results of the calibrations by both methods are pre- 

sented as plots of 7 against indicated Mach number M’ 

in figure 14. The static-pressure error determined by the 
accelerometer method for dives 1 and 2 and subsequent pull- 
outs was nearly constant at about 2.5 percent of impact 
pressure with very little scatter of data over the range of 
Mach numbers used in the evaluation (0.65 to 0.78). The 
results of dive 3, evaluated over a much larger time interval 
and Mach number range (0.57 to 0.78), agreed closely with 
the results of the other dives up to the start of the pull-out, 
after which the results for dive 3 showed a few points that 
were lower than the average for the other dives by as much 
as 1 percent of impact pressure. Because of the absence of 
similar effects in pull-outs following dives 1 and 2, this devia- 
tion is not considered to be the effect of airplane lift coeffi- 
cient on the calibration. The deviation is, however, within 
the accuracy accepted for most calibrations. Uncertainties 
of the airspeed calibration, due to the estimated errors of 
several sources, varied from zero near the beginning of dive 
3 to maximum values near the end of the dive. These max- 
imum values are shown in table I. Since the calculations for 
two of the sources wcrc necessarily probable errors and for 
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54 .58 .62 .66 .70 .74 .78 

(a) Radar mfkod. 
(b) Accelerometer method. 

FIGURE 14.-Airspeed calibration as evaluated by the radar 
and accelerometer methods. Flagged symbols are in the pull-out 
where a,z 2g. 

the remaining sources were necessarily nominal maximum 
possible errors, no attempt was made to compare the data 
with any combination of these uncertainties. 

The static-pressure error as determined by the radar 
method increased from about 2.5 percent of impact pressure 
at a Mach number of 0.57 to a little over 3.0 percent at a 
Mach number of 0.78. The scatter of about 3~0.5 percent 
at the low Mach numbers and ho.2 percent at the high 
Mach numbers is about f the maximum possible scatter due 
to inaccuracies of measuring static pressure and height by 
radar (f45 ft for slant range and &to.2 mil for elevation 
angle). On the basis of the faired data, the results of the 
radar-method calibration show the greatest difference (0.5 
percent) from the accelerometer-method calibration at the 
high Mach numbers. Differences of this magnitude have 
been noted between two tests for a radar calibration in ref- 
erence 1, although in the present tests there was no con- 
sistent difference between the two successive dives. It should 

TABLE I.-ESTIMATED ERRORS IN AIRSPEED 
CALIBRATION NEAR THE END OF DIVE 3 
DUE TO VARIOUS SOURCES OF CONSTANT 

ERROR IN THE EVALUATION BY THE 
ACCELEROMETER METHOD 

Error in airspeed cal- 
Source Source error ibration (percent 

impact pressure) 
~-- _. ___.- 

Initial velocity uo determined by lesst- ztO.09 ft/sec @rob- z.tO.04 (probable) 
squares method able error) 

Zero ofnormalaccelerometerdetermined rtO.0053 ft/seca @rob- f0.21 (probable) 
by least-squares method able error) 

Sensitivity of the normal accelerometer *0.002 (U.-g) *0.11 

Zero of longitudinal accelerometer f0.064 ft/s& =FO.O8 

Attitude angle f0.20 70.02 

Temperature ff’ F zt0.25 

Static pressure *t in. of water TO.46 

be noted that the maximum uncertainty in the accelerometer 
method, due to the estimated possible error in static pressure 
(shown in table I), is about the same magnitude. 

The calibration, as determined by both the radar and 
accelerometer methods, is typical of nose-boom installations 
inasmuch as there was little effect of either Mach number or 
lift coefficient over the ranges covered in these tests. 

CONCLUDING REMARKS 

A method is described for calibrating airspeed installations 
on airplanes at transonic and supersonic speeds in vertical- 
plane maneuvers in which use is made of measurements of 
normal and longitudinal accelerations and attitude angle. 
The method involves starting or ending a calibration run 
near level flight at a speed for which the airspeed calibration 
is known and, hence, for which the free-stream static pressure 
may be determined. Integration of the vertical acceleration 
computed from the normal and longitudinal accelerations 
and the attitude angle determines the change in altitude 
which, when combined with the temperature measurements, 
gives the change in static pressure from the start or end of the 
calibration run and, hence, the variation of free-stream static 
pressure during the calibration run. The static-pressure 
error is then obtained at any instant during the calibration 
run by subtracting the free-stream static pressure from the 
indicated static pressure. 

In the method described herein the required instrumenta- 
tion is carried within the airplane. Should the airplane at 
any time enter a previously unexplored flight condition in a 
vertical-plane maneuver, a calibration may be readily 
obtained. 

An analytical study of the effects of various sources of 
error on the accuracy of an airspeed calibration by the 
accelerometer method indicated that the required measure- 
ments can be made accurately enough to insure a satisfactory 
calibration. 

In order to obtain an experimental verification of the 
analytical study, flight tests were made and an airspeed 
calibration of a jet fighter airplane was evaluated using the 
accelerometer method and, for comparison, the radar-photo- 
theodolite method. The tests included shallow dives up to a 
Mach number of about 0.80 with pull-ups of about 4, 3, and 
2g normal acceleration. The calibrations of the dives by the 
two methods are typical of a nose-boom installation inasmuch 
as there was little effect of either Mach number or lift co- 
efficient over the ranges covered in these tests. The static- 
pressure error as determined by ‘the radar-phototheodolite 
method increased from about 2.5 percent of impact pressure 
at a Mach number of 0.57 to a little over 3.0 percent at a 
Mach number of 0.78. The static-pressure error determined 
by the accelerometer method was nearly constant at about 
2.5 nercent of impact pressure over the same Mach number 
range. From the results of the tests it appears that, for 
vertical-plane maneuvers, the accelerometer method may be 
used as an alternate to the radar-phototheodolite method. 

LANGLEYAERONAUTICALLABORATORY, 
NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS, 

LANGLEYFIELD, VA., Dec. 5, 1952. 



APPENDIX A 

CALCULATION OF SUITABLE VALUES OF n FOR USE IN EQUATION (7) 

The value of n that yields zero or nearly zero error in the 
computed free-stream static pressure as a result of using p, 
and M’ in equation (7) may be found by first differentiating 
equation (6) as 

“- ’ ‘: (ne -eT) dh p--p RT S P (13) 

WIIH~~ eP in the integral is the error in the static-pressure 
source and Ap/p on the left side of the equation is the error 
in the comput,ed free-stream static pressure due to use of 
p, and M’. A.lso in th.e integral eT is the error in T due to 
the use of M’. For zero error in computing free-stream static 
pressure 

Re,--Prl. 
fir 

For MS 1.0, the value of 2 may be determined from cqua- 

tion (4) and the equation 

Y; 1. ?--l J/p! 

>  

Differentiating each equation and combining results in the 
following expression : 

K (15) 

For Mz 1.0 the value of n may be similarly computed from 
equation (4) and the equation 

pT= 
y+ jJ4zP (~fl)~M~ +i 

4rM2- 2(r- 1) 1 (16) 

01 

r--l 2yM2-((r-1) M2K 
2-Y 2&P- 1 

1+ ?$ KM2 (17) 

The values of IL for K=0.9 and K= 1 .O arc tabulated for var- 
ious Mach numbers as follows: 

Since, in th.e general case, a range of Mach number would be 
covered in a calibration test, a mean value of n may be taken. 
The possible error in the computed free-stream static pressure 
resulting from th.e use of the mean value for a range of Mach 
numbers from M=l.O to M=2.0 was estimated to be less 
than 3 percent of the st.atic-pressure error of the airspeed 
installation. 

APPENDIX B 

DETERMINATION OF INITIAL VERTICAL VELOCITY AND ZERO SHIFT IN A NORMAL ACCELEROMETER 

If a run in, or near, level flight is made prior to, and con- 
tinuous with, the calibration maneuver, the initial vertical 
velocity l’. at the start of this run may be determined from 
integrations of the accelerometer measurements and change 
in geometric height computed from pressure and temperature 
measurements by using the equation 

pRT , I 
- S -~~- dp= vat+ 

ss 
a, dt dt 

2% P 0 0 
(1% 

This method of determining vertical velocity I’~, however, 
may introduce errors due to errors in vertical acceleration. 
An appreciable source of error in the airsprcd calibration by 
the acceleromet,er method may be the zero shift of the nor- 
mal acceleromet.er. This error can be correctred at the same 
time that v0 is determined. The vertical acceleration may 
be written as 

whcrc a0 ’ is indicated vertical accclcration and Aa., is a con- 

10 

stant error in vertical acceleration. In, or near, level flight 

Aa u-Aa, (20) 

Equation (18) may t.herefore be rcwritt.cn as 

S pRT c ’ - -dp- 
I41 P ss 

a,‘& dt=o,t+Aa,; (21) 
0 0 

A solution of this equat.ion which cont.ains two unknowns, 
Q, and Aa,, may be determined by satisfying the equation 
over two time intervals. A better approach is to use the 
method of least squares with a large number of time intervals. 

Once v. (and Aa,) is detrrmined, the vertical vclocit,y ~1 
at thr start of the calibration maneuver may be determined as 

S t1 v1= vo+ a, dt (22) 
0 

Although the preceding discussion refers specifically to a 
mancuvcr startins in, or near, lcvcl flight, the method is also 
applicable to a mancuvcr ending in, or near, lrvrl flight. 
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APPENDIX C 

CALCULATION OF ERRORS 

ERROR IN ATTITUDE ANGLE DUE TO ERROR IN TIME OF CALIBRATION 

An error in the time of calibration results in an error in the 
elevation angle of the sun and, hence, in the attitude angle. 
The error in the elevation angle of the sun is, after differen- 
tiation of equation (12), 

01’ 

Ax=- 

15 
Aw=36OO A’ 

ancl At is the error in time in seconds. 
Since 

Ax =- -A0 

At9=0.00416 cosc~sc~ 7 sin (w-b)At (25) 

The error in attitude angle clue to an error of 60 seconds in 
time of the calibration is plotted in figure 1. 

ERROR IN ATTITUDE ANGLE DUE TO ERROR IN LATITUDE AND LONGITUDE 
OF THE AIRPLANE 

The error in attit,udc nnglc tluc to error in the latitude of 
the airplane is 

1 A7 (26) 

01’ 
A(j’= .~ 

[1 
-sin E cos r+cos E sin 7 cos (w--/3) 57.3 

cos x 1 ~-~ 4000 sg (27) 

whcrc 
A,=:;%; so 

and so is in miles. 

au= a, cos e cos + a, sin e - ~1 

whcrc 4 is the angle of bank. 
If the angle of bank is neglected, the error is 

(32) 

Au,= a, cos e (cos +- 1) (33) 

The error in the vertical component of acceleration is 
plotted in figure 5 for angles of bank of 5’, lo’, and 15’. 

Similarly, the error in attitude angle due to error in the ERROR IN VERTICAL COMPONENT OF ACCELERATION DUE TO 

longitude of the airplane is ANGLE OF YAW 

Ae=-cos E sin (w-p) 57.3 
cos x 4000 sT Gw 

The vertical component of acceleration, including the effect 
of yaw, is 

where sI is in milts. 
The error in attitude angle clue to error in the latitude and 

longitude of the airplane is plotted in figure 2. 

a”=a, cos e-a, sin e cos $+a, sin * sin 8-g (34) 

whcrc $ is the angle of yaw and U, is the lateral acceleration 
due to yaw. 

ERROR IN VERTICAL COMPONENT OF ACCELERATION DUE TO ERROR IN 
ATTITUDE ANGLE 

The error in vertical acceleration due to an error in attitude 
angle is, after differentiation of equation (lo), 

Au,= -(a, sin 0+a, cos @A0 (20) 

where A0 is in radians. The error in the vertical component 
of acceleration for a f lo error in attitude angle is shown 
in figure 3. 

ERROR IN VERTICAL COMPONENT OF ACCELERATION DUE TO ERROR IN 
LONGITUDINAL AND NORMAL COMPONENTS OF ACCELERATION 

The error in the vertical component of acceleration due to 
error in the longitudinal component of accrlerat,ion is, after 
tliflcrcnt.iation of equation (IO), 

Aa,= -Au, sin 0 (30) 

Similarly, for an error in the normal component of 
accclcration 

Aa,=Aa, cos 0 (31) 

The error in the vertical component of acceleration due to 
an error of f 0.01~ in the longitudinal and normal components 
of accclcration is prcscntetl in figure 4. 

ERROR IN VERTICAL COMPONENT OF ACCELERATION DUE TO 
ANGLE OF BANK 

The expression for vrrt.ical accclcrntion, including the 
angle of bank, is 

11 

I.. - 
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If the angle of yaw is neglected, the error is 

Aa,=a,sinB(l-cos$)fa,sin$sinB 

= [a, (1 - cos fi) + a, sin $1 sin 0 (35) 

This error in the vertical component of acceleration is 
shown in figure 6 for 2’ and 4O of yaw. 

ERROR IN FREE-STREAM STATIC PRESSURE DUE TO ERROR 
IN DETERMINING VERTICAL COMPONENT 

OF ACCELERATION 

The error in free-stream static pressure due to error in the 
vertical component of acceleration is found by substituting 
equation (8) into equation (7) and then differentiating the 
resulting equation, or 

AP 1 -=-- 
P S[ 

’ =;!KMz’J:Auy dl] dt 
P” t1 

(36) 

In the integral Au,, p, M, and T, may vary with time. In 
order to obt,ain the order of magnitude of the error, however, 
it is sufficient to assume these quantities as constant. Then 

AP Aa, tz -= - ~I 
P 2RT (37) 

The variation of the error in static pressure with time is 
shown in figure 7 for an error in vertical acceleration of 
ztO.Olg. 
ERROR IN VERTICAL VELOCITY DUE TO ERROR IN DETERMINING THE 

TIME RATE OF CHANGE OF STATIC PRESSURE 

The error in vertical velocity due to error in determining 
the time rate of change of static pressure is obtained from 
equation (9) as 

AU~-$A(~) (38) 

The error in vertical velocity due to an error of 0.01 inch of 
water per second in the time rate of change of static pressure 
is shown in figure 8 for various altitudes. 

ERROR IN FREE-STREAM STATlC PRESSURE DUE TO ERROR IN 
DETERMINING VERTICAL VELOCITY OR THE TIME RATE OF 

CHANGE OF STATIC PRESSURE 

The error in free-stream static pressure due to error in 
determining vertical velocity is, after substitution of equa- 
t.ion (8) into equation (7) and differentiation of the resulting 
equation, 

AP 1 -=-- 
s 

t ~“(1 +O.=M’) av dt 
P P” t1 RT, 1 (3% 

In evaluating the order of magnitude of error in static pres- 
sure, T,, M, and p may be assumed as constant in the 
integral and therefore 

Avt +!pCT 

In terms of error in time rate of change of static pressure, the 
error in static pressure is, after substitution for AV from 

equation (38)) 

(41) 

This static-pressure error is plotted in figure 9 as a function 
of time for an aliitude of about 40,000 feet and an error of 
f0.01 inch of water in the time rate of change of static 
pressure. 

ERROR IN FREE-STREAM STATIC PRESSURE DUE TO ERROR IN 
MEASURING T,,, 

The error in free-stream static pressure due to error in 
measuring T,,, is, after differentiation of equation (7), 

&= 1 ppn(l+0.2KM2) AT, 
P s Pn Pl RTm m 

-dh (42) 

For A+= Constant, equation (42) reduces to 
m 

(43) 

The error in free-stream static pressure due to an error of & 1 
percent in T, is plotted in figure 10 against the ratio of 
initial pressure p, to pressure p at any time during the 

calibration. A value of n of G or 0.286 was assumed. 

ERROR IN FREE-STREAM STATIC PRESSURE DUE TO ERROR IN 
MEASURING TOTAL PRESSURE 

The error in total pressure introduces an error in the 
computation of temperature and, hence, in the computation 
of free-stream static pressure. The static-pressure error 
may be found by differentiating equation (6) as 

AP 1 -=- 
P P” S ,:$$iydh (44) 

If A; is assumed to be a constant and is related to $ 

through the use of equations (4), (14), and (16), the static- 
pressure error is found to be 

(45) 

The error in static pressure due to &l-percent error in total 
pressure is plotted in figure 10 against the ratio of initial 
pressure pl to pressure p at any time during the calibration 

ERROR IN FREE-STREAM STATIC PRESSURE DUE TO ERROR IN 
ELAPSED TIME 

Integration of equation (8) between the limits of h and hl 
celds 

t t h--h,=v,t+ 
ss 

a, dt dt (46) 0 0 
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If the measured elapsed time t, is substituted into equation 
(46), the equation becomes 

h,-hl=v,t,+ 
ss 

tm tm&dt,dt, 
0 0 (47) 

where h, is computed altitude corresponding to measured 
- elapsed time t,. If the error in elapsed time is defined as 

t,-t et=----- t 

the error in altitude determined from equations (46) and 
(47) becomes 

Ah=e, [2(h-hl)-vlt] (48) 

The corresponding error in free-stream static pressure is 

AP p=& [ud--(h--J] 

The error in free-stream static pressure is a maximum if v1 
is zero or if v1 has a direction opposite to the resultant change 
in altitude. For vl=O, 

AP 2e,(hl-- h) -= 
P RT 

ERROR IN MACH NUMBER DUE TO ERROR IN FREE-STREAM 
STATIC PRESSURE 

The error in Mach number due to an error in static pres- 
sure is, after differentiation of equation (14) for MS 1.0, 

A~=A-1+o.2M2& 
1.4M p 

and, after differentiation of equation (16) for Mz 1.0, 

AM= - M 7M2--1 Ap - 
7 2M2-1 p 

(51) 

The error in Mach number due to a & l-percent error in free- 
stream static pressure is shown in figure 11. 
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