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RINGS ON RING PERFORMANCE

By Sidney J. Shames, Eugene S. Machlin,
and John G. Wilson

SUMMARY

A series of 2~-hour accelerated high-output tests was run on a
single-cylinder aircraft-type spark-ignition engine to determine
the effect of coaxial lapping of piston rings prior to engine oper-
ation. Standard cast-iron rings were used and were tested as fol-
10WS: (1) with all rings lapped, and (2) with only the oil-control
rings lapped.

The results show that coaxial lapuing with loose abrasive
reduced both wear and scuffing. The difference was sufficiently
nxmked to warrant investigating similar finishes produced mechani-
cally. Surface-finish measurements showed that a change is produced
in the root-mean-square profile height, maximum profile height,
ridge-roughness number, and scratch pitch of the rin~-surface pro-
file as a result of coaxial lapping. The beneficial effsct of these
changes on ring performance may be accounted for by theory.

INTRODUCTION

The surface finish required for best operation of the cylinder
barrel and the piston rings of an aircraft engine is unlmown. Some
combinations of piston-ring and cylinder-barrelmaterials require
relatively rough surfaces to,facllitate good run-in. Other combi-
nations of piston-ring and cylinder-barrel materials use relatively
smooth surfaces.

The object of the tests reported herein was to determine the
effect on performance of lapping the cast-iron rings in the soft-
steel cylinder barrel subsequently tested. This work is a phase of
the problem of the selection of an assembly and running-in schedule

.
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as a method of increasing
cylinder surface and thus
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lif9 . Lapping-in of rings is considered
the compatibility of the ring with the
decreasing the required running-in time

a-d also increasing the ltie of the-assemb~-.

The results reported were obtained at the Langley Memorial
Aeronautical Laboratory during the summer of 1942 frcm accelerated
Mqh-output tests of a single-cylinder engine equipped with a stand-
ard aircraft cylinder and piston assembly. The work included tests
with lapped and unlapped cast-iron rings of the type usually used
in the particular combination under tesk.

IN3F’I?41TIUN5

rms - The rcot-mean-square hei,ghtof the profile as measured by the
~,iezoelectriccrystal type surfacs-finish analyzer, expressed in
microinches.

maximum profile height - The distance b=tween planss passing through
th[~highest and lci;estpoink of the profil~, ‘~xpressedin micro-
inches.

psrccnt:a~ebearinc area - The percenta[~eof area of a ~iwn ~lane
that is titersected by the curfacn profile. The givm plane is
parallel to and at a given distance from the nominal surfacs.

ridg=-rmghness nmbw - The distance between planes of 2-percsnt
and 50-psrccnt b~aring area, cxprpssed in microinches. This par-
ticular roughness nuiiberwas choso~hecw-m of its ease of canpu-
tationo The choice of 2-percent beeiing area eliminates the
effsct of single isslat+d peaks on the roughness numb-sr. The
ridg.!-roughnessnumhr was obtained from the oscillograms taken
with the surface-finish anslyzer. The axial ridg~-roughness num- .
ber refers to the ridfle-rou@m~ss numhr obtained from a trace in
t!u axial dir%ction. SimilarQ-, tho circumferential ridge-
roughrwss nuuhr refers to the ridge-roughness number obtained
from a trace in the circumferential direction.

average ridge-roughness number - The product of the axial and cir-
cumferential ridge-r~ughmss numbers, expressed in microinch%s
squared.
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A schematic layout of the test eqd&&t

ure 1. The cylinder assembly consisted of an
used is shown in fig-
ati-cooleclcylinder

operating with a #-inch stroke and a 6.63 compression ratio.
2

This

cylinder has a bore of # inches and is made of chrome-molybdenum

steel (SAE 4J.40,Brtiell%ar dness, 298 to 320). The cylinder,
piston, and piston rings were stock aircraft-engine parts. The
piston was supplied with two auxiliary oil.jets directed at the
under side of the piston with a flow rate of ‘i’pounds
These jets simulate the throw-off from the master-rod
the oil from the crankshaft jet.

The fuel was injected into the manifold by means
injection nozzle, which had fuel delivered to it by a

per minute.
bearing and

of a manifold
port-controlled

fuel-injection pump. Combustion air was supplied by a-separately
drivwn blower and was heated by an electrical heater to the required
teqerature. A sharp-eclgethin-plate orifice assembled to A.S.H.E.
stan.lards(reference 1) meas”uredthe rate of inlet-air flow. Cooling
air was supplied by a separately driven blower.

Blow-by was measured by a positive-displacement gas meter con-
nected to the crankcase breather line. In order to maintain a con-
stant crankcase leakage, the crankcase pressure was maintained at
1/2 inch of water vacuum. Oil consumption was measured by a volume-
displacement method corrected for variations in temperature.

Standard NACA test equipment was used to measure fuel consump-
tion, speed, and torque. Surface-finish records were taken with a
piezoelectric crystal type of surface-finish analyzer equipped with
a root-mean-square meter. This analyzer records measurements in
microinches, rms.

The apparatus used for lapping consisted of a dumy piston of
the same type as the piston used in the tests and an extension
handle attached to the piston pin of the d- piston. The rings
to be lapped were placed in their respective grooves in the d-
piston~ the empty grooves were filled with dumqy piston rings. The
rings were lapped in the cylinder, which was subsequently tested.

The lapping compound is mainly composed of silicon carbide
grains dispereed in an oil btider. The-grain is specflied grit
No. 400. When reviewed under the microscope with a calibrated eye-
piece, the abrasive particles vary from O.001 to O.001~ inch in
diameter. The abrasive particles seem to be uniform in size.

.A d
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The piezoelectric crystal-type surface-finish analyzer used in
this investigation was equipped with an oscillograph that enabled
oscillograms of the surface proffie to be taken. The electrical
characteristic of the piezoelectric crystal is such that the oscil-
lograph tracer will tend to return to the center line of the oscil-
lo~ram after it is displaced. If the specimen peak is nearly flat
the form of the return curve will be similar to the section of the
trace a-b in figure 2(b). In addition to the root-mean-square
heigt.tand maximum profile height, the surface-finish measurements
con~,ainas another parameter the ridge-roughness number which,
tog~ther with the other parameters, gives an indication of the pro-
file shape. Surface-finish measurements for the barrel were taken
on the center cf the thrust face. Piston-riM measurements were
taken on the face 180° from the gap.

Tests were conducted with

TF~Ts

the following ring assemblies:

1. Standard cast-iron rings - sll lapped to full-face content
(three compression, two dual oil control, and one scraper)

2. Standard cast-iron rings - only oil-control and scraper
rings lapped

With the exceFtion of the lapping procedure as stated in the
preceding paragraph, the following was the procedure for engine
assembly and operation:

1. The cylinder barrel was polished with abrasive papers of
grit No. 32(>and grit No. 400.

2. The rings were then coaxially lapped (lapping motion was
straight up and down) in the cylihder barrel in which the rings were
subsc,quentlytested. The lapping compound used was further diluted
with lard oil. The cylinders were cleaned after lapping by washing
tith an organic cleaning ag=nt and then dried by directing a stream
of compressed air against the cylinder walls.

3. The rings were then weighedl measurements were taken of sur-
face finish, clearances, and bore.

4. The engine was
the speed and the load

“ : hours~assembled and run in for a period of 7-
were gradually increased.

#
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~. The 2~-hour accelerated high-output test was performed.
. . .

“ 6. The engine was disassembled; rings were cleaned and weighed~
surface-finish and bore measurements were taken.

The followhg schedule and conditions were adhered to for the
7~-hour run-h period:

(a) Run-in schedule:

1 ‘ Motor 800-1000

;

I

1000
15(-)0

; 17q)
iower 2000

6

[

2200
7 2200
8 2200

1/4
2
1
1

1;2
3/4
3/b

M
32
g

74
32.4
w

(b) Run-in conditions:

Spark advance, degrees B.T.C. . . . . . . . . . . . 20 to 25
Oil temperature (starting), OF . . . . . . . . . . . . 130t10
Oil temperature (operating), OF . . . . . . . . . . . . 18$t2
MSXLIWTIre.nrspark-plug-bushing temperatures T . . . . 450
Downstream barrel (center of’muff) temperature, OF . . 23S
Fuel-airratio . . . . . . . . . . . . . . . . . . . o.095io.oo5

The following conditions were adhered to for the 2$hour accel-
erated high-output test:

Brake mean effective pressure, pounds per
square inch . . . . . . . , . . . . . . . . . . . . 250

Speed, rpm . . . . . . . . . . . . . . . . . . . . . .2200
Spark advance, degr~es B.T.C. . . . . . . . . . . . . . 2’7
Downstream barrel (center of muff) temperature, OF . . 310t3
Rear spark-plug-bushingtemperature, OF . . . . . . . . 520i10
Combustion-air temperature, OF . . . . . . . . . . . . 125t2
Oil-in temperature, OF . . . . . . . . . . . . . . . . 185t2
Fuel . . . . 100-octane and 3 cc tetraethyl lead per gallon
r%ei-sirratio . . ~ . . . . . . . , . . . . . . . . 0.099.002
Lhration,hours. . . . . . . . . . . . . . . . . , . ..25
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In order to obtain results that cotid be considered represen-
tative for a particular assembly, the tests were repeated with each
assembly until comparable results were obtained. In no case, how-
ever, were more than three tests run for any one assembly. The
results tabulated in table 1 are an average of two tests and are
considered to be representative for the particular assembly.

Hfects of lapping on ring performance.- The results of these
tests%n=o=Ly lapped an~ unlapped cast-iron piston rings are
shown in tables 1 anti2 and figures 2 to 7. Tables 1 and 2 present
the piston-ring weight losses and surface-finish data. Figures 2,
3, and 4 are oscillograms of the surface profile, figures 5 and 6
are photographs of the piston rings, and figure 7 is a typical per-
formance curve. Figure 8 shows the arrangement @f the rings on the
pistor:,fcr convenie~ce of ref~rence. Photomicrographs (figs. Y
and 10) show the metallurgical structure of the piston-ring iron
used in these tests.

These cidtashow that coaxial lapping cf cast-iron rings reduced
the weight loss ad resd.ted in a bs~ter surface after operation.
The improved surface condition refers to the elimination of ring
scuffing with coaxial lapping. This improvement is evident from a
comparison of the photographs (figs. 5 and 6). The specific oil con-
sumption and blow-by were approximately the same fcr both ring
assemblies. Figures 9 and 1P show that ths metallurgical structure
consists of fine pearlite. l!uchof the pearlite surrounded by the
steadite i.si.nthe form of dendrites. The graphite Strdcture cor-
responds closely to 6CIpercent sizes 7 to 8, type A; and 4!JFercent
sizes 4 to %, t~e B, A.S.T.V. Designation:A247 (graphite flake
size and type designation). The structure of this piston-ring iron
is similar to, if net identical with, the structure in figures 1
and 2 of refersnce 2=

Effect of lappin% and operation on surface finish.- The
surface-finishmess’aenents of the rings as received from the manu-
facturer show higher VaIUPS cf the root-mean-squareprofile height
(rms), the maximum profile height, and the ridge-roughness number
when the trace is in the axial.direction as compared with the trace
in tfiecircumferential directicn. C9axially lapptig the rings
resulted in surface-finish parameters (rms, maximum Frofjle height,
am!.ridge-roughness nu~ber) of smaller values in the sxial direc-
tion than in the circumferential direction. In addition to this
change in the direction of roughnsss~ lapping also resulted in a
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decrease in the average ridge-roughness nuniberand a
scratch pitch. The directional surface roudmess of

7

decrease in
the rims ~ro-

duced by-oyeration was similar to that prodficedby COSXLSI.l~ppkg.
The magnitudes of the values of all the eurface-finish parameters,
however, (rms, maximum profile height, and ridge-roughness number)
wers decreased. Operation also resulted h a further reductionin
the average ridge-roughness number. With the exception of the
scuffed areas, the surface finieh of the rings after operation was
approximately the same for either assenibly(lapped or unlapped).
The results also show that operation reduced the root-mean-square
profile height of the barrel.

Theories correlating the benefits of coaxial lappi~.- Some
cf the changes in surface ftiish produced by coaxial.lapping are
believed to be reasons for the reduced wear. These changes are
(1) the change in directional roughness, (2) the decrease of scratch
pitch, (3) the decrease of average ridge-roughness number, and
(~) the change in the general character of the surface as sffecting
bourdary lubrication.

The directional roughness of the ring and cylinder surfaces
produced by coaxial lapping was smoother in the direction of rubbing
and was similar to that produced by engine operation. This direc-
tional roughness is believed to contribute to reduced wear because
fewer surface asperities will have to be r~moved in the direction
of rubbing befcre the surfaces reach their operating finish,

The oscillogram reproduced as figure 3(b) shows a decreased
scratch pitch resulting fr~m the coaxial-lapping operation. Cracks
existing in the surface peaks will be more prcne to increase peak
wear on a surface having a small scratch pitch than on a surface
having a large scratch pitch. In this way, the coaxial-lapping
cperation may facilitate the seating of the rings and thus accel-
erate the running-in process.

The working bearing area under bcundary lubrication is believed
to be better indicated by the product of the circumferentialand
axial ridge-roughness nurbers rather than by either one individually,
because an area is determined by two coordinates. The decreased
average ridge-roughness number may thus indicate a tendency for
milder boundary lubrication because there may be a greater amount
of bearing area effective undsr boundary-lubrication conditions.
This tendency for milder boundary lubrication should result in
reduced wear and in an improved surface condition.

Another factm in determining the suitability of a surface to
operate satisfactorily under boundary-lubrication conditions is its

+.., ——
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ability to retain and repair an oil film.
ity of a surface to retain an oil film was
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Until recently the abil-.
considered one of the..

main prerequisites for satisfactoryboundary lubrication. It has,
however, been stated recently (reference 3) that the rate of repair
of a ruptured oil film on a surface will affect the rate of wear of
that surface. Thus, only when the surface will be conducive to the
repair of the film, can sustained operation under boundary-
lubrication conditions take place.

Althouph the surface profile that wiU result in the most sat-
isfacto~ c~eration under boundary-lubrication conditims is still
a matter of doubt, Burwell’s work (reference 4) provicks some infor-
mation on the f-n:amental requirements of such surfaces. BurweU
sho~d that the finish of thg surface on wkich an oil was spread,
in addition to the surface tsnsion and contact angle of the oil,
determi.neaits spread. lieshowed that, if an oil is once spread,
it will stay farther sprea:lon a rough surface than on a smooth sur-
fat?. His work also showed that an oil would spread farth~r cm a
smo:th surface if initially a.hiedin one spot. Because satisfactory
pktan-ring lliuricaticnprohil.y requirps a combir~tion of oil
spreading and oil rspairinz in order to maintain satisfactory
hounhry-lubrication conditions, it is pos.ible that the coaxial-
lapping cperation rattlerthan the factory turning provided the better
Compromise for the best operation. ‘l%sproblem is furttiercompli-
cated because piston-ring lubrication ranges from hydrodynamic lubri-
cation to boundary lubrication at different points of t,hestroke.
~ourl’~~r~-l”dbricat~bn conditions have been cnnsidsre.iin more detail
because during these conditions appeciablo v.eartakes place.

Nth.cugh Lhe beneficial effects from ccaxial lapping are mostly
attributed to the change in surface finish produced by this opera-
tion, another factor that enters when cast iron is used is the
prep-rty cf cast iron to bring occluded graphite T.Othe surface when
it is abrad=d under the proper physical conditions. The occurrence
of t,hisphenemgncn has been proved by electron-diffractionexperi-
ments (reference ~). This graphite acts as a lubricant under
bcuntiry-lubricating conditions and retards the wear. It is there-
fcre possible that lappinp of cast-iron rings may tend to bring
occluded graphito to the surfac~ and in this way may provide another
explanation of the imprwvd performance with lgpped cast-iron rings.

G?fieralr.emarks.-The reason that lap:ing had no effect on oil
consum;hian is beli:.vd to be d~e to the very efficient rperaticn
of the”oil-central rinqs and to th? fact that this particular design
of flat-faced compression rbg does not ordinarily contribute to a
chtmge of oil control within a ?S-hour test. The extremely low
values cf oiL consumption obtained provide evidence of this fact.



—. —

.

NACA ARR No. EliD15 9

The results of these tests were so conclusively in favor of
lapped surfaces that it would seem desirable to reproduce this type

. . . of surface by machine operation. If this ~vpe of surface can be
satisfactorily reproduced, the r’hg perfcrr~v.cewith machine-
produced surfaces should be compared with the performmce obtatied
wLth the lapped surfaces.

CONCIJIS1ONS

Accelerated high-output tests of 25-hour duration on an air-
cooled aircraft cylinder having a barrel made of chrome-molybdenum
steel and using turnsd cast-ircq rings shownd the following:

1. Coaxial lapping reduced wear in operation.

2. Co&xial lapFing reduced scuffing of cast-iron rings.

The change in sarface finish produced solely by the coaxial-
lapping operaticn is es follows:

1. The root-mea?.-squarehei@t, the maximum proffie height,
and the rid~e-roughnsss ni.Axw in the :Ixialdir:?cticnwme reduc~d.

2. The root-mezn-s~aare ncight, tm maxir:~qprofile height,
and the ridge-rou~lme?s number j.nLhe c.rc.unfer=nt~.aldirection were
increased~ the scrat.cl,F~tci,and avera~; ridge--roughnessnumber were
decreased.

3. The average ridge-roughness ru.uherVJaS decreased.

4. The direction of roughness prtiuced by the coaxial lapping
was similar to that obtained in operation,

Aircraft Engine Research Laboratory,
National Advisory Committee for Aeronautics,

Clmeland, Ohio.



10

REFERENCE

K4CA ARR No. E4D15

1. Jhlon.: ~low was uremmt hy Meana of &tandardized Nozzles d
Orfl.fl.cePlates. Ch. 4, pt. 5 of A.S.M.E. Power Test Codes,
1%0

2. Jarrett, Tracy C.: Piston R@s of Gray Iron. Metals and
Alloys, vol. 17, no. 6, June M43, PP. 1188-1195.

5. Karelltz, G. B.: Boun&ry Lubrlcatlon. Proc. Special Summer
Conf. on Friction and Sux%ace Fhlsh at M.I.T. (Caribridge,
Mass.), June S-7, 1940, Chrysler Corp., 1940, Tp. lC2-11.l.

4. i3urwell,J. T.: ‘TheRole of %x’face Chanistry and Profile in
30~PJr Li~’:.~ Latk.1. S-W JOLW., vol. 50, no. 10, Oct. 1942,
pp. 450-457.

5. Finch, C. 1., We.rrell, A. G., md W*., E.: Electron Dlffrac-
tion and S’z.’_-,ceStructure. The Structure of Metallic C~tlngs,
F-, ~.d S~:~taces. Traae. Fare.dq-5CIC. (~OlldO~), vol. XXXI,
1935, pp. 1C5L-1OE!O.



EAcA ARR momIMD15 u.

. . . .
‘mHl15!s”cw%uimAFm CAST-lRQli. $UXG T~S

Average of two teBta

A. Ring wear

I

Lapped Unlapped
Average Avew

Ring Weight uel@t
lQOEi 10E!S ‘

— )
1 0.137 0.306
2 .076 .156
3 .062 .139
4 .085 .162
5 .101 .123
6 ,030 .053

Total of three canpreaa~on rings .275 .601
TOW Of W rhes ,493 .949

~ecific 011 comeumption,
lb/bh~h 0.005 0.005

Blow-by, ou ft/min
(uncorrecta) 2.20 2.13

3. Surfaoe-Flnieh Results Before and After Test

[Results in microln., me, as measured by plezo-
electrlc crystal type surfaoo-fWeh analyzer]

IDirection of ti~ed Unlapped
traoer movement Before After Before After

Top ring Axial 15-30 3-9 840-65 3-6
(180° frcmlgap) Clrcumferentlal 30-50 1O-25 %-35 U-31

Barrel 15-30 3-7
(thrust oenter) Clrcumferentlal.

aAs obtained ~ muuafacturer (turned).



12

.

mc.11 Am ITo. 134uL5

mmE2

SURFACE-FINISH PMMMEERS

[Results In mlcroln.]

-f
I Axial I Circumferential

Root-mean-square height, mlcroti., me

Before lapplag 40-60 16-27
After lapplng 15-26 36-47
After operatIoq 2-5 8-18

Maximum profile height, mlcroln.

Before lapping %30 8180
After lapping 8120 EL260

After operation W5 algo

Ridge-roughness nwnber, microti.

. Before lapplng
‘*
50 B70

After lapping b 20
After operation b; i70

(Averagec ridge-ro@ness nmber)2, microti..2

. Before lapping 10,500
After lapptig 6,000
After operation 700

%10 mlcroln.
b55 mlcroin.
~he average ridge-roughnessnumber 1s equal to

the product of the axial and circumferential
ridge-zxx@hness nmnbers.
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A orifice (inlet air from blower) I exhaust silencer
B throttling valve J oil reservoir
C atmospheric relief valve K oil separator with drain
D combustion-air surge tank, 13.2 cubic feet L scavenge-air retqrn to blow-by system
E blow-by gas meter M oil-scavenge line
F blow-by surge tank N oil-supply line
G sight glass O exhaust trench, 3 inches water vacuum
H engine cylinder, 0.0998 cubic feet Tj, PCS Tm, P , pressures and temperatures

at points ~ndicated
n

Figure 1. - Schematic layout of test equipment. a
●
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(a) Direction, axial;
vertical magnification, 4000;
horizontal magnification, 80.

(b) Mrection, circumferential;
vertical magnlficatlon, 4000;
horizontal magnification, 80.

Pigwe 2. - Osclllograms of the surface profile of a east-iron ring
before lapping (turned).

I



(a) Mrection, axial;
vertical magnification, 4000;
horizontal magnlftcatton, 80.

.’. , ..” .1.

=
o
●

(b) Direction, circumferential;
vertical magnlficationl 4000;
horizontal magnlfication~ 80. .

n

I?igure 3. - Osclllogrsms of the surface profile of ● cast-iron ring ●fter
-.
@

lapplng.
9

a

—
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CHART NO. 2-25

(a) Direction, axial;
vertiaal magnlficationj 4000;
horizontal magnification, 80.

(b) Direction, axial;
vertical magnification, 4000;
horizontal magnification, 80.

Figure 4. - Osclllograms of the surface
f
refile of a cast-iron ring after operattono

(Lapped and unlapped are s milar.)

I

*
I
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Figure 5. - Stotrdord unlopped cost-iron rtngs Ofter operot~on.
n
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Figure 6. - Standard lapped cast-iron rings ofter operation.
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o

yy~,o:;::~ionSide clearance

0.002 - -0.004
0.004 - 0.007

*

7~f”

/

Rectangular oil 0.003 - 0.005

0.128 // Clearance is to be measured w~en
0.2515 ~ face of ring is flush with side

A .. &:o;&RY of piston

i )@?fimax C/earance between piston and cylirder
burrel - 0.020 “to 0.024 on diameter

I

A
I K%+-’~0.2005

\

Figure 8. - Piston-ring arran~ement.

All dimensions in inches.
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Fig. 9, 10

Figure 9. - ;~:;-iron Piston-riflg struc~ur8. Unetched.
●

NACA
c- t5509

Figure 10. - cost-iron piston-ring structure. Etched in
2 percent nitol. X500.
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