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KINETICS OF REACTIVE WETTING
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Introduction

The importance of interracial processes in materials joining has a long history. A significant amount of

work has suggested that processes collateral to wetting can affect the extent of wetting and moderate or

retard wetting rate. Even very small additions of a constituent, known to react with the substrate, cause

pronounced improvement in wetting and are exploited in braze alloys, especially those used for joining

to ceramics [1,2]. The wide diversity of processes, such as diffusion, chemic.d reaction, and fluxing,

and their possible combinations suggest that various rate laws should be expected for wetting kinetics

depending on the controlling processes. These rate laws are expected to differ crucially from the

standard fluid controlled wetting models found in the literature [3-5]. Voitovitch et al. [6] and

Mortensen et al. [7] have shown data that suggests diffusion control for some systems and reaction

control for others. They also presented a model of wetting kinetics controlled by the diffusion of a

constituent contained by the wetting fluid.

In the following a model will be constructed for the wetting kinetics of a small droplet of metal

containing a constituent that diffuses to the wetting line and chemically reacts with a flat, smooth

substrate. The model is similar to that of Voitovitch et al. and Mortensen et al. but incorporates

chemical reaction kinetics such that the result contains both diffusion and reaction kinetics. The model

is constructed in the circular cylinder coordinate system, satisfies the diffusion equation under

conditions of slow flow, and considers diffusion and reaction at the wetting line to be processes in

series. This is done by solving the diffusion equation with proper initial and boundary conditions,

computing the diffusive flux at the wetting line and equating this to both the convective flux and

reaction flux. This procedure is similar to equating the current flowing in components of a series

circuit. The wetting rate will be computed versus time for a variety of diffusion and reaction

conditions. A transition is observed from nonlinear (diffusive) to linear (reactive) behavior as the

control parameters (such as the diffusion coefficient) are modified. This is in agreement with

experimental observations [5,6]. The adequacy of the slow flow condition, used in this type of

analysis, is discussed and an amended procedure is suggested.
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The Model

When two or more distinct processes operate simultaneously in chemical and metallurgical reactions

they often appear in series (coupled) or in parallel (competitive) combinations. An example of a series

process is given by oxidation of silicon. Oxidant species must first diffuse through a thin oxide layer

and then must react with silicon at the oxidelsilicon interface [8]. Diffusion through a polycrystalline

material provides an example of a parallel process. Grain boundary diffusion and volume diffusion

can occur at comparable rates and jointly provide the total flux at any given plane perpendicular to the

diffusion direction [9]. Wetting under conditions involving fluid flow, diffusion, and chemical

reaction is viewed as a series combination of processes in which the slowest of these would be rate

controlling. If the liquid is capable of wetting the bare substrate (without reaction), wetting kinetics are

often determined by liquid surface tension and viscosity. The rate of wetting by metallic droplets under

conditions of fluid flow control has been shown to be extremely rapid [10] compared to that in

situations involving diffusion and reaction control. If these three processes act in series, fluid flow

kinetics can safely be ignored. Under these circumstances the liquid does not wet the substrate until the

diffusing species, A, reacts with a substrate constituent, B, to produce a product, C. In this situation

the wetting liquid advances from one metastable capillary state to another and when spreading ceases

may still be in metastable capillary equilibrium.

The model is constructed in the circular cylinder coordinate system, does not treat the droplet

shape, and views the diffusion and reaction processes as one dimensional (radial). The initial condition

(t=O) is that the concentration of the diffusingh-eacting species is C(r,O) = CO while the boundary

condition is Cd at r = r(t) where r is radial dimension and r(t) is the location of the wetting line. The

wetting rate, t(t), is the time derivative of r(t) and the condition for quasi-equilibrium or slow flow is

D
t(t) << —

r(t)

where D is the interdiffusion coefficient for the liquid droplet. For reaction to proceed, the

concentration at the wetting line, C., must be slightly greater than, C=, which would be that

concentration in chemical equilibrium with the substrate. A solution to the diffusion equation satisfying

these conditions is [11]

C(l”,t) = Ca +
2(C0 - Ca) w -~~;t Jo[l”a’n]

x e
r(t) *=1 lnJ,[r(t)An]

(1)

where r(t)Afi define roots of the Bessel function .70 [11].

A flux balance at the wetting line yields



o(t)

cat(t) = Jjd($,r)df$= /u(c’a- Ce) (2)
o

where j~ (#, r) is diffisive flux, as shown in Fig. 1, and ~ is sometimes referred to as the interface

transfer coefficient [12] and has units of velocity. The diffusive flux can be written

jJ@Lr) = –Cos(wq .-& r-r(,) (3)
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Figure 1. Illustration of

over @from O to @(t).

the diffusive flux as a function of angle, ~. The total flux is the integral of

Performing the operations indicated in eqs. (2) and (3) yields

Cai(t) = J.l(c= – Ce) (4)

and ~(C~ - C,)= 2(c0r~t~)D F(t) sin8(t) (5)

where F(t) = ~e-~a;’.
n=l

Solving eq. (5) for C. and substituting into eq. (4) yields the equation of motion for the wetting line

2D Co
fi(~ - l)F(t)sin O(t)

i(t)=
~+ 26

— F(t) sin f3(t)$
r(t)p e

(6)

The temporal contact angle, f3(t),in equation 6 is obtained by knowing the initial droplet volume given

as

~ _ m-3(t)tm 6J(t) , e(t)
——

0
Y(3 + tan ~)

6
(7)

and solving for 6(t). Note that the liquid volume is considered constant which is tantamount to

assuming that the reaction consumes very little liquid during the spreading process. It can be seen



horn eq. (6) that under conditions of reaction control (~ >> 1) the wetting rate is constant and given

by i(t) = p(l – :) (8a)
0

D
while under diffusion control (— <<1 ) the wetting rate is

P

2D Co
~(t) (~ – l) F(t)sinO(t).i(t) = —

e

(8b)

It can be seen from eq. 8a that reaction control will yield linear spreading kinetics. Under diffusion

control the kinetics, given by eq. 8b, are not parabolic due to the factors F(t) and sin$(t).

With an assumed initial volume ~ = 0.1 cm3 equations 6 and 7 were solved for the initial conditions

@(O)= 90° and r(0)= (:)1’3. The diffusion coefficient was taken as D=4.0* 10-5cm21s [6] and the

equilibrium atom fraction of reactant species was assumed to be 2*10-2 for all calculations. The

Cx
equations were solved for r(t) and @(t) with three values of p and three values of ~ –~ -: (assuming

e e

concentration independent molar volume) where XO and X, are initial and equilibrium atom fractions

of reactant. Figures 2a and 2b show that under reaction control (D/p> 1) the kinetics of spreading

increase with increasing p which could have been anticipated from eq. 8a. With the various chosen

parameters the reaction kinetics appear quite linear even at D/p=l. Similarly, the contact angle drops

more rapidly asp is increased, but for D/jJ= 1 the kinetics are decidedly nonlinear. For larger values of

~ the plot is linear over the time span of the calculation.
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Figure 2a. The radius of a spreading droplet versus time under reaction control and mixed

and reaction control.
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Figure 2b. The temporal contact angle of a spreading droplet versus time under reaction control and

mixed diffusion and reaction control.



When diffusion of reactant is controlling, the rate and extent of spreading increases as the initial

concentration of reactant is increased as shown in Fig. 3a. This is in agreement with experimental

behavior [6]. When plotted on logarithmic axes the plots are quite linear but have slopes that differ

from parabolic behavior and are a function of initial concentration of reactant. Kinetics obtained from

solutions of eqs. 6 and 7 are independent of p, when D/p<c 1,which could have been predicted from

eq. 8b. Figure 3b shows the temporal contact angle decreasing rapidly towards an asymptote. @

logarithmic axes these plots are also quite linear with slopes depending on the initial concentration of

reactant. The model is capable of predicting the final contact angle but this represents no usefid material

property as it is a metastable configuration.
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Figure 3a. The radius of a spreading droplet versus time under diffusion controlled conditions. The

kinetics cannot be characterized as parabolic.
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Figure 3b. The temporal contact angle of a spreading droplet versus time under diffusion control. The

asymptotic limit suggested by these plots is not a capillary equilibrium configuration.

Discussion and Conclusions

A model for the kinetics of spreading under conditions of mixed reaction and diffusion control has

been constructed. The model is similar to those of Voitovitch et al. [6] and Mortensen et al. [7] and

employs the concept of processes in series used by Deal and Grove [8] for oxidation of Si. Under

diffusion controlled conditions the wetting kinetics are not parabolic due to the factors F(t) and

sin O(t) in eq. 8b. The model exhibits a transition from nonlinear to linear behavior in time as D/p

approaches 1. In addition, it shows more rapid and more extensive wetting as the initial concentration

of reactant is increased. To obtain an analytical solution in the circular cylinder coordinate system it

was assumed that wetting rate is slow and obeys the inequality

D
i(t) <c — .. .

r(t)

The diffusion coefficient cited by Voitovitch et al. [6], for transition metals in copper at 1373 K, was

D=4* 10-3mm2/s. This data is supported by that measured by Lozovslcii et al. [13] for Si in Cu at the

same temperature. Figure 2 of Voitovitch [6] shows wetting kinetics of Cu-Cr alloys on vitreous

carbon substrates that are suggestive of diffusion control. With these kinetics and the above diffusion

coefilcient it can be shown that the above inequality is not obeyed. On the contrary, their Fig. 6, for

wetting of Cu-Si alloys on vitreous carbon, is suggestive of reaction control and does satisfy the



, ,

inequality. A similar analysis of Figs. 1 and 2 from Drevet et al. [14] yields the same conclusion. Their

Figure 1, for wetting of Cu-Ti alloys on alumina, is suggestive of diffusion control but, with the

diffusion coefficient as was used above, the inequality is not obeyed. Their Figure 2,for wetting of Al

on pyrocarbon is suggestive of reaction control, and with the diffusion coefficient (9.7 *10-5 cm2/s)

measured by Levin [15], satisfies the inequality. These results imply that the slow flow or quasi-

equilibrium assumption, made to simplify analysis such that analytical solutions to the diffusion

equation could be found, are inadequate except for reaction controlled flow conditions. To compose a

realistic model for diffusion controlled wetting, transformation to a coordinate system moving with the

wetting line seems necessary. This involves numerical solutions to the resulting diffusion equation and

will be addressed in a separate report. Finally, it should be emphasized that the reaction mechanism

assumed in the model presented here is just one of many that can ultimately control wetting kinetics.

For example, a gaseous environment may react with the substrate and be the controlling process. It

would be difficult to incorporate all reaction possibilities in one model.
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