
- .NATIONAL ADVIS.O.RY

. ..+ Qq2q

COMMITTEE FOR AERONAUTICS

W?f’’lrlxm Ium)lrr
ORIGINALLY ISSUED

February1944 as
RestrictedBulletin4B23

“I!ESTSOF BEAMSHAYINGWEBS WITH URGE

CIRCULARLIGHTIIKU?GHOLES

By L. Ross Levln

LangleyMemorialAeronauticalLaboratory
LsngleyField,Va.

NACA
WASHINGTON

NACA WARTIME REPORTS are reprints of papers originally issued to provide rapid distribution’of
advance research results to an authorized group requiring them for the war effort. They were pre-
viously held under a security status but are now unclassified. Some of these reports were not tech-
nically edited. AU have been reproduced without change in order to expedite general distribution.

N A c A LIE3R4.J2Y
L- 52b LANGLEY MEMORIAL A13RONAWIC~

LABORATORY

L~ndeyHeld, va



. . ... ... . .

31176013639637

NATIONAL ADVISORY CO?YWITTEE 133RAERONAUTICS

msTR3xm33iwEmTIlJ. .
.. *

TESTS OF BEAMS HAVT.NG .WEBS WTTH LARGE

CIRCULAR LIGHTENING HOLES

By L. Ross Levin

SUMMARY “

Strength tests were made on two sets of beams
having webs with large circular lightening holes. The
main conclusion drawn frorrthe tests is that allowable
web stresses derived from pure shear tests and allow-
able flan~e stresses derived from compression tests
cannot be appl~ed in the design of beams without making
corrections for interaction. The test data are in-
sufficient to establish a metlzod i’orm.aklng such a
correction.

I?W?ODUCTION

Published design Information on shear webs witk
flanged, circular lightening hi’1.esls conf~ned to
emnirical formulas. ?~09tof the tests on which these
formulas are based wera made with fixtures producing
pure shear, or approximately pure shear, in the web,
and the structural members bounding the webs were very
heavy in order to distribute the shear as uniformly as
possible along the edges of tli~ test specimen. In the
two most extensive investigations published (references 1
8nd 2), failure was always observed to be precipitated
by buckling of the sheet in the ne lghborhood of the llne
joining the centers of the lightenlnE holes even when
the holes were so large that their reinforcing flsnges
almost touched the edge members of the webs; obviously,
the heavy edge members bridged over the dangerous region
where the transverse net sectton is veqy small.
, .

In actual structures, the shear webs would be bounded
by angles or flanges of relatively much smaller cross-
sect~onal area than the edge members used in the tests
of references 1 and 2. These angles might n:-tbe
csnfihleor brldjg!ng over the dangerou~ sections in webs
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with large holes, particularly when subjected to large
normal stresses caused by bending of the structure. An
empirical solution of the problem would requtre an inves-
tigation several times larger than that of reference 2
and does not appear feasible at the present time. In.
order to obtain some preliminary Information, however,
a few exp].oratory tests were made on two series or webs
furnished by the Curtiss-V;rii~t Corpcratlon Airplane “
Division (??Ltif’ale,N. Y.). The results of these tests
and of same related tests are preser-ted herein.
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SYM30JJS

effect?ve cross-sectional area of flanp (two
angles plus one-sixth of web), square $nch

ge:~::g monent of lne5tla of cross section,

total le~lgthof’specimen, inches

load at failure, kips
For skaar speclnen~, load applied at edge of
flpec:men. For beans, concentrated load applled
at center of bear..

static r?oment sf orleh H’ of cross section ahont
4’neutral axis, inches.

deptkLof web or beam, inches
On shear specimens, de@h of ?~e~rea~l~re~
between rlvet”linec. Cn keam Speclrtens, ef’f~c-
t.ivedepth of beam measured between centroic?s af
flanges.

thickness of web, Inch

mximum nornal stress in flarzqe at ulttmate load,
ksi

T shear stress at ultfmato load, ksi
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TEST SPECIMENS AND PROCEDURE
#

The shear webs used for the tests were of 2)4S-T alu-
minum alloy 0.06&-inch thick; the nominal dimensions are
shown in figure 1. Specimens were prepared from these
webs for two types of test: shear tests ahd beam tests.
On shear test speclmen~, the ends of the webs ware flanged
over, and transverse stiffeners were riveted to the webs
at the middle as shown in fi~ure 2(a). On beam test
speci~ens, flange angles and transverse stiffeners were
riveted to the webs as shown schematically in fimme 2(bh
The stzes of the flange angles, as well & other-identl---
fying dimensions, are listed in table 1. The transverse
stiffeners were In all cases 3/4 by 3/~ by ~/8 inch steel
angles .

The shear tests were made In c test jig shown sche-
matically in fi~ure 3; a description oi the method of
attaching the specimens to this jig may be found in ref-
erence 2. The be&m spncimens were tested as shply
supported beams !mtwesn two Urid.sof round steel rods
tlnatprcventeci lateral failure of the compression
flanges. The rods were spaced 1 finchbetween centers
tn each grid; th~ grids were so.spacad 6s to allow tha
beam only a few thousandths of en inch clearance on
each side. The m?ximum friction force was cstlmated
to be less thnn two ~ounds and wss ne.glectsd.

.
Some of the beams suffered mly small permanent

deformations, because the stresses at fai.lurawere law.
It was decided to utilize these specimens for additional
tests as follows: The webs and.flan~es were stralfitened
stiffeners were riveted to the webs ~ltiwaybstween’”

s

lightening holes, and the beams were ret~sted after
inverting them to have undamaged fl.ang~s on the com-
pression sides. With stiffeners in each bay between
lightening h~les, the wabs may be expected to develop
the maxhnun shear strengths of which thay are capable.
The results of these tests were, theref~re, held to be
of sufficient general llltere3t to warrant their incluslon
in table 1, although tiieyare only indirectly related to
the main tests.
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TEST FESULTS

The test results are given h table 1. In order
to make the comparison Independent of deviations fror,th~
nominal dimensions. stresses rather than loads are ziven.
The stress developed by the
maximum load was calculated
formula

so that a direct cmmarlson

pure shear specimens at”.
for the gross area by the

P

z
(1)

mlxht be made with the
results of reference”2. The =iear stress develo?ed by
the beam s~ecimens was calculated by the standard formula

(2)

where I and Q were computed for the full section
because the critical section at the middle of the
beam was full. The ~aximum normal stress in the
flange was calculated by the formula

(3)

The webs tested in purs shear buckle~flin the region
about the line connecting the centers of the lightening
holes. These buckles became deeper as the load increased
until complete collapse occurred. @n the b9am specimens,
the web began to buskle in a similar manner. At the
same time, however, tha flanges began to twist, and the
failure of the specimen was caused by a simultaneous
collapse of th~ web and of the compression flan~e near
the riddlG of th~ beam.

l)~scTJssION

P!lfieshear Ta3ts

It will be noted that table I gives two sets of
predicted shear stresses for the pure sheer specimens.
The ‘Ipred!cted average ‘1stress is calculated from for”
mulas (~) and (5) of reference 2; these two formulas,

—
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taken together, represent the average of the test results
of referenoe 2. The llpredicted allowable? stress is .,.

.- oaloulated from formulas (k) hnd (6) of reference Z;
these two formulas, taken together, represent the lower

}
\ edge of the band over which the results of referenca 2

I scatter.

Comparison of the experimental with the predicted
shear stresses given In table 1 shows that the ~-inch
webs developed stresses difrering by less than 2“”per-
oent fzmm the predicted average stresses.’ The use.of
tin predicted allowable stresses would, therefore, be
conservative for these webs. The stresses developed
by the 6-inch webs, however, were only about two-thirds
of the predicted average, or eight-tenths of the pre-
dicted allowable stresses. .

TvJoposstble explanations were suggested J’ortke
fa!l~~.reof the 6-inch webs to develop the predicted
strength. One ahservat:on was tliat these webs ilacla
D/h rat30 of 0.33, which Is larger than the value of
0.75 spectfied in reference 2 as the llr.itof established
validity of the formulaa. The other observation waF
that the hole flanges ot tke sgeclmens used In this
Investigation.were only about half as deep as those nf
the specimens discussed in reference 2 and that the
lower flmEe depth might rssult in lower strangth. ThlS
supgestlon prompted tests of two s:lec.imenson which the
flanges wero machined down to about one-half thsir .)
original depth (table 1). Inspection of the results
in table I Indicates, however, thet the shear carried
by the soecimeriswtth reduced flenge depths was equal
to that carried by the spaclmens with fuJ1-depth flanges
within the experimental scattar. This fact, together
with the fact that the h-inch webs devaloped the strengths
predicted by the formulas of reference 2 in spite of the
low dapths of the flanges, suggests strongly that tha
depth of the hole flanges has no material influence on
the strength of the web so long as this depth remains
within the practical limits. A similar conclusion was
reached in reference 1. Taken at face value, then,
the available evidence tends to Indicate that the
formulas of reference 2 may beoome unconservative for
D/h>O.75, but morG tests are needed to establlsh with
oertainty the fact that the ratio I@ is the only
factor responsible for the dlscrepanoy.
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Beam Tests

As mentioned in the discussion of test results, the
beam specimens failed by simultaneous collapse of the
web and of the flsnge. It was concluded from these
tests and from other tesfs” of beams with solid webs that
the shear buckles In the webs induced twisting of the ;
flSnges ● This twisting reduced the ability of the flanges
tq withstand tha compressive stresses caused by beam -
action ard the ability of the flanges to bridge over the
dangsrous sections in webs with large bolos.

Because tha webs and the flanges failed simultane-
ously, table 1 .gIves.the web stresses as well as the
flange stresses at fatlure. The web stresses may bo
comparGd logically with the str9sses developed by the
same type of web tn t1261pure shsar tasts. It should be
noted, however, that exper~mmtal shear stressas ~btai.ned
In pure skL~8r t39ts scatter considerably {reference 2);
furthermore, ff.abeam has a web with v~ry low shGar
stiffhess, the flange angles will cclrry soma shear, and
fornnila (Z) will re”quirw f30Jw9correctlori.
all surnrfsins,

it is not”at
therefore,” that beam webs may sometimes

be found to carry apparently higher shear stresses than
correspond?.ng webs tested in pure shear. NO simple
standard of comparison exists for the flange stresses,
althou~h the estimated column yield stress of 46 ksi may
be used sc a guide in evaluating the relative efficiency
achieved by the flange mgles. Aga~n, the stresses
developed ?.na beam test may exceed the arbitrary stand-
ard value of lJ.6ksi besause it doe~ n~t constitute m
absolute maximum, .

InspectIon of table 1 shows that on specjmen 6,.
the h-inch besm wtth the heaviest flanga angles, the
web stresses were slightly higher than those developed
by similar webs in pure shear fsaeclnens 1 and 2), end
the flange stress was slightly higher than the colunr.
yield stress of !L6 ksi. Obviausly, then, this co?n-
binatian of web and flange mglas is very efficient.
The use of lighter flan~9 sn~lcs (specimens 7 and 8)
results in loss of eff!c:ency; tho web str9sscs as well
as the flange stresses decrease. A bqa.mwith a solid
web (specimen cl)using the internmdlate size of flange

● angle carried slightly higher flange stresses than
the corresnondinp s~eciren 7 with lightened web; a com-
parison between ‘tie.web strgsses of ~peci?riens
meaningless because the stresses for specimenv
based simply on the gross area.
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The 6-inch beam with the heaviest flange angles
(specimen 10) carried about 8L percent of the shear

...s s-tressde-veloped by-the correspo.nding’-piire-shear speci-
men ~.,In spite of the fact that the flange carried
only a stress of about one-third of the column yield
stress and consequently was able to take over some of
the shear load. This combination of web and flange
angles 3s, therefore, not very efficient; a decrease in
the size of the flange angles (specimens 11, 12, and 13)
results In higher flange stresses but at the e~ense of
a further lowering of the web stresses. The solid-web
beam 1~ developed app~eclably higher flange stresses
than the corraspondlng beam llwlth lightened web.

COhTCLTJSIONS

The following conclusions may be drawn from the
tests presented herein:

1. The formulas for webs in pure shear gtven In
an earlier investigation may oecome unconservative if the
limit of validity ?3/h= 0.75 specified in the earlier
investigation is exceeded.

2. Allowable web stresses derived from mule shear
tests and allowcble flange stresses derived from com-
pression tests cannot be applied directly to the design
of besrus. Allowance mst be made for Interaction
effects. The test data available are insufficient to
establish a method for making such an allowance,

Langley Yemorial Aeronautical Laborator~,
National Advisory ~ommlttee for !.eranautics,

Langley Field, Va.

mm. ■ ■■ ..- .,, mm- -. ...- — ., .-. . -—



8“

REFERENCES

10 Schii.ssler,Karl: The Behavior under Shearing Stress
of Duralumin Strip wlt.h Round, ETlanged Holes. TM
IJO.756, NACA, 1931L.

2. Kuhn, Paul: The Strength and Stiffness of Shear W9bs
with sound ?,ightening Holes :Iavingbs” T?lang9s.
ARR, NACA, Dec. l~b.

—.


