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. The  accuracies  associated with Mach  number  measurements  based on 
pitot-static  pressures  are  evaluated  with  respect  to  the  individual  errors 
of the  measuring  instruments,  recording  instruments,  position-error  cal- 

National Aavfsory  Committee fgr Aeronautics  High-speed Fllght Station at 
Edwards,  Calif.  are  used t o  illustrate  the  magnitudes of the  errors  asso- 
ciated  with Mach n-er measurements  at surpersonic speeds and at high 
altitudes.  It  is indicated that the lugest Mach rimer errors  axe 
caused  by  inaccuracies of position-error  calibrations and that &11 over- 
all accuracy of 1 percent will be difficult  to  attain. 

I ibrations,  and time lag.  The  methods  and instrments emgloyed at  the 

Data are presented for  two modified  methods  of  the  basic radar photo- 
theodolite  method of position-mor calibration.  These  methods  are  based 
on radiosonde  measurements of pressure and temperaixlre  and m e  not  depend- 
ent on a fly-by  or  low-level  position-error  calibration. 

The practical application of the  instruments and methods employed 
by the NACA is  given fm- the mEwdm~zm altLtu.de  &d maximum Mach  nuniber 
flights of the D-558-11 research  airplane in which a maxim altitude 
of 83,235 feet, a maximum Mach n&er of 2.005, and a maxim true air- 
speed of 1,291 miles per hour w e r e  attained. 

t 

The  accurate  determination of Mach nuiber  is of fundamental impor- 
tance in the  flight  testing of high-speed  aircraft. Tile basic  method 
normally employed  to  determine Mach number  during  flight is the  measure- 

instruments  and  methods and the  associated  accuracies  that  have  been 
* ment  of  total  and  static  pressures. A review of the  various  types of 

Y 
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used  is  presented  in  reference 1. However,  the  flight  envelope  of many 
aircraft  has  extended  past  the  altitude  and  Mach  number  limits of ref- 
erence 1 and  interest has been  shown  in  data  concerning  the  methods  and 
accuracies of Mach number  measurements  to  hfgher  speeds  and  altitudes. 

.. 

Instrumentation and methods  have  been  developed by the  NACA  for par- 
ticular  application  to  high-altitude,  high  Mach  number  flight.  Consider- 
able  experience has been  gained in using these  methods and instrumentation 
at altitudes  up  to  about 80,OOO feet and at h c h  nunibers up to about 2.0. 
Consideration  is also being  given  to  the  instrumentation and methods for 
flights  to  higher  altitudes and Mach  nunibers. A review is made  of  the 
methods  and  instrumentation now employed  at  the NACA High-speed  Flight 
Station  to  illustrate  the  errors  and  accuracies  associated  with  Mach 
number  measurements  at high speede and altitudes.  Although  the  accura- 
cies  are  for  specific  instruments a d  methods,  the  procedures may be 
applied  to  aid in the evaluation of Mach  number  accuracies of other 
installations. 

Computations  are  presented  for  the  accuracies  associated  with  Mach 
number  measurements at altitudes f r o m  &O,OOO feet  to 140,000 feet and 
at Mach  numbers from 1.0 to 3.0. An example  is  given  of  the  practical 
application of these  methods  for U. S. Navy  and NACA exploratory flights 
to an  altitude of about 83,000 feet  and to a Mach  number of about 2.0. 
These  flights  utilized  the Douglas D-558-11 research-  airplane  equipped 
with standard NACA instrumentation. 

an  normal  acceleration, g units 

cNA 

Q acceleration  due  to  gravity,  ft/sec2 

H total  pressure, s, + p, ~b/sq ~t 

airplane  normal-force  coefficient, - anW 
SS 

h absolute  altitude,  ft 

kp pressure  altitude, f't 

% altitude  above  radar  antenna,  ft 

K temperature  probe  recovery  factor 
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true  Mach  number 

measured  Mach  number 

free-stream  static  pressure,  lb/sq  ft 

dynamic  pr-essure, Ib/sq ft 

impact  pressure,  lb/sq ft 

slant range,  yd 

wing  area, sq ft 

auibient air temperature, F abs 

total  temperature, F abs 

0 

0 

time,  sec 

weight, lb 

altitude  correctic 
light,  Yd 

In for  curvature of earth and refraction 

Mach number error 

elevation angle, mils 

lag constant of total-pressure  system,  sec 

lag constant of static-pressure system, sec 

coefficient of viscosity,  slugs/ft-sec 

density, slugs/cu Ft 

Subscript: 

0 sea-level  conditions  in  standard WCA atmosphere 

of 

The  principal  method used at  the NACA High-speed  Flight  Station 
for  determining  the  Mach  number of research  airplanes  during  flight  is 

5 



from  the  relationship of impact  pressure  to  static  pressure  based  on  the 
equation f o r  compressible flow (M < 1.0) 

At  Mach  numbers  greater  than 1.0 equation (1) is  modified  to  include 
the loss in t o t a l  pressure  behind a normal shock wave. Equation (1) 
then becoms (M > 1.0) 

Impact  and  static  pressures  are  measured  and  recorded  directly. From 

these  measurements  the  ratio - s, is  calculated and then  converted to 
P 

Mach  number *om tables similar to those of reference 2. 

The  accuracy  with  which  Mach numbers may  be  obtained from this 
relationship is dependent  on  the  errors  in  the  determination of 9~ 
and p. These  errors  are  caused  by  several  factors:  type of pressure- 
sensing  device,  recording mechmlsm,. pressure  field & r o d  the  aircraft, 
and lag of the  recording  system.  Thus,  the  overall Mach number  accuracy 
must be  evaluated  with  regard to these individual errors. 

The  errors of the  sensing  device  and  recording mechanism are  depend- 
ent  on  the  type of instruments  used.  Considerable  developmental work 
has been  undertaken to increase  the  accuracy of these  instruments and, 
as a result,  the  errors normally form a small part of  the  overall  Mach 
number  errors. 

The errors caused  by  the  pressure  field around the aircraft are 
the  differences  between  the  measured  static  pressures and the  true  free- 
stream  static  pressures.  At  transonic  speeds  Large  errors  in  determining 
Mach  numbers  &re usually encountered  because of the  effects of compress- 
ibility on the  static  pressures in the  vicinfty of the  static-pressure 
orif‘ices. It has not  been  possible  to  find a location  on an aircraft 
that Kill indicate  free-stream  static  pressures  except for  a very  limited 
speed range. Various methods have  been  developed for calibrating  the 
static-pressure  error  caused  by  the  preasure  fleld  around  aircraft.  The 
accuracy of these  calibrations,  referred to as  position-error dibra- 
tiok, is  dependent on the  errors of the  instrumentation and methods 
used to obtain  the  calibration. 
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I 

The  accuracy of determination of Mach riders from pressure  measure- 
ments  depends also on the  response of the  recording  system  to  changes i n  

the  pressure-measuring system may introduce b g e  static-pressure and 
impact-pressure  errors and therefore  Mach nmiber errors.  These errors 
are  dependent on the  physical  size  of  the  measuring system and recording 
mechanism and on the operating  pressures. 

- pressures  encountered  during  flight. In dives, for example,  the  lag of 

To illustrate  the  effect of the inliivFckKL errors, the  system in use 
at'the High-speed Flight Station is evaluated  wLth  regard  to  the  desired 
accuracies. The desired  accuracy of Mach  number  measurements  vasies 
somewhat, but for  most  of  the  research  airplane  flight-test  programs  an 
overall  accuracy of 1 percent has been  specified.  For a random iiistri- 
bution of the  individual  errors  of four or five  measurements  involved fn  
the  determination of a quantity,  the  total  probable  error of the qpn- 
tity  would be only 1 percent for indLviduaL  errors of one-half of 1 per- 
cent.  Therefore, it is  desirable  that t h e  probable er rors  of the various 

1 percent  to  realize an overa l l  accuracy  of 1 percent. 
- quantities necessuy to determine Mach nmibers  be  less -t;han one-half of 

. 
INSTRUMENTATION 

Pitot-static Heads 

Vazious  types asd configurations of Pitot-static  heads may be 
employed  to  measure  total and static  pressures.  The  most  widely used 
type  is the conventional  tube  with  openings  at  the  forward  end  to meas- 
ure  total  pressure,  and openings along the  side  to  measure  static pres- 
sure. This type of pitot-static  head is convenient  because  one  instrument 
may be  utilized  to make the two measurements. A head of this type, s h m  
in  figure 1, is employed at the High-speed  Flight  Station.  These heads 
are nonnally mounted on a boom as  far  ahead  of the nose of an airplane 
as  is  practical. 

Total-pressure  heads.-  The significant errors normally encountered 
in the  measurement of total  pressure  are  caused by inclination of the 
axis of the head  with  the  direction of flow.  Most  types of he& measure 
total  pressure  accurately  when alined with the a i r f l o w ,  but some heads 
exhibit k g e  er rors  when  appreciable  angles of attack or sideslip  are 
encountered.  References 3 and,& present  calibrations for many total- 
pressure  head  configurations  at  various  angles of attack  and  sideslip. 
A n  A-6 type  head  (fig. 1) was selected fromthese types  because of its 
simplicity  and  its  range of -loo to 25O in  angle  of  attack  and +loo in 
sideslip,  over  which  accurate  total  pressures can be easured. The nor- 

e m a l  ranges  of  angle of attack and sideslip  for the research airplanes 
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are  within  these Umits. Thus, it  is  believed  that  the  errors in s, 
caused  by  errors  in  the  measurement  of  total  pressure  are  negligible. 

Static-pressure  heads.-  The  largest error in the  measurement of 
stat2c  pressure, excludhg that caused  by  position  error,  is a result 
of  flow  angularities  at  the  static-pressure  orifices.  The  particular 
arrangement  of  the  static-pressure  orifices has a large  effect  on  the 
magnitude  of  these  errors.  The  arrangement  of  the  orifices on the  heads 
in  use  at  the  High-speed  Flight  Station ( f ig .  1) has been  determined 
fkom tests  of  orifice  configwations  (refs. 5 and 6 )  designed to increase 
the  range  of  insensitivity  of  the head to  angle  of  attack.  This  con- 
figuration  exhibits  large  static-pressure  errors  at  sideslip  angles 
greater  than  about 3O, but  constant  sideslip  angles  are  seldom  maintained 
during  flight  and  the  fluctuating  pressures  resulting from sideslip 
oscillations  can  be  easily  faired. 

Two sets  of  static-pressure  orifices  are  used  to  provide  pressures 
for  separate  static-pressure  systems.  One  system  is  used  to  supply 
pressures  for  the  recording  instruments and the  other  system  is  used 
for the  pilot’s  instruments. In comparison  with  pilot  instruments,  the 
recording  instruments  have a small time lag in  responding to pressure r 

changes.  Therefore, a separate  static-pressure  system  is  provided f o r  
the  recording  instruments  to  eliminate  the  large  time  lags that would 
be  encountered  with a common  static-pressure  system. 

Pressure  Instruments 

The wide  range of pressures  encountered at altitudes f’rom sea  level 
to 80,000 feet  makes  it  extremely  difficult  to  use  one  recording  instru- 
ment  to  cover  the  complete  altitude  range  with  adequate  accuracy  at all 
altitudes.  One  solution  is  to  employ  instruments  which  cover  only par- 
ticular  pressure  ranges,  with  combimtions  of  these  instruments  used to ’ 

cover  the  entire  range.  This method is  used  for  the  measurement  of  both 
static  and  impact  pressures. 

The  selection  of  the  number of instruments  and  their  ranges  for a 
given  installation  depends on the  altitude  and  Mach  number  range over 
which a specified  Ihch’number  accuracy  is  desired. From pressure-time- 
lag  considerations  the  instrument  voLume  should remain as small as pos- I 

sible,  therefore  the  instrument  accuracy  must  be  evaluated  with  consid- 
eration f o r  the errors caused  by  the  added  time lag of multiple  instrument 
installations. 

Static-pressure  recorders .- Standard NACA static-pressure  recorders 
are  of  the  deflecting  diaphragm  aneroid  type  with  ranges of 0 to 30 inches = 
of  mercury, 0 to 7 inches of mercury,  and 0 to 3 inches of mercury. 
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These  instruments  maintain  an  accuracy of one-fourth  of 1 percent  of  the 
respective  capsule  ranges  with  temperature  calibrations  required for the 
two lower  range  instruments. 

The  percent  error in Mach nder, calculated  according  to  equations 8 
and 9 of the appendh, caused  by an error  of  one-fourth of 1 percent of 
capsule  range .in the  measurement of static  pressure, is shown in figure 2 
for  instrument  ranges of 0 to 30 inches of mercury, 0 to 7 fnches of"- 
cay, and 0 to 3 inches of mercury  at  Mach  numbers of 1.0, 2.0, and 3.0. 
Errors  greater than one-half of 1 percent  are  indicated  for  the 0 to 30 
inches  of  mercury  instrument  at  altitudes  above 40,000 feet;  for  the 0 
to 7 fnches of mercury  instrument  at  altitudes  above 63,000 feet;  and 
for  the 0 to 3 inches of mercw~ instrument at altitudes  above e, 000 feet. 
The  accuracy  of a given installation  can  be  easily  evaluated f r o m  a f i g -  
ure  of this type.  This  figure  is &so helpful in establisbing  the  instru- 
ment  ranges  for  proposed  installations. 

-act-pressure  recorders.-  Impact  pressure  is  recorded  by a dif- 
ferential  pressure  capsule  that  measures  the  differential of the  total 
pressure and static  pressure.  The  maximum  differential  pressures  encoun- 
tered  during  research  flights  are usually less  than 15 inches of mercury 
and in many cases  are  less than 3 inches  of  mercury.  Standard €UKA dif- 
ferential  pressure  recorders  of  the  deflecting  diaphragn type are  avail- 
able  for  these  ranges,  and  almost any other  range, with an  accuracy of 
one-fourth of 1 percent  of the instrument  range.  Figure 3 shows  the  Mach 
nmiber  errors,  calculated  according  to  equations 10 and l l  of  the  appen- 
dix,  caused  by an error of one-fourth  of 1 percent  of  the  instrument 
range in the  measurement of impact  pressures  for  instruments with ranges 
of 0 to 1-5 inches of mercury and 0 to 3 Inches of mercury. PiEtch number 
errors of less  than one-half of 1 percent  would  be  encountered  at  alti- 
tudes  below  about 90,000 feet at  Mach  numbers  greater than 1.0 wLth a 
two-capsule  instrument  of the above  ranges. 

CALIBRATIONS 

Position-Ekror  Calibrations 

Position-error  calibrations may be  made  by  the  methods  used in 
reference I, 7, or 8, or by a combination of these  methods. On some 
airplanes,  fly-bys  (ref. 1) are  made  at  various Pllach numbers  past a low 
altitude  reference  point at which  static  pressures can be  measured 
accurately. This calibration  up  to  the maximum 1eveLfUght speed  at 
ground level can be  extended  to  higher  Mach nunibers at higher altitudes 
by  the radar methods of references 7 and 8. 

These  methods  have  been  used d t h  some research  afrplanes;  hawever, 
c fly-by6 are  not  practical w T t h  the rocktypowered research  aircraft. ' 



Two methods  have  been  developed,  utilizing  radiosonde  measurements, that 
do  not  require a fly-by  calibration.  Both  methods  axe  modifications  of 
the  basic raw-phototheodolite calibration  method,  but  one  method  relies 
on  temperature  measurements,  the  other  on  pressure  measurements. There- 
fore,  the  methods  will  be  referred  to  individwlly as either  the  temp- 
erature  metLo3 OT the  pressure  method.  These  methods  make it  possible 
to obtain caibration data  during  maneuvers ' a n d  at  any  other  time  during 
flight. 

Tile  accuracy of 2osition-error  calibrations 3y these  methods  depends 
on the  accuracies of the  equipment and instrumentation  employed.  The 
accuracy  of  the  pressure  method  depends on the  accuracy  of  the rad=- 
phototheodolite  and  radiosonde  measurements.  The  accuracy of the  temp- 
erature  method  is  dependent  not only on these  measurements  but  also on 
measurements of total  temperatures. 

Equipment.- Rdiosonde:  Measurements of atmospheric  temperature 
and  pressure  are  obtained from measurements  made  by  standard AN-AMc-4A 
radiosonde  units  carried a l o f t  by  balloons.  These data are  provided  by 
the U. S. Air  Force  Air  Weather  Service  Unit at Edwards Air Force  Base, 
Calif.  Standard GMD-I tracking  and  recording  equipment  is  employed. I 

The  pressure  measuring  elements  are  built  to  specifications  of an 
accuracy  of k3 millibars (I millibar = 0.03 in. Hg) to an altitude of 
about 45,000 feet  and k1.5 millibars  ibove  this  altitude.  Each  pressure 
element  is  calibrated  by  the  manufacturer,  but in ~ o m e  instances a period 
of two yeas may elapse f r o m  the  calibration  date  to  the  flight  date. 
Therefore,  check  calibrations  are  made  by  the NACA for  each  element 
although, in general,  these  check  calibrations  are  necessazy only to 
eliminate  the  units  that.infrequently fail to  meet  the  specifications. 
The  total  probable  error  in  pressure  measurements,  including  errors 
caused  by  the  receiving  and  recording  systems,  is  estimated  to  be an 
average  of  approxfmately 23 millibars. 

The  temperature  measuring  element  is  made to specifications  of an 
accuracy of about lo F in  measuring  temperatures.  The  total  probable 
error in measuring  temperatures,  includfng  errars  caused  by  transmitting, 
receiving,  and  recording  systems, is estimated to be  about 22' F. 

The maximum altitude  at  which  radiosonde data may be obtained is 
limited  at  present  by  the  altitude  that  the balloons can  reach.  The 
present  balloons  will  usually  burst at about 100,000 feet,  although 
some  ascents to l l 5 , O O O  feet  have  been  made.  The  pressure  sensing 
element w i l l  indicate  pressures  up  to an altitude of about 120,000 feet. 

Radar  phototheodolite:  Geometric  altitudes of the  research air- 
planes  are  obtained f r o m  measurements made by  an ScR5& radar  unit m o d i -  
fied  into a radar  phototheodolite.  The  phototheodolite unit incluries 



both  accurate  scales  for  measuring  the  elevation  angle  of  the  radaz 
antenna  and a camera  mounted  on  the  antenna  to  photograph  the  airplane 
and obtain correction6  to  the  antenna  angle  readings.  Slant  range to 
the  airplane is measured  by  the radm unit which track6 a radar beacon 
carried in the  test  airplane. The elevation  angles and slant  ranges  are 
recorded by 35+nillimeter  cameras  operating  simultaneously at a rate  of 
two frames per second. 

The  phototheodolite  is  estimated  to  have &11 accuracy  of  about 
20.5 mil in measuring  elevation W e s .  The  radar  range unit is esti- 
mate:: to  have an accuracy  of  about 260 feet  in  measuring slant ranges. 
These errors i n  the  measurement of elevation  angle and slant  range  result 
in a &mum error of about 100 feet in determining  geometric  altitude 
over  the normal range  of  elevation angles and slant ranges encountered 
during research  fllghts. An altitude  error of 100 feet  results in er rors  
of less  than  one-half  of lpercent of Mach nmiber. 

Total  temperature  probe: T o t a l  temperatures  are  measured  by a 
total  temperature  probe of the  type shown in figure 4. The  probe forms 
one arm of a Wheatstone  bridge and the  unbalance of this bridge is 
recorded by a galvanometer.  These  probes  have a temperature  recovery 
factor  of f r o m  0.99 to 1.00 and, because of this high recovery  factor, 
may be  mounted  at any location in the flow field  outside  the boundary 
layer.  They  are normally mounted on the  underside of the  forward  fuse- 
lage  to  utilize  the added shTelding f r o m  solar radiation  afforded by . 
the  fuselage.  The probes and their  associated  recording  instrumentation 
enable  stagnation  temgeratures  to  be  measured wlth an accuracy of about 
*lo F. 

Pressure method.- The  pressure  method  outlined f n  this paper tua,kes 
use of the radiosonde  measurements  to  obtain a survey  of  the  Free-stream 
static- resswe variation Kith altitude  (pressure  survey).  The radar 
plo 4 otheodollte  is  used  to  determine t h &  altitude of the airplane  during 
the  flight. By comparing  this  altitude  with  the  pressure survey, the 
true  free-stream  static  pressure  can  be  determined. 

Early methods of obtaining pressure  surveys from radiosonde  data 
. utilized.the  radar  phototheodolite t o  track a radar reflector  attached 
to the  radiosonde,  WFth  the  altitude of the  radiosonde  obtained  from  the 
radar  measurements. This method resulted in pressure  errors at a given 

Thus,  rather  large  errors in the  true pressme at a given  altitude  could 
exist  and  large  discrepancies  were  found  in some position-error  callbra- 
tions.  Present methods of obtaining  pressure  surveys from radiosonde 
data  make  use  of  measurements of the temperatures and pressures made by 
the  radiosonde  during  ascent and by the hydrostatic  equation 

- altitude  equal  to the errors of the  radiosonde in measuring  pressures. 

dP =I -QP dh (3) 
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If  the  density  is  expressed in terms of temperature,  pressure, and the 
gas constant  for dry air,  equation ( 3 )  after  integration may be  used in 
the form 

where h is  the  altitude  increment  between  the  pressure  levels p 
and p2; R is  universal  gas  constest; Ta is  the  average  temperature 
of the  altitude  increment;  and  p1 and p2  are  the  pressures  at  the 

lower  and  upper  boundaries of the  altitude  increment.  Temperatures 
and  pressures  are  recorded by the  radiosonde  at  f’requent  intervals 
during  the  ascent  and  the  altitudes  corresponding to these  observations 
axe  obtained  by summing the  altitude  increments for each  layer. 

1 

The  errors  of  pressure  surveys  obtained by thii  integration  method 
are  primarily  caused  by  errors in the  measurement of pressure and temp- 
erature at each  level. A complete  analysis of the  effects  of  these 
errors on the  relationship  between  pressure  and  altitude  calculated  by 
use of equation (4) is presented  in  reference 9 and may be  summarized 
briefly:  The  error  in  altitude  caused  by  temgerature  errors is pro- 
portional to the  altitude and percent  temperature error; the  error  in 
altitude  caused  by  pressure errors is proportional  to  the  altitude, 
baric  lapse  rate  (rate of change of temperature  with  pressure),  pressure 
error,  and  the  inverse of the  temperature. For a standard NACA atmos- 
phere  the  lapse  rate  is  zero  st  altitudes From 35,332 feet  to 104,987 feet 
and  the  altitude  error  caused  by  pressure  errors  would  be  zero. In 
actual  practice,  however,  there  are  temperature  gradients at almost all 
altitudes  and  the  baric  lapse  rate  attains  large  values  at  the  higher 
altitude.  Therefore,  the  accuracy of preesure  surveys  is  difficult  to 
evaluate  except for  given  atmospheric  conditions,  but  for any normal 
atmospheric  condition the integration methd is considerably  more  accu- 
rate  than  the  balloon  tracking  method. 

Figure 5 presents-the Mach zlumber  errors  of  position-error  Cali- 
brations  baeed on radiosonde  pressure  surveys. The pressure  survey 
errors  were  obtained by the  methods of reference 9 for  pressure errors 
of 23 millibars and temperature errors of eo F. The  calculations  were 
made for an average  temperature gradient encountered during h i g h  alti- 
tude  soundirgs of 0 . 6 ~  per 1,000 feet.  These data show  that  errors 
greater  than ow-half percent will be  encountered  at all Mach  numbers 
at  altitudes  above 40,000 feet and only  at  Mach  numbers  greater  than 
2 .O at altitudes  below 65,000 feet will errors of less than one  percent 
be  encountered. Thus it  appears that errors  up  to 2 percent may be, 
expected for position-error  calibrations from radiosode data. 
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Temperature method.- The temperature method of position-error 
calibration depends on measurements of ambient temperature and t o t a l  
temperature t o  determine Mach number as related by the  equation 

3 = 1. + 0.2d ( 5 )  
T* 

RaZLiosonde measurements are used to  obtain a survey of the ambient-air 
tpsrperature  variation with al t i tude (tempera-bure survey) and the rad& 
phototheodolite i s  used t o  determine the test plane altitude during 
flight. The ambient a f r  temperature is obtained and combined with the 
t o t a l  teqperature measurements of the t o t a l  temperature probe t o  cal- 
culate true Mach numbers  by meam of equation ( 5 ) .  

The accuracy of position-error  calibrations from this method is  
dependent on the accuracy of the measurements of Tt and Ta. As 
stated  previously T t  can be measured with an accuracy of about +lo F. 
A t  Mach numbers greater than 1.0 this measurement corresponds t o  errors 
of less than one-half of 1 percent i n  Mach nunber measurements over the 
normal range of atmospheric tenperatures encountered. 

The la rges t   e r rors   in   pos i t ion-er ror   cabra t ions  from temperature 
measurements are caused by e r ro r s   i n  the determination of ambient air 
temperature. Resented ~n figure 6 are the hkch number er rors ,  d c u -  
lated  accoraing t o  equation l 2  of the appendix,  caused by errors of 00 
t o  5O i n  the measurement of Ta a t  a value of Ta of -ao F. This 
value was  selected as representative of the average  temperature a t  high 
alt i tudes and the Mach number errors:would  not be changed significantly 
for other temperatures normally encountered. 

A n  evaluation of the er rors  i n  a terqperature  survey, obtained f rom 
radiosonde measurements s h i k  t o  that previously Shawn for pressure 
surveys, results i n  errors of about 2.5O F sbs i n   t h e  measurement of 
T,. Figure 6 shows that temperature errors of t h i s  magnitude would pro- 
duce Mach nmiber e r r a s  of 2 percent at Mach numbers near 1.0 and errors 
of less  than 1 percent at  Mach numbers greater than 2.0. A comparison 
of these data with figure 5 shows the lower er rors  of the tewerature 
method a t  the higher Mach numbers. 

Lag Callbrations 

The accurate measurement of pressures becomes increasingly dfffi- 
cult  a t  high a l t i tude  because of the large t i m e  lag of system i n  
responding t o  pressure changes a t  very law pressures. This condition 
can be seen from the eqpationa (ref.  1) relat ing  the time lag a t  any 
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pressure  to  the  time  lag  at  sea-level  pressure.  For  static  pressure 
systems 

For  total  pressure  systems 

For  static  pressure  systems  the  ratio  increases  from a value 
p I-ro 

of 4.3  at 40,000 feet  to a value  of 75 a t  L00,OOO feet.  Therefore, 
extremely iow values of are  necessary  for  time lags to  be  negli- 

gible  at  the  higher  altitudes.  The lags of  total  pressure  systems  depend 
on total  pressure  and  altitude  and  must be evaluated  in  terms  of  both 
Mach number  and  altitude.  The  value  of % is normally smaller  than 

0 

b o  and,  together  with a lower  ratio of 3 than -, PO normally results H P 
in total pressure lags considerably  less than those of statfc  pressure 
sys terns. 

"he  Mach  number  errors  associated  with  time lags depend on the  rate 
of change  of  pressure,  but normally if the lag is  less than 0.1 second, 
Mach number errors  are small and  corrections  for lag are  not  required. 
In practice,,ground  calibrations  are  made by measuring  the lag at various 
rates of change  of  pressure at preesures  corresponding to the  expected 
flight  conditions. If the l a g  is  shown to be  excessive,  efforts m e  
made to reduce  the lag by increasing  tubing  size,  reducing  tubing  length, 
or  reducing  instrument volume to a value  where  corrections will not  be 
required. 

Figure 7 presepts  the  time lags at various altitude6  for two typical 
static-pressure  recording  installations in research airplanes. Although 
the  instrument  volumes  are  extremely small and the  tubing  length  is  short, 
it appears  that lag corrections may be required during flight  at  alti- 
tudes  above  about 80,000 feet  and hp must be known very accurately 

to make  accurate  lag  corrections. For example,  an  error of 0.004 second 
in hpa win cause m error of 0.1 second  in 7~ at 80,000 feet. 

0 



The  airspeed-altitude measuring and recording  system of the D-558-11 
research airplane is  ty-pical of current  installations of various reseazch 
airplanes at-the ngh-Speed Flight  Station.  Since  the D-558-11 has been 
flown to extreme altitudes and Mach nuribem, the methods used wfth this 
airplane  are  illustrated.  Data  are  presented for a flrght to maximum 
altitude and a flight  to mx3m.m Mach nuuiber 

Airplane 

The D-558-11 research akplane is a single-place, 35O swept-wing 
airplane wfth a gross weight of about 16,000 pounds.  It  is  powered by 
a four-cylinder  rocket  engine  with a,total thrust of 6,000 pounds  at 
sea  level.  Sufficient fuel is  carried for about 700 cylinder-seconds 
of operation. A three-view  drawing of the airplane is Shawn in figure 8. 
Reference 10 presents a complete  description of the  physical  character- 
istics  of  the air-prplane. 

The  total and static  pressures  were  measured by a Pitot-static 
head  of the type  shown in figure 1. The  pitot-static  head was mounted 
with  the  static-pressure  orifices at a location 3.93 body diemeters 
ahead of the maxhaum fusehge diameter and 0.95 bcdy diameter ahead of 
the  nose of the  airplane. 

Static and differential  preseures  were  recorded by a four-capsule 
airspeed-altitude  recorder  located in an instrument  compartment immed- 
iately  behind  the  cockpit and connected to the  pftot-static  head by 
approximately 18 feet of 3/16 inch  (outside  diameter)  tubing.  During 
the  flight  to maximum altitude a recorder,was  used  with  static  preesure 
capsule  ranges of 0 to 30 inches of mercury and 0 to 3.0 inches  of mer- 
cury  and a differential  pressure  capsule  range of 0 to 1.5 inches of 
mercury. This installation  exhibited  static  pressure lags of 0.063 sec- 
ond at  sea  level and 1.8 seconds at 80,000 feet.  At a Mach number  of 1.0 
the lag of  the  total  pressure  system  was 0.005 second at  sea  level and 
0 .x) second at 80,oOO feet. To reduce  the lag for the high Mach  number 
flight,  the  recording  instrument was moved to a cmxpartment ahead of the 
cockpit,  resulting i n  a reduction of lag of the  static  pressure system 
to about 0.016 second  at sea level and to 0.20 second at  60,000 feet. 
The lag of the t o t a l  pressure system  at 60,000 feet  and a Mach number 
of 2.0 was about 0.014 second. For the maxlmum Mach  number  flight a 
recorder was used with  static-pressure  capsule  ranges of 0 to 7 inches 

. 



of mercury and 0 t o  3 inches of  mercury  and differential-pressure cap- 
sule ranges of 0 to 15 inches of  mercury and 0 to 3.5 inches of mercury. 

A atandard NACA total temperature probe of the type shown i n  figure 4 
was mounted .on the nose-wheel door t o  measure t o t a l  temperatures. 

Position-Error  Calibration 

The posi t ion,error  was calibrated by both the  temperature method 
and the pressure method at altitudes f r o m  50,000 f e e t   t o  70,OOO feet .  
The calibration for Mach numbers from 1.2 t o  2.0 i s  presented in   f igure  9. 
Zero position-error  correction i s  shown f o r  this  Mach  number range and 
good weemen-b i s  obtained for the two calibration methods. 

Maximum Altitude  Flight 
.. 

A U. S. Navy exploratory  f l ight  to high a l t i tude  was made with the 
D-558-11 research  airplane  in August 1953, resu l t ing   in  the maximum 
altitude  obtained  with t h i s  &*plane. A time history of pressure alti- ' .. 
tude, Mach number, and normal-force coefficient R-om launch t o  maximum 
a l t i tude  is  shown in figure LO. 

Maximum al t i tude w a s  obtained f r g m  the radar photothedolite measure- 
ments shown i n  table I. The maximum a l t i tude  above the radar stat ion 
w a s  &),949 feet ,   resul t ing  in  an altitude above sea  level of 83,235 fee t .  
The error of the radar phototheodolite i n  measuring al t i tudes a t  these 
elevation  angles and slant  ranges i s  estimated to be about 2100 feet .  

The value of maximum pressure  altitude was diff icul t   to   evaluate  
because the bow shock wave passed  oyer the static-pressure  orifices BS 
the  airplane  decelerated through a Mach  number of 1.0 just before the 
peak a l t i tude  was reached. The large time lag &f the system i n  repponding 
to  the  pressure change associated  with  the shock wave passage  resulted 
i n  Large pressure  errors a t  peak altitude. It i s  extremely  difficul.t 
t o  make lag  corrections for  this condition  unless  the Mach  number is 
stabil ized or decreases below about 0.90. For this flight the Mach nw- 
ber began to   increase after reaching  a  value of about 0.96 and it was 
not  possible to  correct  accurately  the  pressure  data. A fa i r ing  was 
then made of the pressure-altitude data by comparing it w i t h  the  geometric-, 
a l t i tude  data. This comparison indicated that m a x i m u m  pressure altitude " 

of about 81,180 f ee t  was reached. This value i s  about 2,000 f ee t  lower I ' 

than the geometric alt i tude  but  differences of t h i s  amount have been 
noted during other flights t o  high altitude and indicate  the  variation - 
of the  pressures at these al t i tudes f'rom the NACA standard atmosphere. 

-. . 

I ,  

a .  
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.. 
Maxim bhch Number Flight 

- An exploratory fUght t o  high Mach nuuiber was  made by the NACA i n  
November 1953, which resu l ted   in  the maxfmum Mach number obtained with 

normal-force coefficient f o r  this flight is  shown i n  figure ll. A clhib 
was  made t o  about 72,OOO f ee t  where a shallow dive was s t a x t e a .  Maximum 
Mach nuniber w a s  reached a t  62,000 feet. 

c the  D-558-11. A ' t i m e  history of pressure  altitude, Mach number, and 

The computations fo r  Cetermining Mach  n-er are s h m  i n  table 11 

correspontis t o  a true airspeed of 1,327 miles per hour based on standard. 
atmospheric  temperature. The tenrperature indicated by radiosonde data, 
however, w a s  22O F below standard, resulting' i n  a. -true airspeed of 
1,291 miles per hour. 

' These data show that a maxim Mach  number of 2.005 was reached. This 

The accuracy of these measurements can be evaluated by the methods 
- previously  outlined. The errors i n  Mach number caused by errors i n  the 

. measurement  of s t a t i c  and impact pressures as obtained from figures 2 
and 3 are 

&I s t a t i c )  . . . . . . . . . . . . . . . . . . . . . . . . .  W.003 
LM [impact) . . . . . . . . . . . . . . . . . . . . . . . . .  N.003 
The error of the position-error  calltiration i s  obtained from figures 5 
and 6 i n  the al t i tude raage at  which the  callbration data were obtained 
( ~ , O O O  ft to 70,000 ft). The error  expected f r a m  the pressure method 
is 20.020 and the error from the temperature method is 3.014. An 

, inspection of the position-error  callbration  presented i n  figure 9 shows 
that a value of about kO.Crl5 for the accuracy of the  positfon-error  cal- 
ibration is reasonable, The individual errors resu l t  in a t o w  prob- 
able error  for &I of fo.02 I n  the measurement of maximum Mach number. 
The error in true airsp-eed  corresponding t o  this Mach nrmiber error and 
an error of 2.5O F in the measurement of ambient aLr temgerature is 
about kl.7 miles  per hour. 

- 

The accuracies  associated w i t h  Mach  number measurements bas& on 

errors of the measuring instruments,  recording  instruments,  position- 
. .  error calibrations, and time lag. The methods and instruments employed 
. , a t  the NACA Eigh-Speed Flight Station a t  E d w a r d s ,  Calif., are used t o  

. i l l u s t r a t e   t he  magnitudes of the  errors  associated with Mach number 

, pitot-static  pressures are evaluated with respect to the individual 

. -  

- 
I . -. measurements a t  supersonic  speeds Etnd at high alt i tudes.  It is 

\. ' ,  
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indicated  that  the  Largest  Mach  number  errors are caused  by  inaccuracies 
of  position-error  calibrations  and  that an overall accuracy of 1 percent 
will be difficult to attain. - 

Data  are  presented for two rrdified methods of the  basic radar- 
phototheodolite method of' position-error  calibration.  These  methods are 
based  on  radiosonde  measurements of pressure and temperature and are not 
dependent on a fly-by or  low-level  position-error  calibration. 

The  practical  application of these  methods and instruments to the 
flights  performed  by  the U. S, Navy an& the NACA with  the D-558-11 
research  airplane  resulted  in the determination  of  the  follawing  values 
and accuracies  for maximum altitude and maxfmum Mach  number: 

Maxim geometric  altitude,  ft . . . . . . . . . . . . . .  83,235 2100 
Maximum pressure  altitude,  ft . . . . . . . . . . . . . .  81,180 k-500 
Maximum Mach number . . . . . . . . . . . . . . . . . . .  2.009 a.02 
Maximum true  airspeed,  mph . . . . . . . . . . . . . . . .  1,291 +l7 

High-speed  Flight  Station, 
National A d v i s o r y  Cormittee for Aeronautics, 

Edwards, C a l i f . ,  October 28, 1955. 
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c3LCUXTION OF MACH NUMBER ERRORS 

Error  Caused by Error in Measuring Static 

Pressure and lnrpact Pressure 

After  differentiation  of  equation (I) for M =< 5.0, the following 
expressions  for lhch number error  corresponding t o  an error in static 
pressure and inpact  pressure m e  obtained (Mgs. 2 and 3) 

After differentiation of equation (2) the follcrwing expressions  axe 
obtained for M 2 1.0 

Error  Caused by m o r  in Measuring  Temperature 

After  differentiation of' equation ( 5 ) ,  the following  expressions 
for  Mach number errors corresponding to error6 in ambient air tempera- 
ture  and total taperatme are obtahed (fig. 6) 
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" L!M 1.0 + 0.2& crr, 
M 
" 

0.4& Ta 

m 1.0 + 0.2d mt 
M 0.4& 
- =  
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TAHLE 1.- TIME HISTORY OF RAIlAR ALTITIDE 

i 216.0 
217 .o 
217 5 
218.0 
218.5 
219 .o 
219 5 
220 .o 
221.0 
220 .o 

65,705 
66,002 
66,146 
66,304 

66,728 
66,886 

66,452 
66,576 

67,188 
67,464 

424 .2 
423.6 
422.6 
421.6 
420.7 
419 97 
418.7 
416.4 
413.8 

0 .bo605 
A0452 
.40398 
,40309 
.40220 
.40l3 8 
.4oorC8 
039958 
-39751 
a39517 

26,680 
26,699 
26,722 
26,726 
26,727 
26,722 
26,723 
26,726 
26,708 
26,660 

246 
248 
249 
25.0 
251 
253 
255 
257 
260 
262 

I, 196 .o 
196.3 
196 5 
196.7 
196.8 
196 9 
197 0 
200 .o 
204.0 

qc, 

567 -0 
601.5 
622 .o 

629 .o 
630 .o 
630 5 
630.5 
640 .o 
652 .o 

lb /sq  ft 

625 *5 

4 352 
4 512 
4.638 
4.647 
4.666 
4.667 
4.663 
4.643 

4 -153 
4.411 

1 - 943 
1.974 
1.999 
2.001 
2.005 
2.005 
2.004 
2 .om 
1 934 
1.902 
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0.052" dia. orifice 

Figure 1.- Details of static and t o t a l  pressure orifices. 
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Figure 2.- Mach nuniber errors for different ranges of static-pressure cells.  
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Figure 3. -  Mach rimer errors for different ranges of lmpact-pressure c e l l s .  
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- S u p p o r t - I 2 0 * 4 p a r t  
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Figure 4.- Sketch of NACA t o t a l  temperature probe. 
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Figure 5 .  - Mach nuther errors caused by errors in radiosonde pressure 
surveys. 
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Figure 6. - Mach number errors  caused by errors in the measurement of 
anibient air temperature for a mean temperature of -60° F. 



W A  RM ~ 5 m 8  

1.6 

t. 2 

0 
aJ cn 
P 

x .e 
d - 0 

C 

Instrument volume ~ 4 . 0  in. 3 
”_ - Instrument vo1urne=5~ in? 

0 x ~ ~ 3  

Figure 7.- Time lag in t w o  static pressure measuring systems including 
6 feet of l/k-inch outside-diemeter tubing. 
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Figure 8.- A three-view drawing of the D-558-11 research airplane. 
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Figure 3.- Position-error calibration for the D-59-11 research airplane. 
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Figure 10.- Time history of flight to maximum altitude. 
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Figure 11. - Time bistory of flight t o  maxlmum Mach number. 
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