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The Design of an Accelerator for Advanced Pulse Radiolysis—
Experiments*

C. D, Jonah and R. A. Crowell
Argonne National Laboratory, Argonne, Illinois

Abstract

New accelerator techniques have made it possible to
make shorter and shorter electron pulses. If appropriate
detection techniques are available, these pulses make it
possible to measure many important sub-picosecond
chemical processes. We are proposing an accelerator sys-
tem that can be used to measure important sub-picosecond
chemical processes, such as solvation, vibrational relaxa-
tion, excited state relaxations and molecular
fragmentation. .

1 INTRODUCTION

It has long been known that radiation can induce highly
complex reaction chemistry. At Argonne National Labor-
atory, one of the f~st pulse radiolysis experiments was
done.’ In pulse radiolysis a short pulse of ionizing radia-
tion is used to create radicals and ions and the evolution of
this chemistry is then observed.

In the more than 35 years since the fmt pulse ra-
diolysis experiments, the time resolution of pulse ra-
diolysis has increased from microseconds to under 5 ps.z
With the advances in accelerator technology, it is now
possible to push the time resolution to below a”
picosecond.

Pulse radiolysis
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and flash photolysis experiments are
complementary. Pulse radiolysis excels in creating ions
and in mimicking the chemisuy that can occur in real-
world systems such as waste storage tanks and biological
systems after the impingement of ionizing radiation. In
such systems, the concentration of reactants is very high
and so the chemistry can occur at times less than a few
picosecond.

The important chemistry that needs study has prompted
the Argonne Chemistry Division to propose a new pulse
radiolysis facility. We envision a facility that will be
used by the entire radiation chemical community to probe
important chemical processes. In this paper we shall
discuss
● The Chemical and Physical Processes that can occur.
● The design criteria for the facility.
● Some of the specific experiments that we plan to do

2 PHYSICAL AND CHEMICAL
PROCESSES

Figure 1 displays a simplified picture of the chemical
and physical processes that can occur after radiolysis. If
there are high concentrations of reactants, they can easily
compete with relaxation fkagrnentation and solvation.
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~Figure 1: Schematic of the physical and processes occurring after radiolysis.

As one can see from looking at the figure, there are
many processes that will occur at times where time reso- THE DESIGN CRITERIA FOR THE -
lution better than the 5-30 ps that are presently available FACILITY
in radiolysis experiments. ‘Recently there have been several reports of sub-pico-

second pulses from linear accelerators. 3 However the goal
* Work performed under the auspices of the Office of Ba- of our project is to develop a sub-picosecond pulse ra-
sic Energy Sciences, Division of Chemical Science, US-
DOE under contract number W-31- 109-ENG-38.

diolysis facility. This means that 1) there must be a suf-
ficiently large concentration of species created and 2) there

/

must be a detection technique that can make use of the
short pulse and that will be of sufficient generality to
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make meaningful measurements for a large variety of
chemical systems. In addition, we had the desire to make
a facility that would be usable for more general experi-
ments and would not be limited to sub-picosecond
experiments.

The initial design criterion was to create a system that
could be used for optical absorption measurements, Opti-
cal absorption is applicable to a brge variety of chemical
systems. While single shot kinetics would be ideal, such
measurements at short time scales are very difficult.
Streak cameras are unsuited to such measurements. A
typical experimental layout is shown in F@ure 2.
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Figure 2: Pump probe measurement technique.
This figure shows a simple pump-probe detection tech- -

nique. The time that the light strikes the cell can be al- -
tered by changing the length of the optical delay line.
Thus time resolution depends only on the width of the
electron pulse, the light pulse and the synchronism be-
tween them. Time resolution can then be reduced to a
distance. For 1 ps, a distance of 0.3 mm is n- easily
measured and controlled. A similar technique could be
used for fluorescence detection using upconversion or for
4-wave mixing techniques such as CARS (Coherent Anti-
stokes Rarnan Scattering). These techniques make use of
the availability of a synchronized laser.

2.1 General Requirements

To make use of the resolution available from the width
of the accelerator pulse, it is necessary to
● Have the pulse width of the probe laser pulse to be

less than the width of the electron pulse.
. Have the electron pulse and the accelerator pulse be

synchronized as they pass through the sample cell ‘,
. Keep synchronization between the linac pulse and the

laser pulse
The width of the laser will be namower than the elec-

tron pulse. In fact, one of the problems will be stretching
the laser pulse to a width that is appropriate for injecting
electrons into the accelerator. Modern lasers will have a

pulse width of a few hundred femtoseconds, too short for
injecting electrons into an accelerator.

The synchronization between the light and the electrons
can be assured by keeping the length of the cell suffi-
ciently short. If we assume a refractive index of 1.5 for
the sample, then the difference in transit times for the
electrons and the light will be less than 0.5 ps if the sam-
ple length is less than 0.3 mm long. There is no difi-
culty in creating a cell of that depth; the primary difficulty
is that such a short cell will limit the amount of optical
absorption.

The most difficult problem will be the synchronization
between the light and the electrons. While the electrons
and the light should be synchronized when the electrons
are formed, they may not be synchro”tized at the exit of
the accelerator. Because the compressor works by chan-
ging the transit time through the magnets as a function of
electron energy, anything that changes the energy of the
electron pulse will change the time at which the electrons
strike the cell relative to the light pulse. These can in-
clude different amounts of energy in the accelerating
waveguides and the synchronization of the laser pulse rela-
tive to the RF of the accelerator. For example calcula-
tions suggest that a shift of 1 ps in the timing between
the RF and the laser can yield a shift of 0.5 ps in the tran-
sit time.

Table 1 shows the proposed pulse widths. The larger
pulses will be very usefid for experiments when second
order reactions are studied or when weakly absorbing spe-
cies are formed.

Table 1 – Pulse characteristics. 1
Pulse Width Charge

0.6 PS 2 nC
1.0 ps 5 nC
3 ps 10 nC
8 ps 50 nC

45 ps 90 nC
30 ps 25 nC (present Iinac)

2.2 Detection Options

A large variety of optical detection techniques are avail-
able that will make use of the synchronized probe light
source. Figure 2 shows the experimental layout for opti-
cal absorption. The diagram suggests that the laser that
ejects the electron will be used as the detection light
source. This is clearly an over simplification because
techniques such as optical parametric oscillators “can pro-
duce a wide variety of wavelengths that can be used as
probe sources. With the high powers available, contin-
uum generation can be used, which will provide a white
light source that can be used as a probe light source.

Present picosecond experiments have used Cerenkov
light as the probe light. Experiments using this probe
source have been limited in signal-to-noise because of the
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shot-noise limit. With a laser available as a probe light
source, the signal-to-noise should be much larger.

Fluorescence can be detected either using a streak cam-
era or fluorescence upconversion. With fluorescence
upconversion, one can impinge the fluorescence signal
and the probe light on a crystal. The probe light source
can act as an optical gate that will sample the fluorescence
when the probe light is there.

With theavaiIability of intense, synchronized probe la-
ser pulses, all the sophisticated techniques available in
laser spectroscopy may be used when appropriate. One
well-known technique is CARS spectroscopy where the
vibrational state of a molecule can be measured using
visible spectroscopy.

3 SCIENTIFIC GOALS FOR A SUB-
PICOSECOND PULSE RADIOLYSIS

FACILITY

As stated in the introduction, pulse radiolysis and flash
photolysis are complementary techniques. While the time
resolution of flash photolysis has always been greater
than pulse radiolysis, there are experiments that are best
done using pulse radlolytic techniques. These include

Studies of the primary processes in radiation chemistry
can only be studied using these techniques. The kinetics
of the geminate recombination reactions of the electron in
water has been studied using lasers. It has been shown
that the rates of these reactions depend on the photon en-
ergy producing the hydrated electron.4 This means that
the spatial distribution of the electron depends on the pho-
ton energy. Thus there will be no straight-forward corre-

facility, we will probe these reactions on faster time
scales.

3.2 Chemistry before Relaxation

Radiation will produce radicals, ions and highly excited
states in fluids. In tradhional chemical experiments, the
concentration of additives is low so that the reactions with
the addiives will occur much more slowly than the re-
laxation of the excited states and highly excited vibra-
tional states of the solvent. However, when the concen-
tration of reactants is high, one will have reaction com-
peting with the relaxation process. Without an explicit
understanding of the relaxation processes, it then is not
possible to predict the final chemistry,

We have tried to summarize a few of the experiments
that will require the very fast time resolution of a new
facility. In such a short space and in this forum further
details are not appropriate.

4 SUMMARY

In this short discussion we have tried to summarize our

design goals for a subpicosecond pulse radiolysis facility.
We have tried to show that such a facility is more than a
short pulse - detection techniques must be taken into ac- ‘
count when designing the facility because the goal is to
make chemically significant measurements. We have
tied to highlight a few fields of study for the future.

Details on the machine design have been ignored in the
present discussion. Information about the design process
can be found in the paper by Hans Bluem and coworkers
in this conference. Details about the laser desire can b

lation between the laser experiments and the radiation ex- - found in the paper by Robert Crowell and his co~orkers.
periments. These recombination reactions dqxmd on the
distance distribution that is created in the ionization event 5 ACKNOWLEDGMENTS ,
and the distribution depends on the source of ionization.

:

Laser studies have been very effective in studying the
We gratefully acknowledge the scientific discussions of

solvation of excited states (dipole salvation). However
the Radiation and Photochemistry Group and especirdly

until radiation chemical techniques were used to study
Alexander D. Trifunac discussions of the Electron Transfer

solvation, ionic solvation was not measured. The unex-
and Energy Conversion Group, especially John Miller and

petted differences between ion solvation and dipole
Dani Meisel. Nothing could have been done without the
simulations of Hans Bluem, Alan Todd and their collabo-

(excited state) s,olvation were only discovered with pulse raters at Nofihop Gmmmm
radiolytic techniques.

Ionization by lasers depends on the optical cross sec-
tions while ionization by ionizing particles depends on
the number of electrons present. These differences will [1]

allow one to probe a wide variety of chemical processes.

3.1 Nonhomogeneous processes [2]

Radiation deposits energy nonhomogeneously, which
leads to many of the important characteristics of radiation-
induced cheriistry. These high local concentrations of
radicals and ions will recombine very quickly. The com-
petition between the fast recombination and reaction with [3]

other species in the system will determine the efficacy of
the radiation-induced reactions. With the new radiolysis
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