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By H., G. K{ssner and Karl Thalau.

PAa T 1. ,GERMAN LOADING CONDITIONS UP TO 1926

1. Introduction

The loading conditions together with the specifics.
tions regarding the classification of airplanes, the struc-
tural materials and their manufacture, the structural de-
sign of airplane body and power plant, the equipment and
the service conditions, form part of the general strength
specifications for airplailoso They serve as minimum re-
quirements for the stress analysis of new typos and aro

based upon the experience collected from older types dur-
ing actual service.

The question of loading conditions for airplanes al-
ways has been a very contentious subject. For, aside from
the airplane, there is no o$her vehicle of transportation
in which the net weight is so decisive for its economy, in
which it is so absolutely essential that the weight of its
structural components be reduced to the lowest permissible
minimum, and there also is no other mode of transport in
which insufficient strength has such disastrous conse-
quences.

!l!hepioneers of aviation, such as Langley$ Lilienthal,
Wright, l?erber, Etri,ch, already had some ideas as to how
the wings carried the Io=d bf the fuselage. They conceived
this load as evenly distributed across tilo span and propor-
tional to the strength of the wing in a nianner such as to
be able to support this load in safety. In those days tile
factor of safety (against failure) did not naie to be high,

.>- - .Ixecaus,e,these first airplanes were flown very carefully and

‘?Die Entwicklung der Festigkeitsvorschriften f& Y’lugzeuge
von den Anf&ngen der Flugtechnik bis zur Gegenwart.11
Luftfahrtforschung,> vol. X, no. 1, June 21, 1932 s PPq I-23%
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for that reason they .actually did not have to support
loads much heavier than their own weight.

It is true that the Wright brothers atta~ned a factor
of safety of 5 against the normal weight, back in 1903,
according to a letter sent to the Freneh magazine L?Aero-
phile (reference 1).

Foil.owinC Eiffells and’”Prandtlts experiments with air-
foils in the wind tunnel, in 1909, it became known that
the air loads are not ev6nly distributed across the wing
chord, and that a greater proportion of the load is borne
by the leading edgo of the wing.

. .
That airplanes in turniilgor in gusts have to support

~r~atcr loads than their own weight was learned from wing
fai~uros as soon.as airplanes were able to fly higher and
for longor distances, hecauso here the probability of get-
ting into unfavorable flight attitudes was naturally bound
to bo greater than in tho first short hops.

Very illuminating from this point of view is the com-
parison of the record flights with the number of accidents
(reference 2) nppondcd in table I.

Table I. Records and Accidents - 1908 to 1913
—- — —--— —. .. . .. .———.—. —

1908 1909 1910 1911 1912 1913

Speed (km/h)

Altitude (m)

Distance (km)

Number of airplanes

Number killed

Number injured

Number of wing failures

65 ?7 109 133 174 204

100” 475 3100 3900 5610 5850

124 232 584 7Z3 1010 1230

,200 1300 -’ - -

1 3 28 64 103 140

43 70 32 54 127

0 0 7 6 10 10
—. .-. .—-———.W* .,

(km X .62137 = miles) (m X 3.28083 = feet)

,..
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.As a result, the question of stresses of airplanes
in flight has ever since 1911, been a familiar topic of
discussion in the technical literature. The llCommission
de navigation aeriennell inaugurated sand-load tests for
airplane wings in France in 19Ll~.+ DNring the following
years - 1912 to 1914 - Reissner~,Hoff, Baumann, and oth-
ers in Germany, undertook a systematic test program of
airplane stresses, theoretical and e~c)rimental, which
subsoquontly was taken over and continuod by Hoff in the
D.V.L. (German Experimental Laboratory for Aeronautics).
The results of those investigations formed, in the war of
1915-1918$ the basis of the load specifications for mili-
tary airplanes, published by the Inspection Branch of the
Flight Section.

-—. —. . -—.. . .... . . ..... . .-, .,. :.- -- —,.. .,

Originally the multiplo of the airplane weight sup-
portod by the wing in form of san~ load up to rupture,
was called the “safety factor~fl and subsequently, ‘~load
factor,ll and the strength specifications ‘Iloading condi-
tionsll as in structural engineering. Apprehensive because
of tho great number of accidents, the nbcessity of gov-
ernmental supervision of airplane design becama soon ap-
parent. Beginning on October 8, 1910, a mixed commission,
to which England, France, and Belgium subscribed, issued
an IIairworthiness certificate, “ which contained the regu-
lations for static testing, flight testing, as well as
general design specifications. As to the expediency of
such instructions, which removed the responsibility of the
builder to a great extent, considerable diversity of opin- .
ion prevailed at first. Instead of the schematically de-
fined minimum load factor, it now required formulas for
analyzing the outside loads to fit the particular charac-
teristics of the pertinent airplane, and flight tests for
tho determination of tho principal coefficients (rcfor-
enco 3)0

Even in those days there were available for such
flight tests, recording cable tensometers, extensomeiers,
and accelerometers (reforonco 4).

But there were diverq reasons why such experiments
did not gain much favor as tiae went on and finally led
only to several special figures of the load factor rather
thhn to the anticipated aaalysis of the stress proaedurat
Apart from the defects of the-test equipmon’tl the matn ‘
reason was tbe err.onoous posing of the probloms; one had
expected to determine definite relations between the prop-

I

(
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erties of the airplane and the maximum stress @ flight.

Admittedly, there is a physical limit to the possi-
ble stress, which is characterized by the dynamic pressure
in a dive, the maximum lift coefficient and the maximum
control force. ~ut this limit is ordinarily so high as to
bo out of consideration except for military and acrobatic
airplanes. And the physiological limit of the stresses
which a man sitting down ex~eriences for a short period
probably lies equally so high as to be scarcely worthy of
notice. Lieutenant Doolittle experienced accelerations
as big-h as 11 g without injury (reference 5). i31eriot
co.a”.ceded the limit of the physically “oearable accelera-
tion to be considerably Zower.and with that in mind fa-
vored a lower wing strength. (~ee.sec~ion~,-p~ 3.8.)

. ...
T~e aim, to obtain the required. stre~gth as exact

function, is unattainable, first, heca”ase”an economical
minimum useful load is a prime requisite; and second, the
physical and psychical qualities of the pilot, the atmos-
pheric conditions, etc~, cannot be prodic.ted. It isonly
possible to establish correlations between the airplane
characteristics, the magnitude of the stresses, and the
frequency of their occurrence, aria-that on the basis of
statistical data. And ?or such costly and troublesome ex-
periments, the necessary leisure was lacking at a time
when the constructive development, was to the foreo

Thus it c~me, about that up to now the strength of
airplaues has been largely governed by specifications
whichl perforce, had to be limit~d to the schematic data
of several minimum figures, especially of. the load fac-
tors for the wings.

.

Notation
.

A (kg), load on front spar.

a (m), 1. deflection of cable by cable tensometer.
(m), 2. length of float.

a, angle of attack relative to zero lift di-
rection.

B (kg] , load on rear spar.
.
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b
‘:]”: ~ “::% wi:t~’

)“

,.
--- - (m S2), -3. brae deceleration.

~,”’,”, ●, “ ‘: ,.”
angld of the Vee -

JJ
“e,c~,c~, ‘“”’““coefficients.

5

(kg), frontalie8 istance in c’ase C.”

(kg) , frontal resistance of upper wing in Case C .

(kg) , frontal resistance of: lower wing in case C,

lift coefficient;-,ca ma maximum lift coeffi-
cient . .

moment coefficient.

moment coefficient of whole airpl,aq,e for
zerolift.

moment coefficient for zero lift relative tp
0.25 wing chord..

coefficient of normal force.

coefficient of normal force of horizontal
tail group,

coefficient of normal force of vertical
tail group.

coefficient of resultant air force.

drag coefficient.

drag coefficient of fuselage~

drag coefficient at top sp~ed in level flight.

drag coefficient of whole airplane for zero’
lift.

1. angle” on. cable t“ensometer.
(kg/m3j, 2. specific weight of air.

I --- -..–-—- —.
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(m) 1. propeller diameter.
(m) 2. tire diameter.

(kgm2), torsional stiffness of overhanging surfaces.

(m) , diameter of control wheel.
,,.

(tig)~.enerfw absorption of landing g~ar.

(mz) ,

(m2),

(mz),

(mz)s

(m2 ),

(m2 ) ,

(mz) ,

“(m) ,

(kg) ,

(kg) ,

(kg) ,

(kg) ,

(kg) ,

(kg) ,

(m/@ ),

(m) ,

1. base of natural logarithm.
2. load factor.

load factor of tail skid.

gliding angle; c.= C~/Ca.

propeller efficiency.

wing area.

area of horizontal tail surfaces.
●

area of stabilize-r.

area of elevator.

area of vertical tail surfaces.

developed propeller disk area.

overhanging area.

total elastic travel.

gross weight.

wing weight.

landing gear weight.

fuselage weight; GR =

static wheel pressure.

weight empty.

acceleration.

1. expectanay~
2. pitch ~f ptopeller;

.,., ,.,, .,,,,..:

G-%”

H/D = pitch.
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h (m) ,

i ‘(m)”,

k,ko~k2~

(m) ,
(m) ,
(m) ,
(m) ,

(m) ,

(m) ,

(m) ,

(m) ,

(m) ,

(m) ,

(mkg) ,

(mkg) ~

(mkg) ,

(mkg) ,

(mkg) ,

(mkg) ,

height of drop in landing gear test,s.

,,
radius of ~nertia of””buckling supports.

coefficients

1. wing chord.
2. length of cable tensometers.
3. length under column load.
4. Immersed length of float.

distance of C.P. of elevator from c.go of
airplane.

distance of 0.25 wing chord to 0.30 hori-
zontal tail surface chord.

distance of c.p. of rudtter from e.g. of
airplane.

distance of c.p. of aileron from e.g. of
airplane,

distance of front spar from leading edge.

distance of roar spar from leading edge.

moment.

moment about lateral axis of airplane.
.

moment shout normal axis of airplane..

moment about longitudinal axis of airplane,

moment of upper wing.

moment of lower wing.

m (kg s’ /m), airplane nass.

ms (kg s2/m) , mass of a propeller tlade.

mR (kg S’/m), airplane mass reduced to direction of shock.

N (hp.), horsepower.
,
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n (ljmin),

n_nA,nBS

(1/s),

(kg) ,
(kg) ,

(kg) ,

(kg/m’) ,

(kg/m2) ,

(kg/m2 ),

(l::g/m2) ,

(kg/m2) ,

(kg) ,

QV2
+j--(kg/m2) ,

qAS qs~ qc$

(kg/m2) ,

qa (kg/m2) ,

qe (kg/m2) ,

propeller r.pOm~

load factor.

load factor of fuselage.

load factor of fuselage, case A.

Iisaf’ellload factor for case ~; has ‘= IIa:s.

load factor of horizontal tail surfaces,
case C.

load factor of vertical tail surfaces, case C.

angular velocity of rotation of airplane oil
pull-out.

1, loading.
2. breaking load of tire.

maximum elastic force.

wing loading.

load per unit area of horizontal tail su-r-
faces.

load per unit area of stabilizer.

air pressure of tire.

sand load.

dynanic pressure.
.

dynamic pressure in cases A, S, an’~.CP

dynamic pressure of gliding flight with
extreme forwai”d c .T~.; q& - qmin*

terminal dynamic pressure.
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P (kg sa/xi14),

P. (kg s~/m~) ,

PG (kg s2/m’) ,

s,
(kg) ,

s (m) .

$J (kg/m2) ,

t (m) ,

t ~~ (m) ,

% (m) ,

to (m) ,

tu (m) ,

Uo ,

v (m/s) ,

‘a (m/s) ,

Ve (m/s) ,

vh (m/s),

VI ~ (m/s), :

: (m/s),‘r

v, .,

w (m/s) ,

z (kg) ,

z (m),

,,

dynamic pressure at maximum level flight.

. . . . . —. ... .,, .
pull-out fiadius.

specific weight of air.

spe.ctfic weight of air at sea level.
,,

specific weight of air at ceiling,

1. factor of safety.
2. cable force.

diameter of cable.

stress.

mean wing chord.

elevator-stabilizer chord.

rudder chord.

uean chord of upper wing.

mean chord of lower wing.

coefficient of gust stress.

flight speed.

speed, case A; Vas safe speed, case Ae

terminal speed in dive.

maximum speed of unaccelerated horizontal
flight near ground level.

landing :speed.
4

cru.lsing speed:

pro~a%ility or expectancy.

1. sinking speed e-t landing.
2. velocity of a vertical gust.

centrifugal force of propeller.

distance of elastic axis from leading
edge of wing.
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2. The Problem of Safety

No* 716

Before proceedirig to the strength specifications
proper, it appears necessary to elaborate upon the ques-
tion of safety.

Safety in aviation is generally interpreted as the
minimum possible frequency of accidents per “unit of flight
distance or flight endurance. As seen fron tatle II, the
frequency of accidents per flown milo””has ?roppsd materi-
ally during twenty years of technical pro~ress. As a mat-
ter of fact, the frequency in German air transport acci-
dents has almost dropped to that of auto~~ohile traffic
(reference 6).

Among the flight accidents, wing failures play a par-
ticular role, not only because of the catastrophic conse-
quences for the particular airplane, but also beta-ase of
the deterrent effect on the public at large.

Table II. Accident Statistics (reference 7)

‘r-

—..—.

All couiltries
1909-1910

Germany, com-
mercial
1926-1931

Germany,
sport and
training
i926-1931

U.S. commer-
cial 1928-
1930

U.S. sport
and train-
ing 192,8-
1930

*No data ~

0.49

54

35**

460*

—.
,able.

~:

h:
j;
G@

—..

148

607

2007

1790

2865

— -—,

j:

fJs
d%

.——

-*

46

296

455

1.2931
1

—.

.-*

59

274

307

973
.— —

i

43

4

19

22

40
——

..-.—-.—
l?atal-

i.

1+
d

.P
0
*

-.—-

31

59

,23

i03

’41
—-.

.—. —.—

~nj

l-l
l-d

-P
0

-P

117

112

259

673

-* 1255
-.——

**BY assuming a mean speed of 120 km/h !74s5 mia/h~~)
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In (3erman air traffic, for instance, only 0.S6. per-
cent of all failures in flight were wing failures, but
they produced 27.2 percent of the” ?atalltfe”s~ “D.urin& ~go9

to 1910, 55 percent of the fatalities were caused by wing
failures, that is, more than half.

,,,
There is, however, despite what may seem depre”sqing

.at first sight~ an optimum lower limit to’this quota; be-
cause an excessively strbng tid therefore h+ayy airplane
can either no longer fulfill its purpose - carry -~lseful
load - or OISO is ondangdrod tigain by the hi~horspoed at
landing and take-off, as well as by the kreator”’oxortion
Of the engine in flight. Since the final aim always will
be to bring the total accident expectancy to a minimum, a
certain amount of wing failures which, however, can be less
than heretofore, will have to be counted with” ~inevitablo
even in the future.

3y safety in the ilarro-wor sense is raca,nt,in tho fol-
lowing, a certain very small probability T?.
ure.

Of wing f&il-
This probability is for itself again the sum of prob-

ability of material, rnaaufbctu.re, design. and construction
errors w.m~ as well as of excesses Vb , of the design
strength by extraneous forces caused by faulty pilotage,
gusts, or vibrations. When flight was in its infancy
Wm - ~b (reference 8) , in contrast to mm < Wb at the

prcseilt, thanks to conscientious material inspection and.
supervision of manufacture. Thus we put To w Wb in first

approximation and disregard any eventually existing choice
in the figures of the extraneous physical influences. Thea
the expectancy H, with which extraneous forces reach in
unit time the loacl factor n, follows Gauss! law of dis-
tribution (reference 9):

E== C e
-k(n-1)2

(1)

Constants C and k are determinable when the expec.ta~cy
of two load factors nl and n2 is known. The c-y.rve a
in figure 1 is the expectancy of the extrailedus forces
(load factor n) versus the ‘average life “of an airplane
(1,000 flight hours) by an assumed probability of failure

Wb = 10=3 by load factor. nl = 495 and.,expect.azncy H =
103 of attaining the’ load factor :12 = 2.5. These fig-
ures are applicable to wing stress oilly and corr”es.pond to
those reached in service. The course of curve a, .w’hich
for the time being is amenable only to estimation, must
later.,be more accurately defined from statistical data,

(.—. ----... . . . .—-- .—. .. .-— —- .,, ..-.. — —
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which were begun in 1931 on a large scale in the D. V.L. @
the basis of the special ground work of l?~ Seewald and t?ie

“ writers (reference 10)0

It is impossible to give any reliable information
about the courso of the expectancy curvo until continuous
measurements over a longer period are available. One sin-
gle flight can, owing to propitious weather conditions and
expert piloting, become very misleading (see curve al,
which was shifted parallel conformable to the duration of
measurement) . Curves b and c are the fatigue strength
in bending of pine wood and light metal (reference 11)6
It may be assumed that a test bar subjected to the actual,
fluctuating stresses in an airplane, has a strength great-
er than the fatigue strength. ““

According to the latest investigations, on the other
hand, the fatigue strength of built-up parts, such as wing
spars, is markedly lower than that of test bars, so that
the curves bandc may be looked upon as a clue to the
true course of the fatigue strangth. Because of the viti-
ating effect of abmupt cross-sectional changes, the fatigue
strerigth of metal -spars, for instance, can drop after about
106 reversals to 15 to 30 percent of the fatigue strength
of test bars (reference 12).

Below the expectancy ii= 1, the strength may be con-
sidered as equal to the static breaking strength. Tnt3
strength of structural components which are dimensioned
for stability failure, curve d in figure 1, is practical-
ly unaffected by the figure H of the stresses. The safe-
ty diagram (fig. 1) reveals that by the present short life
of airplanes (about 1,000 flight hours on an averages al-
though some airplanes of the Luft Hansa have reached as
high as 3,000 flight hours), a one-time occurrence of a
high stress is decisive for the probability of failure
(cut a,d) . The load factor 3.6, or 80 percent of the load
factor at failure corresponds to the relative expectancy
H = 1* Should the yield limit of the material be below
this figure and permanent deformation be held imminent,
which would preclude any further use of the airplane, tho
parts originally dimensioned for stress failur-e would have
to be so strerigthened that the yield limit is not appreci-
ably exceeded up to load factor 3-6. In accord with the
new strength specifications tqhe yield limit of the material
must thereforo not be reached at less than 75 percent of
the ultimate load in ~erman~~ aad France, and at 100 percent
in Holland and England. With longer life or especially



-mmn 11111

N. A. C.A. Technical Memorandum ITo,.,716 13

unfavorable fatigue strength, i.e. , parallel shifting of
curve a in directiQn of ,the abscissa, cuts of curves a~b
of a,c are also’ possible, in which case the probability
of failure t’hen becomes dependent upon the fatigue strength.

Another certain probability of failure exists when
curves a and b approach. each other, for they do not rep-
resent exact functions but rather averages of point clus-
ters with a certain range of scattering. As protection .
against this, one :cag either strengthen the parts designed
for failure in stress or else l,imit the life sp~-of, the
airplanes, so that for the majority, of the structural parts
the probability of failure, Wb remains equal to the “prob-
ability of the one-time occurrence of stresses w“nich ex-
ceed the static strength at fa~lure.

Inasmuch as in light constructions the parts designed
for stability failure. (sagging and buckling), predominate
as .a result of the split-up method. of construction and the
thin wall thicknesses, the question of static bre@zing
strength in airpl,ane statics is, moreovor, of primary in-
terest? The parts dosignod for failure in s,tross form, on
a weight basis, a smaller quota aad are, for tho reasons
stated above, and in order to make the failuro of tho whole
structural assembly indepondont of the unreliable break-
ing s~rength, especially freely strengthened. A light con-
struction of this kind possesses the valuable quality of
being able to withstand several loads up to C1OSQ to the
limit of failure without injury.

Exceptions hereto are such structural parts as engine
mounts which, innormal service are exposed to enormous
vibratory stresses, the expectancy of which may attain to
a= 10s during the life of the airplane. In the face of
such high figures, although common enough in machine de-
sign, the fatigue strength of test. bars +nd still ‘more that
of built-up members, assumas,very low figures, which then
alone decide the probability of failure. . ~

,’

It was owing to the lackof methods:for obtaining more
appropriate material characteristics, that- the breaking..
strength gained its foothold as reference quantity. The
quotient ef broalci-ngs$reng-th: and.’permissible -theoretical
stress was called ‘Ifactor of safety.ll Bq.t th.o frequently
astonis-hing height of this factor should not let one for-
get that the difference between the calculated safe stress
and the true fati~e strength of the structural part caii
still be low in.spite of it under service conditions,, and

I m ,mmnmmnmmmmmII.m.. ——m— ,,.-.—...,,--, ,, ,,,,-------- .,.,,,,.-,—— --,, -,..,-,.,.,----
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that .the ,height of the safety factor is rather an admission
of the utter unfitness of t-he breaking strength as refer-
ence quantity, for the ignorance of the true stresses, and
for the inaccuracy of the stress analysis. And so the
breaking strength lws at last been superseded by the yield
limit, i.e., the stress at which 0.2 percent permanent elon-
gation of the test length is reached.

Tor all component parts stressed predominantly by stat-
ic as well as dynamic loads, which are designed for stabil-
ityfailure, the yield limit has proved the appropriate
reference quantity. Iq some cases, as for wagon springs,
for instance; the introduction of a safety factor became
altogether superfluous. In tiridge design the safety fac-
tor lies between 1.’7 an~ 1.8 against exceeding the yield
limit and against collapsing of short column members. When
one considers that on railway bridges OBIY very small per-
manent deformations for ‘less than 0.2 percent are permis-
sible, that the load variations, even if minor, can fatiguo
tho material during the long life spaq of a bridge and that
finally sectional and structural changes due to corrosion
are inevitable, there remains a psychological, i.e., math-
ematically unfounded safety factor, a figure which, if at
all., differs only slightly from 1* So, when the calcula-
tion iS based on high stresses of low expectancy, in bridge
design, for exan le, wind velocities of from 45 to 60 m/s

?)(148 to 197 ft. sec. , and wilen all service conditions are
allowed for, the introduction of safety factors could he
omitted. Hence the insistent pressure which is being
brought to bear on the elimination of a safety factor,
which is merely a stop-gap in favor of the more rational
dimensioning for probability of failure (reference 13) some-
what as shown in figure 1.

-.:Z. When we reflect on the results of modern statistical
data and probabil~ty analys~s in many brancbes of science,
hitherto inaccessible for causal correlations, it is justi-
fiable to anticipate marked progress in strength analysis
also; and so increase the actual safety, rendering the fac-
tor of safety, which more rightly belongs in the ambit of
psychology, unnecessary (reference 14). Moreover, the ul-
timate strength in airplane statics being itself of prima-
ry significance, considerationsof probability of failure
are hero particularly in place.

The particular position of airplane statics has not “
always been clearly recognized. Yellowing the number of
wing failures in1910-1911, thdre was no lack of recomme,n-
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dations for, a safety factor of from 2-3 against the maximum
occur.~ing st.tie.ssesand for. 7&13imate ~oad factors ,~tpto -12
(reference. 15) . Taese proposals conld not be realized be-
cause with the then existing mirplane types they were equiv-

““’“alent to a donation, .of a prize ior useful loa,d. Up to 1926
the general rule was to figuro with the ultirnato” load. fac-

:%or without specially distinguished safety factors. And
during the great war the ultimate load test of a part
proved a’reliatile and economical check.

,“

AS the number of airplane types increased, the number
of pieces of each seri’es decreased aid the now uneconomi.
cal ultimate load test was superseded by the static stress
analysis along the lines of ‘!!ridgedesign statics (refer-
ence 16)0 The tendency mentioned above, of .strengtheniag
the structural parts originally designed for failure in
stress icing of more recent date, one of the first obsta-
cles encountered in t-ne analysis was t’hat the tension mem-
bers in the neighborhood of the ultimate strength no longer
followed Hookcts law, upon which the -co~ventional brid~e
design statics were based. Since for most materials Rookets
law is still applicable by a stress equal to half the break-
ing strength, the practice was to carry the static analysis
through to 50 percent of the breaking load, hut on tho oth-
er hand, to demand a safety factor of 2 against failure as
the strength of each individual structural component.

Other than that the agreement between stress analysis
and ultimate load experiment is often surprisingly close,
the sources of error are, in principle, the same when

a) the proof of the stress is carried through for
a service loading in which the assumptions .of classi-
cal statics are still rigorously applicable and. ac-
cordingly the breaking strength of each separate con-
stituent is estimated, although properly this should
only be effected in connection with the whole structure;

b) uqder”the same premises Which, of course, then,
are invalid for part of the structural member, it is
proved that all parts sustain the minimum breaking
load demanded of the airplane.,1 .,.,,..,.,,

The first method is preferred in bridge design because
no stresses are likely to occur which come anywhere near
the breaking load. A bridge is even loss than an airplane
to he” considered abstructure of equal breaking strength. ~
Contrariwise, stresses approaching or exceeding ultimate
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loadi are rare for airplanes in free fl,ightl although much
more probable than in bridges. Since the decisive empiri-
cal figure is the breaking load. factor, while ‘the safety
factor z was set up conformably to the. approximate ratio
of ‘B : ‘proper’ method b) is generally preferred in air-

plane statics’, and has recently been improved by t-he so-
called stress-strain laws (referonco 17). Admittedly, this
analysis of failure must be effected by fulfillment of a
stipulated yield limit.

The loading conditions of severa~ countries still
contain the division of the ultimate Zoad factor into an
apparent or supposedly Ilsafe!$load fac~or and a safetY fac-

tor of 1.8 to 2, conformably *o’method a). The previously
known concept, lJsafeilload factor (reference 18), ha,s the
advantage of affording the designer legal protection, inas-
much as it only requires him to prove an exact stress u~
to stresses below a certain limit while permitting him to
estimate the stress beyond this limit iri accordance with
the conventional methods of calculation;

It was emphasized that the calculation then conformed
to conventional practice and it was also assumed that 2 as
safety factor would be ample against material ’.’defects,in=
accuracies in manufacture, as well as against short, ab-
rupt load excesses. Logically Ilshort, ab~upt load excess-
esll should be excluded from the safety factor of airplane
statics, if it really were to correspond to the safety fac-
tor in bridge design statics. But accident investigations
have shown that even minute defects in material or its man-
ufacture may lead to accidents and the very fact that the
majority of wing failures revealed no such defects despite
the most searching investigation, leads one to believe
that the stresses must actually have exceeded the theoret-
ical breaking strength.

Any appreciable probability of material ok manufactur-
ing defects in the main supporting members is$ for air traf-
fic, at any rat?, u“ntenables Amd these defects become con-. .
sistently more rare as the D.VOL~, for exanple, has proved
by its ultimate load tests since 1913. Even a reduction
in strength to 3/4 of the theoretical strength would, ac-
cording to the safety diagram (fig. 1) very probably lead
to failure, because ”the anticipated expectancy of this
stress is about 4 during the life of the airplane (refere-
nce 19). It remkih$ therefore for the aii@lane manufac-
turer to take over the obligation i’or the theoretical min-
imum breaking strength by S.~CJ~JrOpria%e shop inspection and

. . .
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to take precautionary measures for i“ts maintenance even in
prot-rticte d”-dervice.””’ ““” “- ““ “- -

One remarkable feature is that the very countries in
which this” assumption is “not at all, or only partially ‘
complied with, specify higher- ultimate load factors for
the same types of. airplanes.

It was also attempted to give the auxiliary term of
‘tsafeliload factor some physical meaning in the sense of a
superior limit. As is known, metal test bars undergo,
when stressed beyond. the elastic limit, elongations in in-
creasing measure, w~ich remain after unloading. The elas-
tic limit (or proof stress) lies at practically h,alf the
breaking strength. Because of the fact that no permanent
deformations - or if so, only to a slight degree - have
been observed on metal airplanes in service, it was be-
lieved to be justified in concluding that the 1/2 breaking
load factor is not at all, or only very rarely exceeded.
But this presumption is contrary to the actual behavior of
airplane wings, which is more propitious than that of a
test bar for the reason that an airplane wing is, for man-
ufacturing reasons, no perfect body of equal strength.
The destructive load tests on wood and metal wings carried
out by the D.V.L., revealed proportionality of outside
forces and total deformations up to 80 to 90 percent of the
breaking load (reference 20) and frequently, a surprisingly
close agreement between tile theoretical and the experimen-
tal breaking load. According to figure 1* the expectancy
of such high stresses may remain. e 1 during the whole
life of an airplane, with tho result that in most airplanes
no permanent deformations are observed even when tho math-
ematical oxpoctancy of reachiug the llsafe~lload factor 2.5
of the present diagrammatical example, amounts to 1,000.
Experience with failures within the last few years togeth-
er with protracted wing-deflection measurements, however,
leave no. doubt that the lls.afel~,load factor represents no
superior limit of stresses encoutitorod in service. The,
safe load factor maybe rat-her’looked ujjon”as a stress
still well reproducible in flight test, whose average ex-
pectancy during one hour of flight in the above example
was accepted at H = 1-

The introduction of Ilsafof’loa~ factors and of safety
factor 2 was contemporary with a marked upswing in air
traffic in Gorrnany, France, Holland, and Italy, so that,
aside from the legal aspects already cited., psychological
reasons may possibly also ha,ve acted in favor of the ‘lsafe-
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ty factor.” But to-day the number of p,urely technical ex-
igencies for a division of ultimate load factor into Ilsafel’
load factor and “safety factor” has dropped considerably.
It is to be expected that the aims to reduce the probabili-
ty of failure, i.e., raise the actual safety, begin with
the exploration of the expectancy of the stresses and their
extrapolation by Gaussl distribution law up to failure, and
thus become free, at least Physically, from the concept of
safety factor.

In many cases it was found expedient to make certain
parts of an airplane stronger or weaker than others adja-
cent to it; that is, to grade its probability of failure,
Thus , it is a rule to fi&ure the fuselage with a higher
safety factor”than the landing-gear struts, the latter with
a higher safety factor than the wheel axle, or, generally,
tension members for greater safety than members stressed
in compression- The analogy that “the c’hain is no stronger
than its weakest linkl~ is not always applicable to the air-
plane because the stresses impressed upqn it on the ground
are vastly different from those encountered in the air.

Since it is important to make the total probability
of.accident a minimum. and,at the same, time insure a mini-
mum structural weight, .spocial reenforcemcnts are applied
wherever any marked reduction .in breaking or accident pro’b-
sbility can be effected by a snail increase in weight. l’or
illustration, it would serve no useful purpose to build an
airplane wing stronger when the considerable additional
weight necessary to accomplish it, if applied to other vi-
tal parts, such as tail or controls, would bring about a
much greater reduction in total accident probability. The
accident probability is especially great in landing gears
and float supports, even though the results of such acci-
dents are seldom fatal. There one attempts to control the
sequence of failures by attenuating individual parts, and
in that manneri protect the passengers as much as possible
against injury. All these problems still await scientific
treatment by means of statistical research.

3. Start of Development

France was the. first country to realize the importance
of the airplane, and the French Army acquire&1 a number in
1910. The experience gained from testing these airplanes
resulted in the establishment of a minimum breaking-load

.
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factor n for ar~ airplanqs, then called Ilindice dt?ssai
statiquell (st_atic tq,,stindex) (reference 21) ,.,- ...

Year 1912 13i3 ,1914’

n = “3 3.5 4.5.

The stresses of an airplane in vertical gusts and ly
pull-out from a dive, were first analyzed by P. James (ref-
erence 22)0 Bleriot preyed that wing failure due to pres-
sure from above is ,possible when sharply changing from lev-
el into gliding flight; however, he cautioned against any
exorbitant load factor because the accelerations to wh5.ch
a nan, sitting downs is subjecte~; do not exceed 5 to 6 g
(reference 23) . W. Voigt computed the possible stress by
pull-out from a dive (reference 24) at

P.= 0.1 V2 1? (2)

Delaunay compared the stress when flying into a horizon-
tal gust (reference 25), with that in undisturbed flight
and obtained as stress ratio (v + Av):v. From this ~.e &e-
duced that the fastest airplaae utilizes tho structural.
weight most evenly. Clarbinvestigated the maximum wing
stress by pull-out from a dive (reference 26) . ‘Ze then
integrated the flight path equations and arrived at the re-
sult that after a 300 m (985 ft.) dive the load factor 9.5,
after a longer dive a load factor 11,5, is obtainable when
the elevator is suddenly displaced.

These and other related problems were exhaustively
treated at the safety meeting of the Permanent Commission
for I~ternational Aeronautics, during its Octobbr 4-6,
1912 sessions (reference 27).

Public interest in aviation in Germany found exp~es-”
sion in the <or.mat$on of the T1.G.,L. (Scientific Society
for Aviation) ,~d of thb D.V.L. (German Exp~rimental Labor-
atory for Aeronautics) in 1!312. Although the purely aero-
dynamic problems ha~ engaged Dr’i Prandtl!s attenti~n since
19G8, in the small model experimental station at Gottingen,
public interest now was ripe for the many other problems
in ‘fIight technique. me stress ~nd safety of ai,rplaaes
formed the subject of il. Reissnerls report at the First
General Meeting of the W.G.L,, on October 25, 1912 (refer-
ence 28) . Its importance warrants an analysis.

L

.,

.. . .. . . of .,,.. . .,,
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Table III. German Reliability Contest, 1911

Airplane
type

Go kg

Gfull @
E’ m’

P kg/ma
N hp.
G/N kg/hp.

v m/s

c .45N
VG

17 p
ca=—

V2

Cw
.

,!j!#-
*a! !il.:’24s
$Se

450

629

45
14.0
100

6.29

32

0,224

0.233

0.052

(kg X 2.20462 = lb. )

A ~-
~~ iil.g~g
4#2w

——

480

658

60
11.0

70
9.4

22

0.217

0.387

0.084

(kg/hp. X 2.17442 = lb. /hp.)

%:
Ad
z-m
~.rJ
-4

350

543

50
10.9

v;;

““2:2

0.263

0.383

0.101
.-—

280

455

30
L5.15

50
9.1

22.3

).222

).520

2.115

h::%
8’8
ffia

500

669

32.5
20.5

60
1“.15

25.5

1.158

‘.537

1.085

350

449

35
12.8

52
8.6

23.5

).221

).394

).087

al

ha
2%
88
Cto

a
——
400

575

26
22.1

41
14

22.3

1.144

‘.756

‘.109
—.-

(kg/ma X .204818 = lb O/sqoft. )

(m/s X 3.28083 = ft./se~.,)

To visualize the notions,”of those days, we reproduce
a 3-view drawing of the then fashionable Albatros biplane
of 1911 (reference 29). The wing had two spars, a front
spar on the nose and a rear spar at 3/4 wing chord; its
camber was 1:15 (fig. 2). The performances obtained with
one of this type along with six other entries, in the 1911
German Reliability Contest, are tabulated in table 111.

The lift (ca) and drag (CW) coefficients are com-
puted for an assumed propeller efficiency of 0.60, and. for
an air density of P = 0.118 kg sa/m4 and plotted as + in
the polar curvo of figuro 3. One noteworthy feature is
that the airplanes at that time were not much inferior to
the modern commercial airplanes despite what, according to
modern conception, appears as quixotic shapes, as a compar-
ison of the + points in figure 3 with the polar curve of
a much later comr2erciql airplane (fig. 4) , ~evoals. Reiss-
ner based his calculations on the Prandtl-Foppl polar curve
for a rectangular thin curved plate (curve a, fig. 3), and
added Cw

3
= 0.138 for parasite drag of fuselage and coQ-.— . -.
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trol surfaces. In this manner he”obtained polar’ curve b
for’”the whole-airplane. ~~Itsdrag coefficients are about
twice as high compared with the-test points + for full
scales Th”is was probably due to the th’en little-known ef-
fect” of the Reynolds Number of model testing.

Reissnertti ’report first treats of the e,ffecf of the
structural airplane weight as most important of the out-
side loads. On cambered airfoils the moment about the
leading edge of the wing (coefficient cm) does not change
proportionally to the lift; as a result the c.p. shifts
when” the angle of attack is changed and thus streissos the
wing in varying.fashion. B’or a two-spar wing of the above-
described t~e (fig. 2) the equations of the normal spar
loads (fig. 5) are:

p~ a
A+B=Y F [ca cos a + Cw sin a] ‘

> (3)
pv2

~~a_kBlb=~~~c~
J

In steady gliding flight under force of gravity, the net
airplane weight is

PV2
G = ~rcr; cr= C=2 + (Cw + CWR)2

The normal forces with ta = O, lb = 0.75 Z“are
case:

B cm
-=
G 0.75 Cr

A-=
G

The maximum

Ca COS U + CW” Sill CL B—.- . .
Cr G

1“

(4)

in this

(i)

possible stresses in the wing spars in
still air are obtained, after a suggestion by Von Parse-
val, when the airplane”is pulled out’ at the highest possi-
ble speed without”loss of speed by’ rapid elevator displace=
ment. The highest speed is obtained as permanent state
of a continuous dive and follows. from equation (4) after
inserting the minimum value for

,,..
Cr .

For the case of steady gliding flight and pull-out
from a dive the normal forces’on the spars, given in table
IV, are obtained. ‘ ~
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Table IV. Normal Forces Acting on,Wing,Spars

a 1-3.8°1-1.8°

Polar curve b Ca -.092 .088
(fig. 3) Cr .226 .216

cm ‘ ● 050 .111

Glide A:G -.713 -.281
(Reissner) B:G ,283 .684

Dive
(v. Parseval) A:G -.83 -.31
(~rmin=0.194) B:G .34 , .76

● 300 .516 .820
.358 .554 .850
.205 .270 .372

.080 .285 .389

.761 .649 .584

●1S

.1

.81 1.71
1.$9”1.86.’ 2.56

I

-
100

1.14(5
1.180
.432

.488

.488

2.98
2.98
—. -

Ill a steady glide the highest stresses in
occur at low lift coefficients. At Ca = 0.3

15°

16266
1.328
.469

.500

.471

3.43
3.23

—. —

20°

1.05
Loi66
.455

.417

.502

2.56
3.20
——

the spars -
tile rear

spar (3) has to take up 0.76 of the total load. The speak-
er therefore recommends tho analysis of this - later called
ll~oading condition ~,11 - attitude of flight. The c.p. is
approximately at 2/3 of the wing chord, the speed is about
twice the landing speed, not of the normal. The inclusion
of a 33° gliding angle in this attitude of flight is nec-
essary because of a too high estimate of the drag coeffi-
cient. Apart from that, tho airplanes at that time were
able to reach a lift coefficient = 0.3 even in level
flight by full throttle. (See tab;: III.) This flight at-
titude was subsequently adopted to represent case B, espe-
cially in foroign countries.’

In pull-out from a divo the stress in the two spars
is highest when ca = ca max = 1.27. The e.g. is then
about 1/3 of the wing chord. This later became “load case
A. II The speaker, however, believed this to be too unfavor-
able because of tho presumed constant spesd while the air-
plano changes from O to 15° angle of attack. The over-
loads should be accorded much more weight at low lift co-
efficients and the rear spar be considered as the point of
danger.

The production of the necessary elevator displacement
for rapid recover without loss of speed is merely a matter
of applied manual effort and so much nore readily obtained
as the airplane is smaller. Atthough stunt flying at high
speed was then a rarity, it became quite frequent a few
years later. The normal forces calculated for diving
therefore represent the superior stress limit for those
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airplane s., (Cpmpareth8 ~as~ed line (-- -) of the highest
possible stress in i-ig. ~~ -- ~ .. .. -, ,.,

Instead of this most Mfavorable case the stress of
the airplane is analyzed as it flattens out from a steep.’
glide. The radiusof flight path is to be” r = 136 m (446
ft.) by an. assumed leveling-off height of 40 M (131 ft.),
and”a path angle change of,45°, the flight speed v = 40
m/s (131 ft./see.). The acceleration in terms of multi=’
plea of acceleratln=s g acting on the airplane at point A
of the flight path, is

n.= l+V;= 2.20 (6)

Later it became customary also to express the ratio
of normal acceleration acting on the airplane to acceler-
ation due to gravity as IIload factor ~.11 In particular,
it was assumed that the highest possible wing stress was.
n times the stress in steady flight, an, assumption which
does not always hold good by rapid changes in normal force.

During the transition from level to steep gliding
flight the wing can be impressed by prossuro from above.
in which case tho load factor n = - 1.0 is at point D
of the flight path. (See fig. 6.)

When an airplane describes a steady circular path in
a horizontal plane whereby the wing axis slopes at angle
~ tothe horizon,

‘h” 10ad ‘actor % n = 1 : Cos P“ ‘he
limiting case in practice is ~ = 45 and the load factor
is n = 1.41. In gusty weather the airplane is subjected
to stresses due to changes in speed and in wind direction,
regarding which no reliablo data were available in 1912~
Assuming constant airplane speed v the load factor in a
horizontal gust yith AV = 5 m/s.(16.4 ft./see.) fluctuat-
ing velocity is ‘

,, v =20 m/s :n.=1055... ,,.. h (7)

v = 40 11 :n= 1.27 J
According to that, it looks very uwch as if fa,ster airplahes
suffer lower stl*esses in gusts.

.. . . . . .. .
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The corresponding for~la for directional changes of
the wind (vertical gusts) would yield a converse result,
that is, higher stresses for faster airplanes. The speak-
er merely intimates that a load factor n = 2 appears ob-
tainable in a directional change of the air current equal
to the steady wing incidence, and recommends systematic
and reliable measurements to decide all these problems.
But in the meantime, that is, until such data are availa-
ble, he proposes the load factors:

n = 4 to 6 for upward acting forces and

n = 1 for downward acting air loads.

For the stress analysis of” wing spars a uniform load-
ing toward the outside is recommended as a safe assumptions
The loading across the wing ribs is very unevenly distrib-
uted, acaording to Eiffelts measurements~ The safest may
is to figure with a triangular load area whose apex is mid-
way between the two sparsa (See fig. 5.)

The maximum press~re on the control surfaces is

pv 2 kg
Py= cn max - 0.075 V2 ~ (8)

which is reached at approximately a = 30°. But this for-
mula is deemed too unfavorable, because-the airplane turns
immediately under. the pressure of the control surfaces, so
that the actual angle really does not exceed 15°. Then the
control surface loads are of the” order of wing loads.

Up to now the discussion has been confined to the com-
ponents of the air loads normal to the wing chord. The
loads in direction of the wing chord are very smalls Nev-
ertheless,” practice has proved a substantial cross bracing
of the wings as expedient, especially when contacting with
the ground.

The engine mount is not stressed so very much by the
propeller thrust, which amounts to ?.0 to 3.6 Nhpo (kg), as
by the engine vibrational

Since poor terrain and b~mpy air quite often result
in rough landing, one should not l~ely upon the pilotts
skill but rather figure with an angle c - 0.1 to 0Q2 of
flight path to ground level.

. ... . .. ., .,,
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~i
.The kinetic “energy of the landing shock shall be ab-

-so.r.b,ed“by,the work qf the s$ock”’abso”rber”.... ,.. ., .,

(9)

The factor.. k i’s contingent upon the elastic characteris-
tic. When the elasticity rises proportionally to the trav-
el (elastic shock absorption without initial tension), then
k = G.5; when with initial tensionc k tncreases and be-
comes in the extreme case k = 1, which, in fact, even
the old hydraulic shock absorbers reached fairly closely.
Putting k = 1, an assumptiori ordinarily not eventuating
by the then existing shock-absorber types, even with con-
siderable initial tension, the impact factor is

P. W2
e = —=—

mg 2fg
‘(lo)

Conformably for a sinking speed w = 4 m/s (13.1 ft./
sec.) and f = 0.2 m (0.66 ft.) travel, the impact factor
is e = 4, whereas experience has also shown e = 4 with
travel of f = 0.1 m. From these two figures follows the
sinking speed w = 2.2 m/s (7.2 ft./see.) with the “more
correct” figure k = 0.6.

Intimately bound up with the loading conditions is the
selection of the structural material and its permissible
stresses. As a result of careful selection, possible here
because of its small thickness, normal stresses of 250 kg/
cma (3,556 lb./sq.in.) for ash, walnut, and hickory, and
150 kg/cm2 (2,134 lb./sq.in.) for pine and oak are permis-
sible, provided that really all stresses are taken into
account, that the wood is dry and straight-grained, that,
no fibers are cut, and that it is protected against mois-

1 tur e. As safe column strength, one may figure. with an
I{,

elasticity modulus of 130,000 kg/cm2 (1,849,055 .lb.~sq.in.)
i

1

; ; for best hard wood,: and of 90,000 kg/cm2 (1,280,120 lbi/

iI sq.in.) for best soft wood, so that a safety factor of
I\ S3=:J! is amply sufficient.

Nor material of accurately definable .property the per-
mtssfble stresses can be chosen so..rnuchhigher .as the 3meak-
ing:and notch impact strength, elasticity limit, and elon-
gation at rupture are greater. In any case, the permissi-
ble stress must remain below the elasticity limit, to pre-
vent the material fhrom gradually becoming brittle and un-
reliable under repeated stresses~
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Admi’ttedly, the permissible stress may reach the elas-
tic limit so much closer as, the breaking strength is above
this limit and the greater the elongation at rupture is.
In case of buckling, a harder material with high elastic
limit is to be given preference. As permissible stress,
2/3 of that at which tho mator,ial is permanently distort-
ed, is recom..ended.

me strength of the complete airplane can be proved
by a load test, the airplane being turned on its back and
tile wings loaded with sandbags. Now certain safety fac-
tors are necessary according to the excess loading with
sand in relation to ,the weight which, while expedient are,
however, not altogether logical,. For estimating the safe-
ty factor in the technical sense, obviously all imaginable
loadings should be included. The worthwhile safety factor
is that at which all stresses remain below the elastic
limit, i.e., at which no permanent deformations remain af-
ter unloading. This demand is in no airplane construction
complied with, because all use fittings which gradually
stretch as, for instance, cable eyes, bolt holes in wood,
steel cable, fabric covering, etc. A load test with actu-
al service load for the purpose of using the amount of per-
manent deformation as a measure of the quality, as is cus-
tomary in bridge design, is not feasible he~o. Thus there
remains only a load test with a multiple of the service
load., which is best carried to failure, because it cannot
be used any longer after suci~ a test. Tho destructive
load ths.t gives certain indications of how great, assuming
a satisfactory life span of the airplane, tho service load
may le. Advance in teckniquo to a point whore it is pos-
sible to design a structuro without permanent deflection
under sorvico load, should also enable us to effect more
economical load-test moth.ods on many airplanes without dam-
aging thorn (reference 33).

In the’ discussion following this report, Baumann
.

claimed to have obtained a record of 2.5 times the accel-
eration due to gravity” with a small accelerometer of his
own design in a pull-out from a glide with power on. He
held it doubtful that pressure strikes tile wings from above.
Fast airplanes and such with small angle of attack yield
upon recovery a greater increment in loads than others and
should accordingly be computed with corresp.mndingly high-
er safety factor. A gradation of !3 to 12 times safety wqs
therefore advisable.
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Bendemann said that the analysis of the maximum wing
stre,ss.whi.~h.qan occur while flattening out from a glide
with the desired speed, she:;.ldpro’teed from the fact that
unexpected disturbances somotimes j.nduco the pil”ot to ef-
fect irrationally abrupt control motions. He recommended
as basis the maximum forco which can be produced by a sufl-
den pull-out into horizontal attltudo.

Von Parseval: ~lThe demand to permit a wing loading
up to 5.5 times its weight seems far-fetched. It is not
very often that the assumed tifavorable factors occur si-
multaneously at their highest amolint; and for extreme cases
of that kind no airplane can be built. The naximum wing
load in flight follows from formula p = 0.075 -, where
P is the possibly occurring greatest endurance-fli’ght
speed.ll (This speed would correspond to maximum horizon=
tal flight speed at ground level.)

Reissner evidently interpreted tilis reforenco such
that he introduced the diving speed and thus obtainod yet
higher stresses than thoso objected to by Von Parseval.

Barkhausen: IiLoading tests to failure have, despito
much expenditure, failed to reveal much information about
the nature of structures, because the break occurs at the
weakest spot, which in many cases could have been detected
beforehand. It requires stress-strain measurements on many
members simultaneously to specifically reveal whether the
actual effect of the structure corresponds with that as-
sumed in tho analysis~’t

This report and the subsequent discussion even at that
time touched upon practically all loading conditions recur-
ring in later years. Especially worthy of note .are the
demands for high safety. Reissner was in favor of breaking
load factors of from 8 to 12 for tension members, and of
from 12 to 18 for compression members; Baumann li~~ewise,
for f,rorn,8to 12; ,Hirth for factors above 10. Therefore” ,
the ratioof maximum speed in level flight to minimum float-
ing speed was as a rule e 2 for the airplanes of that time.
These safeguards underwent, as Von Parseval pradicted, “con-
‘s-iderablo modification when airplanes were subsequently
used for military purposos. “’

.,.

Occasioned by the above-doscribe”d theoretical and ex-
perimental investigations relative to the normal airplane
accelerations, as w’011 as by the wing-stress tests with
sand loads, it becamo accoptod practice then to prescribe

—
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a constant load factor in tLe stress analysis for new air-
planes, although all formu?.as given for the load factors
(4) and (7) contain the flying speed. The freedom of the
stress analysis from the attainable flight speed, while
quito expedient, is, however, objectionable u~less tho
s~eed of tho new airplano type redly is not higher than
that of tho old type serving as model.

The systematic research of stress and strength of air-
planes advocated by Reis$ner, was started in 1913=14 by
W* Hoff, in the D.V.L. Unfortunately, the results of his
labors were not published until later, because of the war
(reference 30) .

In. July 1913, tile W.G.L. .’Sponsored a contest for an
!Iairplane accelerometer” which was to record normal accel-
erations at right angles to the wing chord, and which was
to be used for investigating the stresses of airplanes in
free flight. However, the contest could not be finished
because of the war. Accelerometers were not much in use
in Germa,ny, although Searlels photographic recording ac-
celerometer was used successfully in England (reference 31),

Hoff usnt Bendemannls force-metering box sketched in
figures 7 and 8. The fear about mounting instruments di-
rectly on the main supporting rneiubers of a wing led to the
design of a cable tensometer, shown in figures 7 and 8, de-
veloped from the tensometer of Lenoir and Pocton. The test
cable under ‘stress S was carried in a light bend over
three stirrups, producing in the middle the force p=

2 S sin Y. If ‘Y is very small the cable pull i)ecomes,
according to figure,7,

s- P2

4(a+s)

The first experiments with this instrument were car-
ried out in February 1914 on an Albatros-Taube wilich, be-
cause its landing gear served at the same time as lower
cabane for the wing suspension, was particularly suitatile.
Two tensometers mere fitted to the cables between the land-
ing gear. (See fig. 9.) There he5.ng no danger of exceed-
ing the elastic limit, it was ~e,puts,qf~~p,tq,,dq.d~qe from
the stress reversal of one wing part.to one qf the Same
kind in the wing itself. OD the quite sluggi?~ airplane
the following load factors were recorded:,
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Climb ,, n =.,1.07
,,,

(31iding.’flight ,. 0094,,1 - .

Lateral turns 1.4

Flattening out from a ,glide 1.6

In July 1914-, the Albatros BII, one of the oldest,
types of airplanes still flying, was tested in the same
manner (fig. 10). Each half-wing had five test stations
in the lift .,wiresof the center section, in the wires lead-
ing from the rear upper spar to the engine as well as in
the cross wires of tho center section (fig. 11). Tho wing
area was 41.7 m2 (449 sq,.ft~), the gross weight during the
tests, 830 to 1,000 kg (1,830 to 2,205 lb.), and the wing
weight, 178 kg (392 lb.). The speed, although not exactly
measured, was around 110 km/h (68 mi./hr.). The cable
forces are tabulated in table V. The highest load factor
by pull-out from a glide is

n = 1652—= 2.01
821

as comparod to level flight.

Table V. Loads on Albatros B II (in kg)
-— .

——
Cable No.

~ta of nor-
mal component

Level flight
Left turn
Right turn
Co~*8crew,

left
Leveli~g out

from turn

Glide ~

Recovery from
glide

Landing impact

Left wing

ziii-
269
269

482

403

208

400
-r

G
409
415

688

658

354

700

—.

~’--~-
---LL
-0.56

x

;

112 118
150 85

--

5,2 23

164 98

80, 23
2481282

—---
f=

2.46
——
258
251
266

336

355
.—
251
204

340

——

——

i%
261
269

446

417’—.—

237

453

ix
442
442

738

660

374.,.

703

-Jht wing Total
—— normal
’51 %1~ force———

“1-0.56 1Q461 kgI

T774 103 195 8i_i
154 95 203 866
195 109 197 846

l-l 266 -

120 12 252 .16:52
304 31.5 - -643
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Several indicator records are shown in figure 12.

These measurements were of great significance for
the development of the German airplanes. It had been
pro~ed, even if only on a low-powered airplane, that load-
ing condition A (pull-out) produces the highest load fac-
tor n-2D

~ Wing tests had been carried on by Hoff since 1913,
but the results were not published until 1916 (reference
32) . The method of wing stress analysis was already brief-
ly described in the first yearbook of the D.V.L., namely:
wing-stress tests were carried to failure because many de-
tails of the airplane were not yet sufficiently developed
and not in harmony with. the whole. Once this stage of de-
velopment has been overcome, we shall be,able to estimate
from the destructive tests of individual parts and from
the behavior of a wing under moderate loading, whether the
mathematical assumptions hold good.

This stage of development was reached about 1928 (ref~
erence 33) .

In static tests the reversed wing is loaded with dry
sand conformably to the magnitude and distribution of the
forces. The deformations are photographed or written on
vertical planes as shown in figure 13. A$ the first sign
of failure the ,wing must be shored up, so that the cause
of failure may be ascertained without incurring further
damage ? Af%er the damage hcs bo,en repaired the loading
is continued. IE; this fashion it was possible to detect
up to five weak spots in succession and to effect a marked
increase in strength by a slight increase in weight. On
the premise that the wings support themselves in flight .
the breaking strength of the wing is

s
Q+GF

= n (G - @)
(11)

The lba~ factor n depends upon the qualities of the
airplanes of the pilot, and the weather conditions but de-
fies for the ~ime being any reliable estimation and can
therefore not be used as criterion of the structural safe-
ty. It appear? much more simple to put the load fact~r
nl= and the~,pby select the known stress *ZI undisturbed
level flight as measure of the breaking stress~
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1~~
Ii The thus defined safety factor. is identical with the

bre~tigg load factor ‘Br

1

and does not represent a safety
;~- ‘“ factor ‘in the usual sen~e.
\.,

....,.

/ ,, The first test wingof a monoplane, (fig. 13) broke
j under 1,344 kg (2,963 lb.) total load by buckling of the

1

II rear spar. The wing was to support 400 kg (880 lb.) in un-
disturbed flight. The breaking load factor was nBrw 3.8

‘11, and did not come up to the demanded .requirements. Then
1 the right wing spar was”suitably strengthened, after Which

the wing carried a total load of 2,975 kg (6,559.lb.) with-
~i
ii

out breaking.

After this experience a third wing of larger dimen-
sions was designed. (See fig. 14. ) The break occurred un-
der 3,000 kg (6,614” ~bo) load by buckling of rear spar. near
the fuselage. A subsequent check yielded for the ash rear
spar a flexural strength of 797 kg/cm2 (11,336 lb./sq.in.)
with a combined compression strength of 134 kg/cmz (1,906
lb./sq.in.); but the actual stress might have been lower
as a result of inconclusive assumptions about the spar
mounting. The breaking load factor was

3000
nBr = 500 - 67 ~ = 6..95

●

1 Figure 15 shows the deflections of the leading edge of the

/ wing ~t the clifferent load stages of 400 kg each.

The results of these experiments, begun in 1912, in
D~beritz, and subsequently transferred to Adlershof, were
the IIspecial airplane requirements!! in 1913, demanded by
the military authorities.

Apart from general regulations, they contained tho
following strength specifications: Until further notice,
all airplanes shall have a.factor of sdfety of 5 against
pressure from below; airplanes with a speed of more than
Z20 km/h (75 mi./hr.) a“factor of safety of 6. This on the
basis of sand loading evenly distributed over the wing~.
The breaking”load, is figured from the Ioadingand” the wing
we2ght; The military load for all airplanes consists of:
structural iveight,”water, fuel, and Oilj and200.kg (440
lb.) useful load.

The military a~thorities shall, from time to time se= ‘“:’””
lect certain airplanes from among a series of delivered or
orderod airplanes for static breaking tests.
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A salient feature is the, grading of the ultimate load
factor according to the speed obtainable in horizontal
flight. tine quotient

s
Q +=. =—

G
(12)

was called IIsafet”ye’l Hoff, in March 1914, suggested that
the,safety or the ultimate load factor would be more cor-
rect if computed according to equation (13), and obtained
with due allowance for mean wing weights, which correspond
to the Ilspecial requirements,lr a breaking load factor of
5.75 for monoplanes and of 6.41 for biplanes. The airplane
manufacturers countered this by ,saying,that airplanes with
safety factor of around 3 had taken care of any emergency
and that a sudden raise in safety by double would result
in excessively heavy wings and they advocated the breaking
load factor of 5 in conformity with equation (13).

4. Loading Conditions During the War

At the beginning of 1915, that is, shortly after the
beginning of the war”, the Inspection Branch of the Army
Air Corps issued its ItSpecifications for the Design and
Delivery of Military Aircraft, IIwhich contain tho following
strength requirements: A safety factor of 6 is required
for t-he.strength of the wings against pressure from below -
this on the basis of a sand loading which corresponds to
the air pre$sur%, distribution over the wings. The safety
factor S is computed according to formula

--Q+GF
s–~

- GF
(13)

The wing weight includes the bracing wires, etc. The mil-
itary weight constitutes net airplane weight, water, fuel,
and oil,” and the momentary useful load.

For breaking test the airplane is so supported at the
points for engine, fuel, and seats that the force of grav-
ity on the wings is at the same anglb as the resultant of
the wind forces in flight. The fuselade must have suffi-
cient strength against flexure and torsion (triangular
cross sections prohibited).
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. .

The engine mounting must be solidly connected with
the continuous longerons’ of tha fuselage” (hull). For stat-
ic engines the landing Zea.r must he strengthened. .Wings
and tail surfaces must, basically, be independent of land-
ing gear and tail skid. Special care must be taken toward
solid suspension of wings, tail tiurfaces, and their trac-
ing to the fuselage. The main lift wi,res.must be strong
enough so that none will break first in load tests. The
steel turnbucklos must have a strength of one. third great-
er than that of the. wires.

By IIsafety factor!! is again meant the breaking ‘load
factor. The 1915 specifications, quite inadequate for
modern conception, were soon amended after publication, as
follows:

The strength against failure from below requires a
safety factor of 4.5; in multi-engine airplanes, a safety
factor of 5. This specification was ba,sed upon erroneous
conceptions about stresses in large airplanes because of
lack of experience.

W. Hoff, in his report on the strength of German air-
planes (reference 34) published in 1922, voiced himself as
follows:

ltIn every branch of science the stress analysis of the
structural parts is preceded by investigations into the
maximum service loads. Its results are correlated with a,
safety factor depending upon t-be type and expectancy of tile
load, so as to ascertain the breaking strength of the struc-
tural part. The safety factor is chosen so high that the
elastic limit is in no service attitude exceeded, thus
avoiding permanent deformations at all. times. The maximum
loading of an airplafie defies reliable estimate and can on-
ly be judged on the basis of comparisons. The 1914 measure-
ments on the Alb B II have ,shown that a static load twice
as great, as the.s’ervice load, can occur, In light and eas-

,this figure””should be l~igh-i~y ha,ndled airplanes (pUrsUi~) , ..
er; in multi-engine airplanes, lower. These’ service mtilti-
plesof the static load shozild, strictly speaking, be mul-
tiplied by a satisfactory safety factor. T>.en the multi-
ple of the static load is obtaiil~d which is decisive for
the analysis of the breaking strongthi In airplane design
the method of first choosing tll-eservice multiple by one
figure and then the safety factor by a second figure, has
the great disadvantage that an agreqment between selected
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figures must be effected twice. It was therefore decided
to agree to the sum of the two figures, but to leave the
question, into what factors these products could be divid-
ed, open. Unpropitiously in airplane design, the product
is often called safety factor, and must be guarded against,
because it may create false conception.? about the actual
structural strength of an airplane. The following consid-
eration at that time yielded the 4*5 times breaking load:

~lThe elastic limits of the principal materiels used
in airplane construction - wood and steel - diverge very
considerably from the breaking strength of these materials.
For curved wood (wing spars), figures much less than 50
percent of the breaking strength are in order. For steel
the figures are higher, depending on its hardness. H. Dor-
ner and EO Heller, who were responsible for the strength
of airplanes, suggested “to assume the elastic limit for
wood at about 45 percent of its breaking strength or, com-
puted with the scale of the load factors, at twice the load
factor. The

i
inferred that then the breaking strength

would be 2
$=

- 4.5 times the load. This is also ap-

plicable when wood of less than 45 per cent breaking
strength is used, since the stress in a spar in buckling
and bending is not proportional but increases at a higher
rate than the loads, so that even by double tho load fac-
tor it is still less than 45 percent of the breaking stress
and, consequently, below tlie elastic limit.li

Reissner and Schwerin published a comprehensive report
on the stress analysis of airplane spars, in 1916 (refer-
ence 35).

The writers fail to see in literature a stress analy-
sis on airplane wings in accord with the modern methods of
sta”tics, such as is used in bridge design~

There are three kinds of tension members in an air-
plane (biplane) wink: 1) spars or flanges, 2) uprights,
and 3) oblique members (wires). The first two are stressed
in bending and buckling and therefore dimensioned as to be
little subjected to length changes. But the oblique wires
stressed only in tension are very elastic and of great
strength, hence subject to much greater length changes.
The results are marked angular changes in all triangles of
the system and through it considerable bending moments of
the spars, which, owing to their additive load by the lift
forces’ and ti~eir restricted height, are subject to consid-

—..—.——., .. .-. ----- .,. . .. ....... ,,
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.

eirable deflections. Through the column stress of the spars
‘the--propo=rt-ionality existing in other trusses between loads
and stresses is lost, so that the question of “acttialf’actor
of safety of a wing demands a separate analysis.

,The loading conditions should be as elementary and
comprehensive as co,nsisteht with the safety “andlight
weight of the system.

The ’spar loads for the polars “in figure 3 are’ computed
conformably to equations (3) to (5). because th6y mathe-
matically confirm the practical theorie”s abo”ut the” great
load on tlie rear spar from below and on the front spar from
abovec and do not seem to be aypreciatod enough. (See fig.
16.) Tho curves reveal a marked “downtiard load on the” fl”ont
spar (A > 0.875 G) in diving and an upward load (B >
0-75 G) on t’nc rear spare Then follows the static calcu-
lation of a lift truss on a biplane and two monoplanes.
First, the principal stresses of ‘t-helift truss are comput-
ed for hinged joints and the continuous spars as bend.i:lg
resistant beams with stated support deflection witl~ due re-
gard to column effect by tileprincipal str~sses. The anal-
ysis is carried out with an assumedly constant modulus of
elasticity (Hookels law) for load factors 1 and 3, and
shows the bays in which the stresses as result of column
effect increase faster than the loads. ‘2hese and other
similar calculations were submitted to the D.V.LO The In-
spection Section later demanded the stress analysis in
proximity of the breaking load, although not only the buck-
ling limit lies in this range but it is also no longer pos-
sible to speak of constant elasticity modulus. Reissner
and S,chwerin consistently advised against this request,
buti’.the’-authar~ti~sattached some significance to these
fic$$tioa~.lpaxgul+~i,op,,y,,because they believed to,gain from
the comparison with tpe ,actual breaking test, ‘sbrn”epoints
for refi~lenent.of thb’d’esign specifications. ~~ i’; ‘~’ ~

,. . .
.Homever’,.the agreement of these ltfictit,ious,calcula-

tion.stl-with’i.breal$ingtests was often ’.remarkatil.y,.,close, so
that”e,v.en,”t,o,~day.sucllbreaking-load calcu’latiou,s ar~ “mucli
in favor- iri~@,$~plJarip#”de’sign:+pract5{c.e..:~,u.,:,~.,~ ,~:r,,:

,;i.~,1.;.:,::,,!,.,,...,,.!.,)’,. ~,j;,,.?,:,“(.,.,,...,.,. , .;,.;~!. .(,:f:,,,,.:.;,h..’:
The 2d edition .b!f~~6SB~~;.~k “1916,,’a~t.t~e’bptq..ko con=

form to the above outlines of””Reissner and Schwerin, rela-
~t,ive.:tothe loading conditiotis. The d.evelopmfsnt of the.
““loading conditions and of tho airplane aiialysis.has leen
in the hands of Hof,f, Madolung, and van Gries since 1916.

,. , . ,. .,...,, . . -,..,.. ,
‘.

. i

L------ :;:.,:; -— —
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The majority of the German military airplanes was designed
according to the 191”6 BLV specifications which are repeat-
ed here verbatim~

The 1916 2LV Specifications

A wing. strength which is a multiple of the loads in
level flight, is demanded against air loads in pull-out,
glide, at the nose and from above. The gross weight by
full load, i.e., with load empty plus momentary useful load,
shall be introduced.

J?igure 17 pictures the directions of the air loads and
table VI, the required multiple.

Table VI. Prescribed Strength against Air Loads
(Structural Safety)

Load Case
E and D
types.—— — ‘-z

Pull-out load A 5.00 4.00
Glide 11 3 3.50 3:00 2.50
I?rontal pressure If C 2.50
Excess pressure

2.00 1.50
II D 3.00 2.50 2.00

The strength against air loads (structural safety)
shall be proved by static analysis.

,If npcessary the wings shall be tested with sand loads
equivalent to t+q air’-loads. The safety factor is computed
according tq formula (13).

L.aq~ing gears sqQl~ no~ form any ins,}d,epart of the
lift trii~sT All parts which are ea~t?y damaged, such as
turnbuckl{8j struts, and e.tiachmept ‘#’ittings shall have an
excess ’breu$n~ strength of at least 2Q0 kg (440 4b.q,)q-
The tail skid ~~st form a separate unit.

Prescribed breaking strength of movable and fixed sur-
faces:

1. Fixed surfaces (al@,ne”twithout r~o~able surfaces)
300 kg/m2 .

2. Fixed surfaces attached to movable (fixed surfaces
not loaded] 150 kg/P12
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,.
3; ‘B%lanryed movaM,e surface s-,mnot “attached to fixed

surfaces: E and D airplanes 200 kg/mz- ,
C, G, and R airplanes 300 II

(kg/m= X ..204818 = lb:~sq.ft.)

The strength of all parts of the controls must corre-
spond to these movable’ aiirface loads. In addition, hand
controls shall correspimd to a breakln~ load of 80 kg
(17.6 lb. ) and foot pedals to a “divided ,breaking load of
300 kg (66.1 lb.) (eccentric for hand wheels).

The controls shall be rigid enough to insure ample
cIearance for operation etien by breaking load of elevators.
The control friction. by breaking load shall not exceed one
fifth of the control force.

The fuselage shall be sufficiently rigid in bending
and torsion, especially in the region of the cockpits.

The engine Iongerons must be so placed that shocks
are immediately transferrod to the whole engine and defor-
mations of the fuselage (hull) do not affect the engine.

The main fuel tank is to be solidly anchored. To ~’ro-
tect the passengers when nosing over or capsizing the .mo.unt-
ing from the front and upward must be able to sustain twen-
ty times the weight of the full fuel tank.

The landing-gear struts and, if no buckling supports
are provided, the strut sockets at the fuselage shall be
detachable~ !Che height of the landing gear is prescribed
as followsl

With a trac$tor propeller, when the plane of the wing
(measured near fuselage) is level, the ground clearance
must at least be 20 centimeters (7.87 inches). The same
applies to pusher propellers with tail skid on the ground.

The shock abs,or~tion must be at leas’t 0.21 times the
airplane wet”ght (mkg) and 0.32”time’s in the ,absence of tires.
The elastic- travel must be provided with a ‘stop.

The tail skid while elastic and movable sidewise, must
be stable. Its absorption must be at least one eighth of
that of the landing gear-.

All wires, cdles, etc~, especially the eyes, must be
tested to 0.5 %reaking load before installation.

.,,
I
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Adjustable safety belts must be proyided for every
passenger. The belt must be 15 cm (5.91 in.) wide and be
able to hold the body by a pull-of 300 kg by 10 cm stretch.
The attachment to the fuselage must have the same strength.

,.

Static Aaalysis

1. The cross distribution of the air loads and masses
across the span of upper and lower wing assumed according
to the design drawings and the weight analysis. Compara-
tive analysis with various assumptions of lift decrease at
wing tips distribution of loads over We panel pointso

2, Analysis and stress” diagrams of main and inside
wing trussO

3. Proof of strength and safety in buckling of spars
and wing tubes~ struts, and internal members, wires, turn-
buckles, fittings in comprehensive tables with data on ma-
terial strength, elasticity~ elongation, lengths, section-
al areas, inertia, drag moments, and on the forces, moments,
stresses, column and breaking strength of each member.

By column and breaking strength is meant the ratio of
the existing to the required strength.

The analysis shall be made for the four loading con-
ditions and that of the control system, with the given
loads,

The stresses of sparsnin bending and buckling shall
be computed according to Hutte, vol. i, strength of straight
members, ,or according to formula

(14)

where M. = moment wit~out buckling, S = column strength,
or else according to Muller-BreslauSs I’Graphic 5tat%qaX1t
vol~. 11, no. 2. Proof must be givqn that the stress o,f a
strut bent through 1/200 of its length under ~mpact, u,nd~r
full load does not exceed the elastiq Iinit.

Short members stressed in buckling FQall be computed
peqording to Tetmajer~s formula. The miqirn~m strength as
defined by test is to be used as materi~> strength. The
special,material is used, test samples shall be submitted

—... ,,.—— .-. ,., ,—— ,-, —.-, ..,,.. ,,-., ,.,,,,. i — ,.—-.
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which admft of comparable rneasurements~

..
Now that ’a ’rnathernatlcal’proof of”the strengthwas pre-

scribed; it was possible to,consider- several load cases,,
Before that time one breaking test sufficed (for case A),
because the destruction of more airplanes for further load
tests would have been prohibitive. The c.p. displacements
had to be disregarded because of lack of sufficient wind-
tunnel data, and the mean values used ,instead were not too
propitious. The A case about corresponds to the attitude
by maximum lift,coefficient caA - 1.2, the .B,,chse to

gliding by caB - 0.3. The minimum ‘resultant of the air’

load in a dive of airplanes at that time being estimated
at Cr min - 0.10 to 0.17, the breaking load factor for
case B is

G an

nB = —— - 6 to 10 C = 1.8 to 3.G
Cr min aB

(15)

an assurance for the strength of the wings by pull-out at
high speed in the B-case condition, so long as the maximum
acceleration to which the pilot is accustomed is not ex-
ceeded.

Another explanation of case B is, that in the relia-
ble air-planes at that time the front and rear spar were of
about equal strength for structural ,reasons. (See fig. 2.)
Owing to the c.p. displacement, the breaking loads of such
a wing in case A and case B were approximately as 3:2,
as proved by Reissner in his report, cited above. Hence
the next step was to retain the ratio of breaking-load
factor nB:nA = 2:3.

Whereas, .aerodynarnically, the B ca~e”is justified on-
1.Y by thefirst-quoted consideration, o,ne finds later in
all loading conditions a co.zistantratio of the ,load fat=,’
tors ‘“

na = 0.6 to 008 nA.

which, for acrobatic and other airplanes with high,case-A
load factor, leads to an unnecessarily great and no longer
usable case-.B,strength, when for Ca= the figure 0.3 or

the often still lower lift coefficie~t for maximum level
flight is usede ,.

The D.V.L. ln~1927 measured Cr min ‘= 0.115 in i dive
,’
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on an acrobatic airplane. So,the possible load factor is

nBw q caB = 2’.7, whereas a 7*2 breaking-load factor is

demanded. R. Voi@ (reference 36). Put the load factor at
n = 10 Ca, and likewise arrives at the result that the
well-known loading conditions for pursuit airplanes re-
quire a too high case-~ strength. This assumption is also
unfavorable for commercial airplanes because they scarcely
have a speed at which the strength of case 3 is fully util-
ized. For modern wings with high torsional stiffness or
wing sections with fixed c.P~~ the case B has, moreover,
lost in significance and its importance DOW is restricted
to the classic two-spar type of wings.

A notable feature is the oblique direction of the
force in the case-3 loadings “which was dotermiiled knowing-
ly from tho wind-tunnel averages in ordor to insure auple
rigidity of the incidenco bracing.

No account was taken of the attainable diving speed
and tho wing pola~ in the C caso~ but a “Dreaking torque
of the wings of at least 1.0 to 1*67 (G - GF) t to he
taken up by the fuselage was demanded, which was to take
care of the most unfavorable cases. 3y assuming a moment
coefficient cL~ = 0.1 and a safety factor of 2 for diving,
the minimum coefficients of the resultants of the air loads
given previously, are obtainecl.

Owing to the absence of numerical stability data in
the BLV specifications, the summary establishment of kreak-
ing loads per unit area of tail surface was the cause of
the tendency toward smaller control surfaces with less
span which, aerodynamically, were not effective enough.

The landing gear was to sustain a landing at 2.5 m/s
(S.2 ft./see. ) sinking speed on level ground, and the en-
ergy absorption was to be accordingly. Sufficient travel
to lower the stress when passing over obstacles was not
provided for until later.

With the aim of making tile regulations as simple as
possible, the tests were all static tests, no dynamic test
of the forces in the whole airplane being demanded. In-
stead it was assumed that$ for exaaple, the fuselage was
restrained at appropriate points analogous to the load
tests* Although the 1916 ELV did not make special mention
of it, one generally figured that in bi:pla.nes the upper
wing had to carry I*1 times, and the lower wing, 0.9 times
the wing loading.
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Based upon war experiences ‘(Germany ‘Alone built more
..t.han4,0.,000,airplanes) the BLV regulations were revised in
1918, by Hoff, Madelun”g,. and Stelm’achowski: The .strength
specifications were separated froxtithe design specifica-
tions and appended as llGulding Principles for Strength.
Proof of ‘Airpl”anes.it

The 1918 o“dition revealed uany modifications, although
tho fundamental principles had hcon retained. 3ocauso of
iho insistent demand for climb and ceiling, which was lim-
ited by the power of the available engino types, t-ne num.
ber of design types did note xceed 100, but ‘they were built
in large series and a world of experience was accumulated
in a short time. To-day the number of design types is
greater, the output per type smaller, and the selection of
tho right loa,ding condition more difficult.

Design and Delivery Specifications (3LV), 1918

Main load cases for wings

. The analysis shall be made for four main load cases,
conformably to the different flight attitudes. Direction
of loads and point of application are s-nown in figure 18.
The minimum theoretical breaking load is the multiplo of
total weight minus wing weight, given in table VII.

Airplanes falling into categories I and 11 are exempt
from inverted flight test (D case).

The load factors given in table VII apply only for
ma,thematic~~ proof when the plate effect of the covering
of the edge and intermediate strips and of the ribs on the
spars is not allowed for.:

These propitious effects gain full validityinthe
strength test. In deference to that the strehgth test is
governod’ by the load factprs appended to table VIII.

lnml Iml—lmmlllmnln Ilnm—. mmn . ,,,, .—.. . . . . . .. . ,,..— . . . . . . . . .... . . —.. —
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Table VI I.. Applied Load Factors

No ●

I

II

III

IV

v

.— ——-.

Cati3gor”Y

Status 1918 edition
BLV

Airplanes with

gross weight over
5,000 kg

gross weight exceed-
ing 2,500 to 5,000
kg (useful load
1,000 to 2,-000 kg)

gross weight 2i500
to 4,000 kg (useful
load 800 to 1,500 kg)

gross weight 1,200 to
2,500 kg (useful load
400 to 800 kg)

gross weight up to
1,200 kg (useful load
Up to 400 kg)

(kg X 2.20462 = lb. )

Table VIII. L@ad””Factor

Airplane
types

I

II

III

IV

v
—.

.—j...o,—— ——

Applied load factor

A case
plill-”out

3.5

4.0

4;5

4.5

5.0
——.—

.

B case
glide

—.

2.5

2.5

3*O

3..0

3.5

C case
dive

——

1*,2

lo~

1.75

2.0

2.0
-..-——.—

D case
inverted
flight
——

.

2.5

2.5

3.0
—.——

Specified for Strength Test
-———— —. .—

Specified load factors
A case ‘

pull-out

—
4.0

-t---!.]-.-...L5S:C

I
4.8 I 2.6

I
1.5 -

5.5 I 3.2 I 1.7,5 I 2,,3
I

5.s I 5.3 I 2.0
/

2.8

6.5 !
...—-—.——” “’0 -1.- 2“0 — t 20’ --
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The “military autk.ori ties reserve the right to reject
the existence of the strength proof ir..:thecase that the
stipula&@,e,l=o,a?i:factors R,re precisely obtained, but at
which deformations occurred which-in acc’ordb.nce to their
own experience prov~ aliunsuitable design.

The diagra~ of the air loads, giv6n in figures 18-22,
is reserved for spar, strut, aiid cable a.nalrsis. Details
regarding the loading and analysis of ribs will be found
in T.E. (Technische Berichte), vol. I, P. 81, and f-iw.re
23,

in tlie C case,. the, loading consists of frontal ‘pres-
sures Co and Cu equal to the resultailts of the air loads
acting as upward pressure bn tlie rear portion’ of t-hewing,
those actinE as down pressureon the fore part of the wing
(fig. 21) and of the turning noments Id. a~d Mu.

The load factors in the C case appl~ to frontal pres-
sure Co and Cu only. The total load o~i the wing is com-
puted as C = Co + Cu.

For wing-truss analysis without a multiple the moments
shall be

M. = Ca x 1.75 to for upper wing

% = Cu x 1.75 t~~ for lower wing.

In rib investigations these moments shall be 50 percent
higher.

If the wifigs have docalage, one experiences lift, the
other, drag. Lift and drag are inversel:r eq~ivaleilt and.
are obtained either from the polar di,agram or else shall
be estimated at 1 G for every decalago, and evenly distrib-
uted over both spars.

Tho next chapter treats of the relation of load ab-
sorption of upper and lower wing of a :bi.pl:lnewith diffcr-
e.n% stagzer and wing incidence based on wind tunnel tests
for t’po four load cases.

Decrease of Lift at Wing Tips

At the wing tips the load per unit length p, other-
wise evenly distributed across the span, drops to p/2
(fig. 24)” ov’er a distance equivalent to the mean rib depth-
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This assumption is valid for investigating the inner
bays of tho spars only. When computing the ovorhabg, the
full load p, effective up to the wing tip, ‘shall be in-
troduced;

The load per unit length p stresses the wing cellule
in two ways:

a) by producing longitudinal forces in the members of
the cellule and

b) flexural stresses in the spars.

The flexural stresses set Up by the partial forcos of

Ps which fall in the plane of the chords can be ignored as
soon as the wing because of ribs, internal bracing or strut-
ting, acts as homogeneous plate.

Panel Point Loads

Tlaese loads are deduced for the four load cases for
which the air loads and the loads per unit length have been
determined. The most elementary assumption is that half of
the transverse loading of the bays is transferred to the
joints.

Improvement of these panel-point loads according to
the calculation of the bearing moments from the elementary
Clapeyron equations, is readily effected with due regard
to any existing displacements. Determination of the ulti-
mate panel-point loads from the general Clapeyron equations
is des$red.

Loading of Tail Surfaces

The mean loading per unit area of fi=e~ and movable
tail surfaces is to be effected in accord with

Table IX. Specified Mean Tail Loading

Airplane type I II III Zv v

Mean loading
kg /m2 120 120 150 18; 200

The aileron loading q is effected at 200 kg/ins.
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The effect of unsymmetrical’wing l’oadingi as in sharp
turns, for instance, as well as the influence of an unsym-
rne”t”rical’’rnass-“off6c-tby ‘oblique landing, especially on cab-
ane, center-plane section, and center of fuselage, is to
be. investigated.

In monoplanes, unbraced biplanes, and such with one
plane of bracing, the strength test shall also adduce that
the warping between the spars, measured at t’he wing tips,
is no more than 5° in the A case, and- no more than 10 in
the C caseb ,,

Strength Factors of Materials

A final proof of the strength built up on generally
known averages is not permitted.

As concerns materials with accurately known strength
factors, &so factors, as well as the other material quali-
ties, such as elongation, (Youngts modulus, etc.), shall be
determined by test and thk obtained minima used in the
analysis.

For cables and wires, the elongation law must be proved
in each individual case by test on at least three full-sized
samples, with due regard to thimbles and splio.es.

As to spars, the raw material quality figures. must’ b.e
proved in each case by tests conforming approximately to
the actual loading attitude.

Breaking Streilgth - Basis of

For air loads on the airplane
so that the wing stresses couputed
the breaking limit. The selection

Strength Proof

maxim”um values are chosen
therefrom may approach
of these maxima is on

the lasis of,the reasoning that, fi~st the” breaking stress
of the most used material - wood - is’readily attained from
test sRocimensti whereas the el.qstic limit fluctuates; soc-
ofid, thoreis “no simpl~ relationship between’loading and
stressing a memltir in bending and.buckling; for ,example, in
such a ease the bonding moments under fourfold load ape

b greater thaw double the moments under .tmico tho load.

Cross Bracings

These shall be analyzed on the basis of the load by
mass effect while landing (six times wing weight), provided

L-
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‘that none of the principal load casq,s~~A - D makes ,greater
dimensions necessary.

When the landing wires do not conform to one of the
main load cases, their cross s~ctions shall be 70 percent
of that of their corresponding main wires, even if the test
for mass effect in landing would permit. of smaller sizes.

Struts, Wires, Cables, Turnbuckles, I?ittings

Unless covered, these parts shall have a strength mar-
gin, of 200 kilograms each.

In struts the effect of the initial stress is frequent-
ly higher than that of the airloads. It must be proved
that the longitudinal force in a strut is below Eulerts
buckling load, and that by an initial deflection of 1/200
strut length the occurring stress under the effect of 1/2
the specified breaking load does not exceed 50 percent of
the breaking strength.

Short members stressed in compression, if the slender-
ness ratio t:i ~ 105 for ingot iron and steel and < 110
for wood, shall be computed according to Tetmajer’s column
formula.

Fittings, sockets,
always be stronger than
ysis, official strength
the description must be

connections, and turnbuckles must
the wires. Instead of their anal-
test reports may be submitted and
such that the test can be repeated

if deemed necessary. The fittings, in particular, must be
tested very carefully, because the strength of the wholo
cellule is endangered by a weak fitting-

l?usolago

The stress in the longerons and diagonals shall be
analyzed from the loading acting simultaneously on horizon-
tal and vertical tail surfaces. Besides, ample strength
in compression and buckling of members in the region of
the cabane and of the body part between the wings must be
proved under six times the fuselage weight from above (nos-
ing over). When picture-framo cabanes are used which, by
equal dimensions, are less rigid compared to such diagonal-
ly braced, the effect of their deformation must be shown
in the analysis of the statically indeterminate quantities
of the wing cellule.
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1‘1 The load on the hand control shall be assumed at 80

~
kg; the foot control must be able to maintain a load of
300 kgz,150,kg on each pedal.,*-...,!

For the suspension of trie gasoline tank withuseful
load and superstructures, the force applied horizontally ,
and vertically is assumed at 8 times the weight of the
full tank for categories I and I“I,15:t~mes for cate~;ory
III, and 20 times for the airplanes in categories IV and V.

The loading of the passenger seats shall be, in view
of the mass effect:

at least 200 kg for categories I and II,
II If 3’00 II II II III ‘l IV,
If II 400 11 11 category v.

Fins and Rudders

In calculations of fins (fixed), rudders (movable),
their bracing and fittings, the loading per unit of surface
shall be raised to 300 kg/m2 (for categories I and 11, to
200 kg/ma). Members stressed in buckling, etc., shall be
analyzed for an initial deflection of 1/200 of this length.

Aside from the calculation of the rudder surfaces
themselves, the torsional stiffiless of the rudder axes and
the flexural strength of the levers shall be proved (applies
to elevator, rudder, and ailerons) ,

Landing Gear

Here three loading conditions are assumed (fig. 25),
namely, one-sided impact from below, from the front, and
from the side. The loads A and B; as well as A and C
shall be assumed as acting simultaneously. The loads shall
be at least the multiple of the static wheel load as given
hereund6r (50 percent of airplane weight fdr ‘double wheels).

:. .,

Load Multiple of static wheel load ~ .,

A. 6
B 4

>, ‘c” 0,6 ,.

The energy absorption of the landing gear is’figur6d
(in mkg) at ,

,,. ..-.— ----
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Gross weight (kg) X 0;18 m with automobile tires
II II II X 0.26 11 tire substitute. “

The specifications further require that the travel
should be 10 to 15 centimeters with a stop~

The Imperial Navy published in 1918, a set of llGener-
al Design Specifications for Seaplanesfi along tk.e lines of
the 1918 edition of the BLV, but differing as to height of
load factor, etc., namely:

Tatle X. Loading Conditions for German Seaplanes

E class
Load factor (to 2,5

, tons)

A case pull-out
B 11 glide
c ‘r dive
D II inverted flight
Static tail loading (for
fuselage analysis) (kg/m2)

Dynamic tail stress (kg/m2)
Ailerons (kg/m2)
Gasoline tank anchorage,
load factor

150
225
150

15

C & G.class
(to 5

tons)
—-.—

4.0
~o 0
1.75
205

120
225
150

10

--....—-———

R class
(over
5 tons)

—.-.-.. -

3.5
2.!5
1.2

100
150
125

6

No data are given about stresses in seaway. Staticall-
y indeterminate float gears have proved most relialle.
Special attention must be given to the bottom strength in
the fore-”and after body.

All seaplanes must be capable of being hoisted. Hoist-
ing gear shall be. analyzed with five times the b~q,~i~g
load factor. NO distinction is mad? between t~e,qnetical
and experimental breaking load. Note the higher

+
o’ad fac-

tors in the 3, C, and D cases of the first two ola+ses up
to 5 tons gross weight, although the point of appl$oqtion
of the load is the same as in figure 18, of the 1918 BLV.

Stelmachowski, who took part in the tests on military
airplanes as well as in the compilation of the 1918 BLV
regulations, read a report in the summer of 1918 beforo an
audience of airplane designers, intended to explain. and
give reasons for the 1918 loading conditions of the BLV
(reference 37) . ‘
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The design, or the’evaluation, of an airplane proceeds

from two points of view:
,,

1. Sati’efa~tory flight qualities; and
2. Full development of these qualities without .,~~

failure under unfavorable stress.
,.

The exploration of the air loads, on an airplane has
not yet reached the stag-e where they yield tomathematical
treatment in all cases and, where.an apparently clear pic-
ture of the effect of tho air loads is available; we lack
the mathematical tools to express the phenomena in a prac-
tical form. Neither do all phenomena lend themselves to
solution by exporlment ormeasurement in free flight, for
such maneuvers as a pilot, in moments of danger, attempts
or executes instinctively, cannot be emulated at will.
And these are ,the very cases in which’ the airplane is most
frequently stressed to the danger point.

Consequently, we must chiefly rely on exporionce, as
far as analysis of the loadings Is concerned. The usual
procedure is to assume that one airplane of known strength
has proved capable of withstanding all air loads imposed
upon it, even in the most severe cases, whereas another,
not quite as strong, was unequal to the task; hence a
strength must be prescribed which is greater than that of
the second, and not greater than that of the first air-
plane, Now, if the strength of different airplanes is not
greatly at variance, as actually is the case, the choico
is fairly well limited. Tne load factors not being the
same in different flight attitudes, these attitudes are
expressed by four Ilprincipal loading conditions or cases
A to D.~1

It would, in fact, bs erroneous to select the same
load factors for these, 16ad cases for all airplane types.
The air loads on th””ewings correspond to, the accelerating
forces of the” airplan”6 in motion and they depend upon the
speed change, that is, they are gr6ater as the airplane is
faster ‘and more maneuverable. Besides, since it is”accept-
ed”pradtice to make the desired “spGed and. maneuverability ‘
conditional upon the gross weight or the” useful load, It
follows of itself to classify the airplan”c typos ‘accwrding

h
to weight and’ useful load into different “stress catego-
ries of which there are five at the present time.

Admittedly, no “classification can~o all individuali-

I —
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ties full justice, if it is to remain comprehonsivo. The
mathematical estimate of the strength of -ihdividual”rnem-
bors,of the collule is not identical with tho proof of
tho strength by test loading, In the calculation the wing
collule is consj.dered a framework consisting of individual
members, whereas, as a matter of fact, the wings do not
act as beams consisting of two flanges (spars) and fillets
(internal bracc&) each, but in part as homogeneous plates:

1) because of the relatively closely spaced and spar-
connected bending-resistant ribs which, when one
spar is overstr’essed, transmit at least part of it
to the other under less stress;

2) because of the unloadifig effect of the ribs, the
edge strips and. intermediate strips on the inter-
nal bracing;

3) because of tho.not inconsiderable contribution of
the covering toward the load distribution.

These effects are disregarded” in the analysis. For
that reason it requires two regulations: one for mathemat-
ical proof of the strength with low, the other for test
loads with high load factors in the load cases A, B, and D,
but not in case C, because in view of the dimensions of
the internal bracing a high frontal pressure is specified
for the mathematical proof and because the plate effect of
the wings in a dive is of loss validity relative to the
turning moments of the forces. (This consideration is
rather abortivo, especially with a view to the componad
rib effect.)

The result of those, considerations are the load fac-
tors in tables VII and VIII qpecified for the stress anal-
ysis and for test loading. These loadings are to be in-
terpreted as breaking loads, i.e., under this load the
menbers of the cellule may be stressed to within breaking
strength.’ But that does not say that the loads obtained
from the tables agree with the actual air loads. Although
the magnitude of the air loads is not exactly known, it
may, nevertheless, be said that no such high air loads
occurs Thus the specified loadings contain a certain
safety margin which should he around. two times, (and prop-
erly soi in view of tile type of loading and tho quality
of the raw matori,als. Hereby the following effects must
be borne in mind:
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f
II 1. The load on the airplane in flight is not steady
)1!}, but changes at times yery rapidly; this has a vitfating,,*.
1$’

effect on--the qualities, especially ..thes.,treggthof the

$ structural materials with respect to time. Added to this
are vibrations owi”ng to the rapidly changing loads and to

i’
the bngin”e vibrations.

!/1~,.i 2. The difficult or altogether unprovable bracing of
: the lift wires set up initial s“tresses in the structural

I members.

3. The weather in time affects the strength of the
structural members, especially when wood is used for spars,
struts, ribs, etc.

4. Experience proves that airplanes manufactured on a
production basis are, because of subsequent strengthening
and installations, usually heavier than the prototype on
which the static tests had been made.

All this supplies the basis for the reasoning to in-
terpret the loadings given in the tables as breaking loads
of the original airplano for static loading. And it would
therefore be misleading and almost unthinking to assume a
safety margin which would let the designer assume that ex-
ceeding the strength of any structural material might be
permissible.

The increments to the load factors in table VIII
against those of table VII have been arrived at by experi-
ence. The comparison of the computed breaking loads with
those from breaking tests revealed discrepancies up to 30
percent. However, since they decrease with increasing
size of the airplane, the increments are in stages. Until
further .experiments prove the conventional load cases un-
reliable, they may be assumed as conformable to reality.

According tomore recent aerodynamic rqsearchcs, tho
,-

turning moments of wings heretofore assumed for case C.at

M =kt(G-
pvz’

GF)m0.85kcwt F~ (16)

e
were too small; the coefficient should be k = 1075 in-
stead of 0.67.

But experience teaches that the moments and load fac-
tors - apart from internal bracing of the lower wings -



afforded to ample dimensions; :henco it would not be justi-
fied to increase the mouents. So in order to arrive at
the known moments again, the load <actors for case C are
omitted with the ‘moments. ?3ut to avoidund.uly weak iater-
nal bracing, the ‘partial forces Gciing as frontal’pressures
in the plane of the wing are multiplied by corresponding
load factors.

This regulation contains no contradiction; it allows
for the fact that the spars are suitably dimensioned even
in the other load cases, whereas the internal bracing is
chiefly designed for diving. On top of that, a large pro-
portion of the air loads in a dive is taken tip by the fu-
selage, landing gear, etc., which is not included in the
stress analysis nor in the loadtest.

Hitherto it had been assumed that the distributioil.
of air loads was even across the wings. But that is not
exactly so, especially at the tips and tho parts ‘Dlanlket-
ed by the slipstream. Thus in the analysis of the contor
bays of the spars, a sp,ace equal to t“hc rib chord must Ie
figured with a decrease in evenly distributed loading p
to p/2 at tho wing tips. For the spar overhang, howev-
er, the full loading p up to t~e tips must be assumed.

All these considerations refer to a load symmetrical-
ly divided oil both sides of the center axis. But in a turn
the load ceases to be symmetrical. Still no special load
case is introduced, because the asymmetrical load stregses,
chiefly the cabane or ceuter section and its supporting fu-
selage members, unfavorably.

When defining the air loads on the tail surfaces the
same obstacles are encountered as with the wings. For the
tail surfaces themselves, ‘the prescribed loading would
serve no useful. purp,ose, because they are so small that
even an abnormally high load would not entail any apprecia-
ble weight increase. The tail loading is important for the
design of the fuselage. But because of its compact shap~,
the latter must always be considered a.~ a whole. anti heca.use
the discropancieq in thp moments oq thq fusol;.g$ are slight
by different positions of tho mean fOrCCS of t~ti tail load-
ing, only the amo~nt of tail loading is significant.’ Tkr.s
the problom narrows down to finding thb maximum a~poaring
tail loading.

The tail loading can be expressed by

——. —., ,,--- ,,,, . m--n I. ■ mmmmm, ■ ■ II ■m, . . I 111 ■—mm Im mI mm III 1 Illlwnlmm III
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,..,, ,.. +,, . . . . . ,., .
and is.primarily dependent upou’”-the”-speed an~ on the coef-
ficient. The maximum”speeds are either approximately
known for a given type or else specified. The maximum of

depends On the stabilizer setting and on the elevator
~fsplacement, and then only the most unfavorable case
needs to be considered. In this manner the loads, com-
piled in “table IX, have been set up, iand they are in close
agreement with the latest orporionco.

Howevor,, In view of possible damage during airplane
shipping the loading for members of the stabilizer in
group I should be raised to 200’kg/m2 and for those of
groups II, III, IV, and V to 300 kg/mz. Ailerons are cus-
tomarily figured at 200 kg/m2.

The load factors for the wing ribs in cases A, B, and
D shall be the same as for the whole wing cellule; in case
C, the moment specified for the cellulo should be raised
50 percent. The ribs must be subjected to a test loading.
The static tests must conform to established practicp and,
for the present at leasti, be carried to destruction.

In the discussion following t~is report, van,Gries
suggested for use in stress analysis $nstead of the break-
ing load, a smaller load facto~ occurring in flight and
therefore corresponding more cl~soly to reality, and also
to use the term )lsafetylragain, The calculation could then
be made within range of the elastic limit and would be more
accurate.

Hoff rep~isd that so long as we ~id not know the max-
imum servioe stress of an airplane, the Government Inspec-
tion Branch preferred the conventional breaking-load fac-
tors rather than ’the individual factors: safe$y and maxi-
mum service stress.

This opinion was also voiced by Kaiser, Mann, M$ller:
Breslau, and Re~ssner at a previous mebti,ng o.f leading
statisticians,

Madelwg spoke on the unsymmetrical st,rosses of.tho’
cabane caused by mass forc6s on the wing’s, when one mhcol
touches the ground.

When assuming an evenly distributed sand load over

,..,. —.. ..—.- .-.. ..-—.—
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the tail surfaces, there is the danger that tha designer
may be misled to save on size of taj.1 surfaces, as actually
admitted to me from several sources. Proceeding the other
way, that is, assuming that moments act on the fuselage
as result of the air loads on tho wings, it will bo seen
that those moments abe independent of the size of the tail
surfaces, Its size may perhaps be deduced from load case
B.

Sabersky stressed the importance of strength of the
structural components for~ as he said, the failures always
occur at the same places on our field service airplanes.
If the safety factors for the important joints were raised,
it might perhaps be possible to lower the now specified
breaking load quite considerably.

In his 1922 report on the strength of German airplanes
(reference 34) , Professor Hoff had this to say on the sub-
ject of strength of tail surfaces:

IiThe loads on the tail surfaces expressed as product
of dynamic pressure, air-load coefficient, and safety fac-
tor are purely empirical figures. It is of interest to
learn the factors of this product. Wind-tunnel experi-
ments concede that t_he figure ca

H
= 0.7 may be consid-

ered high for tail surfaces of conventional designs. BY
assuming a safety factor of around 2, the 1.4 part of the
loadings of tables IX and XI would have to be introduced
as mean dynamic pressure of the group, which for 0.125
kg s2/r@ air density would correspond to the speeds given
in table XI.

T&ble XI. Tail Surface Loading

Zci:n:% 6 3 %

Mean breaking load

Actual mean top speed

1 I # .——.-L-_~ ....._

The special emphasis on the unit surface loading of
German tail surfaces was rather from the point of view of
insuring propitious strength conditions than for aerodynam.
ic reasons. The characteristically German tail surfaces,
narrow and deep, are the results. Efforts to overtone this
were not lackinge ‘A suititble way appears to be to utilize
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,,
1)

/ tha tail -surf acemoment, which acts contrary ’to the wing

(1 moment”for stress analysfs.
,,

b.

~,,
The development of these specifications can also be

closely followed ‘t~pin van Griesl book on Airplane Stat-
~;” ics (reforenco 38). .,,
,.
)’
‘,.

Performances of Airplanes Built During the War

Part I is suitably closed with a review of ihe per-
formances of war airplanes~ since all later loading condit-
ions were largely based upon war experience. Figures 26
to 28 show the results of tho wing-loading tests for the
period from November 1915; to December 1917. The load
factor is plotted against the airplane gross weight. ~1]e
marks o denote wing failure; the other tests, marked . ,
were stopped prior to failure. Figures 29 to 31 show tho
load tests on tail surfaces.

Figure 32 shows the. vrin~ loading of the separate
groups versus wing area. Owing to the military demand for
high ceiling, tnf; wing loadiug p - 50 kg/m2 reprosentod
the constructional limit at that time,

In figure 33 the maximum speed ~:~s obtained in un-
accelerated level fligi~t, is plotted a[~ainst the perform-
ance loading G/N . The average is

(18)

Figure 34, shows the dynamic yr.ess-are qA s at which,
in case A load, the wing reaches the breaking load, versus
the dynamic pressure qh for maximum” horizontal flight.’
The average obtained quite frequently, is.

.“ ~A, ==1.5”q~. (13)

Translation by J. Vanier,
National Advisory Committee
for Aeronautics.

For Part II, see N.4.C.A. Technical Mernorandurc No. 717,
which follows.



.

56 N. A. C.A. .Technical Memorandum No. .716

REFERENCES

1. Bldriot-Remend: La Gloire des Ailes. Paris, 1927,
p. 308.

2. Bouttieaux: llA~rophile, vol. 19, 1911, pp. 223, 556;
la Technique A6ronautique, vol. 3, 1911,
p. 345.

3. James: ltAdrophile, vol. 20, 1912, p. 31~.

4. Chauvin: ltA6rophile, vol. 18, 1910, p. 13;

Largier: llA6rophile, vol. 19, 1911, p. 207.

Lenoir: llA6rophile, vol. 20, 1912, p. 423.

Patton: la Technique A6ronautique, vol. 8, 1913, p. 361.

5. Ofenstein, C. L.: Regarding the Matter of Load Factors.
Aviation, .April 13, 1929, p. 1265.

6. Pirath: Forschungser~ebnisso dos verkehrswissenschaft-
lichen Instituts fur Luftfahrt, Stuttgart, No. 3,
Munchen, 1930, p. 87.

7. Unfallstatistik der .DVL; Unfallstatis$tk des U.S. Depart-
ment ;

Weitzmann, Ludwig: German Aircraft Accident Statistics,
1930. T.M. I?o. 664, N.A.C.A., 1932; also reference 2.

8. Dumas, A.: Unfallberichte, Revue G&n<rale de ltA~ronau-
tique, 1912-13, pp. 77, 157.

9. Czuber: Die statistischen Forschungsrnethoden, Seidel,
17ien, 1927.

10. Seewald: ~~as~hinenbau, vol. X, 1931, p, 725.

11. Kraemor: D.V.L. Yearbook 1930, p. 411;
Xatt!ks,as: D.V.L. Yearbook 1931, pp. 439, 470.

12. Hertel: D.V.L. Yearbook 1931, p. 142.

13. Skutsch: 3auingenieur, vol. VII, 1926, p. 915.



N.A. C.A. Technical’ Memorandum NO..’716 57

I
1

14. Plank, R.: Z.,.~.D. I., vO1. 75, ‘1931, P= -641.

~= ___ 150 Se’e, A,.: l!A6rophile,..,yol. .20. 1912, pp., 81* 341.
!~ James: llAdrophild, vol. 21, 1913, p. 27-4. ,i)

‘/ 15. Thai au: Aufgaben der Luftfahrzeugstat ik. D..V..L. Year-

/
bOOk 1931, p. 67.

1!

I 17P Fritsche: Bauingenieur, vol. XI, 1930, p.. 888,.

18* James: llA6rophile, vol. 19. 1911, P* 428.

19.. Untorsuchung eintis Unfalles. D.V.L,. Yearbook 1931, p.
100.

20. Nicht verdffentlichte Berichte der Statischen Abteilung
der DVL, Nr. Cf. 8, 14, 20, 21, 23, 25, 36, 48, 56,
57.

21. Hirschauer: lJA&rophile, vol. 20, 1912, p. 325.
Breguet-Devillers: l~A6rophile, vol. 31, 1923. p, 102.

22. James:. l~A6rophile, vol. 19, 1911, pp. 341~ 428.

23. Bldriot: llA6rophile, vol. 20, 1912, p. 149

24. Voigt: l!Adrophile, vol. 20, 1912, p. 415.

25. Delauna%: l~A6rophile, vol. 20, 1912, p~ 317.

26. Clarke, T. W. K.: The Ma,ximurnLoading Attainable on the
Wings of an Airplane Owing to the l?lattening-Out
after a Prolonged Dive. R. & M. No. 128, British
A.C.A., 1914, p. 353.

27. James: llA4rophile, vol. 20, 1912, PO 518.

28. Reissner: W.G.L. Yearbook 1912-13, p. 85.

29. Hoff: W.G.L. Yearbook 1912-13, Appendix, p. 2,6.

30. Hoff: Z.F.M6, vol. V, 1914, pp. 4, 149; T’echtiische 3e-
richte der l?lugzeugmoisteroi , vol.. I, “1917, p. 51;
13er. u. Abh. d. TGL 1922, Iqo. 8.,p. 14!?. -.

31. Ilalrstow, L.: Applied .4crodynamics. Longmans, Gzeen
and C* London, 1.92G.



58 N. A. C.A. Technical Memorandum No. 716

32. Hoff: Z.F. M., no. PII, 1916, p. 29; D. V.L. Yearbook
1912-13, p. 25,

33. Thalau: D.V.L. Yearbook 1929, p. 90.

34. Hoff: Ber. u. Abh. d. TGL 1922, no. 8, p. 150.

35. Reissner-Schwerin: T.G.L. Yearbook 191S, p. 1.

36. Vogt, R.: #her die notwendige Sicherheit der Trag--
flugel. Tokio, 1929.

37. Student, Captain: Flight .Characteristics. T.I?. No.
153, IT.A.C.A., 1923.

38. Van Gries: Flugzeugstatik. Springer, 3erlin, 1921.



t

*. .

,
. k >2;

—.—
:–~2&g”‘7.,..,

n
P

y

“.
a \ -..

i
\c

2
\b—. -.

>
al-

0 ——
-3 0.3 6- 9

log, H
Figure l.-llrpectancyof wing stresses (aj,al),

fatigue strength of compenpnk parts

1.5

1.0

c
a

.5

0
-.1

0 .2 .4 .6 .8
Cw,cm

Figuxe 3.-l?olarof a 1911 air-
plane according to

Reissner.

Ii&b
Figure 5.-Position’ofwing

spars and rib load

and.
(b,c).

3.5

1.0

Cil

.5

0

-.1
0 .2 .4 .6

Cw’%
Figwre 4.-Polar of a 1927

multienginedland-
plane. Curve a: wing polar,
curve b: airplane polar curve,
curve c: moment coefficient.

+—–
/-f————

?/’ ;
o

//

‘.
‘r‘. r“.-.o
‘.\

//
: ./
A

Figure 6.-Change to steep glide
and pull out in hori-

zontal flight.



>

N.A.C.A. Technical Memorandum No. 716

e
\l

ligs. 2,7,14,15

9 /“’” 1/.

.: I
1

~

$

I-...--_-—Figure 2.41batros bipl
type F2, 1911
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s-. Figure 7.-Cable tensometer (taken
Outlet ~–– from B & A of the WGL

-—— 1922, p.148, fig.25).

m cater

Figure 15.-Ileflectionsof leading
edge of wing (source

ZRd, 1916, p.~, fig. 12). —. +

Figure 14.-%etaof R- with
load ohar~ (source:

ZIM, 1916, p.=, fig.9)o
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Yigs. 8,9,10,13

Figure 8.-Cable tensometer (Fig.26)

4— ———
Figure 9.-Cable

tenso-
meter installed
in Albatross
Taube (Fig.27)

Figure 13.4ir-
plane

wing under load
test (from1912/
13 DVL yearbook,
page 25).
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TBI,p.94, table 28)

Eigs. 11,12

Front right d5r
------ Rem !I d7r
---- -- Front left d5T

Rear II an ~

Lift wirss d51, d?%, d5r, d?r

Flight in gusty weather
Flight No.4
June 14, 1914 a.m. ‘“,-”
Pilot: LandMann o w a s 3

Level flight in calm weather

Slight left turn Slight left turn
—-. --------

EIAght No.5, June 15, 1914 a.m. Pilot: Landmenn

Right turu Recovery Corkscrew left Recovery

t ~:: ,~l~-tti

----. --------------- -.---

0 a 20 so to S7 Cv

Glide Pull out

o w 20 w ,W

Flight No.12
June 17, 1914 a.m.

,~~bk’7”n+
s

Flight No.f2
s s

~ight No.1% Ftigh% No.lf
June 17, 1914 a.m. June 6, 1914 a.m. June 17, 1914 a.m.
Pilot: Landmann Pilot: lkldmann Pilotx V.L6SS

Weight 942kg weight 1004kg
Albatros BII Glide &pull out

Figure 12.-Indicatorrecords for cable forces
(~om mI, P.M. table 25 & 26).

—



In,.1!

\

1’1

I N.A.C.A. Technical Memorandum No.716 Figs.,! 16,17’,23

l-, Slope 3:1

5 .’ \ 1 ——

“T--

*

‘f: -

1 1
~! Iii

21—
3

AB

J----C
I’i@re 17.-Direction”of air”

loads(sourceBLV,
1916, page 8).

I II , I , 1 I J.—~
-5101510 20 ?0o
-3.8 2.5 1? 25

C?”
c +12.030 -

e, 1220
m, 1000
n, 990
r, 700
s, G50
u, 4Z5
v, 230
w, 225
x, 110

E +4.25;;-
A +2.000 -

D -0.970 ~

/kg .m

Figure 16.-Distribution
of total air-

plane weight A over tine
spars during glide at
different path angles q
A) load on front spar.
B) II 1! rear }!

*
c -50.000

“Nd’’l?a

I
Nb

I

I
1

I
I

I
1

I
Fi,yure23.-Distribution

of air loads
over wing load (A and 3
of WGL)

t m I—.. . .“-..



.

N.A.C.A. Technical Memorandm
a. .b

...
4

<

co
e -.
-+’ .

f— -

(IU

Figure 18.-Position of
air loads.

a,

b,

c,

to

T
Do 4:1

1.75 to

d, 1.75 tu

‘i \ tu
J e, -E-

I&n-e 21.-C-case nose
dive.

‘

3’1

Figs. 18,19,20,21
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Figs. 29,30,31
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Figure 30.-Load test for elevator
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Wing area, F
I’i<-urc32.-Wing loading of German airplanes.

Figure
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