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SUMMARY

An experimental investigation of several airplane configurations was
performed at a Mach number of 3.0 in a continuous flow tunnel at the Lewis
laboratory. The configurations, considered conventional, had circular
fuselage cross sections and a sweptback wing. One design incorporated
two nacelles; the other had two side inlets located under the wing. A
concept of interference cuts on the fuselage was also investigated for
both designs.

The experimental results indicated no effect of the interference cuts
in improving a maximum lift-drag ratio of 5.6 for the basic wing-body
combination. This ratio was reduced to 5.1 when nacelles were added but
was unaffected for the side-inlet configuration. Beneficial results were
obtained with the side-inlet configuration in that Mach number reductions
were realized at the inlet face on the order of two-dhensional compression
based on positive angles of

As flight Mach numbers

attack.

13WIRODUCTION

increase, the airplane-performancerewards
for integrating the powerplant with the airfr-&e al~o increase as illus-
trated analytically in reference 1. A Lewis program for stud@ng airframe-
engine arrangements also includes experimental investigations of which the
results of this report are a part. The emphasis in these experimental
studies is on the engine installation and, in particular, on a study of
the interactions between the engine and airframe with the object of deter-
mining favorable interference effects. The information presented in this
report includes the external aerodynamics of the airframe also the effects
of engine location and a survey of the flow field at the engine inlet.

.



2

.

IfACARM E57K26

The airplanes for this investigationwere to represent initially
manned interceptors of about 25,000 pounds gross weight, using hydrocarbon
fuels, and designed for a Mach nuniberof 3.5. This concept influenced the
choice of wing shape and the ratio of fuselage to wing size. The power-
plant was assumed to be a lightweight engine with a high airflow over the
Mach nuniberrange and might be an air turborocket as described in refer-
ence 2 or a very low compressor-pressure-ratioturbo$et. A lightweight
engine permits powerplant location further from the center of gravity
than is possible with a heavy engine.
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present tests were made at a nominal
numbers which varied from 3.6x106 to

SYMBOLS

Mach nuniberof 3.0 and at
9.9x106 based on body length.

following synibolsme used in this report: —

axial force

span

drag coefficient, D/~+ ~

drag coefficient at zero lift

lift coefficient, IJq&

lift curve slope measured at

pitchi~-moment coefficient,

zero lift

yawing-moment coefficient referred to 50-percent m.a.c.> W/~Swb

side-force coefficient, y/q#w

increment in axial-force coefficient

increment in axial-force coefficient due to internal-duct friction

incremental correction in axial-force coefficient due to inlet
location

referred to 50-percent m.a.c.

drag

hydraulic dismeter, in.

thrust function, pS(l +y#)
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local duct friction coefficient

mean apparent duct

lift

lift-drag ratio

friction coefficient

engine length,

body length

Mach nuniber

in.

pitthing moment

mean aerodynamic

yawing moment

static pressure,

chord of wing

2b/sq in. abs

dynamic pressure, ~ PM2, lb[sq in. abs

local body radius

maximum body radius

area

fuselage frontal area

wing area, including portion submerged in fuselage

wing thickness to chord ratio

body longitudinal coordinate

side force

fuselage volume, cu in.

angle of attack, deg

angle of sideslip, deg

ratio of specific heats~ 1.4

angular change of inlet flow due to airplane interference
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x angle of exhaust with respect to free-stream direction in plan
view

@ momentum,
f
* (P - P())= + J

Tph? ds
A

Subscripts:

e exit

fr friction

in inlet ..

max maximum

o zero lift

tu turning

w wing

o free stream

Superscript:

+ referred to Mach number of 1.0

APPARATUS

Wind Tunnel

The investigation was conducted in the Lewis laboratory 1- by l-foot
block tunnel at a nominal Mach nuniberof 3.0. The tunnel-inlet total
pressure can be varied between 10 and 54 pounds per square inch absolute.
Tunnel-inlet total temperature was maintained near 1000 F, and the specific
humidity was maintained sufficiently low to make condensation effects
negligible.

The model was supported

Model Support

from a sting attached to a strut. The sting
could be pivoted about the leading edge of the strut, and the strut could
be translated into or out of the tunnel so that the model couldbe kept
at the center of the tunnel at angles of attack up to 12°. The mechanism
was arranged so that the model pitched in the horizontal plane.
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the balance temperature.
there were no tare loads

5

Since the angle-of-attack plane was horizontal,
due to model weight. Strain-gage readings were

made with a self-balancingpotentiometer.

on
by

and

the
The
the

Models

The models, shown in figures 1 and 2, had identical wing locations
the fuselage. The fore and aft thirds of the fuselage were determined
the equation for the Sesrs-Haack body:

k ‘t -+)3/2
the center third was cylindrical.

The basic fuselage shape was modified in an attempt to incorporate
favorable interference effects described in detail in reference 3.
interference cuts were bounded by Mach lines In a vertical plane from
wing leading edge or trailing edge. The angle of the interference

pbne was 3° to the vertical plane through the fuselage centerline. The
fore interference cut was intended to generate a favorable lift interfer-
ence on the wing. The sft interference cut was intended to generate a
drag reduction on the fuselage. These cuts also effectively increased
the fineness ratio of the fuselage fore- and afterbodies. The internal
engine flow that would exist in a real airplane was simulated by constant
area straight-through ducts having the correct external shape from a drag
standpoint. The duct internal friction was subtracted from the model
forces. The configurations were tested without tail surfaces.

Also shown on figures 1 and 2 are pertinent model sreas and dimen-
sions and a further explanation of the interference cuts on the fuselage.
The full circulsr fuselage is not shown.

Instrumentation

Two types of runs - force and pressure - were made; the instrumenta-
tion differed for each type. The tunnel-inlet conditions of total tern.
perature and pressure, test-section static pressure, and humidity were
measured for all runs. For the force tests the instrumentation consisted
of the strain gage, static-pressure measurements at the model base area>
and static-pressuremeasurements in the internal flow at the engine
etiaust.

For the pressure run the instrumentation consisted of rakes of pitot
and static tubes located in the plane of the engine inlet.
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The following procedure

PROCEDURE

NACA RM E57K26

Test Procedure

was used for running the force tests. The
installed strain-gage balance was calibrated in the wind tunnel. This
procedure permitted calibration of the strut-sting strain-gage angulm?
deflection as well as the prm and interaction characteristics of the
strain gage as a function of the applied loads and moments. Before taking
data, the tunnel was run to cool the model and strain gage to the steady-
state operating temperature. The tunnel was then shut down but held at
vacuum, and the potentiometer strain-gage readings were set at zero while
the ,temperatureremained constant. The tunnel was then restarted. Read-
ings were taken at 2° increments at nominal angles of attack from 0° to
QAo . At the lower angles of attack, the tunnel total pressure was main-
tained as high as the strain-gage-balancedesign loads permitted. As the
angle of’attack was increased, the tunnel pressure had to be decreased
accordingly. This procedure resulted in lower free-stream Reynolds num-
bers at the higher angles of attack as indicated in all the figures.

The pressure runs were made at the same conditions as the force runs
on an alternate sting which had no strain-gage installation.

—

Data Reduction

The true values of normal and axial force, moments, and a@es of
attack were determined from the calibrations and indi@ed rea~Ws~ me
corrections to be discussed later were then applied to the measured axial
forces. The axial and the normal forces were then converted to lift and
drag by the usual relations.
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Base-pressure correction. - The axial force was corrected to that
force which would have been measured had the base pressure been anibfent.

.—

Estimation of correction for engine internal friction force. - lt
was desired in the present studies to eliminate the engine internal fric-
tion force associated with the constant srea, straight-throughpassages.
A static- and total-pressure survey was made at the engine entrance, and
a static pressure was measured at the engine exit. With this information
it was pos6ible to estimate the engine internal friction force using the
method and information of references 4 and 5 and, in particular, table
4.26 of reference 4. This method assumes one-dimensional adiabatic fric-
tional flow through a constant area duct. ..

me axial friction force coefficient On the inside Of the dUCt isJ
using symboM of reference 5> as follows:

, ---
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where

% J- ‘in

()

Fe/F*

‘A,fr = : pO#& = ~ p&&
(Fin -Fe) =1

#

1-
F~*

2 ~ Osw
(1)

(2)

and ~ is known. The terms pi~po and ~n were determinedly rake

measurements, and Si~~ was a known model characteristic. l?rom ~n

the parameters (F/F*)in “and ~/p*)in were determined by reference 4.

The conditions at the exit were determined from

where (pe/po) was determined experimentally from

As a correlating
defined as

parameter, a mean apparent

a

(3)

rake.

friction coefficient,

may also be obtatned (using

CAL=
D

ref. 4) from the expression

where & is the engine length.

For the model with nacelles, the static pressure
haust could not be satisfactorily measured because of

at the engine ex-
reflected shock

waves from the inlet. In this case, the internal friction force was esti-
mated using a mean apparent friction factor of 0.00IS that was chosen from
the data for the side-inlet model. The tables of reference 4 were used in
this case also.

Estimation of correction for engine internal flow turning. - A cor-
rection for engine internal flow turning is reqtired in the circumstances
shown in the following sketches:

k--q” ‘
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Sche-tic plan view of afrplane
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Schematic plan view of model

A correction must be made if, in the plan view of the airplane, the etiaust
would be in the stream direction; but in the model the air taken in at the -
inlet was efiausted in a direction other than the stream direction. In
the airplane, there is no axial force because of the turning or offset.
The correction, approximately, “s—

‘in - @e Cos ?b

‘A,tu = M%

was generally very small.

Estimation of correction for engine-inletmomentum. - The conventional
definition of thrust is EM follows: —

where

The conventional airplane drag must then be modified by an inlet-location
force given by Fe = @O - @i cos e if the inlet were subjected to inter-

ference from the airframe. This concept was developed and evaluated in
detail in reference 1. Such an inlet-locationcorrection was applied to

9

the present configurations to make comparisons between the configurations
as equitable as possible (see following sketch). ● ...

.
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The correction was calculated

Qo - @in Cos ,&

%%

b

as follows:

A

[i

J& 1 + O.zMg
Cos & -

‘o 1 + o.2M:n

9

In this equation ~ iS knom; Pi~PO and ~n are determined by rake

measurements, and SiJ~ iS a

In the case of the present

The conibinedcorrection of
internal friction” is approximately equivalent to the calculated dMference
in momentum between the model-engine duct exit and the free stream.

known model characteristic.

models, this correction was also small.

“inlet-locationforce” and “engine-duct

RXSIJIIl%AND DISCUSSION

The results are presented as angle of attack, drag coefficient, and
moment coefficient about the 50-percent-wingmean aerodynamic chord as a
function of lift coefficient. AWO presented are Mft-drag ratios and
local Mach numbers at the engine inlet as a function of angle of attack.
Side-force and yawing-moment coefficients about the 50-percent-wing mean
aerodynamic chord at zero angle of attack are presented as a function of
angle of sideslip. These data sre presented for the configuration with
and without both the engines and fuselage interference cuts at a Mach
number of 2.97. The results of all configurations are sunmmrized in
table I.
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Configuration with Nacelles
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No interference cuts. - Figure 3 presents the longitudinal aerodynamic
characteristics of the body-wing configurationwith the full round fuse-
lage. Although the configuration had the wing mounted high on the fuse-
lage, the lift-curve slope (fig. 3(a)) was essentially the same at plus
and minus angles of attack, and the drag polar (fig. 3(b)) was essentially
symmetrical. The lift-curve slope for the configurationbased on wing
area was 0.026 as compared with the two-dimensional flat late value of
0.025. TThe slope of the pitching-moment curve (fig. 3(c) , although non-
linear, indicates that the neutral point was ahead of the 0.5 mean aero-
dynamic chord of the wing. Figure 3(d) presents the configuration lift-
drag ratio. The maximum Lift-drag ratio, about 5.6, was the same at plus
and minus angles of attack.

Figure 4 presents the longitudinal aerodynamic characteristics for
the configuration with nacelle engines. The W% at zero angle of attack,
the lift-curve slope at positive angles of.attack, and the level of the
drag coefficient were increased because of the addition of the nacelles.
The maximum lift-drag ratio decreased from 5.6 without nacelles to 5.1 and
5.2 at plus and minus angles of attack, respectively.

Figure 5 presents directional aerodynsnic characteristics of the con-
figuration with nacelles as a function of the sideslip angle. The con-
figuration was directionally unstable about the 0.5 mean aerodynamic chord
of the wing. By assuming a vertical tail with the same ~ as the wing

B
c& and a tail moment arm of one wing span, a vertical taii area of 23

—
percent of the wing area would be required to produce neutral directional
stability. The drag of the vertical tail-obviously would reduce the
lift-drag ratios shown in figure 3(d).

With interference cuts. - Figure 6 presents the longitudinal aero-
dynamic characteristics of the same body-wing combination previously dis-
cussed but with body interference cuts. The test results show that the
interference cuts adversely affected the lift-curve slope, drag at zero
lift, and the lift-drag ratio.

.
—

.

*

.

Figure 7 presents the longitudinal characteristicsof the%ody-wing-
engine conibinationwith interference cuts. The effect of the cuts was to
reduce the magnitude of the maximm lift-drag ratio from 5.1 to 5.0 at
positive angles of attack and from 5.2 to 4.9 at negative angles of attack.

.—

Configuration with Side Inlets

No interference cuts. - It maybe considered that the body-wing com-
bination of the previous models is also the body-wing combination for the

.

.



-.

●

NACA RM E57K26 11

configuration with side inlets. The longitudinal characteristics of the
configuration with side inlets, then, are presented in figure 8. A com-
parison of figure 3 with figure 8 shows that the maximum lift-drag ratio
was essentially unaffected by the addition of the engines, inasmuch as
both CD,O and C% were increased.

With interference cuts. - Figure 9 presents the longitudinal charac-
teristics of the side-inlet configuration with interference cuts on the
fore part of the fuselage. The maximum lift-drag ratio was again about
5.6 and occurred at about a 4.6° angle of attack; however, at negative
angles the maximum lift-drag ratio decreased from 5.5 to 5.3. In a com-
parison of the configuration with side inlets and the nacelle configura-
tion, the placing of the engines in the tuselage will reduce the avaibble
storage volume.

Figure 10 presents the Mach nuuibersat the engine inlet. At zero
angle of attack the average Wch nuniberat the engine inlet was at free
stream although the Mach number at the bottom of the inlet was about 0.14
lower than at the top. The bottom of the inlet felt the compression from
the wing leading edge while the top of the inlet was iufluencedby the
wing profile which produced some expansion. This local Mach nunibervsri-
ation held for all the angles of attack investigated. At a 4.4° angle of
attack, which was about the condition of msximsanlift-drag ratio, the
average Mach number ahead of the inlet was about 0.17 below free stream.
The reduction in Mach number for two--nsional flow (due to angle of
attack alone) at a 4.4° angle of attack was 0.15. The remaining fQures
show that the Mach nmiber at the inlet decreased for further increases in
angle of attack and increased as expected at negative angles of attack.

Figure 11 presents the directional characteristics of the configura-
tion with side inlets at zero angle of attack. Although also unstable
about the wing 0.5 m.a.c., this configuration was less unstable than the
configuration with nacelles (fig. 5).

SUMMARY a? REsunrs

The results indicated by the Mach 3.0 experimental conclusions sre
summarized as follows:

1. The highest lift-drag ratio in the present tests was 5.6 for a
configuration with side inlets.

2. Interference cuts on the fuselsge of the present design were in-
effective in improving the configuration maximum lift-drag ratio.
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3. The addition of nacelles at approximately one-half of the wing
semispan reduced the maximum lift-drag ratio of the configurationwith-
out interference cuts from 5.6 to 5.1.

4. Mach number reductions on the order of two-dimensional values were
obtained at the inlets of the side-inlet configuration.

Lewis Flight Propulsion Laboratory
National Advisory Committee for Aeronautics

Cleveland, Ohio, December 3, 1957

REFERENCES

1. Luidens, Roger W.: Arrangements of Jet
creased Range. NACA RM E56L04, 1957.

Engine and Airframe for In-

2. Luidens, Roger W., and Weber, Richard J.: An Analysis of Air-
Turborocket Engine Performance Including Effects of Component Changes.
NACA RM E55H04a, 1956.

3. Ferri, Antonio, Clarke, Joseph H., and Casaccio, Anthony: Drag Reduc-
tion in Lifting Systems by Advantageous Use of Interference. PIBAL
Rep. 272, Dept. Aero. Eng. and Appl. Mech., Polytech. Inst. Brooklyu,
May 1955. (ContactAF-18(600)-694.)

4. The Johns Hopkins University Applied Physics Laboratory, cd.: The
Mechanism and Thermodynamics of Steady One-DimensionalGas Flow.
NAVORD Rep. 1488, Vol. I of Handbook of Supersonic Aerodynamics,
sec. 4, Dept. Navy, Bur. Ord.j Apr. 1, 1950J pp. 4.1-4.15S.

5. Shapiro, Ascher H.: The Dynamics and Thermodynamics of Compressible
Fluid Flow. vol. I. The Ronald Press Co., 1953.

.

,.
.

-

-—.

E
4
:

—

-...—

-“

.—.

.,
—
—

.
——

. e.

●

.

—



*

TABLE I. - SUMMARY OF LONOITODINAL AND DIRECTIONAL OHMLAC!CFJUSTICS

[Free-stream Mach number, 3.0 ]

458=( , ,

Num- Con figuration Angle Longitudinal Directional Refer-.
ber of

1()

ence
attack L aop~ , CDO ao, CL dCD Cma ~ . d%
direc- ~ ~=

()

(qn)
deg deg a ~ “ % O’%

tlon L
q. a:

()E-

1 Body - Wingj

without
+ 5.6 5.0 0.026 ----

titer ferenoe - 0.011 -0,2
5.6 -5.0

— 0.71 -0.0023 0.091 ------- ------- Fig . 3
0.026

out B
-----

2 Body - Win6 -

Nacelles; + 5.1 5.0 0.029 2.97
without 0.015 -0.6 0.62 -0.0074 0.080
lnter~ereno e - 5.2 -6.4

-0.0052 -0.0061 FISS . 4
0.029 2.95 and 6

cute

3 Body - Wing;
with + 5.4 5.0 0.024 ----

interference 0.012 -0.4 0.77 -0.0023 0.115 ------- ------- Pu. 6

cuts 5.1 -5.5 0.026 ----

4 Bmly - wing -
Nacelles; with + 5.0 4.6 0.028 2.96

Interfemume 0.016 -1.0— 0.63 -0.0357 0.086 ------- ------- F@. 7

Outm 4.9 -6.6 0.028 2.96

5 Body - Wi~ -

Side inlets; + 5.6 5.0 0.028
without .0.012 -0.4 0.65 -0.0052 0.023 ---- ------- —----- FIJs. 8
interference - 5.5 -5.0 0.028 ----

Cut B

6 Bcdy - wing -
Side lnletE; + 5.6 4.6 0.028 -0.020 2.82
with 0.012 -0.5 0.70 0
interference - 5.3

-0.0027 -0.0044 Fis8 . 9
-5.4 0.028 0.023 3.33 to 11

outB

I-J
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Altcmate configuration Fas fuselage vitb full body of remlntion. ) (All 6immeionE in iIEIMS.)

* .
I, r 1:, .,,.,,

, D

1, II

L8H
‘ ill” 1’‘,1”



Ikitum point for In this @ace any horkmntal lina ~,wing tinm a @nt on tha line estubMahed by tha

loaating dl.agoml

-=$-%-

l&12 t angles, sterting from station 9.932 haa a 30 angle Izwlhe Bloping t-ward tha lima

surface intei-e00tiom3 established by the 22%1 an@.a and end~ at earm .

in vertical plana.
1.S1-q 1

~. b tlds surf’am w _

~ p= &.tm:.

ii

the line established
by the 22’%6’ angle,

B-k.9rting at Station

“ 6.62, is ~allel ta

the lon@tudinal tie.

*
“i.!

*.#-.

Il!l“1

$tatim 6.62 9.93 13.24

Pig-me 1. - Concluded . Configuxatlon with near circular fuselage and mcelles. (Configuration 1. shown with interfm-

ence cuts. Alternate cmfigmation has fuselage with full body of revolution.) (KU dimensions in inches.)

P
UI



P
m

lo. m I / ,

__ —--- -—— — ———
> 1.,23 I

—-

0.70

!!?
0.35

I 0.33—-

0.33

).?h
.<.L,

Figuxa 2. - Coueiguration with w clrculm fusel.age and side Mwk. (~-t~ ~ _ Vlth Interfm+sme cuts.
#J.t%i7SlteCOUfi@iMl kB @ fbhB ~ ddWi Of fU8ehg0. ) (~ dh3L9i~ iU hc?W. )

I k, Ii ‘ 4 1
, &iv,



,
cc-3

, * 4587 ,; ,

In tkls eurfece m horizontal line pessing tbru s @ut on the line established by

16%!’ angle, harting from Btation 9.93, has a & angle incline sloping taward tbe

estabjlebed by the 2P

Ik.tnm point for

lucating diagonal

anrface intereectl
in vartical plnne.

?

[J
h tbia eurfaoe any

horizontal Una psas- ~“ r

ing thru a point. on

the line eatabllahad

by the 22%6’ angle, I

tlw

Line

*

+ +

etmting at dation
6.62, is paral..bl M 2P36 ‘ I/ I
the longitudiml .SxIe.

1 --K—

,la012~ - I
~~

,-.

B
—

“i
i I I i

I

Station 6.’82
9.93 X5:24 *

Figure 2. - Concluded. Configumti.un vitb neex cticul.5m fiaelage and aide tilata. (Configuration is ehown with inter-

feranoe cuts. Altaruate mnflguration MS only flats on sides of fnselage. ) (All d-ions in inchaa. )

E
!2

1:.

—



.- . . .

-.

-.

-.

-.
0

hw or .tta.b, ., dq
.= .04 .10

Rva oo9#Lnt, $ .li .49 -.LM ..C4
~itii~ +c9& .?Mrrioimt,

%

Mgmw 3. - Lmgitudinal RaO@amic aknwtQ-iStiaa d lxqr-wing Combiuatlon; Yithmrt interference UutS . he-s- m

mmiberm 3.0.



, . *

6P

Reymlde number

4 - 0 9.9X106
i

❑ 5.4

~

:

-2

/

-4
a }

-6

-16 -12 -8 -4 0 4 8 12 16

Angle of attack, u, &g

Fignre 3. - Concluded. Longitudinal aerOdYDELWLC charackrid.lca of body-ulng Combi=tionj without
Interference cuts i Free-stream Mach number, 3.0.

t

~
&

E!
M

i!
m

*
*-

Ill
./,,..,
..’

F
co



-.

N
o

-.

-.

-.

-,
hlgl. or at-, 5, &g

o .02 .M .08 .10 .12 .C
m-as mvrrioi=llt ;%

m.ewew; ; y~l a ~a olmrac-titics of oOmHguraticm with mcellm; wlthmt inbrfmwmce outs.

. .

-.oa
Pmliu.izt

-moimlt,

%-/2

I

~il ‘ 1
? , ,LWi?’~’,i,



, I . . ,

6
t 1 I

Re~l.ds nuniber

9.9xlo6

❑ 5.4
4

0 3.6

2 ~~

(

o

-2

/

d

-4 g

/

/“

-6

-16 -12 -e -4 0

I

4 13 12 16
me of attack, a, &g

Figure 4. - Concluded. bngi~ emodymdc Ch@ZWkI’IS*iCS of eonfigmdcion with DacelJ.eB; ulth-
Out interference cuts. Free- 6trearnMach number, 3.0.

1..



.1(

J,

.0

(

.061

.05

Jl

.Q4

.03

.02

.01

0
-1

1 ‘,,:1 i, ‘1 “i I* II ,1

,.
I I I

-lo -8 -6 -4 -2 5

An&le of sideslip, ~, deg

Hgure 5. - Directional aerodynamic characteristics of configuration with
nacelles; without interference cuts. Free-stream Mach number, 3.O;

Reynolds number, 9.9X106.

A3W
.“. 1,. 1



, ,

,40

Rqmnldm mmb.s,

-o O.axd

30
8,4

:

0

3.8
m’

-.

-.

-,

A-“-16 -12 8 0 n
A;l, d dmck, a, d,:

14 1

R“u O-friaimt,~

4587 ,

Flt.bins-mrmt

,m8trioi.”t ,

%2

pi=;; ; I&WMl ~ ohm!aotmhtics of tc+wing ucmbtiticm;with Interferencecutw. Free-6tmeam Mmh
.



,,
,.

6 . I I 1

Reynolds nuuiber

0 9.8K106
- \

o 5.4

w
4 ‘

I I 1

2 *F

-2

& ,
-4 ,

w

\n

-6

-16 -12 -8 -4 0
Angle of attack, a, dej

8 12 16

Flgare 6. - Concluded. Tlmgitudlnal aero@.?mic characteristics of body-ving ~bi~tionj with inter-
ference cuts. Free-stream Mach nuuber, 3.0.

. . , # Lsiv
II ‘;l’, ,,,’

\‘1!
11



. cc+
,

-.

-,

-,

-,
AU#l. of .tt.ek, a, deg mu Omrrioimb, CD

mgln-e y* - IOu@awlml a~ 0 0hwr8cteriutLcsof cmflgure,tionwith umdl.es; with imk%ei-ame

Mnch mmbez, 3.0.

4%7 ,

mt-chiq-mmmt
mmwldent,

CUM. S_ree-trizem



I

6 1 1 I
Reynolds number

o 9.9X106

n 5.4

4 3.6 /

2 LI

I I I

—

o

-2

-4,

-6

-16 -12 -8 -4 0 4 8 12

Augle of attack, a, deg

I

I

;

Fl@re 7. - Concluded. lonL#tudinal ae~c c~actifistica of configuration vlth nacelles~ nith
interference cuts. Free-strewn llachnumber, 3.0.

+

.
l“ .—



-.

-.

-.

-.
-lb -H -8 8

.,4 _Lu_tl m
A& of att”mk, a, &:

le 1.9 0 .02 .06 .Da

WC4 .mmYioient, ~

.10 ,04 0 -.04
PitOM-ig-mumtnt

00crfioimlt ,

Ii!

d
m



6 I 1 I

Reymlds mmber

o 9 .9X1O6

o 5.4

4

2 +1

I I I

0

-2

r

-4
% .

, /

-6

-16 -12 -8 -4

Angle of ati

$
i

w
I

[

4 8 12 16

.cIK,a, deg

-e 8- - Conelu6ed. Imn@tah3inel ~C Cb31YlCteriStiCS Of configmdion With Si& id.etSj

wltlmut interference suts. Free-stream Mach nuder, 3.0.

z

:dll l,: l“,,’
‘,,’ ,

&%F ,,, ”,’, ‘ i,’,,i



* s *

-.

-.

-.

-“-18 -12 -2 4 0 4 8 12 u

hula of ●ttik, a, tig k .Oerriei.nt,~

4567,”,

Fit-shins-t
Omf L-iolant,

%/2

Figwre 9, - G.n@tudlnd e.ace@nemio Qhuraw’turftiim of wmf~tia with side Inlets; With M.Q—fermme OlltB . fiO-

s&eem bh number, 3,0.



..

6 , 1 1
Reynolde number

.5,4
; 5.6

0

-2
,

-4 ‘
* L

-6
-16 -12 -8 -4 0 4 8 12 16

Angle of atteek, u, deg

F@re 9. - COn&Mled. Ilclngitudinalaerodynamic Characterlstlcs of configuration with aide Inlets;, d

with interference cuts. Free-stream Mach ~> 3.0. %

.,

i’ ,!,,’, i”t’f “,i’ ,’
● ☛



NACA RM E57K26 31.

.

r (c)Angle Of attack, 8.40j free-stream
Mach number 2. 96; Reynolds number>
5 .4)Q06 .

i

r (b) Angle of attack, 4.4°; fre&dzceam

+
I&ch number, 2. 9’T; Reynolds nuniber,
9.6xlof3.

I (d) Angle of attack, -4 .40; free-stream

l&ch number, 2.96; Reynolds number,
9.w06.

1
(e) Angle of attack, -8.40; free-~eam
Mach number, 2.96; Reynolds mmber,
5.4xlo6.

Figure 10. - &ch-zuntber distributions at engtie inlet of side-lmlet
interfmence cuts and D-shaped engines.

confi~at ion with



32

.04

(1

NACA RM ESj’K26 .

t I 1 I I [ I

—-o—” Side-force coefficient

~ Yawtng-moment coefficient

-8 -6 -4 -2

Angle of sideslip, ~, deg

.

..

—-—
.

“4—.-
-1

.. .=
.—
..

—

.

.

Figure 1.1.- Directional aerod~amic characteristics
of configuration with side inlets
cuts. Mach number, 3.Oj Reynolds

and interference
number, 9.6%106.

—

,

.=

c—
— —

—
.

MCA-LancleyField, V&


