Transitioning Aluminum Clad Spent Fuels from Wet to Interim Dry Storage

by
M. R. Louthan
Westinghouse Savannah River Company
Savannah River Site
Aiken, South Carolina 29808

H. B. Peacock Jr.

R. L. Sindelar

DISCLAIMER

This report was prepared as an account of work sponsored by an agency of the United States Government. Neither the United States Government nor any agency thereof, nor any of their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by trade name, trademark, manufacturer, or otherwise does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or any agency thereof. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or any agency thereof.

A document prepared for INTERNATIONAL HIGH LEVEL RADIOACTIVE WASTE CONFERENCE at Las Vegas from 05/01/95 - 05/01/95.

DOE Contract No. DE-AC09-89SR18035

This paper was prepared in connection with work done under the above contract number with the U. S. Department of Energy. By acceptance of this paper, the publisher and/or recipient acknowledges the U. S. Government's right to retain a nonexclusive, royalty-free license in and to any copyright covering this paper, along with the right to reproduce and to authorize others to reproduce all or part of the copyrighted paper.

DISTRIBUTION OF THIS DOCUMENT IS UNLIMITED
DISCLAIMER

Portions of this document may be illegible in electronic image products. Images are produced from the best available original document.
Transitioning Aluminum Clad Spent Fuels from Wet to Interim Dry Storage

by


Westinghouse Savannah River Company
Savannah River Technology Center
Aiken, South Carolina 29808
Phone (803) 725-5298

A summary of a paper proposed for presentation at the 1995 International High-Level Radioactive Waste Management Conference "Progress Toward Understanding" Las Vegas, NV, May 1-5, 1995 sponsored by the American Nuclear Society and the American Society of Civil Engineers.

The information contained in this article was developed during the course of work under Contract No. DE-AC09-89SR18035 with the U.S. Department of Energy. By acceptance of this paper, the publisher and/or recipient acknowledges the U.S. Government's right to retain a non-exclusive, royalty-free license in and to any copyright covering this paper along with the right to reproduce, and to authorize others to reproduce all or part of the copyrighted paper.
Transitioning Aluminum Clad Spent Fuels from Wet to Interim Dry Storage


Introduction

The United States Department of Energy (DOE) currently owns several hundred metric tons of aluminum clad, spent nuclear fuel and target assemblies. The vast majority of these irradiated assemblies are currently stored in water basins that were designed and operated for short term fuel cooling prior to fuel reprocessing. Recent DOE decisions to severely limit the reprocessing option have significantly lengthened the time of storage, thus increasing the tendency for corrosion induced degradation of the fuel cladding and the underlying core material. The portent of continued corrosion, coupled with the age of existing wet storage facilities and the cost of continuing basin operations, including necessary upgrades to meet current facility standards, may force the DOE to transition these wet stored, aluminum clad spent fuels to interim dry storage. The facilities for interim dry storage have not been developed, partially because fuel storage requirements and specifications for acceptable fuel forms are lacking. In spite of the lack of both facilities and specifications, current plans are to dry store fuels for approximately 40 to 60 years or until firm decisions are developed for final fuel disposition.

The transition of the aluminum clad fuels from wet to interim dry storage will require a sequence of drying and canning operations which will include selected fuel preparations such as vacuum drying and conditioning of the storage atmosphere. Laboratory experiments and review of the available literature have demonstrated that successful interim dry storage may also require the use of fuel and canister cleaning or rinsing techniques that preclude, or at least minimize, the potential for the accumulation of chloride and other potentially deleterious ions in the dry storage environment.

This paper summarizes an evaluation of the impact of fuel transitioning techniques on the potential for corrosion induced degradation of fuel forms during interim dry storage.

Transitioning Process

Aluminum alloys typically have good corrosion resistance in natural atmospheres, fresh waters, sea water and soils (1). This resistance is derived from an adherent, protective or
barrier film which forms whenever the surface is exposed to air (oxygen) or water. Much of the understanding of aluminum behavior in corrosive environments is based on the chemistry of, and transport in, these barrier films. Anions may be incorporated in the film and influence corrosion by the formation of water soluble salts and/or changing the mobility of Al$^{3+}$ or other ions in the film (2). Basically, the behavior of aluminum in corrosive environments is controlled by the chemistry of, and ion transport in, the barrier films. Anions, such as Cl$^{-}$ and SO$_4^{2-}$, are frequently incorporated in the surface films as water soluble salts, for example Al$_2$(SO$_4$)$_3$. The protective character of the barrier film will decrease and the tendency for continued corrosion will increase whenever such salts and other "soft spots" are developed.

The water chemistry in many of the storage basins for the aluminum clad spent nuclear fuels has not precluded significant uptake of Cl$^{-}$, SO$_4^{2-}$ and other potentially corrosion accelerating species (3). Thus, the exposure of the fuel to the wet storage environment may have caused "soft spots" to develop during wet storage which can compromise the protective character of the surface films and increase the susceptibility of the cladding to corrosion even after the fuel has been transitioned to interim dry storage. This observation suggests that the susceptibility of a fuel to corrosion during interim dry storage will depend on the effectiveness of the transitioning process in eliminating water soluble salts and "soft spots" from the barrier films.

Chloride and other potentially deleterious ions may also be brought into the dry storage environment with the container materials. Surface films on the stainless steel, aluminum alloys and other potential materials of construction for interim dry storage casks and canisters will contain adsorbed ions that could be transferred to, and degrade, protective film on the stored fuel cladding unless appropriate procedures are developed. This became apparent during autoclave testing to evaluate the potential for aluminum degradation during interim dry storage (4, 5).

The chloride content on the surface of aluminum coupons exposed in a stainless steel autoclave increased during exposure, even though atmospheric moisture condensate that had a low chloride ion concentration was used to control the humidity of the storage atmosphere. Pre- and post-exposure chemical analyses of the water and the surfaces of the aluminum coupons are consistent with concentration of the chloride ions in the remaining water as water is consumed in the growth of a hydrated oxide film, and with a transfer of chloride ions from surfaces of the stainless steel autoclave to the water.
Additionally, pits were observed on some of the exposed coupons after the chloride enrichment had developed. These experimental results indicate that the susceptibility of aluminum clad fuels to corrosion during interim dry storage may depend on the ability of canister cleaning techniques to remove deleterious ions from the exposed surfaces.

Conclusions

Ionic species can affect the corrosion behavior of aluminum in a dry storage environment. Processes of transitioning fuel from wet to interim dry storage should include:

1) techniques to remove deleterious ions (e.g., Cl\(^-\) and SO\(_4^{2-}\)) from surface of fuel and target elements, and

2) surface preparations that eliminate, or at least minimize, the presence of deleterious ions from the surfaces of materials of construction for dry storage casts.

References


