Hard Carbon Field Emitters for Flat Panel Displays

D. R. Kania
A. Fernandez
J. P. Spallas

March 20, 1996

This is an informal report intended primarily for internal or limited external distribution. The opinions and conclusions stated are those of the author and may or may not be those of the Laboratory.
Work performed under the auspices of the U.S. Department of Energy by the Lawrence Livermore National Laboratory under Contract W-7405-ENG-48.
This document was prepared as an account of work sponsored by an agency of the United States Government. Neither the United States Government nor the University of California nor any of their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by trade name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or the University of California. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or the University of California, and shall not be used for advertising or product endorsement purposes.

This report has been reproduced
directly from the best available copy.

Available to DOE and DOE contractors from the
Office of Scientific and Technical Information
P.O. Box 62, Oak Ridge, TN 37831
Prices available from (615) 576-8401, FTS 626-8401

Available to the public from the
National Technical Information Service
U.S. Department of Commerce
5285 Port Royal Rd.,
Springfield, VA 22161
The goal of this project was to investigate the field emission properties of laser-ablated hard carbon coatings. The Fowler-Nordheim description of field emission clearly demonstrates an exponential relationship between the field-emitted current and the geometry and work function of the emitter. Previous studies on the field emission measurements of hard carbons have been performed on nominally flat surfaces. Typically, a nominally flat surface is not smooth on the atomic scale, especially laser-ablated coatings that are prone to particulate contamination. This severely compromises the measurements resulting in inconsistent or incorrect measurements of the field emission characteristics which may be dominated by geometry of the surface rather than the material under test. We have taken an innovative approach to the measurement of the field emission by using micromachined substrates, tip arrays. The use of an array of 1000 (100 x 100), 1 micron molybdenum tips were fabricated using a Spindt-type process. The large number of tips statistically averages out the variations in the detailed morphology of the surface while the electric field enhancement of the tip permits testing at low voltages. An additional advantage is that the tip arrays use only a small fraction of the area for emission; the probability of a particulate from the deposition overlapping with an emission tip is very unlikely.

Carbon coatings were deposited on the molybdenum tip arrays using laser ablation. The thickness of the coating varied from 5 to 20 nm. The deposition rate was 2.5 nm/s. The deposition pressure was 10\(^{-6}\) Torr. Electron energy loss spectroscopy (EELS) showed significant \(sp^3\) bonding which is diamond-like relative to \(sp^2\) or graphite-like bonding.

The field emission characteristics were measured with an ion field emission microscope. All of the samples had excellent Fowler-Nordheim behavior, plots of the logarithm of the emission current divided by the square of the voltage versus the inverse of the voltage are linear. This indicates the tips are operating as field emitters.

The field emission characteristics of the uncoated tips were measured before being coated with the laser-ablated carbon. The field emission current of the as-coated tip arrays was found to be lower than the uncoated tips. This factor was as large as 50\% and occurred for all coating thicknesses. This observation is in disagreement with many other reported observations in the literature.

The carbon coated tips were cleaned in a hydrogen plasma. This resulted in two significant effects. One, the emission current increased beyond the levels of the uncoated tips. This
increase was small, in the order of 10%. Two, the emission stability of the carbon coated array was significantly enhanced. The stability is defined as the magnitude of the current fluctuations under constant bias conditions. We estimate this factor to be as large as a factor of 5. This effect is probable due to a greater chemical stability of the carbon surface with respect to adsorption and desorption of species form the background gasses.

We conclude that hydro-plasma cleaned, laser-ablated carbon coatings of field emission tips have demonstrated two important benefits. One, the magnitude of the emission current increases at fixed voltage. Two, stability of the emission is increased. Both of these results would be significant advantages for use in field emission flat panel displays.