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SOLUTION BASED PREPARATION OF PEROVSKITE-TYPE OXlDE 
mLMS AND POWDERS 

James M. McHale Jr. 

ABSTRACT 

Conventional solid state reactions are diffusion limited processes that 
require high temperatures and long reaction times to reach completion. In 
this work, several solution based methods were utilized to circumvent this 
diffusion limited reaction and achieve product formation at lower 
temperatures. The solution methods studied all have the common goal of 
trapping the homogeneity inherent in a solution and transferring this 
homogeneity to the solid state, thereby creating a solid atomic mixture of 
reactants. These atomic mixtures can yield solid state products through 
"diffusionless" mechanisms. The effectiveness of atomic mixtures in soli1 
state synthesis was tested on three classes of materials, varying in 
complexity. A procedure was invented for obtaining the highly water soluble 
salt, titanyl nitrate, TiO(N03)2, in crystalline form, which allowed the 
production of titanate materials by freeze drying. The freeze drying 
procedures yielded phase pure, nanocrystalline BaTiO, and the complete 
SYNROC-B phase assemblage after ten minute heat treatments at 600°C and 
1 lOO"C, respectively. Two novel methods were developed for the solution 
based synthesis of B%YCu,O, and Bi$3r2C%Cu,0,,. Thin and thick films 
of B%YCu,O, and Bi,Sr2C~Cu30,, were synthesized by an atmospheric 
pressure, chemicd vapor deposition technique. Liquid ammonia solutions of 
metal nitrates were atomized with a stream of N20 and ignited with a 
hydrogedoxygen torch. The resulting flame was used to coat a substrate 
with superconducting material. Bulk powders of B%YCu307, and 
Bi2Sr2C~Cu3OlO were synthesized through a novel acetate glass method. 
The materials prepared were characterized by XRD, TEM, SEM, TGA, 
DTA, magnetic susceptibility and electrical resistivity measurements. 
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PART I 

INTRODUCTION AND BACKGROUND 



CHAPTER 1 

SOLID STATE REACTIONS 

In this dissertation, solution based synthetic methods and the concept of atomic 

level mixing will be introduced as a potential solution to the common problems associated 

with solid state reactions. As background for the experimental discussion to come, the 

first chapter of this work will discuss the kinetics of the diffusion limited solid state 

reaction and how atomic level mixing can be used to eliminate this diffusion limited 

mechanism. Later chapters in the first part of this dissertation will discuss the structure, 

properties, applications, and common methods of synthesis of the materials that were 

studied in this work. Part II of this dissertation will concern the experimental details and 

results of the utilization of solution based synthesis and atomic mixtures in overcoming the 

problems discussed in this chapter. To better understand the chemistry of atomic mixtures 

and evaluate their applicability and utility in solid state reactions, this work focuses on 

several multi-cation oxide phases. The phases synthesized range from a simple, two cation 

perovskite oxide, to three and four cation high temperature superconducting cuprates, up 

to a five cation oxide, multi-phase mineral assemblage. 

1.1 The Diffusion Limited Solid State Reaction 

Under subsolidus conditions, the rate determining step of a reaction between two 

phases, one labeled 4 the other By to form the binary phase AB, can be either a chemical 
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Figure 1.1. A schematic depicting product formation at the contact 
points of reactant grains. The rate of the solid state reaction is slowed 
as the reactants are forced to diffuse through an ever increasing, inert 
layer of product for subsequent product formation. The double headed 
arrows represent the length of the dfision paths. 

reaction or diffusion.’ ** A chemical reaction could be the rate limiting step if several 

energetically unfavorable bond redistributions must occur for the reactants to form 

products. In ionic phases (or predominantly ionic phases), bond redistribution is rarely a 

problem and the second factor, diffusion, becomes the rate liiting step. This diffusion 

limited mechanism, for a reaction of the type A + B + AB, has been described by 

Wagner.3 The mechanism assumes that the reaction takes place entirely in the solid 

state.Therefore, the only mode of transport for A to come into physical contact with B(a 

necessary condition for the reaction to occur) is ionic diffision. Ifthe temperature is high 

enough to allow a reasonably fast rate of ionic diffusion, and the product, AB, is 

thermodynamically more stable than the reactants, A and B, the reaction will proceed 

swiftly. However, the rate of the reaction will drop off as product forms. This can be 
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understood by considering Figure 1.1. When the individual grains of pure A and pure B 

become covered with a layer of product, AB, the distance that ions must diffuse to form 

product is increased. Consequently, the rate of the reaction slows as the reaction proceeds. 

If it is hrther assumed that the reactant particles are spherical, the kinetics of the diffusion 

can be characterized by the three dimensional rate equation; 

eq. 1.1 

where a is the extent of the reaction (the volume fraction of the product), k is the rate 

constant (k oc e-m, where T is temperature), t is the time, and rA is the radius of the 

 particle^.^ This equation, which is usually referred to as the Jander equation,' predicts 

initial rapid product formation and gradual slowing of the rate as the barrier layer of inert 

product increases in thickness. This description of a solid state reaction, however, is still 

grossly over-simplified.6 Some of the problems with the mechanism are; (1) perfect 

parabolic growth is only expected for a one dimensional system, (2) the assumption that B 

completely envelops A will be only true if the particle size of B is much smaller than that 

of A, and (3), there is no term accounting for possible differences in molar volumes of A 

and B.6 These discrepancies were considered by R. E. Carter7" who derived the rate 

equation; 

[1+(2-1)a]" + (z-l)(l-a)" = 2 + 2(1-2) IC&*, eq. 1.2 
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where z is the volume of product formed fiom a unit volume of reactant A. This rate 

equation agrees very well with the experimental determination of the reaction rate for a 

fine powder mixture of ZnO and A 2 0 3  reacting to form Z ~ I A I ~ O ~ . ~  Modifications of the 

Jander equation have also been made in which lattice imperfections are taken into 

account. 

Since the only method of transport in the solid state reaction considered here is 

ionic difiksion, it is necessary that high temperatures are used in the reaction to facilitate 

this diffusion. It is also beneficial to have the reactants well mixed. A small particle size is 

desired as the square of the radius of the reactant particles is inversely proportional to the 

rate of the reaction (see eq. 1.2). A third aspect which can effect the rate of a solid state 

reaction is the amount of contact between reactant grains. To maximize these factors, 

conventional ceramic processing entails high temperature calcination of compacted, 

mechanically mixed, fine powders. 

The conventional procedures for solid state reactions, briefly described above, are 

the source of many synthetic problems: As has already been pointed out, a solid state 

reaction can take long periods of time to go to completion. Another problem which can be 

difficult to avoid using conventional ceramic processing is contamination. Contamination 

can be a significant problem if electronic materials (superconductors, dielectric etc.) which 

have properties particularly sensitive to impurities are being prepared. ''J~ The three basic 

steps in conventional ceramic processing (grinding, pressing, and heating) are all potential 

sources of contamination. Grinding can lead to contamination of the reactant material with 

the grinding medium. This problem can be minimized by the use ofa  relatively hard 
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grinding medium such as agate or alumina. The pressing of reactants into pellets can lead 

to contamination fiom the die (usually hardened steel) as well as materials which were 

previously pressed in the die and were imbedded in scratches. The high temperature 

anneal can lead to contamination from the reaction container (boat or crucible) and loss of 

stoichiometry through evaporation or sublimation of one or more reactant. 

There are some materials which can not be synthesized by conventional ceramic 

processing due to the high temperature reaction conditions needed to facilitate ionic 

diffusion. Using high temperatures can become problematic ifthe material being 

synthesized decomposes at such temperatures. The cuprate superconductor, BazYCu408, 

can not be synthesized in phase pure form by conventional ceramic processing (due to 

high temperature instability of the phase with respect to B ~ ~ Y C U ~ O T - ~  and CuO) but can be 

synthesized by a low temperature, diffisionless route.13 The tetragonal phase of SrCuO2 

(which is the simplest example of an infinite layer cuprate superconductor) is also 

inaccessible by conventional ceramic processing (due to the high temperature stability of 

orthorhombic SrCuOz), but can be synthesized by a novel, low temperature te~hnique.'~ 

In addition, many materials which can be synthesized through conventional ceramic 

processing do not melt homogeneously, but decompose into two or more liquid or solid 

phases above a certainperitecfic melting temperature. If a material undergoes 

incongruent melting, as some of the materials synthesized in this work do 

(e.g., Ba2YC~307-~), an upper limit is effectively placed on the processing temperature, 

and consequently, the rate of the reaction. Since the high temperatures used in 

conventional ceramic processing are a direct result of the need for ionic diffusion, these 
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problems can all be avoided ifproduct formation occurs through a low temperature, 

drffusionless mechanism. 

1.2 The Diffusionless (Atomically Mixed) Solid State Reaction 

In a powder mixture of reactants, as particles get smaller the degree of mixing 

between the reactants increases (the contact area between reactant grains increases). 

Enhancement of solid state reaction rates with decreasing particle size of the reactants has 

been experimentally demonstrated. Beretka and Brown" studied the reaction between 

A I 2 0 3  and MgO to yield MgAI204 and measured the extent of the reaction, a, versus time 

for several different particle size mixtures. The result is a fine example of how the rate of 

a solid state reaction is highly dependent upon the degree of mixing (see Figure 1.2). A 

plot of a versus reaction time showed that when -1pm reactant particles were annealed at 

1300" C, the reaction neared completion after about 70 hours. Whereas when -50 pm 

reactant particles were used, the reaction was less than 50% complete after the same time 

period at temperature. 

In a conventional, mechanical mixture of two solid reactants, such as A I 2 0 3  and 

MgO, individual phases are not mixed on an atomic scale. Even with crystallite sizes on 

the order of -1 pm, diffusion path lengths require the migration of reactants over many 

(-1000) unit cells for complete reaction to occur. Consequently, the reaction of lpm 

particles studied by Beretka and Brown took over 70h to reach completion (at 1300°C). 

If reactants could be homogeneously mixed on the atomic scale, and individual crystallites 

were on the order of 1 to 10 nm, the need for long range diffusion would be eliminated, 
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Figure 1.2. A plot of the extent of the reaction, a, versus time for the 
reaction MgO + AI203  -+ MgAl2O4 at 1300' C. The solid boxes 
represent the reaction between -1 pm particles and the empty boxes 
represent the reaction between -50 pm particles. The data are from 
reference 15. 

and the rate of the reaction would be greatly influenced. This was experimentally 

demonstrated by Schnettler, Monforte, and Rhodes, who developed a freeze drying 

procedure for the preparation of MgA1204. An aqueous solution of magnesium and 

aluminum sulfates was rapidly frozen, trapping the Mg2' and AI3' ions the random 

configuration inherent in the solution state. Sublimation of the solvent left behind an 

intimate mixture of the two metal sulfates which yielded phase pure MgA1204 after only a 

one hour heat treatment at 870'C.'6 When a mechanical mixture of lpm MgO and AI203 

particles was calcined for l h  at 1 100' C (lowest temperature investigated), Beretka and 
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Brown found that only 3.1% (volume fiaction) had reacted to form MgAI204.. The freeze 

drying procedure resulted in over a thirty-fold increase in the rate of product formation at 

a much lower temperature, which implies that the level of mixing (radius of reactant 

particles) achieved through fieeze drying is far greater than that of lpm particles. 

Consider again the rate equation for a solid state reaction between spherical particles ( for 

clarity, see equation 1.1). When the radius of the reactant particles approaches zero, the 

rate of the reaction, daldt, approaches infinity' and this rate law breaks down. This 

suggests that the kinetics of solid state reactions between phases which are mixed on the 

atomic scale requires a more accurate model, based on a diffusionless mechanism. Such 

reactions are dominated by thermodynamics and nucleation, rather than kinetics 

(diffusion), and resemble a phase transformation more than a reaction. 

The level of reactant mixing achievable through fieeze drying was explored in the 

early 1970's by A. C. C. Tseung.17 Tseung studied the uniformity of mixing achievable 

through fieeze drying by measuring the electrical conductivity of cadmium doped silver 

chloride. The conductivity of silver chloride is highly dependent upon the uniformity of 

cadmium doping. Tseung found that the electrical conductivity of silver chloride was over 

an order of magnitude greater when the cadmium ions were doped by fieeze drying (of 

silver and cadmium chloride solutions) than when they were doped by mechanical mixing. 

He later demonstrated a similar effect on the electrical conductivity of lithium doped nickel 

sulfate prepared by fieeze drying." Tseung attributed the increase in conductivity to an 

atomic mixing of ions achieved through the fieeze drying process. In this work, the term 

atomic mixture will be used to describe precursors to solid state materials that contain 
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reactants which are mixed on a level greater than that of a mechanical mixture. The term is 

not meant to imply that a perfectly random mixture of ions exists on the atomic level, but 

to distinguish the precursors from conventional mixtures of reactants. It is likely that the 

precursors are not truly atomically mixed, and that, at minimum, they consist of clusters of 

several hundred atoms. However, these precursors behave, when calcined, as if they were 

atomically mixed. That is, product formation occurs too rapidly for diffusion to be 

considered as a limiting step. 

In this work, the major piece of evidence which will be used to support the 

formation of an atomically mixed precursor is an amorphous x-ray daaction pattern. To 

observe a loss of diffracted intensity due to a small particle size powder, crystallites must 

be <50m in diameter.Ig This implies that what is referred to here as an atomic mixture is, 

in reality, a mixture of reactants which are (at least) on the order of tens of nanometers in 

diameter. Based on the results (rate of product formation) of this work and the work of 

2o J1 this degree of mixing seems to be sufficient to effectively eliminate the 

diffirsion limited solid state reaction mechanism. 

Additional consequences arise from the use of extremely small particles as starting 

materials in a solid state reaction due to the greater surface to volume ratio of the 

reactants. This larger ratio should result in the release of excess surface energy during the 

course of the reaction. Furthermore, it has been shown by thermogravimetric analysis, that 

smaller reactant particles, due to the inherent better mixing, decompose at lower 

temperatures than the same reactants of larger particle size.= This implies that the lowest 

possible reaction temperatures could be used if reactants were truly atomically mixed. 
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There has been little work to date on the kinetics of atomically mixed solid state 

reactions. The use of fieeze drying (see section 3.1.2.2.2 for a discussion of fieeze drying) 

has been studied as a means of producing metastable atomic mixtures of nitrate salts for 

The kinetics of formation of 13,23,24 the preparation of high temperature superconductors. 

p i ,  Pb)2Sr2Ca2Cu3010 fiom thermal processing of fieeze dried nitrate salts has been 

studied.= The extent of product formation, a, fiom an atomic mixture as a finction of 

annealing time was obtained by both powder x-ray difli-action and magnetic susceptibility 

measurements. To elucidate the kinetic pathway of the reaction, the curve obtained by a 

plot of a, the extent of the reaction, versus time, was compared to similar curves for 

various reaction mechanisms. The phase development of (Bi, Pb)2Sr2Ca2Cu3010 at 

865" C (3' C below the determined melting point) was found to follow a Hulbert and 

KlawitteiL6 nucleation and growth mechanism (HKN&G) with a very good correlation. 

The empirical HKN&G rate law is; 

eq. 1.3 

where k is the rate constant, and m is a parameter that takes into account the number and 

geometry of the nuclei. The goal of this research was to utilize atomically mixed 

precursors in the preparation of solid state phases, thereby circumventing the df is ion 

limited reaction and allowing product formation through other mechanisms (Le. nucleation 

and growth). In addition to improved reaction conditions due to shortened difision 

paths, the synthetic methods explored provided a control of particle morphology. 
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Uniform, sub-micron (or nanocrystalliie) particles could be produced that should display 

favorable sintering characteristics. The end result of this work was the production of very 

high quality samples of technologically important materials, and a better understanding of 

the solid state reactions of atomically mixed precursors. 

The techniques used in this work to achieve atomic mixing all originate with 

solutions containing the desired metal ions. The perfect mixing of ions, inherent in the 

solution, is then trapped and transferred into the solid state by a number of different 

methods. Usually this “ trapping ” and ‘‘ transferring ” occurs in a single step, such as 

rapid evaporation of the solvent, or rapid precipitation of the solute. In the first synthetic 

part of this dissertation (Chapters 5 and 6), an established solution method of atomic 

mixing, fieeze drying, is used in the preparation of BaTiO3 and the multi-phase system, 

SYNROC-B. In fieeze drying, the trapping and transferring steps are separated. Aqueous 

solutions are rapidly frozen, trapping the ions in a random state, after which the water is 

removed by sublimation (transferring) leaving behind an atomically mixed powder. In 

later chapters, two novel methods of atomic level mixing which have been developed are 

presented. The first of these novel methods entails the combustion of a flammable 

solution for the production of metal oxide films (Chapter 7). The combustion of the 

solvent acts as a means of rapid solvent removal which prevents phase separation and 

extensive crystallization in the deposited film. The second novel method entails the use of 

glacial acetic acid solutions of metal acetates which, rather than crystallizing, form a glassy 

precursor upon solvent removal (Chapter 8). Although seemingly very different 
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techniques, they all the common objective of achieving a greater degree of mixing of 

reactants in the solid state, and thereby enable product formation through a diffusionless 

mechanism. 

13 



1.3 Notes and References 

' N. B. Hannay, Solidstate Chemistry, Prentice-Hall Inc., Englewood Cliffs, NJ, 1967. 

A. R. West, Solidstate Chemistry, Wiley, New York, 1989. 

C. Wagner, 2. h o r g .  AUg. Chem. 236,320 (1938). 

W. E. Brown, D. Dollimore, and A. K. Galwey, Comprehensive Chemical Kinetics, 

Volume 22, Reactions in the Solid State, Edited by C. H. Bramford and C. H. F. 

Tipper, Elsevier Scientific (New York, 1980). 

W. Jander, Z. h o r g .  Chem. 163, 1 (1927). 

H. Schmalzred, Monographs in Modern Chemistry 12, Solid State Reactions, Edited By 

5 

6 

Hans F. Ebel, Verlag Chemie (Deerfield Beach, FL, 1981). 

' R. E. Carter, J. Chem. Phys. 34,2010 (1961). 

R. E. Carter, J. Chem. Phys. 35, 1137 (1961). 

C. A. Duckwitz, and H. Schamlzried, 2. Phys. Chem. NF 76, 173 (1971). 

8 

lo S. F. Hulbert, J. Br. Ceram. SOC. 6, 11 (1969). 

P. P. Phule, and S. H. Risbud, J. Mater. Sci. 25, 1169 (1990). 

l2 P. Dumas and J. A. T. Taylor, J. Am. Ceram. SOC. 74,2663 (1991). 

E. Brosha, E. Sanchez, P. K. Davies, N. V. Coppa, A. Thomas, and R. E. Salomon, 13 

Physica C 184,353 (1991). 

l4 C. Nui and C. M. Lieber, J. Am. Chem. SOC. 114,3570 (1992). 

l5 J. Beretka and T. Brown, J. Am. Ceram. SOC. 66,383 (1983). 

l6 F. J. Schnettler, F. R. Monforte, and W. W. Rhodes, Sci. Ceram. 4, 79 (1968). 

14 



A. C. C. Tseung and H. L. Bevan, J. Mater. Sci. 5, 604 (1970). 

J. Kelly, D. B. Hibbert, and A. C. C. Tseung, J. Mater. Sci. 13, 1053 (1978). 

See reference 2, page 173. 

18 

2o N. V. Coppa, Doctoral Dissertation, Temple University (Philadelphia PA, 1990). 

21 R. W. Schaeffer, Doctoral Dissertation, Temple University (Philadelphia PA, 1992). 

G. S. Grader, P. K. Gallagher, and D. A. Flemming, Chem. Mater. 1,665 (1989). 

N. V. Coppa, G. H. Myer, R. E. Salomon, A. Bura, J. W. O’Reilly, J. E. Crow, and P. 23 

K. Davies, J. Mater. Res. 7,2017 (1992). 

N. V. Coppa, A. Bura, J. W. Schwegler, R. E. Salomon, G. H. Myer, and J. E. Crow, 24 

Mat. Res. SOC. Proc. Vol. 180,935 (1990). 

N. V. Coppa, W. L. Hults, J. L. Smith, and J. Brynestad, J. Mater Res. 9,2510 (1994). 25 

26 S.  F. Hulbert and J. J. Klawitter, J. Am. Ceram. SOC. 50,484 (1967). 

15 



CHAPTER2 

SOLID STATE MATERIALS 

In this chapter, the structure, properties and applications of perovskite-type oxides, 

the main structural family of the phases synthesized in this work, will be reviewed. The 

first topic to be covered will be the structure and applications of simple perovskite-type 

oxides such as BaTi03. This will be followed by an introduction to SYNROC-By a 

possible material for immobilization of radioactive waste. Finally, a discussion of the 

structure and applications of high temperature superconductors, which have a stacked 

perovskite structure (tetragonal or orthorhombic perovskites) will be provided. These 

systems were chosen to probe the effectiveness of atomic mixing on three related (all can 

be said to consist ofperovskite-fype phases with the exception of the zirconolite and 

hollandite-type phases in SYNROC-B) but very different systems. Barium titanate is a 

simple, but technologically important, ternary oxide. The benefits of atomic mixing of 

reactants should be clearly evident in this system. The high temperature superconductors 

are technologically important as well, but are quaternary and penternary oxides. In such 

systems, many intermediate phases are possible en route to product formation. In addition 

to the benefits observed in the BaTiO3 system, atomic mixing may allow product 

formation through intermediates not observed in a reaction of a conventional mixture. The 

SYNROC-B system is different from the previous two in that the end goal is not single 

phase material, but a mixture of three phases, perovskite (CaTiO3), a barium aluminum 
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titanate with a hollandite-type' structure (BaAl~TisO14), and zirconolite (CaZrTi207). In 

this system, the benefits of atomic mixing, apart from the initial high reactivity of such 

mixtures, may be slightly obscured. A completely homogeneous starting material is being 

used for the production of an inhomogenious (on the atomic scale) product. For example, 

the originally, completely dispersed aIuminum ions must all migrate, or nucleate, by 

diffusion, to form hollandite crystallites. The following discussion of the structure and 

applications of the materials studied in this work will be on a cursory level for economy of 

space. The interested reader is directed to references 2 and 3 for a more detailed 

discussion of simple perovskite type oxides (i.e. BaTiOS), references 4 , 5 , and 6 for a 

more thorough discussion of the structure, properties and applications of high temperature 

superconductors, and reference 7 for a more complete discussion on SYNROC. 

2.1 The Perovskite Structure 

Perovskite oxide materials are represented by the general formula ABOS. The ideal 

perovskite structure is cubic and falls into the space group Pm3m (see Figure 2.1). The 

structure consists of a cube with one B atom in the center, '/s A atoms at each of the eight 

comers and ' / 2  0 atoms at the center of the six faces. The structure was named after the 

natural mineral perovskite, CaTiOS, the first material found to exhibit the structure.' 

Although the "ideal" perovskite structure is cubic, its namesake, CsiTiO3, is actually 

orthorhombic. lo Single crystals of CaTiO3 exhibit strong optical double reflection; 

evidence for the less than cubic symmetry of the structure. Relatively few of the known 

materials which have the perovskite structure are cubic (SrTiO3 is truly cubic at room 
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temperature)." More often, the materials have slightly less than cubic symmetry. In 

BaTi03, the ratio of the c axis of the unit cell to the a axis is 1.0134 at room temperature. 

In true cubic lattices (by dewtion) this ratio, c/a, must be equal to one.I2 

B O  
0 

Figure 2.1. The ideal perovskite structure consisting of a cube with a B 
atom at the center, A atoms at the corners and 0 atoms on the center of 
each face. 

The perovskite structure is exhibited by many crystal phases (e.g., SrTiO3, BaTi03, 

BaPu03, LAO3,  BaLiF3, RbCaF3, etc.). The structure can be formed for A and B atoms 

of varying charge where the total positive charge is balanced by the charge of the anions 

(e.g. A+1B'503, A B 03, A B 03, or A B F3, A B F3 etc.,). A distorted version of +2 +4 +3 +3 +I +2 +2 +1 

the structure can be formed for materials in which the total positive charge is balanced 

through anion deficiencies. The high temperature superconducting cuprates are prime 
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examples of oxygen deficient perovskites. There are also numerous complex perovskites 

where varying levels of differently charged cations occupy the B site (e.g., 

A'2~3'o.67B6'o.33)03). 

There is a tolerance factor, z, based on the ionic radii of A and B that must be met 

for a material to assume the perovskite structure. Ifthe value of z obtained by the 

equation; 

eq. 2.1 

is between 0.80 and 0.90, the material assumes the ideal cubic perovskite ~tructure.'~ I€ 

the value of z falls slightly outside of this range (0.75 to 1.00), a distorted perovskite is 

formed. 

There are some materials that have perovskite-like structures which consist of 

stacked units of the basic CaTiO3 structure. These materials are usually referred to as 

tetragonal perovskites (e.g., Bi2Sr2CaCu208) or orthorhombic perovskites (e.g., 

YBa2Cu307). The structure of these materials will be discussed below in the section on 

high temperature superconductors. 

2.2 Properties and Applications of Simple Perovskite Materials 

Many perovskite-type oxides have applications in electronics. Some of these are 

listed in Table 2.1. The synthesis of barium titanate, BaTi03, was a particular focus of this 
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work. Consequently, only this phase and its application as a dielectric material will be 

discussed here in relative detail. 

Table 2.1. Some simple perovskite type oxides and their 

Application Perovskite phase 
@ 

Multilayer capacitor 
Piezoelectric transducer 

Thermistor 

Second harmonic generator 

Electrooptical modulator 

Switch 

Dielectric resonator 

Thick film resistor 

Electrostrictive actuator 

Superconductor 

Magnetic bubble memory 

Laser host 

Ferromagnet 

Refiactory electrode 

BaTiO3 

Pb(Zr,Ti)03 

doped BaTiO3 

m03 
(Pb, La) (Zr,Ti)O3 

BaZr03 

BaRu03 

Pb(Mg, wo3 
Ba(Pb, Bi)03 

GdFe03 

ya03 

(Ca, La)Mn03 
Lac003 

2.2.1 Barium Titanate 

There are seven stable ternary phases formed in the Ba-Ti-0 system. These are 

BazTiO4, BaTi205, Ba6Ti17040, B~Ti13030, BaT409, Ba2Ti9020 and BaTi03. l5 *16 Of these 

phases, the BaTiO3 composition is most widely used as a dielectric and reports of its 

preparation, properties, phase diagrams, and applications are abundant in the scientific 
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Figure 2.2. A pseudo-phase diagram of the structural changes of 
BaTi03 with respect to temperature and particle size. Crystallites below 
10 nm in diameter are cubic due to surface effects. The curvature of the 
tetragonal to cubic transition line is arbitrary. The structure of the 
surface layer of BaTiO3 at low temperatures is undetermined. 

literature. At room temperature, BaTi03 has a tetragonal unit cell with cell dimensions 

a=3.989A and c=4.029~&." Below 0' C, BaTiO3 has an orthorhombic structure and below 

-100" C the material is rhombohedral." The surface layer of barium titanate has a cubic 

structure at room temperature. The thickness of this layer at room temperature has been 

measured at -5nm." Consequently very small crystallites of BaTiO3 display 

predominantly cubic diffraction patterns due to the large surface to volume ratio in the 

particles. Crystallites with a diameter of less than ten nanometers can be assumed to be 

entirely cubic (if the cubic surface layer is 5 nm thick). A pseudo-phase diagram of the 

structure of BaTi03 with respect to temperature and particle size is pictured in Figure 2.2. 

The applications of BaTiO3 in electronics arise fkom its dielectric and ferroelectric 

properties. Barium titanate is widely used as a dielectric material due to its high relative 
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permittivity. The relative permittivity (a dimensionless quantity) is the ratio of the 

capacitance of a parallel plate capacitor when the space between the plates is filled with 

the dielectric material and when the space is a vacuum. For most ionic crystals, the relative 

permittivity, E', ranges from 5 to 10. For BaTi03, E' ranges from lo3 to lo4, l9 due to the 

phenomenon of ferroelectricity. This unusually high permittivity allows for more powefil 

insulators and capacitors to be made with BaTi03. When a sample of BaTi03 is placed in 

an electric field, a polarization occurs in the material which increases with increasing 

voltage. However, the process is not completely reversible. When the voltage is reduced, a 

partial electrical polarization in the material remains resulting in a hysterisis loop in a plot 

of P, the polarization, versus V, the applied voltage. This ferroelectric effect is a direct 

result of the perovskite structure of BaTi03. The large difference in size of the 0" and 

Ti4+ ions allows for significant displacements (-0.lA) of the smaller Ti4+ ion to occur, 

resulting in the formation of dipoles. Since BaTi03 is tetragonal (c/a=l.OlO) at room 

temperature, these dipoles are not symmetrically oriented and a net dipole moment can 

arise. Applying a voltage serves to orient these dipoles into domains that align with the 

applied field. However, an increase in temperature results in a decrease in the ratio of the 

length of the c axis to the a axis of the BaTiO3 unit cell. It converts to a cubic structure 

(c = a) at the Curie temperature, which, for BaTi03, is -120' C. 

temperature, Tc, thermal vibrations are sufficient to break down the domain of aligned 

dipoles and the material becomes a normal dielectric. This conversion from tetragonal to 

cubic is accompanied by a sharp increase in permittivity with its peak at the Curie 

temperature (see Figure 2.3). This effect results in extremely high dielectric constants 

At the Curie 
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Figure 2.3 A schematic of the variance in the relative permittivity of 
BaTiOs with increasing temperature. The Curie temperature, Tc, occurs 
at -EOo C. 

(relative permittivty) at Tc, making ferroelectrics widely used as capacitors. The high 

permittivity of ferroelectrics allows the production of capacitors that have >lo00 times the 

capacitance (for a given thickness) that they would otherwise have ifa normal dielectric 

material was used. Obtaining small and uniform particle size dielectric material is 

extremely important in the production of thin film capacitors by screen printing (see 

section 3.2.2.1 for a discussion of screen printing). 
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2.2.2 SYNROC 

SYNROC (an abbreviation for synthetic rock) is a titanate or alumino-silicate 

ceramic, developed by A. E. Ringwood, 7y20 that is being considered as a possible 

crystallime material for immobilization of high level nuclear waste (HLNN). It was first 

proposed by L. P. Hatch,21 in 1953, that immobilization (as solid solution) of nuclear 

waste in stable phases will help prevent leaching of the radioactive components into 

ground water when the waste is buried in deep geological formations. 

There are several different versions of SYNROC. SYNROC-A is a titanate and 

alumino-silicate mixture consisting of a hollandite-type barium aluminum titanate 

@aAl*Ti5014); perovskite (CaTiO3), zirconolite (CaZrTi207), barium-feldspar 

@aAl2Si208), kalsite (KAlSi04), and leucite (KAlSi20.~), that can incorporate (as solid 

solution) up to 10 wt% HLNW. SYNROC-By which was synthesized in this work, is a 

titanate based ceramic, consisting of the above hollandite-type barium aluminum titanate, 

zirconolite, and perovskite, that can incorporate up to 10 wt% HLNW. The weight 

percentages of the metal oxides in SYNROC-B are outlined in Table 2.2. A SYNROC-C 

(the C is said to stand for Commercial) and a SYNROC-D (D for defense waste) phase 

assemblies have also been developed. 

An alternative to immobilization of HNLW in crystalline phases is immobilization 

in borosilicate glass. However, the crystalline nature of SYNROC makes it inherently 

more stable than a glass, which is a metastable state. It has been shown that under 

conditions simulating burial in deep geological formations (i.e. high pressures and 

temperatures, exposure to water at high pressures and temperatures, possibly supercritical 

24 



water), borosilicate glasses completely devitri&; potentially allowing complete leaching of 

SYNROC, under the identical conditions, emerges 20,22,23 ,24 HLNW into groundwater. 

virtually unscathed. This is an extremely important factor considering the length of time 

(>lo6 yr)" that will be needed for radioactive decay to reach safe levels. 

Table 2.2. The weight percentages of 
the metal oxides that make up 
SYNROC-B. Adapted from 
reference 20. 

Metal Oxide Weight % 

Ti02 57 

Zr02 11 

A203 10 

CaO 13 

BaO 9 

The obstacle preventing utilization of SYNROC as a HLNW immobilization 

medium is the preparation conditions proposed by Ringwood.25 These involve hot 

pressing (5 to 10 x lo7 Pa and 1200" C) of SYNROC constituents, mechanically mixed 

with 10% HLNW. These harsh conditions are incompatible with the radiological 

glovebox environment in which nuclear waste is normally handled.26 The low pressure 

preparation (atmospheric pressure) of SYNROC-B reported in Chapter 7 of this work 

may make application of the material more feasible. 
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2.3 High Temperature Superconducting Cuprates 

Superconductivity is a state of matter that is marked by the sudden onset (at some 

critical temperature, T,, dependent on the material) of two phenomena, zero resistivity and 

perfect diamagnetism. In addition to an increase in temperature, superconductivity can be 

destroyed by exceeding a critical current density, Jc, or exceeding a critical magnetic field, 

Hc. The critical current density is an important factor in determining the feasibility of 

superconducting materials for applications, especially in the high temperature 

superconducting cuprates. In this work, T, will denote the critical temperature at which a 

superconducting transition occurs, whereas Tc (a larger c) will denote the Curie 

temperature. A discussion of the various theories, or a detailed, phenomenological review 

of the characteristics of superconducting materials will not be given in this section, as 

there are numerous sources of this information in the chemical and physical literature.” A 

review of the structure and properties of the high transition temperature superconductors 

prepared in this work will be given. To date, there are nine general families of cuprate 

superconductors.28 These families appear in Table 2.3. This discussion will concern only 

the BaZYCu307 cuprates and bismuth cuprates, which were studied in this work. Several 

intensive reviews on the structure of high temperature superconductors have been 

published and the interested reader is directed to references 29,30 , and 3 1 for a more 

complete discussion. 
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Table 2.3 The current families of high temperature superconductors. From 
reference 28. 

superconductor 
Family of Example Tc G) 

........ ........... .. ......................................... .. ........ .. ...... .. .......................................................... ...................... ............................................................................ 
La2CuO4 related cuprates Lal.6Sr0.4CaCu206 -60 

Ba2YCu307 and related 
cuprates 

Bismuth cuprates 

Thallium cuprates 

Lead cuprates 

Electron-doped cuprates 

Infinite layer cuprates 

92 

110 

133 

2.3.1 Ba2YCu307 and Related Cuprates 

This group of cuprates, which contains the first material discovered with a 

superconducting transition temperature above the boiling point of liquid nitrogen, 

Ba2YCu307 (Tc= 92K),32 was a major focus of the synthetic work in this thesis. The 

B%YCq07 phase has a variable oxygen content which 0 6  to 0 7 .  Consequently, samples 

with experimentally undetermined oxygen contents will be (and often have been in the 

literature) referred to as B ~ ~ Y C U ~ O ~ - ~ .  The phase is superconducting and orthorhombic for 

oxygen content greater than Ba2YCU306.5. The T, does rise, however, reaching a 

maximum value, 92 K, as the value of x in the formula Ba2YCu30-1,~ approaches zero. 
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The orthorhombic, fully oxygenated, superconducting form of the phase has lattice 

parameters of a=3.8856(3)& b=l1.6804(7)& and ~=3.8185(4)A.~~ The unit cell structure 

is pictured in Figure 2.4. Assuming that all barium ions are in the 2+ state, all yttrium ions 

are in the 3+ state, and all copper ions are in the 2+ state, the material is fblly oxygenated 

with a nominal composition of Ba2YCu306.5. However, a greater oxygen content is 

needed for the material to display superconductivity. Since the oxygen content can change, 

the varying charge (accepting that the oxygen charge stays a constant 2-) is accounted for 

by the copper ions which can be 1+, 2+ or 3+. When the material is fbrther oxidized to 

Ba2YCu307, the average copper oxidation state is Cu233+. The Ba2YCu307 phase 

crystallizes as an oxygen deficient perovskite. The oxygen deficiencies create two 

nonequivalent copper-oxygen planes labeled A and B in Figure 2.4. The buckled Cu-(O)z 

planes labeled B are believed to cany the supercurrents through the material. Hence, the 

material is highly anisotropic with respect to its current carrying ability (supercurrents 

preferentially flow in a-c plane). For this reason, epitaxial films (with the b-axis 

perpendicular to the substrate) or highly oriented composites are necessary to increase the 

current carrying ability. Several methods, such as melt have been developed to 

enhance the alignment of the a-c planes in bulk YBa2Cu307. 

A closely related phase in the system is Ba2YCu408. The phase was noticed as an 

impurity in the Ba-Y-Cu-0 system and first synthesized in relatively pure form by 

Karpinski et al.35 with the use of high oxygen pressures. The transition temperature of this 

phase is 82 K but it has the distinct advantage over its higher T, counterpart of having a 

stable oxygen content. Doping the material with calcium (about 10 mol%) to give 
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Ba~Y~,CaxCu408 is reported to raise the T, to near 90 

is very similar to BazYCu307,, with the additional copper and oxygen ions forming 

Cu-0 chains adjacent to the copper oxide chains of Ba2YC~307-~ but displaced in the unit 

cell by 1/2 a. 

The structure of the material 

cu * 
0 0  

Figure 2.4. The crystal structure of Ba2YCu307 showing one half of the 
unit cell. The buckled Cu-0 planes labeled B carry the supercurrents. 

29 



A third superconducting phase in the Ba-Y-Cu-0 system is, BaY2Cu7015. This 

phase, first synthesized in pure form by Bordet et al.,37 has a T, of 90 K. As with 

Ba2YC~08, doping with Ca has a beneficial effect on the T,. A substitution of 5 mol% Ca 

for Y raises the T, of the phase to 94 K. 

The Ba-Y-Cu-0 family is more accurately described as the Ba-RE-Cu-0 family 

(where RE stands for a rare earth element) since all of the rare earths, with the exception 

of cerium, praseodymium, and terbium, will substitute for yttrium in the Ba2YCu307 

phase with little or no change in structural or superconducting properties. Phases of 

composition Ba2RECu408 and BQ RE2Cu7015 also exist, but studies on such materials are 

relatively few. 38 3 9  

2.3.2 The Bismuth Cuprates 

Discovered by Maeda et this family of cuprates consists of phases having the 

general formula; Bi2Sr2CaxCu1+x07+x. This formula results in Bi2Sr2Cu07 for FO, 

Bi2Sr2CaCu208 for x=l, and Bi2Sr2Ca2Cu3010 for x=3. The critical temperatures for these 

phases are 40 K, 82 K and 110 K respectively.28 The bismuth cuprates appear to be more 

promising for bulk applications (silver clad wires etc.,) due the tendency for the material to 

form large, aligned platelets upon recrystallization. The unit cells of the bismuth based 

compounds are stacked perovskites, or pseudo-tetragonal perovskites. A goal of this work 

was the synthesis of the Bi2Sr2Ca2Cu3010 phase of the bismuth system in bulk powder and 

thick film form, consequently, the discussion of structure will center on this composition. 
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The Bi2Sr2Ca2Cu3010 phase crystallizes as a tetragonal stacked perovskite with 

lattice parameters of a=5.40 A b=37.18 J!, and ~ 5 . 4 1  A. The material is structurally 

complicated due to ordered dislocations and vacancies which extend over several unit cells 

giving rise to a type of super~tructure.~~ The phase, like Ba2YC~307-~ , is anisotropic in its 

current carrying ability. The supercurrents flow preferentially in the a-c plane of Cu-0 

chains. The Bi2SrzCa2Cu3Olo phase is one the most difficult of the high temperature 

superconductors to synthesize in phase pure form.42 It is also a technologically important 

phase since its T, of llOK is higher than space temperatures suggesting applications in 

space requiring only passive cooling. It is also safer to work with than its slightly higher T, 

counterparts (T12Ba2Ca~Cu3010 and HgBa2Ca2Cu3010)~ due to the relatively low 

volatitities of the metals involved (the addition of Pb does present a health concern, 

though not as severe as TI and Hg). The material is almost always contaminated, mainly 

with lower T, bismuth phases (e.g., Bi2Sr2CaCu208). Many reports of "phase pure" 

Bi2Sr2Ca2Cu3010 state the necessity of extended annealing times (over ten days).43 It has 

been shown that partial substitution of lead for bismuth stabilizes the Bi2Sr2Ca2Cu3010 

phase with respect to the lower T, phases. The usual lead doped composition is 

Bi1.7Pb0.3Sr2Ca2Cu3010. Some research groups have reported the synthesis of high phase 

purity Bil.7Pbo.3Sr2Ca2C~3010 through off stoichiometric starting compositions44 (due to 

volatility of Pb, Cu, Ca, and Bi and extended firing times necessary for phase purity) such 

as B~~sP~o.sS~~OC~~.OC~~.SOIO. 
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2.4 Applications of High Temperature Superconductors 

Due to the difficulty in obtaining bulk samples that are capable of carrying substantial 

currents in the superconducting state (the result of weak links created by poor grain 

alignment and the anisotropic current carrying ability of the materials), it is generally 

accepted that the first commercial applications of high temperature superconductors will 

utilize the materials in the form of thin films. Thin films of high temperature 

superconductors have several potentially important industrial applications. Some of these 

applications are outlined in Table 2.4. Most applications utilize a series of tunneling effects 

predicted by Josephson in 1962, which are collectively known as the Josephson e f l ec t~ .~  

An important application for thin films is in the fabrication of superconducting quantum 

interference devices (SQUIDS). SQUIDS are essentially a loop containing two Josephson 

junctions connected in parallel, biased with a constant current. Such an arrangement 

enables the detection of extremely small changes in the magnetic field within the loop via 

the production of an output voltage in response to a small input magnetic flux. 
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Table 2.4. Devices which can be fabricated from high temperature superconductors, 
the applications of these devices and the phenomena associated with 
superconductivity that makes the application possible. Adapted from references 
45 and 46.  
Phenomenon Devices Applications 

Zero resistivity, high critical 
current density 

High critical current density 
and critical magnetic field 

Meissner effect 

Josephson tunneling 

Micro-strip lines, patterned 
layer structures, wires, cables, 
tapes microelectronics,* 

Passive microwave devices, * 
Interconnects in 

Electrical energy transport 

Magnetic coils 

Magnetic shields 

Magnetic bearings 

SQUIDS 

Josephson devices 

Medicine (NMR topography) 
Electrical power industry 

(energy storage, generators) 
Transport (levitating trains) 
Plasma confinement. 

Medicine (shielding for NMR 

High energy physics 
experiments) 

(shielding) 

Low fiction bearings 

Detection of extremely small 
magnetic fields, magnetic 
susceptibility measurements, 
voltage measurements* 

encephalography)* 
Medicine (magnetic 

Computers (faster circuits)* 
Microwave detectors* 

Sharp resistive transition Bolometer Plasma and space physics 
(detection of far-infared 
radiation)* 

*This application requires epitaxial thin films. 
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CHAPTER3 

SYNTHESIS OF BULK POWDERS AND SUPPORTED FILMS 

OF PEROVSKITE MATERIALS 

In this chapter, commonly used synthetic procedures for the preparation of 

perovskite-type oxides will be outlined. This material is provided for comparison of the 

synthetic methods developed or utilized in this work with the present technology. The 

chapter will cover the preparation of bulk powders as well as thin and thick films. The 

preparation of high temperature superconductors will be used as an example of most 

synthetic techniques due to the relative abundance of these examples in the scientific 

literature and relevance to the present work. The techniques discussed are applicable for 

synthesis other oxide phases except where precluded by chemical properties of the 

constituent'elements (aqueous solubility, melting point, etc.,). 

3.1 Synthesis of Perovskite Materials in Bulk Form 

3.1.1 Conventional Ceramic Processing 

The simplest method for the preparation of perovskite-type oxides is conventional 

ceramic processing. Sometimes referred to as the grind and calcine method, conventional 

ceramic processing entails the mixing of several starting reagents and subjecting the 

mixture to high temperatures to facilitate difision and reaction in the solid state. The 
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most common method of synthesis of barium titanate is the grind and calcine 

method.' s2 *3 34 The preparation of this material will be reviewed as an example. 

The starting reagents, Ti02 and BaC03, are weighed out in stoichiometric 

quantities. The two powders are mechanically mixed by ball milling or manual grinding 

with a mortar and pestle. A hard grinding medium (agate, Al2O3, etc.,) is preferred to 

lessen the chance of contamination during mixing. After grinding and mixing, sieving of 

powders may be incorporated to achieve a relatively uniform particle size distribution. The 

mixed powder may then be pressed into compacts to increase the grain contact between 

reactants. The mixture is then calcined at high temperatures (1200" to 1400" C) for long 

periods of time (>24h). The compact is then pulverized and mechanically mixed again to 

expose unreacted grains. This material is then compacted and calcined, repeating the 

cycle, until the desired phase purity is obtained. 

It can be seen from the above procedure that conventional ceramic processing, 

although simple in theory and practice (and consequently so widely used), has the 

disadvantages of being slow, labor intensive, and is often impractical for commercial 

preparation of large amounts of high purity materials. The high temperatures needed to 

facilitate diffusion result in additional problems. As discussed in Chapter 1, some materials 

are not stable (with respect to other, undesired phases) at high temperatures. These 

materials are often inaccessible by conventional ceramic processing. Other materials do 

not melt congruently, but decompose into two or more solid or liquid phases above a 

certainpen'fectic melting temperature. In such systems, an upper limit is placed on the 

processing temperature. This lower temperature slows the rate of diffusion, and 
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consequently, necessitates longer reaction times (or more intermittent grindings). Finally, 

the high temperatures and long reaction times, common in conventional ceramic 

processing, result in excessive and uncontrollable grain growth, Often, material of small 

and uniform particle size is desired for forming sintered compacts or thick films. Powders 

with small (submicrometer) and uniform particle size achieve higher green body densifies 

upon pressing. The green body density is the density of a powder compact before the 

sintering step. The final density of the ceramic is highly dependent upon this green body 

density. The production of a homogenous, sub-micron particle size material is not possible 

through the grind and calcine method. 

3.1.2 Solution Methods 

The drawbacks of conventional ceramic processing result fiom the diffision 

limited reaction pathway they follow (see Chapter 1). Several synthetic methods have been 

developed in attempts to minimize (or eliminate) these drawbacks by achieving a greater 

degree of mixing of reactants and thereby shorten diffusion paths. These methods are 

solution methods. Solutions are homogeneous. For example, a solution of Ba2+ and Cu2+ 

contains a random, completely homogenous mixture of the two cations. Simply 

evaporating the solvent will result in a loss of homogeneity as the solute salts crystallize 

and separate due to differences in solubility. Solution methods try to “trap” this 

homogeneity and “transfer” it into the solid state. 

There are several different ways to trap the homogeneity of a solution and transfer 

it into the solid state (some more effective than others). These methods fall into two 
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distinct categories; solure removal techniques and solvent removal techniques. Solute 

removal techniques, which include coprecipitation and the sol gel methods, rely on rapid 

precipitation or gelation of the solute, to both trap the solution homogeneity and transfer it 

(after filtering or drying) into the solid state. The solvent removal techniques, spray drying 

and fieeze drying, have different trapping and transferring processes. In spray drying, 

extremely rapid evaporation of the solvent serves as both trapping (solvent removal occurs 

too fast for extensive crystallization) and transferring mechanisms. In freeze drying, the 

solution is rapidly frozen, which serves to trap the homogeneity. Sublimation of the 

solvent then preserves this homogeneity, and transfers it to the solid state. 

The choice of the solution anion in a solvent removal technique is an important 

decision. M e r  a solvent removal process, the resulting precursor (and product) depends 

directly on the anion of the solution. Therefore, anions which produce salts with low 

melting points, high decomposition temperatures, or high volatility are to be avoided. In 

the solute removal techniques, the salts in the original solution undergo some chemical 

change and the choice of this anion is not,as important. A discussion of the four commonly 

used solution techniques follows. 

3.1.2.1 Solute Removal Techniques 

3.1.2.1.1 Coprecipitation 

The simplest in theory of the solution methods, coprecipitation, is based on a 

precipitation reaction. A solution of the desired metal salts is added to a second solution 

containing a large excess of a precipitating agent, optimally resulting in uniform, 
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simultaneous precipitation of the desired metals as insoluble salts. For preparation of 

Ba2YC~307-~, a common procedure involves the addition a solution containing 

stoichiometric quantities of yttrium, barium, and copper nitrates to a nearly concentrated 

solution of oxalic acid. The result is the precipitation of the metals as insoluble 

oxalates.' 96 97 The oxalates are then filtered, washed, and calcined at -900" C to yield 

Ba2YC~307.~. The oxalate coprecipitation method was used by Bednorz and Muller in the 

preparation of the first high temperature superconductors.' Alternatively, the nitrate 

solution can be added to a concentrated solution of Na2CO3 or K2CO3, which causes 

precipitation of the transition metals as the insoluble carbonates; Y2(co3)3, BaC03, and 

CU~(CO~)(OH),.~ Sodium hyponitrite, NaN202, has also been used as a coprecipitating 

agent for the low temperature synthesis of B ~ ~ Y C U ~ O T - ~ .  The tetragonal phase of 

Ba2YCu307, was obtained from the hyponitrite precursor after calcination in argon at 

700" C. The lower reaction temperature was attributed to intimate mixing and the 

noncarbonaceous nature of the precursor. The absence of carbon allows lower reaction 

temperatures by avoiding the formation of the relatively stable intermediate, BaC03. lo 

Coprecipitation can also be carried out in non-aqueous solvents. Glacial acetic 

acid has been explored as a solvent for coprecipitation of oxalates as a precursor to 

(Bi,Pb)2Sr2Ca2Cu3010 and BizSr2CaCuzOs. l1 Liquid ammonia has been utilized as the 

solvent for coprecipitation of yttrium, barium, and copper carbamates as precursors to 

Ba2YC~307-~ and Bi2Sr2CaCu208. An interesting difference between this liquid ammonia 

coprecipitation method and aqueous coprecipitation methods is that in the former, the 

solvent, in addition to the solute, reacts with the coprecipitating agent (gaseous C02) 
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forming insoluble ammonium carbamate. This is believed to make for a more intimate 

mixture since nucleation of the precipitating metal salts is hampered by the coprecipitating 

ammonium  arba am ate.'^ 
14J5 ,I6 ,I7 Oxalate coprecipitation is also widely used for the preparation of BaTi03. 

The coprecipitation (after addition of a barium and titanyl chloride solution to an oxalic 

acid solution) yields a single phase double oxalate salt, barium titanyl oxalate, 

BaTiO(C2O2)2-4H20. Since a double salt is formed, the mixing of barium and titanium 

cations is perfectly homogeneous. However, phase separation occurs during thermal 

decomposition of this salt and BaTiOf forms through a reaction of BaC03 and Ti02. Due 

to the greater degree of mixing of BaC03 and Ti02 achieved through BaTiO(C202)2*4H20 

decomposition, calcination conditions for BaTiO3 synthesis can be as mild as 700" C for 

1 h for oxalate coprecipitation precursors." 

Although relatively simple in practice and theory, coprecipitation is not an effective 

method of achieving atomic level mixing and fiequently results in mixing on the same 

order as mechanical grinding. An additional problem with the method is loss of 

stoichiometry through finite solubilities of the precipitated salts. This factor can be 

somewhat minimized by lowering these finite solubilities by judicious selection and control 

of reactionpH, carrying out the coprecipitation reaction at -0" C, and adding a miscible 

organic solvent (ethanol, methanol, etc.,). 
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3.1.2.1.2 Sol Gel Methods 

Sol gel methods have been widely used in preparative solid state chemistry. There are 

many variations which all have the common goal of producing a colloidal suspension or 

sol gel fiom a solution of desired reagents. A widely used sol gel method of Ba2YC~307-~ 

preparation is often referred to as the alkoxide method.lg Yttrium isopropoxide, 

Y(OC3H7)3, copper methoxide, Cu(OCH&, and barium metal (which reacts with the 

solvent to form barium ethoxide, Ba(OC2Hs)Z) are dissolved in ethanol. To increase the 

solubility of the &oxides, 2-methylaminoethanol is added and the solution is refluxed for 

3h. Other additives, such as P-diketones?' have also served this purpose. The solution is 

then hydrolyzed to form the sol gel by addition of a controlled amount of H20 according 

to the general reaction; 

M(OR), + xH~O + M(OH), + XROH. eq. 3.1 

The solvent can then be removed under reduced pressure to yield a colloidal precursor. 

Calcination of the precursor at 850" C for 3h in 0 2  yields single phase Ba2YC~307-~. 

A similar alkoxide based procedure has been used for the preparation of CaTi03,21 

BaT03,22,23 '' and SrTi03.25 

19 

Another sol gel method for Ba2YC~307-~ preparation involves the addition of a 

chelating agent, citric acid, to an aqueous solution of Y(N03)3-xH20, Ba(NO3)2 and 

CU(NO~>~.XH~O.~ Ethylene glycol is then added and the mixture is heated to 120" C until 

most of the original water has evaporated. At this time, a colloidal precipitate forms in the 
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ethylene glycol solution. This gel is heated at 200’ to 300” C for organic decomposition. 

The resulting powder is fired at 94OOC for 2 h to achieve the high temperature 

superconductor. 

The sol gel methods are effective methods of achieving atomic level mixing of 

reactants. A drawback of some sol gel methods is the need for costly organometalic 

reagents. Several of the sol-gel methods require a careful control of pH to prevent phase 

separation during gel formation. Many of the sol-gel methods form carbonaceous 

precursors. The presence of carbon may lead to the formation of carbonates as 

intermediate products. Some alkaline earth carbonates are relatively stable and require 

temperatures in excess of 800’ C for complete decomposition. The presence of BaCO3 has 

been shown to necessitate longer reaction times in the synthesis of Ba2YCu07-,.” Even 

after decomposition of carbonates, a precursor with a high carbon to metal ratio may 

result in the buildup of amorphous carbon at grain boundaries. This buildup has been 

shown to be detrimental to the superconducting properties of Ba2YC~307-~. 28 

3.1.2.2 Solvent Removal Techniques 

3.1.2.2.1 Spray Drying 

Spray drying, or spray pyrolysis3 (also sometimes referred to as aerosol 

decomposition) consists of spraying a solution (usually an aqueous solution) of salts 

containing the desired metals through a heated reaction zone, wherein the solvent is 

vaporized and complete or partial decomposition of the constituent salts occurs. The 

starting reagents are usually nitrates3’ 91 92 or acetates33 due to their favorable solubility, 
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low decomposition temperature, and non-volatility with most metals. Although acetates 

are commonly used, spray drying aqueous solutions of organic acid salts can result in the 

build up of amorphous carbon at grain boundaries of the final product. Free carbon has 

been detected in samples of MgO prepared by spray pyrolysis of aqueous Mg(O2CCH3)2 

solutions after extensive firing at 1000" C.34 Other anions, such as metal chlorides, have 

been used in a spray pyrolysis preparation of MgO and some fe r r i t e~ .~~  

A novel method utilizing anionic oxidation-reduction has been developed for a 

36 spray pyrolysis preparation of Ba2YC~~07-~ and B a 2 Y C ~ ~ 0 8 . ~ ~  Briefly, the method 

consists of spray drying an aqueous solution containing oxidizing salts (nitrates) and 

reducing salts (acetates). An exothermic redox reaction occurs which converts the 

acetatehitrate precursors to an intimate mixture of oxides below 300" C. This mixture is 

then fired at high temperatures to obtain the desired phase. 

If the solvent is removed rapidly, spray drying is a very effective method of atomic 

mixing The main problems associated with spray drying are engineering in nature. The 

system must be designed so that the water vapor created upon the rapid evaporation of the 

solution is quickly removed. A high percentage of water vapor in the system will cause 

agglomeration of spray dried particles and possible phase separation if a water soluble 

species exists in the dried powder. It is possible that some salts with high decomposition 

temperatures (e.g. Ba(N03)~ decomposes at >600° C) 38 could remain after the drying 

process and dissolve in condensed water resulting in phase separation. 
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3.1.2.2.2 Freeze Drying 

Freeze drying, (sometimes referred to as the cryochemical technique) which is the 

least commonly used of the four solution methods discussed here, is perhaps the most 

effective method for producing solid atomic mixtures. The technique was used in this 

work for the preparation of BaTi03 and SYNROC-B. It is similar in concept to spray 

drying; removal of the solvent without allowing for extensive crystallization. In fieeze 

drying, however, the solvent removal step and salt decomposition step are separated. An 

aqueous solution is sprayed into stirred liquid nitrogen (or another cryogen) where it is 

rapidly frozen. The rapid freezing traps the ions in the random state they were in when in 

solution. In order for the random mixture of cations to be trapped in the fieezing process, 

the speed at which the ice fiont moves through the droplet of solution must be greater 

than the rate at which the solute can diffuse to form precipitates. 

After the solution is rapidly fiozen, the snow-like substance is placed in a 

commercial freeze drying apparatus. The pressure in the sample chamber is lowered to a 

few millitorr, and the temperature is kept below the eutectic point of the solution to 

facilitate sublimation and prevent melting, respectively. Heat for sublimation is supplied to 

the fiozen solution by radiation, or by conduction through fiozen solution. The heat 

supplied is precisely controlled to keep the temperature of the "snow" below the eutectic 

point of the solution. The sublimed water is collected on a condenser that is cooled to 

about -70' C. Although a vacuum pump is included in most fieeze drying systems, it 

serves only to remove the noncondensable gases and thereby increase the mean free path 

of the H20 molecules. The main driving force in the sublimation is the difference in the 
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temperature dependent vapor pressure of water at the sample temperature (-5' to -40' C) 

and the condenser temperature (-70' to -100' C). When the water has completely 

sublimed, a very fine powder (particle size depends on concentration of the starting 

solution and droplet size of the spray) remains which is subject to the appropriate thermal 

treatment. 

Ceramic synthesis through freeze drying was first explored in the late 1960's by 

Schnettler, Monforte, and Rhodes,39 who used sulfate salts for the preparation of alumina 

(Al203) and spinel (MgAlzO4). More recently, the technique has been used in the synthesis 

of cuprate superconductors. A four fold increase in the rate of formation of the (Bi, 

Pb)~SrZCa~Cu3010-~ phase has been reported with the calcination of freeze dried nitrate 

powders over the grind and calcine method. 

also been shown to d o w  the formation of Ba2YCu408 at atmospheric pressure.43 

Complete formation of the Ba2YCu40s phase requires high 0 2  pressures, 

an alkali metal catalysta when a mechanical mixture is heat treated. Very high quality 

Ba2YCu307, powders47 and the perovskite Lal,SrxCo028 have also been synthesized 

via freeze drying of nitrate solutions. 

Freeze drying of nitrate solutions has 40,41,42 

44,45 or the use of 

Freeze drying was used in this work (Chapters 5 and 6) due to its unrivaled 

effectiveness in producing solid atomic mixtures. The technique has the advantage over 

spray drying that every step of the process can be controlled and adjusted to prevent 

phase separation. The critical step in the process is the freezing of the solution. If the 

freezing is rapid enough, the atomic mixture is created in this step. Subsequent steps 
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(sublimation and thermal processing) need only preserve this atomic mixture. A more 

detailed discussion of the freeze drying procedure will be presented in Chapter 5.  

3.2 Synthesis of Perovskite Materials as Supported Films 

Thin and thick films of perovskite materials, and in particular, high T, 

superconductors have important practical applications in areas such as electronics and 

magnetic shielding (see section 2.4 for a more complete discussion of the applications of 

high T, films). Consequently, a great amount of research has looked into better ways of 

producing high T, films. A few general comments are in order before beginning a 

discussion on the preparation of high T, films. 

A film with a thickness of >lpm is generally referred to as a thick film. Thin films 

(Ilpm thick), have a tendency to grow epitaxially on the ~ubstrate.4~ That is, the film will 

grow as a single crystal-like sheet on top of the single crystal substrate. For good epitaxial 

growth to occur, the lattice spacing of the substrate should be close to that of the material 

being deposited. This epitaxial growth is extremely important for the preparation of high 

temperature superconductors. The anisotropic current carrying nature of the materials, 

which limits the current carrying ability in bulk samples, is not a problem ifthe film can be 

grown so that the current carrying a-c plane is grown pardel to the substrate (b-axis 

perpendicular to the substrate). Critical current densities in thin epitaxial films have been 

reported as high as 5x106 Ncm3 (at 77K).50 It has been shown, however, that when a 

thickness of a few hundred nanometers is exceeded in BazYCu3O-I, films, the orientation 

switches from b-axis perpendicular to the substrate to a-axis perpendicular to the 
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~ubstrate.~' The critical current density perpendicular to the a-c plane of Ba2YC~307-~ is 

only 2-3% of the Jc in the a-c plane.52 This causes the critical current density for thick 

films to be considerably lower (good samples produced by screen printing can have 

Jc-3x103A/cm2 for a 30-40pm thick filmy3 

The choice of material for substrate is governed by four general considerations. 

(1) The substrate material must not melt or undergo any other phase transformation 

between the preparation temperature and the temperature of operation. (2) The substrate 

material should have a crystal plane with lattice parameter close to the lattice parameter of 

the material of interest, Le. -3. SA for Ba2YC~307-~ (this property is especially important if 

epitaxial growth is desired). (3) The substrate material should have thermal expansion 

coefficients close to that of the compound of interest, and (4), the substrate material 

should be (or allow the growth of a buffer layer that is) chemically inert to reaction with 

the coating. These four considerations lead to the two most common choices of substrates 

for BazYC~307-~ film growth; MgO and LAO3.  Single crystal, 100 oriented wafers of 

LaAl03 are considered the optimum substrate for thin film growth of Ba2YC~307-~ due to 

the close lattice match between the phases. Single crystal, 100 oriented MgO is also 

widely used for thin films but suffers fi-om a slightly less perfect lattice match. For thick 

films, the most important property of a substrate is inactivity to chemical reaction with the 

coating. Consequently, polycrystalline MgO is widely used. MgO has been shown to be 

extremely inert to reaction with the Ba-Y-Cu-0 system at temperatures below 1000° C.54 

Other materials, such as yttria-stabilized zirconia (YSZ), SrTiO3, NdGa03, Ag, and AI203  

(sapphire), have also been used for both thin and thick films. 
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A distinction has developed between two general types of film production, in-sifu 

and ex-situ. In-situ refers to techniques that result in production of superconducting 

phases without a post-anneal. Ex-situ techniques prepare a non-superconducting film 

which requires a high temperature anneal to obtain the superconducting phase. It is 

generally accepted that in-situ techniques are desirable since the complication of a post- 

deposition heat treatment is unnecessary. In-situ techniques are usually implemented for 

thin film production, whereas ex-situ techniques dominate thick film production. Most 

in-situ techniques require high vacuum conditions. The most widely used techniques5’ for 

the synthesis of thin films of high temperature superconductors are ion beam sputtering, 

molecular beam epitaxy, laser ablation, coevaporation, and chemical vapor deposition 

(0). The literature on thick film production is dominated by screen printing, and spray 

pyrolysis. A brief discussion of the various techniques developed for the production of 

films of high T, superconductors follows. For simplicity and consistency, all techniques 

discussed will be explained in terms of the Ba2YC~307-~ system. In most cases, changing 

starting materials to produce a different film composition will have little effect on the 

general procedure. 

3.2.1 Preparation of Thin Films 

3.2.1.1 Ion Beam Sputtering 

56 3 7  Ion beam sputtering @3S) is a high vacuum technique, wherein an energized, 

ionic beam of a high mass gas (k) impinges upon a target consisting of the desired film 

constituents. Particles are sputtered from the target and nucleate on a nearby substrate. 
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The substrates are radiatively heated to the required temperature for nucleation, diffusion, 

and growth, which varies from system to system. The particle beam is generated by a 

direct current arc (DCS), or a radio frequency plasma. There are several problems with 

both sputtering techniques. Due to a phenomenon of backsputtering (from film to target), 

the stoichiometry of the target does not have a direct correlation to the stoichiometry of 

the resultant film.58 Consequently, target stoichiometry has to be varied to obtain the 

optimum film composition. 

3.2.1.2 Molecular Beam Epitaxy 

In molecular beam epitaxy,59 *60 the individual components (usually metallic) which 

will combine to form the desired film are evaporated from separate sources in a 

background pressure of <1x104 torr. Atomic particles then nucleate and grow into a thin 

film on a radiatively heated substrate. For preparation of Ba2YCu,07, films, an activated 

oxygen source is added near the substrate to yield a sufficiently oxygenated film.61 Since 

each elemental component can be heated separately, the method is widely used for the 

preparation of layered superconducting devices of only a few nanometers in thickness.62 

The technique, although able to produce exceptionally high quality films 

(JC>4.5~1O~A/crn~)~~ has a very low deposition rate.55 

3 -2.1.3 Laser Ablation 

Laser ablation, or pulsed laser depo~ition,~~ 965 is in principle, very much like the 

sputtering techniques. A target composed of the desired starting material, Ba2YCu307,, is 

52 



placed in a vacuum chamber which is then evacuated to below 1x10” torr. A high powder 

Nd: YAG, C02, or excimer laser is directed through a window of the vacuum chamber 

and onto the target. The laser ablates atomic size fragments away fiom the target which 

travel in a plume, toward a thermally controlled substrate. Laser ablation does not suffer 

from deviations in stoichiometry and, with precise control of substrate temperature, can be 

implemented to produce very high quality thin films of B ~ ~ Y C U ~ O V - ~  with 

Jc>5~10~A/cm~.’~ Laser ablation, although generally used for the production of thin films, 

has also been used for the synthesis of thick films (>6pm thick) with Jc >1x106A/cm2. 

The technique has an acceptably high deposition rate but has the disadvantage of being 

costly due to the need for a high power laser and suitable vacuum chamber. 

3.2.1.4 Coevaporation 

is related to molecular beam epitaxy except that in Coevaporation 67,6S ,69 

coevaporation, the deposition of the film constituents is carried out simultaneously and at 

a much higher deposition rate. For Ba2YC~307-~ films, three sources are individually 

heated. The sources contain samples of metallic yttrium, metallic copper, and barium 

fluoride (BaF2). They are resistively heated to over the boiling points of the materials in a 

low pressure ( l ~ l O - ~  torr) oxygen containing chamber. The materials evaporate and 

condense on the substrates. BS2  is preferentially used over barium metal due to the high 

reactivity of the latter with water vapor, oxygen, and C02. Such reactions produce very 

high boiling point compounds (e.g. BaC03 b.p.>1740° Cy BaO b.p. -ZOO0°C)3s and will 

result in a barium deficiency in the finished film. The use of BaF2, however, necessitates a 
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post anneal to remove fluorine fiom the film. Fluorine has been shown to adversely affect 

the superconducting properties of films produced by coe~aporation.~' The post anneal is 

usually performed in wet oxygen ( 0 2  gas bubbled through water to saturate it with water 

vapor), which more effectively removes the absorbed fl~orine.~' This need for a post 

anneal keeps coevaporation fiom being a true in-situ technique. 

3.2.1.5 Metalorganic Chemical Vapor Deposition 

Chemical vapor deposition (CVD)717n773 is fast becoming an important synthetic 

technique in many areas of materials chemistry. It is used for the preparation of diamond 

films74 and is extremely important in the semiconductor industry. The production of high 

T, films through CVD is mainly a subdivision known as metalorganic chemical vapor 

deposition (MOCVD). Large, chelating, anions are used to "hide" the metals, making 

compounds that are relatively volatile. A typical anion used in the Ba-Y-Cu-0 system is 

the dipivalomethanate (dpm). The volatile metalorganic compounds, Y(d~m)~ ,  Ba(dpm)z, 

and C~(dpm)~  are mixed with oxygen (carrier gas) and metered into the reaction chamber. 

The chamber, which may be partially evacuated, contains radiatively heated substrates 

(600' to 900" C). The gaseous metalorganics decompose on the hot substrate to the much 

higher boiling point oxides (or possibly carbonates) resulting in an oxide film. The 

technique is adaptable to large area deposition (the previously discussed sputtering 

techniques are not adaptable to large area deposition due to geometrical restraints), but 

often produces films which need a post anneal to achieve full oxidation. Some researchers 
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have explored the use of more oxidizing carrier gases such as ozone7' and nitrous 

in attempts to avoid the post anneal. 

3.2.2 Preparation of Thick Films 

3.2.2.1 Screen Printing 

Screen printing n ;IS ,79 ,so is a commonly used technique for the preparation of thick 

films of high temperature superconductors. The method starts with preparing (or 

obtaining) high quality, bulk superconducting material of small and uniform particle size 

(<lpm). The powder is sifted through a fine mesh screen and mixed with an organic 

solventlvehicle into a type of paste. This paste is then screen printed using a rolling device 

onto the substrate of choice. The films are dried and then sintered to improve the grain 

contact. Screen printing generally produces films with poor superconducting transport 

properties, usually due to a total lack of orientation. Some success in grain alignment has 

been achieved by using special post annealing procedures. Melt texturing and other grain 

aligning techniques have resulted in screen printed thick films 0fBa~YCu307,~ with 

Jc > 3x103A/cm2 at 77Ks3 

3.2.2.2 Spray Pyrolysis 

is a technique for thick or thin film production, related to Spray pyrolysis 81,82 $3 

the spray drying method of powder production. A solution (usually aqueous), containing 

the desired metals, is sprayed onto a heated (200' to 1000' C) substrate. The solvent is 

quickly vaporized at the surface of the substrate leaving the metal salts (or their 
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decomposition products) at the substrate surface. If the surface temperature is sufficiently 

high, the superconducting phase can result after the initial decomposition of the salts. 

Most spray pyrolysis techniques produce films which require a post anneal. The size of the 

droplets and flow rate of the spray are extremely important parameters to be controlled. 

Ultrasonic spray nozzles are frequently used. Large droplets fonn large particulates 

on the surface of the film and result in a very inhomogeneous, rough coating. The aerosol 

flow has to be kept at a level that is fast enough for good nucleation and the thermal 

power at the substrate must be sufficient to maintain the desired temperature. The 

technique, in addition to its simplicity, has the advantage of being able to coat large areas 

with superconducting material, a desired feature for magnetic shielding applications. 

However, film quality (Jc, T, etc.,) is usually far below that of vacuum produced 

84.85 
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PART I1 

EXPERIMENTAL METHODS AND RESULTS 



CHAPTER4 

CHARACTERIZATION OF SOLID STATE MA.TElXbiLS 

In this chapter, the first of the experimental part of this dissertation, the analytical 

techniques that were used to characterize the perovskite oxide films and powders 

synthesized in this work will be reviewed and the general experimental procedures will be 

given. The techniques will be divided into three general areas; characterization of chemical 

properties, characterization of structural and morphological properties, and 

characterization of physical properties. The characterization of chemical properties 

included thermogravimetric analysis (TGA), and differential thermal analysis (DTA). 

These methods were used to characterize precursor samples. TGA was used as the basis 

for the protocol of thermal treatments to which precursor powders were subjected. DTA 

was used to screen for melting of precursor powders during thermal processing, a possible 

source of phase separation and loss of atomic level mixing. This information was 

important in helping to determine the thermal processing protocols for freeze dried 

powders. The structural and morphological properties of final products and precursors 

were studied by powder x-ray diffraction (XEW), transmission electron microscopy 

(TEM), and scanning electron microscopy (SEW. XRD was used to determine the phase 

composition and purity of the powder and film samples produced in this work. In the 

production of ceramic phases (films or powders), the particle size and morphology is of 

great importance. Small uniform particles improve the sintering characteristics of ceramic 
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compacts by allowing for higher green body densities. The morphology of the powders 

and films prepared in the work was studied with "EM and SEM. Finally, the high 

temperature superconductors prepared in this work have interesting physical properties 

that are as indicative of sample quality as the structural and morphological properties 

mentioned above. When cooled to below the superconducting transition temperature, 

samples should exhibit zero resistance to electric current and perfect diamagnetism (below 

the critical magnetic field). The temperature of this superconducting transition can be 

measured by the onset of either of these two phenomena and the result correlated to the 

quality of the sample. 

I 

4.1 Characterization of Chemical Properties 

4.1.1 Thermogravimetric Analysis 

Thermogravimetric analysis (TGA) was performed on fieeze dried precursors and 

acetate glass precursors with a Perkin Elmer TGS-2 thermogravimetric analyzer. 

Precursors were placed in gold or platinum sample pans, ramped to -1000" C at a rate of 

10" C/min, and the mass was recorded with increasing temperature. A plot of these data 

versus sample mass indicated the decomposition temperature of the precursor. This 

technique also made evident any evaporative loss of reactants. The complete 

decomposition of the salts was indicated by the lowest temperature where no mass change 

occurred with increasing temperature (dm/dT=O). 
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4.1.2 Gross Gravimetric Analysis 

Gross gravimetric analysis was performed to determine the formula weight of 

certain unknown compounds, or samples with varying water content. Samples were 

decomposed to their oxides by heating them to temperatures well beyond the 

decomposition temperatures of the compounds. The percent of mass lost was used to 

calculate the formula weight of the starting compound. The procedure consisted of heating 

clean, platinum crucibles (with lids) to 900" C in a box furnace until a constant mass was 

achieved upon weighing. Quantitative analytical techniques were used throughout this 

procedure. A known amount of the sample to be analyzed was added to the crucibles and 

they were calcined in a box hrnace at 900" C for 2 to 6h. After this time period the 

samples were cooled while in the furnace to -100" Cy and then cooled to room 

temperature in a dessicator. They were then weighed again to determine the mass of oxide 

recovered. The formula weight of the oxide was used to determine the formula weight of 

the unknown sample. Samples were analyzed in triplicate. 

4.1.3 Differential Thermal Analysis 

Differential thermal analysis (DTA) was performed on fieeze dried SYNROC 

precursors in a TA Instruments 2100 Simultaneous TGA-DTA. Samples were run at 

20" C h i n  in flowing 0 2  (120 ml/min) while simultaneously recording the sample mass, 

the sample temperature and the temperature of a reference material (a-Al203) .  Phase 

changes in the sample are evident when a discontinuity occurs between the sample 

temperature and the reference temperature. 
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4.2 Characterization of Structural and Morphological Properties 

4.2.1 Powder x-ray DEaction 

For both films and powders, the method used for phase characterization was 

powder x-ray difltiaction (XED). In this procedure, a powder or series of small crystallites 

is placed in the path of a monochromatic beam of x-rays. The x-rays are diffracted by the 

individual planes of the crystallites when the Bragg equation; 

nh=2 dsin0, eq. 3.1 

where n is an integerrepresenting the order of a particular reflection, d is the spacing 

between reflecting planes, and 0 is the angle between the incident x-ray beam and plane of 

the sample, is satisfied. The instrument rotates the sample surface while scanning the 

d.etector through a designated range of degrees of 2 0  at a predetermined rate. Reflected 

x-ray intensity measurements are made at close intervals (usually every 0.02' 20) and are 

plotted against 20  to give the XEUI pattern. It is accepted that only the three most intense 

peaks of a phase need be detected for qualitative identification of that phase in a sample.' 

However, in this work all diffraction lines and their intensities were considered in analysis 

of collected data. 

The XRD measurements made for this work were taken at two different locations, 

and the experimental procedures for each location differ due to instrumental specifications. 

The XRD patterns of the high temperature superconductor samples (Chapters 7 and 8) 

were performed at Temple University with a Rigaku D/max-B x-ray diffractometer using 
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Cu Kal radiation (h=1.54060A), which was filtered fiom a Cu x-ray tube by the use of a 

graphite monochrometer. The patterns were typically taken fi-om 3" to 90" 20  for the 

Bi-Sr-Ca-Cu-0 system but were generally only taken from 20" to 70" 2 0  for the Ba-Y- 

Cu-0 system since no peaks of interest for Ba2YCu307-x or any common impurities of the 

system lie in these upper or lower regions of 20. The scan rate was set at 3"20/min for 

preliminary scans and lowered to 1" 20/min if a more precise pattern was desired. 

Samples were automatically rotated to minimize preferred orientation effects. The Rigaku 

D/max-B was fitted with an automatic sample changer capable of holding and changing up 

to forty samples at a time. 

The samples for powder XRD analysis were prepared by grinding the powder in an 

agate mortar and pestle until no inhomogeneities were visually apparent. This powder was 

then placed into circular glass slides with a circular, ground glass depression on one side. 

The powder was gently set into the depression by sliding a glass slide across the surface. 

This procedure also served to sufficiently smooth out the surface of the powder. A rough 

surface destroys the planar geometry necessary for proper determination of the angles of 

reflection. However, sliding the glass across the surface of the sample may serve to orient 

several reflections with the plane of the slide.2 The powder was then held in place by 

adding a few drops of a solution of Duco cement in acetone (-3 wt% Duco cement). The 

non-reactivity of this Duco cement solution to both the Ba-Y-Cu-0 and 

Bi-Sr-Ca-Cu-0 systems has been previously e~tablished.~ 

Thin and thick films were studied in XRD by mounting the films directly into 

circular aluminum discs in which a square 1% in. x 1% in. depression was cut. The films 
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were held in place by the positioning of an Appiezon clay between the back of the film and 

the aluminum disc. This clay also served to allow the film to be optically flattened with 

respect to the aluminum disc by placing the film under a plate of glass and applying manual 

pressure. 

The XRD data were analyzed using Rigaku software and standard XRD card files 

on cd-ROM from the Joint Committee on Powder Diffraction Standards (JCPDS). The 

Rigaku software contained several programs of which the most commonly used were for 

peak finding, search matching against JCPDS standard files, and a charting program for 

producing hard copies of the patterns. The software was also capable of calculating unit 

cell dimensions for a given, single phase pattern. 

The XRD patterns of SYNROC-B and BaTiOs samples (Chapters 5 and 6) were 

taken at Los Alamos National Laboratory using a Sintag 5000 x-ray difiactometer. Data 

was collected using C&I radiation (h=l.54060 A) while rotating the sample and 

continuously scanning 2 0  at 1" /min from 3" 2 0  to 90" 20. Samples were ground to fine 

powders and horizontally mounted on quartz zero-background plates. A thin layer of 

randomly textured Dow Corning high vacuum grease was used to hold the powder 

samples in place. Standard dsaction file analysis was performed using Sintag software 

and JCPDS files, or by comparing d-spacings to those found in the literature. 

4.2.2 Scanning Electron Microscopy 

Determining the extent of phase purity is not the only important analysis for 

complete judgment of the quality of a particular sample of a ceramic material. The particle 
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size, shape, and uniformity (morphology) are also of great importance for industrial 

application as all of these factors have an effect on the overall sintering characteristics of 

the materials. In this work, the morphology of bulk powders and thin film superconductors 

was studied using scanning electron microscopy. 

Scanning electron microscopy (SEM) allows resolution at higher magnification 

than optical microscopy due to the shorter wavelength (with respect to visible light) of the 

electrons used. The method suffers from the drawback that the samples studied must be 

relatively good electrical conductors to prevent charge buildup. Non-conducting samples 

can be studied by sputtering the samples with a thin layer of gold to allow surface 

conduction and charge dissipation. Using this technique, the morphology of sub- 

micrometer particles could be observed, compared, and measured. 

A Phillips, 501-SEM was used throughout the scanning electron microscopy 

studies. Powder samples of Ba2YC~307-~ and Bi2Sr2Ca2Cu3010 final products, as well as 

other electrically conductive samples, were prepared for SEM analysis by gently dusting 

the powder onto 3M copper conductive tape which was then attached to an aluminum 

sample mount. Alternatively, the sample could be dusted onto a aluminum sample holder 

onto which a thin layer of silver paint has been applied. Mounting the sample on copper 

tape has several advantages over the silver paint method. (1) A smoother background is 

evident in the finished micrograph. (2) The aluminum sample mounts are more easily 

reused, and (3), the solvent of the silver paint wets the grains of the sample, possibly 

causing agglomeration through surface tension. Samples which were not sufficiently 
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conducting (usually precursor samples) were sputtered with a thin layer of gold to allow 

charge dissipation. 

Film samples were prepared for SEM analysis by attaching the film to an aluminum 

sample holder with conductive, double sided graphite tape. The tape was allowed to 

slightly overlap to the coated side of the substrate to allow electric conduction around the 

highly resistive substrate. A measurement of the thickness of the film could be obtained by 

mounting the film perpendicular to the aluminum sample holder. 

4.2.3 High Resolution Transmission Electron Microscopy 

In transmission electron microscopy (TEN, a focused beam of electrons passes 

through a sample, a series of magnetic lenses, and eventually to a fluorescent screen, 

where an image of the sample forms. The basic components of a transmission electron 

microscope are given schematically in Figure 4.1. Samples for TEM must be very thin 

(-2OOnm) because the electron beam must pass through the sample. TEM can also be 

utilized to gather structural information about small regions of a sample ( 4 p m  in 

diameter) by obtaining an electron diffraction pattern. The results can be used in 

combination with x-ray deaction for a more complete structural determination of a 

sample.’ The fine powder BaTiOs samples were prepared for TEM analysis by dispersing 

the powder in an ultrasonic acetone bath and allowing the particles to fall into a holey 

carbon grid.6 
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Figure 4.1. A schematic of the basic components of a 
transmission electron microscope (fiom reference 5). 

4.3 Characterization of Physical Properties 

4.3.1 Electrical Measurements 

The resistivity versus temperature of high temperature superconducting samples 

was measured via the standard four point probe method. Bulk samples were pressed 

(1 kbar) into bars of 3mm x 3mm x 20mm and sintered under varying conditions, 

depending on composition. Four thin copper wire (Belden #36) leads were attached to the 

bars with silver conducting paint. The samples were mounted on a cold stage which was 

subsequently sealed, evacuated and cooled to 15 K via a closed cycle refiigerator. The 

sample temperature was monitored by a silicon diode temperature sensor and controlled 

by a Lakeshore Cryogenics (model # DRC 91C) temperature controller. The sample 

temperature was raised to room temperature while a direct current (0.1 to 10 mA) was 

sent through the outer leads of the sample. The voltage between the inner two leads was 
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read with a Keithley Model 18 1 Nanovoltmeter. A computer program was written in 

BASIC to take readings of the voltage at 1 K intervals and store the data in a desk top 

computer. The resistivity versus temperature measurements on thick and thin film samples 

were also made with this instrument. The copper wire leads were wrapped around the film 

several times and attached to the superconducting surface with silver conducting paint. 

The same instrument was used for determination of critical current densities (Jc). 

For Jc measurements, the temperature of the sample was maintained at a constant value 

(below the superconducting transition temperature) and the current was gradually raised 

while voltage measurements between the two inner sample contacts were made. When the 

sample is superconducting, there was no voltage measured between the inner leads of the 

sample. When the critical current was exceeded, a voltage was measured which increased 

linearly with increasing current, in accordance with Ohm’s Law. The onset current of 

Ohmic behavior was defined as the critical current for the sample. The critical current 

density, Jc, was determined by dividing this value by the cross sectional area of the 

sample. 

4.3.2 Magnetic Measurements 

A simple device for measuring the magnetic properties of the high temperature 

superconductors prepared in this work was developed.’ The device consisted of an 

enclosed analytical balance (Fisher A-2OODS) with a permanent magnet supported in a 

position close to the upper glass door of the balance. The magnetic field at the surface of 

the permanent magnet was 150 gauss. The base of the support rested on the pan of the 
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Figure 4.2. A schematic of the experimental setup used for measuring the 
Meissner force exerted between a permanent magnet and a superconducting 
pellet with varying temperature. The labeled parts correspond to; 
a) permanent magnet, b) low mass Styrofoam support, c) superconducting 
sample, d) silicon diode temperature sensor, e) liquid nitrogen, f) Lakeshore 
Cryogenics temperature controller, and g) desk top computer. 
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balance and the mass of it and the permanent magnet was negated by taring the balance. A 

Styrofoam cup containing a high temperature superconducting sample was then placed 

directly above the magnet on the glass door. Liquid nitrogen was added to the cup to cool 

the sample. If the superconducting transition temperature of the material was above 77 K, 

the balance responded to the force exerted between the sample and the magnet. 

Multiplying the balance response in kilograms by the acceleration of gravity ( -9.8ds2) 

resulted in a determination of the Meissner force in Newtons. Using this technique, a 

quick and nondestructive judgment of sample quality was attained. Comparative studies 

could be performed if pellets of equal mass and dimensions were used. This devise was 

later expanded upon' to give a magnetic determination of the superconducting transition 

temperature in high temperature superconducting samples (see Figure 4.2). Positioning of 

a silicon diode temperature sensor in thermal contact with the superconducting sample 

allowed simultaneous monitoring of the sample temperature and Meissner force. Balance 

response and temperature data were recorded by a desk top computer, allowing a plot of 

magnetic response versus temperature to be produced. The superconducting transition 

temperature of the sample was defined as the onset temperature of diamagnetic response. 
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CHAPTER5 

PREPARATION OF NANOCRYSTALLINE BARJXM TITANATE 

VIA TEIERMAL DECOMPOSITION OF FREEZE DRIED 

NITRATE PRECURSORS 

The conventional preparation of the technologically important dielectric material, 

BaTiOs, was described in section 3.1.1. To briefly summarize this procedure, BaC03 and 

Ti02 powders are mechanically mixed in a mortar and pestle (or mechanically ball milled), 

compacted, and calcined at temperatures ranging from 1200' C to 1400" C for up to 48 h. 

To achieve a reasonable degree of phase purity, and optimum electrical properties, several 

intermittent grindings and re-pressings are necessary during the thermal treatment. This 

regimen of repeated high temperature annealing leads to large and non-uniform particle 

morphology, as sintering occurs between adjacent grains. In this work, an atomically 

mixed titanium and barium precursor, prepared by freeze drying of nitrate solutions, was 

used for the preparation of BaTi03, and resulted in a drastic reduction in reaction times 

and temperatures. A degree of control of particle morphology was also possible with the 

use of freeze dried nitrate precursors and nanocrystalline material was produced. 

The success of the freeze dry preparation of BaTiO3 reported here depended upon 

the development of a routine for obtaining stable, well characterized (with respect to metal 

concentration) titanium solutions. A procedure was developed for obtaining the highly 

water soluble Ti4+ salt, titanyl nitrate, in powder form. This compound was subsequently 

78 



used in the preparation of barium and titanyl nitrate solutions for fieeze drying. In this 

chapter, difficulties in preparing aqueous Ti4' solutions, and the preparation of titanyl 

nitrate in solution and powder form will be discussed. This will be followed by the 

experimental details, results, and a discussion of the advantages of the freeze drying route 

to BaTiOs. 1 

5.1 Preparation of Titanyl Nitrate 

The successfbl implementation of the freeze drying route to BaTiOs rested upon 

the development of a procedure for obtaining nitrate solutions of titanium. A brief review 

of the possible choices of anion in the aqueous Ba-Ti system will underscore this 

necessity. The use of halides is prevented by the volatility and high decomposition 

temperature of BaF2, BaCb, etc. Thermal processing of a freeze dried mixture of Ba and 

Ti chlorides would result in a loss of stoichiometry as barium chloride vaporizes. The use 

of sulfates is prevented by the extreme insolubility of barium sulfate in water. The use of 

carboxylic acid salts (formates, acetates, etc.,) would result in the formation of barium 

carbonate upon decomposition of the organic anion. Barium carbonate is a relatively stable 

phase which requires temperatures in excess of 900' C for complete decomposition and 

has been responsible for lower reaction rates in some systems.2 The use of carbonaceous 

precursors may also result in the buildup of amorphous carbon at grain boundaries in the 

final ceramic. Amorphous carbon has been shown to be detrimental to the electrical 

properties of some  ceramic^.^ Nitrates were the anion of choice for several reasons. 
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Among these reasons were; (1) they generally have a low decomposition temperature, 

(2) they are relatively non-volatile, and (3) they have a high aqueous solubility. 

The choice of anion was further complicated by the limited number of 

commercially available titanium salts and the insolubility of Ti, TiO, Ti203 and TiO2. 

Commercially available4 titanium 0 compounds include TiF4, TiCh, TBr4, Ti&, Ti02, 

Ti(OCH2CH3)d and Ti[OCH(CH3)2]4. Of these compounds, the halides are volatile liquids 

(Ti&) or solids (TiF4, TiBr4,TiL) which are hydrolyzed by even slightly moist air, and can 

not be accurately weighed without the use of a dry box. The reaction is vigorous in the 

case of the volatile liquid Tic&. Titanium dioxide, whether in its rutile or anatase 

structure, is an extremely resistant material to attack by mineral acids. The material is 

practically insoluble in hot sulfuric, nitric, and hydrochloric acids and only slightly attacked 

by hydrofluoric acid. The lower oxides of titanium, Ti203 and TiO, are also scarcely 

soluble in concentrated mineral acids. The metal itself is attacked by concentrated sulfbric 

and hydrochloric acids but nitric acid has no effect5 Although nitrates were the anion of 

choice, a titanium nitrate was not commercially available, and could not be directly 

prepared (e.g., by dissolving titanium oxide or metallic titanium in nitric acid) from a 

commercially available compound. 

5.1.1 Hydrous Titania 

The solubility of Ti02 in mineral acids strongly depends upon the thermal history 

of the sample. Strongly roasted samples of Ti02 (such as those commercially available) are 

chemically inert. However, freshly prepared Ti02 can be brought into acidic solution. The 
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gelatinous precipitate obtained upon the hydrolysis of Ti4' salts (TiC4, Ti[OCH(CH3)2]4, 

etc.,), hydrous titanium dioxide, also called hydrous titaniq6 77 was used in this work as 

the source of titanium for the preparation of titanyl nitrate solutions. Hydrous titania exists 

in two forms, which are designated alpha and beta. The beta form of hydrous titania, p- 

TiO2-xH20, is obtained fkom hydrolysis of Ti4' solutions on heating to near boiling. The 

beta form of hydrous titania is only slightly soluble in mineral acids. The alpha form, a- 

TiO2.xH20, which is readily soluble in acid, results fiom hydrolysis of cold Ti4' solutions. 

Aging of the alpha form at room temperature results in a slow conversion to the beta 

form. An increase in temperature will speed this conversion. Little is known about the 

structure of these hydrous oxides. 

In this work, there were two independent procedures used for the preparation of 

hydrous titania. In the fist of these, titanium tetra-isopropoxide (TiOPR) was hydrolyzed 

with excess deionized water (d. HZO). About 15 g of water was used to hydrolyze each 

gram of TiOPR by the reaction; 

Alternatively, titanium chloride was hydrolyzed by the addition of d. H20 to produce 

hydrous titania which subsequently dissolved in the reaction by-product, HCl(ad, to give an 

aqueous solution of titanyl chloride, TiOC12. Hydrous titania was then precipitated fiom 

this solution by the addition of ammonium hydroxide. The complete reaction sequence is; 
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eq. 5.2 

eq. 5.3 

The hydrous titania, regardless of the method of preparation, was filtered and washed five 

times with cold (<lo” C) d. H20 to remove either the ammonium chloride or isopropanol. 

5.1.2 Titanyl Nitrate 

Dissolving hydrous titania in aqueous nitric acid results in the formation of titanyl 

nitrate solutions.’ These solutions are unstable and concentrated solutions (>1.0 M> and 

mildly acidic solutions (pH>1.5) will precipitate an amorphous form of titania aRer a few 

days (probably P-TiO2.xH20). Dilute solutions (-0.lM) with a pH less than 1.0 have 

remained stable for a matter of months (longest time period investigated). The instability 

of these titanyl nitrate solutions prevents the use of “stock solutions” as a quantitative Ti 

source. In order to guarantee an accurate Ti concentration, each solution need be 

prepared and subsequently analyzed immediately before it is used. Attempts at 

crystallizing titanyl nitrate from these solutions were unsuccessfil. Evaporation of the 

water at room temperature results in decomposition of TiO(NO& into mo3 and an 

amorphous form of Ti02 (probably p-Ti02-f120). The evaporation process was also 
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hampered by the inability of these solutions to withstand extended heating without 

precipitation of P-Ti02.xH20. 

The preceding problems were overcome with the use of fieeze drying technology. 

A solution of TiO(NO& was frozen by atomization into stirred liquid nitrogen. The water 

was then removed from the frozen solution by sublimation in a commercial freeze drying 

apparatus. This yielded a stable, powder form of TiO(NO3)2, which was readily soluble in 

water, could be accurately analyzed for Ti content and used for the preparation of 

stoichiometric Ti solutions. The experimental details of the preparation of TiO(NO3)2 in 

powder form and determined properties of the solid follow. 

5.1.3 Experimental Procedure 

The reagents used in the preparation of Ti0(N03)2 solutions were titanium tetra- 

isopropoxide, Ti[0CH(CH&l4, (ultrapure, min 99.999%, obtained from Johnson 

Matthey) and nitric acid (Baker Ultrex II, Ultrapure Reagent, 70%). To prepare 1.0 mol 

of TiO(NO3)2, 1.0 mol of TiOPR was hydrolyzed with 2000 mL of d. H20 and the 

resulting TiO2.xH20 was filtered and washed five times with 750 mL portions of d. H20. 

The TiOyxJ320 was then dissolved in a mixture of 500 niL HNO3 and 1500 mL d. H20. 

The mixture was slowly heated and maintained between 60" and 70' C until the solution 

had completely cleared. The resulting TiO(NO& solution was filtered to remove any 

suspended particles and dissolved gases and subsequently fiozen by atomization into 

stirred liquid nitrogen. The fiozen solution was then placed in a commercial fieeze dryer 

(Vertis XL500) and the water was removed by sublimation at reduced temperature 



(-35" C) and pressure (-10 pm Hg) over the course of several days. The complete 

procedure for fieeze drying will be covered later in this chapter. After the completion of 

sublimation and the slow ramping of the sample temperature fiom -35" C to room 

temperature (2" C/ h), a solid form of TiO(N03)2 resulted. The chamber of the freeze 

drying apparatus was back filled with dry helium and the powder was removed from the 

sample trays and stored in air tight glass jars. The powder was characterized by powder 

x-ray diffraction, electron spin resonance, gross gravimetric analysis, thermogravimetric 

analysis and aqueous solubility experiments. 

The fieeze drying process used in the preparation of solid TiO(N03)2 served a 

different purpose than the fieeze drying procedures that follow (for preparation of 

BaTiO3, etc.,). In this experiment, freeze drying served to extract a solid product from an 

unstable solution which would decompose if simply evaporated. In subsequent freeze 

drying experiments the technique is used as a means of achieving atomic level mixing. For 

this reason, little attention was paid to the freezing step (atomization into liquid nitrogen) 

in the preparation of powdered TiO(NO&. This step, however, becomes extremely 

important if atomic mixing is the desired outcome of iieeze drying. 

5.1.4 Results 

The powder had a purple tint when first taken from the freeze dryer but quickly 

took on a uniform light yellow appearance. The purple tint may be indicative of some Ti3' 

in the sample which was quickly oxidized to Ti4+ by contact with air. The powdered 

TiO(NO& proved extremely soluble in H20. The aqueous solubility was measured at over 
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200g TiO(N03)2 per 100 g H20. The resulting yellow solution was extremely viscous and 

decomposed into white Ti02 and clear HN03 after about 48 h. The powder was also 

found to be hygroscopic. Samples left exposed to air picked up enough atmospheric 

moisture to become solution. These concentrated solutions precipitated Ti02 after a short 

time. This precipitate was dried at room temperature and analyzed by powder x-ray 

diffraction (XRD). The diffraction pattern of this material consisted of mainly amorphous 

scattering but displayed some very broad peaks which were centered around the 

d-spacings of rutile and anatase reported in the JCPDS data files. 

The powdered titanyl nitrate was studied using XRD. Samples were sealed under 

Kapton tape to protect the powder fiom adsorption of water. The powder, however, 

proved to be amorphous to XRD, and no structural information could be gathered. At the 

time of this writing, experiments are underway wherein the TiO(NO3)Z solutions have been 

frozen very slowly, to possibly obtain a more crystalline material for structural analysis 

after fieeze drying. 

Gross gravimetric analysis was performed on the powder to obtain a formula 

weight for the compound. Three Pt crucibles with lids were cleaned and heated to 900' C 

until all three displayed a constant mass when weighed. An accurately weighed mass 

(between 0.2 and 0.5 g) of TiO(N03)2 was placed in each crucible and calcined at 800' C 

for 2 h. The crucibles were then cooled to room temperature in a dessicator and weighed. 

The mass of the resulting powder was calculated and assumed to be TiO2. Dividing this 

mass by the formula weight of Ti02 (79.9g/ mol) results in the number of moles of Ti 

present in the sample of TiO(NO&. The determined formula weight for the compound 
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was 179.12g/mol. This number is slightly lower than the theoretical formula weight for 

anhydrous TiO(NO3)2 of 187.9 g/mol. This low formula weight may be due to some 

contamination with Ti02 (e.g., 93% TiO(N03)*, 7% Ti02). Table 5.1 shows that this 

formula weight remained quite consistent with time, suggesting that the compound is 

relatively stable at room temperature. 

Table 5.1 Variation in the gross gravimetrically determined formula weight* for 
TiO(NO& over the course of 20 days. The compound appears to be stable at room 
temperature. An error occurred during the first determination of day 7 and the data 
was discarded. 

Days out of 1 st 2nd 3 rd average 
fieeze dryer determination determination determination 

1 178.49 179.15 178.54 178.73 

179.12 7 ----- 178.60 179.64 
13 178.75 179.58 179.42 179.25 

178.91 179.08 179.12 20 179.37 

* AU values are in g/mol. 

Thermogravimetric analysis (TGA) was used to veri& this formula weight and 

detennine the temperature of decomposition for the powdered TiO(NO3)2. The TGA plot 

can be seen in Figure 5.1. The compound begins to lose weight rapidly at about 100' C. 

The formula weight for the compound that results from the percent weight loss of this 

TGA is 177.48 g/ mol. This number is in reasonable agreement with the gross 

gravimetrically determined value. 

Gross gravimetric analysis of a more recently prepared batch of TiO(N03)2 yielded 

a formula weight of 187.87g/mol, a value very close to the theoretical value.g This latter 
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sample of TiO(NO& was held in the vacuum chamber of the freeze dryer at a temperature 

of 25" C and a pressure of -10pm Hg for one week after the low temperature drying 

step. It is possible that the first batch was not completely dry, and the residual water 

promoted decomposition of some TiO(NO& into Ti02 and HN03. This would account 

for the low formula weight of the first sample. 

Although the crystal structure of TiO(NO& could not be determined due to the 

amorphous nature of the powder, electron spin resonance (ESR) studies have indicated 

that there are two distinct nitrate groups in the material." One of the nitrate ions had 

ESR active nitrogen and the other was ESR inactive, indicating that the former was closer 

to the Ti4' ion. No nitrogen to nitrogen coupling was observed. These observations can be 

explained using the stru&rd formula [TiO(N03)]'(N03)' instead of TiO(NO&. l1 
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Figure 5.1. A TGA plot for titanyl nitrate.12 
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5.2 Preparation of BaTi03 from Freeze Dried Nitrate Solutions 

With a ready supply of a water soluble titanium salt, titanyl nitrate solutions were 

prepared and used for the synthesis of titanate materials by freeze drying. Barium titanate, 

BaTi03, was chosen as the prototype system. Preparation of ceramic materials by freeze 

drying consists of four general steps; (1) preparation of the solution, (2) rapidly freezing 

the solution, (3) sublimation of the solvent, and (4) thermal processing of the freeze dried 

salts. These steps, as they apply to the synthesis of BaTi03, are outlined below; followed 

by the results and a discussion of the preparation of BaTiO3 from freeze dried nitrate 

solutions. 

5.2.1 Solution Preparation 

The typical batch size for preparation of BaTiO3 was 3 L and contained 0.1500 

mol Ti. The concentration of the solutions was kept below 0.06 M in Ba to prevent 

Ba(NO& precipitation in the aerosol before freezing. This limiting value for Ba(NO& 

concentration has been previously e~tablished.'~ The solution was prepared by adding 

0.1500 mol powdered TiO(N03)2 and 0.1500 mol crystalline Ba(N03)2 in 1: 1 Ti to Ba 

stoichiometry to 3000 mL of d. H20. The purity of the water used is an important factor 

since any impurities will be concentrated in the solid product. The barium and titanyl 

nitrate solution was then vacuum filtered through a medium pore size glass fiitted filter 

(Pyrex) to remove dissolved gases and stored in Teflon bottles until ready for the 

freezing step. 
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5.2.2 Freezing the Solution 

The rate of the fieezing of the solution was a critical factor in the preparation of an 

atomic mixture by fieeze drying. The rate must be as high as possible to prevent 

precipitation and nucleation of the solute and assure that the random dispersion of cations 

that exists in the solution state is transferred into the solid state. The solutions were 

rapidly frozen by atomization into stirred liquid nitrogen. To assure a quick rate of 

fieezing the solution was atomized with an ultrasonic spray nozzle capable of producing 

droplet sizes on the order of 10pm. An aerosol droplet of pure water with a 10 pm 

diameter will fieeze in 10" sec or less when suddenly introduced to temperatures around 

77 K.14 This corresponds to fieezing rates of >lo6 K sec-'. 

The experimental setup for the rapid freezing of solutions has been descfibed 

elsewhere in great 

120MSLPS-8S) was used to atomize the solution (see Figure 5.2). The spray nozzle was 

wrapped with a band heater, maintained at about 65"Cy to guarantee that the liquid exiting 

the nozzle was 2 25°C. The resulting fine mist fell by graviq into a large Dewar flask of 

stirred liquid nitrogen. The liquid nitrogen level was automatically controlled at 2.0 to 2.5 

cm below the tip of the spray nozzle by the use of a level control. This distance, 2.0 to 2.5 

cm, was chosen so that the droplets of solution would enter an area where the temperature 

was close to 77K almost instantly after leaving the spray nozzle. A distance less than 2 cm 

from the surface of the liquid nitrogen to the spray nozzle would result in freezing of the 

solution in the tip of the spray nozzle. A larger distance ( X . 5  cm) would introduce the 

Brieflyy an ultrasonic spray nozzle (Sonotek, 8700- 
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droplets into an area where the temperature was significantly greater than 77 K, which 

would result in slower freezing rates and possible phase separation. 

a 
h .e 

Figure 5.2. A schematic depicting the experimental setup for rapid 
freezing of solutions. The labeled parts correspond to; a) stainless steel 
support holding inner Pyrex tube, b) mechanical stirrer, c) ultrasonic 
spray nozzle, d) solution inlet, e) liquid nitrogen inlet, f) cross section of 
Dewar flask, and g) stainless steel fine mesh screen. 

5.2.3 Sublimation 

Once the solute was trapped in a random, atomically mixed state by rapid freezing 

of the solution, the water was removed via sublimation using a commercial freeze dryer 

(Vertis XLSOO). The unit consisted of three shelves in a vacuum chamber on which the 
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Figure 5.3. A schematic diagram of the apparatus used for freeze 
drying the solutions. It is the difference in the temperature dependent 
vapor pressure of water at -70" C (condenser temperature) and -3OO C 
(sample temperature) that drives the mass transport. 

fiozen sample was uniformly divided in Teflon coated trays. This sample chamber was 

connected to a condenser that was maintained at -70" C. To speed sublimation, non- 

condensable gases were removed by a rotary vacuum pump and the pressure in the 

vacuum chamber was held at -10 pm Hg at the condenser. The temperature of the shelves 

was controlled at -30°C by the circulation of a chilled silicon oil. The difference in the 

temperature dependent vapor pressure of water at -30' and -70" C drives the mass 

transport. A schematic diagram of the freeze dryer can be seen in Figure 5.3. Although the 

drying of the BaTiO(N03), sample was carried out at a shelftemperature of -30" C, the 

temperature of the snow was usually 5 to 10' C lower than the shelf temperature due to 

the loss of the heat of sublimation. Under these conditions, the sublimation of three liters 
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of solvent was completed in about five days. The rate of sublimation is primarily limited by 

the power of the condenser. The end of sublimation is indicated by the equilibration of the 

shelf temperature and tray temperature (no heat loss in the trays due to the heat of 

sublimation). When sublimation had ceased, the temperature was raised to 25" C at a rate 

of 1" C/h to slowly remove any chemically bound water, the concentration of which is 

temperature dependent. The freeze dried powder, referred to as the precursor, was stored 

in clean glass jars until the thermal processing step. 

5.2.4 Thermal Processing 

The precursor powder was subjected to various thermal treatments using a 

Lindberg Model #55035, horizontal tube hrnace equipped with a 1 inch inner diameter 

quartz tube (Figure 5.4). The center of the length of the quartz tube was wrapped in a 

5 inch x 4 inch section of platinum foil to provide a more uniform temperature profile. The 

tube was sealed at both ends with Ultratom connectors, fitted with O-ring seals, connected 

to KF flanges. Samples were placed in platinum or gold boats and into the quartz tube at 

the outer, relatively cool section. The system was then closed and flushed with pure 

oxygen for 10 min. An oxygen atmosphere was used to prevent the possible formation of 

BaC03 via reaction with atmospheric COZ. The pressure in the tube was controlled via the 

use of needle valves at the oxygen inlet and outlet. The pressure was measured with the 

use of a MKS Baritron 1000 torr pressure gauge, which was placed before the oxygen 

outlet. With this arrangement, the pressure in the quartz tube could be varied and 

maintained between 590 torr (atmospheric pressure at Los Alamos, NM) and 1000 torr. 
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The sample was then plunged into the center of the furnace, without opening the system, 

by sliding a '/8 inch diameter stainless steel rod of proper length through an O-ring seal at 

the gas outlet side of the tube. The temperature of the furnace was measured and 

accurately controlled by a chromel-alumel thermocouple which was positioned inside the 

quartz tube at the center of the heat zone. The platinum or gold boats rested directly on 

top of this thermocouple during heat treatments. Samples were annealed for ten minutes at 

100" C intervals from 300" Cy to 1000" C. Based on these preliminary studies, longer 

anneals at selected temperatures were also performed. 
- 

) - b  I J 

Igl I 
k 

Figure 5.4. A schematic diagram of the fbrnace setup for thermally 
processing the fieeze dried precursor. The labeled parts correspond to; 
a) gas outlet, b) needle valve, c) pressure gauge, d) stainless steel rod, 
e) Ultratorr seal welded to KF flange, f) Pt or Au boat, g) fbrnace 
heating element, h) Pt radiation shield, i) quartz tube, j) gas inlet, and 
k) furnace temperature control thermocouple. 

Throughout this work, freeze dried nitrate precursors are referred to as mixed 

metal nitrates. For example, the freeze dried barium and titanyl nitrate precursor will be 
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referred to as BaTiO(NO&. This is not meant to imply that a double salt has been 

synthesized, but simply that the mixing of Ba2', TiO2', and NO; ions is on the molecular 

length scale. 

5.2.5 Results and Discussion 

The fieeze dried barium and titanyl nitrate precursor was a very fine, free flowing, 

light yellow powder. The precursorhas studied via XRD to probe for long range order in 

the sample. The XRD of the precursor (Figure 5.5)  showed peaks corresponding to 

Figure 5.5. The x-ray diffraction pattern for the freeze dried barium and 
titanyl nitrate precursor. Data was collected with the sample sealed 
behind Kapton tape. The scattering due to blank Kapton tape is 
provided for comparison (upper pattern). Barium nitrate peaks are 
evident in the precursor. 
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Ba(NO92. However, the pattern still displayed a large degree of amorphous scattering. 

Barium nitrate peaks have been previously seen in the fieeze dried precursor powders of 

yttrium, barium, and copper nitrates." No titanium containing phases could be identified in 

the precursor. This fact was not surprising, however, since the XRD of pure, fieeze dried 

titanyl nitrate displayed only amorphous scattering. 

The precursor powder was subjected to thermogravimetric analysis (TGA) to 

detenninethe minimum processing temperature. The TGA was run at a rate of 20" C/ min 

fiom room temperature to 1000" C and can be seen in Figure 5.6. The inflection point of 

the final decomposition occurs at about 620" C. Decomposition is complete at 650" C. 

The complete decomposition of pure Ba(NO& usually occurs between 600" and 750" C. 
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Figure 5.6. A TGA curve for the barium and titanyl nitrate precursor. 
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This lowering of the decomposition temperature of Ba(NO3)z is typical of atomic 

 mixture^.'^ Also noteworthy at this time is the lack of melting of Ba(N03)~ in the freeze 

dried precursor. The accepted melting point for Ba(N03)~ is 592" C.16 Yet there is no 

visual or microscopic evidence of melting in the precursor after thermal processing at 

temperatures between 300" and 1000°C. 

The XRD pattern of the freeze dried barium and titanyl nitrate precursor heated to 

1000" C in an 0 2  atmosphere at 6of) torr (slightly above atmospheric pressure at Los 

Alamos, NM) for 10 min is that of phase pure BaTi03. Table 5.2 compares the collected 

degrees (20) 

Figure 5.7. The XRD pattern of a BaTiO3 sample calcined for 10 min at 
600" C in an atmosphere of pure 02. No impurity phases (BazTi04, 
Ti02, BaC03, etc.,) were detected. 

96 



XRD data for the BaTi03 sample calcined for 10 min at 1000" C with a standard JCPDS 

pattern for tetragonal BaTiO3. According to a study by Templeton and Pask," a 

mechanical mixture of BaC03 and Ti02 reacted at 1050" C for 15 min showed only 12 

mol% BaTi03. Clearly the fieeze dried nitrates were far more reactive than a mechanical 

mixture. In fact, f inace temperatures of 1000' C were more than sufficient. Thermal 

processing of the precursor in an oxygen atmosphere at 600' C for 10 min also resulted in 

phase pure BaTi03 (Figure 5.7). These conditions were extremely mild as compared to the 

conditions used in the conventional ceramic preparation of the material. Phase pure 

BaTi03 was also obtained after a 10 min calcination in air. No BaC03 was detected by 

XRD. However, for reproducibility, subsequent experiments were all carried out in an 0 2  

atmosphere. BaTi03 was also produced by calcination of the precursor for 10 min at 

500' C. However, some Ba(NO3)2 peaks were evident in the XRD pattern. Increasing the 

calcination time at 500' C to 20 h resulted in phase pure BaTi03. 

To determine if the mixing of reactants achieved through fieeze drying was indeed 

responsible for the enhanced reactivity of the precursor, or ifthe phenomenon was due to 

the use of nitrates, a mechanical mixture of TiO(NO3)2 and Ba(NO3)2 was prepared and 

calcined. The mechanical mixture was calcined for 10 min at 600" C in an 0 2  atmosphere. 

Figure 5.8 shows the XRD pattern of the mechanical mixture along with that of the fieeze 

dried nitrates subjected to the same thermal treatment. The XRD pattern of the mechanical 

mixture consisted of mainly Ba(NO3)2 peaks, although some BaTi03 was present. Under 

the same calcination conditions, as has already been noted, the fieeze dried precursor 

formed phase pure BaTi03. 
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Table 5.2. A comparison of the collected powder x-ray diffraction data for a sample 
of BaTiO3 from freeze dried nitrates calcined for 10 min at 1000" C with a standard 
diffraction file for tetragonal BaTiO3. Peaks designated by the Sintag computer 
program with r e m u e q u a l  to 1 were discarded from the data. 
JCPDS (5-626) fieeze dried nitrates 

relative 
d-spacing (.&. intensity h k l  d-spacing (A) intensity 

BaTi03 relative 1000" C, 10 min 
...._......... _..-._._ .... .. _....... ..̂ ..... ..-- ........... ............................................................. ........... .... .... ...-.-............. - ....................... ............. --- --- --- 5.222 2 

--- --- --- 4.248 2 
4.03 12 0 0 1  
3.99 25 1 0 0  4.002 22 
2.838 100 1 0 1  2.834 100 
2.825 100 1 1 0  
2.3 14 46 1 1 1  2.3 13 29 
2.019 12 0 0 2  
1.997 37 2 0 0  2.000 14 
1.802 6 1 0 2  1.792 3 
1.790 8 2 0 1  1.789 3 
1.786 7 2 1 0  
1.642 15 1 1 2  
1.634 35 2 1 1  1.635 16 
1.419 12 2 0 2  1.418 7 
1.412 10 2 2 0  
1.337 5 2 1 2  1.336 2 
1.332 2 3 0 0  
1.275 5 1 0 3  1.273 2 
--- --- -- 1.27 1 2 

1.264 7 3 0 1  1.266 4 
1.263 9 3 1 0  
1.2 14 3 1 1 3  
1.205 5 3 1 1  1.207 2 

1.1569 7 2 2 2  1.157 3 
1.1194 1 2 0 3  --- 

--- --- 

--- --- 

--- --- 

--- --- 
--- --- 

--- --- 

--- --- 

--- --- 
--- -- 

--- 
--- --- 1 
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Figure 5.8. The XRD pattern of a mechanical mixture of Ba(NO& and 
TiO(NO& calcined for 10 min at 600" C in an atmosphere of pure 0 2 ,  
and the atomic mixture calcined under identical conditions. 

The XRD of the Ereeze dried precursor calcined for 10 min to 20h (longest and 

shortest time periods investigated, respectively) at 600" in 0 2  displayed a cubic phase of 

BaTi03. Although BaTi03 is tetragonal below the Curie temperature (110" C), the surface 

layer of BaTi03 crystallites is cubic. The thickness of this cubic surface layer was 

estimated by Takemuchi et al.'* to be about 5 nm. It can be seen that very small particles 

would have a high surface to volume ratio and produce a predominantly cubic diffraction 

pattern. Particles which are llOnm should consist of entirely cubic material. A bright field 
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transmission electron micrograph (TEN of the BaTi03 sample calcined for 10 min at 

600" C in 0 2  can be seen in Figure 5.9. The material was nanocrystalline with particles in 

the range of 8 to 12 nm. These very small particles account for the appearance of a cubic 

XRD pattern. Each crystallite was essentially all surface. Figure 5.10 shows a bright field 

TEM image of a BaTi03 sample heated at 600' C for 1 h in 0 2 .  Some grain growth was 

evident but the material was still nanocrystalline, with crystallites in the range of 10 to 

15nm. 

Although the material is largely nanocrystalline, it appears that there is a bimodal 

distribution of particle size in the BaTi03 samples. Figure 5.11 shows a bright field image 

of a larger area of the sample calcined for 10 min at 600°C. In addition to nanocrystalline 

material previously discussed, there are several larger, single crystallites with linear 

dimensions on the order of 1OOnm. However, no intermediate particle size material can be 

seen.. The larger grains can also be seen in micrographs of samples calcined at higher 

temperatures. The appearance of these larger grains and bimodal distribution may be due 

to one of two possible situations. (1) They may have been the result of enhanced 

nucleation around impurities. (2) It is possible that the excess surface energy inherent in 

the nanocrystalline BaTi03 was being released in a catastrophic fashion, resulting in 

sudden grain growth. 
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Figure 5.9. A bright field TEM image of a BaTiOs sample heated at 600' C for 10 
min in 0 2 .  Photograph courtesy of K. E. Sickafbs, Los Alamos National Laboratory. 
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Figure 5.10. A bright field TEM image of a BaTi03 sample heated at 600' C for 1 h 
in 0 2 .  Photograph courtesy of K. E. Sickafbs, Los Alamos National Laboratory. 

102 



Figure 5.11. A bright field transmission electron micrograph of a larger area of the 
BaTi03 sample heated for lOmin at 600' C showing the bimodal distribution of particle 
sizes. Photograph courtesy of K. E. Sickafus, Los Alamos National Laboratory. 
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Additional TEM data,Ig which will be more fblly discussed in a forthcoming 

publication,2o reveal that the grain growth with time at temperatures between 600" C and 

1000° C is very slow. Although some agglomeration of grains occurred, the material was 

still largely nanocrystalline (10 to 18 nm crystallites) after 20h at 600" C. There appeared 

to be no increase in the number of large (-lOOnm) crystallites present with increased 

annealing time at 600" C. Electron diffraction patterns obtained from the samples of 

BaTi03 showed no splitting of the diffraction rings, indicating that the material had a cubic 

structure. These data are consistent with the observations from powder x-ray diffraction. 

The particle distribution in samples which were calcined at 1000° C for 10 min appeared 

to be trimodal. The material consisted of small, 20 to 30nm crystallites, intermediate sized 

crystallites on the order of 100 to 150 nm, and some large crystallites, with linear 

dimensions of -5OOnm. Electron diffraction patterns indicated that the material calcined 

for 10 min at 1000° C has a tetragonal structure (also consistent with XRD). Increasing 

the calcination time at 1000° C to ZOh, did not result in significant grain growth.21 

Additional information on grain growth in the BaTiO3 samples was obtained fiom 

powder x-ray diffraction data. A Sintag program was used to calculate the full width at 

half maximum (FWHMJ for the 110 peak of BaTi03 samples annealed for different time 

periods. The FWHM of a diffraction peak is related to the size of the particles by the 

S cherrer formula; 

eq. 5.1 
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where B is the broadening of the diffraction line, h is the wavelength of the radiation, 0 is 

the angle of the reflection, and t is the particle size. The broadening, however, refers only 

to "extra broadening" (over instrumental broadening) and the fomiula cannot be used to 

directly calculate particle size, without the use of an internal standard of known particle 

size.u However, the FWHM is inversely proportional to the particle size, so a change in 

FWHM can be related to a change in the average particle size of the material. In Figure 

5.12, the inverse of the fill width at half maximum (l/=) of the 110 peak of BaTi03 

(d-spacing =2.850A) is plotted versus annealing time at 600" C, 800" C, and 1000" C. At 

600' C, the FWHM of the 110 peak of BaTiOs decreased through 60 minutes of annealing 

and then saturated. It appears that some grain growth occurred quickly in the initial stages 

of annealing (calcination) at 600" C, but extended annealing at 600" C had little effect on 

the particle size. These data were supported by the TEM observations (Figures 5.9 and 

5.10). At 800' C, the FWHM decreased (1/= increased) through 2h of annealing and 

then saturated. However, all of the FWHM for the samples annealed at 800' C were 

smaller than those of the 600' C samples, indicating a larger average particle size in the 

800' C samples. In samples calcined and annealed at 1000' C, there was no observed 

decrease in FWHM with time at temperature, indicating minimal grain growth with 

extended annealing. This observation is also consistent with the TEM studies. Conversely, 

at 1000' C, there is a slight increase in FWHM with annealing time. This effect probably 

was due to an increase in the tertagonality of the 1000' C samples with extended . 

annealing times. When BaTi03 transforms from cubic to tetragonal, the 110 peak splits 

into the 110 and 101 peaks (with d-spacings of 2.825A and 2.838A respectively). This 
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splitting, if not completely resolved, would appear to be an increase in the FWHM of the 

110 peak. The Sintag computer program calculated the FWHM data based on the 

assumption that the peak was a single reflection. Consequently, any splitting was included 

into the value of the FWHM. 
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Figure 5.12. A plot of the inverse of the full width at half maximum 
(I/-) of the powder x-ray diffraction data for the 110 peak of BaTiO3 
versus annealing time at 600' C (solid squares), 800' C (empty squares), 
and 1000" C (empty circles). An increase in the value of 1/- is 
consistent with an increase in the average particle size of the sample. 

The grain growth in the BaTiO3 samples with prolonged annealing was also 

studied through XRD by observing the increase in the resolution of the splitting of the 002 

and 200 peaks (d-spacings of 2.019A and 1.9974 respectively) at -45" 20.' As the 

average particle size of the powder became larger, the surface (cubic) to volume 
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(tetragonal) ratio became smaller. The XRD pattern of the powder took on the 

characteristics of the bulk and became tetragonal, as was evidenced by the splitting of the 

peak at -45O 20. M e r  calcination times of 20 h at 600"C, the material still gave a 

predominantly cubic pattern. As would be expected, grain growth was very slow at this 

low temperature. The precursor was also subjected to heat treatments at higher 

temperatures. At 800"C, the cubic diffraction pattern gradually developed into the 

expected tetragonal pattern with extended fking times. However, the splitting was not 

clearly present until 20 h at 800". When the calcination temperature was raised to 

1000' Cy the tetragonality of the pattern was evident after only 30 min (Figure 5.12). 
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Figure 5.12. X-ray dfiaction patterns for BaTiO3 samples calcined at 
1000' C for A, 120 min; By 60 min; C, 30 min; and D, 10 min. The splitting 
indicative of tetragonal BaTiOs can be seen in the peak(s) at -45' 20.  
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5.2.6 Conclusions 

A procedure for the preparation of stable, powdered titanyl nitrate was developed. 

This compound was subsequently used in the preparation of accurately stoichiometric 

barium and titanyl nitrate aqueous solutions. Rapid freezing, followed by freeze drying of 

these barium and titanyl nitrate solutions yielded fine, free flowing, highly reactive 

precursor powders. A heat treatment of this precursor at 600' C for 10 min (shortest time 

period investigated) in pure 0 2  (or air) was sufficient for complete formation of BaTiO3. 

The synthesis of BaTi03 via conventional ceramic processing requires temperatures in 

excess of 1000°C and calcination times of greater than 24h. The high reactivity of the 

precursor has been shown to be a result of the atomic Ievel mixing achieved through the 

freeze drying process by comparison with the reactivity of mechanical mixtures of barium 

and titanyl nitrates. The rapid freezing of the barium and titanyl nitrate solution trapped 

the homogeneity and mixing of cations inherent in the solution. Removal of the water by 

sublimation preserved this homogeneity during transfer to the solid state. 

Bright field TEM micrographs revealed that the material produced at 600' C is 

nanocrystalline with an average grain size of about 10 nm. The resulting XRD pattern 

from the 10 nm crystallites was dominated by intensities originating from the cubic surface 

layer of BaTi03. Longer annealing times resulted in a modest growth of grain size. 

Conversion to the expected tetragonal form of BaTi03 occurred at higher temperatures. 

The observations &om E M  micrographs agreed with the growth of particle size observed 

through a decrease in the full width at half maximum of powder x-ray diffraction data. In 

addition to the advantages of milder calcination conditions, nanocrystalline powders 
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should achieve higher green body densities and display improved sintering characteristics 

over conventionally prepared samples of BaTiO3. Furthermore, it has been demonstrated 

that the annealing temperature played a much larger role in determining the final grain size 

of the material than the annealing time. This implies that the particle size of BaTiO3 

powders produced from freeze dried nitrates can be controlled via judicious selection of 

the calcination and annealing temperature. This factor could lead to application of these 

materials in nanocrystalline compacts. 
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CHAPTER 6 

EVOLUTION OF THE SYNROC-B PHASE ASSEMBLAGE 

FROM FREEZE DRIED NITRATE SOLUTIONS 

It has already been shown that atomic level mixing via fieeze drying can lead to 

extremely rapid product formation in a simple, binary system such as BaTi03. The 

research reported in this chapter utilized freeze drying of nitrate solutions for the synthesis 

of the complex titanate phase assemblage, SYNROC-B (see section 2.2.2 for a discussion 

of the composition and application of SYNROC-B). First proposed as a high level nuclear 

waste immobilization medium by A. E. Ringwood in 1978, SYNROC-B, a mixture of a 

hollandite-type barium aluminum titanate, BaA12TisO14 (which will be referred to in this 

work as hollandite), zirconolite, CaZrTi207, and perovskite, CaTiO3, served as a complex, 

yet well studied phase assemblage, to probe the benefits of atomic mixing on a multi-phase 

system. With five different metals (which do not form a single oxide phase) in the "mix," 

there is a great number of possible intermediates and products. Under hot pressing 

conditions, hollandite, zirconolite and perovskite are the thermodynamically stable phases 

in the SYNROC-B system. Hot pressing, however, the method Ringwood proposed' 92 for 

synthesis of SYNROC, is incompatible with the radiological glove box environment and 

prevents the practical application of SYNROC-B. True atomic mixtures should react by a 

dffisionless mechanism to yield the most thermodynamically stable products in very short 

time periods. Presented in this chapter is the application of atomically mixed precursors in 
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an ambient pressure synthesis of SYNROC-B. In addition, the three individual phases 

were synthesized from atomic mixtures to better understand the phase development in the 

assemblage. 

6.1 Preparation of SYNROC-B from Freeze Dried Nitrates 

6.1.1 Experimental Procedure 

Based on Ringwood's reported metal oxide weight percentages for SYNROC-B 

(see Table 2.3), an imaginary phase of nominal composition; 

TiZro.lz Al0.275 Ca0.3~0 Ba0.082 03.1 was formulated. Three liters of a metal nitrate solution 

with the preceding stoichiometry was prepared by dissolving powdered TiO(N03)2, 

Ca(NO& 04H20, zro(N03)~ .xH20, Ba(N03)2, and AI(N03)3 -9H20 in d. H20. The 

solution was diluted to a Ti concentration of 0.25M, filtered to degas, and stored in Teflon 

bottles. The solution was rapidly frozen under the identical conditions used for barium and 

titanyl nitrate solutions (see section 5.2.2). The frozen solution, or snow, was then placed 

in the freeze drying unit and dried at a pressure of -10pm Hg and a shelf temperature of - 
40" C. After seven to eight days at -40°C, the powder was sufficiently dry (as evidenced 

by the meeting ofthe shelfand tray temperatures) and the shelftemperature was raised to 

20" C at a rate of 2"C/h. The resulting freeze dried precursor was stored in clean glass jars 

until ready for thermal processing. 

Precursor powders were studied by TGA and XRD to determine decomposition 

temperature and probe for long range order, respectively. Thermal processing of the 

precursor was carried out at 600 torr (slightly above 590 torr, atmospheric pressure at Los 
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Alamos, altitude = 2200m) in the tube furnace described in section 5.2.4, which appears 

schematically in Figure 5.4. A reducing atmosphere of 6%H2 in Ar was used throughout 

the experiments. It had been previously established that a reducing atmosphere was 

necessary for the production of the hollandite phase.3 Calcination conditions ranged from 

700" to 1100" C for time periods of 10 min to 15 h. The development and crystallization 

of the SYNROC-B phases was studied by XRD. Samples were plunged into a preheated 

furnace under flowing HJAr for ten minutes each at 100" C intervals fiom 500" C to 

1100" C. M e r  the ten minute time period the samples were pulled out of the hot zone of 

the fbmace and allowed to cool to room temperature under 6%H2 in Ar. The high thermal 

conductivity of the platinum boats allowed cooling rates to be high enough so that the 

samples would not glow red hot for more than a few seconds after removal from the hot 

zone of the fbmace. These samples were then studied by XRD to determine phase 

composition. 

6.1.2 Results and Discussion 

The freeze dried SYNROC-B precursor was a free flowing, light yellow powder. 

The powder filled nearly the same volume as the frozen solution (snow). The XRD pattern 

of the SYNROC-B fieeze dried precursor was indistinguishable fiom that of blank Kapton 

tape (see Figure 6.1). This was evidence for a lack of long range order in the precursor, a 

phenomenon consistent with atomic mixing. A TGA trace of the precursor powder can be 

seen in Figure 6.2. Decomposition of the nitrates was essentially complete by 600" C. 

Over 70% of the mass loss occurs before 200" C. This low temperature decomposition 
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Figure 6.1. The XRD patterns of the SYNROC-B nitrate precursor behind a 
layer of Kapton tape (lower pattern) and the XRD pattern of blank Kapton tape. 

was consistent with the TGA curve for TiO(NO& (Figure 5.1). The XRD pattern of the 

SYNROC-B precursor calcined for 10 min at 600’ Cy however, was amorphous. 

Calcination of the freeze dried nitrate precursor for ten minutes at 1100O C in an 

atmosphere of 6%H2 in Ar resulted in the complete formation of the SYNROC-B phase 

assemblage. Figure 6.3 shows the XRD pattern SYNROC-By prepared &om thermal 

processing (10 min at 1100O C) of freeze dried nitrates. All major peaks in the pattern 
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Figure 6.2. A TGA of the SYNROC-B nitrate precursor 

were attributed to the three phases which comprise SYNROC-B, hollandite, zirconolite 

and perovskite. However, there was a slight shifting of the hollandite peaks to a larger 

d-spacing (lower 20). The XRD pattern of this sample was nearly identical to a sample 

calcined for 15 h at 1100O C (see Figure 6.4), neglecting narrowing of peaks due to 

improved crystallinity in the 15 h sample. This showed that the thermodynamically stable 

products were formed after very short processing times, as would be expected for a solid 

state reaction of an atomic mixture. 
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Figure 6.3. The XRD pattern of SYNROC-B prepared fiom fieeze 
dried nitrates after calcination at llOOo C for 10 min and the standard 
JCPDS files for perovskite, hollandite and zirconolite. Peaks marked P 
correspond to perovskite, H correspond to hollandite and 2 correspond 
to zirconolite. 
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Figure 6.4. X-ray daaction patterns for the SYNROC-B precursor 
heated for ten minutes at 1 100" C (lower pattern) and 20h at 1 100" C 
(upper pattern). The two patterns are virtually identical, indicating that 
the thermodynamically stable mixture of phases forms extremely rapidly 
upon calcination of the freeze dried nitrates. 

To determine the lowest possible processing temperature for SYNROC-B 

preparation fi-om freeze dried nitrates, samples were plunged into the krnace for ten 

minute min intervals at temperatures ranging from 700" C to 1100" C. The XRD pattern 

of a SYNROC-B sample heated at 700" C for 10 min was completely amorphous. After 

10 min at 800" Cy a CaZrTi2O-I phase with a fluorite type structure crystallized (see Figure 

6.5). This fluorite type phase has been observed upon calcination of zirconolite precursors 

prepared by hydrolysis of metal alkoxide~.~ At 900" Cy peaks which corresponded to the 
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Figure 6.5. Evolution of the SYNROC-B phases, perovskite, hollandite and 
zirconolite, fiom the amorphous mixture of nitrates after calcination for l0mh 
at temperatures ranging fiom 600" C to 1100" C. The material is amorphous 
to XRD until 800°C, where peaks corresponding to the fluorite-type 
CaZrTi207 (labeled F) appear. Peaks labeled P correspond to perovskite, 2 to 
zirconolite and H to hollandite. 

hollandite phase, BaAlzTi5014, appeared, along with very low intensity peaks which 

corresponded to perovskite, CaTiO3. After 10 min at 1000" C, the perovskite and 

hollandite peaks grew substantially in intensity, and a transformation fiom fluorite type 

CaZrTi20.1 to zirconolite type CaZrTi20-1 began. After 10 min at 1100" C all peaks could 

be indexed to perovskite, hollandite and zirconolite. 

Since product formation at 1100" C was too rapid to follow using XRD, the phase 

development was studied more closely by lowering the calcination temperature to 1000" C 
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and varying the duration that the samples were in the hot zone of the fbrnace from 10 min 

to 20h (see Figure 6.6). At 1000° C, the most intense zirconolite-type peak (-30.8" 20) 

was more intense than the most intense fluorite-type peak (-3 1.4" 20). This ratio of 

zirconolite-type to fluorite-type peak intensity continued to increase as the samples were 

heated for lh  and 2h. After 15h at 1000° C, this transformation was essentially complete, 

yielding the full SYNROC-B phase assemblage. 

Degrees 20 

Figure 6.6. X-ray diffraction patterns for SYNROC-B samples heated 
at 1000" C for @om bottom) 10 min, 30 min, lh, 2h, and 15h. Peaks 
labeled P correspond to perovskite, Z correspond to zirconolite, F 
correspond to fluorite type CaZrTizO-I, and H correspond to hollandite 
peaks. 
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The effectiveness of the atomic level mixing achieved through the freeze drying 

procedure was evident upon comparison of the XlXD patterns of the freeze dried precursor 

and the mechanical mixture (conventional preparation) subjected to similar thermal 

treatments. Whereas the complete SYNROC-B phase assemblage was formed after only 

10 min at 1100" C, a mechanical mixture calcined for >20 h at 1100" C still contained 

large quantities of the starting materials (binary oxides). 

6.2 Preparation of SYNROC-B Constituent Phases 

6.2.1 Experimental Procedure 

Three separate metal nitrate solutions with stoichiometric elemental ratios of 

1.00Ca: 1.00Zr:2.00Ti7 1.00Ba:2.00Al:6.00Ti, and 1.00Ca: 1.00Ti were prepared for the 

individual syntheses of zirconolite, hollandite and perovskite, respectively. The freeze 

drying procedure was identical to that followed in the preparation of SYNROC-B, but 

different primary drying temperatures were used in accordance with the observed melting 

points of the solutions. The hollandite precursor and the perovskite precursor were dried 

at -30" C. The zirconolite precursor was dried at -40" C. 

Thermal processing of the precursors was performed using the same fbrnace as the 

SYNROC samples. The hollandite samples were calcined in an atmosphere of 6%H2 in Ar. 

The perovskite and zirconolite precursors were calcined in pure 0 2 .  Samples were plunged 

into a preheated hrnace at temperatures ranging from 400" C to 1100" C for time periods 

ranging from 10 min to 15h. Samples of each phase were also prepared by conventional 

ceramic processing (grind and calcine) of the necessary metal oxides or carbonates. These 
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mechanically mixed samples were subjected to the same calcination conditions (or longer 

time periods) as the freeze dried precursors. Characterization of the precursors and 

products was performed following the identical procedures used for the SYNROC-B 

samples. 

6.2.2 Results and Discussion 

6.2.2.1 Hollandite 

The XRD pattern for the Ba&(Ti0)6(N0& precursor was indistinguishable from 

that of blank Kapton tape. This is, again, evidence for a lack of long range order in the 

fieeze dried precursors. Calcination of this precursor at 1100O C for 10 min yields a single 

phase XRD pattern (see Figure 6.7). There exists some codhion in the literature as to 

whether the empirical formula for the hollandite phase of SYNROC-B is BaAl2Ti5014 or 

Ba.&Ti6016. In the early publications of A.E. Ringwood” 2, the phase was referred to as 

Ba&Ti6016, probably due to analogy with the natural mineral hollandite, BaMn8016. 

Others have determined that the correct composition is BalU2Ti5014, and attempts at 

producing a phase of composition Ba.&Ti& results in the formation of BaAl2Ti5014 

and “reduced rutile.” .6 The most recent determination of the structure of hollandite 

states that neither of the two compositions exist and the correct representation of the 

structure is actually Ba1.14&29Ti5.7& (which reduces to a 1:2:5, Ba:Al:Ti ratio).’ In this 

work, all compositions given by Ringwood were used. Consequently, the hollandite phase 

synthesized here contains an excess of titanium. There is no clear evidence, however, for 

Ti02 as rutile or anatase, (the most logical impurity resulting from an excess of Ti) in the 
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Figure 6.7. The XRD pattern of the hollandite phase obtained fiom 
calcination of atomically mixed nitrates for l O m i n  at 1100" C and the 
JCPDS standard files for the two proposed hollandite phases. The 
d-spacing data collected in this work are slightly larger than those of 
both hollandite phases in the JCPDS files. 

XRD patterns of the hollandite phases synthesized fiom fieeze dried nitrates. The d- 

spacings, however, of the material synthesized in this work differed slightly fiom those 

reported in the literature for BaA12Ti5014 and Ba1.14Alz29Ti5.71016. This may have been a 

result of the extended solid solution formation of which these phases are capable. 

The phase development of hollandite was followed using XRD. The hollandite 

phase began to crystallize fiom an amorphous mixture of oxides after 10 min at 900" C. 

Higher temperatures improved the crystallinity of the product. The appearance of 
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hollandite after 10 min at 900" C in the pure Ba-Al-Ti-0 samples corresponded to the 

temperature where the hollandite-type phase appeared in the SYNROC-B mixture. 

The freeze dried precursor has proven to be far more reactive than a mechanical 

mixture of binary oxides. Whereas complete formation of hollandite occurred after 10 min 

at 900°C from the freeze dried precursor, no hollandite was evident in the XRD pattern of 

the mechanically mixed sample even after 40 h at 1100" C. The mechanical mixture 

reacted to form BaTi.409, BaA1204, and at least one other unidentified phase. It has been 

reported elsewhere that a calcination of temperature of 1200" C was also insufficient for 

the production of the hollandite-type phase from mechanical mixtures of BaO, a&, 

and Ti02. 3* * 

6.2.2.2 Zirconolite 

All attempts at freeze drying CaZr(TiO)2(N03)x solutions resulted in partial 

melting in the freeze dryer, even at a primary drying temperature as low as -40° C (the 

lowest maintainable sample temperature). Consequently, the resulting precursors suffered 

phase separation and were not atomically mixed. It appeared that it was the zirconyl 

nitrate, ZrO(NO3)2, that was responsible for the lower melting point of the solution since 

there was no melting in CaTi0(NO3), solutions of the same ionic concentration at 

substantially higher temperatures. The mole percentage of Zr in SYNROC-B is minor 

(-6.8%) compared to that of CaZrTi20-1 (25%). The presence of ZrO(NO& did not 

lower the eutectic point of the SYNROC-B nitrate solutions below -40°C, which allowed 

the preparation of a solid atomic mixture by freeze drying.' 
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6.2.2.3 Perovskite 

The XRD pattern of the freeze dried CaTiO(N03), precursor was also 

indistinguishable from blank Kapton tape. Calcination of this precursor for 10 min at 

500°C under 600 torr of pure 0 2  resulted in the formation of poorly crystalhe (as 

evidenced by the broadness of the difiaction peaks) CaTiO3. However, increasing the 

calcination temperature resulted in the formation of impurity phases, CaO and Ti02 (see 

Figure 6.8). This may have been the result of phase separation due to melting of 
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Pigure 6.8. X-ray diffraction pattern of the freeze dried, calcium and 
titanyl nitrate precursor calcined for 10 min at (from bottom) 5OO0C, 
600"C, 8OO"C, and 1000°C. Peaks labeled P correspond to perovskite, 
C correspond to CaO (lime), and T correspond to Ti02 (rutile). 
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Ca(NO&, which is reported to melt at 561" C.' Some powder shrinkage, evidence of 

melting, was noticed in the perovskite samples. Regardless, the temperature of formation 

of CaTi03 was much lower than it was in the SYNROC-B mixture. In the latter, CaTi03 

peaks were not apparent until a temperature of 900" C was reached. This significant 

increase (400" C) in the temperature of appearance of CaTiO3 may have been due to the 

presence of excess Zr and Ti resulting in the formation of a fluorite type Ca(ZrXTil-,)Ti207 

solid solution (the fluorite type CaZrTi20.1 with partial Ti4' substitution for Zr4'J This idea 

is supported by the fact that in the SYNROC mixture, the temperature for phase formation 

of the zirconolite-type CaZrTiz07 corresponded to that of CaTiO3. It appears that this 

Ca(Zr,Til,)Ti~O~ solid solution phase separated at higher temperatures to yield the two 

SYNROC phases, perovskite and zirconolite. When no zirconium was present in the 

atomic mixture, the perovskite phase formed at much lower temperatures. 

6.3 Conclusion 

It has been demonstrated that the complete SYNROC-B phase assemblage can be 

synthesized at ambient pressure (600 torr) through the calcination of atomic mixtures of 

nitrate salts prepared by fieeze drying. Thermal processing of the fieeze dried precursor 

for 10 min at 1100" C or 15h at 1000" C (in a S%H'/Ar atmosphere) yielded the desired 

product. These regimens are a significant improvement over the conventional preparation 

proposed by Ringwood,' and the procedure is compatible with the radiological glovebox 

environment within which HLNW is generally handled. An additional problem which 

needs to be addressed in the fbture is sintering. Although the correct phases are present 
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for immobilization of HLNW as solid solution, the material will need to be sintered into 

compacts before burial in deep geological formations. Sintering is necessary to reduce the 

surface area. Leaching rates of HLNW upon exposure to H20 are dependent upon the 

surface area. Although the phases have been synthesized in short annealing times at 

relatively low temperatures (lOOOo to 1 1 0 0 O  C), it may be necessary to use higher 

temperatures, longer annealing times or higher pressures to filly sinter the materials. 

These freeze dried powders, due to their uniform, small particle sizes, should sinter at 

lower temperatures than the large and nonuniform particles resulting from calcination of a 

mechanical mixture. These issues, however, were not addressed here, and are left for 

fbture work. 
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CHAPTER7 

PREPARATION OF OXIDE FILMS FROM COMBUSTION OF 

NON-AQUEOUS SOLUTIONS 

The preparation of multi-cation oxide films is an important area of synthetic solid 

state chemistry. Thin films of high temperature superconductors are of particular interest 

due to the high critical current densities these materials have displayed 0 5  x lo6 A/cm2).' 

These high critical current densities are possible due to the phenomenon of epitaxy (one 

crystalline phase growing on a crystal face of another phase).2 Epitaxy allows for a nearly 

perfect, single crystal like sheet of superconducting material to be prepared. Since the 

supercurrents in the high temperature superconducting cuprates are confined to the a-c 

plane, a film with the b-axis oriented perpendicular to the substrate allows for alignment of 

the a-c plane, and uninterrupted flow of the supercurrents. Consequently, many of the 

potential applications of high temperature superconductivity (discussed in section 2.4) 

require the materials to be in the form of thin films. 

As discussed in section 3.2, many of the techniques used for the preparation of thin 

films of high temperature superconductors require high vacuum conditions. In this work, 

an open air, atmospheric pressure, deposition method was developed and utilized for the 

production of thick films of Ba2YC~307-~ and (I3i,Pb)2Sr2Ca2Cu30lo7 and thin films of 

Ba2YC~307-~. This method is referred to as the flaming solvent spray (FSS) rne th~d.~  As 

with the other synthetic methods discussed in this work, the method introduced in this 
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chapter takes advantage of the intimate mixing of reactants which can be obtained from a 

solution. The method consisted of dissolving the necessary metal salts in a flammable 

solvent, atomizing the solution with an oxidizing gas, igniting the aerosol and allowing the 

resulting flame to coat a substrate. The flame served to rapidly evaporate/decompose the 

solvent, trapping the perfect homogeneity of the solution and transferring this 

homogeneity into the solid state. The flame also provided heat to the substrate, necessary 

to facilitate di&sion and reaction in the solid state. In the preparation of bulk materials, 

these two factors (atomic level mixing of reactants and sufficiently high temperatures) led 

to rapid product formation. In the case of the FSS method, they allowed the product, 

Ba2YCu307-,, to be obtained in-situ. 

When used for the preparation of thick films, the total metal ion concentration of 

the solution was about 0.06M. This concentration allows rather large particles to impinge 

upon the substrate. In this case, the method is very much like a normal spray pyrolysis 

method, with the distinct advantage of supplying its own heat to the substrate. For the 

production of thin films, the total metal ion concentration of the solution was reduced to 

< 0.001M. The solute particles resulting from combustion of such a solution are much 

smaller than those of a more concentrated solution, and approach the limit of a gas phase 

deposition. With decreasing solution concentration, the method becomes less like a spray 

pyrolysis method, and more like a chemical vapor deposition. 

Three, non-aqueous solvents were used in the method. Preliminary studies, in 

which most of the mechanical details of the method were developed, were performed with 

two organic solvents, ethanol and ethylene glycol. The thoroughly studied solvent system 

130 



was liquid ammonia. Liquid ammonia was the solvent of choice due to its non- 

carbonaceous nature. When metal nitrates were dissolved in liquid ammonia (along with 

appropriate choice of carrier gas and pilot flame), the entire FSS system was free of 

carbon. Carbon deposits have been found to build up at grain boundaries of high 

temperature superconducting cuprates and have detrimental effects on material 

proper tie^.^ In addition, the presence of carbon allows the formation of BaC03, which is a 

relatively stable phase and requires high reaction temperatures for complete 

decomposition. It can be argued that the advantages of a carbon fiee system are lost ifthe 

deposition takes place in air (a source of CG). It was the hope of the author that the high flow 

rate of the spray and flame would serve to blanket the substrate with a carbon fkee region. 

Enclosing the entire system in a nitrogen, argon, or oxygen atmosphere would have been 

possible. However, the advantages of the method over the current technology @.e. no need for 

a vacuum chamber or controlled atmosphere, open air deposition) would become less clear. 

Silver was added to some of the samples in an attempt to improve the superconducting 

properties of the films. The addition of dver to bulk samples of BazYCh307, has been shown 

to improve the critical current density, environmental stability, contact at interfacial grain 

boundaries, ’ and the magnetic properties and Meissner effect (levitation above and suspension 

below a permanent magnet). The Siver is believed to fill the intergranular spaces in the 

samples without substituting for copper in the Ba~YCu307, lattice.’ 

In the following section, the general considerations which went into the choice of 

solvent, reagents, carrier gas, pilot flame, and substrate will be reviewed. This will be 

followed by an overview and some results of the preliminary studies with the organic 
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solvents. Finally, the experimental procedure and results of the liquid ammonia FSS 

method for the production of thick and thin films of Ba2YC~307-~ will be discussed. 

7.1 General Considerations 

7.1.1 Solvent 

Three solvents, ethanol, ethylene glycol, and liquid ammonia, were used. The factors 

that went into the choice for a solvent were; (1) flammability, (2) ability to form stable 

solutions of yttrium, barium and copper (or Bi, Sr, Ca, Pb, Ag), 3) reasonably low Viscosity (to 

allow good atomization), (4) non-toxicity (e.g., methanol was avoided), and (5 )  absence of 

halides (which tend to be volatile and would result in a loss of stoichiometry), sulfur, or 

phosphorous (which would result in sulfates and phosphates instead of oxides). Liquid 

ammonia was chosen due to the advantage of being fiee of carbon in addition to meeting all of 

the above criteria. 

7.1.2 Reagents 

The reagents used were Y(N03)3.5H20, Ba(N03)2, Cu(N03)2’5H20 and &(No& or 

Y(&CCH3)3-4H2O7 Ba(02CCH&, C U ( ~ ~ C C H ~ ) ~ H ~ O  and Ag(N03). When preparing bismuth 

based superconductors the reagents used were Bi(NO&5H2O7 Sr(N03b7 Ca(N03)2’4H2O7 

Pb(N03)2 and cu(N03)2.5H20. All were certified 99.9% pure or better by the supplier, 

Johnson Matthey. Reagents that had waters of hydration were analyzed gravimetrically. as 

discussed in section 4.1.2, to determine their exact metal contents. These reagents were chosen 

due to their availab~ty, stability and relatively low cost compared to metal &oxides 
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(alternative salts to use in alcohol solutions). These salts also decompose to their oxides 

without any foreign elemental impurities. Copper(II)tetraamine nitrate, cu(NH3)4(No&, was 

used in the liquid ammonia variation due to its environmental stability (with respect to weight 

gains due to atmospheric moisture) relative to hydrated copper nitrate. This compound was 

prepared by adding ammonium hydroxide to a concentrated solution of Cu(NO3)Z.iEf20. After 

the initial precipitation of Cu(OH)2, hrther addition of ammonium hydroxide caused 

dissolution and the appearance of a deep purple color, due to the presence of the Cu(NH3)42" 

ion. Cu(NH3)@IO& was then be crystallized fiom this solution by removal (by evaporation) 

of sufficient water or cooling the solution to 0' C. The exact Cu content of this compound was 

determined electrogravimetricaUyy as described elsewhere9 Ammonium nitrate, M&NO3 

(reagent grade, Fisher Scientific), which aided in combustion by acting as an internal source of 

oxygen, was also added to some dilute solutions 

For the preparation of thin films, very dilute (4.0003 M in Y) liquid ammonia 

solutions were used. Obtaining an accurate stoichiometric ratio in weighing such minute 

quantities was difficult. To circumvent this problem, a stoichiometric, aqueous stock solution 

of Y(NO&, Ba(NO& and Cu(NO& was prepared. Yttrium oxide, Y z a  (99.99%, Johnson 

Matthey), and copper oxide, CuO (99.999%, Johnson Matthey), were dissolved in aqueous 

nitric acid in a 1.000 mol Y to 3.000 mol Cu ratio. Barium nitrate, Ba(N@>, (99.999%, 

Johnson Matthey), was then added to this solution to give a 1.000Y:2.000Ba:3.000Cu ratio. 

The mass of the entire solution was then measured and a mass% of reagents in the solution was 

calculated. This solution was then stored in a Teflon bottle until needed. For the preparation of 

thin filmsy this solution was added dropwise to a flask until a mass corresponding to the desired 
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amount of metal nitrates was achieved. The flask was then placed in an oven at 90" C until the 

water and excess HNO3 evaporated, leaving behind a stoichiometric mixture of yttrium, 

barium and copper nitrates. 

7.1.3 Pilot Flame and Propellant Gas 

The choice of pilot flame depended upon many of the same factors that went into the 

choice of solvent. Natural gas (C&) was used as the flame in the ethanol and ethylene glycol 

variations. This choice was made due to the ease of access to natural gas. The carbonaceous 

residue fiom natural gas was considered insigniscant when compared to that of the combustion 

of the organic solvents (or organic acid salts dissolved in the solvent). With the liquid 

ammonia variation, every effort was made to remove carbon fiom the system. For this reason, 

the natural gas burner was replaced with a hydrogen/ oxygen torch. 

The choice of propellant gas for the spray was governed, through trial and error, by the 

gas that best served to sustain a uniform combustion of the solvent. Compressed air proved to 

be sufficient for the ethanol variation but pure oxygen was needed in the ethylene glycol 

method. In the liquid ammonia variation, nitrous oxide served to oxidize the ammonia more 

readily than pure oxygen. The choice of nitrous oxide was consistent with the desie to have 

the liquid ammonia variation be a carbon fiee system. The elements of the three solvent 

systems are given in Table 7.1. 
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Table 7.1 Anion of reagents, pilot flame, and carrier gas used 
$ 

Ethanol Ethylene Liquid 

Anion acetates nitrates nitrates 
Glycol Ammonia 

Flame CK. air CH4, air H2, 02 , Carrier as 0 2  N20 

7.1.4 Substrate 

The substrates employed for thick fh production by the FSS process were 

polycrystalline samples of Al203, SrTiO3, YSZ, Si, MgO and stainless steel. The best results for 

thick films were obtained on MgO (obtained fiom Transtech Inc.). MgO has been proven to be 

extremely inert to reaction with the Ba-Y-Cu-0 system at temperatures below 1000° C." 

Single crystal (100 Orientation) lanthanum aluminate, LaAl03, was used in attempts to produce 

thm, epitaxial films. LaAlO3 is also relatively inert with respect to the Ba-Y-Cu-0 system. 

7.1.5 Substrate Preparation 

The preparation of the substrate before deposition is an important aspect. The 

substrates must be extremely clean for a uniform film to be produced. To assure cleanliness of 

the substrate, all LaAl03 or MgO substrates were soaked in aqua regia (about 3 parts 

concentrated HCl to 1 part concentrated HNO3 by volume) for 15 min. Longer soaking times 

(up to 24 h) caused dissolution of the MgO but had no visible effect on the LaAlO3. This 

procedure served both to clean and etch the surfice of the substrates prior to deposition. The 

substrates were then thoroughly washed with distilled and deionized (d.d.) H20. The final step 
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of the cleaning process was soaking the substrates in an ultrasonic bath of isopropanol. This 

served to degrease the substrates and also remove any loose particles fiom the surface. After 

the cleaning procedure, the substrates were left in the isopropanol and handled only with clean 

stainless steel or Teflon tweezers. 

7.2 PreIiminary Studies With Organic Solvents 

Ethanol and ethylene glycol were the fist solvents used in the FSS process for the 

preparation of thick films. The work done with the organic solvents was mainly preliminary, as 

liquid ammonia was found to be preferential before the organic solvent systems were 

thoroughly studied. The work with the ethanol variation, however, served to develop many of 

the mechanical and technical aspects of the method. 

7.2.1 Experimental Procedure 

When ethanol was used as the solvent, 0.0200 mol barium acetate, 0.0100 mol ythium 

acetate, and 0.0300 mol copper acetate was dissolved in -1L of an approximately 80% 

ethanol/ d.d. water mixture (by volume). Approximately 2 5 d  of glacial acetic acid was added 

to the solution to prevent precipitation of hydroxides and ethoxides. Nitrates could not be used 

in ethanol solutions due to the low solubility of barium nitrate. When ethylene glycol was used 

as the solvent, the nitrates of barium, yttrium and copper were dissolved in pure ethylene glycol 

in the same concentration and stoichiometry. In attempts to improve grain contact and lower 

the room temperature resistivity of the h, Silver (1.5 to 7.5 wt%) was added to some of the 

solutions as Silver nitrate. The ethanol and ethylene glycol solutions were heated, with magnetic 
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stirring to about 70' C (boiling point =78.5' C) and 100' C (boiling poinp198" C), 

respectively. They were then sprayed through an atomizing nozzle which consisted of a thin 

(0.5 mm inner diameter) inner tube through which the solution was fed, surrounded by an 

outer tube (5 m inner diameter). The aerosol was created by sending a stream of the 

oxidizing gas (compressed air for ethanol solutions and pure 0 2  for ethylene glycol solutions) 

through the outer tube of the spray nozzle. The solution was brought fkom the reservoir to the 

nozzle by the low pressure created by the Venturi effect. The solution flow rate was controlled 

at 151nL/min by adjusting the pressure of the carrier gas and maintaining the fluid level of the 

reservoir at a constant height by use of a manual jack The flame was ignited by the positioning 

of a natural gas burner under the spray nozzle, which served as a pilot flame. The spray nozzle 

and the natural gas burner were motor driven at a rate of 7 r.p.m. with a traverse of 10 cm to 

assure even coating of two 2.54 cm x 2.54 cm substrates (see Figure 7.1). The substrates were 

held in place on a stainless steel plate fitted with an insertion heater. They were initially heated 

to 300' C before the spray was started to prevent thermal shock and cracking of the MgO. 

Once the flaming spray began the insertion heater was turned off as there was no need for 

additional heating. The surface temperature of the substrate during deposition was measured at 

over 800' C for both solvents, by positioning of a chromel-alumel thermocouple in aMg0 tube 

below the substrates. 

After deposition, the substrates were taken fkom the steel plate with stainless steel 

tweezers and placed in a box fbrnace (Lindberg, model # 51848) preheated to 550' C. The 

firnace temperature was increased at 5" C/& to 940' C, where the films were soaked for 2 h. 

They were dowed to cool to room temperature at 5' C /min and then heated in the same 
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Figure 7.1 A schematic top view of the FSS experimental setup. The tip 
of the spray gun was fixed at 19 cm from the steel plate. The spray 
nozzle was motor driven across a region 10 cm in length. The labeled 
parts correspond a) steel plate, b) substrate, c) Teflon guides, d) natural 
gas burner (or HJO2 torch), e) 7 or 1 r.p.m. motor, f) carrier gas inlet, 
and g) solution inlet. 

furnace for an additional 24 h at 940" C to allow Sintering and reduce the number of weak links 

between grains. When the iilms contained Silver, the annealing temperature was lowered to 

915' C. Metallic silver was suspected of promoting the formation ofBaYzCuO5 at higher 

temperatures." In order to obtain a low value of x in the formula Ba2YCu307, (and the 

maximum Tc), the final step in the preparation was a 5 h soak at 550" C under oxygen (in a 

Lindberg horizontal tube furnace fitted with a quartz tube, model #55332) followed by a slow 

cooling (1' C/min) to room temperature. 
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The ethanol process was also employed to prepare thick films in the Bi-Pb-Sr-Ca-Cu-0 

system. The necessary nitrates were dissolved in the ratio 1.7Bi:0.3Pb:2.0Sr:2.0Ca:3.0Cu in an 

approximately 80% ethanol/H20 mixture (by volume). Lactic acid (2-hydroxypropanoic acid) 

was added to stabilize the bismuth in solution. The remainder of the procedure is identical to 

the Ba2YCu30~-~ process except for the heat treatment. The Bil.7Pbo3Sr2Ca2Cu3010 films were 

heated to 800" C at a rate of 5" C per minute and soaked at 800" for 10 h. They were then 

heated at 1" C per minute to 850°, soaked for 10 h and allowed to cool to room temperature at 

a rate of 5" c per minute. 

7.2.2 Results and Discussion 

The flaming spray of ethanol and ethylene glycol solutions burned with a green flame 

due to atomic emission fiom barium during the production of Ba2YCu307, films. When 

Bi2Sr2Ca2Cu3010 films were produced, the flame had a red glow due to atomic emission fiom 

strontium. This was strong evidence that some of the reactants had entered the gas phase. 

There was no visual evidence of liquid material hitting the substrate at a distance of 19 cm. 

Although the temperature of deposition ( X O O "  C) was high enough to form the 

Ba2YCu30~-~ phase, the x-ray d&ction @ID) pattern of "as-sprayed" films displayed peaks 

corresponding to BaC03, with the copper and yttrium presumably present as amorphous 

phases. The as-sprayed films were dark brown in color, which suggested the presence of 

metallic copper. After a post anneal at 940" C for 2 h, the BazYCu3O-r, phase was obtained. A 

second heat treatment (up to 24 hours) at 940" C resulted in a lower room temperature 

resistance, presumably due to improved the grain contact in the films. The X-ray 
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Figure 7.2. An XRD pattern for an ethanol FSS tilm after thermal processing 
at 940" C for 24h. The pattern reveals some alignment of the b-axis of 
Ba2YCu307 perpendicular to the MgO substrate. Peaks labeled A correspond 
to Ba2YC~307-~, B to BaY2CuO5, and C to substrate (MgO) peaks. 

difEaction data showed Ba2YCu30.1, as the major phase with BaY2CuOs as a minor phase 

(see Figure 7.2). In addition, MgO peaks fiom the substrate were observed. The difEaction 

pattern displayed an increase in the relative intensities of the OM type peaks due to preferred 

orientation of the b-axis of B ~ ~ Y C U ~ O ~ - ~  crystallites perpendicular to the substrate. The extent 

of the preferred orientation was apparently dependent on the thickness of the fhq since it was 

not noticed in films which showed no substrate peaks. Resistance versus temperature 

measurements showed a T, onset at 90 K and a Td (loss of all  resistance) at 60 K 
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(see Figure 7.3). The addition of 10 mol% silver ( A ~ O . ~ B ~ ~ Y C U ~ O ~ - ~ )  raised the Td to 64 K 

and improved the pre-transition metallic behavior. The silver was not detected by XRD. 
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Figure 7.3. The resistivity versus temperature plot for a B ~ ~ Y C U ~ O ~ . ,  
film prepared via ethanol FSS. 

The as-sprayed films prepared from ethylene glycol solutions were nearly identical 

in composition to the ethanol solution films, in that they were brown and the XRD 

contained only BaC03 peaks. After post annealing, XRD patterns indicated that the films 

contained Ba~YCu307-~ as the major phase. Resistance versus temperature data showed a 

T, onset at 85 K and a T,o at 71 K. With silver doped ethylene glycol FSS films of 

composition A ~ O . ~ B ~ ~ Y C U ~ O ~ - ~ ,  XRD revealed that Ba2YC~307-~ was the major phase 

(see Figure 7.4). Small amounts of BaY2CuOs and metallic silver were also detected by 
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Figure 7.4. An XRD pattern of a film with nominal composition, 
A ~ o . ~ B ~ ~ Y C U ~ O ~ - ~  prepared via ethylene glycol FSS. The peaks labeled A 
correspond to B ~ ~ Y C U ~ O ~ . ~ ,  B to metallic silver, and C to BaY2CuOs. 

XRD. The amount of BaY2CuOs detected was found to be dependent upon the post 

annealing temperature. Exceeding 915' C promoted decomposition of Ba2YC~307-~ to 

BaY2CuO~." No increase in the relative intensities of the OkO type peaks was evident in 

the XRD pattern of this ethylene glycol sprayed film, which indicates that the sample had a 

random orientation. This may have been due to the thickness of the sample (which was 

thick enough to exclude substrate peaks) or to the lower temperatures used in the thermal 

processing (915' C as opposed to 940' C). Resistivity measurements on the Ag doped, 

ethylene glycol FSS films showed a T, onset at 9OK and a Td at 76 K p i p r e  7.5). 
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Figure 7.5. The resistance versus temperature plot for a h of nominal 
composition A ~ O . ~ B ~ ~ Y C U ~ O ~ - ~ ,  prepared via ethylene glycol FSS. 

The pre-transition resistance was substantially lowered by the addition of silver. The 

observed increase in T, with addition of metallic silver to the flms is evidence for a large 

number of weak links in the material. Further evidence for poor grain contact was obtained 

fiom scanning electron micrographs of ethylene glycol FSS films. The material was largely 

deposited in a series of islands, instead of a continuous sheet. 

Thick films in the Bi-Pb-Sr-Ca-Cu-0 system with nominal composition 

Bil.7Pbo3Sr2Ca~Cu~010 were prepared via ethanol FSS. However, both XRD and resistivity 

measurements indicated that Bi2Sr2CaCu2Os was the major phase and B ~ I . ~ P ~ o ~ S ~ ~ C ~ ~ C U ~ O ~ O  
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Figure 7.6. The XRD pattern for a film of nominal composition 
Bil.7Pbo3SrzCa2CU3Ol0, prepared via ethanol FSS. Peaks labeled A 
correspond to MgO (substrate). Peaks labeled X correspond to an 
unidentified phase 

was a minor phase. Substrate (MgO) peaks were also seen in the XRD pattern (see Figure7.6). 

The resistance versus temperature plot for the film (Figure 7.7) showed a small drop in 

resistance at about 105 K, resulting fiom the presence of some Bil.7Pbo~Sr2Ca~Cu~Olo. 

A sharper drop in resistance occurred at 75 K, due to the large volume fraction of 

Bi2Sr2CaCh20~. Loss of all resistance (Td) occurred at about 65 K. 
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Figure 7.7. The resistivity versus temperature plot for a h i  of nominal 
composition Bil.7Pbo3SrzCa2Cu301~~ prepared via ethanol FSS. 
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7.3 Preparation of Thick Films of Ba2YCu307,From Combustion of Liquid 

Ammonia Solutions 

The liquid ammonia FSS process was the most thoroughly studied system due to the 

unique factor that the solution, reagents, pilot flame, and carrier gas were all noncarbonaceous. 

For this system, flow rates of all constituent gases (Hz, 0 2 ,  N20, and N2) were monitored in 

attempts to obtain the optimum deposition parameters. The solution concentration was also 

varied to obtain a maximum superconducting transition temperature, without sacrificing the 

mechanical integrity of the films (adhesion to the substrate, relatively smooth d a c e  etc.,). 
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7.3.1 Experimental Procedure 

The experimental apparatus was similar to that of the preliminary studies (see Figure 

7.1 and Figure 7.8). The same steel plate was used to hold and initially heat the substrates. The 

flaming spray was motor driven at 7 r.p.m. over a traverse of 10 cm. The liquid ammonia 

solutions were prepared as follows. The necessary reagents, Y@7O3)3xJ32Oy Ba@70& and 

Cu(NE&)@70& were placed in a 1000 mL round bottom flask in which a side arm (5 mm 

h e r  diameter) was fitted as a gas outlet. The actual amount of reagents added was varied in 

attempt to obtain optimal superconducting properties. After observing that dilute solutions did 

not burn as efficiently as more concentrated (0.01M in Y) solutions, it was concluded that the 

nitrate ion was acting as an internal source of oxygen and aiding in the combustion of the 

ammonia. When solutions which had concentrations below 0.01 M were used (which 

corresponds to 0.13 mol of nitrate ion per liter for Ba2YCu30& ammonium nitrate was added 

to the reagents to keep the concentration of nitrate ions constant at -0.13 M. The flask was 

flushed with dry nitrogen for 15 min to remove H20 and C02. When the flask was sufficiently 

flushed, 900 mL of liquid ammonia was condensed fi-om the gas by the use of a cold finger 

containing a dry icdacetone slurry. The flask was positioned in an insulated bath of dry 

icdacetone on a hot plate equipped with magnetic stirring. The solution was stirred with a 

Teflon coated magnetic stirring bar to aid in the dissolution of the reagents. Stirring of the 

solution also served to speed up the condensation of the ammonia by providing better heat 

transfer between the dry ice and the surface of ammonia. When 900 mL had been collected, the 

ammonia inlet was replaced with a nitrogen purge to protect the solution fi-om carbon 

contamination fiom the atmosphere. Carbon dioxide and ammonia react to form ammonium 
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carbonate and ammonium carbamate which would serve as potential sources of carbon for 

barium carbonate formation on the substrate. In order to eliminate all carbon fiom the system, 

the natural gas burner used in the preliminary studies with organic solvents was replaced by a 

hydrogen-oxygen torch. Nitrous oxide (N20) was used as the carrier gas to aid in the 

combustion of the ammonia. A sufficient flame could not be sustained without the use of N20. 

Four solution concentrations were studied for the ammonia FSS process. These 

concentrations were stoichiometric quantities of yttrium, barium, and copper nitrates, based on 

an yttrium nitrate mass of 1.000 g, 2.000 g, 3.000 g, and 4.000 g. These correspond to total 

metal concentrations (for Ba2YC~307-~ stoichiometry) of 0.016 M, 0.032puZ 0.048M and 

O.O64M, respectively. In some ofthe 0.016M and 0.032M solutions, silver nitrate was added 

(to a nominal composition of Ago.~Ba2YCu307,) to improve the room temperature resistivity 

of the films. No silver nitrate was added to the two higher concentrations since the resulting 

films were thicker, and sufficiently conductive at room temperature. 

There were four compressed gases needed in the ammonia FSS process, the flow rates 

of which were measured with rotameters (see Figure 7.8). The flow rates of hydrogen and 

oxygen (which served as the source of the pilot flame) were measured with an Omega 

rotameter (model #N034-39G) capable of reading flow rates between 350 and 9230 mL/min. 

The N2 purge served to protect the liquid ammonia solution fi-om atmospheric contamination 

and also provided additional pressure to raise the solution through the supply tube to the spray 

nozzle. This flow rate was measured with an Omega rotameter (model #N092-04ST) capable 

of reading flow rates between 350 and 4750 mL/min. The flow rate of the solution atomizing 

gas, N20, was measured with an Omega rotameter capable of measuring flow rates between 
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28.3 and 566.8 Urnjn. The actual flow rate ofthe solution was determined by recording the 

amount of time needed to spray a known volume of solution. 

Figure 7.8. A schematic of the experimental setup for ammonia solution 
FSS. The labeled parts correspond to (a) spray nozzle, (b) hydrogen oxygen 
torch (pilot flame), (c) liquid ammonia solution reservoir, (d) Nw and 
NH~w outlet to oil bubbler, and (e) rotameters. The distance fiom the spray 
nozzle to the substrate (not pictured) was constant throughout the 
experiments at 19 cm.. 

M e r  deposition, the substrates were removed fiom the steel plate with stainless steel 

tweezers and placed in a box furnace (Liidberg, model # 5 1848) preheated to 550' C. The 

h a c e  temperature was raised at 5" C/min to 940" C, where the f i s  where soaked for 24 h. 

When the -films contained silver, the maximum temperature was lowered fiom 940' C to 

915' C. The f h l  step in the preparation was a 5 h anneal at 550' C under oxygen (in a 
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Lindberg horizontal tube furnace fitted with a quartz tube, model #55332) followed by a slow 

cooling (1" C/min) to room temperature. The flms were stored in a desiccator which was 

bacWed with dry 0 2  to protect them fiom reaction with water and C02. 

The thickness of the thick films was measured with digital calipers with a 0.Olmm 

sensitivity. Alternatively, an estimate of the maximum film thickness, T, for films prepared via 

the FSS method was obtained fiom the formula; 

eq. 7.1 

where Vis the volume of solution sprayed, Cis the concentration of the solution, F is the 

formula weight of the material sprayed (666.2g/mol for BazYCu307), A is the approximate 

area covered evenly by the spray, and p is the density of the material deposited. In order for 

this estimate to be a realistic maximum value, the density was taken to be only 75% ofthe 

theoretical density for the given material. For example, the density used in calculation of the 

thickness of films ofBa2YCu307 was 4.78g/cm3, 75% of the theoretical density, 6.38gcm - 

The spray nozzles used in this work, at a distance of 19 cm fiom nozzle tip to substrate, coated 

a circular area, 6 cm in diameter. This value, combined with the traverse of l0cm over which 

the nozzle was motor driven, gave a total area, 4 of 88.3cm2. Inserting these values, along 

3 

with a volume of 1L and a concentration of 0.OlW into equation 7.1 gives a maximum film 

thickness of 1 5 8 p .  In most depositions, however, only -500 mL of the solution was sprayed 

for each substrate. Using this volume in equation 7.1 results in a maximum thickness of 79pq 
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which agrees very well with the thickness measurements of Ba2YCu307, films using digital 

calipers. l2 

7.3.2 Results and Discussion 

The surface temperature of the substrates during deposition was measured at >800" C. 

Experiments with powder preparation show that this temperature is high enough to form the 

Ba2YCu307, phase. However no Ba2YCu307, was detected by XRD in the prepared 

fkom organic solvents. It was concluded that Ba2YCu307, was not forming due to the large 

amounts of CO, produced during combustion of the organic solvents used in the preliminary 

studies. The presence of CO, allowed the formation of barium carbonate, which is very stable 

and the hinders the formation of Ba2YC~307-~. The presence of BaC03 has been shown to 

necessitate longer reaction times in powder preparation of B ~ ~ Y C U ~ O ~ , . ' ~  The use of liquid 

ammonia as the solvent in the FSS method eliminated all carbon fkom the solution and flame, in 

an attempt to prevent the formation of barium carbonate on the substrate, and possibly enable 

the preparation of Ba2YC~~O7-~in-situ. 

13 

The XRD pattern of thick films prepared by liquid ammonia FS S did show sigdicant 

amounts of Ba2YCu307, before annealing (see Figure 7.9). However barium carbonate was 

also a major phase. The origin of the carbon is most likely due to contamination fiom carbon 

dioxide in the atmosphere. The boiling point of liquid ammonia is -33.4' C. The ammonia is 

kept cold by the use of a dry ice/ acetone bath. The subliming dry ice leads to relatively high 

levels of carbon dioxide around the spray. Another possible explanation is that sub-micron 

BaO crystallites were formed on the substrate which reacted very rapidly with atmospheric 
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Figure 7.9. An XRD pattern of an ammonia FSS, Ba2YCuj07, thick jilm 
before thermal processing. Sigdlcant amounts ofBa2YCu30~~ are present 
in the pre-annealed sample. The stick pattern of Ba2YCu307+ is 
superimposed on the pattern (JCPDS 38-1433). Peaks labeled Y 
correspond to Y203, C to CuO, and B to BaCO3. 

(2% to form BaCO3. This reaction may have been completed before the films were analyzed by 

XRD (which was often less than 15 minutes after preparation). 

The XRD patterns obtained for the thermally processed ammonia FSS &IS revealed 

Ba2YC~307.~ as the major phase (see Figure 7.10)- The dfiction patterns were similar for all 

solution concentrations studied. However, the highest superconducting transition temperatures 

were obtained fiom 0.064M solutions. A distance fiom spray n o d e  to substrate of 19 crq a 
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solution flow rate of 12 niumin, and particular combination of flow rates (which appear in 

Table 7.2), were found to produce thick films with a transition temperature above 75 K, with a 

fair reproducibility. The resistivity versus temperature plots for four i ihs deposited under the 

conditions appearing in table 7.2 are displayed in Figure 7.1 1. The Td for the four films ranges 

fiom 75 to 88 K. 

Table 7.2. Flow rates used in 
the preparation of thick films 
of BazYCusO,, via ammonia 

gas flow rate 

H2 8.62 
(L/min) 

02 
N2 

N20 

4.83 

3-50 

93.5 

The chemical equation for the complete combustion of the hydrogen and the ammonia 

in the FSS flame is; 

eq. 7.2 

eq. 7.3 

The flow rates above correspond to (assuming ideal gas behavior) 0.38 mol Hdrnin, 0.22 mol 

Wmin, and 4.18 mol N20/min. A solution flow rate of 12 niumin corresponds to a rate of 
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9.24g NH&nin, or 0.54 mol NJ3Jmin. For complete combustion of the H2, only 0.19 mol of 

02 is needed, meaning that there is 0.03 mol excess 02. For combustion of0.54 m01NH3, 0.81 

mol of N20 is needed, and over five times this amount is supplied. These calculations show that 

the environment of the flaming solvent spray is highly oxidizing, and should promote formation 

of the Ba2YC~307.~ phase. 

25. 30. 35 40. 45. 50. 55. 60. 65. 

degrees (20) 

Figure 7.10. An XRD pattern for a thermally processed ammonia FSS 
Ba2YC~307-~ film deposited fiom a 0.048M solution. The pattern is typical of the 
ammonia FSS films. All major peaks can be indexed to B~~YCU~O.;~ ,  , except the 
peaks at -43"20 and 42.5"20, which are due to the substrate, MgO. 
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Figure 7.11. Resisance versus temperature plots for four themally 
processed films prepared via ammonia FSS. 

Although the method could reproduciily synthesiie thick films with transition 

temperatures around the boiling point of liquid nitrogen, there were two serious problems with 

the films which would have prevented possible applications. (1) The films prepared fi-om 

solutions with total metal ion concentrations >O.O3M, although displaying high transition 

temperatures, had poor adhesion to the substrate. This was evident upon performing a "tape 

test". In a tape test, a piece of scotch tape is applied to the sufice of .film. Poor adhesion to the 

substrate would become evident if any material is attached to the tape when it is removed fiom 

the film. All of the €ilms produced fiom solutions with total metal ion concentrations X.03M 

Med this tape test, even after extended Sitering times (24h) at high temperatures (940' C). 
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The material removed was very powdery, indicative of a high degree of porosity in the slms. In 

fkt, attempts at etching patterns in the i h s  via photolithography (for bolometric response 

tests) were unsuccessll due to dispersion of the etchhg agent through the porous film.” 

(2) The transport critical current density of the films was extremely low. Typical values at 20 K 

were on the order of 200A/cm2. This was also evidence for poor grain contact and porosity in 

the films. A Sample with poor grain contact may display a high transition temperature under 

low current conditions due to “threads” or pathways of loosely connected superconducting 

material. When the current is increased, the entire supercurrent must still pass through this 

same pathway to avoid the normal state. The critical current density in such pathways can be 

exceeded with very small total currents. 

The poor grain contact in the thick slms prepared via ammonia FSS was also evident in 

scanning electron micrographs of the materials. Figure 7.12 shows a scanning electron 

micrograph of a B ~ ~ Y C U & ~  FSS film fiom a 0.05 M (total metal ion concentration) ammonia 

before thermal processing. Instead of a continuous sheet of superconducting material, the 

grains were randomly oriented, much as thex are in bulk samples of Ba2YCU307-x. 
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Figure 7.12. A scanning electron micrograph of a BazYCu30,-x Iilm 
prepared via FSS of a 0.05 M ammonia solution. The random orientation of 
grains and poor grain contact, indicative of a spray deposition, is evident. 
Each bar=lOpm. 

A possible factor which could result in the poor grain contact of the FSS films was the 

particle size of the deposited material. As with bulk powders, the sintering characteristics of the 

coating on the substrate would have been highly dependent upon the particle size and 

uniformity, The larger particles produced fiom the more concentrated solutions may not siiter 

as easily as the smaller particles deposited fiom less concentrated solutions. A series of fYms 

(Figure 7.13) was prepared by ammonia FSS fiom different solution concentrations and 

examined by SEM to probe the particle size and morphology of the deposiied material. Figure 

7.13A shows a micrograph of an ammonia FSS film sprayed fiom a solution with a total metal 

ion concentration of 0.016M. The material resembled a bulk powder with particle sizes of 1 to 

3 p q  agglomerated into larger particles on the order of 5 to 10 pm. In Figure 7.13B, this same 

&n is shown after thermal processiig (ii air) for lh  at 940" C. The weak link, porous structure 

156 



Figure 7.13. Scanning electron micrographs of ammonia FSS films fiom 
varying solution concentration. (A) 0.016Jh4 as-sprayed film, (B) 0.016M 
6.h heated lh at 940' C, (C) 0.008M as-sprayed film, and @) 0.008M film 
heated lh  at 940' C. 

of the FSS films was highly evident in this micrograph. The powder sintered into a network of 

loosely ~ o ~ e c t e d  circular platelets with a random orientation @RD of this sample showed no 

increase in the relative intensities of OM) type peaks). The largest crystallites in the micrograph 

appeared to be about 12 pm in length. Figure 7.13C shows a micrograph of an ammonia FSS 

film fiom a 0.OOSM solution. The material was made up of smaller particles (as expected for a 
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Figure 7.13 (cont.) Scanning electron micrographs of (E) 0.0033M as- 
sprayed film, and @) 0.0033M flm heated lh at 940' C. 

less concentrated solution) with linear dimensions of -1p.m. The particles were not as highly 

agglomerated as the previous sample. The largest agglomerates appeared to be <5pm in length. 

Figure 7.13D is the same film subjected to a lh  heat treatment at 940" C. The material had the 

samey circular platelike structure but the crystallites appeared to be slightly more defined. The 

platelets were randomly orientated but there was less of an open network structure and the 

density of platelets appeared to be higher than that of the previous sample. A scanning electron 

micrograph, of an ammonia FSS film from a 0.0033M solution can be seen in Figure 7.13E. 

The particles in this film were submircometer in diameter, and were agglomerated into larger 

particles of -1pn-1. The pitsy evident as dark spots on the micrograph, were due to the surface 

roughness of the polycrystalline MgO substrate. Clearly, these rough polycrystalline substrates 

were not suitable for the production of thin films. Some of the smallest deposited particles 

GOOnm evident in the micrograph were observed in these pits Oower right hand comer of 

Figure 13E). The pits may have provided partial shelter f?om the flaming spray and prevented 
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agglomeration of the particles which were deposited in them. A micrograph of this film, 

annealed for lh at 940' C is given in Figure 7.13F. Again, the randomly oriented platelet 

structure was apparent. The size of the platelets was comparable to those of the 0.008M 

sample. This may have been the result of more rapid sintering of the smaller particles deposited 

f?om the 0.0033M solution. The material had fewer openings and appeared to be a more 

dense fb. 

7.4 Preparation of Thin Films From Combustion of Liquid Ammonia Solutions 

In attempts to eliminate the poor grain contact and consequent low critical current 

density of the ammonia FSS &ns, a variation of the method, utilizing very dilute solutions was 

developed. If one considers the situation occurring during the FSS process, there are several 

assumptions that can be reasonably made. During the combustion of an aerosol, it is not the 

liquid droplets, but gaseous material evaporating fiom the droplets, that is ~xidized.'~ As the 

solvent evaporates (probably a rapid process considering the high temperatures involved), the 

concentration of the solute will increase and eventually exceed the solubility level, and result in 

crystalkation. Ifthe deposition takes place before the solvent has completely evaporated, the 

FSS method is simply a selfsupporting spray pyrolysis technique. If deposition occurs after 

nearly all of the solvent has entered the gas phase, the deposition can be thought of as two 

different process (see Figure 7.14). In the fist situation, particles, which result fi-om the high 

temperature decomposition of the dissolved salts, impinge upon the substrate. The size of these 

particles will be dependent upon the initial concentration of the solutioiz Concentrated 

. 

solutions will result in partial crystaUization before the droplets have completely evaporated and 
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may result in particles on the order of micrometers. Dilute solutions will result in much smaller 

particles, possibly approaching the limits of a gas phase deposition. The green color emitted by 

the FSS flame is evidence for some gas phase emission fkom barium. It was the hope of the 

author that decreasing the solution concentration would eliminate the possibility of large 

particle deposition, and result in a complete, gas phase, or chemical vapor deposition (CVD). A 

gas phase deposition will allow for more dense films of BazYCu307, to be produced. Single 

crystal 100 oriented LaAQ substrates were used in attempts to produce oriented thin tlms 

with high critical current densities. 

CVD? 
.... * -  . a ... . 
.:.e . - * * .- -. spray pyrolysis .- . 

. i x  
I .. - -  -. a:. . -- 

::&%.%:a:> .-. 
y *.:&i- 
7 . 2 "  

: I  ::. .. 
particle deposition? 

Figure 7.14. A schematic of a single droplet of a liquid ammonia solution 
during the FSS process. If deposition occurs when some of the ammonia is 
still in the liquid phase, the method is spray pyrolysis. If deposition occurs 
when the ammonia has essentially all evaporated, then the concentration of 
the solution will detemine the size of the particles deposited. The optimal 
situation for the production of a thin epitaxial 6.h is deposition of extremely 
d particles, approaching a gas phase deposition. 
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7.4.1 Experimental Procedure 

Due to the low masses of reagents used in the preparation of liquid ammonia solutions 

for FSS, obtaining an accurate stoichiometry by weighing separate reagents would have been 

difEcult. For this reason, an aqueous stock solution of yttrium barium and copper nitrates (the 

preparation of this stock solution is discussed in section 7.1.2) was used as the source of 

metal ions. This solution was added to a 1000 mL round bottom flask until an amount 

corresponding to a total metal ion concentration in the final solution of -O.O008M was 

achieved. The flask was then placed in an oven at 90' C until the water and excess HNO3 

evaporated, leaving behind a stoichiometric mixture of yttrium, barium and copper 

nitrates. When the excess water had evaporated, 15.0 grams o f W 0 3  was added and 

the flask and reagents were flushed with dry nitrogen for 15 min. Liquid ammonia was 

then condensed into the flask until a volume of 900 mL was collected. The deposition 

procedure was similar to that of the thick iilm process and all of the compressed gas flow 

rates were monitored. However, in the thin fh FSS process, the steel plate which had 

held the substrates in the thick iilm FSS process was removed and the substrate was held 

in a steel alligator clip. In addition, the spray nozzle was not motor driven in the thin film 

. FSS process. The flame was allowed to continually coat the substrate. These changes were 

made for three reasons. (1) It was believed that the steel plate was acting as a heat sink, 

continually cooling the substrates during deposition. A higher substrate temperature could 

be reached ifthe steel plate was removed. (2) Not moving the spray nozzle allowed for a 

more uniform substrate temperature to be maintained. And (3), the low concentration of 

metal ions in the solution would result in an extremely thin coating ifthe spray had been 
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allowed to coat an area as large as that in the thick film FSS process. The temperature of 

deposition was monitored by placing the bead of a chromel-alumel thermocouple in 

contact with the back of substrate (away from the flame), close to the alligator clip. This 

temperature was not the true deposition temperature. It was monitored only to provide a 

minimum deposition temperature, that could be used as a parameter to be duplicated when 

attempting to reproduce a particular experiment. Placing the thermocouple on the 

deposition side of the substrate would have caused nonuniformities in the coating. The 

distance fiom spray nozzle to substrate was 19 cm throughout the experiments. The entire 

volume of solution was sprayed onto one LaAlO3 substrate in each experiment. The flow 

rates used in thin film depositions are listed in Table 7.3, 

Table 73. Flow rates used in 
the preparation of thin films 
of Ba2YCu307, via ammonia 

60.5 

3.50 

84.9 

The thin films were thermally processed under an atmosphere of flowing Ar 

(lL/min) in the tube furnace previously described, for time periods ranging from 10 min to 

2 h at temperatures ranging fiom 800° C to 920" C. A reduced 0 2  partial pressure has 

been shown to lower the necessary sintering temperature for thin films and bulk samples of 
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B~~YCU~O~,." J* The thin f h s  were oxygenated at 450" C for time periods ranging fiom 

2 min to 2 h and furnace cooled under flowing oxygen (lL/min). 

7.4.2 Results and Discussion 

The thin films produced via the FSS process had the appearance of smoked glass 

before thermal processing. However, these as-deposited films passed the tape test 

previously described, indicating a good adhesion between the film and substrate. The 

temperature of deposition, measured with the thermocouple in contact with the back of 

the substrate, remained relatively constant throughout the deposition process at -725" C. 

The actual deposition temperature was probably higher since the thermocouple was not 

directly in the ammonia flame. 

Figure 7.15 shows the XRD pattern of an ammonia FSS film of B ~ ~ Y C U & ~  before 

annealing (lower pattern) and after a 30 min anneal at 900" C under flowing Ar, followed by 

furnace cooling to 300" C under flowing 0 2  (upper pattern). In the as-deposited fjlin, the 

majority of peaks in the pattern were attriiuted to BazYCu307, or the substrate Ma, 
however, there was an midentifled impdty. Identification of this impuxity was complicated 

due to the high degree of preferred orientation in the sample. The material was nearly 

completely oriented with the b-axis perpendicular to the substrate, as was evidenced by 

the increase in relative intensity of the OkO type peaks. The ratio of relative intensity of the 

050 peak of Ba2YCu307,to the 03 1 peak was 2.92, whereas this ratio has a value of 0.13 in a 

randomly oriented sample. After the post anneal, this ratio approached jnfinity, as the 03 1 peak 

was extinguished by nearly complete orientation of the Ba2YCU307, crystallites with the b-axis 
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Figure 4.15 The XRD patterns of a thin film of B ~ ~ Y C U ~ @ - ~  as-prepared via 
ammonia FSS (lower pattern) and the same f%q annealed for 30 min under 
flowing Ar at 900" C (upper pattern). The 03 1 peak of BazYCu307,, which has 
the highest relative intensity in randomly oriented samples of B ~ ~ Y C U ~ O ~ - ~  can be 
seen in the lower Pattern at -32.8' 20. The (hkl) values of the intense reflections 
in the upper pattern are given. 

perpendicular to the substrate. It is worth noting at this time that samples prepared by ammonia 

FSS fiom concentrated solutions on single crystal LaAla substrates did not display this level 

of orientation, even after extended annealing times (>24h) at higher temperatures (940' C). 

An estimate of the m&mn thickness of this film, obtained %om equation 7.1 , was 

6pm. However, it is likely that this is a high estimate, since the density of the material deposited 
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from the dilute solutions was probably much closer to the theoretical density (a value of 75% 

of theoretical density was used). The resistivity versus temperature plot for this film can be seen 

in Figure 7.16. The film had a high room temperature resistivity (>SO0 Ohdcm), which was 

indicative of poor grain contact. Thin i ihs  of Ba2YCu&.x prepared by laser ablationlg 

typically have a room temperature resistivity of <1 Ohm/m The resistivity of the material 

dropped at -7OK, but did not reach zero above 15K (lowest temperature of data collection). 
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Figure 7.16. The resistance versus temperature plot for an ammonia FSS 
thin fh. The sample does not reach zero resistance above 15K. 

Scanning electron micrographs of the asdeposited film (Figure 7.17) revealed that the 

deposited particles were uniform and less than 50Onm in diameter. They appeared to evenly 

coat the substrate but formed a rough swfkce at high (2500~) magnification. There appeared to 
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Figure 7.17. Scanning electron micrographs of (A) an as-prepared 
ammonia FSS thin film, and (€3) the same film at higher magnification. 

be a fair amount of sintering in the grains closer to the substrate. This may have been due to the 

fact that these grains were deposited earlier than the grains above and have had time at high 

temperatures (during subsequent bombardment with the flaming spray) for grain growth and 

sintering to occur. The coating was more dense than those deposited fiom the more 

concentrated solutions. The material, however, was not a single crystalhe sheet, and 

consequently, had a large number of weakly linked grain boundaries (as evidenced by the high 

room temperature resistivity). 

7.5 Conclusions 

Chemical vapor deposition has been defined as a process in which “ a solid material is 

deposited eom gaseous precursors onto a substrate,” wherein “ the deposited phase is 

produced in-situ via chemical reactions.” 2o It has been demonstrated that Ba2YCu&x films 

can be synthesized in-situ by allowing the flame resulting eom combustion of liquid ammonia 
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solutions of metal nitrates to coat a substrate. The maximum temperature obtainable in an 

ammonia flame is >3000° C.I6 These temperatures are sufficient for vaporkition of all 

reactants in the Ba-Y-Cu-0 system, and gas phase atomic emission fiom barium (or strontium) 

has been observed during the FSS process. Considering these two points (in situ growth and 

gas phase reactants) it can be concluded that the FSS process is truly a chemical vapor 

deposition process. However, the properties of the flms observed via electrical transport 

measurements and scanning electron microscopy indicate that not all of the material is 

deposited fiom the gas phase and some particle deposition is occurring. The size of these 

particles is dependent upon the total metal ion concentration of the solution. Although no 

in-situ deposition of Ba2YCu307,fiom the combustion of organic solvents was observed in this 

work, others have since reported this observation. 21 

Thick ilms have been produced which have superconducting transition temperatures 

above the boiling point of liquid nitrogen. These films, however, had poor adhesion to the 

substrate and low critical current densities due to a high degree of porosity. Thin films have 

been produced which have displayed good adhesion to the substrate and epitaxial growth, but 

as of the time of this writing, have poor superconducting 5 properties. Further optimization of 
1 

the deposition parameters may improve these properties. 

The in-situ growth of Ba2YCu30~-~ can be attn’buted to one of two possible scenarios 

(or the combination of both). In the fist scenario, the Ba2YCu~07-~ pllase is deposited fiom 

gas phase reactants, just as it is in the in situ growth 0fBa2YCu&-~ films via metalorganic 

chemical vapor deposition. In the second scenario, very small, atomically mixed particles of 

Y2Q, CuO and BaO are deposited on the substrate and rapidly react in the solid state at 
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deposition temperatures to yield BazYCu307,. An entirely gas phase deposition would yield 

very smooth, nearly single crystalline, sheets of Ba2YC~307-~. Scanning electron micrographs 

of the films reveal a particulate morphology which supports the latter scenario. 
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CHAPTER 8 

SYNTHESIS OF BULK HIGH T, SUPERCONDUCTORS 

FROMACETATE GLASS PRECURSORS 

The solution methods previously discussed were very effective in achieving atomic 

level mixing and produce extremely high quality materials. It can be argued, however, that 

they require specialized equipment and have somewhat complicated procedures. In 

attempts to eliminate these drawbacks, a procedure was developed which has, in practice, 

the simplicity of conventional ceramic processing, along with the benefits of the solution 

techniques. 

As discussed in section 3.1.5 solution methods attempt to maintain, while 

undergoing a transformation to the solid state, the intimate mixing of ions inherent in a 

solution. In this work, this mixing was transferred into the solid state by rapid freezing of a 

solution followed by sublimation (fieeze drying), and rapid solvent removal by combustion 

of a solution aerosol (FSS). Another way to trap the randomness of the solution state 

would be to use materials that, rather than crystallizing, formed a glass when the solvent 

was removed. It has been shown that some two and three component systems of metal 

acetates form glasses when quenched fiom a melt.29 Aqueous solutions of metal acetates 

with various organic additives (ethylene glycol, ethanolamine, citric acid) have been used 

for the preparation of thick films of Ba2YCu307,, by a “spin on” method4 and a sol 

gevspray pyrolysis method.’ A solution method utilizing an acetic acidlethano1 mixture 
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has been used for the preparation of BizSr2Ca2Cu3010.~ Presented here is a simple 

synthesis of Ba2REC~307.~ w= Y, Eu, Gd, Nd, La), and (Bi, Pb)2Sr2Ca2Cu3010 , 

referred to as the acetate method, that requires only a high density alumina (or suitable 

non-reactive) crucible, a fbrnace, the necessary reagents, and a standard laboratory hot 

plate. Samples prepared via the acetate method have been characterized by 

thermogravimetric analysis, x-ray diffraction o), scanning electron microscopy 

(SEM), diamagnetic response measurements (using the balance described in section 4.3 2) 

and four probe dc-resistivity measurements. Substitution studies were also performed in 

attempts to determine the mechanism of product formation and explain the marked 

differences in rate of product formation between the acetate method and conventional 

ceramic processing. 

8.1 Experimental Procedure 

8.1.1 Reagents 

The reagents used for the preparation of Ba2REC~307-x were Ba(02CCH3)2, 

cU(02CCH&H2Oy Y(O2CCH3)3.4H2Oy E~203, Nd~O3)3'6&0, Gd203, and 

La@T03)36H20. All were 99.9% pure or better (as stated by the supplier Johnson 

Matthey). Europium nitrate and gadolinium nitrate solutions were prepared from their 

oxides via dissolution in aqueous nitric acid. The acetates of europium, gadolinium, 

lanthanum, and neodymium were synthesized in our laboratory from aqueous solutions of 

their respective nitrates by precipitation of the rare earth carbonate upon addition of 

ammonium carbonate. The rare earth carbonates were filtered, washed, and dissolved in 
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acetates were crystallized f?om this solution after evaporation of sufficient water. The 

reagents used for the preparation of (Bi, Pb)zSr2Ca2Cu3010 were Bi(NO&SH20, 

Sr(O2CH3)2, Ca(O2CH3)2, CU(O~CCH&-H~O, Pb(02CCH3)2, and W(O2CCH3). The 

acetates of yttrium, copper, europium, lanthanum, neodymium, and gadolinium, and 

bismuth nitrate were analyzed thermogravimetricdy, as described in section 4.1.2, to 

determine their exact water and metal content. 

8.1.2 Sample Preparation 

Ba*YCu307-, was prepared by combining 0.0100 mol yttrium acetate, 0.0200 mol 

barium acetate, 0.0300 mol copper acetate, and 50 mT, of glacial acetic acid (Fisher 

Scientific, minimum punty 99.7%) in 100 16 high density alumina crucible (Coors). This 

mixture was heated on a hot plate (Corning, model # PC320) and stirred with a Pyrex 

stirring rod. When a temperature of 118OC was reached the mixture boiled rapidly. The 

boiling was continued until the volume of the solution decreased to about half of the initial 

value. At this time a noticeable change in viscosity occurred, marked by a temperature 

increase to 13OoC, leaving behind a viscous, dark blue liquid (which solidified to a dark 

blue glass if allowed to cool to room temperature). This mixture, now called the 

precursor, was taken directly from the hot plate and placed in a box firnace (Lindberg, 

model #51848). The time required to prepare the precursor was less than 15 min. The heat 

treatment of the precursor consisted of a 5OClmin increase to a soak at 900°C for 2 h in 

air. The cooling to room temperature was also carried out at 5"C/min. The black product 

obtained was then heated in a tube firnace (Lindberg, model #55332) under 1 atm of 
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flowing oxygen at 550°C for 5 h followed by slow cooling to room temperature (l"C/mh) 

to achieve the orthorhombic, filly oxygenated, Ba2YCu307 phase. The procedure for 

preparing other Ba2REC~307-~ phases was identical to the Ba2YCu307-, procedure with 

0.010 mol of lanthanum acetate, neodymium acetate, europium acetate, or gadolinium 

acetate substituted for the 0.010 mol of yttrium acetate. 

(Bi,Pb)2Sr2Ca2Cu301~ was prepared by combining 0.018 mol Bi(NO& xH20, 

0.004 mol Pb(02CCH&, 0.020 mol Sr(O2CCH3)2, 0.020 mol Ca(O2CCH3)2, 0.030 mol 

Cu(O2CCH3)2 H20,O. 130 mol NE&(O2CCH3), and 200 mL glacial acetic acid in a 400 mL 

Pyrex beaker. The excess lead acetate was added to account for anticipated losses through 

sublimation. The mixture was then heated to a boil as in the B ~ ~ Y C U ~ O ~ ~  preparation. As 

the acid boiled away the solution became very viscous and eventually results in a clear 

blue-violet, highly viscous solution. The glassy state was short lived, as fbrther heating of 

the mixture resulted in a nearly spontaneous decomposition. The resulting highly 

agglomerated, dark brown powder was then lightly ground with a mortar and pestle, 

placed in an alumina crucible and plunged into a firnace pre-set to 800" C. The material 

was soaked at 800" C, in air, for 20 h, followed by a 1°C /min increase in temperature to a 

70 h soak at 850" C. After this time the sample was taken fiom the furnace and quenched 

to room temperature. 

8.1.3 Mechanistic Studies 

Several experiments were performed in attempts to explain the rapid product 

formation observed in the Ba-Y-Cu-0 acetate system. As a comparison, and in order to 
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evaluate the effectiveness of the method, a solid state mixture of the acetates was 

prepared. Stoichiometric amounts of yttrium acetate, barium acetate and copper acetate 

were finely mixed and ground together with an agate mortar and pestle until no 

inhomogeneities could be seen. This powder was then subjected to the same thermal 

treatment as the acetate glass precursor. To elucidate the mechanism of product 

formation, Ba-Y-Cu-0 precursor samples (prepared by the acetate method) were heated 

at S°C/min to  300°, 400°, 500°, 600°, 700°, and 8OO0C, and quickly quenched to room 

temperature. To study the formation of the glassy precursor in the acetate method, several 

experiments were performed in which the initial composition of the precursor was varied. 

The acetates were boiled in acetic acid with varying levels of the three reagents. In 

addition, three samples containing only two of the reagents were boiled in acetic acid 

(e.g., Y(O2CCH3)3*4H20 and Ba(02CCH3)2, CU(O~CCH~)~'H~O and Ba(02CCH3)2, etc.), 

and each acetate was boiled individually. To evaluate the role of copper acetate in the 

method, copper acetate was completely replaced with zinc acetate, Zn(02CCH3)2-2H20. 

The acetic acid was also substituted with water in several experiments. After the usual 

boiling procedure, these mixtures were dried at room temperature in a desiccator 

containing calcium sulfate (Drierite) and sodium hydroxide (NaOH being added to 

neutralize the acetic acid vapor) and studied by XRD and SEM to determine the extent of 

crystallinity. 

To evaluate the effectiveness of the acetate method in the synthesis of bismuth 

based cuprates, a solid state preparation of (BiYPb)2Sr2Ca2Cu3O1~ was attempted. The 

procedure consisted of mixing by grinding with an agate mortar and pestle, until no 
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inhomogenieties were Visually apparent, 0.009 mol BizO3, 0.004 mol PbO, 0.020 mol 

SrC03,0.020 mol CaC03, and 0.030 mol CuO. This powder was then pressed (lkbar) 

into 0.75 in diameter pellets and subjected to the same thermal treatment as the acetate 

method samples. 

8.2 Characterization of Final Products 

8.2.1 Ba~@E)Cu307-, 

The XRD of the final product, prepared via the acetate method, showed single 

phase 099%) Ba2YCu30.1,,. The method also proved to be extremely reproducible as 

several samples of equal quality (as evaluated by XRD and R vs. T) were prepared in a 

short time span. The acetate method was also used in the preparation of Ba~EuCu307-~, 

Ba2GdCu307-, BazNdCu307-* and Ba&aCu307-,. The XRD pattern of these final 

products can be seen in Figure 8.1. The deaction patterns for Ba~EuCu307-,, 

Ba2GdCu307-,, and Ba~NdCu307-, show phase pure material. The BazLaC~307-~ pattern 

had low intensity peaks which were indexed to La203. The pattern, however, did not 

display impurity peaks resulting from barium (e.g., BaC03, Ba2Cu305) or copper (CuO, 

BazCu305) containing phases, suggesting that the La203 was present due to an error in 

stoichiometry. 

Resistivity measurements, performed on Ba~YCu307,, samples, showed a T, onset 

at 93 K with loss of all resistance at 91 K (Figure 8.2). Extrapolation of the pre-transition 

line gives an x-axis intercept of -60 K. Bulk superconductivity in Ba~NdCu307-~, 

Ba~GdCu307-, and BazEuCu307-, was confirmed at 77 K using the Meissner balance 
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described in section 4.3.2 and el~ewhere.~ The T, 0fBa2LaCu30,-~ is too low to observe a 

Meissner effect at 77 K. 

Scanning electron micrographs (Figure 8.3) of Ba2YC~307-~ final products 

revealed that the material consisted of crystallites on the order of one to two micrometers 

that were agglomerated into larger particles on the order of ten to twenty micrometers. 

Figure 8.3. A scanning electron micrograph of an Ba2YC~307-~ sample 
prepared via the acetate method. 

8.2.2. @i,Pb)2Sr2Ca2Cu3010 

Figure 8.4 shows an XRD pattern of a Bi-Pb-Sr-Ca-Cu-0 final product. The 

patterns revealed that (Bi,Pb)2Sr~Ca2Cu3010 was the major phase. Although the samples 

were contaminated with some Bi2Sr2CaCu208. A magnetic determination of the T, was 

made using the modified Meissner balance described in section 4.3.2. The resulting plot of 

balance response versus sample temperature can be seen in Figure 8.4. The magnetic 
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Figure 8.4. The XRD pattern of a @i,Pb)2Sr2Ca2Cu3010 sample prepared via the 
acetate method. The JCPDS standard file for Bi2Sr2Ca2Cu3010 is superimposed. 
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Figure 8.5. A plot of Meissner force versus temperature for a 
@i,Pb)2Sr2Ca2Cu3Olo sample prepared via the acetate method. 
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determination for the onset of superconductivity was 11 1 K (the expected value for 

(Bi7Pb)2Sr2Ca2Cu3010). The conventional preparation of (Bi7Pb)2Sr2Ca2Cu3010 from metal 

oxides and carbonates, subjected to the same thermal treatment, showed no 

superconductivity (no diamagnetic response) at 77 K. 

8.3 Results of Mechanistic Studies 

It is clear from the above results that the relatively simple procedure of the acetate 

method enhanced the product formation of (Bi7Pb)2Sr2Ca2Cu3O10 over that of the solid 

state reaction of oxides and carbonates and resulted in high quality, phase pure 

Ba2RECu307,. The more interesting questions lie in the mechanism of product formation 

and origin of the amorphous precursor. The x-ray difltaction pattern of mechanically 

mixed acetates was compared to the precursor mixed with boiling acetic acid. The 

diffraction pattern obtained for the mechanically mixed acetates of the Ba-Y-Cu-0 system 

clearly showed the expected peaks of yttrium acetate, barium acetate and copper acetate, 

whereas the precursor mixed in acetic acid did not display any peaks above the amorphous 

scattering (see Figure 8.6). As with the freeze dried nitrate precursors, an amorphous 

XRD pattern was evidence for a lack of long range order in the precursor, a phenomenon 

consistent with an atomic level mixing of reactants. A difference in the degree of mixing of 

the two samples was also evident in the final products obtained after heat treatment. When 

subjected to the same thermal processing, the mechanically mixed acetates produced a 

mixture of phases; mainly barium carbonate, copper oxide, Y2BaCuOs , and Ba2YCu307, 

(see Figure 8.7). 
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Figure 8.6. The x-ray d&action pattern of the acetic acid mixed 
precursor (upper pattern) and mechanically mixed acetates (lower 
pattern). The large broad diffraction fiom 3" to 30'20 is due to the 
Kapton tape in which the samples were enclosed. 

Figure 8.8 shows the x-ray dfiaction patterns of Ba-Y-Cu acetate glass samples 

heated at 5" C/min to varying temperatures and quenched to room temperature. The 

XRD pattern of the Ba2YCu307, precursor sample that was heated to 3OOOC at 5"C/min 

primarily consisted of amorphous scattering, with the only identifiable peaks belonging to 

metallic copper. Metallic copper resulted fiom the decomposition of copper acetate and 

the reduction of Cu(II) to Cu(0) by carbon and carbon monoxide produced through the 

decomposition of the acetate anion and residual acetic acid. At 400"C, the Cu(0) began to 
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began to oxidize and the main phases present were metallic copper and copper(1) oxide 

(CUZO). In addition, two broad, low angle, unidentified peaks (-21.5 and -27.0" 20)  were 

observed at 400°C. At 500"C, 600"C, and 700°C the main phases present were 

copper(II) oxide (CuO) and barium carbonate. The gradual appearance of barium 

carbonate peaks (first seen at 500°C) coincided with the diminishing of the intensity of the 

unknown peaks, suggesting that this unknown phase contained barium. At 600"C, a broad 

peak was observed, which was centered at -29.0 O 2 0  and steadily narrowed in width and 

0 

25. 30. 35. 40. 45. 50. 55. 60. 

degrees (20) 

65. 

Figure 8.7. The x-ray diffraction patterns of an acetic acid mixed 
sample (upper pattern) and a mechanical mixture of the acetates, 
subjected to the same thermal treatment (2h at 900°C). Peaks labeled A 
correspond to BaC03, B correspond to CuO, C correspond to 
BaYzCuOs, and D correspond to Ba~YCu307-~ 
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Table 8.1 Nominal composition of metal acetates and solvent 

Y Ba Cu Zn 
1 2 3 0 
1 2 0 3 
2 0 2 0 
0 2 3 0 
2 1 1 0 
1 1 0 0 
1 2 3 0 
1 1 0 0 

...... -......... .... .. ...... ..................................... ....__.. solvent dfiaction result 
acet. ac. 
acet. ac. 
acet. ac. 
acet. ac. 
acet. ac. 
acet. ac. 
water 
water 

amorphous 
amorphous 
crystalline 
crystalline 
amorphous 
amorphous 
crystalline 
crystalline 

600 

500 

.c, X 

400 
h - 

300 

l ' l ' l ' l ' ~ ' " l ' " l ' ~ ' " l ' " l ' ~ ' l ' l ' 1 ' ~ . ~ . ~ . ~ . , .  . . , . . , 
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degrees (2-theta) 

Figure 8.8. The XRD patterns of Ba2YCu307, acetate method samples heated 
from 300' to 800' C. The precursor is completely amorphous except for 
metallic copper at 300' C. Peaks marked X correspond to an unidentified 
phase. The stick patterns superimposed are; 300' Cu (metal), 400' Cu2O,50O0 
CuO, 600' BaC03,700° Y203, and 800' Ba2YCu307. 
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grew in intensity in the 700' and 800°C patterns. This peak was indexed to yttrium oxide. 

At 8OO0C, the main phases present were barium carbonate, copper(II) oxide, 

B ~ ~ Y C U ~ O ~ - ~ ,  and Y2Cu205. After a 2h soak at 900°C the only identifiable phase was 

BazYCu307,. 

The formation of the precursor was studied by varying the amounts of the three 

acetates used in the acetate method. These precursors were then dried under the 

conditions previously stated and studied by XRD (see Table 8.1) and SEM. The 
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Figure 8.9 X-ray deaction patterns of (from bottom) the dried 
precursor of yttrium acetate boiled in acetic acid, barium acetate boiled 
in acetic acid and a 1: 1 mixture (per mole) of yttrium acetate and barium 
acetate boiled in acetic acid. The two salts are necessary for the 
amorphous pattern. 

184 



micrographs of dried yttrium acetate, barium acetate and acetic acid precursors revealed 

no crystallinity in the material. In addition, the x-ray diffraction pattern of this precursor 

consisted of only amorphous scattering (see Figure 8.9), whereas XRD patterns of yttrium 

acetate boiled individually in acetic acid and barium acetate boiled individually in acetic 

acid indicated that these materials were highly crystalline. 

8.4 Discussion and Conclusions 

8.4.1 The Ba-RE-Cu-0 Acetate System 

The acetate method was a simple, reliable, and time saving method for the 

production of phase pure, bulk Ba2RECu307, superconductors. It was a useful alternative 

to both the common grind and sinter method and more sophisticated chemical methods. 

This method should be applicable to the preparation of other rare earth Ba2RECu307, 

superconductors (where RE=Ho, Dy, Sm, Yb, Lu, Er). In addition, the method should 

allow easy and uniform doping of impurities into high transition temperature 

superconductors for mechanistic studies. 

Although this method produced an amorphous, intimately mixed precursor, and 

resulted in rapid product formation, the mechanism of mixing was not very clear. Through 

several experiments, it has been found that the necessary interaction for producing an 

amorphous precursor occurred through a combination of barium acetate, the rare earth 

acetate and acetic acid. Table 8.1 shows the result of mixing several varying compositions. 

The common ingredients for obtaining a glassy, amorphous precursor were barium 

acetate, a rare earth acetate and acetic acid. Varying the amount of copper (over the 
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values compiled in Table 8. 1), eliminating copper, or substituting it completely with zinc, 

had no effect on the amorphous structure of the precursor. Eliminating the barium or rare 

earth acetate, or substituting water for acetic acid resulted in a crystalline precursor. 

However, it was not simply one of the two acetates (Y or Ba) that prevented 

crystallization. When yttrium acetate or barium acetate was boiled separately in acetic acid 

the result (after drying) was a crystalline material. The two salts were required to achieve 

the amorphous glass (see Figure 8.10). In fact, 0.010 mol of yttrium acetate would not 

even completely dissolve in 50 mL of boiling acetic acid. If 0.010 mol (-3.38g) yttrium 

acetate and 0.010 mol barium acetate were boiled together in 50 mL of acetic acid, the 

mixture dissolved to yield a clear solution. This effect has been previously observed when 

K(02CCH3) is added to glacial acetic acid solutions of Ag(O2CCH3). The solubility of 

Ag(O2CCH3) increased to over 30 times its initial value upon the addition of K(02CCH3). 

The authors attributed the increase in solubility to the presence of the acetate anion in 

solution.' The system of acetates dissolved in acetic acid is analogous to the system of 

hydroxides dissolved in water.g Only the most electropositive metals (Li, Na, K, Rb, Cs, 

Ca, Sr, Ba, Ra) form hydroxides that are readily soluble in water." The same is true for 

acetates in glacial acetic acid (with the exception of Pb(02CCH& and Cd(02CCH3)2 

which are both readily soluble in acetic acid)." When an acetate of a highly 

electropositive metal dissolves in acetic acid it releases the acetate anion into solution. The 

acetate anion, being the most basic species possible in the acetic acid solvent system, 

allows the dissolution of some transition metal acetates just as some transition metal 

hydroxides (e.g., Cu(0H)z) are soluble in aqueous (basic) sodium hydroxide solutions. l2 
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Therefore, barium acetate dissolves in acetic acid and makes "basicf' acetic acid which can 

dissolve transition metal acetates (Y, Cu). 

The reason why no crystallization (or very limited crystallization) occurred when 

the acid was boiled away was less clear. One possibility is that the metal acetates were 

trapped in a glassy state by an extended network of hydrogen bonds.13 The acetate ligand, 

acetic acid and any residual water, all have hydrogen atoms and oxygen atoms that could 

participate in hydrogen bonding. However, substituting water for acetic acid, after the 

boiling and drying, resulted in a crystalline precursor, even though water is very capable of 

hydrogen bonding. It is possible that the acetic acid removed the waters of hydration from 

the metal acetates and that these dehydrated acetates were slow to crystallize. The acetic 

acid may have complexed to the metal acetate or even replaced the waters of hydration in 

the complex to give an acid-acetate species. The former was indeed the case when barium 

acetate was boiled in acetic acid. The existence of a barium acetate salt with additional 

acetic acid ligands, Ba(CH3C02)2-1.5CH3CO2H, has been reported14 and was detected in 

this study by XRD to be the result of boiling acetic acid with barium acetate (see Figure 

8.9). The powder x-ray diffraction pattern of yttrium acetate boiled in acetic acid greatly 

differed from that of yttrium acetate tetrahydrate (as received fi-om Johnson Matthey). 

Without fUrther investigation, however, the structural change could not be definitely 

attributed to the additional complexation of yttrium acetate by acetic acid ligands. It is also 

possible that a double salt was formed which had a high probability of hydrogen bonding 

to itself, acetic acid, or other acetate ligands. Several double salts of metal acetates, 

prepared by dissolving the two acetates in glacial acetic acid, have been reported. 15,16,17 
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8.4.2 The (Bi,Pb)-Sr-Ca-Cu-0 Acetate System 

The procedure for preparation of (Bi7Pb)2Sr2Ca2Cu3010 via the acetate method 

differed slightly fiom that of the Ba&ECu307, preparation due to the differences in 

solubilities of the (Bi,Pb)2Sr2Ca2Cu3010 system acetates. Bismuth acetate proved 

insoluble in acetic acid. Consequently, bismuth nitrate was used in its place. This resulted 

in an oxidation-reduction reaction between the oxidizing nitrate anion and the reducing 

acetate anion upon evaporation of sufficient acetic acid. The result was a near 

spontaneous decomposition of the acetate glass shortly after its formation. For this reason, 

the glass formation could be carried out in a Pyrex beaker and the resulting dark brown 

powder easily transferred to a crucible for the high temperature anneal. Ammonium 

acetate was added to the ( B ~ , P ~ ) ~ S T ~ C ~ ~ C U ~ O ~ ~  acetate method preparation to increase 

the “basic” nature of the acetic acid and thereby increase the solubility of the copper 

acetate. The acetates of the (Bi,Pb)2Sr2Ca~Cu3OlO system would not completely dissolve 

in without the addition of m(02CCH3). 

Although not quite as successfid with respect to phase purity as in the 

Ba2YCu30y-x acetate system, the (BiyPb)2Sr2Ca2Cu301O acetate system did show marked 

improvement in the high T, phase formation over the grind and calcine method. The 

110 K T, phase, (Bi7Pb)2Sr2CaLh3O1o, is extremely difficult to produce with a high 

degree of phase purity without the use of extremely long firing times (several days). In this 

study, firing times were limited to 90h. Longer firing times, which would probably have 

increased the volume fraction of (BiyPb)2Sr2Ca2Cu3O10 present, would have obscured the 

benefits of the acetate method. Whether or not the acetate method truly achieved atomic 
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level mixing with the (BiyPb)2Sr2Ca2Cu301O system was not clear. Freeze drying (perhaps 

the most effective means of achieving atomic mixtures) has been used for the preparation 

of (Bi,Pb)zSr~Ca2Cu3010." Even with the use of freeze dried nitrate precursors, a 37 h 

anneal at 865°C was needed to reach a maximum volume fraction of 

(BiyPb)2Sr2Ca~Cu3010 (although Bi2Sr2CaCu20~ formed in minutes). Another study'g on 

phase formation in the (BiYPb)2Sr2Ca2Cu301o system has shown that Bi2Sr2CaCu20~ was 

still the major phase (with Bi2Sr2Cu06 , CazPbO4 and CuzO as other impurities) after 

annealing a mechanical mixture of oxides and carbonates for 100 h at 830OC. Nearly full. 

formation of the (Bi,Pb)2Sr~Ca2Cu301~ phase via conventional ceramic preparation has 

been reported by calcination ofthe oxides and carbonates at 785" C for 185 h (with three 

intermittent grindings) followed by sintering of a compact at 850' C for 170 h.20 

Considering these studies, as well as the conventional preparations attempted in this work, 

one can more clearly see the advantages of the acetate method. The shorter firing time 

achieved through freeze drying may be attributed to the non-carbonaceous nature of the 

freeze dried nitrate precursor. Calcium carbonate and strontium carbonate formed upon 

decomposition of the metal acetates are stable phases which require high temperatures for 

complete decomposition." 
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CHAPTER 9 

SUMMARY AND CONCLUSIONS 

In this dissertation, several solution based methods were utilized for the synthesis 

of solid state materials. Products were obtained under milder reaction conditions due to a 

greater degree of reactant mixing. As discussed in Chapter 1, solid state reactions of 

mechanically mixed reagents are difision limited process. Shortening the diffusion paths 

necessary for complete reaction greatly increases the rate of product formation. This has 

been experimentally demonstrated in this work using three different means of achieving 

atomic level mixing, on three different classes of materials. 

Freeze drying was used to produce the ternary perovskite-type oxide BaTi03. 

Conventional preparation of BaTi03 fiom Ti02 and BaC03 requires temperatures in 

excess of 1000' C for time periods in excess of 24h to achieve phase purity. In this work, 

freeze dried nitrate precursors yielded phase BaTiO3 in only 10 min at 600' C. The 

material produced had a nanocrystalline microstructure which is beneficial for many 

applications, including the production of thin film capacitors via screen printing. The 

average particle size of the BaTi03 produced fiom freeze dried nitrate precursors was 

shown to be highly dependent on the calcination temperature and only slightly dependent 

on the annealing time. This suggests that BaTi03 powders with a desired range of particle 

sizes could be synthesized through judicious choice of calcination temperature. This 
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selection of the range of particle size is not possible through conventional ceramic 

processing and may lead to the application of these fieeze dried powders in materials such 

a nanocrystalline compacts. 

In route to the fieeze drying preparation of BaTi03, an aqueous procedure was 

invented' for the preparation of solid titanyl nitrate. This material is a stable, water soluble 

source of titanium and can be used as the starting reagent for a wide range of aqueous 

titanium chemistry. Prior to the development of this procedure for the preparation of solid 

titanyl nitrate, aqueous titanium 0 solutions could only be prepared fiom Tic& (a 

volatile, highly moisture sensitive liquid), TiBr4, TiF4, Ti& (volatile moisture sensitive 

solids), or dissolution of the metal or oxides in hot sulfi~ric or hydrofluoric acid.2 The 

solid titanyl nitrate has been shown to have a stable formula weight and can be used to 

prepare accurately stoichiometric solutions. 

Titanyl nitrate was also used for the preparation of SYNROC-B fiom thermal 

decomposition of fieeze dried nitrate precursors. The widespread utilization of SYNROC 

as a high level nuclear waste immobilization medium is currently hindered by the proposed 

preparation conditions. These consist of mixing the necessary, binary oxides with -1Owt% 

high level nuclear waste and hot pressing this mixture at 10 x lo7 Pa and 1200' C. 

Individually, a high pressure or a high temperature is not a problem. But this combination 

of high pressures and high temperatures introduces a severe safety risk to the environment 

in which nuclear waste is generally handled. In this work, the complete SYNROC-B phase 

assemblage, a mixture of CaTiO3, BaAl2Ti5014, and CaZrTi207, was synthesized at 

600 torr after only 10 min at 1100O C via thermal decomposition of fieeze dried nitrate 
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precursors. The fieeze dried precursor proved amorphous to XRD, a phenomenon 

consistent with a solid atomic mixture of reactants. This low pressure route to SYNROC 

synthesis may make the application of the material as an immobilization medium more 

practical. The solution based aspect of the synthesis is beneficial as well. Currently, high 

level nuclear waste is evaporated fiom a solution (many of these solutions are nitrate 

based) to a “sludge.” This sludge would then be mixed with the binary oxides necessary 

to form SYNROC. Using the freeze drying route, nuclear waste streams could be 

chemically tailored by addition of the necessary components of SYNROC as water soluble 

nitrates. The waste solution could then be f i o ~ e n , ~  and after water removal by 

sublimation, thermally processed to yield SYNROC powders after very short 

calcination times.4 

A novel solution based method for the synthesis of thin and thick films of 

Ba2YC~307-~ was developed. Yttrium, barium and copper nitrates were dissolved in liquid 

ammonia. This solution was atomized with nitrous oxide and ignited with a 

hydrogedoxygen torch. The resulting flame was used to coat a substrate (MgO or 

LAO3)  with superconducting material. The high temperature superconducting cuprate, 

Ba2YCu307,, was obtained in-situ through this flaming solvent spray process. The films 

produced, however, had poor superconducting properties. This was largely the result of 

poor grain contact in the films. Thin films, deposited tiom dilute (<0.0008M total metal 

ion concentration) solutions grew epitaxially on single crystal L A O 3  substrates. Two 

scenarios were hypothesized to explain the observed in-situ preparation. In the first 

scenario, gaseous precursors produced in the flame reacted on or near the substrate and 
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nucleated fiom the gas phase to form Ba2YCu307,. This chemical vapor deposition 

scenario was supported by two pieces of evidence. (1) The maximum temperature of an 

ammonidoxygen flame is high enough (3000" C) for volatilization of all reactants to 

occur. And (Z), atomic emission from gaseous barium was observed during deposition. In 

the second scenario, an atomic level mixture of BaO, CuO and Y203 particulates are 

deposited onto the substrate where temperatures are sufficient to facilitate di&sion and 

reaction in the solid state. This scenario was supported by the observation, from scanning 

electron micrographs, that the films were rough (at 2500x magnification) and appeared to 

be comprised of a series of loosely connected grains. The most logical scenario, in the 

opinion of the author, is that a combination of gas phase growth and particle 

bombardment was occurring in the flaming solvent spray. 

A solution based method for the synthesis of Ba2YCu307, and 

(Bi,Pb)2Sr2Ca2Cu3010 was also developed. This method displayed the benefits of a 

solution method (atomic level mixing of reactants, rapid product formation) but, in 

practice, had the simplicity of conventional processing. A solution of metal acetates in 

acetic acid was concentrated (by boiling) until the viscosity of the solution increased and 

eventually resulted in a glassy state. Thermal processing of this glassy precursor for 2h at 

900" C yielded phase pure B ~ ~ Y C U ~ O ~ . ~ ,  with excellent superconducting characteristics. 

The precursor proved amorphous to XRD, a phenomenon consistent with a solid atomic 

mixture of reactants. Substitution studies proved that the interaction necessary for the 

glass formation is occurring in a combination of yttrium acetate, barium acetate, and acetic 

acid. The barium acetate is serving to make "basic" acetic acid upon a finite release of the 
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acetate anion (the most basic species possible in the glacial acetic acid solvent system) into 

solution. This allowed dissolution of the transition metal acetates, which would dissolve in 

the concentrations used in the method without the addition of barium acetate. 

In summary, the conventional diffusion limited solid state reaction mechanism was 

circumvented through the use of atomically mixed precursors. The homogeneity inherent 

in the solution state was trapped, and transferred into the solid state by a number of 

methods. These solution methods have allowed the synthesis of high quality samples of 

technologically important materials under comparatively mild reaction conditions. 
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