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Introduction 

The electron-beam ion trap (EBIT) is a device for producing and studying cold, 

very highly charged ions of any element, up to a fully ionized U92+. These highly 

charged ions occur in hot plasmas and therefore play important roles in nuclear weapons, 

controlled fusion, and astrophysical phenomena. The remarkable interaction of these 

ions with surfaces may lead to technological applications. The highly charged ions can 

either be studied inside the EBIT itself with measurements of their x-ray emission 

spectra, or the ions can be extracted from the EBIT in order to study their interaction with 

solid material. Both types of measurements are being pursued vigorously with the two 

existing low-intensity EBITs at LLNL and with similar EBITs that have been built at six 

other laboratories around the world since the EBIT was first developed at LLNL 10 years 

ago. However, all existing EBITs have approximately the same intensity as the original 

LLNL EBIT; that is, they all produce about the same number of very-highly-charged 

ions (roughly 2 x lo6 per second) and the same number of x-ray photons (roughly lo7 per 

second). 

The goal of the High-Intensity-EBIT project is to increase the x-ray emission per 

centimeter of length along the electron beam by a factor of 100 and to increase the ion 

output by a factor of 1000. This dramatic increase in intensity will enable the next 

generation of basic and applied experimental research in the structure of highly charged 

ions. For example, the precision of EBIT x-ray measurements of atomic energy levels- 

which is now limited by count rate-can be improved by an order of magnitude, and 

new applications in surface science, nanotechnology, and microscopy will be possible 

with the expected intense ion beams. When the high ion output is combined with the 



demonstrated low emittance of EBIT ions, we will have a high-brightness source of 

highly charged ions that can be focused to submicrometer spots. 

One example of a measurement that will benefit from increased x-ray intensity is 

our study of the binding energy of high-2 heliumlike ions. The small “two-electron” 

contribution to this binding energy is a fundamental aspect of atomic structure. It arises 

from the small forces that the two electrons exert on each other in the presence of the 

much larger force from the atomic nucleus. Our existing EBIT measurements are 

sensitive to the so-called “second order” contribution to the two-electron binding energy, 

but with the High-Intensity EBIT we can probe an even more subtle effect: the screening 

by one electron of the quantum electrodynamic (QED) energy contribution from the other 

electron. 

Design of the High-Intensity EBIT 

Although the basic EBIT concept of highly charged ions trapped within the space- 

charge potential of an electron beam remains the same, the design of our High-Intensity 

EBIT is very different from that of existing EBITs. We have made three significant 

changes to obtain higher intensity: (1) We doubled the magnetic field (from 3 to 6 T) to 

obtain greater electron-beam compression; (2) We designed a new electron gun with a 

higher cathode brightness and a total electron current that is two times greater (and can be 

upgraded to ten times greater) than that of existing EBITs; and (3) We made the ion trap 

10 times longer. The electron beam collector is designed to dissipate a power of more 

than 20 kW in order to handle the largest anticipated beam current. The cryostat has been 

designed for minimal consumption of liquid helium (we expect the High-Intensity EBIT 

to consume an order of magnitude less liquid helium than the existing LLNL EBITs), 

thereby greatly reducing a large operating expense. 

Accomplishments 

The development of the High-Intensity EBIT was approximately 90% complete at 

the end of FY 1997. Nearly all of the parts have been fabricated except for the drift-tube 

subassembly. We have completed and tested the electron gun, and verified that the 

measured compression of the electron beam in a magnetic field agrees with theoretical 

predictions. To measure the electron beam compression, we developed a novel x-ray 

technique for studying electron beams injected into magnetic fields. 
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The most critical component of the High-Intensity EBIT is the 6-T 

superconducting magnet. This magnet is of a unique design that is split into four coils to 

allow radial access at two different elevations: the midplane of the trap and a second 

location near the end of the trap. In spite of large gaps between the coils to facilitate x- 

ray measurements, the 6-T magnetic field is uniform to within 1% over the 2%cm length 

of the trap. The inside bore of the magnet bobbin is 10 cm, a value large enough to allow 

the ion trap to float at very high voltage (up to 100 kV) or accommodate large-solid-angle 

x-ray detectors for future coincidence measurements. The magnet will operate in 

persistent mode in a SO-liter liquid helium dewar. 

We have also completed fabrication of the electron beam collector and most of 

the cryostat parts. The collector includes two water-cooled magnets that operate at room 

temperature. Like the electron gun, the collector is designed to float at voltages up to 200 

kV. When combined with the high voltage on the ion trap electrodes, this will result in 

an even higher electron beam energy than that of the LLNL Super EBIT. 

EBIT devices are known to have a low emittance, which means that the ions 

extracted from them can be focused to a small spot with a small divergence. The large 

number of ions expected from the High-Intensity EBIT suggests that it could become a 

very bright source of highly charged ions. (Brightness is defined as the number of ions 

per second per unit area per unit solid angle.) One reason for the low emittance (high 

brightness) is the process of evaporative ion cooling that takes place in an EBIT trap. 

Suspecting that the brightness could be increased even further by self-cooling of the 

highly charged ions as they are released from the trap, we constructed a computer model 

of this process. The results indicate that the High-Intensity EBIT can be operated as a 

very-high-brightness source of highly charged ions. In fact, the brightness may be 

several orders of magnitude beyond what was previously suspected. 

Future Plans 

Although LDRD support for this project ended in FY 1997, we plan to complete 

the fabrication and assembly of the High-Intensity EBIT and begin initial experiments 

with the highly charged ions it produces. The expected capabilities of the High-Intensity 

EBIT will enable a new generation of basic and applied science with highly charge ions. 
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