TITLE: THERMAL/STRUCTURAL DESIGN AND FABRICATION DEVELOPMENT OF HIGH POWER CCDTL AND CCL STRUCTURES

AUTHOR(S):
Richard L. Wood AOT-1
William L. Clark AOT-1
Felix Martinez AOT-1
Floyd E. Sigler AOT-1

SUBMITTED TO:
XVIII International Linac Conference
Geneva, Switzerland
August 26-30, 1996

RECEIVED
OCT 31 1996
OSTI

Los Alamos National Laboratory, an affirmative action/equal opportunity employer, operates the University of California for the U.S. Department of Energy under contract W-7405-ENG-36. By acceptance of this article, the publisher recognizes that the U.S. Government retains a nonexclusive, royalty-free license to publish or reproduce the published form of this contribution, or to allow others to do so, for U.S. Government purposes. The Los Alamos National Laboratory requests that the publisher identify this article as work performed under the auspices of the U.S. Department of Energy.

DISTRIBUTION OF THIS DOCUMENT IS UNLIMITED
DISCLAIMER

This report was prepared as an account of work sponsored by an agency of the United States Government. Neither the United States Government nor any agency thereof, nor any of their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by trade name, trademark, manufacturer, or otherwise does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or any agency thereof. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or any agency thereof.
DISCLAIMER

Portions of this document may be illegible in electronic image products. Images are produced from the best available original document.
THERMAL/STRUCTURAL DESIGN AND FABRICATION DEVELOPMENT OF HIGH POWER
CCDTL AND CCL STRUCTURES

Richard L. Wood, William L. Clark, Felix Martinez, and Floyd E. Sigler
Los Alamos National Laboratory, Los Alamos, NM 87545 USA

Abstract
Thermal management, resonance control, and reliability requirements become predominant when designing "conventional" copper coupled-cavity linac (CCL) structures for very high duty factors and accelerating fields. Whereas the outer body of the coupled-cavity drift-tube linac (CCDTL) is in most ways comparable to the CCL, the cooling and support of the added drift tubes present totally new and interesting challenges. Making provisions to limit thermal distortion calls for many cooling passages, high quality materials, and new fabrication schemes and techniques.

Thermal designs for a 700MHz linac are presented, along with results of prototype tests and fabrication developments which offer solutions to all of these problems.

Introduction
Active mechanical elements, such as movable slug tuners, are used to regulate the resonant frequencies of many existing room-temperature copper accelerating structures. Many others are regulated by modulating the structure temperature. (Increasing the average temperature of a room-temperature copper structure by 1°C causes it to expand approximately 1.8e-5 in all directions unless it is constrained somehow. Uniform thermal expansion lowers the resonant frequency of the rf structure proportionately.) Resonant frequency control via temperature modulation is the better choice for high-power rf structures since they require active, closed-loop temperature control anyway, and since mechanical tuning elements add significant cooling problems of their own.

However, because cooling cannot be perfectly distributed, temperatures are, in general, not perfectly uniform, giving rise to local thermal distortions. These distortions can greatly effect the resonant frequency and field distribution in the accelerating structure, even when the “average” structure temperature is “right”. This paper explores the sensitivity of various types of rf cavities to distortions, and discusses means for controlling these distortions appropriately.

Room Temperature Linac Cooling Design
A common “room-temperature” accelerating structure is the coupled-cavity linac (CCL, also sometimes called a side-coupled linac, or SCL). Typically, the CCL structure consists of several of these cavities in series, as shown in Figure 1. For low-power applications (low accelerating fields, or low duty factor), coolant passages incorporated into the outer cylindrical walls are often sufficient. For high-power application, the end and internal walls and drift tube noses must be actively cooled to prevent marked steady-state frequency errors, and, in some cases, permanent plastic deformation during rf transients.

Figure 1. Typical CCL segment construction, showing integral cooling passages inside braze joints.

The fabrication scheme shown in Figure 1 provides an easy means for incorporating many integral coolant passages. Interconnected rectangular grooves are cut into the flat interfacing surfaces of the various pieces that make up the stacked assembly. Typically, these interfaces are hydrogen-furnace brazed using copper/gold or copper/silver alloys to form a quasi-monolithic structure. In a high-power application, it is virtually impossible to avoid having some water-to-vacuum braze joints. Although several laboratories remain adamantly opposed to such joints, at LANL, we have had no significant problem with water-to-vacuum leaks in copper-to-copper braze joints.

Current LANL linac design standards limit the coolant water velocity inside these enclosed passages to about five meters per second. This is much higher than recommended in commercial copper piping. Nonetheless, many OFE copper linacs have been built and operated for many years with velocities in this range. (Two recent failures have occurred in the Alvarez Drift Tube Linac portion of the 25+ year-old LANSCE accelerator, where local water velocities over 6.5m/s caused erosion through thin-walled copper parts, but near-by braze joints were not effected [1].) Avoiding sharp bends and sudden cross-section changes in the vicinity of thin walls is recommended.

CCL cooling design
The 700MHz CCL segment shown in Figure 2 is for particle \( \beta = 0.86 \), where \( \beta \) is the ratio of particle velocity to the speed of light. Its thermal distortion is shown, exaggerated by 2000X, corresponding to the cooling design planned for the APT room temperature linac. For the following discussion, consider the structure broken into three zones, the outer cylindrical body, the end walls and noses, and the internal walls and noses.

*Work supported by the US Department of Energy.
interplay. Nevertheless, because there are so many internal walls and only two end walls in a typical CCL accelerating segment, the "average" resonant frequency of the segment is not strongly effected by the end wall and nose temperatures.

CCDTL Geometry

The CCDTL accelerating structure has been proposed for use on high-current, intermediate velocity beams [2]. In the 700MHz APT linac, it appears in three forms [3,4]. For $\beta=0.12-0.13$, two-gap cavities, one cavity per segment are used. (ref. [2].) For $\beta=0.13-0.20$, individual three-gap cavities are used (left side of Fig. 3). For $\beta=0.20-0.43$, two-gap cavities, two cavities per segment are used (right side of Fig. 3).

CCDTL Body and Wall Cooling

The outer bodies, end walls and internal walls of CCDTL structures are made and behave exactly like those of the CCL structure described earlier. However, because there are only one or two cavities per accelerating segment, the end wall behavior can have a surprising and significant frequency effect.

Figure 3. Transition from 3-gap cavities to 2X2-gap cavities at $\sim20$MeV in 700MHz APT linac design.

Figure 4 shows an exaggerated shape for a $\beta=0.2$ segment whose end-walls have been artificially heated 2.8°C (5°F) above their normal operating conditions. As expected, it has bowed outward. However, because the initial gaps are small, the gap increase is relatively quite large. Although the inductance increase is significant, it is not enough to compensate for this big capacitance drop. The net effect is a substantial increase in the cavity frequency.

The $\beta=0.43$ segment, shown in Figure 5, has larger initial gaps. The capacitance and inductance factors almost exactly
cancel, making resonant frequency independent of end wall temperature!

![Displacements](image)

---BEAM AXIS---

**Figure 5.** β=0.43 CCDTL segment with overheated end wall.

**Drift tube cooling**

In CCDTL cavities, a large fraction of the rf loss occurs on the drift tubes, and their thermal distortion has a very marked effect on the resonant frequency of all of these cavities. In the 700MHz β=.43 cavity, heating the drift tube 5°C causes the resonant frequency to decrease 29kHz, while uniform heating of the outer body and wall causes a 34kHz decrease. Most of the drift tube's frequency/temperature dependence resides at its noses, nearest the accelerating gaps. Analysis shows that artificially heating only the drift tube noses by 5°C lowers the cavity frequency 25.7kHz. As the noses get longer and larger in diameter, the gaps get shorter and the surface area increases, increasing electrical capacitance, and thereby lowering the cavity frequency. In contrast, heating the middle portion of the drift tube has very little effect on the cavity resonant frequency. Although the middle portion growth shortens the accelerating gaps, increasing electrical capacitance, it also moves outward into the high magnetic field region, decreasing electrical inductance. In the β=0.43 case, the frequency effects almost exactly cancel.

Thus, cooling the drift tube noses becomes very critical. Getting coolant to the noses is not easy. Several schemes were analyzed and rejected before the construction shown in Figure 6 was developed. Three copper cylinders are made with approximately 75microns radial clearance when assembled. Coolant passage grooves were lathe-cut into the outer surface of the two inner copper cylinders, and then interconnected with milled slots on alternating sides. 50micron Cu/Au alloy foil is inserted between the cylinders, and the entire assembly is surrounded with a molybdenum TZM ring and an appropriate amount of 304 stainless steel shim. When the assembly reaches braze temperature, the copper has expanded much more than the molybdenum sleeve which forces the soft copper to compress onto the inner cylinder. Two stems are added, through which the coolant enters and exhausts. The cool inlet water is routed to the nose passages first.

**Conclusions**

The thermal/structural behavior of high-power rf structures requires great care to avoid undesirable rf effects.

References


