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OPERATION OF THE BAYES INFERENCE ENGINE

K.M. HANSON AND G.S. CUNNINGHAM

Los Alamos National Laboratory, MS P940
Los Alamos, New Mezico 87545, USAt

Abstract. We have developed a computer application, called the Bayes Inference
Engine, to enable us to make inferences about models of a physical object from
radiographs taken of it. In the BIE cahxdational models are represented by a data-
flow diagram that can be manipulated by the analyst in a graphical-programming
environment. We demonstrate the operation of the BIE in terms of examples of
two-dimensional tomographic reconstruction including uncertainty estimation.

Key words: Bayesian analysis, MAP estimator, uncertainty estimation, radio-
graphic modeling, Markov chain Monte Carlo, adjoint differentiation, object ori-
ented design

1. Introduction

We developed the Bayes Inference Engine (BIE) as a modeling tool for Bayesian
data analysis. While its intended application is analysis of ra&ographlc data in
terms of geometric models of the objects being radiographed, we developed it
with an eye toward generality. Thus, the design approach is readily extendible
to other kinds of data analysis. Significant aspects of the BIE include the great
flexibtity with which object models and measurement models can be cor@.uwd,
the high de~ee of interactivity with those models, and the visualization of the
overall modeling process.

The BIE represents a computational approach to Bayesian inference, as op
posed to the traditional analytical approach [1]. The computational approach af-
fords great flexibtity in modeling, which facilitates the construction of complex
models for the objects under study. The BIE easily deals with data that are non-
linearly dependent on the model parameters. For example, radiographic data are
not linearly related to material densities [2]. Furthermore, the computational ap
preach allows one to use nonGaussian probab~lty d~tributions, such as likelihood
functions based on Poisson dwtributions.

tEmail: kmh@lanl.gov, cunningQlanl.gov
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This paper is devoted to demonstrating the operation of the BIE. We will
mention enough of the underlying technology to make the basis of operation un-
derstandable. Many of the details behind the remarkable capabtities of the BI13
can be found in our previous publications [1,3-O], most of which are available on
our web site: http: //www.lanl. gov/home/kmh.Our demonstration will center on
seversJ simple 2D tomographic reconstruction examples.

2. Historical Background

FYom the beginning of our development effort, we intended that BB3 should be
easy to use and should provide a high degree of interactivity with good visualiza-
tion of the models involved and of the inference process. Additionally, we wanted
the application to provide the analyst with a great deal of flexibfity in configuring
object models and measurement models. After about ten man-years of develop
ment, we believe that we have largely met these goals. While the BIE is intended
to solve a limited class of problems, that is, radiographic modeling, its underlying
design is eminently suited to many other applications.

The basic approach of the BIE is to employ a forward model to calculate the
measurements that would be obtained for a given realization of a hypothesized ob-
ject. Comparison of the calculated and observed measurements is done in terms of
the likelihood function, which probabbtically summarizes the differences relative
to the statistical uncertainties in the actual measurements. The posterior of the
model parameters is obtained by combtig the likelihood with a prior probabfity
function that accounts for what is known beforehand.

We started developing the BIE in 1993.We embraced from the outset the prin-
ciples of object-oriented (00) design, which we felt would result in an application
with great flexibtity and interactivity. As we have commented before [5], the 00
approach to software design haa greatly Ziidedand influenced our development. It
hss had a very positive effect on our approach to algorithm design.

Our assessment was that the 00 language SmallTalk80 supplied in the devel-
opment environment called ViiualWorks, supplied by Par@lace Systems (now
ObjectSharel) provided the most advanced software-development environment
available at that time. Unfortunately, for computationally intensive calculations,
SmallTalk is as much as an order of magnitude slower than code written in com-
plied languages, such as FORTRAN and C. Therefore, SmallTalk is used in the
BIE to provide the 00 structure essential for the data-flow diagram interface and
the data structures. The underlying calculations are coded in FORTRAN and C!.
Another down side of SmallTalk is that most progmmmers lack experience with
it.

A major thrust in our work has been to learn to cope in a general way with
large numbers of parameters, e.g., pixel values, geometrical description, etc. Thus
we have avoided numerical methods that are not extendible to numerous variables,
which excludes many methods that deal duectly with matrices, for example. Our
approach is based on dealing directly with numerical valuation of the posterior and

10b jectShare, 16811 Hale Ave., Suite A, Irvine, CA 92606; Web: www.objectshare. com ~
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Figure 1. The users interacts with the Bayea Inference Engine through its canvas shown 1 !.

The set of transforms shown here represent a forward model for a pair of radiographs taken of a
physical object that is modeled in terms of its shape. The Glyph Manager window, also shown
here at the bottom, provides the selection of transforms that can be placed on the canvas.

its gradient or potentially second-order derivatives. This tack ia perhaps less effi-
cient than analytic methods often appropriate for solving small, simple problems,
but it is able to handle complex models and nonlinear measurement situations,
which can not be solved analytically.

3. Data Flow Diagram

Models are created in the Bayes Inference Engine through the graphical-programming
interface shown in F%. 1. This means of interaction facilitates understanding of
the analysis model. A data-flow diagram is constructed by connecting together
transforms, represented visually by rectangles on the canvas [7]. We call these
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Figure 2. The object created in Fig. 1 as seen a) at the output of the first glyph showing it
in terms of its geometrical description, and b) at the output of the second glyph aa a gray-scale
image, 128 pixels square.

rectangles glyphs, after the nomenclature of the well-known signal-processing ap-
plication Khoros2. Whiie the BIIZ may appear to be similm.to Khoros, its aim and
underlying operation differ significantly from Khoros. In fact, we realized early on
that the Khoros environment dld not meet our needs, which meant that we had to
design the BIE from scratch. Some of the important features embodied in the BIE
that are not contained in Khoros (at the time we started developing the BIE) in-
clude: an object-oriented (00) programming environment, direct user interaction
with the modules represented on the canvas, interaction between the modules that
are linked together in the data-flow diagram, and the abtity to reverse the flow
of data relative to the forward data-flow diagram, which ia necessary for adjoint
difkentiation described below.

When the BIE application is started, a blank canvas ia brought up on the
computer screen. The analyst creates a data-flow diagram by selecting transforms
from a pull-down menu on the Glyph Manager window such as that shown in
Fig. 1. The transforms are arranged in categories such as Models and Parameters,
Basic Math ‘lhnsforma, Point Thnsforms, Priors, Posteriors, and Likelihoods,
etc. When a transform is selected, a glyph appears on the canvas. A panel can be
brought up to allow the analyst to specify the salient attributes of the transform.
Glyphs are linked together by clicking next to the output of one and then next to
the input of another, or visa-versa. The connection is visualized aa a line drawn
between the two glyphs.

z Khorai Research, Inc., 6200 Uptown Blvd. NE, Albuquerque, NM 87110-4142,
UU. www.khoral.com
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The data-flow diagram shown in Fig. 1 represents the calculation of three
radiographa of a 2D object. Thk calculation is based on a forward model of the
radiographic process. The leftmost two glyphs calculate a density image of an
object in two steps. The fist step is to generate a geometrical description of the
object boundary. The output of this glyph is shown in Fig. 2a. In this case the
object is represented by a polygon, which is drawn freehand. The second glyph
converts the output of the geometrical description to a density image, shown in
Fig. 2b.

The remaining glyphs in Fig. 1 correspond to the calculation of three projec-
tions of the density image at specified angles, taking the negative exponential to
represent x-ray attenuation, and convolution to represent detector blur. In the
following analysis, we will neglect the last three steps and work dwectly with just
the unblurred projections. The flexibility of the BIE readily allows extensions to
include fimther details in the radiographic model, including detector sensitivity
function, inclusion of known material such as collimators, spectral eEects, scat-
tered radiation, beam-source blur, etc. It ia possible to save a BIE canvas and
subsequently read it back in to replay a computation or resume an analysis.

The output of each glyph can be seen by any one of several modes of inter-
action. One can doubl-click on the glyph and the output of the glyph appeara.
Alternatively, one can see the output by selecting the glyph by clicking on it once
and then clicking on the leftmost button in the Display group of hot buttons
above the canvas window or by selecting the ‘d~play output” option under the
Operations button on the window tool bar.

4. Object Modeling and Parameter Estimation

F@re 3 shows the data-flow diagram used to reconstruct an object from the
projection data generated by Fig. 1 to which is added uncorrelated Gaussian noise
(5% relative to the maximum projection value). The object is modeled in terms of
a geometric description of its boundary consisting of a 60-sided polygon, initially
in the shape of a circle. We have found that using deformable geometric models
[8,9] greatly improves tomographic reconstructions of objects from just a few views
[10-12].

In Fig. 3 we use Bayes law in its logarithmic form

v = – Iog[p(xld)] = – log[p(dlx)] - log[p(x)] + constant , (1)

where p(xld) is the posterior for the parameters x given the data d, p(dlx) is
the likelihood, and p(x) is the prior on the parameters. The likelihood involves
calculating the measurements for the given object model, which is handled in
Fig. 3 by the same set of glyphs used in Fw. 1 to calculate the projections. The
ti~-log-likelihood is calculated as *X2 = ~ ~i(~i - Yi*)2/~2, where the vi are

the actual measurements and ~ix are the corresponding values calculated from the
object model, and a is the estimated rms deviation of the measurement noise. The
flexibility of the polygon is controlled by placing a prior on the boundary. The
prior used here is an approximation to the integral around the boundary of the
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Figure 9. The data-flow diagram to estimate the geometric model paranieters, namely the
vertices of the polygon, that minimize the minus-log-posterior. The input measurements in the
top glyph (Uniform Projs 2D) represent noisy projections of the unknown object from three
directions. Also shown on the lower right is the panel specifying the details of the LogCurva-
turePrior glyph and, on the lower left, the reconstructed gray-scale image, which is the output
of the ConvertToImage glyph.

square of curvature of the boundary [13], whkh is calculated in the leftmost glyph
along the bottom row of the canvas.

The shape of the object that minimizes the minus-log-posterior is found by
the optimizer (the output of the upper-right glyph) by adjusting the vertices of
the polynomial boundary of the object. The optimizer operates using the tech-
nique described in the next section, The geometry-based reconstruction is shown
in Fig. 4a. In the context of the BIE, alternative means of representing the object
are easy to try, for example, using B6zkr curves instead of polygons, or simply
employing a pixelated image, in which case one obtains a standard linear solution
to the reconstruction problem. The latter approach results in the reconstruction
shown in Fig. 4b. The poor quality of this reconstruction is caused by the ex-
tremely limited nature of the data compared to the large number of parameters in
the image model, namely 1282= 16384pixel values. The generally noisy nature of
maximum-likelihood reconstructions is evident, despite imposing a nonnegativity
constraint on the image model and the limited number of iterations (20). The noise
in this reconstruction only gets worse with more iterations.
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Figure~. Gray-sAe renditions ofmconstructions from thr*noisy pmjwtions obtained using
two different models for the reconstructed object: a) on the left, a geometric model for the object
boundary, subject to a prior on the curvature, and b) on the right, a 128x128-pixel image,
subject toanonnegativity constrainton the pixel values. Forcomparison, the dark curves show
the boundary of the original object.

4.1. OPTIMIZATION

To obtain the maximum a posteriori (MAP) estimate, we need to miniize the
scalar function p, given in Eq. (1), by varying the parameters that specify the ob-
ject model. This optimization problem would be intractable without knowing the
gradient of p, or sensitivities, with respect to the many parameters on which it de
penda. We employ a tetilque to calculate these crucial sensitivities, called adjoint
differentiation.[14]. Us”mg the adjoint differentiation technique, the calculation of
ali these derivatives can be done in a computational time that is comparable to the
forward calculation through the data-flow diagram. The adjoint sensitivity tech-
nique is crucial to the efiicient operation of the BIE, especially for optimization.

Adjoint diiTerentiation amounts to implementing the chain rule of differentia-
tion for the computer code. It requires a backward flow of the derivatives of ~,
which is easily accomplished in the 00 fbrnework [3]. In the BIE, each transform
module propagates the adjoint derivative from its output side to its input side. In
the code-based approach that we advocate, the adjoint differentiation code is based
on the code for the forward calculation. Importantly, the CPU time needed to cai-
cuiate the derivatives with respect to ail the variabies in the model is comparable
to forward calculation of that model.

We and our collaborators have shown that adjoint M3erentiation can be ben-
eficially employed in many types of forward modeiiig codes, for example in a
finite-difference code to fmd the inverse of a time-dependent ciiflhion problem
[15,16] and hydrodynamic codes [17]. See [18] for more details.

With the gradients avsiiable, we can perform the optimization using efficient
gradient-based algorithms. The algorithm that we use most often is the DFP
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(Davidon-Fletcher-Powell) quasi-Newtcm method in which an estimate of the in-
verse curvature matrix is used to take a Newton step. The inverse curvature ma-
trix is obtained by starting with a diagonal matrix and updating it with each step
taken, based on the change in gxadient. In the BIE the inverse curvature matrix
is not explicitly stored; the accumulated update expression is evaluated each time
one needs to multiply a vector by the matrix. Thw approach maintains our abtilty
to cope with large numbers of variables. The diagonal terms of the starting matrix
can be set by the analyst. To guarantee that the constraints on the parameters
are met, we employ the general method of projection onto convex sets (POCS).
Each model checks whether its constraints are violated. If they are violated, the
parameters are minimally changed to meet the constraints [4].

5. Uncertainty Estimation

One of the most important features of Bayesian analysis is that the posterior
characterizes of the degree of certainty in the models used in an analysis. One of
our intentions with the BIE is to provide the means to exploit the full posterior
as a measure of uncertainty. The difficulty to overcome is the computational and
visualization difficulties of exploring the posterior in a large dimensional space.

5.1. MARKOV CHAIN MONTE CARLO

One way to visualize the reliability of an inferred model is to display a sequence
of solutions that are randomly chosen from the posterior probability distribution,
as proposed by Skilling et al. [19]. The sequence of images, typically calculated
off line, is presented aa a video loop. By showing a representative range of plau-
sible iolutions, the degree of variability of this presentation “provides the viewer
with a visual impression of the degree of uncertainty in the inferred model. The
present emphasis in Bayesian research on Markov chain Monte Carlo methods
[20,21] should yield improved methods to generate random samples of the poste-
rior.

To assessthe uncertainty for our present problem, the only change required in
the optimization canvas, Fig. 3, is to replace the optimizer glyph with an MCMC
glyph. The MCMC module in the BIE permits one to save every nth sample from
a sequence generated in a long MCMC run. One can then replay the subsampled
MCMC sequence at a later time to scruttilze the model variations. Further details
can be found in [13].

5.2. PROBING THE MODEL STIFFNESS

A useful alternative to MCMC is based on drawing an analogy between p and
a physical potential [6,22]. Then the gradient of p is analogous to a force. To
explore the reliabtity of a particular feature of a MAP solution in the BB3, the
user specifies itby directly perturbing the selected combination of parameters that
characterize that feature. Then, all the parameters are reoptimized to minimize
the new p. The uncertainty in the parameters is indicated by the amount that they
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move away from their MAP values relative to the strength of the applied external
force. The correlations between parameters experiencing the external force and
the others is demonstrated by how much and in what direction the parameters
change. We have shown that this approach leads to a quantitative estimate for an
appropriate part of the covariance matrix for problems in which the posterior is
approximately Gaussian and the parameters are unconstrained [6,22].

6. Future Directions

Many extensions to the present capabilities of the BIE are planned. We are de-
veloping 3D models and already have very encouraging results [23,24]. A number
of our underlying algorithms need improvement. The optimization algorithm is
always under development to make it more robust. Recent work [25] hes shown
the limitations in efficiency of the Metropolis MCMC algorithm. We will explore
alternatives that promise improved efficiency. So-called ‘systematic uncertainties”
have always been a bugaboo in the uncertainty analysis of experiments. We think
that we can address these in the BIE as highly-correlated uncertainties in the
measurements that contribute appropriately to the posterior.
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