Trapping Backstreaming Ions from an X-ray Converter Using an Inductive Cell

J. McCarrick
Y.-J. Chen
T. L. Houck
B. R. Poole

This paper was prepared for submittal to
19th International Linear Accelerator Conference
Chicago, Illinois
August 23-28, 1998

August 20, 1998

This is a preprint of a paper intended for publication in a journal or proceedings. Since changes may be made before publication, this preprint is made available with the understanding that it will not be cited or reproduced without the permission of the author.
DISCLAIMER

This document was prepared as an account of work sponsored by an agency of the United States Government. Neither the United States Government nor the University of California nor any of their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by trade name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or the University of California. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or the University of California, and shall not be used for advertising or product endorsement purposes.
Abstract
High current electron beams have been used as x-ray drivers for x-ray radiography. Typically, several thousand amperes of electron beam current at 20 MeV is focused to a millimeter spot size on a x-ray converter. Within a single pulse, the heating of the target by the electron beam will lead to rapid desorption of surface contaminants. The space charge potential of the electron beam will pull ions out of this plasma layer upstream into the beam. These backstreaming ions can act as a focusing lens which cause the beam to be overfocused at a waist upstream. The final beam spot size on the target would then be larger than intended, and the x-ray radiography resolution is reduced. We have designed a self-biased ion trap for the Experimental Test Accelerator (ETA-II) beam by using an Advanced Test Accelerator (ATA) inductive cell to prevent the backstreaming ions from moving upstream and forming a long ion focusing channel. We have studied the effects of this type of ion trap on the final focusing of the electron beam with the ETA-II beam parameters. Simulation results will be presented.

1 INTRODUCTION AND MOTIVATION

The use of electron beams in high-resolution x-ray radiography requires that a high-current beam be focused on a millimeter-sized spot for the duration of the beam pulse. The energy deposited in a small volume of target material is enough to generate a plasma of heavy target material, along with any lighter species that contaminated the target surface, such as hydrogen or carbon. Once these light ions are present, they are rapidly accelerated upstream in the strong axial electric field produced by the beam at the metallic surface of the target, in a process called “backstreaming.” The presence of this excess positive charge in the beam upsets the balance of electric repulsive forces and magnetic pinching forces which determine the radius of the beam. The radial electric force is reduced, causing the magnetic forces to pinch the beam to a premature focus and then expand well past the desired spot size at the target. This reduces the achievable resolution of the radiographic image and is an undesirable effect.

Only a small quantity of positive charge is required to have an impact on the target spot size. We can compare the extraction of ions from the target plasma to the operation of an ion diode under the conditions of space-charge limited (SCL) flow. The accelerating potential is that of the beam with respect to the grounded metallic target, which has the well-known form:

\[ \phi_0 = 30I \left( 1 + 2 \ln \frac{r_w}{r_b} \right) \]  

(1)

where \( r_w \) is the beampipe radius, \( r_b \) is the beam radius, and \( I \) is the beam current. For the ETA-II accelerator with a millimeter spot radius, 3 cm beampipe radius, and 2 kA of beam current, this potential is 468 kV. Assuming that the extracted ion current satisfies the Child Law for SCL conditions, and neglecting the small initial thermal energy of the ions compared to the beam potential, the neutralization fraction \( f \) of ion space charge to beam space charge is given by:

\[ f = \frac{r_b^2 \left( 1 + 2 \ln \frac{r_w}{r_b} \right)}{9d_{\text{eff}}} \]  

(2)

where \( d_{\text{eff}} \) is the effective diode gap. Consideration of Poisson’s equation in the vicinity of the target shows the potential has the approximate form [1]

\[ \phi(r = 0, z) = \phi_e \left( 1 - e^{-z/d} \right) \]  

(3)

where the scale length \( d \) is approximately the beam diameter. Choosing \( d_{\text{eff}} \sim 3d \) as the total acceleration gap in the ion-diode model gives a neutralization factor of 2.5%, corresponding to a number density of \(-10^{17} \text{ m}^{-3}\). Thus, a 25 cm channel of hydrogen ions requires a mere \(2.5 \times 10^{11}\) atoms, easily supplied by surface contaminants. At ETA-II parameters the asymptotic velocity for protons is \(-9.5 \times 10^6 \text{ m/s}\), so that this channel can form in about 25 ns, about the mid-point of a pulse.

The effect of such an ion channel on the beam radius can be estimated by a simplified form of the envelope equation:

\[ \frac{d^2 R}{dz^2} = \frac{\varepsilon^2}{R^3} + \frac{k}{R} \left( \frac{1}{\gamma^2} - f \right) \]  

(4)

where \( R = R(z) \) is the radius of the beam, \( \varepsilon \) is the unnormalized beam emittance, \( \gamma \) is the usual relativistic factor, \( f \) is the neutralization fraction, and the constant \( k \) is \( \gamma^2 \) times the generalized perveance of the beam. A comparison of beam envelope with and without the ion channel is shown in figure 1. This behavior is also seen
in self-consistent PIC simulations which capture other effects such as emittance growth [2], and has been seen experimentally based on recent data from the ETA-II accelerator [3].

2 APPLICATION OF AN INDUCTIVE ION TRAP

To preserve the minimum spot size of the beam throughout the pulse, it is desirable to either prevent ion emission altogether, or at least confine the ions to a sufficiently small channel such that the net effect on the beam is small. It is not feasible to bias the target with an external DC voltage due to the magnitude of the beam potential; however, it is possible to use the beam current as a “self-biasing” source. One method involves using an induction cell where the accelerating gap (or “decelerating gap”, in this case) is formed between the target material and an annular electrode placed slightly upstream in the beampipe. Such a cell has been designed for ETA-II, based on an induction cell used in the Advanced Test Accelerator (ATA) [4]. A schematic of the cell is shown in figure 2.

During a beam pulse, the large inductance of the core will prevent the return current of the beam from traveling the preferred DC path A+B, forcing it instead through the shunt resistor in path A+C and causing the voltage \( \text{I}_{\text{beam}}R \) to appear across the gap. This potential drop serves a dual purpose. Firstly, for a sufficiently high value of \( R \), the sum of the cell potential and the beam potential will form a well, trapping ions in a channel of length the order of the gap size. Secondly, as charge builds up in the channel, the net electric field at the surface of the target will decrease and lower the rate of subsequent ion emission.

3 NUMERICAL RESULTS

During the flattop of the current pulse, the inductive voltage across the gap should remain approximately constant, allowing it to be modeled as a simple DC voltage. PIC simulations have been run on space-charge limited proton emission from the target in a 2 kA, 1mm spot radius ETA-II beam, with the ion trap operating at 400 kV. Note this value is less than the “bare” beam potential because of the ameliorating effect of the ion space charge which builds up in front of the target.

The simulation is run for 20 ns, allowing enough time for the ions to complete a full round-trip in the potential well. To reduce computation time, the electron beam particles are fixed in time, so that the effect of the ions on the beam is not simulated. The geometry along with the distribution of ions at 5ns and 20ns is shown in figure 3; note almost all of the ions have collected within the gap region, with only a small stream managing to escape the trap. Figure 4 shows the axial positions of all 50,000 particles in the simulation at 20ns; 94% of the particles are trapped within about 2.5 cm of the target.
achievable resolution of radiographic images. We have examined the use of an inductive ion trap to confine the length of the backstreaming ion channel. PIC simulations show that an ion trap based on an ATA induction cell will confine 94% of emitted protons in the ETA-II accelerator. However, the resulting density of ions in the confinement region is much higher than the unconfined value. Preliminary envelope calculations show that this density profile confines the beam envelope to oscillations below the nominal beam radius. However, further PIC simulations which include the electron beam self-consistently must be performed to confirm this behavior. In addition, the radiographic quality of such an oscillating beam may not be acceptable.

4 CONCLUSIONS

The presence of backstreaming ions from target material in high-current electron accelerators causes undesirable growth in beam size, reducing the

5 ACKNOWLEDGEMENTS

This work was performed under the auspices of the U.S. Department of Energy by the Lawrence Livermore National Laboratory under contract No. W-7405-Eng-48

6 REFERENCES