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Attached is a report prepared by Fauske & Associates, with
extensive input from SRL. The report assesses the potential for
steam explosions, and finds it to be very low. Even if an
explosion were to occur, however, the report finds that it would
not be large enough to compromise vessel integrity.

BACKGROUND

During the operation of large Slurry Fed Ceramic Melters (SFCM)
such as the ones to be used for defense waste processing at SRP and
“Hanford Wa and for processing cormnercialwaste at West Valley,
N.Y., it is possible for a separate NaC1-Na2S04 molten salt Phase

to accumulate on the surface of the glass pool,. This creates
concern because explosions have occurred in molten glass/water
systems, in particular in pulp mills.

Vapor explosions are generally limited to liquid-liquid systems
where a hot non-volatile fuel (molten glass-salt) is brought into
contact with a colder volatile liquid (water). If the interface
temperature exceeds the “spontaneous” nucleation temperature (this
condition is met in SFCM systems) such that the volatile liquid is
sufficiently fragmented and intermixed with the fuel, a vapor
explosion is possible. The required fragmentation and intermixing
is greatly retarded in SFCH systeflsby several factors:



‘r

?
!, ,

. - ,,
,*

.

.

.

.

.

.

.

.

.

●

the firm boiling vapor flux approaches the critical value,
indicating the volatile liquid will remain physically separated
from the hot liquid preventing significant intermixing. This
virtually precludes the onset of explosive interaction.

glass viscosity (>6 poises) retards fragmentation and mixing.

the presence of a cold cap would separate the water and molten
pool material reducing the required interracial surface area.

entrained solids in the slurry and melt could disrupt the
coarse fragmentation and intermixing.

dissolved non-condensable gases tend to make film boiling more
stable.

the presence of a separate salt layer on the melter pool
surface could lead to surface interactions which would separate
the materials and prevent explosive interactions.

there is no identifiable trigger to initiate a large steam
explosion.

there is no credible mechanism to produce a steam explosion
below the melter pool surface such that slug flow would be
established and cause melter damage (even if a slug was formed,
its breakup would be very rapid, reducing the likelihood of
melter damage) .

the liquid height of water on the melter pool is independent of
flowrate and is less than the inventory required for
interaciton to seriously challenge the vessel’s structural
integrity.

the explosion efficiency is small.

These factors lead to the conclusion that ‘ranin-melter steam
explosion would not be of sufficient magnitude to threaten vessel
integrity” .
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A8STRACT

The potential and consequences of a steam explosion in

S1urry Fed Ceramic Melters (SFCM) have been assessed. The

principles that determine if an interaction is realistical-

ly probable within a SFCM are established. Also consideti

are the mitigating effects due to dissolved, non-conden-

sable gas(es) and suspended solids within the slurry feed,

radiation, high glass viscosity, and the existence of a

cold cap. An assessment was performed of the maximum

available water in film boiling on the melter pool. The

mximum potential work, an estimate of the maximum realis-

tic efficiency, and the criteria for determining the
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influence of an interaction on the structural integrity of

I the melter vessel were established.

I INTRODUCTION

Plans to imbil ize high level defense waste at Savannah River and

Hanford and conmtercialwaste at WeSt Valley are based on solidification of

the wastes into borosilicate glass. S1urry fed, resistance heated, ceramic

melters, such as that schematically illustrated in Figure 1, are the choice

for the vitrification process [1]. G1ass formers, frit, and/or unreacted

chemicals are mixed with the waste, and the resulting slurry is deposited

onto the surface of the melter pool. Under abnormal conditions, a separated

NaCl-N~S04 molten salt phase can accumulate on the surface of the glass

pool. This creates concern because explosions have occurred in molten

NaCl-Na2S04/water systems [2-8]. The possibiltty of a molten glass/water

interaction must also be considered. However, there have been no reported

steam axplosions that have damaged the melter vessel in SFCM systems employ-

ing the high viscosity (> 20 poise) glasses used in the waste vitrification

process [9,10].

An assessment of the melter vessel containment capability must address

the possibility of a steam explosion [11-14]. A method of defining and

bounding the consequences of a worst case steam explosion in such a system

is presented.

system wi11 be

developed based

Even though the possibility of a steam explosion in a SFCM

shown to be small, a melter pressurization analysis was

on exploding the maximum credible amount of water within the

I
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melter. Mitigating effects on the interaction are also

the basic goal is to outline the procedure fo; analyzing

scenario in a SFCM, this approach is also applied to

Processing Facility (DUPF) ml ter under construction at

considered. While

the steam explosion

the Defense Waste

the Savannah River

P1ant (SRP) and the West Valley Demonstrateion Project (WVDP) melter already

constructed at West Valley, New York.

VAPOR EXPLOSION MECWANICS

Vapor explosions are generally limited to 1iquid-1iquid systems in

which a hot, non-volatile 1iquid fuel (such as molten glass-salt) is brought

into contact with a colder, volatile liquid coolant (such as water). A

necessary requirement for an interaction is that the coolant must be rapidly

fragmented and intermixed with the fuel to produce new interracial surface

area for heat transfer and vaporization. When the vaporization process is

sufficiently rapid to produce a shock wave, the phenomenon is termed a

vapor, thermal, or physical explosion, Figure 2.

VaPor Exploslon Criterion

The necessaiy fra~ntation and intermixing feature of a vapor explo-

sion requires the interface temperature upon contact between the hot and

CO1d 1iquids (Ti) to exceed the “spontaneous” nucleation temperature (Tsn)

of the volatile liquid [15]. Spontaneous nucleation is the process whereby

vapor nuclei are formed due to randolndensity fluctuations without external

nucleation sites and grow in a liquid against the external pressure due to
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surface tension and the ambient pressure. Thus, the

I explosion criterion is:

Ti ; Tsn explosions are possible

Ti < Tsn explosions not possible

large scale vapor

(1)

Application of the necessary criterion for a vapor explosion (1) to the

molten glass-salt/water system indicates an explosion is possible. However,

this criterion only,SUPP1ies the necessary (not sufficient) condition for a

large scale explosion. The required fragmentation and intermixing processes

!

which determine the energetic of the explosion must also be mechanistical1y

addressed.

Premixing of Fuel and Coolant

Intermixing of fuel and coolant would appear possible if the vapor flux

in the film boiling regime is well below the hydrodynamically 1imited,

critical heat flux value where the vapor flux exceeds the fluidization

velocity [16]. However, if the film boi1ing vapor flux approaches the

critical value and can be maintained, the volatile liquid will remain

physically separated from the hot 1iquid thus preventing significant inter-

mixing. For the molten glass-salt/water system, the film boi1ing heat flux

is nearly the critical value [13]. Hence, significant course fragmentation

and intermixing WOU1d not be expected in this system [11,13]. Extensive

subcoo

I

ing would be required to enatileany significant premixing.



.
-5-<! ,

For water added to a molten Pool surface potentially containing a

mixture of salts as in a SFCM, experiment and experience indicates that

surface interactions would separate the materials thus minimizing the

probability of a steam explosion. Of the salts potential1y found on the

melter pool surface in a SFCM (~S04. NaCl, etc.), NaCl is the mst reac-

tive both therm9dynamicallY and chemicallY with water. The most energetic,

non-external1y trlggered interactions that have been produced by dropping

water in free fal1 onto molten NaCl have been 1Imited to these interactions

that have occurred when only the 1eading droplets explode upon contact

[3,6]. Explosions have not

have been introduced in free

I 1imit course fragmentation,

been observed when kilogram amounts of water

fal1 onto NaCl because the surface interactions

The maximum observed efficiency has only been

about 14% of the maximum theoretical work [3]. Explosive interactions have

ceased above 200 KPa and water subcooling 1ess than approximate y 20K

[7,13]. Water has also been dropped onto pools of NaCl, Na2S04, and NaCl-

Na2S04 mixtures, the 1atter

glass pool, without producing

being with and without an underlying molten

any significant interaction [8].

Propagation and Fine-Scale Mixing

For systems which have demonstrated propagating vapor explosions, the

corresponding propagation velocity is about 100 m/s [17]. Since the frag-

mentation and intennixing velocity cannot exceed the measured propagation

velocity, an estimate of the time required for the postulated fine-scale

fragmentation [11] is
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(2)

where d is the characteristic particle size resulting from premixing (about

1 cm)

For systems which have demonstrated vapor explosions, the interface

contact temperature is generallY above the thermodynamic critical tempera-

ture while the observed maximum shock pressures are wel1 below the critical

pressure [18,19]. The dynamic impact pressure (pus) resulting from vapor

bubble collapse would appear to be the main pressure source available for

suppressing the evaporative forces which would tend to separate the mate-

rials during the postulated fine scale fragmentation and intermixing pro-

cess. The time required for intermixing becomes extreml y smal1 and is

approxiaiatelygiven by d/a2. The required time to avoid evaporative forces

is then approximately (0.01 m/1500 m/s) * 10-5 s which is much 1ess than the

estimated break-up time, approximately 10-3 see, [11]. Consequently, very

1ittle fine scale intermixing can occur. The inability to sufficiently

intermix the materials during the propagation phase of the explosion may be

an explanation for the 1ow energy conversion Values (~

explosion experiments performed to date [20].

Propagation of Surface Interaction

The depth in the coolant to which mixing occurs

surface explosion can be estimated assuming hydrodynamic

as

l%) noted in vapor

in a propagating

fra~ntation [21]

I
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‘H20
d~;=ur

Setting u equal to

(3)

the propagation velocity (about 100 m/s [21]) and

(4)

where the acoustic propagation velocity in the vapor phase reflects the

presence of vapor channels in the 1iquid 1ayer, the mixing depth becomes

approximately 0.5 nsn.

As a 1imiting case, using the foregoing mixing depth in conjunction

with the total cross-sectional area of the melter pool indicates the maximum

water involved in a surface interaction WOU1d be about 1 kg in the DWPF and

approximately 0.6 kg in the WVDP. However, the overlying water pool WOU1d

actually only occupy a maximum of about 14% of the melter pool surface area

in the WVOP [13]. Alternatively, it could occupy the entire melter pool

area in the DWPF [11]. Consequent y, only about 0.1 kg of water COU1d be

mixed in the WVOP and approximately 1 kg in the DWPF. Most importantly, the

maximum water mass that could hypothetically participate in such an inter-

action is far 1ess than that required to threaten the structural integrity

of the wlter vessel of most currently conceived SFCM [11,13].

While a reasonable amount of water could accumulate on top of the

melter pool in film boiling, insufficient constraints to allow rapid inter-

mixing would 1imit the interaction to a relatively small amunt of water.

The accumulation of additional water on the melter pool is also recognized,
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however, this would require the presence of a cold cap layer which would

separa~ the water from the molten material. Consequently, the necessary

mechanisms required to bring a significant quantity of the lighter, volatile

water into intimate contact with the heavier molten pool materials do not

prevail.

MITIGATING EFFECTS ON STEM EXPLOSIONS

Experiment and experience has shown that the high viscosity of boro-

sil~cate glass, entrained solids and dissolved gas(es) within the slurry,

and radiation from the contained radioactive waste act to mitigate a steam

explosion. Although the extent of these mitigating effects is not thorough-

ly understood, these features decrease the energetic of such an interac-

tion, Table 1. Operational experience of SFCM exceeds 50,000 hours with no

reported in-reelter violent interaction which has challenged the melter’s

structural integrity. The important features of each of these mitigating

effects are sunm’!arizedas fol1ows.

Glass Viscosity

The viscosity of boros 1icate glasses is considerable in the operating

range of a SFCM because the glasses are held near their softening point.

The experimental results of Robinson & Fry [9] show the influence of glass

viscosity (about 0.2-30 poise, temperature range of 900-1600K) on the

possibility of a steam explosion in

In the tests without an external

regardless of the glass viscosity

the molten glass/water system, Figure 3.

trigger, no explosions were produced .

when water was introduced in free fal1
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onto the mlten glass surface as in a SFCM. Even when an external trigger

was used, no interactions were observed for a glass viscosity exceeding

about 6 poise. Since the viscosity-temperature relationships of the boro-

si1fcate glasses intended for use in the OWPF and WVDP exceed those used by

Robinson & Fry [9], no energetic thermal interaction fs expected in these

SFCM [13]. Water was also attempted to be “folded” into and under the

molten glass, but this dfd not produce an explosion, no did water injection

into the molten glass. In addftion, the water and molten glass were nx)re

rap~dly separated as the water approached saturation conditions. This

behavior is consistent with the findings of Krause [8] who observed that

even the minor interactions virtually ceased as the water became saturated

Entrained Solids

Entrained solids within the slurry as well as within the melt can 1imit

(1) course fragmentation

intermixing, and (3) the

sufficiently large solids

and premixing, (2) fine scale fragmentation and

heat transfer surface area. The presence of

within the water and mlt would make the fluids

more resistant to course fragmentation and

creation of the necessary pre-explosive state

achieve, Figure 2. In addition, for the water

premixing. Therefore, the

could be more difficult to

coolant and ml t to rapidly

fragment and intemix to sustain the propagation of the interaction, the

finely dispersed water particles must approach the size (about 100 Mm) where

conduction is the primary heat transfer mode. However, if the entrained

solids are 1arge compared to this .final droplet

significantly limit this process. Furthemre,

decrease the available heat transfer surface area.

size, the solids could

entrained solids could

If the solids occupy a
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significant fraction of the coolant volume, they may also occupy a substan-

tial fraction of the heat transfer area, and consequent y, they COU1d impede

the heat transfer to the water coolant.

DiSSO1ved Gases

The basic process involved in initiating a steam explosion is the

nucleation of vapor. With the additional partial pressure of a dissolved

gas, nucleation of a critical size bubble is easier to achieve, and there-

fore, much more extensive nucleation would

nucleation insures liquid-liquid film boiling

onset of explosive interaction. Specifically,

the slurry has been suggested to

Asher et al. [22] indicated that

water or a N20 concentration of

be produced. The enhanced

and virtually pracludes the

dissolved C02 and/or N20 in

be able to accomplish the foregoing [10].

a C02 concentration of about 50 ml/kg of

approximately 60 ml/kg (both about 9% of

saturation) could virtually prevent explosions.

External Radiation

Some experiments in which the fuel/coolant system have

have shown a decreased 1ikelihood of a steam explosion [26].

been irradiated

However, these

results are not sufficiently definitive to preclude the possibility of a

steam explosion in the design basis evaluation of a SFCM. Other experiments

and analyses have been conducted [23,24] which demonstrate that radiation

would not substantially influence the initiation of a vapor explosion. With

these apparent differences, the conclusion for the design basis evaluation

must be that a steam explosion COU1d potentially occur.
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EXPLOSION ENERGETIC

The energetic of a steam explosion involves: (1) the maximum inter-

action pressure, (2) the maximum work Yield, (3) the explosion efficiency,

and (4) the potential for slug formation and transmission. These topics

will be considered briefly as follows.

Maximum Steam Explosion Interaction Pressure

The interaction pressure produced by an inertiallY 1imited thermal

interaction has an upper 1imit of about one-half of the themiodynamfc

critical pressure of the coolant for primarily three reasons. First, the

pressure at the beginning of the expansion phase of the explosion, insert in

Figure 4, has been observed to be a maximum of about half the thermodynamic

critical pressure [7,13]. Secondly, if the maximum developed pressure is

viewed as that pressun above.which the coolant (water) no longer signifi-

cantly fragments, the upper 1imit can be estimated from bubble growth

mechanics [11,19]. For H20, this occurs at approximate y 10 MPa, or about

one half the thertsmdynamiccritical pressun (22.09 MPa). Thirdly, the work

produced by a freely expandfng, atmospheric steam explosion is essential1y a

maximum for an

be sho~ in the

Mechanical

dynamic path.

intermediate pressure of half the critical pressure as will

next section.

Maximum Work Yield From a Steam Explosion

work requires the expansion of a

Consider the path comprised of:

vapor/gas along a therino-

(1) a liquid compression

l–
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along the saturated 1iquid boundary (approximately a constant volume

compression, insert in Figure 4, (2) constant pressure heating from a

saturated liquid to vapor, and (3) an expansion along the saturated vapor

boundary to the final Pressure (nearly an isothermel expansion). The

initial state may be either S1ightly subcooled or saturated liquid, the

final state my be saturated or S1ightly superheated vapor, and the final

pressure (Pf) may exceed the initial pressure (Pi).

The avai1able specific work for H20 determined along this thermodynamic

is shown in Figure 4. At an intennediate pressure of half the critical

pressure, the available work is nearly a maximum particular for low to

moderate final pressures. At these conditions, the maximum available work

for the extrem case of the intermediate pressure equaling the critical

pressure is only about 8% greater than that corresponding to the intemdi -

ate pressure equaling half the critical pressure [14].

Once the fuel

transfer is assumed

action zone begins,

Efficiency of a Steam Explosion

and coolant have coarsely intermixed, efficient heat

to only occur until the major ‘expansion of the inter-

Figure 2. The therinodynamicprocess representative of

this interaction is approximated by the path a-b-g in Figure 5. This path

is contrasted to the maximum work path a-b-c-d. The thernmdynamic explosion

efficiency is then defined as the ratio of the work under the path a-b-g to

that under a-b-c-d. This implies that al1 the coolant involved in the

interaction follows the path a-b-g. However, in reality some of the coolant
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may follow the Path a-b-c-d, whereas the remainder experiences very 1ittle

energy transfer.

For a maximum interaction pressure of half the critical pressure, the

steam explosion conversion efficiency is cast as a function of the final

pressure in Figure 6. This steam explosion efficiency prediction is at

least a factor of two greater than the data. The data shown are for various

fuel-coolant pairs and injection nodes and also with and without the use of

an external trigger. An external trfgger is required to initiate a steam

explosion for an initial ambient pressure exceeding about 0.2-1 MPa

[7,13,19] and the trigger energy must increase with increasing initial

pressure to remain effective.

Potential for S1ug Formation and Transmission

The relatively slow energy release rate of a steam explosion requires

the presence of a coherent 1iquid S1ug above the interaction zone to produce

significant damage to surrounding structure. Such energy release occurs

over a relatively long period (several mil1iseconds) because of the compara-

tive y smal1 propagation velocity (about 100 m/s). Most of the energy

released in a vapor explosion results from the expanding vapor rather than

from shock waves. Hence, the generated vapor must be contained and directed

against a coherent 1iquid slug in order to damage the containing vessel.

Two criteria must be met for efficient slug transmission: (1) the

initial slug height (h) must equal or exceed the slug’s initial equivalent

1.
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diameter (d), and (2) the initial slug height must equal or exceed the

avai1able 1ength through which it can be driven.

For a postulated surface explosion in a SFCM, this necessary configura-

tion is not present. However, even if in the extreme case the molten pool

itself became a liquid slug, maintenance of such a coherent slug can be

dismissed based on the Taylor instability phenomenon.

subjected to an axial acceleration has been shown [30] to

to

h2
s=K

a-

For character stic dimensions of a SFCM, and assuming the

is the slug, such a 1iquid piston would remain intact for

A liquid column

break up according

(5)

entire melter pool

only about 1/2 m.

However, this is much less than the approximate 1 m necessary for the S1ug

to travel before it would reach the upper surface of the plenum. Hence,

1ittle potential exists to damage a melter vessel due to this mechanism.

MAXIMUM AVAILA5LE WATER FOR INTERACTION

The meximum credible a~unt of water available for interaction must be

established in such a bounding analysis. Only water is assumed to be

introduced onto the melter pool and at the maximum rate consistent with

equipment failure and/or operator error. Significant premixing of water

into the molten pool has been shown to be unable to occur even with the

conservatively 1arge water addition rates. Even with this important obser-

vation, a steam explosion involving the maximum plausible amount of water on
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the pool wi11 be considered in order to bound the worst credible scenario

that could occur within the melter. The water on the melter surface wt11

fom a quiescent pool in stable film boiling because the mlten pool surface

temperature is sufficiently high (about 1320K), Figure 7. The influence of

a cold cap on the melter pool is also considered.

Film Boiling on Melter Pool

The film boiling condition on the melter pool is supported by direct

experimental observations as wel1 as predictions based upon Henry’s minimum

film boiling correlation [31] as illustrated in Figures 7 and 8. Sodium

chloride is employed here to characterize the various salts that my accumu-

late on the molten pool surface since it is the most reactive material

available in the melter [13]. As evident in Figures 7 and 8. the nominal

hot 1iquid surface operating temperature range far exceeds the minimum film

boiling criterion for water. Thus, the overlying water above the ml ten

pool would be in film boiling.

Film boiling on the melter pool was also confirmed in SW1l scale

experimental studies at the Savannah River Laboratory (SRL) [32]. In these

experiments, when water was introduced onto the molten glass surface (>

1370K), a stable overlying water pool was formed. As the water feed was

varied, only the pool diameter changed while its thickness remained nearly

constant

The

analysis

at about 4-6 tnn. Film boiling was always observed to prevail.

pool diameter can be calCU1ated from a standard film boi1ing

as follows [11-13]. At steady operating conditions, the water pool
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must develOP sufficient heat transfer surface area so that the water feed

belantes the steam exiting the vent system. The film boiling heat transfer

rate is assumed to be comprised primarily of radiation and convection, and

the heat transfer area is conservative y considend to be only the interra-

cial area between the lower surface of the water and the top surface of the

molten pool. The water pool diameter then becomes

‘P
[

2 = ~ (~e hvL) 6UITF4 - TW4) + h(TF - TW)l-l

The thickness of the water pool can be

between the pressure and surface tension

(6)

surface around

~2=~

PLg

This mdel (7)

J

detennined from a force balante

forces acting across the 1iquid

the edge of the assumed circular disk pool as

(7)

produces a water pool thickness of about 4 nsnwhich agrees

with the 4-6 nsn thick pools observed in the SRL experiment [32], and the

prediction is also independent of the feed rate as was observed. The water

mess in the overlying pool is then given by

()‘=09, iDp 26 (8)

I

If the overlying 1iquid pool completely covered the melter pool surface

and began to deepen, this WOU1d 1ead to nucleate boi1ing at the melter
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1 pool-water/interface thus creating a stable cooling trend. Consequently,

thls WU1 d 1ead to the uPPer Pool surface freezing thereby Precluding the

potential of a large scale

The overlying water

temperature and water feed

steam explosion.

pool mess as a function of melter

rate is shown in Figure 4.3 for the

addition rates characteristic of the DUPF and WVDP systems.

are conservative y high by approximetely a factor of two

transfer from the top surface of the water Pool was ignored in

Maximum Water on Melter Pool

pool surface

maximum water

These results

because heat

(6).

Since the overlying water pool mess increases with decreasing melter

pOOl surface temperature, the freezing point of NaCl was taken as the

condition which maximizes the available water on the melter pool (* 12 kg in

DWPS and * 1 kg in WVDP, Figure 9). Below this temperature, explosive

interactions are not possible because the salt is frozen and thus cannot mix

with the water coolant. The lower end of the softening temperature range of

borosilicate glass occurs just a little above the freezing point of salt

making it a S1ightly less restrictive condition. In this temperature range,

the high glass viscosity (> 4000 poise) prevents efficient intermixing thus

precluding an explosive interaction. Thus, the criteria employed in this

analysis to establish the potential water available for interaction is

conservative for two reasons: (1) the heat transfer from the top surface of

the water pool was neglected, and (2) the mst reactive separated salt that

could reside on the molten pool surface (NaCl) was assumed to be able to

participate in an interaction even at its freezing point (about 108OK) which
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I is much lower than the typical operating temperature range of the melter

I (1320 - 1470K).

Influence of Cold Cap

If surface freezing and/or a cold cap should develop on the melter pool

surface, no physical 1imitations of water accumulation in the melter vessel

would exist. If the cold cap does not break and remains as a barrier to

separate the water from the fuel (molten glass-salt), the possibility of an
I

explosive interaction is elIminated.

If a cold cap did exist on the melter pool, molten salt would not be !

freely available. Since the formation of a cold cap is a relatively slow I

process, any pre-existing molten salt layer (density about half that of
I

glass) residing on top of the pool WOU1d become chemical1y bound as part of

the cold cap and thus WOU1d not be available to interact with water.

MAKIMUM PRESSURIZATION OF THE MELTER VESSEL

A steam explosion occurring in a glass melter could produce a short

term, dynamic pressurization of the vessel by a shockwave followed by a

longer term, quasi-static pressurization produced by the expanding steam.

Each of these two regiws is considered as follows.



I

I

I

I

,,,
-19-

!, .
I

The dynamic pressure

Dynamic Pressurization

produced by a shock impact onto the melter vessel

inner wal1s is modeled 1ike the shock pressure decay of chemical (TNT)

explosives. Experiment has demonstrated that strong shock waves in geomt-

ric similar to those of these melter vessels decay as approximately l/r2

[33].

To evaluate the maximum shock pressure at the vessel interior wal1, the

water considered to participate in the explosion is assumed to initially

exist as a saturated vapor at half the critical pressure and in a hemis-

pherical volume above the molten pool. The amount of water is taken as the

product of the maximum available water, Figure 9, and the explosion effi-

ciency, Figure 6. The dynamic pressure at the interior wal1s of the vessel

is then determined from a l/r2 decay from the initial radius of the high

pressure zone, and this pressure is then doubled as the wave impacts the

wall. For the DWPF, this analysis yields about 1.66 MPa which is less than

the pressure strength of the vessel (approximately 3.59 MPa [11]). Likewise

for the WDP, the largest dynamic pressure is about 0.32 MPa which is less

than the vessel’s pressure strength (approximate y 0.38 MPa [13]). The

actual dynamic pressun incident upon the structural steel boundaries of

these melters would be considerabley less than at the interior refractory

walls because of the nearly 0.3 m additional length and also the compres-

sibility of the interstitial spaces in the refractory 1iner.

i-
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Static Pressurization

The longer term, quasi-static pressurization of the melter plenum is

modeled assuming (1) the gases/vapors in the P1enum are air and steam, and

they behave as a homogeneous y mixed, ideal gas, (2) the air and steam are

isentropically compressed by the steam explosion and have the same final

pressure, and (3) no strain energy is absorbed by the vessel wal1.

With the foregoing assumptions, an energy balante on the system

the steam explosion expansion work to the compressive work done

equates

on the

plenum gases P1us their change in internal energy. This analysis yields a

relationship between the final P1enum pressure and the water exploded [13].

This relationship is illustrated in Figure 10 for representative conditions

within the DWPF and WVOP melter. Once the maximum pennissible PIenum

pressure has been established from a structural evaluation of the melter

vessel (DWPF, about 3.59 MPa [11]; WVDP, about 0.38 MPa [13]), the maximum

water that can be exploded and yet not exceed this pressure 1imit can then

be determined, Figure 10, for comparison with the maximum available water on

the melter pool in film boiling (OWPF, about 12 kg; WVDP, about 0.9 kg),

Figure 9.

The results of this analysis, Figure 10, are compared to the maximum

available water that can exist in film boiling on the melter pool without a

cold cap in the two cases of the OWPF and WVOP melters as follows, Figure

11.
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For the DWPF melter, the water required

vessel exceeds the maximum avai1able water on

of observed explosion efficiency, ~ 14% [3].

to be exploded to yield the

the melter pool in the range

Furthermore, if film boiling

heat transfer were considered off both the top and bottom surfaces of the

overlying water POO1 (6 kg rather than 12 kg of available water, Figure 11),

this would preclude the possibility of an in-plenum steam explosion of

sufficient magnitude to threaten the melter vessel integrity.

For the WVDP melter, the required water to be exploded to rupture the

vessel exceeds the maximum available water on the melter pool in the range

of obsewed explosion efficiencies (less than about 14%), Figure 11. In

addition. if film boi1ing heat transfer were considered off both surfaces of

the overlying water pool (0.4 kg rather than 0.9 kg of available water,

Figura 11), insufficient water would be available to challenge the vessel

integrity even for a perfectly efficient explosion. Thus, an in-reelter

steam explosion WOU1d not be of sufficient magnitude to threaten the vessel

integrity.

Based on the foregoing,

1arge scale steam

Primary Results

CONCLUSIONS

the fol1owing conclusions are drawn regarding

explosions in a SFCM.

Explosion efficiency is small.

efficiency of a steam explosion

The most

is about

frequently observed conversion

1-3%. However, the maximum
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efficiency that such an interaction could exhibit and yet not exceed the

pressure strength of these SFCM would be about 24-30%. This is approxi-

mtel y twice that demonstrated by the most efficient interaction yet experi-

mentallY observed.

would not result in

Consequently, such small observed explosion efficiencies

seriously challengfng the melter vessel integrity.

Insufffcient water avai1able to damage vessel. The amount of water

typical1y available on the melter pool is 1ess than the fnventory required

for fnteractfon to seriously challenge the structural fntegrity of mst SFCM

for realistic explosion efficiencies.

Mitigatfon Effects

Cold cap separate water and molten pool. The presence of a CO1d cap on

the meltar pool WOU1d separate the water and molten pool materfal. It COU1d

permit the accumulatfon of more water on the melter pool than without fts

presence. However, the 1imited exposure between the water and molten pool

material could be a more 1imiting factor on a steam explosion than the

amount of available water.

Glass viscosity retards fragmentation and mixinq. In the range of

operation of a SFCM, the mlten borosilfcate glass fs too viscous to permit

significant interpenetration by the S1urry. The presence of a CO1d cap

would make this even more difficult. Consequently, the necessary coursely

prefragmented and intermixed configutatfon fs difficult to generate.
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Entrained solids mitigate interaction. Entrained solids in the slurry

and melt could disrupt the course fragmentation and premixing step as wel1

as the fine fragmentation and intermixing stage and 1imit the available heat

transfer surface area and thus mitigate an interaction.

Dissolved, noncondensable gases mitigate interaction. Such gas(es)

COU1d make the film boiling 1ayers more stable and thus retard course

fragmentation and intermixing hence making a steam explosion more chal1eng-

ing to initiate.

Inherent Phenomenological Safety Features

Surface interactions separate materials. The presence of a separated

salt 1ayer on the’surface of the melter pool COU1d 1ead to surface inter-

actions which would separate the materials and hence prevent the escalation

to an explosive interaction.

Inadequate external trigger. There is no identifiable external trigger

of sufficient magnitude in the melter vessel to initiate a large scale steam

explosion even if the coarsely prefragmented and intemixed condition did

exist.

Slug formation and transmission unlikel~. There is no credible mecha-

nism to produce a steam explosion significantly below the melter pool

surface that would create a slug out of part or all of the melter pool.

Even in the hypothetical case if a steam explosion were initiated under the

entire ml ter pool, the resulting S1ug WOU1d breakup before impacting the



upper head of the melter vessel thus not seriously challenging the vessel

structural integrity.

NOMENCLATURE

a-

a-

c-

D-

d-

6-

c-

FP -

9-

h-

K-

k-

lil -

P-

Q-

R-

P-

SP -

s-

u-

acoustic propagation speed

thermal diffusivity

specific heat capacity

diameter

mixing depth

thickness of water pool

thermal diffusivity

freezing point

gravitational acceleration (9.81 m/s2)

thickness of 1iquid layer
specific enthalpy
free convection heat transfer coefficient (about 0.3 ~/m2K)

constant in slug breakup relationship (5) (about 2.6 [34])

thermal conductivity

mass flow rate

pressure

heat transfer rate

radius

density

softening point

1ength through which a S1ug may be accelerated before it
breaks up

surface tension
Stefan-Boltzmann constant (5.672 x 10-11 KW/m2-K4)



,,

,, ,
-25-

T- Temperature

T- time for high pressure mixing following local vapor film
collapse

u- explosion propagation velocity
velocity
mixing velocity

Subscripts

a-

c’-

Co -

crit -

F

f

FB

HN

h

L

i

int

L

P

sat

sn

v

VL

v

w

m

ambient

cold liquid
coolant

cutoff

crjtical

fuel

final

film boiling

homogeneous nucleation

hot liquid

saturated 1iquid

interface
initial

intermediate

subcooled 1iquid

pool

saturated condition

spontaneous nucleation

saturated vapor

saturated vapor minus saturated 1iquid property value

vapor phase

water

infinity
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Table 1

MITIGATING EFFECTS ON STEAM EXPLOSIONS

Feature Mitigating Mechanism Mitigating Impact Reference

Glass viscosity Limit course fragmen- Significant for viscosity Robinson & Fry
tation & premixing > 6 poise

Entrained solids Limit course fragmen- Significant if particles
tation & premixing large enough (> 1 cm dia.)

Limit fine scale frag- Significant if particles
mentation & intermixing large enough (>100ym dia.)

Limit heat transfer Significant if particle
area volume fraction large

enough

Enhance nuclcation to Marginal
separate fuel & coolant

Dissolve noncon- Enhance nucleation to Good for C02 & N20 Asher et al, (1976)
densable gas(es) separate fuel & coolant Postma et al. (1980)

Radiation Enhance“nucleationto Not definitive to Claxton (1967)
separate fuel $ coolant marginal Iioltz& Singer (1969)

Dietrich (1970)
Nutley & Gardner (1980)

.
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Figure 3 Explosive regime of the glasses used by
Robinson & Fry as.a function of glass
viscosity.
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Figure 5 Thermodynamic processes empleyed in
evaluating maximum explosion
efficiency.



.-

I I 1 I , 1 1 t 1 I I 1 t 1 I I I 1 I 1 I I I I I I 1 I 4

Open 8ymbols - No external trigger

Solid symbols - E~ternal Irlgger

A External trl~gerred events.

but produce no explosion

Ao

?

0

“4”*-
01 r

\:

AA

I 1 I 1 1 1 1 I # I 1 1 1 t I 1 I t I I I 1 1 1 1 1 1 I
001 0.1 1 10

\

FINAL PRESSURE, ~, MPa’

Figure 6 Comparison of the predicted steam explosion efficiency
0.5 and the avatlable data [3,7,20,27-29].

for
‘int’pcrit

.

.



< . .

... , -36-



r
‘$ .

‘ ~! , -37-

m

.



~..

, .,, ●
-38-

.,

_____

,“ “ “—-

tN “d”~-,
/ /6

1 1 9 1 I 1 n 1 I I 1 1 1 I 1

o
0
m



10
1 I 1 I I 1 I I

I
1 I I I I I I I 1 1 I 1 I I I

AT MAXIMUM PARTIAL EFFICIENCY
OUTER VESSEL WALL AT 323 K

INITIAL QAS TEMP = 623 K 0.

t

Ewa[I = O

ISENTROPIC COMPRESSION IN PLENUM

A’-
/ ‘M~W(DWPF)

/’ I

0.1

Figure 10

0.1 I 1 I 1 I I I Ill 1 I I I I I Ill I 1 I I I 1 IL

1 10 100

WATER EXPLODED, Kg

Final Internal vessel total pressure as a function of water mass exploded
for a maximum efficient interaction.

,



/ 1000

100

10

-40-

1[ IIr

7INITIAL GAS TEMP = 623 K

ISENTROPIC COMPRESSION IN PLENUM

Ewall = o

OUTER WALL AT 323 K

t
I

I
I
I ~MPE(DWPF)

II OWPF
II _ (103 MPa PRESTRESS IN VESSEL)

:1

31 — ‘MA W(OWPF)

I

I
I

WVOP

I
I ~MpE(wv DP)

( ~1

REQUIREO WATER

EXPLOOEO TO
1; FAIL vESSEL

/

1
~~W(WVOF).- ___

\

MOE - MAxIMUM OBSERVEO EFFICIENCY
MPE - MAXIMUM PARTIAL EFFICIENCY
MAW - MAXIMUM AVAILAELE WATER

0.1 I I I I I I I I I I I

o 0.2 0.4 0.6 0.8 1.o

EXPLOSION EFFICIENCY

Figure 11 Required water exploded to fail melter vessel.


