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EXECUTIVE SUMMARY 

Background 

The ability to meet the overall performance requirements for the proposed Mined Geologic 
Disposal System (MGDS) at Yucca Mountain, Nevada requires the two major subsystems 
(natural barriers and engineered barriers) to positively contribute to containment and 
radionuclide isolation. In addition to the postclosure performance the proposed repository 
must meet preclosure requirements of safety, retrievability, and operability. Cost and 
schedule were also considered. The thermal loading strategy chosen may significantly affcct 
both the postclosure and preclosure performance of the proposed repository. Although the 
current Site Characterization Plan (SCP) reference case is 57 kilowatts (kW)/acre, other 
thermal loading strategies (different areal mass loadings) have been proposed which possess 
both advantages and disadvantages. 

Depending on the areal mass loading (AML), waste package capacity, age of the fuel, 
emplacement mode and other factors, the temperatures in regions of the host rock could be 
significantly above the boiling point of water for a very long period of time. In the near 
term, high temperatures can have a significant impact on preclosure performance from the 
standpoint of safety and retrievability of the waste since the ability to emplace and/or retrieve 
waste can be impaired under conditions of higher temperature. Over a longer period, above 
boiling temperatures will tend to dry out the rock which may result in reducing the aqueous 
corrosion rate of the waste canisters for a significant period of time. Conversely, high 
temperatures and thermal gradients can, under certain conditions, induce fractures in the rock 
as well as initiate water movement and/or mineral dissolution and precipitation along pre- 
existing fractures in the form of heat pipes, and in the presence of moisture even exacerbate 
corrosion, These effects could significantly alter the hydrologic behavior around the 
repository. Dissolution and precipitation may also occur, altering the hydrologic framework. 
This behavior could change the structural integrity of the host rock which may in some cases 
minimize or enhance water mobility. High temperatures can also induce chemical and/or 
phase changes in some minerals which, under certain conditions, can produce conditions 
either more or less favorable for adsorption of radionuclides. When Thermal-Mechanical- 
Hydrological-Chemical (T-M-H-C) coupled behavior is considered, the problem of 
establishing the performance of the potential repository is further complicated. Lower thermal 
loadings may minimize the coupling of T-M-H-C. However, the lower temperatures may 
allow increased aqueous corrosion and may have negative impacts from high relative 
humidity at the WPs in conjunction with relatively high temperatures. 

a 

Objective 

The objectives of the FY 1993 MGDS Thermal Loading Study were to 1) place bounds on 
the thermal loading which would establish the loading regime that is "too hot" and the 
loading regime that is "too cold," to 2) "grade" or evaluate the performance, as a function of 

and to 3) evaluate the performance of the various options with respect to cost, safety, and 
operability. Additionally, the effort was to 4) identify important uncertainties that need to be 

thermal loading, of the repository to contain high level wastes against performance criteria, -e 
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resolved by tests and/or analyses in order to complete a performance assessment on the 
effects of thermal loading. The FY 1993 Thermal Loading Study was conducted from 
December 1, 1992 to December 30, 1993 and this final report provides the findings of the 
study. 

Approach 

The approach taken in the study was to develop a consistent, common basis for all the 
analysts to use and perform thermal calculations using existing thermal models and data. A 
key element of the study involved a reevaluation of the thermal goals listed in the SCP. "It is 
believed that meeting those criteria should result in adequate performance of the potential 
repository and the natural and engineered barrier systems, and that the criteria could be used 
to evaluate and rank thermal loading options (M&O, 1993a)." The goals used in this study 
are preliminary and will be reevaluated in the follow-on study. This approach is based on a 
top-level strategy of providing for multiple barriers. Therefore, these revised SCP goals were 
used as criteria to evaluate performance of the various thermal options. The evaluation 
against these goals was the primary means for making recommendations to narrow the range 
of thermal loadings. 

For consistency, all thermal calculations were performed using the same waste stream. The 
system scenario used to generate the waste stream assumes Youngest Fuel First (YFF) , 
greater than or equal to 10 years old (YFF(1O)) pick up, the reference schedule (1998 
acceptance into an Monitored Retrievable Storage (MRS) and 20 10 repository opening), and 
single-purpose containers. The resulting average fuel characteristics are 22.5 years old and 
42.7 GWd/MTU (gigawatt days per Metric Tonne Uranium) for Pressurized Water Reactor 
(PWR) assemblies and 24.1 years old and 32.5 GWd/MTU for Boiling Water Reactor (BWR) 
assemblies. 

The Waste Package (WP) Design Group developed WP concepts for the calculations which 
had capacities of 6 PWR or 12 BWR, 12 PWR or 21 BWR, and 21 PWR or 40 BWR. The 
Subsurface Design Group provided generic repository concepts for the various thermal 
loading options (24, 36, 55, 83, and 11 1 MTU/acre) considered in the study. Based on an 
average waste stream (using an average characteristic for the YFF( 10) waste stream), the 55 
MTU/acre corresponds to the 57 kWPacre reference case. This analysis did not consider fuel 
variability which can be significant. 

The performance regimes of interest were basically divided into preclosure (near field) and 
postclosure (far field). Sandia National Laboratories (SNL) provided thermal calculations of 
the near-field environment that were used to assist in evaluating preclosure performance. 
Lawrence Livermore National Laboratory (LLNL) provided hydrothermal calculations which 
were used to evaluate the postclosure performance due to changes in temperature and water 
movement on a mountain scale. These calculations were then used to examine operability 
and thermomechanical response. Los Alamos National Laboratory used the results to examine 
geochemical alterations. The ability to monitor the repository under heated conditions was 
also evaluated. The costs of the various options were evaluated to determine if any 
sensitivities to thermal loading exist. 
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The results of the above analyses were examined to evaluate performance. The performance 
at the various thermal loads was determined in part by comparing the thermal predictions 
against the revised SCP thermal goals. Additionally, some total system performance 
assessment (TSPA) calculations were done to estimate radionuclide releases with time to the 
accessible environment. Although remanded for repromulgation, the Environmental 
Protection Agency (EPA) health and safety standard originally found in 40 CFR 191 [Code 
of Federal Regulation (CF'R)] was used as a point of comparison. Based on these results 
sufficient technical basis appeared to exist to make recommendations as to what thermal 
regimes were "too hot (high)" and also "too cold (low)." As a part of the study some 
reconimendations were also made as to what uncertainties, associated with certain parameters, 
needed to be reduced to adequately evaluate performance of waste isolation. 

Limitations 

A constraint on the ability of the study to select an option stemmed from the lack of primary 
hard data, uncertainties in derived data, relying on unsubstantiated models and the inability to 
consider simultaneously coupled processes. As such the uncertainties are high in most 
aspects of the study at this time. This ought to be taken into account in considering the 
results of the study. 

Results 

Several major conclusions were established in the course of the study. The following 
synopsis provides highlights of those conclusions and, although difficult to separate into 
groups, an attempt was made to divide them according to the objectives of the study: 

The first set of conclusions was used to help establish reasonable upper bounds that are "too 
hot" and lower bounds that are "too cold." 

Thermal loads greater than 100 MTU/acre are "too hot" and should be avoided. This 
limit was determined based on interpolations between the 11 1 and 83 MTU/acre cases 
and established that all the goals which were violated at 11 1 MTU/acre would very 
likely still be violated at 100 MTU/acre. This conclusion may not be the most 
conservative depending on the choice of average fuel characteristics and the way those 
averages were done. However, it should be noted that the study does not exclude any 
range that would not have been excluded with other choices. This means that the 
upper limit would likely be lowered if other fuel averaging methods had been chosen 
or perhaps fuel variability were considered. 

A below boiling repository (bulk average temperature of the repository horizon less 
than 97 degrees Celsius) will, if acceptable conditions exist, fit into the primary area 
plus revised expansion areas (e.g., emplacement areas of about 1750 and 2600 acres for 
36 and 24 MTU/acre respectively). 
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The following set of conclusions was found as a result of the evaluations of performance: 

Below boiling (bulk average [the temperature at the potential repository horizon that 
one would get with a homogeneous heat distribution]) loadings produce negligible 
hydrologic perturbation for bulk permeabilities around 280 milliDarcy, given conditions 
appropriate for the use of the equivalent continuum model. However, the observation 
may not be completely applicable if a significantly heterogeneous medium were to 
exist or substantially enhanced binary gas-phase diffusions were to occur. 

Moderate thermal loads of above boiling (above 36 MTU/acre) to around 55 MTU/acre 
produce conditions which do not yield above boiling temperatures for significant 
portions of the repository since bulk temperature varies significantly across the 
repository. This may result in degraded postclosure performance over a 10,000 year 
period. Radionuclide releases to the accessible environment are sensitive to thermal 
loads for times between 10,000 to 100,000 years. At times greater than 100,000 years 
the performance is not predicted to be a function of thermal load since the WPs under 
any scenario have all degraded over these very large time scales. 

Equivalent continuum model predictions for above boiling strategies appear to result in 
large scale water redistribution resulting in long term increases in saturation levels 
above the repository. This was demonstrated by comparing water saturation profiles at 
post closure time periods with ambient conditions. 

Some local boiling will exist for AMLs of 24 and 36 MTU/acre, except for the 6 PWR 
WP (small amount of boiling on the walls for the 4.3 m diameter drift at 36 
MTU/acre). However, appreciable areas (80 to 100 percent) of the pillars between 
drifts will remain below boiling. This appears to hold with any of the capacity WPs 
considered (e.g., capacities of 6, 12, or 21 PWR) for the 4.3 m diameter drifts or larger 
(AMLs 2 36 MTU/acre). Although the host rock thermal response does depend on 
layout, WP capacity, and waste characteristics, appreciable areas of the pillar will 
remian below boiling. 

Vertical borehole or small diameter horizontal borehole emplacement is limited to WP 
power output of less than about 5 kW (capacities less than 10 to 12 PWR) based on 
rock temperature thermal limits. 

Various options were evaluated to examine operability, safety, and cost with the following 
results being concluded: 

Cost does not appear to vary significantly (less than 15 percent) between hot (above 
boiling) and below boiling strategies. Thus it does not appear that cost is a useful 
discriminator between thermal loading options based on our current understanding. 
This conclusion applies only to the conditions in this study which considered a single 
repository with maximum emplacement of 70,000 MTU. 
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Electronic components exhibit high failure rates above about 160 degrees Celsius which 
means that the required monitoring during the operational and performance 
confirmation phases will be a significant challenge at these temperatures. It is believed 
that monitoring can be done with existing instruments at temperatures below 160 
degrees Celsius. Thus, it appears that some monitoring can be accomplished at AMLs 
below 100 MTU/acre. The feasibility of monitoring at temperatures above 160 degrees 
Celsius will be explored in the follow-on study. 

Aging the fuel can be done to reduce WP power at emplacement sufficiently to meet 
certain preclosure goals, and modify sub-repository scale effects assuming constant 
AML, but will not appreciably affect mountain-scale performance. 

To facilitate retrievability, ventilation can be used to reduce temperatures in a few 
drifts from 190 to 50 degrees Celsius within a few weeks. However, using ventilation 
to reduce temperatures to 50 degrees Celsius over the entire repository appears 
impractical. Ventilation of the entire repository to reduce temperatures somew hat to 
permit monitoring might be practical or may be able to reduce wall temperatures to 
below 200 degrees Celsius. 

Two conclusions were identified in the evaluations of key uncertainties important to waste 
isolation. 

High thermal loads appear to significantly increase the uncertainty of the effects of 
geochemical alterations in the far field on radionuclide retardation. 

Based on current understanding of uncertainties, lower thermal loads will likely 
minimize the influence of localized permeability variations on thermally driven fluid 
flow based on the range of permeabilities of 0.1 to 10 Darcy considered. However, the 
study based this on calculations done using the equivalent continuum model. If 
nonequilibrium conditions were to exist as a result of significant heterogeneity or 
enhanced binary gas-phase diffusion were to occur, the study would need to reexamine 
this issue. 

A follow-on study is planned and many of the issues identified in the FY 1993 Thermal 
Loading Systems Study will be addressed at that time. The performance of the potential 
repository at 36 and 83 MTU/acre needs to be evaluated. Also a sensitivity analysis is 
needed to better establish what the uncertainties are of those parameters important to waste 
isolation and link this with the test program to ensure necessary data will be obtained. 

The following provides a more detailed discussion of some of the above conclusions. Based 
on the results of the study, recommendations can be made to narrow the range of thermal 
loading and to perform specific tests and analyses to reduce the uncertainties in making the 
final thermal loading decision. Specifically, the study found that there is a thermal loading 
that is "too hot." Above an AML of 100 MTU/acre the thermal environment produced is 
such that most of the thermal goals are violated. The moderate thermal loading case around 
55 MTU/acre was shown to produce conditions which would not keep the majority of the 
repository dry (less than residual saturation, which was assumed to be about 10 percent). 
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Results extracted from the Total System Performance Analysis (TSPA) and included in this 
report indicated that this hot, moist environment may result in larger radionuclide releases to 
the accessible environment over 10,000 years than either the hot or the below boiling cases. 
The range of thermal loads where this potentially degraded performance occurs is from just 
above boiling in the potential repository (above 36 MTU/acre) to an as yet to be defined 
AML above 55 MTU/acre. At below boiling conditions, the study showed that negligible 
perturbations of the ambient liquid saturation would occur if the average bulk permeability is 
on the order of 280 milliDarcys or lower. This conclusion applies for conditions which are 
appropriate for the use of the equivalent continuum model (e.g., significant heterogemetery or 
enhanced binary gas-phase diffusion are not present). If acceptable (from the standpoint of 
waste isolation and available area) ambient conditions are found to exist underground, the 
below boiling strategy would minimally perturb this condition and would reduce uncertainties. 

The cost impacts for the MGDS including site characterization, WP, underground 
construction, and surface facilities, were examined. Since thermal loading strategies (areal 
extent) are believed to affect site characterization costs, the dependency of these costs on 
thermal loading were examined. Higher thermal loads result in a smaller repository area but 
because of the increased thermal perturbation may require additional testing and site 
characterizations to quantify mountain scale effects. These issues need to be addressed in 
follow-on studies and the test program. At this time, it is believed that the primary Site 
Characterization program cost changes needed to accommodate repository area changes would 
primarily be based on the change in the systematic drilling program and not in the 
Exploratory Studies Facility (ESF). This resulted in higher costs for lower thermal loads but 
at most only higher by 10 to 15 percent of the total project costs. This variation is within the 
uncertainties of the costs. As a consequence of the small difference (at most 10 to 15 percent 
of the total system costs) between a hot (above boiling) or below boiling strategy, cost does 
not appear to be a significant discriminator among thermal loads at this time. Additional 
study of the sensitivity of cost to thermal load is required to add detail to the cost analysis. 

Various uncertainties were identified as important to understand and resolve so that 
performance could be better established, to support the thermal loading decision. Based on 
the analyses done to date, it is clear that critical factors contributing to the hydrologic 
uncertainties need to be better understood. They include bulk permeability, fracture densities, 
and percolation flux. Additionally, the reader is cautioned that a major portion of the analysis 
was done with simplified models using large-scale averages. The effects of heterogeneity and 
the simplifications assumed need to be investigated. More effort needs to be applied to 
verification of hydrothermal models and ultimately to validation of these models with some 
underground data. The WP corrosion performance and impact of fuel variability must be 
understood. Reducing uncertainty associated with thermal goals and establishing how 
important a particular goal is will be needed. Some uncertainties in cost must be resolved. 
Finally, the Site Characterization program must address the extent of useable repository area. 
The useable area will dictate the capacity of the repository once the appropriate thermal load 
is determined. 
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In summary, besides identifying the thermal region that was "too hot," the evaluations 
indicated that the uncertainties in geochemical alteration, mountain scale water movement, 
thermomechanical, and operational aspects were all found to increase with increasing thermal 
load. The study also identified a number of the uncertainties important to waste isolation that 
must be reduced to adequately evaluate performance. At this point it is recommended that, 
until the uncertainties are reduced by further tests and/or analyses, no final decisions be made 
between either the above boiling, hot regime, or the below boiling regime. Developing a 
thermal loading decision will be an iterative process which must be developed as data and 
models mature. A follow-on study is planned to address many of the issues identified above. 

The results of this and follow-on studies will be used to provide information to the Advanced 
Conceptual Design efforts of the program. Additionally, the work will attempt to provide 
some integration to a number of the design activities in the thermal loading area. 
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1. INTRODUCTION 

W 
1.1 OBJECTIVE 

The objective of the Mined Geologic Disposal System (MGDS) Thermal Loading Systems 
Study being conducted by the is to identify a thermal strategy that will meet the performance 
requirements for waste isolation and will be safe and licensable. Specifically, both 
postclosure and preclosure performance standards must be met by the thermal loading strategy 
ultimately selected. In addition cost and schedule constraints must be considered. The 
Systems Engineering approach requires structured, detailed analyses that will ultimately 
provide the technical basis for the development, integration, and evaluation of the overall 
system, not just a subelement of that system. 

I t  is also necessary that the systems study construct options from within the range that are 
allowed within the current legislative and programmatic framework. For example the total 
amount of fuel that can legally be emplaced is no more than 70,000 metric tons of uranium 
(MTU) which is composed of 63,000 MTU spent fuel and 7,000 MTU of defense high level 
waste. It  is the intent of this study to begin the structured development of the basis for a 
thermal loading decision. However, it is recognized that to be able to make a final decision 
on thermal loading will require underground data on the effects of heating as well as a suite 
of "validated" models. It will be some time before these data and models are available to the 
program. Developing a final, thermal loading decision will, therefore, be an iterative process. 

In the interim, the objective of the thermal loading systems study has been to utilize the 
information available to assess the impact of thermal loading. Where technical justification 
exists, recommendations to narrow the range of thermal loading options can be made. 
Additionally, recommendations as to the type of testing and accuracy of the testing needed to 
establish the requisite information will be made. 

u 

U 

A constraint on the ability of the study to select an option stems from the lack of primary 
hard data, uncertainties in derived data, unsubstantiated models, and the inability to fully 
consider simultaneously coupled processes. As such, the study must rely on idealized models 
and available data to compare the thermal loading options. 

This report presents the findings of the FY 1993 MGDS Thermal Loading Systems Study. 
The objectives of the study were to: 1) if justified, place bounds on the thermal loading 
which would establish the loading that is "too hot;" 2) "grade" or evaluate the performance as 
a function of thermal loading of the potential repository to contain high level spent nuclear 
fuel against performance criteria; 3) evaluate the performance of the various options with 
respect to cost, safety, and operability; and 4) recommend the additional types of tests and/or 
analyses to be conducted to provide the necessary information for a thermal loading selection. 

08/29/94 1-1 B00000000-01717-5705-00013 RCV. 1 



1.2 BACKGROUND 

The ability to meet the overall performance requirements for the proposed MGDS at Yucca 
Mountain, Nevada relies on the two major subsystems (natural barriers and engineered 
barriers) to positively contribute to containment and radionuclide migration retardation. In 
addition to the postclosure performance the proposed repository must meet certain preclosure 
requirements of safety, retrievability, and operability and also must take into consideration 
cost and schedule. The thermal loading strategy chosen for such a repository may 
significantly affect both the postclosure and preclosure performance of the proposed 
repository. Additionally, Nuclear Regulatory Document (NUREG) 1466 (Nuclear Regulatory 
Commission (NRC), 1992a) specifies that demonstrating the system performance of the 
proposed repositoxy in compliance with the regulations in CFR 10 CFR 60.133 (CFR, 1993) 
will require that the coupled thermal, mechanical, hydrological, and chemical (T-M-H-C) 
aspects of the repository performance be considered. To address the thermal loading issues of 
the repository, a systems study was recommended by the M&O and funded for FY 1993 by 
the U.S. Department of Energy (DOE). 

Developing an accurate estimate of the effects of thermal loading on the repository will be 
necessary to ensure that the regulatory standards for nuclear waste disposal are met. 
Understanding and predicting the behavior of the host rock and Engineered Barrier System 
(EBS) in the potential repository, when subjected to heat released from the stored waste, are 
essential to obtaining a license to emplace waste. The effectiveness of these barriers for the 
various alternative thermal loads must be compared and presented in the licensing argument 
110 CFR 60.21 (c) (1) (ii) (D)]. m h  

The rate of heat generation by nuclear waste decreases continuously with time. However, 
heat from the waste will be generated in appreciable quantity for thousands of years after the 
initial emplacement of the nuclear waste. Temperatures throughout the repository and host 
rock environment will increase and reach a maximum at different places in the repository at 
different times. Depending upon the waste package size, age of the fuel, emplacement mode 
and other factors the temperatures in the host rock could be significantly above the boiling 
point of water for a very long period of time. In the near term, high temperatures can have a 
significant impact on preclosure performance from the standpoint of safety and retrievability 
of the waste. Over a longer period of time, the high temperatures could in some cases 
improve performance by drying out the rock or, conversely, may contribute to degradation of 
the waste isolation capabilities. For example, temperatures above boiling will tend to dry out 
the rock which could result in reducing the aqueous corrosion of the waste canisters for a 
significant period of time, Conversely, high temperatures and thermal gradients can, under 
certain conditions, induce fractures in the rock as well as initiate water movement along pre- 
existing fractures. This behavior could change the structural integrity of the host rock and 
could enhance fracture permeability to potential water flow. High temperatures can also 
induce chemical and/or phase changes in some minerals and under some conditions can 
produce unfavorable or favorable conditions for adsorption of radionuclides. At intermediate 
temperatures the effects may result in changes to the water chemistry, causing an increase in 
the corrosion rate of the waste package. When T-M-H-C coupled behavior is considered, the 
problem is further complicated. From the standpoint of safely emplacing the waste and/or 
retrieving the waste, high temperatures can degrade our ability to perform these operations. 
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The above considerations indicate that the ability of the MGDS to meet pre- and postclosure 
objectives will be affected by the thermal loading. According to NUREG/CR-5428 (NRC, 
1992b), "the thermal loading capacity is probably the single most important parameter to 
determine for a repository." 

The study was designed to address the systems issues associated with the potential MGDS. 
In the first step performance standards were examined. To obtain a license for nuclear waste 
emplacement, a potential repository must comply with certain performance standards for both 
postclosure and preclosure and meet the performance objectives established in the regulations. 
However, early in the design stages it is difficult, if not impossible, to assess the complete 
performance of the system due to lack of mature ("validated") predictive models and adequate 
data. Additionally, because performance standards are not established for the Yucca 
Mountain Site (the U.S. Environmental Protection Agency [EPA] standards have been 
remanded), it is necessary to define surrogate criteria or goals. "It is believed that meeting 
those criteria should result in adequate performance of the potential repository and the natural 
and engineered barrier systems, and that the criteria could be used to evaluate and rank 
thermal loading options." This approach is based on a top-level strategy of providing for 
multiple-barriers. The Site Characterization Plan (SCP) (DOE, 1988a) attempted to establish 
the necessary criteria by developing thermal goals. DOE commissioned an effort to 
reevaluate these thermal goals, the results of which were presented in the SCP Thermal Goals 
Reevaluation Report (M&O, 1993a). These reevaluated thermal goals were used in the 
thermal loading study as measures to evaluate performance. The systems analysis will be an 
iterative process which will periodically review the goals as site characterization data and 
validated models become available. 

The detailed work of meeting the objectives of the study was done through the steps 
discussed in the following paragraphs. The first of these processes was for the waste package 
design group to develop a range of waste package sizes to use in the study. Two basic types 
of waste packages were considered; a single, thin-walled container similar to that described in 
the SCP (DOE, 1988a) and a multi-barrier container with an inner wall thickness of 0.95 cm 
and an outer wall thickness varying between 10 and 45 cm. However, it should be noted, that 
except for some thermal calculations extracted from pervious work and a cost baseline, the 
thin walled WP was not considered in detail. The container capacities varied between 2 to 21 
Pressurized Water Reactor (PWR) and 4 to 40 Boiling Water Reactor (BWR) assemblies. 
Weights, costs, and radiation shielding requirements for handling were established for each of 
the cases. Average fuel stream characteristics were calculated for the fuel that would be most 
likely to be emplaced in the repository. Using this information, several thermal loadings were 
chosen for the thermal study. These thermal loadings correspond to Area Mass Loadings 
(AMLs) of 24, 36, 55, 83 and 11 1 Metric Tonnes Uranium (MTU)/acre'. It should be noted 
that this report presents results in terms of AML. Area Power Densities (APDs) change with 
time while AMLs do not. The near-field environment is essentially a function of APD while 
the mountain-scale behavior is primarily a function of AML. For these reasons it was 

' Metric unitsare used throughout the report except for AML and APD. A convention ha5 been established 
to use M"U/acre or kW/acre for these units. 
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decided to use AML, but conversions between the two are presented in Chapter 3, 4, and 
Appendix A. 

A number of generic subsurface designs were completed to accommodate the range of waste 
package sizes and thermal loadings. Designs were established for both a vertical borehole 
and a horizontal borehole concept at loadings of 24, 36, and 55 MTU/acre. It should be 
noted that no near-fieled calculations of a vertical borehole were done. Some earlier analyses 
by Hertel and Ryder (1991) were used for the thermal analysis. The designs mentioned above 
were used in the costing analysis. Also, designs were completed for two in-drift concepts 
(two different diameters; one for a tracked vehicle emplacement and another for wheeled 
vehicle) at the five AMLs. Both near-field and far-field thermal calculations were 
acconiplished for the various subsurface designs and thermal loads. 

The results of the efforts described above were analyzed to evaluate the effect of thermal 
loading on performance. These included evaluating the impact of the various thermal loadings 
on the geochemical aspects of the potential site, Very limited thermo-mechanical analyses 
were evaluated to establish the impact of the thermal loads on rock stability and the potential 
for mechanical and geochemical alteration of the natural barriers. The thermo-mechanical 
calculations, were very preliminary and only considered a single AML, a different waste 
stream than YFF (lo), nor were the drift spacings necessarily the same as those used in this 
study. This thermo-mechanical analysis was only used to provide a basis for the Goal 8' and 
to establish some estimates of uncertainty in rock stability at the higher thermal loads. An 
evaluation was Completed on the ability of the various configurations (subsurface designs, 
waste package options, and thermal loads) to meet the thermal goals and to determine which 
goal was the most stringent for the system performance. The impact of thermal loading on 
the performance was evaluated based on the ability of the various options to achieve thermal 
goals, operability constraints and preclosure safety, and ultimately to meet postclosure release 
standards. Complementary cumulative distribution functions were calculated for a large 
number of the different cases to estimate radionuclide cumulative releases. 

Finally, cost analysis was also included in the assessment. The parameters of importance to 
waste isolation were identified and an assessment completed to determine the degree of 
uncertainty associated with each parameter and the ability to reduce this uncertainty through 
testing or analysis. 

1.3 SCOPE 

The scope of this effort encompassed a wide range of activities and involved a number of 
different organizations within the M&O as well as several national laboratories. The effort 
extended from December 1, 1992 to December 30, 1993. The range of activities follows: 

1. Existing studies and data were evaluated to ensure that valid and up-to-date data 
were used in the study and, additionally, that the study did not "re-invent the 
wheel." 

2. Performance criteria used in the study were established using the MGDS 
Requirements Document (DOE, 1992b), the Engineered Barrier Design 
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Requirements Document (M&O, 1993b), the Repository Design Requirements 
Document (M&O, 1993c), and the SCP (DOE, 1988a). These documents were 
used to guide the establishment of waste package input, MGDS design inputs, and 
temperature criteria. As a critical element in this effort, the thermal goals 
established in the SCP were reevaluated (M&O, 1993a), and those reevaluated 
goals were used to develop temperature and other criteria for the study. 

3. The effort involved performing parametric thermal calculations over a fairly wide 
range of thermal loadings,Waste Package (WP) capacities, and subsurface designs. 
The investigation attempted to establish a better definition of what the thermal 
loading bounds might be based on such criteria as rock mechanics limits, safety, 
and waste package limits. However, only a selected set of WP sizes and 
emplacement modes were considered due to the limited funding and time 
constraints. For example, the emplacement modes considered (in-drift and vertical 
borehole) were established by direction of the program office. This study should 
not be construed as advocating one emplacement mode over another. 

4. The repository performance was evaluated for various thermal loads using a range 
of spent nuclear fuel loadings from 24 to 11 1 MTU/acre. The performance was 
evaluated using both postclosure and preclosure (safety, operability, and cost) 
criteria. 

5.  Additional thermal needs for licensing of an MGDS in the areas of modeling 
efforts and test data needed were identified as much as possible in this activity. L d  

The thermal loading study involved the assistance and participation of a large number of 
different groups within the Office of Civilian Radioactive Waste Management (OCRWM) 
program. The WP specifications, costs, and package radiation calculations were developed by 
the M&O WP Design Group. The subsurface layouts, costs, and evaluations of operability 
were performed by the M&O Subsurface Design Group. The near-field thermal calculations 
were done by Sandia National Laboratories (SNL) and the far-field hydrothermal calculations 
were performed by Lawrence Livermore National Laboratory (LLNL). Support in the area of 
geochemical evaluations was provided by Los Alamos National Laboratory (LANL). M&O 
Performance Assessment played an integral role in providing Total System Performance 
Assessment calculations of radiological exposures and rock mechanics calculations. The 
M&O Systems Analysis Group in Vienna, Virginia provided the waste stream inputs, while 
the MGDS Systems Analysis group performed analysis and evaluation of the results, and 
provided overall management for the study. 

W 

The thermal loading study built upon the experience and information developed in several 
other OCRWM studies. The results of the Phase I Thermal Loading Study (M&O, 1992) 
found "that any of the waste stream scenarios appear to be compatible with the entire range of 
thermal strategies without any special management of waste" were used as a starting point of 
this study. This study focused on receipt of waste and transporation issues for the most part. 
The thermal study was integrated closely with two other systems studies, the Waste Package 
Performance Allocation Study and the Emplacement Mode Study, and relied on some of the 
information developed in those studies. The study results were coordinated with the M&O 
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Vienna Systems Analysis Group to evaluate the impact on activities external to the "Dispose 
of Waste" functions. As part of this effort, the Systems Architecture program was used to 
evaluate system wide implications. 

1.4 ORGANIZATION OF THE REPORT 

It is recognized that thermal loading requirements can impose specifications on the system 
which reach beyond the MGDS. Restrictions might have to be placed on the waste steam 
which could impact waste acceptance strategies. If a Multi-Purpose Canister (MPC) is used, 
thermal loading decisions may impact WP construction/size and transportation. Fuel aging, if 
required, could impact storage requirements; a monitored retrievable storage (MRS) facility 
might be needed. Although this study did not look at these issues, a Systems Architecture 
Study (M&O, 1993k) did examine some of them. The cost evaluations done in the Systems 
Architecture Study were considered in this study and this is summarized in Section 6. 

The MGDS FY 1993 Thermal Loading Systems Study final report is organized in two 
volumes. Volume I is the main body of the text and summarizes the requirements and 
assumptions, analysis results, and conclusions. Volume I1 contains appendices that provide 
additional details of the analyses presented in the body of the report. 

The Executive Summary of the report is contained in Volume I. Section 1 provides the study 
objective, background and scope of the report. The performance requirements are described 
in Section 2. Input and assumptions for the report are discussed in Section 3. Sections 4 and 
5 provide results of the near-field and far-field analyses. Cost analysis results are provided in 
Section 6. Section 7 contains additional calculations and analyses that would not 
conveniently fit in one of the earlier sections. A systems analysis that integrates and 
consolidates the study results is provided in Section 8. A recommendation of those issues to 
be addressed in additional thermal analyses is provided in Section 9. Section 10 contains the 
conclusions and recommendations of the report. A glossary and references are provided in 
Sections 11 and 12 respectively. 

m 

Volume I1 contains nine appendices. Additional details of the waste characteristics, waste 
package design, and subsurface design are contained in Appendices A, B, and C. The details 
of the model inputs are provided in Appendix D. Near-field and far-field calculation details 
are discussed in Appendices E and F. Appendix G provides detail on the reliability of 
instrumentation. Details of the cost calculations are contained in Appendix H. Chapter I 
describes the geochemistry calculation details. 
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2. PERFORMANCE REQUIREMENTS 

2.1 REGULATORY BASIS 

Disposal of high-level radioactive wastes in geologic repositories is regulated under 10 CFR 
60 and this regulation specifically requires that the impact of heat produced by the spent 
nuclear fuel on the natural and engineered barriers be considered. This is clarified by the 
NRC guidance, NUREG 1466 (NRC, 1992a) which specifies that demonstrating the system 
performance of the proposed repository complies with the regulations in 10 CFR 60.133 
(CFR, 1993) and will require that the coupled T-M-H-C aspects of the repository performance 
be considered. NUREG 1466 further states that "repository-induced thermal loading of the 
host rock, surrounding strata and groundwater system may be one of the most important 
Geologic Repository Operations Area (GROA) MGDS design parameters. I' Other regulations 
such as 10 CFR 960 and 40 CFR 191 (which was vacated by the U.S. First Circuit Court of 
Appeals and remanded for repromulgation) were also considered in formulating this study. 

Congress passed the Nuclear Waste Policy Act in 1982 and amended it in 1987 to direct the 
DOE to study and develop a high-level nuclear waste repository. The NRC issued 10 CFR 
Part 60, its regulation covering the geologic disposal of high-level radioactive wastes, in 
198 1, and has since revised the regulation several times. The EPA issued 40 CFR Part 191, 
its standard for geologic disposal of high-level radioactive waste, in 1985. However, in 1987 
the U.S. Court of Appeals remanded the standard. The court cited insufficient public notice 
and unjustified inconsistencies associated with groundwater protection and individual 
protection (dose limits) as the reasons for the remand, 40 CFR Part 191 was repromulgated 
in 1993, but the new standard does not apply to Yucca Mountain. In the Energy Policy Act 
of 1992 Congress directed the National Academy of Sciences to study individual dose-based 
standards and to make findings and recommendations to the EPA on 'I... reasonable standards 
for protection of public health and safety for Yucca Mountain." The NAS report is currently 
scheduled to be completed in December 1994. No later than one year following the NAS 
study, the Energy Policy Act directs the EPA to promulgate standards for a repository at the 
Yucca Mountain site. The standards shall prescribe the maximum annual effective dose 
equivalent to individual members of the public from releases from a repository, and the 
standards shall be consistent with the NAS recommendations. Within one year of the 
promulgation of the new EPA standards, the NRC is required to modify its regulations to be 
consistent with those standards. 

The results of the NAS study, and the subsequent impacts on the EPA and NRC regulations, 
are unknown. Potential changes include, but are not limited to, modification or elimination 
of thc radionuclide release limits; modification of the 10,000 year time frame for evaluating 
regulatory compliance; and implementation of risk standard for long time periods. In the 
interim, this study will evaluate the results based on the existing regulatory framework, Le., 
the remanded 1985 version of 40 CFR Part 191 and the current version of 10 CFR Part 60. 
In order to produce a reasonably robust study, the study will examine a wide range of 
parameters and conditions as well as effects for time frames well in excess of 10,000 years. 
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The following provides a brief summary of the regulatory guidelines in 10 CFR 60 (CFR, 
1993) that served as a basis for the study: 

10 CFR 60.1 1 l(b) Retrievability of waste. (1) The geologic repository operations area 
shall be designed to preserve the option of waste retrieval throughout the period during 
which wastes are being emplaced and, thereafter, until the completion of a performance 
confirmation program and Commission review of the information obtained from such a 
program. To satisfy this objective, the geologic repository operations area shall be 
designed so that any or all of the emplaced waste could be retrieved on a reasonable 
schedule starting at any time up to 50 years after waste emplacement operations are 
initiated, unless a different time period is approved or specified by the Commission. 

10 CFR 60.1 12 Overall system performance objective for the geologic repository after 
permanent closure. The geologic setting shall be selected and the engineered barrier 
system and the shafts, boreholes, and their seals shall be designed to assure that releases 
of radioactive materials to the accessible environment following permanent closure 
conform to such generally applicable environmental standards for radioactivity as may 
have been established by the Environmental Protection Agency with respect to both 
anticipated processes and events and unanticipated processes and events. 

10 CFR 60.1 13 Performance of particular barriers after permanent closure. 

(a) General provisions 

( 1 )  Engineered barrier system. 

(i) The engineered barrier system shall be designed so that assuming 
anticipated processes and events: 
(A) Containment of HLW will be substantially complete during the 

period when radiation and thermal conditions in the engineered 
barrier system are dominated by fission product decay; and 

(B) any release of radionuclides from the engineered barrier system 
shall be a gradual process which results in small fractional releases 
to the geologic setting over long times. 

i 

(ii) In satisfying the preceding requirement, the engineered barrier system 
shall be designed, assuming anticipated processes and events, so that: 
(A) Containment of HLW within the waste packages will be 

substantially complete for a period to be determined by the 
Commission taking into account the factors specified in CFR 
60.113(b) provided, that such period shall be not less than 300 
years nor more than 1,000 years after permanent closure of the 
geologic repository; and 

(B) The release rate of any radionuclide from the engineered barrier 
system following the containment period shall not exceed one part 
in 100,000 per year of the inventory of that radionuclide calculated 
to be present at 1,000 years following permanent closure, or such 
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other fraction of the inventory as may be approved or specified by 
the Commission; provided, that this requirement does not apply to 
any radionuclide which is released at a rate less than 0.1 percent 
of the calculated total release rate limit. The calculated total 
release rate limit shall be taken to be one part in 100,000 per year 
of the inventory of radioactive waste, originally emplaced in the 
underground facility, that remains after 1,000 years of radioactive 
decay. 

(2) Geologic setting. The geologic repository shall be located so that pre-waste- 
emplacement groundwater travel time along the fastest path of likely 
radionuclide travel from the disturbed zone to the accessible environment 
shall be at least 1,000 years or such other travel time as may be approved or 
specified by the Commission. 

(b) On a case-by-case basis, the Commission may approve or specify some other 
radionuclide release rate, designed containment period or pre-waste emplacement 
groundwater travel time, provided that the overall system performance objective, as 
it relates to anticipated processes and events, is satisfied. Among the factors that 
the Commission may take into account are: 

(3) 

(4) 

Any generally applicable environmental standard for radioactivity established 
by the EPA; 

The age and nature of the waste, and the design of the underground facility, 
particularly as these factors bear upon the time during which the thermal 
pulse is dominated by the decay heat from the fission products; 

The geochemical characteristics of the host rock, surrounding strata and 
groundwater; and 

Particular sources of uncertainty in predicting the performance of the geologic 
repository. 

(c) Additional requirements may be found to be necessary to satisfy the overall system 
performance objective as it relates to unanticipated processes and events. 

I O  CFR 60.131 General design criteria for the geologic repository operations area. 

(a) Radiological protection. The geologic repository operations area shall be designed 
to maintain radiation doses, levels, and concentrations of radioactive material in air 
in restricted areas within the limits specified in Part 20 of this chapter. Design 
shall include: 

(1) Means to limit concentration of radioactive material in air; 
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Means to limit the time required to perform work in the vicinity of 
radioactive materials, including, as appropriate, designing equipment for ease 
of repair and replacement and providing adequate space for ease of operation: 

Suitable shielding; 

Means to monitor and control the dispersal of radioactive contamination; 

Means to control access to high radiation areas or airborne radioactivity 
areas; and 

A radiation alarm system to warn of significant increases in radiation levels, 
concentrations of radioactive material in air, and of increased radioactivity 
released in effluents. The alarm system shall be designed with provisions for 
calibration and for testing its operability. 

This is discussed in more detail in the Emplacement Mode Systems Study 
report (M&O, 1993e). However, the standards that must be met are now 
specified in the Radiation Control Manual (DOE, 1992a) which captures the 
requirements of 10 CFR 20 and has been mandated by the Secretary of 
Energy that these standards will be used in all DOE facilities and programs. 
The Radiation Control Manual states that the allowable dose for an individual 
that is permitted will be as low as reasonably achievable (ALARA) and less 
than 500 mrem per year. 

(b) Structures, systems and components important to safety. 

(1) Inspection, testing, and maintenance. The structures, systems, and 
components important to safety shall be designed to permit inspection, 
testing, and maintenance, as necessary, to ensure their continued functioning 
and readiness. 

(2) Instrumentation and control systems. The design shall include provisions for 
instrumentation and control systems to monitor and control the behavior of 
systems important to safety over anticipated ranges for normal operation and 
for accident conditions. 

10 CFR 60.133 Additional design criteria for the underground facility. 

(a) General criteria for the underground facility. 

(1) The orientation, geometry, layout, and depth of the underground facility, and 
the design of any engineered barriers that are part of the underground facility 
shall contribute to the containment and isolation of radionuclides. 

LJ 
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(2) The underground facility shall be designed so that the effects of credible 

disruptive events during the period of operations, such as flooding, fires, and 
explosions, will not spread through the facility. 

(b) Flexibility of design. The underground facility shall be designed with sufficient 
flexibility to allow adjustments where necessary to accommodate specific site 
conditions identified through in situ monitoring, testing or excavation. 

(c)  Retrieval of waste. The underground facility shall be designed to permit retrieval 
of waste in accordance with the performance objectives of CFR 60.1 1 1. 

(d) Control of water and gas. The design of the underground facility shall provide for 
control or water or gas instrusion. 

(e) Underground openings. 

( I )  Openings in the underground facility shall be designed so that operations can 
be carried out safely and the retrievability option maintained. 

(2) Openings in the underground facility shall be designed to reduce the potential 
for deleterious rock movement or fracturing of overlying or surrounding rock. 

m (f) Rock excavation. The design of the underground facility shall incorporate 
excavation methods that will limit the potential for creating a preferential pathway 
for groundwater to contact the waste packages or radionuclide migration to the 
accessible environment. 

(g) Underground facility ventilation. The ventilation system shall be designed to: 

(1) Control the transport of radioactive particulates and gases within and releases 
from the underground facility in accordance with the performance objectives 
of CFR 60.1 1 1 (a). 

(2) Assure continued function during normal operations and under accident 
conditions; and 

(3) Separate the ventilation of excavation and waste emplacement areas. 

(h)  Engineered barriers. Engineered barriers shall be designed to assist the geologic 
setting in meeting the performance objectives for the period following permanent 
closure. 

(i) Thermal loads. The underground facility shall be designed so that the performance 
objectives will be met taking into account the predicted thermal and 
thermomechanical response of the host rock, and (sic) surrounding strata, [and] 
groundwater system. 
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10 CFR 60.135 Criteria for the Waste Package and its components. 

(a) High-level-waste-package design in general. 

(2) The design shall include but not be limited to consideration of the following 
factors: solubility, oxidation/reduction reactions, corrosion, hydriding, gas 
generation, thermal effects, mechanical strength, mechanical stress, radiolysis, 
radiation damage, radionuclide retardation, leaching, fire and explosion 
hazards, thermal load and synergistic interactions. 

2.2 SYSTEM PERFORMANCE 

To obtain a license to emplace nuclear waste, a potential repository must comply with certain 
performance standards for both postclosure and preclosure, and meet the performance 
objectives established in the regulations. However, early in the design stages it is difficult, if 
not impossible, to assess the complete performance of the system due to lack of mature 
("validated") predictive models and adequate data. Additionally, because performance 
standards are not established for the Yucca Mountain Site (the EPA standards have been 
remanded), it is necessary to define surrogate criteria or goals. "It is believed that meeting 
those criteria should result in adequate performance of the potential repository and the natural 
and engineered barrier systems, and that the criteria could be used to evaluate and rank 
thermal loading options (M&O, 1993a)." This approach is based on a top-level strategy of 
providing for multiple barriers. 

The SCP (DOE, 1988a) attempted to define surrogate criteria that could be used to establish 
repository performance and meet design objectives. These criteria or SCP thermal goals were 
developed from knowledge existing at the time and, as a reference case, emphasized 
performance for waste emplacement in a vertical borehole. Since that time, new knowledge 
has become available and some additional analyses of thermal loading have been performed. 
Additionally, other emplacement modes such as in-drift emplacement are being considered to 
accommodate larger waste packages. New concepts such as "extended hot" (produced by 
thermal loading well above the SCP case) are also being considered as possible methods to 
achieve improved waste isolation. Thus it became clear that the thermal goals established in 
the SCP should be reevaluated. This is consistent with a phased design approach that 
incorporates maturing design concepts. 

The DOE Yucca Mountain Site Characterization Office (YMSCO) authorized a two month 
effort to reevaluate the SCP thermal goals. The objectives of the effort were to: 1) provide 
thermal criteria that would support an FY 1993 Thermal Loading Systems Study; 2) help 
focus planned testing and analysis efforts; and 3) acquire information that potentially could be 
used to initiate a change to the project technical baseline. To achieve the objectives an expert 
Working Group was established and tasked to address the following questions: 

1. What was the technical rationale for establishing a goal? 
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2. 1s the rationale still applicable and valid for more than just vertical borehole 
emplacement'! If the goal is not completely adequate should it be deleted or 
changed? 

3. Are there any other goals that are needed or would be appropriate to add? 

4. If uncertainties exist in the waste isolation performance of the repository under a 
specific goal, what tests and/or analyses should be recommended to reduce or 
eliminate the uncertainty? 

Fifteen thermal goals identified in various sections of the SCP were evaluated by the Working 
Group. I t  was recommended that two goals be deleted: 1) to keep borehole wall temperature 
<275 degrees Celsius and 2) to keep the mid-drift temperature e100 degrees Celsius. It was 
recommended to add one goal to establish a thermal loading that would not degrade the 
Upper Paintbrush Tuff Formation (Lowermost Tiva Canyon; Yucca Mountain; Pah Canyon; 
and Uppermost Topopah Spring Members) (Vitric nonwelded) (PTn) barrier. Two other 
thermal goals and a process statement were reworded to afford compatibility with any 
emplacement mode, not just the vertical borehole. A recommendation was made to increase 
the conservatism of a goal to limit potential impact on the surface environment by limiting 
temperature rise to <2 degrees Celsius rather than <6 degrees Celsius. Additionally, and 
probably more important, is the fact that based on the evaluation, additional tests and analyses 
were recommended to reduce the uncertainty associated with some of these goals. A 
summary of these goals is shown in Table 2-1. Some of these goals were used in the thermal 
loading report to evaluate the various options. Not all of the goals could be used in the 
evaluations since such things as model limitations and/or boundary conditions prevented 
predictions of temperature or stress at a specific level (e.g., the surface temperature). Thus, 
only about eight of the goals shown in Table 2-1 plus a monitoring goal which is discussed 
later were used in the evaluation. The "starred" goals in Table 2-1 were those used. A more 
detailed discussion of all the goals and a mapping of these goals to the regulatory 
requirements is discussed below. The evaluations against the goals along with a summary 
table are shown in Section 8. 

To determine how each of the goals listed in Table 2-1 met the regulatory requirements, some 
discussion was presented as to the rationale that established each goal. One of the first things 
done in the SCP Thermal Goals Reevaluation (M&O, 199321) was to review work completed 
at the time the goals were established and question some of the original members of the SCP 
team about what rationale was used for a goal. A short summary of the rationale for 
establishing each goal was extracted from the M&O report (1993a) and is the following: 

Goals 1 and 2: The principal SCP rationale for setting upper limits on temperature in 
these units is the concern that mineralogic changes could occur due to dehydration 
induced by potential repository heating and that these may cause "chemical and physical 
effects that could be detrimental to waste isolation." (Smyth, 1982) These goals are 
somewhat redundant because the CHn unit underlies the TSw3 unit but both were 
retained by the working group doing the goals reevaluation. 
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Table 2-1. Revised SCP Thermal Goals 

Number 

1* 

2" 

3 

W 
Thermal Goal 

Limit Temperature of CHn to <I 15°C 

Limit Temperature of TSw 3 to <115"C 

Relative Motion <lm at the top of TSwl 

w 

4 

5 

6 

7 

Rise in Surface Temperature <2"C 

Surface Uplift ~ 0 . 5  cdyear  

Design Basis Thermal Loading Less Than Allowable Thermal Loading 

Deleted 

8" 

8'" 

Keep The Rock Mass Temperature at I-m From Vertical Borehole <200"C 

Keep In-Drift Wall Temperatures <200"C 

II 9* 
Boreholes That Do Not Load Container Beyond Limits Imposed Under 
Issue 1.10 

II IO* I Maximize Time the Waste Package Container Stays Above Boiling, 1 Consistent With the Thermal Strategy Developed II I 

II 11* I Fuel Cladding Temperature <350"C 

II 12 I High Level Waste Glass Temperature 400°C 

II 13* 
Temperature in Access Drift 4 0 ° C  for First 50 Years, Any Emplacement 1 Mode 

I1 14 1 Deleted 

Emplacement Drift Wall Temperature <50"C for First 50 Years for 
Horizontal Borehole 

I1 16 1 Establish a Thermal Loading Which Would Not Degrade P T n  Barrier 

*Thermal goals used in this evaluation 
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Goals 3 and 5: These goals should be treated together as far-field thermomechanical 
goals. Their purpose was to ensure that far-field thermal effects would not produce 
preferential pathways for fluid flow. 

Goal 4: This goal originated as an environmental requirement to limit surface 
temperature changes to levels which would not result in significant changes in the near- 
surface biological environment. 

Goal 6: This goal was very generic so that the potential repository would be designed 
to accommodate borehole and drift spacing which would provide the flexibility 
necessary to achieve the thermal loading in the potential repository. 

Goal 7: This goal was deleted. 

Goal 8: This goal was established to minimize adverse stresses in the rock around the 
borehole that may cause closure of the borehole, local rock failures resulting in damage 
to the container (pre-and postclosure concern), and/or to prevent retrieval of the 
container (preclosure concern). 

Goal 8': This goal was recommended for addition. It deals with in-drift emplacement 
and based on thermo-mechanical analysis that was done it was determined that it is 
primarily the temperature gradient rather than the actual temperature that will give rise 
to stresses in the rock that may result in failure. The study determined that for rock 
present at Yucca Mountain, steep thermal gradients into the rock can develop if the rock 
surface temperature starts to exceed about 200 degrees Celsius. These gradients result 
in large stresses which conceivably could result in rock failure. Keeping the 
temperatures below 200 degrees Celsius would prevent thermal gradients of a magnitude 
that could cause large-scale failure to develop. It is possible to have very steep thermal 
gradients around a drift without the wall temperatures exceeding 200 degrees Celsius. 
However, the 200 degrees limit was also to keep possible increases in thermal expansion 
of the silica phase inversions from occurring which would have an adverse impact on 
the rock strength. This goal needs to be reexamined as more data becomes available. 

A h  

Goal 9: This goal was established so that waste package integrity would not be 
compromised due to borehole loading. 

Goal 10: This goal was linked to nuclide containment in 10 CFR 60 and the belief that 
the waste package lifetime could be extended by keeping the drift walls above boiling as 
long as possible. Since it was realized that it will be the waste package material, 
temperature, and environment, not strictly borehole or drift temperatures, that will 
ultimately govern waste package lifetime, a decision was made to revise this goal. The 
goal was revised to state that the time the waste package stays above boiling should be 
maximized as long as it is consistent with the thermal strategy selected. 

Goal 11: The thermal goal to limit the fuel cladding temperature was originally 
established based on studies performed at Pacific Northwest Laboratories. In those 
studies, if .the temperature of the fuel rods exceeded about 380 degrees Celsius, the 
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Zircaloy fuel cladding would likely fail due to creep. To ensure that the cladding would 
not undergo creep failure a conservative "not to exceed" goal of 350 degrees Celsius 
was established. However, additional experiments are needed to better characterize this 
number. 

Goal 12: It was believed that temperatures above this value could result in 
devitrification of the borosilicate glass waste form. 

Goal 13: The rationale for this goal is to establish an environment during the 
emplacement period that could be modified to allow access by thermally unprotected 
workers and, in closed areas, could be cooled within eight weeks to allow such access. 
This goal was established for the vertical borehole emplacement mode. 

Goal 14: This goal was recommended for deletion. 

Goal 15: This goal, found in the SCP on page 8.3.5.2-10 (item 2) in Section 8.3.5.2 
(Waste Retrievability), is similar to the goal for the vertical borehole case. What may 
be confusing is that the words "emplacement drift" are used. However, the horizontal 
borehole emplacement drift is similar to the vertical borehole access drift. This is 
clearly shown in Figure 6-64 on page 6-151 of the SCP (DOE, 1988a). Hence, the 
rationale for this goal is similar to that for Goal 13. 

Goal 16: This goal was proposed for addition. It was suggested that a goal be 
established to keep the Paintbrush nonwelded member (PTn) below boiling to prevent 
I4C release or conditions that might enhance water percolation. The PTn unit exists 
between the Tiva Canyon (TCw) and Topopah Spring (TSw) welded units and is 
recognized as potentially important for controlling the rate and spatial distribution of 
water entering the deep unsaturated zone as net land-surface infiltration. The presence 
of thin vitrophyres in the basal TCw and upper TSw, and the relatively high hydraulic 
conductivity and storage capacity of the nonwelded and bedded tuffs of the intervening 
PTn unit, combine to divert ground water laterally down-dip and away from the 
potential repository. Although the effectiveness of this potential barrier remains to be 
evaluated fully, the PTn may be capable of limiting the amount of infiltrating water that 
could readily percolate to the potential repository horizon under present day arid as well 
as possible future wetter climatic conditions. It is speculated that the PTn may also 
provide a barrier against release of 14C if a waste package is breached. Since the group 
could not establish a quantitative goal, such as boiling, without any technical basis, it 
was decided (M&O, 1993a) to provide a more qualitative goal as a placeholder until the 
adequate technical evaluation is completed. 

To show how the above goals are perceived to meet the regulatory requirements in 10 CFR 
60 mentioned above, the mapping of these goals to the specific regulation is shown in Table 
2-2. 
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Table 2-2. Mapping of Thermal Goals to Regulatory Bases 

Regulation 

10 CFR 60.1 13 (a) Substantially complete containment 

10 CFR 60.133 (e )  and 10 CFR 60.113 (a)(l)(ii)(B)Avoid adverse structural 
deformation, geochemical process, or geomechanical 

10 CFR 60.133 (c) and 60.111(b) Permit retrieval 

10 CFR 60.133 (h) EBS assist geologic setting in meeting performance 
objectives 

10 CFR 60.133 (i) Thermal effects will allow performance objectives to be 
met 

10 CFR 60.113(b) and 10 CFR 60.135 () Interaction of WP with 
Environment does not compromise performance 

10 CFR 60.131 (b)(8), 10 CFR 60.143, and 10 CFR 60.141 Provide for 
monitoring through permanent closure 

Goal # 

3, 6, 8, 9 10, 11, 12, 16 

3, 5, 8, 8', 9, 16 

6, 8, 8', 9, 13, 15 

10, 11, 12 

1, 2, 3, 4, 5,  6, 8, 9, 10, 11, 12, 13, 15, 16 

1, 2, 3, 5, 9, 10, 11 

Criteria developed in Section 7 and Appendix 
G 
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Although monitoring the potential repository after emplacement and until permanent closure 
was not spelled out in the SCP as a thermal goal, it is nevertheless required by regulations. 
Specifically, 10 CFR 60.143 (CFR, 1993) mandates that a program be established to monitor 
the waste packages until permanent closure. Additionally, 10 CFR 60.141 states that 
appropriate in-situ monitoring of the thermo-mechanical response of the underground facility 
shall be conducted until permanent closure to ensure that the performance of the natural and 
engineered features is within design limits. Other passages such as 10 CFR 60.141, 140, 133, 
I3 1, 101 and 5 1 all state that monitoring of the underground facility will be done. The 
ability to monitor the potential repository will be impacted by the thermal loading since 
instrumentation and components can have significantly reduced lifetimes under high 
temperatures. The criteria for monitoring were developed in a small study done by the M&O 
in support of this study and the details reported in Appendix G. The evaluation against the 
thermal performance is presented in Section 9. 

One way to evaluate or "grade" the performance against the thermal goals is to weight each 
of the goals equally. These are, however, goals and not inviolate criteria and thus ultimately 
such an application would be unrealistic. Specifically, studies and data may ultimately 
indicate that improved performance could be achieved by relaxing a particular goal. An 
example of this may be allowing the waste package to exceed the 350 degrees Celsius 
centerline temperature to achieve an extended hot condition if it is ultimately shown that this 
will substantially improve waste isolation performance. One way to determine the weighing 
that a given goal should have is to rely on expert elicitation. Steps were taken to initiate this 
process but the effort was not completed and will have to be done on the follow-on study. 
Thus, the combined performance against each goal was measured and, although somewhat 
unrealistic, each goal was considered to carry the same weight as any of the other goals. 

The revised set of goals was used in the FY 1993 Thermal Loading Systems Study as the 
criteria against which the performance was "graded." The study also provided some specific 
recommendations that certain work be done to allow a better evaluation to establish a more 
definitive basis for the thermal goals. These preliminary goals need to be evaluated further 
once the recommended studies have been completed. As information becomes available, 
some goals are likely to be changed, dropped, or added. Ultimately the licensing arguments 
must be based, for the most part, on performance calculations. 
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3. INPUT AND ASSUMPTIONS 

The purpose of this section is to identify some of the input conditions for the study and some 
of the assumptions used. The section starts by introducing the reference case against which 
the various cases are compared. An important aspect of the problem that must be applied 
consistently across the range of thermal loads is what are the waste stream and the fuel 
characteristics most likely to exist at the time of disposal. The rationale for the WP 
capacities ultimately chosen for the parametric studies is discussed in this section. The 
generic subsurface designs chosen are presented with a discussion of how and why the 
specific designs were developed. The methodology used to establish what thermal loadings 
would be considered in the study is described. Finally, some of the important aspects of the 
data used and the assumptions selected are described. 

3.1 REFERENCE CASE 

The thermal loading study reference case for the MGDS is based on the current baseline. The 
MGDS baseline design consists of a site, surface facilities, subsurface facilities, waste 
packages, and shafts and ramps connecting the surface and subsurface facilities. Many of 
these features of the MGDS design are dependent on the performance allocated to the EBS 
which includes the waste package design and the way in which it interacts or works in 
concert with the natural barriers, hence the thermal loading plays a key role in the 
performance. The technical baseline for the MGDS is detailed in the following reference 
documents. These documents, a subset of the Level 2 - Change Control Board (CCB) 
Baselined Documents, consist of the following: ~r, 

DOE (19914: "Yucca Mountain Site Description Baseline (Basis for Site 
Characterization Plan, Chapter S)," (YMP/CM-0008), describes the site of the potential 
first repository. 

DOE (1991 b): "Conceptual Design of a Repository (Basis for Site Characterization 
Plan, Chapter 8)," (YMPKM-0009), provides the baseline repository design description. 

DOE (1 991 c): "Waste Package Design (Basis for Site Characterization Plan, Chapter 
S)," (YMP/CM-00 IO), provides the baseline waste package design. 

DOE (1 993a): "Exploratory Studies Facility Technical Baseline (Vol. I and II)," 
(YMP/CM-O016), provides the ESF technical baseline. After completion of the site 
characterization project and if the site is deemed suitable, portions of the ESF will 
become part of the repository, the ESF ramps will provide access to the underground 
levels, the ESF ramps and main drift will provide the conduit for ventilation air to 
support waste emplacement operations, and the exploratory drifts of the ESF will 
penetrate waste emplacement areas. 

The "Reference Description of the Civilian Radioactive Waste Management System 
(CRWMS)" (M&O, 1993g) provides a summary description of the CRWMS and the MGDS. 
The MGDS performs the waste disposal function of the CRWMS, and includes waste 
isolation. A very brief description of the MGDS functions performed by the reference case 
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LL14 
design is provided. Waste is received from the CRWMS transportation system in the form of 
transportation casks. The casks are unloaded in the surface facilities and transferred into 
waste packages for disposal. The waste packages are transported to the underground facilities 
for emplacement. The EBS is designed so that the waste packages are retrievable. A period 
of retrievability of 50 years after initial waste emplacement in the repository has been 
prescribed in the baseline documents. The performance of the repository is to be monitored 
to confirm that the system can perform the waste isolation function. At the end of the 
performance confirmation program, a license application for permanent closure will be 
submitted, if judged appropriate. If a license for permanent closure is issued, the repository 
will be closed and decommissioned. 

The Thermal Loading Systems Study reference case is a thin-walled WP emplaced in a 
vertical borehole at a thermal loading of 57 kW/acre. This case provides the cost basis for 
comparison that was used for all the other cases considered in this study. The waste stream 
used in the SCP reference case was 10 year old fuel and 33 gigawatt days (GWd)/MTU 
burnup (DOE, 1988a). More recent information in the fuel characteristics data base indicates 
that the average fuel will have a higher burnup and older age at disposal and this is discussed 
in more detail in Section 3.2. Because of this it was decided to update the waste stream with 
the most current characteristics. However, as one of the concepts evaluated, the updated fuel 
was packaged in a 6 PWR package which would produce a heat output at emplacement in the 
range produced by the SCP WP. The average fuel characteristics selected for the study were 
a PWR fuel with an average age of 22.5 years, 42.2 GWd/MTU burnup, and 3.92 percent 
enrichment and a BWR fuel that had an average age of 23.5 years, a 32.2 GWd/MTU burnup, 
and a 3.10 percent enrichment. 

Regarding thermal calculations, the far-field analysis performed calculations at 55 MTU/acre 
which, for the fuel used, produces the reference loading of 57 kW/acre at emplacement. In 
the near-field area an evaluation of earlier work by Hertel and Ryder (1991) was done to 
evaluate performance. The cited work showed how large a WP could be for a vertical 
borehole and not violate thermal goals and also how large an Area Power Density (APD) 
could be accommodated without violating goals. The Total System Performance Assessment 
(TSPA) work, which is referenced and included in the report to evaluate radionuclide release 
dosages, also considered as one of the various options evaluated, a thin-walled WP emplaced 
in a vertical borehole. For this study, the 55 MTU/acre case was calculated for the near-field 
analysis, but unfortunately, no vertical borehole cases were run. Therefore, in the evaluation 
of near-field or preclosure performance the study did not produce the calculations that would 
directly tie to the reference case. 

There was a need to vary the potential repository size to obtain the different thermal loadings. 
Comparisons are made with the reference case for various WP capacities and in-drift 
emplacement. The SCP case at 57 kW/acre required a repository area of about 1420 acres, 
and a heated area of 11215 acres, out of the potential useable primary area of 1850 acres as 
discussed on page 6-227 of the SCP (DOE, 1988a). To evaluate the different thermal loads 
this area had to be varied in the thermal study since the amount of fuel to be emplaced was 
fixed at 63,000 MTU. The area was allowed to vary over a range of about 570 to 2600 acres 
as discussed in Section 3.4. The fuel used in the study required about 1200 acres to emplace 

mh 
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the fuel at an AML of 55 MTU/acre, which corresponded to the 57 kW/acre reference case. 
This was a similar area to that used in the SCP. This will be discussed in more detail below. k J  
3.2 WASTE STREAM ANALYSIS 

The waste stream arriving at the repository depends on the scenario and assumptions used in 
the analysis. The waste stream implicitly reflects the system designs and operating concepts. 
It can be thought of as the "fingerprint" of the system. A given waste stream also yields 
unique average characteristics and distributions around those averages. These parameters may 
be expressed in a number of ways depending on the needs of subsequent analyses. For this 
study, average characteristics at emplacement and equivalent, aggregated thermal source terms 
for temperature analyses were needed. These average source characteristics were used in the 
far-field analysis. However, for the near-field analysis only a single element of this average 
fuel, the hotter PWR fuel characteristics was used to be conservative. These provided some 
conservatism since the PWR fuel will produce higher near-field temperatures than either 
BWR or a mix of PWR and BWR. This section presents summary results of the waste 
stream analysis; Appendix A discusses the methodology and models used to produce the 
results. Detailed results are documented in the References King, 1993a and King, 1993b. 

The key system scenario parameters and assumptions are shown below. 

Youngest Fuel First with minimum age of 10 years [YFF(10)] waste acceptance 
Flowthrough/passthrough at the Monitored Retrievable Storage (MRS) facility 
Full core reserves (FCRs) maintained 
Oldest Fuel First (OFF) selection for dry storage when pools are full 
Dry storage fuel pickup deferred. 

LJ 

Fuel selection for pickup at the waste generators is done according to the rule Youngest Fuel 
First, greater than or equal to 10 years old (YFF(l0)). For a given year's allocation, the 
appropriate pools' inventories are examined and fuel is selected YFF( IO) at each pool until 
that year's allocation has been filled. Other selection schemes were examined, but YFF( 10) 
was chosen since it represents a conservative middle ground between oldest fuel first (OFF) 
and YFF. OFF and YFF selection yield bounding waste stream characteristics, and YFF(10) 
is a convenient point between but towards the conservative bound. It should be noted that, as 
discussed above, only simple aggregate averages were used in the thermal calculations 
although the cost analysis considered the entire YFF( 10) scenario. As such, the thermal 
calculations did not include the full variation in heat output that can occur. This variability 
and its impacts will be examined in a later study. 

MRS passthrough/flowthrough refers to the common assumption that during steady state 
(3000 MTU/yr) MRS operation, inventory turnover is minimized by shipping all fuel arriving 
at the MRS on to the repository. Flowthrough refers to receiving rail casks and assembling 
them into unit trains without opening them; passthrough refers to receiving truck casks and 
repackaging the fuel into from-MRS rail casks. 

At the reactor spent fuel pools, assumptions about inventory management can have significant 
impacts on the waste stream characteristics. These assumptions deal with how pool overflow 
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into dry storage is handled and how fuel in dry storage is withdrawn. Although not explicitly 
required by the NRC, FCRs are routinely maintained in practice. Maintaining a full core 
reserve (FCR) means leaving room in the pool to discharge one full core of fuel to allow for 
emergency discharge of all fuel in the reactor. When a pool has filled to the point of FCR, 
any additional discharges result in pool "overflow," requiring on-site dry storage (outside the 
pool) to maintain FCR. Pools serving multiple reactors, called shared pools, maintain only 
one FCR, not one for each reactor. 

A selection rule is needed to computationally track which fuel assemblies are placed into dry 
storage when the pool is full. This choice is important because under typical assumptions, 
only 63,000 MTU out of a total of 86,000 MTU (projected total fuel by Energy Institute of 
America assuming no new reactors) are picked up for emplacement in the first repository. 
This "subsetting" of the fuel leads to significant differences in average characteristics seen at 
the repository, depending partially on at-reactor inventory management assumptions. Another 
closely related analysis assumption is whether or not to defer pickup of fuel placed in dry 
storage until the pool is empty or contains only fuel less than five years old. The 
assumptions made for this analysis are those typically made in waste stream analyses: fuel is 
placed into dry storage OFF and pickup of fuel in dry storage is deferred. These assumptions 
lead to significant amounts of fuel being placed into dry storage but never picked up since 
only a subset of the total inventory is ultimately accepted (for the first repository). This 
effect skews the average characteristics seen at the first repository. 

For this study, containerization upstream of the repository is not important, but 
containerization into WPs at the repository clearly is important for any repository thermal 
analysis. WP capacity was parametrically varied for the waste stream produced using the 
system level assumptions discussed above. The detailed results for all WP combinations are 
not presented here; they can be found in References (King, 1993a and King, 1993b). The 
methods and models used to simulate loading discrete WPs and converting WP inventories 
into equivalent thermal source terms are discussed in Appendix A. Relatively few 
assumptions and scenario parameters are needed for this portion of the waste stream analysis. 
The primary assumptions and parameters concern WP capacity, lag storage, blending, and 
source term aggregation. 

For a given waste stream, WP capacity drives the number of WPs needed and the average 
WP characteristics. Of the many combinations of WP capacities analyzed, three were used in 
subsequent calculations. All are uniform packages, meaning only one assembly type (BWR 
or PWR) is in a given package. The three packages retained were: 6 PWR/12 BWR, 12 
PWR/2I BWR, and 21 PWR/40 BWR. Summary results for these cases are shown in Table 
3-1. 
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PWR 

Cap. No. Pkgs Avg Heat' 

6 15,863 2,907 

12 7,93 1 5,814 

21 4,532 10,174 

I' I I I I 

NOTES: 1) Average Heat Output at Emplacement (watts/package) 

BWR 

cap. No. Pkgs Avg Heat' 

12 10,394 1,843 

21 5,939 3,226 

40 3,118 6,145 

The term lag storage, used generically here, refers to the assumed quantity of fuel on hand 
from which WPs are loaded. Blending refers to the approach used to load the packages with 
individual assemblies. For computational convenience, each year's total arriving inventory of 
assemblies was assumed to be available for loading packages. The actual number of 
assemblies that will be available for loading packages is unknown and could be quite small. 
The lag storage parameter affects distributions of package characteristics (especially heat) 
around the averages but has only a second order effect on the averages themselves. System 
implications of repository above ground storage and lag storage are the subject of a system 
study planned for FY 1994. That study is intended to provide a basis for repository storage 
requirements. Currently, the waste packaging model allows parametrically varying lag storage 
capacity, but for this study, the annual method was used (corresponding to 3000 MTU "lag" 
storage). For a given quantity of lag storage, blending is done with a simple algorithm that 
alternately picks the hottest and coldest assemblies from a heat sorted list. This approach 
minimizes the distribution of waste package heats. Blending was used in all the waste stream 
analyses done for this report. It is recognized that complete freedom to select assemblies 
from an inventory of 3000 MTU has significant design and logistical implications and is 
probably unrealistic. However, since only average quantities are needed for this study, the 
blending issue is not critical. Ultimately the fuel variability must be considered but it was 
determined to be beyond the scope of this first study. 

ad 

Source term aggregation is discussed in Appendix A. Aggregation is required as a practical 
matter since most thermal models cannot handle discrete waste packages and still maintain 
reasonable run times. Equivalent thermal source terms were produced from the actual WP 
inventories generated by the packaging model. The aggregation can be done three different 
ways: by waste package, by year, or by equivalent mass increment. Aggregation by year was 
used for this study. The annual method results in equivalent thermal source terms, one for 
BWRs and one for PWRs, for each emplacement year. BWR and PWR assemblies are 
aggregated separately since the heat decay curves are distinctly different for the two fuel 
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E4 types. The source terms are reported as the mass weighted average characteristics and the 
corresponding total mass and number of waste packages for each source term. The lumped 
characteristics yield a unique thermal decay curve for each source term, and the total mass 
and number of waste packages are needed for proper spatial distribution of the sources in the 
thermal models. Since the source terms are aggregated up to the annual level, waste package 
capacity does not affect the averaged Characteristics. Table 3-2 shows typical equivalent 
source terms. 

Finally, a brief discussion is warranted on the assumed receipt rates used in the system level 
waste stream analysis discussed at the beginning of this section. This discussion is warranted 
because the receipt rates changed slightly towards the end of the study. Receipt rates are 
specified in the system level waste stream analysis as the annual amounts to be picked up at 
waste generator sites and the annual amounts to be emplaced. Initially, receipt rates based on 
the System Throughput Rate Study (M&O, 1993j) were used and the waste stream resulting 
from these receipt rates was used in most thermal calculations. However, the Mission Plan 
Amendment receipt rates are considered to be the baseline and thus the OCRWM Mission 
Plan and Mission Plan Amendments (DOE, 1988b and DOE, 1991d) rates were used to 
perform a sensitivity analysis. A brief discussion of the differences between the two is 
warranted to show that negligible differences, from the standpoint of the study, exist between 
the two receipt rates. In both cases, the steady-state throughput rate is 3000 MTU/yr; the 
differences occur in ramp up and ramp down rates in the transition periods of the scenarios. 
The use of one or the other receipt rate would produce negligible impact on the thermal 
loading since the resulting change in average characteristics was much less than the inherent 
uncertainty in thermal properties and theoretical models. The maximum changes in average 
characteristics resulting from the revised receipt rates were 1-2 percent. The Mission Plan 
receipt rates are within the range used in the baseline, and these rates will be used 
consistently in any follow-on analysis to this study. Table 3-3 shows the Mission Plan receipt 
rates, and Table 3-4 shows how the difference in receipt rates affected the characteristics. 

-a- 

The Spent Nuclear Fuel (SNF) decays at a very predictable rate once it is removed from the 
reactor. The isotopes that produce the majority of the energy given off by the fuel change as 
the fuel ages since the shorter lived isotopes decay and are replaced by longer lived ones until 
ultimately all the isotopes have decayed. To notionally demonstrate this a characteristic 
decay curve is provided in Figure 3-1. The isotopes responsible for the very rapid decay in 
the first 5 years are primarily Ru'", Co6', and C S ' ~ ~ .  Over the 30 year time frame the decay 
of Sr9' and C S ' ~ ~  are primarily responsible. The decay in energy produced over the first 300 
years is roughly two orders of magnitude. At longer times the decay in the long-lived 
transuranics produces much slower decreases in energy with another order of magnitude 
taking about 10,000 years. Fuel aging and the effects on thermal strategy will be discussed in 
Section 7. 
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Table 3-2. YFF(10) Equivalent Source Term Mission Plan Amendment Receipt Rates (21 
PWR and 40 BWR Assemblies) is 
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Table 3-2. YFF( 10) Equivalent Source Term Mission Plan Amendment Receipt Rates 
(21 PWR and 40 BWR Assemblies) (Continued) 

Time at 
Eniplace 

~ Type 
' (1-BWR), 

(2-PWR) 

MTU Wgt Avg 
Bumup 

Wgt Avg 
Age 

_- 
17.08 

19.67 

16.18 

19.44 

16.76 

20.04 

17.97 

23.97 

25.3 

-- 

1 2023 

2023 

2024 

2024 

2025 

2025 

2026 

2026 

2027 

2027 

2028 

- 

1045.2 

1923.52 

893.67 

21 15.78 

1014.9 

1962.19 

999.83 

20 13.73 

1137.69 

1811.87 

-~ 

--- 

-- 
-- 

-~ 
- 

-- 

-- 

34844.2 

42253.6 

3223 1.6 1 

4249 1.98 

32016.54 

43879.06 

35 146.93 

4 1 390.75 

29937.71 

- 

-- ._ 

---- 

~- 2 

1 

2 

1 

-I- 

2 

1 

2 

1 

2 
- 

42350.6 23.82 

30.75 

26.98 

39.59 

26.25 

43.35 

41.99 

40.05 

38.1 

36.93 

35.64 

37.7 

34.72 

_- 

-- 

__ 

__-- 

1 27956.86 1275.09 

1757.44 2028 2 

1 

40041.13 

2425 2.5 2 2029 1127.63 

2029 2 1855.03 42168.04 

25675.29 

34877.2 1 

30779.6 1 

38028.32 

32979.42 

4 1027.6 8 

32252.19 
- 

2030 1 1341.27 

1608.14 2 

1 

2 

I 

- 

2030 

203 1 1207.03 

18 14.8 

1153.72 

1852.72 

-- 
I _ _ ~  

203 I 

2032 

2032 

2033 

203 3 

2034 

2034 

- 

- 

1 

- 2 

1 976.04 

1683.83 

8 13.99 

1613.51 

- 42591.4 2 

30038.2 1 38.35 

35.53 

1 

2 42099.95 
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U 

- Year 

1998 
1999 
2000 
200 1 
2002 
2003 
2004 
2005 
2006 
2007 
2008 
2009 
2010 
201 1 
2012 
2013 
2014 
2015 
2016 
2017 
2018 
2019 
2020 
202 1 
2022 
2023 
2024 
2025 
2026 
2027 
2028 
2029 
2030 
203 1 
2032 
2033 
2034 

08/29/94 

Table 3-3. Mission Plan Receipt Rates 

Pick UP 

300 
400 
550 
875 
875 
875 
875 
875 
875 
875 
875 
875 
1800 
1800 
1800 
1800 
1800 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
2875 

0 
0 
0 
0 
0 

3-9 

Emplace 

0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 

400 
400 
400 
900 
1800 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
3000 
2700 
2400 

BOC)000000-01717-5705-00013 Rev. 1 



Table 3-4. Effect of Changing Receipt Rates on Average Characteristics 

Deltas: 

PWR 
BWR 

PWR 
BWR 

PWR 
BWR 

3.3 WASTE PACKAGE ANALYSIS 

B urnup 
4221 1 
32236 

42595 
32504 

0.91 percent 
0.83 percent 

22.5 
23.5 

22.7 
24.0 

0.89 percent 
2.13 percent 

The thermal loading calculations were done over a range of different WP capacities to 
evaluate the effect that capacity had on performance. To establish the sizes, capacities, and 
weights for the WP a number of studies were done by the Waste Package Design Group of 
the M&O. The details of these analyses, including some thermal calculations of WP 
temperatures needed t.0 determine whether or not the various emplacement methods 
considered would violate the centerline WP goal of 350 degrees Celsius, are summarized in 
memos included in Appendix B of this report. A synopsis of the Waste Package Design 
Group efforts is provided below. 

Because of the large number of combinations that would be produced by the thermal loads (five), 
WP sizes, and emplacement modes (three), it was decided to limit the number of WP sizes to 
three for the systems study. The waste package capacities chosen for the Thermal Loading Study 
were packages that could hold 6, 12, and 21 PWR assemblies or alternatively 12, 21, and 40 
BWR assemblies. The reasons for choosing a 21 PWR package were based on work done by 
the Waste Package Design Group who, early in FY 1993, felt that this would be an optimum 
design for M I T  because of space efficiency and criticality considerations (Bahney and Doering, 
1993; included in Appendix B of this report). Also, from an efficiency standpoint, a 12 PWR 
package would provide an optimum configuration that also could be handled by most of the 
electric power companies. This was a suitable, mid-range size WP and therefore chosen for the 
study. However, earlier studies (Hertel and Ryder, 1991) have shown that anything over about 
5.2 kW would violate the thermal goals for a vertical borehole. Thus, at 5.8 kW, a 12 PWR 
package would exceed the thermal goals of centerline temperature and 1 m wall temperature if 
placed in a vertical borehole. Although an 8 or 9 PWR package could likely be placed in a 
vertical borehole without exceeding the thermal goals, a package was needed which would be 
comparable in quantity and energy output to that used in the baseline established in the SCP. 
The baseline was a waste package which had 6 consolidated PWR assemblies (DOE, 1988a 
Chapter 7 page 7-28), although several other options including a hybrid (3 PWR and 4 BWR) 
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package are dliscussed in the SCP. This was one reason that a 6 PWR size package was 
considered, although there was no intention to use fuel consolidation. The 6 PWR package 
will produce an initial (at emplacement) power of about 2.9 kW using the YFF(I0) fuel 
specified in Appendix B. This is essentially identical to the 3 kW power output of the hybrid 
WP defined i n  more detail in the SCP-CDR (SNL, 1987). Thus, for the above reasons, the 
above identified WP package sizes were chosen for the Thermal Loading Study. 

WP wall thickness affects the performance from the standpoint of corrosion and also affects 
the ability to emplace and retrieve the WPs since different thicknesses will result in different 
weights. However, with the criteria used, the WP wall thickness only affects the calculation 
of fuel centerline temperatures and therefore only one of the thicknesses shown in Appendix 
B was selected for the thermal loading study. Thus, System Study Case 2 shown in 
Appendix B was selected as a representative case to use in the thermal loading study. It 
should be noted that while the thermal loading did not specifically address WP wall 
thicknesses, the TSPA study did and these results are factored into this analysis. 

The WP concepts identified as System Study Case 2 had an outer barrier thickness which 
varied from 10 to 45 cm and consequently package lengths from 4.83 to 5.53 m. An example 
of one of the concepts is the WP with a 10 cm outer barrier and the characteristics (diameter, 
length, and weight in tonmes) for this case for the three package sizes are summarized in 
Table 3-5. This case has an inner corrosion-resistant barrier of 0.95 cm thickness, alloy 825 
with an outer corrosion allowance barrier of 10 cm carbon steel. The material properties of 
these metals were taken from the American Society of Mechanical Engineers (ASME) (1986) 
standards. This WP is about 4.8 m in length. This compares with the reference WP that has 
a single wall 1 cm thick with an outer diameter of 66 cm, a length between 3.1 and 4.7 m, 
and a weight of 2.7 to 6.4 tonnes (page 7-25 of DOE, 1988a). It should be noted that the 
maximum WP length that might possibly be used is 5.64 m; this length was used for 
considerations of package spacing in the near-field thermal calculation work discussed further 
in Section 4. 

rn 

Table 3-5. Waste Package Characteristics 

1st barrier = 0.95 cm 
2nd barrier = 10 cm 

Overall Length = 4.831 m 

II 21 I 40 

Outer 
Diameter 

(m) 

1.19 

1.41 

1.75 
-- 

50.5 46.9 e 
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3.4 SUBSURFACE DESIGNS 

Subsurface designs were required for the various thermal calculations and the operability 
assessments. The Subsurface Design Group of the M&O provided the necessary input for the 
study. The designs developed amounted to a determination of the emplacement drift spacing, 
WP spacing, number and length of emplacement drifts, amount of repository area required for 
access tunnels, and the total repository area required for a given thermal loading. Detailed 
repository designs were neither needed nor warranted for this study. Therefore the 
requirement levied on the Subsurface Design Group was to provide a generic design that 
could be scaled in a consistent manner among the various thermal loadings being evaluated. 

w 

The generic design ultimately chosen for the assessment was one which encompassed a 
rectangular area that varied with thermal load from about 570 to 2600 acres. The width of 
the rectangle was established as 1250 m, based on the length of an emplacement drift of 1235 
m with an access drift on each end. The average length of an emplacement drift in recent 
repository layouts using the upper block of the primary area (west of the Ghost Dance Fault) 
is approximately 1235 m from the centerlines of access drifts located at each end per the 
"Repository Subsurface Layout Options and ESF Interface" (CRWMS B00000000-0 17 17- 
5705-00009, Rev. 00, December 1993, pp. 5-51.) This allowed a stand-off distance of about 
120 m from the Ghost Dance Fault (CRWMS B00000000-01717-0200-00089, Rev. 01, 
December 1993, pp. 14). The number of emplacement drifts was then calculated based on the 
number of WPs per drift and the total number of WPs to emplace. A setback distance from 
the access drifts to the first WP of 40 m for most of the emplacement modes and 20 m for 
the vertical emplacement mode was based on information provided in the SCP (DOE, 1988a). 
The spacing of the drifts was established based on the spacing of the WPs within an 
emplacement drift and the desired thermal loading AML to be achieved. The spacing of the 
drifts was also restricted to ensure that the drifts were no closer together than allowed using a 
30 percent extraction ratio, per Table 8.3.2.2-3 of the SCP (DOE, 1988a). Generic repository 
layouts were designed for the following cases: 

" 
Vertical Borehole Emplacement; 6 PWR package; 24, 36, and 55 MTU/acre 

Horizontal Borehole (long and short): 6 PWR package; 24, 36, and 55 MTU/acre 

In-Drift Emplacement (4.3 and 7 m diameter drifts); 6 PWR package; 24, 36, 55, 83, 
and 111  MTU/acre 

In-Drift Emplacement (4.3 and 7 m diameter drifts); 12 and 21 PWR packages; 24, 36, 
55, 83, and 11 1 MTU/acre 

Only the 6 PWR package was considered for emplacement in the vertical borehole due to size 
constraints and the fact that larger packages would exceed thermal goals as discussed above 
in Section 3.3. However it should be noted that the thermal goals would likely not be 
exceeded by a 9 PWR WP placed in a vertical borehole. 

1 

! 
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Additionally, it should be noted that the far-field calculations used a smeared source circular 

consistent with the subsurface designs provided and the AMLs were the five identified above. 
disk model, not the rectangular areas established in these designs. However, the area was mh 

Early in the study it was decided to limit the number of cases under consideration. This was 
done by restricting the WP spacing to values that would assure meeting the thermal goal to 
maintain the WP centerline temperature below 350 degrees Celsius. Some preliminary 
calculations (see Appendix B) were performed to determine the spacing where this goal 
would not be violated. The results depended on WP size and the drift diameter. Thus, in the 
4.3 m diameter drift, it was necessary to space the 21 PWR packages 16 m apart (center to 
center). For the 7 m diameter drift, the 21 PWR packages could be spaced 12 in apart. The 
lower capacity packages did not experience any difficulties and therefore were spaced at 6.64 
m, which was basically one meter space between the package ends if one considers the 
maximum WP length as 5.64 m. 

The above discussion deals with the repository emplacement method chosen by the 
Subsurface Design Group which would keep the WP spacing a constant and allow variable 
drift spacing to achieve the desired thermal load. This methodology tends to minimize the 
excavation distances and hence the excavation costs. However, since it is realized that there 
are performance issues with the emplacement method chosen, the other technique which fixes 
the drift spacing and vanes WP spacing was examined in the near-field thermal calculations 
discussed in Section 4. 

The details of these calculations and the results for the various cases run (using the method of 
keeping WP spacing constant and varying drift spacing) are presented in Appendix C. 
However, a summary of the drift spacing, the WP spacing, and the theoretical repository areas 
provided in Table 3-6. The local area mass loading (LAML) necessary to achieve the 
specified average LAML of the repository considering set backs, access, and operations areas 
is identified i n  Table 3-6. The AML and LAML are related as a ratio of emplaced area to 
total area, including access tunnels and operations areas. These WP and drift spacings were 
used as a guide and were used in the cost analysis. As mentioned above in the case of the 
far-field analysis only the area of the potential repository at the various AMLs was used since 
it was necessary to use a disk model. For the near-field calculations the WP and drift 
spacings differed from these values based on constraints imposed by SNL; this is discussed in 
Section 4. 
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Table 3-6. Summary of Repository Designs for Thermal Loading Study 

AML 
(MTU/Ac) 

111 

83 

55 

36 

24 

LAML C/C Space Drift Space Area 
(MTU/Ac) (m) (m) (Acres) 

124 12 22 570 

94 12 29 755 

63 12 43 1139 

40 12 67 1755 

27 12 99 2598 

Required Drift Spacing for In-Drift (4.3 m) and 21 PWR 

AML LAML C/C Space Drift Space Area 
(MTU/Ac) (MTU/Ac) (m) (m) (Acres) 

111 127 16 16 570 

83 93 16 22 755 

55 62 16 33 1139 

36 41 16 50 1755 

24 28 16 74 2598 

AML 
(MTU/Ac) 

1 1 1  

83 

55 

36 

24 

LAML C/C Space Drift Space Area 
(MTU/Ac) (m) (m) (Acres) 

123 6.64 22 569 

93 6.64 29 755 

62 6.64 44 1139 

40 6.64 68 1754 

28 6.64 98 2596 
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Table 3-6. Summary of Repository Designs for Thermal Loading Study (Continued) 

AML LAML C/C Space Drift Space 
(MTU/Ac) (MTU/Ac) (m) (m) 

55 62 6.64 23 

36 41 6.64 35 

24 28 6.64 52 

Area 
(Acres) 

1141 

1757 

260 I 

- 

AML LAML C/C Space Drift Space 
(MTU/Ac) (MTU/Ac) (m) (m) 

55 62 6.64 23 

36 41 6.64 35 

24 28 6.64 52 

Required Drift Spacing for Long Hole Horizontal and 6 PWR 

AML LAML C/C Space Drift Space Area 
(MTU/Ac) (MTU/Ac) (m) (m> (Acres) 

55 97 8.6 11.4 1141 

36 63 8.6 17.6 1757 

24 43 8.6 26 260 1 

Area 
(Acres) 

1141 

1757 

260 I 

- 

AML LAML C/C Space Drift Space 
(MTU/Ac) (MTU/Ac) (m) (m) 

55 60 3.6 88 

36 39 3.6 135 

24 26 3.6 200 

-. 

-. 

-. 

Required Drift Spacir nd 6 PWR ll 

Area 
(Acres) 

I141 

1757 

260 1 

AML LAML 
(MTU/Ac) (MTU/Ac) 

55 59 

36 38 

24 26 

08/29/94 

C/C Space Drift Space Area 
(m) (m) (Acres) 

3.6 45 1141 

3.6 69 1757 

3.6 103 260 1 
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An analytic method was used to provide an estimate for the maximum areal mass density that 
can be emplaced while still allowing for sub-boiling pillars between adjacent emplacement 
drifts at all times (Saterlie and Abhold, 1993). At or below this areal mass density, a sub- 
boiling path is provided where liquid water condensate could drain through the repository 
horizon between drifts. Above this areal mass density, different physical processes operate. 
Liquid water at ambient pressure (neglecting vapor-pressure lowering due to capillary effects) 
is excluded from the center of the repository for some period of time, and during this period 
water above the repository can only be removed by one of three methods: 1 )  vapor-phase 
transport; 2) liquid transport around the boiling region across large lateral distances, perhaps 
hundreds to thousands of meters; or 3) superheated or pressurized liquid movement through 
the repository horizon including penetration of liquid water into depressions in the thermal 
profile. 

L J  

Assuming that the heat source can be adequately represented by a function which decreases 
linearly with time, an exact solution for the temperature history resulting from either a 
linearly increasing or decreasing heat source at the boundary of a semi-infinite solid (half 
plane) for heat conduction is found as (Rohsenow and Hartnett, 1973): 

where 

T =  
To = initial repository horizon temperature ("C) at repository center; 

t - - time measured after emplacement (years) 
D - - equivalent heating duration (years) 

Cll'max - - 
pc = 

repository horizon temperature ("C) at repository center at time t 

chosen as 27°C (RIB, p. 1.2.7-3) 

areal power density at time zero into the half plane (watts/m2) 
volumetric specific heat of rock at repository horizon (W-yr/m3- 
"C); value chosen for tuff is 0.0697 (equivalent to 2.19 J/cm3-K 
at 72-C in RIB, p. 1.2.4-4, Table 2) 
thermal conductivity of rock (W/m-"C); value chosen for tuff is k - - 
2.1 (RIB, p. 1.2.2-4) 

The peak temperature in the rock occurs at a time when: 

dT - = 0. 
dt (3 -2) 

Differentiating Equation (3- 1) and solving for the time at which maximum temperature occurs 
gives 

tmm = 0.5D 
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Substituting back in Equation (3-1) and solving for the maximum temperature yields 

Tmax = 27" + 0,172 Pmm - AML * D"2 

where 

Tmax = 

(3-4) 

maximum repository horizon temperature ("C) at the repository 
center 
specific thermal output of the waste at emplacement (kW/MTU) 
average areal mass loading of waste in the repository 
(MTU/acre) 

It should be noted that Equation (3-1) for the heat produced is derived for heat into a half- 
plane while PmaX above is heat generated in all directions. Thus, to use this value of P,,, , 
Equation (3-1) was divided by a factor of 2 to produce Equation (3-4). 

Four different fuel characteristics were chosen for this analysis. The equivalent heating 
duration D and the time Lax to maximum repository horizon temperature T,,, at the repository 
horizon were derived by fitting a straight line to the thermal output curve such that Equation 
(3-3) was fulfilled (see cited reference for details). The fuel characteristics, the heating 
durations, and the calculated AMLs which just produce the boiling temperature are given in 
Table 3-7. 

Table 3-7 lists the AMLs at which boiling occurs on the average everywhere in the repository 
as derived from Equation (3-4); they range from 36 to 45 MTU/acre. For the purposes of the 
System Study calculations, the conservative value of 36 MTU/acre (the lowest AML) was 
chosen as a representative AML below which at least a portion of the unheated pillars 
between emplacement drifts in the repository will certainly remain below the boiling 
temperature. 

Besides the AML of 36 MTU/acre, believed to be the lowest AML at which the boiling 
temperature will be reached throughout the unheated pillars, on average, certain other 
calculation points needed to be selected. The thermal loading calculations needed to be 
compared with the baseline case of 57 kW/acre. Thus, dividing this thermal loading by the 
power at emplacement of the average fuel of 1-03 kW/MTU from Table 3-7 yielded a second 
calculation point of 55 MTU/acre. 

Some freedom existed in selecting higher thermal loading values and thus a value of 1 1  1 
MTUiacre, twice the value above, was chosen. It corresponds to 114 kW/acre which, being 
twice the baseline SCP loading, is another convenient upper limit that analysts have chosen 
(Buscheck and Nitao, 1993). An intermediate point of 83 MTU/acre was an appropriate 
fourth value based on the two values above. 

Finally, a lower AML bound of 24 MTU/acre was selected based on economic considerations 
with the goal of minimizing the average temperature within the bounds of the available 
emplacement area. This value was obtained by dividing the 63,000 MTU of spent fuel 
planned for a potential repository (SCP, page 6-224) by a potential repository area of 2,630 
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acres. This area is comprised of the potentially useable primary repository area of 1850 acres 
(SCP, page 6-227), plus the more favorable potential expansion areas 2EA, 2EB and SE 
which contain 1280 acres (SCP, pages 6-227 and 6-228), less an estimate of 500 acres for 
support facilities or area not usable for geological reasons; this latter value consists of the 300 
acres or about 16 percent of the primary repository area (SCP, page 6-227), plus assuming the 
same percentage, which is 200 acres, for the three expansion areas (See Figure 3-2 which was 
extracted from the SCP and shows the primary area plus expansion areas). 

Table 3-7. Fuel Characteristics and AMLs Where Boiling is Estimated to Occur 

Characteristics 

Age' (yrs) 

Avg. 
Avg. PWR PWR+BWR Peak Peak 

Y FF( 1 0) YFF(l0) YFF(10) OFF(l6) 

22.5 * 10 16 

Burnup' (GWdNTU) 

Peak power' (kW/MTU) 

42.2 * 42 44 

1.13 1.03 1.56 1.37 

* This is an average based on both PWR and BWR fuel and therefore a specific age and 
burnup are inappropriate. 

1) From King (1993). 
2) Calculated by Saterlie and Abhold (1993). 

Time to peak temp.2 (yrs) 

Equiv. heating duration2 (yrs) 

AML' (MTU/acre) 

Overall, five AMLs were selected as appropriate for thermal calculations in the Systems 
Studies. These values are summarized in Table 3-8. 

36.5 37 27 34.5 

73 74 54 69 

42 45 36 36 

Table 3-8. Area Mass Loadings to be Used for Thermal Calculations 

111 2.7 x 1U2 

83 

55 

2.0 x 

1.4 x 
I ll 36 0.89 x l o 2  I 
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Figure 3-2. 
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3.6 DATA AND ASSUMPTIONS PERTINENT TO YUCCA MOUNTAIN 

The heat conduction and thermal-hydrologic calculations required information about both the 
near- and far-field environmental conditions in Yucca Mountain. Since there is a paucity of 
certain types of data, various assumptions were needed. The purpose of this section is to 
identify some of the basic assumptions and the input data used. Many of the detailed 
assumptions and inputs required for the specific models used to calculate the waste stream 
characteristics, the near-field temperatures, the far-field hydrologic and thermal profiles, and 
the TSPA results are discussed in the section or appendix that discusses those particular 
calculations. 

Certain basic assumptions were made that need to be called out. Specifically, it was assumed 
that all the generic rectangular repository area out to at least 2600 acres is suitable for waste 
emplacement. This will probably not be known until actual exploration into the underground 
areas occurs. It was assumed there was minimal heterogeneity in the rock at the repository 
horizon and thus a single permeability was used. A permeability of 280 milliDarcy is certain 
experts', "best guess" from preliminary fracture data at what might exist at the repository 
horizon. This value is representative of rock with three, 100 micron fractures per meter and 
has been used in previous work (Buscheck and Nitao, 1993). Sandia has reported (Wilson, et 
al., 1994) that the range of permeabilities is from about 0.1 to 10 Darcy in the TSw2 layer. 
This is a significant uncertainty and could affect the results. These calculations assumed that 
a uniform fuel was used; either an average of the PWR and BWR fuel or an average PWR 
fuel. Fuel variability, which can certainly be important, will be examined in a follow-on 
thermal loading study. Both the thermal conduction model and the thermal-hydrologic model 
assumed that the surface of Yucca Mountain is a constant value of 13 degrees Celsius and a 
constant temperature of 53 degrees Celsius is maintained at a depth of 1 km below the top of 
the saturated zone (about 1300 m below the potential repository). 

w 

Many of the details of the inputs used in the thermal models were taken from the RIB (DOE, 
1992~). However, for many of these parameters the RIB has a range of values and a single 
value needed to be selected for the model calculations. It should be pointed out that values in 
the RIB do not in the most part have an adequate basis in primary hard data at this time; in 
some cases the values are theoretically computed. Considerable uncertainties remain in many 
of the parameter values in the RIB. Notwithstanding the appearance, if any, reference to the 
use of RIB values in any calculation does not necessarily mean the calculation has a sound 
basis in input data of adequate level of confidence. 

A good evaluation of the data inputs used by LLNL for the thermal-hydrologic modeling and 
a comparison with the range of values found in the RIB were done by SNL. With SNL's 
permission this comparison is attached in Appendix D. The majority of the inputs are 
described in Appendix D and the remainder are identified in the various sections or 
appendices dealing with the specific calculations. 
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4. NEAR-FIELD THERMAL ANALYSIS 

L J  
4.1 PURPOSE OF ANALYSIS 

W 

The purpose of this analysis is to provide the basis for comparison of the performance of 
thermal loading options against the thermal goals presented in Section 2. Additionally, this 
analysis provides near-field temperature profiles necessary to evaluate preclosure operability 
and to perform thermo-mechanical analysis. The thermal behavior of the near field is 
considered only as a surrogate for both pre- and postclosure performance. This analysis only 
examined heat conduction in the surrounding rock and was not able to evaluate the coupled 
hydrothermal system that may be operating at the repository horizon although the formulation 
of heat capacitance used was developed to try to account for the impacts of the heat of 
vaporization of water. Therefore, this analysis was only used to evaluate the near-field 
preclosure effects. It is expected that over these time periods and distance scales the 
conduction models can provide reasonably accurate results although hydrologic perturbations 
do occur over even short time scales. It is only over the very long periods of time associated 
with postclosure performance that coupled hydrothermal effects become most important and 
must be modeled. The discussion of these effects will be provided in the next section. This 
section will only provide temperature histories at select points. 

In addition to grading the performance against thermal goals, the analysis was able to provide 
some evaluation of the extent of local boiling. The question of how far boiling extends into 
the rock is an important issue if the decision is ultimately made to adopt a below boiling 
thermal loading strategy with below boiling defined in terms of the bulk average or more 
strictly as no boiling in the rock at all. Although this analysis has predicted the spatial extent 
of boiling with time, the performance issues of how much local boiling is acceptable need to 
be addressed. 

The near-field calculations provided information on the different performance of two types of 
emplacement methodologies, which consisted of 1) keeping waste package spacing at a 
minimum and varying drift spacing to obtain the different AMLs as described in Section 3; 
and 2) keeping drift spacing at a minimum, but not exceeding the 30 percent extraction ratio, 
and varying waste package spacing. Both methodologies have advantages and disadvantages 
with respect to performance and cost and these will be discussed further below. 

This analysis is instrumental in identifying residual uncertainties in performance predictions. 
It will form a part of the basis for recommendations for future work pointed toward 
improving confidence in future performance predictions. 

4.2 BACKGROUND 

Previous studies investigating heat and fluid flow in Yucca Mountain take into account the 
thermal influence of SNF generated heat. This section only discusses the analyses associated 
with heat conduction, as these conduction-only models are more amenable to complicated 
geometries than. the coupled heat and fluid flow models. Heat conduction analyses with 
varying degrees of detail about the specific emplacement configurations and waste stream 
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characteristics have been done by Ryder (1993), Holland (1993), Hertel and Ryder (1991) and 
Danko and Mousset-Jones (1993). Such analyses have shown the importance of 
understanding the temperature distribution across the repository. 

Significantly different temperatures can exist at the edges of panels and the edge of the 
repository than exist in the center. Additionally, the temperatures can be influenced by the 
repository configuration. 

In the past, comparisons of the various studies have been limited by the wide range of fuel 
characteristics, repository configurations, thermal loads, and repository total capacities. So 
that comparisons could be made between thermal loadings, a consistent set of calculations 
was needed to examine the various aspects of this very complicated problem. A single set of 
fuel characteristics and a given repository total capacity needed to be evaluated over a range 
of potential thermal loadings. Additionally a repository design that can accommodate the 
different thermal loadings in a straightforward parametric fashion must be used. Both pre- 
and postclosure issues must be evaluated in a systematic manner to understand the trade-offs 
needed to establish a thermal loading that will be effective for the system as a whole. Only 
in this way can one avoid the pitfall of optimizing one aspect of the system with the result 
that other elements of the system cannot be achieved. 

4.3 ANALYSIS METHOD 

The near-field thermal analysis to be presented was done by SNL using the COYOTE code 
(Gartling, 1982). This code has been modified to a three-dimensional code that calculates 
heat conduction in the rock. The code does not consider fluid flow in either liquid or gas 
phases or convection of heat in these phases. However, for the near-field analysis, this is felt 
to be a minor problem since it is expected (Buscheck et al., 1991) that the near-field effects, 
those occurring within the first few hundred years after emplacement, are modeled very well 
by heat conduction only. 

The COYOTE code has significant advantages in that the source effects can be modeled and 
evaluated which, of course, is not possible with a smeared source model. Specifically, the 
effects on thermal loading of different waste package spacings, drift spacings, package sizes, 
and waste characteristics can be evaluated. To examine the effect of different waste package 
sizes, three different capacity WPs were used. These were emplaced at five different AMLs, 
and to achieve these different AMLs, two different emplacement techniques of spacing the 
packages and the emplacement drifts were employed. The calculations are sensitive to the 
WP loading, spacing, and the repository configuration. Representative results at distances that 
are on the order of the drift spacing were examined to give indications of the preclosure 
performance under these various conditions. 

The calculation methodology is discussed in more detail in Appendix E. Briefly, the method 
assumes that the drift under evaluation is one drift in an infinite series of drifts that were 
simultaneously emplaced with SNF. As such the model cannot fully incorporate edge effects 
and may slightly overestimate the temperature (no more than 15 degrees Celsius) in the center 
of the pillar. The vertical boundaries were modeled as isothermal surfaces. The ground 
surface is modeled to have a constant temperature of 18 degrees Celsius while the rock at 
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w 

Number of PWR 
Assemblies per 

Package 

6 

12 

21 

161 1 m below the mountain surface (about 1300 m below the potential repository) is assumed 
to have a constant temperature of 52.5 degrees Celsius. 

Initial Power Capacity 

(kW/package) 
output (MTU/package) 

2.89 2.57 

5.78 5.14 

10.12 8.99 

4.4 PROBLEM DEFINITION 

The critical parameter for the case of uniform heat distribution, the AML measured in MTU 
per acre, is a surrogate designation of repository thermal loading. Unlike APD, which 
decreases with time after emplacement, AML remains constant through time. As discussed in 
Section 3, five average AMLs were chosen for further analysis; 24, 36, 55, 83, and 11 1 MTU/ 
acre. The 55 MTU/acre case corresponds to the reference loading of 57 kW/acre. A total 
capacity of 63,000 MTU of SNF was assumed. The Defense High-Level Waste (DHLW) 
heat output was assumed to be low enough that disregarding it would not substantially affect 
the results. The near-field analyses were formulated with a symmetry-boundary condition 
such that an infinite array of packages was considered. 

The YFF(l0) fuel discussed in more detail in Section 3 and Appendix A was used to provide 
an average fuel characteristic for the calculations. An average PWR fuel characteristic was 
selected based on an attempt to provide a more conservative calculation of local heating. 
This PWR fuel had an average age of 22.5 years out of reactor with a 42.2 GWd/MTU 
burnup. This age and burnup produce a power output at emplacement of about 1.13 
kW/MTU. The PWR WP produces somewhat more heat than BWR fuel and it is expected 
that some areas of the repository might ultimately have waste packages composed only of 
PWR fuel. Thus, using all nearest neighbor WPs composed of PWR fuel is deemed to be 
conservative. Three different waste package sizes were used with capacities of 6, 12, and 21 
PWR assemblies as described in Section 3. Table 4-1 summarizes the capacities of these 
packages in MTU and the heat output at emplacement for this fuel, The WP thickness has 
little influence on the thermal effects although WP size can impact the operations from the 
standpoint of both weight and size. Thus, no variations in WP container thickness were 
considered in this effort and the WP sizes selected had diameters of 1.27 m for the 6 PWR 
package, 1.49 m for the 12 PWR package, and 1.83 m for the 21 PWR package. The 
maximum length of each WP was about 5.64 m. 

Table 4- 1, Calculated Initial Canister Power Outputs and Capacities 

Different emplacement methods can result in different preclosure performance of the potential 
repository. One can design the subsurface repository layout, as discussed in Section 3, to 
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minimize excavation costs by keeping the WP spacing at a minimum. Different AMLs are 
achieved with this design by varying the drift spacing. However, the drift spacing is allowed 
to be no closer than permitted by the 30 percent extraction ratio limitation. The second 
emplacement technique fixes the drift spacing at the minimum value allowed by the 30 
percent extraction ratio (e.g., 23.3 m for a 7 m diameter drift and 14.3 m for a 4.3 m diameter 
drift). For this case different AMLs are achieved by varying the spacing between WPs. The 
first technique produces higher near-field temperatures but has lower excavation costs than the 
second. The second method will ultimately produce the minimum near-field temperatures of 
the two. The temperature performance the two methods is presented in this section. 

The first methodology used to emplace waste for which near-field calculations were done was 
essentially the case described in the subsurface layout portion of Section 3. Table 4-2 
presents the 15 cases that were run for in-drift emplacement with a 7 m diameter drift, the 
three WP capacities, and the five thermal loads. The case or run number assigned by SNL is 
noted in the right side of the table. As shown in the table, the canister spacing is set for each 
capacity WP and kept constant while the drift spacing is varied to achieve the various thermal 
loadings. As mentioned in Section 3, the difference in WP spacing between the 21 and 12 
PWR cases is due to preliminary predictions that showed the spacing between WPs in a 7 m 
diameter drift would have to be slightly less than 12 m to meet the 350 degrees Celsius WP 
centerline goal. Similarly, 15 cases were done for in-drift emplacement with a 4.3 m 
diameter drift, and the cases showing drift and WP spacing are presented in Table 4-3. The 
drift and WP or canister spacings quoted in the tables are all center-to-center distances. 

The second set of runs are shown in Tables 4-4 and 4-5 for in-drift emplacements using 7 m 
and 4.3 m diameter drifts respectively. For these cases, the drift spacing was kept constant 
and the thermal loads were achieved by varying the WP spacing. In this method, the 
excavated emplacement drift length increased as the AML decreased due to the increase in 
WP spacing. For these cases, some of the thermal loads cannot be achieved with the given 
spacing. Specifically, if the WP spacing is less than about 5 m (the limit chosen by SNL) the 
WPs would overlap and this was not allowed. Also, if the WP spacing became much larger 
than the drift spacing, these cases would be impractical to construct. Therefore, the shaded 
cases for which no run number is shown were not run. 

Note that there are slight differences between the spacings used in these near-field 
calculations and the subsurface design values quoted in Section 3. The subsurface designs 
were established based on achieving an average AML, for example 55 MTU/acre, in the 
repository. To achieve this the service areas and access tunnels needed to be taken into 
account and therefore local AML had to be higher to accomplish that. However, SNL set the 
local AML equal to the average AML. Thus the drift spacing values used are slightly 
different than those shown in Section 3. While using these AMLs for the near-field 
calculations would not be as conservative as the other method, the differences are not large 
and the impact on the costs is minimal. Additionally, this allowed a consistent comparison to 
be made between the cases shown in Tables 4-2 and 4-3 with the cases shown in Tables 4-4 
and 4-5. 
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w 

Assem blics 
pcr Package 

21 

21 

LJ 

Areal Mass Drift Spacing Canister Spacing 

(MTU/Acrc) 
Loding (m) (m) 

111 27.30 12.0 18 

83 36.5 1 12.0 20 

Table 4-2. Drift and WP Spacings for the Various Cases Run Assuming Variable Drift 
Spacing and a 7 m Diameter Drift 

1. 

Table 4-2A. Required Drift Spacings for a 7 m Diameter Drift and a 21 
PWR Package Assuming a Constant Canister Spacing of 12 m 

21 55 55.10 12.0 19 

21 36 84.18 12.0 28 

Run # 

Assemblies 
per Packagc 

12 

12 

12 

12 

12 

Areal Mass Drift Spacing Canister Spacing Run # 

(MTU/Acre) 
Loading (m) (m) 

111 28.20 6.64 21 

83 37.7 1 6.64 22 

55 56.92 6.64 23 

36 86.95 6.64 30 

24 130.43 6.64 31 

Asscmblies 
pcr Package 

6 

6 

6 

6 

6 

II 21 I 24 I 126.27 I 12.0 I 29 

Areal Mass Drift Spacing Canister Spacing Run # 

(MTU/Acrc) 
Loading (m) (m) 

111 14.10 6.64 32 

83 18.85 6.64 33 

55 28.46 6.64 34 

36 46.48 6.64 35 

24 65.22 6.64 36 

Table 4-2B. Required Drift Spacings for a 7 m Diameter Drift and a 12 
PWR Package Assuming a Constant Canister Spacing of 6.64 m 

Table 4-2C. Required Drift Spacings for a 7 m Diameter Drift and a 6 
PWR Package Assuming a Constant Canister Spacing of 6.64 m 
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Table 4-3. Drift and WP Spacings for the Various Cases Run Assuming Variable Drift 
Spacing and a 4.3 m Diameter Drift 

Assetn blies 
pcr Packagc 

21 

21 

21 

21 

21 

- 

- 

Table 4-3A. Required Drift Spacings for a 4.3 m Diameter Drift and a 21 
PWR Package Assuming a Constant Canister Space of 16 m 

Areal Mass Drift Spacing Canister Spacing Run # 

(MTU/Acre) 
Loading (m) (m) 

_r 

111 20.48 16.0 24 

25 83 27.38 

55 41.32 16.0 37 

36 16.0 38 63.14 

24 94.70 16.0 39 

. _I_I___ 

16.0 __ 

-- --- - 

Assemblies 
per Package 

12 

12 

12 

12 

12 

- 

Table 4-3B. Required Drift Spacings for a 4.3 m Diameter Drift and a 12 
PWR Package Assuming a Constant Canister Space of 6.64 m 

- - ~ - - -  
Areal Mass Drift Spacing Canister Spacing Run # 

(MTU/Acrc) 
Loading (in) (m) 

--- 

411 

111 28.20 6.64 26 

27 83 37.7 1 6.64 

40 55 56.92 6.64 

36 86.95 6.64 41 

24 130.43 6.64 42 

--I-_*I_ 

- - ~ - -  

--1__1 I- - ----.I 

- 
Assemblies Areal Mass Drift Spacing Canister Spacing Run # 
pcr Packagc Loading (m ) (m) 

- (MTU/Acre) 

- 6 111 14.10 6.64 43 

6 83 18.85 6.64 44 

45 6.64 6 55 28.46 

46 6 36 46.48 6.64 

6 24 65.22 6.64 47 

- 

I -__--- 

---.- - ~ -  

- - - -_ 

- 

Table 4-3C. Required Drift Spacings for a 4.3 m Diameter Drift and a 6 m 
PWR Package Assuming a Constant Canister Spacing of 6.64 m 

‘1 
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Table 4-4. Drift and WP Spacings for the Various Cases Run Assuming Constant Drift 
Spacing and a 7 m Diameter Drift w 

Assemblies 
per Package 

21 

21 

21 

Table 4-4A. Required Canister and Drift Spacings 
for a 7 m Diameter Drift and a PWR 21 Package 

Areal Mass Drift Spacing Canister Spacing Run # 

(MTU/Acre) 
Loading (m) (m> 

111 23.3 14.06 1 

83 23.3 18.80 2 

55 23.3 28.38 3 

Assemblies 
per Package 

12 

12 

12 

12 

ep 

Table 4-4B. Required Canister and Drift Spacings 
for a 7 m Diameter Drift and a 12 PWR Package 

Areal Mass Drift Spacing Canister Spacing Run # 

(MTU/Acre) 
Loading (m) (m) 

111 23.3 8.04 7 

83 23.3 10.75 6 

55 23.3 16.22 5 

36 23.3 24.78 4 

6 

6 

6 

6 

Table 4-4C. Required Canister and Drift Spacings 
for a Diameter Drift and a 6 PWR Package 

83 23.3 5.37 8 

55 23.3 8.1 1 9 

36 23.3 12.39 10 

24 23.3 18.58 11 

- 
Assemblies Areal Mass Drift Spacing Canister Spacing Run # 
per Package Loading (m) (m) 

08/29/94 4-7 B00000000-01717-5705-00013 Rev. 1 



Table 4-5. Drift and WP Spacings for the Various Cases Run Assuming Constant Drift 
Spacing and a 4.3 m Diameter Drift 

Assemblies Areal Mass 

(MTU/Acr4 
per Package Loading 

12 111 

Table 4-5A. Required Canister and Drift Spacing 
for a 4.3 m Diameter Drift and a 21 PWR Package 

Drift Spacing Canister Spacing Run # 
(m) (m) 

14.3 13.09 13 

Assemblies Areal Mass Drift Spacing Canister Spacing 
per Package Loading (m) (m) 

Assemblies Areal Mass Drift Spacing Canister Spacing 
per Package Loading (m) (m) 

(MTU/Acre) 

6 111 14.3 5.75 

6 83 14.3 7.70 

6 55 14.3 11.61 

6 36 14.3 17.74 

Run # 

Run # 

14 

15 

16 

17 

- 

Table 4-5B. Required Canister and Drift Spacing 
for a 4.3 m Diameter Drift and a 12 PWR Package 

II 12 I 83 I 14.3 1 17.51 I 12 

Table 4-5C. Required Canister and Drift Spacing 
for a 4.3 m Diameter Drift and a 6 PWR Package 
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The results of the near-field thermal calculations were also intended to be used as input 
conditions for some additional thermo-mechanical analyses, which could not be completed for 
this work. However, previous thermo-mechanical calculations done by SNL were used to 
complete this task. The results of this analysis are discussed in Section 7. 

tc) 

The temperatures were also used as input to WP analysis codes so that predictions of the WP 
temperature profiles with time could be obtained. From this, an evaluation was made of the 
ability to achieve the 350 degree Celsius centerline WP thermal goal. 

The calculations were performed at various times to about 1200 years after emplacement. 
However, the first two hundred years were the primary interest for this effort. It is also over 
this period of a few hundred years where it is expected that thermal conduction will 
dominate. Thus, a model such as COYOTE, which calculates only heat conduction, should be 
reasonably accurate in the absence of ventilation and the results should compare well with 
hydrothermal models during this time period. However, as noted above, comparisons with the 
far-field analysis cannot be directly made since the fuel used in the near-field analysis will 
produce a slightly hotter environment than the average fuel used in the far-field analysis. 

4.5 RESULTS 

This section summarizes the results obtained from the near-field thermal calculations. 
Representative temperature plots are provided to illustrate various points; however, the full 
details of the near-field calculations and additional thermal profiles are provided in Appendix 
E. Comparisons of near-field temperatures are shown for the two different emplacement 
methodologies (e.g., variable WP spacing versus variable drift spacing) to evaluate the 
preclosure performance of the two. The performance is evaluated against the thermal goals to 
see which of the near-field goals are met and which are not. Finally, an evaluation of what is 
meant by local boiling is provided in an effort to determine how much of the rock in the 
repository horizon would stay below boiling under the various thermal loading regimes. 

u 

Evaluations of Emplacement Methodologies 

The techniques of spacing WPs and drifts can have a significant effect on the preclosure 
performance measures of emplacing and retrieving waste. Two methodologies were evaluated 
as discussed above: 1) where the WP spacing was kept at a minimum and the drift spacing 
varied to achieve the various thermal loads; and 2) the distance between drifts was set at the 
minimum distance allowed by the 30 percent extraction ratio and the WP spacing was varied. 
The first method has the advantage that if the decision is made to emplace waste at a low 
thermal loading, the number of drifts and the total length that waste will be emplaced in do 
not change, the drifts are just separated farther apart once excavation starts. Thus the total 
repository excavation costs will be relatively insensitive to thermal loading. On the negative 
side, this method will result in somewhat higher temperatures in the near field than the 
second method, and some flexibility may be lost having large spacing between drifts. In the 
second method the local temperatures will be lower than the first. However, the cost will be 
a stronger function of the thermal loading since the excavated emplaced drift length will vary 
with each thermal load to accommodate the larger distance between WPs to achieve a lower 
thermal load. 

08/29/94 4-9 B00000000-01717-S70S-0~13 Rev. 1 

i 
I 



To evaluate these issues the temperature profiles, calculated at various points in the near field 
at the drift wall, drift floor, and various distances into the rock, were plotted and analyzed. 
This section will provide a synopsis of those plots to illustrate significant performance 
concerns. More discussion is provided in Appendix E. 

An evaluation of the calculations found there was little sensitivity of the temperature profiles 
to WP size for the 12 and 21 PWR WPs. This is demonstrated by overlaying Figures 4- 1 and 
4-2 which show the predicted temperature profiles at 1 1  1 MTU/acre for a 21 and 12 PWR 
WP respectively. In each case two curves are plotted; the dashed curve shows temperature 
profiles for the method where WP spacing is a minimum and drift spacing varies and the 
solid curve represents the method in which the drift spacing is set at a minimum and WP 
spacing varied. The above two cases shown in Figures 4-1 and 4-2 were calculated for a 7 m 
diameter emplacement drift. A similar calculation was performed for a 4.3 m diameter 
emplacement drift and the results are plotted in Figure 4-3 for the 111 MTU/acre, 12 PWR 
WP case. A comparison of Figures 4-2 and 4-3 shows little difference in the peak drift wall 
temperature between a 4.3 and 7 m diameter drift at the highest thermal loading. The 
different drift diameters do show some temperature differences in the first 100 years but 
primarily for the minimum WP spacing case (WPs separated by 1 m). Although the method 
using a WP spacing of 16 m and allowing for variations in drift spacing shows somewhat 
higher temperatures at times less than about 100 years, the curves are still surprisingly similar 
to the curves shown in Figures 4-1 and 4-2. In fact, the solid curve representing the method 
using minimum drift spacing is nearly identical to the curves calculated for the minimum WP 
spacing. Although not shown here, the 6 PWR WP case shows similar behavior even though 
the temperatures are slightly lower (at most 5 to 10 degrees Celsius at times less than 100 
years) than the 12 and 21 PWR WPs. 

Figure 4-4 shows the temperature profiles of the two emplacement methods for a 21 PWR 
WP at an AML of 83 MTU/acre. The temperature differences between the two emplacement 
methods are relatively small compared to the significant decrease in temperature from the 1 11 
MTU/acre case. The temperatures produced at this thermal loading are well below the 200 
degree Celsius thermal goal. Thus, AML is shown to be the main driver for producing 
temperature changes and not WP size or drift diameter in the range from 6 to 21 PWR and 
4.3 to 7 m diameter drifts for the above boiling options. However, in a below boiling 
repository, it appears that WP capacity is important in establishing near-field temperatures. 
At the lower thermal loadings, more significant temperature differences are observed between 
the two emplacement methods (minimum WP spacing, variable drift spacing or minimum 
drift spacing, variable WP spacing). As shown in Figure 4-5, for the 36 MTU/acre case with 
a 12 PWR WP in a 7 m drift, significant temperature differences can be produced, with the 
minimum WP spacing, the variable drift spacing case yielding as much as over 50 degrees 
Celsius higher wall temperatures than the minimum drift spacing, variable WP spacing case. 
The question then is how this might affect performance. At these low thermal loadings the 
only thermal goals that may be violated would possibly be some operational limits and these 
are discussed later in the report. If the drift needed to be ventilated at some time after 
emplacement to reduce the drift temperature to 50 degrees Celsius to retrieve a WP, then a 
concern is what will this do to ventilation requirements. The hotter drift may require 
additional time and ventilation capacity to reduce the temperature to a manageable level. 
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Figure 4-1. Comparison of Drift Wall Temperatures at 111 MTU/Acre for a 21 PWR WP 
Using a Minimum Drift Spacing or Minimum WP Spacing Emplacement in a 
7 m Drift (Solid Curve is Minimum Drift Spacing and Dashed Curve is 
Minimum WP Spacing) 
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Figure 4.2. Comparison of Drift Wall Temperatures at 111 MTU/Acre for a 12 PWR WP 
Using a Minimum Drift Spacing or Minimum WP Spacing Emplacement in a 
7 rr? Drift (Solid Curve is Minimum Drift Spacing and Dashed Curve is 
Minimum WP Spacing) 
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Figure 4-3. Comparison of Drift Wall Temperatures at 11 1 MTU/Acre for a 12 PWR W 
Using a Minimum Drift Spacing or Minimum WP Spacing Emplacement in a 
4.3, m Drift (Solid Curve is Minimum Drift Spacing and Dashed Curve is 
Minimum WP Spacing) 

08/29/94 4-13 B00000000-01717-5705-00013 Rev. 1 



200.00 

150.00 

100.00 

50.00 

0.00 

--. - -  
_r . . 

-. -. / 

. ----. - ... 

------+ 

/ 

/ 

. 
/ 

I .oo 10.00 100.00 1000.00 
Time (years) 

Figure 4-4. Comparison of Drift Wall Temperatures at 83 MTU/Acre for a 21 PWR WP 

7 m Drift (Solid Curve is Minimum Drift Spacing and Dashed Curve is 
Minimum WP Spacing) 

Using a Minimum Drift Spacing or Minimum WP Spacing Emplacement in a e 
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Comparison of Drift Wall Temperatures at 36 MTU/Acre for a 12 PWR WP 
Using a Minimum Drift Spacing or Minimum WP Spacing Emplacement in a 

, 7  m Drift (Solid Curve is Minimum Drift Spacing and Dashed Curve is 
Minimum WP Spacing) 
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This issue will be addressed in Section 10. Figure 4-6 shows that with a 6 PWR WP these 
differences can be moderated to some extent and the differences are not as large. It should 
also be noted that, except for a short period of time for the minimum WP spacing case, the 
drift wall temperatures are below boiling. 

Note that the above temperature comparisons used drift wall temperatures. As one goes 
farther into the rock, the temperature variations between emplacement methods will be 
minimized. For vertical borehole emplacement, however, the spatial temperature gradient will 
be larger in the near vicinity of the WP, since as the heat is produced it will be exchanged 
with a much smaller area of rock. 

Thermal Goals Evaluation 

The goals listed below were considered specifically near-field goals related to preclosure 
performance. These goals were extracted from Table 2-1 of Section 2. The following 
discussion relates the relevance of the near-field analysis to these goals. 

-- Number - Goal 

6 Design basis thermal loading less than allowable thermal loading 

8 Keep rock mass temperature at 1 m from vertical borehole ~ 2 0 0  "C 

8' Keep in-drift wall temperatures <200 "C 

9 Boreholes that do not load container beyond limits imposed under Issue 1.10 

1 1  Fuel cladding temperature <350 "C 

12 High level waste glass temperature <500 "C 

13 Temperature in access drift <50 "C for first 50 years 

15 Emplacement drift wall temperature 4 0  "C for first 50 years for horizontal 
borehole 

Not all these goals could be evaluated with the near-field temperature predictions done. Coal 
6 is a general goal which provides no basis for evaluation and will not be considered here. 
Goal 9, a general thermo-mechanical goal, is beyond the scope of this study. The study did 
not evaluate high level defense wastes and thus goal 12 was not evaluated. Both goals 13 
and 15 refer to the access drift temperatures in spite of the wording (see discussion on page 
18 of the M&O (1993a) reference). However, because of the nature of the COYOTE near- 
field code the access drift temperatures could not be evaluated. The far-field analyses 
discussed in the next section will be used to estimate the performance against this goal, so the 
discussion will be deferred until that section. 
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Figure 4-6. Comparison of Drift Wall Temperatures at 36 MTU/Acre for a 6 PWR WP 
Using a Minimum Drift Spacing or Minimum WP Spacing Emplacement in a 
7 m Drift (Solid Curve is Constant Drift Spacing and Dashed Curve is 
Minimum WP Spacing) 
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Although no near-field temperatures were calculated for the vertical borehole case in this 
study, results from an earlier effort by SNL (Hertel and Ryder, 1991) were drawn on to 
evaluate thermal goal 8 (see above and Table 2-1) to maintain the 1 m rock temperature 
below 200 degrees Celsius. Hertel and Ryder (1991) varied the WP capacity and spacing of 
vertical boreholes over a limited range to determine what combinations would meet various 
thermal goals. For a single WP in a vertical borehole, it was determined that if the WP heat 
output was 5.2 kW or greater, the 1 m rock temperature goal of 200 degrees Celsius would be 
exceeded. Thus, when more than a single WP is considered, a credible limit is less than or 
equal to 5.2 kW. It  should be noted that, in practice, the maximum size package that can be 
placed in a borehole, and still meet thermal constraints, does depend on the size of the 
borehole. However, it is far less sensitive to borehole diameter than it is to capacity and fuel 
power output. The borehole emplacement must be able to allow, not just average fuel, but 
fuel with some variability to be emplaced. To demonstrate this one can take the example of a 
6 PWR WP in a borehole. Applying the 5 kW limit above it can be found that this would 
accommodate fuel that has a power output of almost 2000 W/MTU. Using the characteristics 
data base this translates to 10 year old fuel (the youngest that is likely to be emplaced) with 
about 50 GWd/MTU burnup. Instead if a 21 PWR WP which has an 8 kW output is used 
this would allow 890 W/MTU. 
(little has more heat output than 10 year, 50 GWd/MTU burnup), but in the second case a 
significant amount of derating would need to take place because for 1 0  year old fuel only 
about a 26 GWd/MTU bumup could be accommodated. Thus, a good share of the fuel could 
not be emplaced. Of course, if fuel were aged this would modify the amounts and burnups 
somewhat. 

In the first case almost all of the fuel can be accommodated 

As shown in Table 4-1, neither a 12 nor a 21 PWR would meet the goal and should not be 
placed in a vertical borehole. The SNL study then calculated the spacings that would just 
achieve the thermal goals for WP capacities of 2, 3, and 4 kW. The 1 m rock temperature 
goal of 200 degrees Celsius proved to be the most constraining of the goals analyzed. They 
calculated the APD that would just meet the goal. The 3 kW case corresponds closely with 
the 6 PWR package in this study, which has an output of 2.89 kW. SNL found that the 
largest APD that could be accommodated and still meet the goal was 93 kW/acre. Converting 
this to AML, for the fuel considered in this study, indicates that the maximum AML that will 
still meet the goal is 83 MTU/acre. This is the best that can be achieved and still allow 
contiguous sections containing only PWR fuel. This would require that the fuel all be equal 
to the average. Thus, for a 6 PWR WP the goal is met for all thermal loads except 11 1 
MTU/acre. Table 4-6 demonstrates this performance against thermal goal 8 by assigning a 
utility of 1 when the goal is met and 0 when it is exceeded, The results could be varied 
somewhat by aging the fuel. 

Thermal goal 8' (Table 2-1), established to maintain the drift wall temperatures below 200 
degrees Celsius, was examined in light of the predictions provided by the near-field thermal 
analysis. An evaluation of this indicates that in all cases the peak drift wall temperatures 
produced by 111 MTU/acre exceeded the goal. This is true for both emplacement methods 
and both size drifts, Lower thermal loadings do not exceed this goal. Table 4-6 summarizes 
the performance, in terms of utility factors, of each of the thermal options. An example 
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showing the various temperature profiles at the different thermal loads is shown in Figure 4-7. 
This figure shows the temperature profiles for the 12 PWR WP emplacement using the 
emplacement method of minimizing the WP spacing and keeping it constant, then varying the 
drift spacing to obtain the required AMLs. The plot gives the temperature profiles on the 
floor of the drift beneath the waste package which is the hottest point on the drift wall, 
although it is at most only 4 to 5 degrees hotter than the other points on the wall at early 
times. 

24 

Thermal goal 11, established to keep the waste package centerline less than 350 degrees 
Celsius in an attempt to preserve the fuel cladding, was evaluated with the WP design code 
ANSYS a non-linear finite element code using the near-field drift surface temperature 
provided by SNL as input. The WP centerline temperatures for only two cases are shown 
here. Specifically, the 21 PWR WP in a 7 m and in a 4.3 m diameter drift are shown in 
Figures 4-8 and 4-9 respectively. These were done at the 11 1 MTU/acre loading which 
should provide the worst case environment. These results indicate that, as expected, the 
thermal goal of 350 degrees Celsius as a peak fuel temperature was not exceeded for the WP 
spacings and drift sizes considered here. The centerline temperature goal of 350 degrees 
Celsius was met for all other thermal loading cases. It should be noted, however, that these 
calculations were only done for the average fuel. Some of the fuel received will be hotter 
and an analysis needs to be done in a follow-on study to evaluate this issue. Further details 
of the calculations can be found in Appendix B. 

36 55 83 111 

Table 4-6. Comparison of Performance with Near-Field Thermal Goals 

Goal 8’ 

Goal 8’ 

‘13 

1 1 1 1 0 

1 1 1 1 0 

Utility Factorsa 
Loading (MTU/Acre) 

‘A 1 implies goal is met; a 0 implies goal is violated. 
’The goal is met only for a WP of less than 5.2 kW. Thus, for the fuel considered here, only the 
6 PWR WP would comply and the 12 and 21 PWR WP would not meet the goal at any AML. 

Local Boiling Evaluation 

If a below boiling strategy (bulk average temperatures <97 degrees Celsius) were to be 
selected, then the question is whether local boiling might occur and how far into the rock it 
might extend. Whether large capacity WPs can be used may depend on how much local 
boiling is allowed. Pillars below boiling may allow small amounts of liquid to drain away 
from the WPs. The near-field results were used to evaluate this question. From the previous 
analysis it is clear that for the thermal loadings of 55 MTU/acre or higher, using the hotter 
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PWR fuel, the majority of the repository is above boiling for a number of years since the 
boiling isotherms in each pillar coalesce at least at the repository center. However, at the 
lower thermal loads, a portion of the drift will be below boiling at all times. To evaluate this, 
the near-field calculations were used to provide temperatures at various distances from the 
WP center, to a distance approximately midway between drifts at various times. For 
demonstration purposes, plots of temperature gradients are shown in this report at times of 50, 
101, 201, and 451 years. The choice of 451 years for the cases was primarily because this 
time yielded temperatures mid drift that were near maximum; beyond that time, the 
temperatures begin to diminish. However, the actual analysis discussed below selected the 
time at which the boiling front had progressed the farthest into the rock. This time at which 
the peak occurs is in good agreement with the far-field predictions presented in the next 
section. For both loadings the boiling front has penetrated as far into the rock as it will 
around 50 years and at later times begins to retreat. 

w 

Figures 4- 10, and 4- I 1 show the temperature profiles perpendicular to the drift as one goes 
towards an adjacent drift for the 21, 12, and 6 PWR WPs respectively at five time periods 
selected for the 36 MTU/acre case. Similarly, the temperature profiles into the rock for the 
two WP capacities and four time periods are shown for 24 MTU/acre in Figures 4-12 and 
4-13. These plots again just show the results for the 7 m diameter drift; a similar analysis, 
although not shown here, was done for the 4.3 m diameter drifts. The boiling point is 
delineated on each curve and the distances at which these temperature profiles intersect the 
boiling point was recorded. 

The predicted distances that the boiling fronts extended into the rock were determined from 
the calculations for the two below boiling thermal loadings of 36 and 24 MTU/acre for the 
two drift diameters (4.3 and 7 m), and for each of the package sizes. The results show that 
some local boiling will occur in the near vicinity of the drift due to the larger packages. This 
boiling occurs for times around 30 to 70 years after emplacement corresponding to 
approximately when the peak drift wall temperature occurs. The boiling front penetrates at 
most no more than about 10 m into the drift. This occurs for the 4.3 m diameter drift. Little 
difference was seen between the penetration of the boiling front for the cases which had a 12 
or 21 PWR capacity packages. However, in the case of the 6 PWR package there was no 
local boiling except for a small amount of boiling for the 4.3 m diameter drift at 36 
MTU/acre. Thus, for all WP sizes at least 80 to 100 percent of the pillar between drifts stays 
below boiling. 

It should be noted that the calculations in some respects were conservative since the near-field 
calculations were done using only the hotter PWR fuel. Thus, the boiling fronts will not 
penetrate as far with the BWR fuel. However, only average PWR characteristics were used 
and variability needs to be looked at in the follow-on study. 

U 
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4.6 SUMMARY 

The near-field, preclosure performance was evaluated using calculations done by SNL using a 
conduction model. Two subsurface design concepts were investigated; one in which the WP 
spacing was kept at a minimum and the drift spacing varied to obtain the different thermal 
loads and the second in which the drift spacing was kept at a minimum and the WP spacing 
varied. Comparisons of the results using the two subsurface design techniques found that, at 
the lower thermal loads (below boiling strategies), the minimum WP spacing gave somewhat 
higher temperatures at the WP than the minimum drift spacing concept but that between drifts 
a larger percentage of the rock was below boiling than for the minimum drift case. At the 
highest thermal loads the differences between the two methods was negligible. The calculated 
near-field temperatures were compared with the thermal goals to show that the thermal goal 
to keep the drift wall temperature less than 200 degrees Celsius was violated for the 1 11 
MTU/acre case but not at 83 MTU/acre or lower. The thermal goal to keep the WP 
centerline temperature below 350 degrees Celsius was not violated in any of the cases, as 
expected, since the study attempted to set up the initial conditions that would produce that 
result. This was done to assist in limiting the number of cases examined in the study. Some 
additional calculations were referenced in this section which showed that, for vertical or small 
diameter horizontal borehole emplacement, a WP must be limited to about 5 kW power 
output (capacities less than 10 to 12 PWR) based on rock temperature thermal limits. For the 
below boiling (bulk average temperatures less than 97 degrees Celsius at the repository 
horizon) AMLs of 24 and 36 MTU/acre, the calculations showed that some local boiling 
would occur. What this implies, though, is that appreciable areas of the pillars between drifts 
from more than 80 to as much as 100 percent will remain below boiling. This would allow 
for local hydrologic drainage between drifts if that is deemed desirable. For the 6 PWR 
capacity WP at 100 percent of the rock between drifts is below boiling (except for the 36 
MTU/acre, 4.3 m diameter drift). 

?-h 
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5. FAR-FIELD THERMAL ANALYSIS 

5.1 PURPOSE OF ANALYSIS 

The purpose of this analysis is to provide the basis for comparison of the performance of 
thermal loading options against the far-field thermal goals presented in Section 2. The 
thermal and hydrothermal behavior of the far field is considered only as a surrogate for pre- 
and postclosure performance. This analysis was undertaken to predict the behavior of the 
coupled hydrothermal system at the repository scale, and as such does not accurately predict 
near-field temperatures, near-field saturation profiles, drift temperatures, and waste package 
temperatures. The calculations were performed such that the results would be relatively 
insensitive to the structure and geometry of the engineered barrier. Nevertheless, it is 
possible to obtain boundary and limiting conditions for near-field temperatures by observation 
of the far-field temperature distributions. 

In addition to grading performance against thermal goals, this analysis is instrumental in 
identifying residual uncertainties in performance predictions, and will in part form the basis 
for recommendations for future work pointed toward improving confidence in future 
performance predictions. 

5.2 BACKGROUND 

Several previous studies investigating heat and fluid flow in Yucca Mountain take into 
account the thermal influence of SNF-generated heat. In general, these analyses fit into two 
categories; analyses of heat conduction with varying degrees of detail about the specific 
emplacement configuration [Ryder (1993), Holland (1993), and Hertel and Ryder (1991)], and 
analyses of coupled heat and fluid flow, usually with a simple axisymmetric uniformly 
distributed heat source [Pruess and Tsang (1993), Buscheck and Nitao (1993), Buscheck and 
Nitao (1992) and D a d o  and Mousset-Jones (1992)l. The coupled conduction-fluid flow 
models have shown the importance of latent heat and heat pipe effects in calculating far-field 
temperature distributions. The conduction-only models, which are generally more amenable 
to complicated geometries, have shown the importance of the temperature distribution across 
the repository, indicating that the edge can be at a significantly different temperature than the 
center and that temperatures can be influenced by the repository configuration. In this study, 
the thermo-hydrologic model was used to make predictions at various locations out to the 
edge of the repository. 

To date, no study has presented temperature and fluid distributions for detailed repository 
configurations in Yucca Mountain as a function of the thermal load. The coupled models 
have been limited to simple geometries by computer time, and the conduction-only models 
are incapable of simulating fluid flow. In addition, comparisons between previous studies 
have been limited by the wide range of fuel characteristics, repository configurations, and 
repository total capacities used for various thermal loadings. So that comparisons could be 
made between thermal loadings, a consistent set of calculations was needed to account for 
fluid flow effects and variations across the repository. 
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Conduction-only models cannot capture the simultaneous presence of coupled multi-phase 
fluid and heat flow processes that can occur in the mountain. These coupled processes can 
occur on vastly different response times. That is, propagation of gas phase pressure 
disturbances on the repository scale of about one kilometer occur over a period of about one 
month while thermal disturbances over such distances can take as long as several thousand 
years or more. Time scales on the order of 100,000 years are required for the capillary 
pressure disturbances to propagate in the tight Topopah Spring matrix rock (Pruess and Tsang, 
1993). These processes are affected by the homogeneity or lack of homogeneity in the rock 
properties. The answer to the questions concerning homogeneity of rock properties must 
await underground data. However, the far-field code applied in this study utilized the best 
available data to provide estimates of this behavior to the extent possible at this time. 

5.3 ANALYSIS METHOD 

The far-field thermal analysis to be presented was done by LLNL using the V-TOUGH code 
(Nitao, 1989 and Pruess, 1987). V-TOUGH is a multi-dimensional code capable of 
calculating coupled water, vapor, air and heat transfer in porous and fractured media. V- 
TOUGH accounts for the following: 

Gas phase binary diffusion 
Capillary forces 

Latent heat effects 

Fluid Flow in liquid and gas phases according to Darcy’s Law 

Conduction of heat with thermal conductivity as a function of saturation 

Convection of heat in gas and liquid phases 

V-TOUGH does not consider transport processes, radionuclide decay, dispersion, chemical 
reactions, or sorption. Although V-TOUGH has the capability to model non-equilibrium 
matrix-fracture interaction, the analyses were performed assuming uniform matrix properties 
within each geologic unit, with the effective continuum approximation. 

The continuum model has not been sufficiently tested at this time to be used in a compliance 
argument. It was selected for use in order to demonstrate and compare behavior with 
previous calculations. However, the calculations in the study have a higher consistency than 
other earlier calculations. V-TOUGH does have capability to model dual permeability and 
porosity conceptualizations. However, at this point site data does not support unambiguous 
selection of the parameters (Le., fracture matrix coupling) to use in this model. Also the 
study should not be construed in any way as an endorsement of the equilibrium continuum 
model approach. 

Although V-TOUGH has very flexible geometry capabilities, it was decided, owing to 
computer time constraints, that an axisymmetric uniform heat distribution would be modeled, 
but the temperature and saturation profiles would be produced as a function of the radius 
from the center of the repository. As such, the calculation would not be sensitive to the 
waste package loading, spacing, or repository configuration, but could be expected to yield 
representative results at distances from the repository that are large compared with the drift 
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spacing and could be expected to give an indication of the variation in temperature across the 
repository. - 
The boundary conditions selected include a constant-property boundary at the ground surface 
with temperature and gas phase pressure fixed at 13 degrees Celsius and 0.86 atmospheres 
respectively. Thus mass flux but not temperature change is allowed at the surface. The 
lower boundary (about 1568 m below the surface) has a fixed temperature of 53.5 degrees 
Celsius and a fixed pressure corresponding to the hydrostatic pressure. This boundary 
condition is slightly different than what was used in the near-field work. Different analysts 
use somewhat different points where the boundary conditions are applied to insure that the 
correct temperatures are achieved at the repository horizon. 

5.4 PROBLEM DEFINITION 

The critical parameter for the case of uniform heat distribution is the AML measured in MTU 
per acre. As discussed in Section 3, five average AMLs were chosen for further analysis; 24, 
36, 55, 83, and 11 1 MTU/acre. "he 55 MTUlacre case corresponds to the reference loading 
of 57 kW/acre. The emplacement area used for all cases is consistent with a total capacity of 
63,000 MTU of SNF and is consistent with the design cases depicted in Table 3-6. The 
average YFF( 10) fuel consisting of the average PWR and BWR properties as described in 
Section 3 was used in the analysis. 

#mL 
The repository was divided into 12 rings for the purpose of calculation. The inner ring is 
labeled RP1 and the first six rings each account for 12.5 percent of the area of waste. Ring 7 
has 9 percent, ring 8 has 6 percent, ring 9 has 4 percent, with each succeeding ring having 1 
percent less area until ring 12, which encompasses the last 1 percent of the area. 
Temperature profiles were provided as a function of time for each of the rings. Additionally, 
the vertical profiles of temperature and liquid saturation were calculated at three different 
locations in the repository; at the center, about 70 percent of the distance to the edge, and at 
97.5 percent of the distance to the edge. 

All inputs to the model were within the range of values reported in the RIB (DOE, 1992~). 
The bulk permeability (for the Topopah Spring unit) used in all calculations was 280 
milliDarcy, a value which represents tuffaceous rock with about three 100 micron fractures 
per meter. This value was based on modeling experts' judgment and is discussed in more 
detail in the notes in Appendix D and in Buscheck and Nitao (1988). Also a more detailed 
discussion of the assignments of permeabilities to the various stratigraphic units is added to 
Appendix F, Section II C. Gas permeability measurements taken recently and reported by 
Wilson, et al. (1994) indicate bulk permeabilities in TSw2 in the range from 0.1 to 10 Darcy. 
The 280 milliDarcy falls in this range but is on the low side. The potential repository itself is 
located at a depth of 343 m below the surface. A discussion of the analysis done by LLNL 
and the approximations used are provided in Appendix F. A discussion of the various inputs 
and where they fall within the range of values reported in the RIB is provided in Appendix D. 
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5.5 RESULTS 

This section summarizes the results obtained by showing representative temperature and liquid 
saturation profiles for each thermal loading investigated. The average bulk temperature is 
plotted for all cases as a function of radius and time. It should be noted that the actual 
temperature distribution may be higher than this prediction depending on the proximity to a 
waste package. Observations and conclusions are presented where possible. The complete 
set of results can be found in Appendix F. 

Ambient Conditions 

The ambient conditions are shown in Figures 5-1 and 5-2. The ambient temperature profile 
with depth shows a surface temperature of about 13 degrees Celsius that increases with depth 
to about 31 degrees Celsius at the top of the saturated zone. The geothermal gradient is 
important in establishing the initial saturation profile. A compromise was made between 
matching the temperature data or the thermal conductivity data in the FUB. The choice was 
made to honor the thermal conductivity and match the temperature boundary values. In this 
model, the net upward flux of water vapor is a function of the geothermal gradient, the vapor 
diffusion coefficient, and the gas permeability of the rock mass. The downward movement of 
water is influenced by gravity and liquid permeability. The initial ambient liquid saturation 
profile is shown in Figure 5-2 and is based on a calculation using V-TOUGH in a one- 
dimensional mode. The variations of saturation with depth accounts for differences in the 
hydrologic character of each geologic unit (Le., permeability, capillary suction, etc.). This 
liquid saturation profile corresponds to zero net infiltration flux. 

It should be noted that recent data on liquid saturations from boreholes have not been used. 
Ultimately the borehole data will need to be used to determine if they indicate different 
infiltration fluxes and what impact this might have on the saturation profiles and heat 
transport in the mountain. 

W 

24 MTU/Acre 

Figure 5-3 shows the temperature distribution as a function of radius and time for the 24 
MTU/acre case. As predicted by the analytical heat conduction algorithm discussed in 
Section 3, this case does not produce bulk average temperatures that exceed boiling at any 
time. The average bulk peak temperature in the repository is predicted to be about 66 
degrees Celsius at the center of the repository and, although not shown in this section (refer 
to Appendix F), 47 degrees Celsius at the edge. The saturation profile as a function of time 
at the repository horizon, shown in Figure 5-4, does not show any appreciable deviation from 
ambient conditions. 
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Figure 5-4. Liquid Saturation Profile Variation with Time at the Repository for 24 MTU/Acre 
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36 MTU/Acre 

Figure 5-5 shows the temperature distribution as a function of radius and time for the 36 
MTU/acre case. As predicted by the analytical heat conduction algorithm discussed in 
Section 3, this case also does not produce bulk average temperatures that exceed boiling at 
any time. The peak temperature is about 86 degrees Celsius at the center and 58 degrees 
Celsius at the edge. A plot of the vertical temperature profile at three locations in the 
repository for 5000 years is shown in Figure 5-6. The time of 5000 years was chosen, not 
because it represents the peak in the repository, but because it shows what the peak 
temperature at the top of the water table (at 568 m) is predicted to be. The results indicate 
that the peak at the top of the saturated zone is approximately 55 degrees Celsius at about 
5000 years after emplacement, roughly 25 degrees Celsius above ambient but well below 
boiling. 

Figure 5-7 shows the saturation profile with time at the repository horizon and, like the 24 
MTU/acre case, it does not show any appreciable deviation from ambient conditions. The 
saturation profile with depth (not shown here but provided in Appendix F), if compared to the 
ambient plot, shows minimal hydrothermal perturbation of the system at any elevation. 

55 MTU/Acre (Reference Case) 

Figures 5-8 and 5-9 show the temperature distribution as a function of radius and time for the 
55 MTU/acre case. Unlike the lower thermal loading cases, this case produces bulk average 
boiling conditions at the center of the repository. The peak temperature is predicted to be 
about 108 degrees Celsius at the center, and about 75 degrees Celsius at the edge. Bulk 
average boiling conditions exist at the center for approximately 2000 years, but at no time 
does the edge (outer 6 percent) exceed the bulk average boiling point. Figure 5-10 shows the 
temperature distribution with depth at 497 years. Heat pipe regions can be seen flattening the 
temperature profile away from the repository horizon. Although not shown in this figure this 
heat pipe effect is relatively short lived, disappearing between 1000 and 2000 years. The 
peak temperature at the top of the saturated zone (also not shown) is about 65 degrees 
Celsius. 

The heat-pipe effect is a heat transfer mechanism of high efficiency consisting of a cyclic 
fluid-thermal system. Heat is transported away from a heat source by conversion to latent 
heat in a gas phase primarily through boiling of a liquid phase. The gas phase is driven away 
from the heat source by the resulting buildup in gas phase pressure and partial pressure of the 
vapor. A continual return flux of condensate that is necessary to replenish the liquid phase as 
it boils is usually provided by a capillary wick. The heat-pipe effect results in heat transfer 
that can dominate thermal conduction. 
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Figure 5-7. Liquid Saturation Profile Variations with Time at the Repository Horizon for 36 MTU/Acre 
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Figure 5-8. Temperature Variations with Time at the Repository Horizon for 55 MTU/Acre (Inner Zones) 
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Figure 5-9. Temperature Variations with Time at the Repository Horizon for 55 MTU/Acre (Outer Zones) 
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In a repository setting, the heat-pipe effect starts when decay heat boils water in the rock 
matrix, causing a gas phase pressure increase which drives water vapor in the matrix towards 
the nearest fracture. The gas phase pressure then increases in the fractures causing advective 
gas phase flow in the fractures away from the heat source. Vapor is also transported away 
from the heat source by molecular diffusion. Molecular diffusion is driven by water vapor 
pressure gradients, or more precisely, by gradients in mass fraction of water vapor through 
Fick’s law of diffusion. The movement of water vapor in the fractures continues until a 
region cooler than the boiling point is reached, whereupon, most of the water vapor 
condenses. The condensate can return towards the heat source in two separate ways: by 
gravity drainage in fractures and by suction gradients in the matrix. Gravity refluxing can 
happen, of course, only when the general direction of return flow is downwards, which occurs 
in the condensate refluxing zone above the repository. Matrix suction includes both capillary 
and surface forces. The net result is to draw liquid water from higher matrix saturation to 
lower matrix saturation regions, for the same matrix material. Therefore, matrix suction pulls 
water from the condensation region, where there is a relatively high saturation, towards the 
region closer to the heat source. 

Figures 5-11 and 5-12 show the saturation profile with time at the repository horizon. Unlike 
the lower thermal loading cases, this case shows significant perturbations to the ambient 
conditions. The center of the repository is shown to dry to about 10 percent saturation very 
quickly, and begin to re-wet very gradually, returning to near ambient saturation levels after 
20,000 years. Unlike the center, the edge remains at the ambient saturation level except for a 
very short period of insignificant drying. This illustrates the point that, for the intermediate 
thermal loadings where the temperatures are raised above the bulk local atmospheric boiling 
point of 97 degrees Celsius, this does not translate to completely dry conditions. This is 
explained by vapor pressure lowering due to capillary effects in unsaturated porous media. 
Figure 5-13 shows the saturation profile with depth at 497 years. A region of 100 percent 
saturation is seen above the center of the repository, some 25 meters thick, and extending 
radially over approximately 70 percent of the repository. This saturated region persists for 
roughly 1000 years, dissipating slowly over time. 

I) 

U 

A brief digression for a discussion of dry-out and rewetting is probably warranted. Rewetting 
behavior is influenced by the balance between drying and rewetting processes. A major 
consideration for rewetting is the extent to which water is driven away from the repository. 
Dry-out behavior is the net result of processes that drive water vapor away from the 
repository and the processes that cause water to return to the repository. 

Processes that drive water away from the repository include: 

1. Diffusive gas-phase flow of air and water vapor 

2. Advective gas-phase flow driven by 

a. boiling conditions 
b. buoyant gas-phase convection 
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3. Advective liquid-phase flow of 

a. 
b. 

condensate drainage down the flanks of the dry-out zone 
condensate drainage below the dry-out zone. 

Processes that return water to the repository include: 

1. Diffusive gas-phase flow of air and water vapor 

2. Advective liquid-phase flow driven by 

a. natural infiltration 
b. 
c. 

condensate drainage above the dry-out zone 
matrix imbibition, generally occurring from high to low liquid saturation. 

Buoyant gas-phase convection can enhance the buildup of condensate above the dry-out zone, 
thereby increasing the return condensate flux above the dry-out zone. Buoyant gas-phase 
convection can also enhance the rate of vaporization. Gas-phase convection driven by boiling 
can suppress the impact of buoyant gas-phase convection. 

As is evident there are many interrelated processes impacting dry-out and rewetting behavior. 
Because of the decaying nature of the repository heat source, there is an initial period of time 
during which the dry-out zone is increasing in spatial extent, followed by a much longer 
period during which rewetting processes dominate dry-out, causing the dry-out zone to rewet 
back to ambient conditions. Dry-out and rewetting behavior varies substantially between the 
center and edge of the repository. The degree of dry-out and the speed of rewetting depends 
on various assumptions including fracture size, density, and connectivity, matrix imbibition, 
and other things. A sensitivity study will be conducted in future studies to examine some of 
these issues. 

e 

83 MTU/Acre 

The 83 MTU/acre case behaves qualitatively very similar to the reference case. Figure 5-14 
shows bulk boiling at the center of the repository which lasts approximately 5000 years with 
a peak temperature of about 145 degrees Celsius. The edge, however, just reaches the bulk 
boiling point, falling below boiling at very early times. The temperature profile with depth 
shown at 451 years in Figure 5-15 shows heat pipe regions extending further from the 
repository than the reference case and persisting for longer times. The peak temperature at 
the top of the saturated zone is approximately 75 degrees Celsius. 
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Figure 5-15. Vertical Temperature Profile with Depth at 1000 Years for 83 MTU/Acre 
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The saturation profile with time at the repository horizon is shown in Figure 5-16. The center 
of the repository dries rapidly to near zero percent liquid saturation, re-wetting gradually and 
returning to near ambient conditions after 100,000 years. However, the edge dries for only a 
short period of time, re-wetting very rapidly to a level that the model indicates may be 
minimally greater than the ambient saturation. The saturation profile with depth at 1000 
years, Figure 5-17, shows behavior similar to the reference case. The region of 100 percent 
saturation above the repository is somewhat thicker in vertical extent, persists somewhat 
longer, and extends radially over a larger distance with a pronounced vertical tilt. In addition, 
perturbations below the repository are now evident, with the region of 100 percent saturation 
rising nearly 100 m toward the repository at the center. 

111 MTU/Acre 

The highest thermal loading considered in the study was 111 MTU/acre. The predicted bulk 
average temperatures at the repository horizon exceed the boiling point for significant periods 
of time over the entire radial dimension of the repository as shown in Figures 5-18 and 5-19, 
The peak temperature at the center of the repository of about 185 degrees Celsius is reached 
very rapidly, and the center remains above boiling for almost 8000 years. However, 
significant portions of the repository drop below boiling earlier than this. The edge bulk 
temperature is 30 to 40 degrees Celsius cooler than the center at early times, dropping below 
boiling in less than 2000 years. The predicted vertical temperature profiles evidenced by 
Figure 5-20 at 1000 years show the formation of large heat pipes which tend to propagate 
heat effectively both to higher and lower levels for periods in excess of 1000 years. At 1000 
years, above boiling or boiling conditions extend essentially from the water table to about 80 
m from the surface. Additionally, as shown on the figure, the thermal goals (see Table 2-1) 
to keep the temperature at the top of the Calico Hills member (CHn) and the top of the 
Topopah vitrophyre layer below 115 degrees Celsius are violated. These two thermal goals 
are not met for periods of time between about 400 to 4000 years. The comparison with 
thermal goals is discussed in more detail in Section 5.6. 

As expected from lower thermal loadings, the liquid saturation profiles are altered 
significantly. Figures 5-21 and 5-22 show the center of the repository drying rapidly to 
essentially zero percent liquid saturation and remaining there for almost 3000 years. 
Significant (less than about 10 percent saturation) dry-out is predicted to persist in excess of 
10,000 years, and re-wetting proceeds very gradually with near ambient conditions reached in 
100,000 years. The edge dries to about ten percent liquid saturation or less, however 
re-wetting proceeds more rapidly than at the center. The outer edge returns to near ambient 
saturation in less than 2000 years, with a slow, steady increase in saturation that places the 
edge slightly above ambient levels for very long periods of time. The liquid saturation profile 
with depth at 1000 years is presented in Figure 5-23. This shows a vertical zone above the 
repository of condensation buildup with a vertical extent of 120 to 150 m where the matrix is 
nearly fully saturated. In some areas, the top of the condensation zone lies just beneath the 
Paintbrush tuff (depending somewhat on time and radial distance from the repository center). 
Beneath the repository, starting about 65 rn below (depending somewhat on time and radial 
distance from the repository center), the model shows an increased zone of condensation 
buildup in the CHn layer extending to the water table. This case also shows a significant tilt 
in the 

n 
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Figure 5-21. Saturation Profile at the Repository Horizon for 11 1 MTU/A&e (Inner Zones) 
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saturated layer above the repository with the center as much as 200 meters higher than the 
edge. The analysis predicts, for this case, that thermally driven vapor fluxes are responsible 
for a large-scale redistribution of fluid, resulting in a net increase in the amount of liquid 
water above the repository. This can be confirmed by examining the liquid saturation profiles 
at 100,000 years as shown in Figure 5-24 and comparing them with the ambient profiles in 
Figure 5-2. The results indicate, for this case, that the liquid saturation levels above the 
middle and edge of the repository may increase 5 to 40 percent above the ambient level. 

Comparison of Thermal Loadings 

Figures 5-3 through 5-24 show a trend of increasing hydrothermal perturbations with 
increasing thermal loadings. The cases at 24 and 36 MTU/acre show minimal changes from 
ambient bulk hydrological conditions. Large perturbations are evident at and above the 
reference case loading with saturated regions forming above the repository. The highest 
thermal loading of 11 1 MTU/acre shows significant drying, especially in the near vicinity of 
the center of the repository. 

Water movement and the uncertainty in determining the amount of water movement are 
important issues in selecting a thermal strategy. The same amount of heat is put into the 
mountain regardless of thermal load. The heat is just spread over a larger area for the lower 
thermal load. The amount of water moved by this heat depends on a number of factors 
including the bulk permeability. The higher the permeability, the easier it is to move the 
water. A permeability of 280 milliDarcys was used for the majority of the calculations since 
this is considered at the time of the study by various modeling experts to be a likely value for 
the bulk average at the repository horizon. However, there is uncertainty in this value; it 
could be higher or lower on the average and locally some areas of rock could be significantly 
different. As discussed earlier, air permeability measurements in TSw2 and reported by 
Wilson, et al. (1994) show bulk permeabilities in the range from 0.1 to 10 Darcy. Thus 
LLNL, as presented in Appendix F, performed calculations over a much larger range of bulk 
permeabilities to evaluate some of the sensitivities for hydrothermal response. The 
calculations were found to have implications on bulk water movement; these are discussed 
below. 

Estimates of liquid flux through the repository are needed to evaluate performance. However, 
at this time the only estimates provided by LLNL were total volume of liquid moved above 
the repository. From this an estimate of equivalent column of liquid above the repository was 
used as a better representation of the flux than would be afforded by the total volume. The 
LLNL calculations of total volume of water moved above the repository at each AML for 
each bulk permeability (see Appendix F) were divided by the area over which the heat is 
distributed (e.g. potential repository area) to determine the equivalent height of the column of 
water that must be supported by vapor pressure above the potential repository. This volume 
of water per unit area also gives a measure of the additional amount of water (excluding 
episodic flow or linkages with perched water) available to contact a waste package upon 
cooldown. Figure 5-25 shows a plot of the calculated equivalent column height of water as a 
function of AML for each permeability considered. This plot was done at the time when the 
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w 
maximum volume of water was perturbed. The 280 milliDarcy curve confirms the negligible 
water movement shown in earlier figures at low thermal loads (about 0.1 m column affected) 
and shows that at 11 1 MTU/acre the column of water affected is about a factor of 10 larger. 
As the permeability increases, it becomes much easier to move water, as expected. As a 
result of this, the equivalent column of water becomes larger for all thermal loads. The 
below boiling thermal loads still produce the smallest equivalent column of liquid. The peak 
in the equivalent water column tends to move down somewhat as the permeability is 
increased although the differences between a 55 and 111 MTU/acre loadings are not 
substantial. It should be noted that a bulk permeability of 40 Darcys would be representative 
of an extremely porous oil field. While localized areas in Yucca Mountain may have 
permeabilities of this magnitude, the average bulk permeability is not expected to be in this 
range. 

If the water mobilized is assumed to be available to contact waste packages, Figure 5-25 can 
be used to draw conclusions with respect to AML and bulk permeability. Figure 5-25 shows 
that for AMLs less than or equal to 36 MTU/acre the net column height of liquid is less than 
for any loading above 36 MTU/acre. The potential for enhanced liquid flux reentering the 
repository is therefore less for the sub-boiling cases than for the above boiling cases. This 
conclusion is derived from the observation that the predictions of saturation profile (see 
Figure 5-4) show no regions of 100 percent saturation being produced which, within the 
assumptions of the equivalent continuum model, preclude fracture flow. At or above 55 
MTU/acre, locally saturated regions occur allowing the possibility of liquid flow in fractures 
which may or may not enter the repository depending on near filed heterogeneity and the 
extent that liquid may concentrate in fractures. In any case Figure 5-25 indicates that the flux 
through the repository is minimized by lower thermal loads. 

Several factors can alter the conclusions of the preceding paragraph. One or more of the 
following mechanisms can either remove the water before it contacts WPs or preferentially 
concentrate water at certain locations. The mechanisms are matrix inbibition, boiling 
condensate drainage through regions not occupied by WPs, and focussed liquid flow driven 
by spatial heterogeneity in bulk permeability. The follow-on study will examine these 
mechanisms. 

The calculations predict that the boiling time will decrease, for those cases which produce 
above boiling conditions, as the bulk permeability of the host rock increases. For bulk 
average permeabilities up to about 1 Darcy the change in the length of boiling time is small 
between different permeabilities. However, for permeabilities substantially above 1 Darcy 
boiling times can decrease by a few hundred to a few thousand years over rock with lower 
permeabilities. The percent reduction decreases with increasing thermal load but remains 
appreciable at even the highest thermal loads. This behavior results if the bulk average 
permeability increases. Further details can be found in Appendix F. 

U 
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5.6 COMPARISON OF FAR-FIELD RESULTS WITH THERMAL GOALS 

The far-field analysis generated results useful in assessing performance against the following 
thermal goals, which were presented in Section 2 in Table 2-1. 

Number 

1 

2 

3 

4 

5 

10 

16 

- Goal 

Limit temperature of CHn to 4 1 5  "C 

Limit temperature of TSw3 to e115 "C 

Relative motion e l m  at the top of TSwl 

Rise in surface temperature <2"C 

Surface uplift <OS cdyear  

Maximize the time the waste package container stays above 
boiling consistent with the thermal strategy developed 

Establish a thermal loading which would not degrade PTn barrier 

These goals were considered specifically far-field goals related to postclosure performance. 
Goals 3 and 5 are thermo-mechanical effects and could not be evaluated with the temperature 
and saturation pressure data provided in this section. Goal 4 could not be evaluated since the 
model assumed a constant temperature at the surface. Goal 10 is a qualitative goal primarily 
dependent on near-field conditions. However, the goal itself addresses postclosure 
performance and hence will be evaluated. The near-field calculations discussed in the 
previous section could not be extended to the timescales necessary to evaluate this goal nor 
did they calculate the hydrothermal characteristics. Therefore, the far-field average bulk 
temperatures will be used as a measure of how well this goal is met and the time that the 
bulk temperature is above boiling will be used as a conservative estimate of whether the goal 
is_ met, God_ 14 is- aqditativa state.ment_whi&czm.mh, k~~xmined.in.~vemJ ogwwdA 
sense. Data on vertical temperature and liquid saturation profiles are given in this section 
which on examination might lead to some estimates of perturbations of the PTn layer; 
however, this was not done. Further discussion of this goal is presented in Section 7, where 
the geochemical aspects of the problem are evaluated. Thus only goals 1, 2, and 10 were 
examined in this section. 

An evaluation was done as to how well each of the thermal loading options met the three 
thermal goals. In some cases the performance could not be determined unequivocally, so 
engineering judgement was used to assess the qualitative probability of that goal being 
exceeded. For goals 1 and 2 a utility of 1 was assigned if the goal was met (e.g., 
temperatures below 115 degrees Celsius were achieved in the repository) and a utility of zero 
was assigned if the goal was exceeded. The only exception to this was for the 83 MTU/acre 
case in which the data showed that a temperature of 115 degrees Celsius was reached at about 
451 years and was still that temperature at 1000 years. Since it was possible that the goal 
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was exceeded during that time a utility of 0.5 was assigned to that particular case. Goal 10 

package and surrounding rock are "dry." At present, no consensus exists as to the definition 
of dry or dryout of the rock. Thus, this goal is a surrogate for what some believe is dry. In 
this study, as well as in the total system performance analysis studies that were done in 1993, 
the definition of dryout is based on having the temperature in the host rock be at or above the 
boiling point (97 degrees Celsius) in the host rock. The volume of the dry out zone provides 
an estimate of the perturbation in groundwater that results as a consequence of the repository 
thermal pulse. Water displaced from the dryout zone and infiltrating water diverted around 
the dryout zone are considered a result of this perturbation. 

assumes that having the waste package above boiling produces conditions in which the waste L 

The fraction of waste package containers that would be protected from groundwater, hence 
aqueous flow and transport processes was assumed to be within the repository volume where 
the temperature was above boiling. Using the hydrothermal predictions which produce bulk 
average temperature predictions (ie., an average temperature that would exist some distance 
into the rock but still remain on the drift scale), estimates of the repository area that would be 
above the boiling point were calculated. Although this area which the above discussion 
identifies as the dryout region may not be completely dry, it is assumed that groundwater 
flow would be interrupted within this volume. The area of this dryout region, as a function 
of tinie, was determined form the hydrothermal calculations as those radial rings in the 
repository that have bulk average temperatures above boiling. This was done for each of the 
thermal loads. The area of those rings that have temperatures above boiling was normalized 
by the total repository area and these values are plotted as a function of time in Figure 5-26. 

For the 111 MTU/acre case, the area under the curve was the largest of the three strategies 
that produced above boiling conditions. Thus, the 11 1 MTU/acre case, which had the largest 
time above boiling, was assigned a utility of one. The reader is cautioned that above boiling 
does not necessarily imply complete dry-out. The other cases were assigned utilities based on 
the fraction of area under the curve in Figure 5-26 that they achieve compared with the 111 
MTU/acre case. Of course since the two lowest thermal loadings of 24 and 36 MTU/acre did 
not have bulk temperatures that exceeded boiling they were assigned utilities of zero with this 
methodology. It should be noted that, depending on waste package size and emplacement 
mode, the waste package may have temperatures above boiling. However, this was not 
considered since there was an attempt to eliminate effects that were simply a function of 
waste package size and/ or emplacement mode. 

Table 5-1 summarizes the performance, in terms of utility factors, of each option with respect 
to the three goals outlined. 
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Table 5-1. Comparison of Performance With Thermal Goals 

Goal 1 

Goal 2 

Goal 10 

Utility Factors 
Loading (MTU/Acre) 

24 36 55 83 111 

1 1 1 1 0 

1 1 1 0.5 0 

0 0 0.2 0.6 1 

These comparisons will be used in conjunction with assessments of near-field results, cost, 
schedule, uncertainty and other considerations to formulate recommendations. These issues will 
be discussed in succeeding sections, and recommendations that can be made will be presented 
later in the report. 

5.7 SUMMARY 

Hydrothermal calculations of temperature and water movement on a mountain scale, using a 
continuum equilibrium model, were performed by LLNL in support of the study. An 
evaluation of these calculations was done and the results were used in the evaluations of the 
various thermal loading cases. Specifically, the calculations showed that the 24 and 36 
MTU/acre cases, which produce bulk average conditions below boiling, produce negligible 
hydrologic perturbation for bulk permeabilities around 280 milliDarcy. On the other hand, 
the calculations predict that the high thermal loads will move vertically a significant amount 
of water both above and below the repository horizon. If permeabilities should be different 
than this in some areas, possibly due to heterogeneities, the calculations show that the below 
boiling thermal loads will tend to minimize the equivalent column of liquid that is moved 
above the repository. Additionally, the continuum equilibrium model predicts that the high 
thermal loads produce a large scale redistribution of fluid resulting in long term increases in 
saturation levels above the repository. This was determined by observing increased, 
compared to the ambient, liquid saturation levels above the repository at 100,000 years. The 
calculations showed that with uniform thermal loading the 55 MTU/acre case has a significant 
portion of the repository never exceeding the boiling temperature. This would produce a hot, 
humid environment for the waste packages. The calculated temperatures were evaluated as to 
whether the far-field thermal goals would be met. The results showed that the thermal goals 
to keep the temperature below 115 degrees Celsius for the CHn and TSw3 layers were 
violated at 111 MTU/acre and that at 83 MTU/acre there was a high probability that the goal 
at the TSw3 layer would also be violated. The goal was to maximize the time the WP is 
above boiling consistent with the thermal strategy, although a near-field goal was evaluated 
with the far-field calculations since the bulk average temperatures provide a reasonable 
estimate of the temperature performance for long times. The calculations, obviously, found 
the boiling time to be maximized at the 111 MTU/acre case and to not be achieved for the 

113 

Ir) below boiling cases. 
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6. COST ANALYSIS 

This section describes the results of the cost analyses performed as a part of the evaluation of 
the thermal loading alternatives. The MGDS Life Cycle Costs (LCC) were estimated as a 
part of these analyses. The MGDS life cycle is divided into phases based on the completion 
of major program milestones. The phases are 1) the Yucca Mountain Site Characterization 
Project (YMP), also considered the Development and Evaluation @&E) phase of the MGDS 
life cycle; 2) Engineering and Construction; 3) Emplacement Operations; 4) Caretaker 
Operations; 5 )  Decommissioning and Closure. Section 6.1 describes the MGDS D&E costs. 
The costs for the second through fifth phases are grouped as post-D&E MGDS costs and are 
reported in Section 6.2. Section 6.3 concerns non-MGDS costs due to the thermal loading. It 
must be remembered that the cost estimates are based on top level scoping algorithms 
designed to identify sensitivities to the design variables and to identify the most important 
design variables. These costs should not be considered as providing accurate project or life 
cycle costs but rather as giving an indication of cost trends relative to the design parameters. 

6.1 MGDS D&E COST IMPACTS DUE TO THERMAL LOADING 

This section consists of descriptions of the background for the D&E analysis, the approach, 
key groundrules and assumptions, an analysis summary, and a cost summary. The detailed 
set of assumptions and detailed analyses are provided in Appendix H. 

6.1.1 D&E Background 

The thermal loading strategy could impact the work scopes of the YMP by altering the sizes 
of the emplacement areas. The sizes of the emplacement areas, which are displayed in Table 
6-1, are based on the repository area used (see Section 3). The change in the required 
emplacement area and thus the repository block area required to be investigated is influenced 
by the thermal loading and is the primary design variable considered in this analysis. 

The thermal loading will also affect the coupled T-M-H-C behavior of the site and thus the 
postclosure performance. The Total Systems Performance Assessment (TSPA) is the primary 
measure of postclosure performance. The cost of site characterization will increase as the 
uncertainty in the TSPA increases. However, no attempt to quantify this cost impact was 
made in this analysis. 
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Table 6-1. Emplacement Areas for Desired AMLs 

24 

36 

55 

83 

v 

2598 

1755 

1139 

755 

II Emplacement Area 11 (Mkykcre) I (Acre) 

II 111 I 570 II 
6.1.2 

~ ~ ~~ 

D&E Approach 

The approach used to determine the cost impacts was to identify the affected Work 
Breakdown Structure (WBS) elements. The WBS Dictionary (YMP/CC-0001) (DOE, 1993b) 
provides descriptions of the work scope for each WBS element. A screening of the W B S  
elements was performed by the M&O MGDS Systems Engineering, Strategic Planning and 
Technical Integration, Site Characterization, and Budget and Analysis groups. For the 
affected W B S  elements, estimates of the delta costs from the baseline Total Project Cost 
(TPC) (DOE, 1993c) were developed. The WBS elements 1.2.3 (Site Investigations), 1.2.6 
(Exploratory Studies Facility), 1.2.7 (Test Facilities), and 1.2.13 (Environment, Safety, and 
Health) were identified as possibly having significant cost impacts due to thermal loading. 

6.1.3 D&E Key Groundrules and Assumptions 

The following key groundrules were used to perform the D&E cost analysis: 

1. The TPC baseline is used as the cost basis. 

1 

i 

2. Project completion in October 2001 with the submittal of license application. 

3. All costs are presented in constant fiscal year 1994 dollars (FY 94 $) based on the 
guidance described in DOE Order 5700.2D (DOE, 1992d), which states that all 
construction projects will be estimated in constant-year dollars in the year the 
estimate is performed. 

A key assumption described earlier in sections 3.5 and 3.6 is restated at this point since it is 
important to the cost analysis. At least 2600 acres of area comprised of the potentially usable 
primary repository area plus the more favorable potential expansion areas 2EA, 2EB and SE 
was assumed suitable for waste emplacement (SCP page 6-224 and see Figure 3-2). 
Emerging subsurface analyses (Rogers, 1993) to investigate the expansion areas for potential 
waste emplacement are considering that, in order to meet more stringent repository layout 
criteria than assumed in the SCP, expansion beyond the assumed SCP expansion areas may be 
necessary to emplace the lower AMLs of 24 and 36 MTU/acre. 
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The assumptions used to determine the cost impacts on the affected W B S  elements are 
outlined below: 

1. The Systematic Drilling (SD) program, which is under W B S  1.2.3, Site 
Investigations, is modified based on the thermal loading decision. The objective of 
this program is to obtain, in a systematic process, the analytical data and basic 
descriptions of the subsurface geology of the potential repository site for 
determining the detailed, three-dimensional distribution of rock properties 
underlying Yucca Mountain. The M&O Site Characterization group was consulted 
concerning the amount of additional surface based testing and characterization that 
would be required for an increase or decrease in the emplacement area or 
repository block area based on the thermal load. Their response was that for 
expansion into the northern areas (2EA, 2EB, and SE) that the regional and site 
scale characterization was adequate and that only the on-block or SD boreholes 
were required to be increased. For reduced repository block areas, the regional 
and site scale characterization could not be reduced and that the SD boreholes 
could only be reduced to the size of the altered zone which was assumed to be the 
extent of the boiling front for above boiling thermal loadings. The SD boreholes 
refer to those boreholes identified in the Study Plan for Study 8.3.1.4.3.1 (DOE, 
1993d), "Systematic Acquisition of Site-Specific Subsurface Information." 

2. Any ESF, WBS 1.2.6, cost impacts are not included. No consensus was reached 
concerning the amount of additional or reduced ESF excavation required for the 

reduction in the amount of drifting or number of alcoves would be required for the 
different thermal loadings. Studies of physical, chemical, thermal, and mechanical 
processes will be adequately addressed with currently planned excavations, and 
features will be investigated with surface-based techniques (Johnson, 1993). 
McKenzie, (1993) suggested it would be difficult to license an expanded repository 
area without an examination of the extent of the potential repository area. A 
compromise position offered by the M&O Regulatory and Licensing group (Lugo, 
1993) was that the current ESF design resolves the NRC concerns and that the 
view that no additional or reduced drifting is necessary was reasonable, but that 
additional drifting in the expansion areas could be done contingent upon receiving 
unexpected information during the surface-based testing of the expansion area. At 
this point, it is mentioned that for the higher thermal loads a reduction in the ESF 
drifting would have to be studied in sufficient detail so that the potential repository 
would not be adversely affected. The potential repository layouts developed for 
this study are not of this level of detail. Also, the risk of reducing the ESF 
drifting for a high thermal loading at this time may be large if a low thermal load 
must be used for the final repository design. Clearly, there is contention on this 
issue and a more detailed examination will be needed at a later date. An 
investigation of sensitivity of the D&E costs to this assumption is planned for the 
final report of follow-on Thermal Loading System Study which is planned for 
completion in FY 95. It is realized that if modification of the current ESF design 
is required due to the thermal loading, the delta cost could be impacted; however, 
based on current expectations no delta costs were assumed at this time. 

various repository thermal loadings. One idea proposed was that no addition or rn 
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3. The cost of roads to access an additional or reduced number of SD boreholes is 

impacted in the 1.2.7 WBS element (Test Facilities). Late in the study, it was 
determined that these costs should be accounted for in the 1.2.3 W B S  element. 
Since the cost is relatively small, the costs were not moved to the proper element. 
They also may be slightly over-estimated since there is a small cost for roads in 
the 1.2.3 W B S  element. 

4. The Terrestrial Ecosystems program, which is under W B S  1.2.13 (Environment, 
Safety, and Health) needs to be expanded for the low thermal loading cases. 

6.1.4 D&E Analysis Summary 

Based on the above assumptions, the major cost impacts on the YMP are due to the 
modification of the SD Program and specifically the number of SD boreholes. The number of 
SD boreholes is based on a uniform areal distribution of boreholes in the repository block. 
The Study Plan for Study 8.3.1.4.3.1 (DOE, 19934) "Systematic Acquisition of Site-Specific 
Subsurface Information" calls for 12 initial SD boreholes in a repository block area of 1600 
acres. Table 6-2 provides the repository block areas considered2 and the total number of SD 
boreholes required for the desired AMLs. 

The delta costs from the baseline for W B S  elements 1.2.3, 1.2.7 and 1.2.13 are reported in 
this section. The WBS 1.2.3 (Site Investigations)-related delta costs by thermal loading are 
summarized in Table 6-3. These costs included additional drilling equipment, fixed costs per 
SD borehole, Unsaturated Zone (UZ) monitoring of the boreholes and coordination and 
planning costs. The WBS 1.2.7 (Test Facilities)-related delta costs by thermal loading are 
summarized in Table 6-4. The cost of roads to access the SD boreholes is the main cost 
impact identified in this W B S  element. The W B S  1.2.13 (Environment, Safety and Health)- 
related delta costs due to thermal loading are limited to a $0.3 million increase for the two 
lowest AML cases. The cost of the Terrestrial Ecosystems program is the main cost impact 
identified in this W B S  element. 

w 

6.1.5 D&E Cost Summary 

The YMP Cost and Schedule Baseline document (YMP/CM-0015) (DOE, 1993c) reports the 
TPC as $6,319,337,000 (year of expenditure dollars). The baseline cost is $6,123,058,000 
when stated in constant FY 94 dollars (see Appendix H). The cost analysis from the previous 
section developed delta costs from this baseline in constant FY 94 dollars for various thermal 
loadings of the potential repository. These cost deltas and the total costs are summarized in 
Table 6-5. 

The Area Investigated column of Table 6-2 differs slightly from the Emplacement Area column of Table 
6-1 for the 11 1 AML case due to considering the areal extent of the boiling front. Additional detail concerning 
the areal extent of the boiling front is explained in Appendix H. 

I 

t 
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Table 6-2. Repository Block Areas and SD Boreholes for Desired AMLs 

AML Area Investigated 
(MTU/Acre) (Acres) 

24 2598 

36 1755 

55 1139 

83 755 

111 583 

Common and Repository Block 
Support Area Uncertainty Area Area Total Number of SD 

(Acres) (Acres) (Acres) Boreholes 

28 1 180 3059 23 

28 1 180 2216 17 

28 1 180 1600 12 

28 1 180 1216 9 

28 1 180 1043 8 

Boreholes 

24 11 

LM-300 
Drill Rig 

Delta Cost 
(Millions of 
FY 94 $) 

36 I 5 

Fixed SD 
Borehole 

Delta Cost 
(Millions of 
FY 94 $) 

55 I 0 

UZ 
Monitoring 
Deltacost 
(Millions of 
FY 94 $) 

Subtotal of Delta Cost Delta Cost 
Delta Cost Coordination (Millions of 
(Millions of and Planning FY 94 $) 
FY 94 $) (Millions of 

Ey 94s)  

83 

111 

~~ 

6.49 1 65.56 

(3) 

(4) 

6.49 I 29.80 

01 0 

01 (17.8 8) 

01 (23.84) 

9.30 I 81.35 I 12.20 I 93.55 

6.30 I 42.59 I 6.39 I 48.98 

01 01 01 0 

(1.20) I (19.08) I (2.86) I (21.94) 
, (29.48) (1.80) I (25.64) I (3.84) I 
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Table 6-4. WBS 1.2.7 Test Facilities Delta Cost for Desired AMLs 

AML (MTU/Acre) 

24 

36 

55 

83 

111 

Delta Number of SD Boreholes Delta Cost (Millions of 
Required FY 94 $) 

11 3.3 

5 1.5 

0 0 

(3) (0.9) 

(4) (1.2) 

Table 6-5. Site Characterization Delta and Total D&E Cost for Desired AMLs 

U 

AML Baseline Cost Delta Costs Total D&E Costs 
(MTU/Acre) (Millions of (Millions of (Millions of 

N 94 $) FY 94 $) FY 94 $) 

24 6123.06 97.15 6220.50 

36 6123.06 50.78 6173.84 

55 6123.06 0.0 6123.06 

83 

111 

In summary, this analysis of the MGDS D&E cost impacts due to thermal loading identified 
the Systematic Drilling program, associated access roads, and the Terrestrial Ecosystems 
program as impacted. A differential ESF cost impact due to thermal loading was not resolved 
and thus not included in the cost analysis. The main cost deltas are in the Systematic Drilling 
program and are small compared to the total MGDS D&E cost. The MGDS D&E costs will 
be higher (although not significantly higher) for lower thermal loads primarily because a 
larger area has to be characterized. Higher thermal loads result in a smaller repository area 
and slightly lower cost, but may make characterization more complex. Costs will increase as 
the uncertainty in the total system performance increases although this analysis made no 
attempt to quantify these costs. 

6123.06 (22.84) 6100.22 

6 123.06 (30.68) 6092.38 

6.2 POST D&E MGDS COST IMPACTS DUE TO THERMAL LOADING 

This section consists of descriptions of the background for the post-D&E analysis, the 
approach, key groundrules and assumptions, an analysis summary, and a cost summary. The 
detailed set of assumptions and detailed analyses are provided in Appendix H and its 
references. 
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6.2.1 Post-D&E Background 

Estimates of the post-D&E MGDS life cycle costs were developed in this analysis to 
determine the cost impacts due to thermal loading. These cost estimates include Engineering 
and Construction, Emplacement Operations, Caretaker Operations, and Decommissioning and 
Closure phases of the life cycle. As described in Section 3, a specific set of cases was 
identified to be costed in the Thermal Loading Study. Table 6-6 provides a list of the cases 
for which MGDS post-D&E cost estimates were developed. The main design parameters 
considered as part of the cost exercise are the AML, WP capacity, and emplacement mode. 
Although the Defense and West Valley High Level Waste (DHLW) contributes little to the 
thermal considerations of subsurface repository design, it does have a significant impact on 
W P  and repository surface facility cost. Therefore, disposal of DHLW was considered for its 
impact on cost in these two areas and was included in the analysis. For certain cases of 
Table 6-6, cost data from the Waste Package Performance Allocation Study (M&O, 1993d) 
were utilized to obtain subsurface repository costs that account for disposal of DHLW. 

6.2.2 Post-D&E Approach 

Complete cost estimates of the various cases were not performed. A cost basis was 
established and only the items determined to be sensitive to the differences between cases 
were examined in detail. Therefore, the costs reported here may not be accurate and should 
not be used to quote MGDS cost estimates. However, the cost trends among cases are 
considered representative of the actual cost impacts on the MGDS. 

6.2.3 Post-D&E Key Groundrules and Assumptions 

The following key groundrules were used to perform the post-D&E cost analysis: 

1. 

2. 

3. 

4. 

The same cost basis used in the most recently published Total System Life Cycle 
Cost (TSLCC) analysis (DOE, 1990) is used. The cost basis is Case 4 of the MRS 
System Study for the Repository (Sinagra, T.A. and Harig, R., 1990). 

The schedule of MGDS activities and milestones is consistent with the TSLCC 
analysis. 

All costs are presented in constant fiscal year 1994 dollars (FY 94 $) based on the 
guidance described in DOE Order 5700.2D (DOE, 1992d), which states that all 
construction projects will be estimated in constant-year dollars in the year the 
estimate is performed. 

The repository cost account structure from the cost basis is utilized. At the highest 
level, the cost account structure has the following categories; Management and 
Integration, Site Preparation, Surface Facilities, ShaftsBamps - Underground, 
Subsurface Excavations, Underground Service Systems, and Waste Package 
Fabrication. 
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Table 6-6. List of Post-D&E MGDS Cost Cases Examined in Thermal Loading Study 

Case ## Waste Package Capacity 
Combination 

~~ 

Hybrid (3 PWR and 4 BWR), or 
4 PWR, or 10 BWR, or 1 DHLW 

1 

2 

3 

4 

5 

6 DHLW 

7 

8 

9 

10 

11 

12 

6 PWRs, or 12 BWRs, or 1 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

12 PWRs, or 21 BWRs, or 3 
DHLWs 

~ 

Outer Barrier 
Thickness 

(cm) 

0.95 

10 

Loading 

Vertical Borehole 55 I 
Vertical Borehole 1- 
Long Horizontal 
Borehole 

In-Drift 
(4.3 m Drift 
Diameter) 

I 55 
~~ 

In-Drift 24 
(7.0 m Drift 
Diameter) 36 

55 

24 

36 

In-Drift 55 
(4.3 m Drift 
Diameter) 83 

111 

24 

In-Drift 
(7.0 m Drift 
Diameter) 

111 
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Case # Waste Paclage Capacity 
Combination 

23 

24 

25 

26 

27 

28 

29 

30 

31 

32 

21 PWRs, or 40 BWRs, or 4 
DHLWs 

-I- 

Outer Barrier 
Thickness 

(cm) 

10 

Loading 

I I 

The key assumptions used to develop the post-D&E MGDS cost estimates for the various 
cases are outlined below and organized by the cost account structure: 

1. The Management and Integration (M&D and Site Preparation costs are fixed. The 

item is a relatively small portion of the overall post-D&E MGDS costs and is not 
expected to change the trends identified during this study. 

M&I costs will be impacted by variations in the construction costs; however, this dlnnb, 

2. Only the Waste Handling Building (WHB) costs of the Surface Facilities are 
impacted. 

3. The ShaftsBamps - Underground costs were not impacted by the design variables 
considered. The cost basis utilized an MGDS design that contained the 
Exploratory Shaft Facility. These costs were updated to be consistent with the 
baseline ESF design (YMP/CM-O016) (DOE, 1993a) and ESF/potential repository 
interface drawings. 

4. Subsurface Excavations costs were impacted. The impacted costs concentrated on 
determining the length of excavation with a cost per unit length. The cost of 
Waste Emplacement and Transportation, which is also accumulated in this cost 
account, considered the number of WPs and the handling mode required by the 
emplacement mode and waste package shielding. 

5 .  Underground Service Systems costs were not impacted. 

mh 
6. Waste Package Fabrication costs were impacted. For each PWR capacity WP 

design, a unit WP cost for SNF and DHLW was estimated. 
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6.2.4 Post-D&E Analysis Summary 

The costs reported in this section are based on cost estimates provided by the M&O 
Repository Surface Design, Repository Subsurface Design, and Waste Package Design groups. 
WP average unit costs were provided for each WP capacity. These costs were aggregated 
into total WP fabrication costs based on the total number of Wps required for each capacity. 
For each WP capacity, a resource optimization was performed on a W H B  concept to establish 
resource quantities. Using these quantities, a WHB cost estimate was developed. The 
remainder of the repository surface facilities and site preparation costs were not updated from 
the cost basis. For each WP capacity, emplacement mode, and AML, a repository subsurface 
concept was developed and costed to emplace SNF only. These repository subsurface cost 
estimates were combined with the WP and repository surface costs to provide post-D&E 
MGDS cost estimates. Details of the cost inputs provided to support this study can be found 
in the following references: Bali, (1993), Bhttacharyya and Rasmussen, (1993) and Wallin, 
(1993). 

6.2.5 Post-D&E Cost Summary 

A subset of the cases from Table 6-6 for which complete post-D&E MGDS costs were developed 
are displayed in Figure 6- 1. The cases shown in Figure 6- 1 display cost versus thermal loading 
for the three WP capacities (6, 12 and 21 PWRs) and for the 6 PWR case for both in-drift and 
vertical borehole emplacement. As described earlier, all the cases in Table 6-6 did not include 
the DHLW cost for excavation. The cases shown in Figure 6-1 were also costed in the Waste 
Package Performance Allocation Study (M&O, 19934). The reference case, Case 0, is also 
shown on the figure for comparison. The post-D&E MGDS cost does not appear sensitive to 
thermal loading. This derives from three facts: (1) the repository layouts were developed to 
minimize excavation costs for each thermal loading; (2) the thermal environments were not 
considered in determining underground operational costs since the environments were not 
available in enough detail to cost the differences among them; and (3) the repository layouts were 
relatively simple and did not consider specific expansion areas or the excavation required to 
access these expansion areas. Additional explanation of these three facts is provided in the 
following paragraphs . 
In developing the repository layouts, the WPs were spaced at the estimated minimum allowable 
distance within the drifts to minimize the number of emplacement drifts required and, in turn, 
minimize the drift excavation costs. The minimum spacing was determined from considerations 
of a maximum allowable WP centerline temperature goal as stated in the SCP Thermal Goals 
Reevaluation WPs (M&O, 1993a), and the minimum space between WPs required to place the 

‘cj 
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Figure 6-1. Post-D&E MGDS Costs vs. Thermal Loading 
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AML 
(MTU/Acre) 

24 

36 

55 

83 

111 

1 
Minimum WP Spacing Square Spacing 

WP Spacing Drift Spacing WP Spacing Drift Spacing 
(meters) (m) (m) (meters) 

12.0 126.7 38.93 38.93 

12.0 84.18 31.78 31.78 

12.0 55.10 25.7 1 25.7 1 

12.0 36.51 18.80 23.30 

12.0 27.30 14.06 23.30 

W 

WPs in a drift using the WP transporter/emplacement machine. To change the thermal 
loading of the repository, only the distance between drifts was changed and the total length of 
emplacement drifts remained the same. Therefore, the only excavation costs that changed 
with the thermal loading were these associated with the perimeter drifts and access drifts. 
Since these costs are minor compared to the total excavation costs, little subsurface cost 
difference is seen among the thermal loading options. 

A comparison of emplacement methods (minimum WP spacing, variable drift spacing or 
square spacing, uniform WP and drift spacing) was also performed. The constant WP spacing 
case yields minimum excavation costs but, at low thermal loads, produces somewhat more 
pronounced heating variations in the repository perpendicular to the emplacement drifts than 
would occur square spacing (uniform WP and drift spacing). However, the square spacing 
will result in somewhat higher subsurface excavation costs. Table 6-7 provides the WP and 
drift spacings for these two emplacement methods for the 21 PWR multi-barrier WP 
emplaced in a 7.0 meter diameter drift. For any emplacement method and 7.0 meter drift 
diameter, the minimum drift spacing is limited to 23.3 meters due to the extraction ratio. 
Figure 6-2 provides the cost comparison of the two emplacement methods. For the square 
spacing, there is an increase in cost as the AML decreases, but for the 24 MTU/acre case the 
cost increase from the minimum WP spacing case is less than 15 percent. 

Table 6-7. Waste Package and Drift Spacings for Emplacement Methods 

Emplacement Method for 21 PWR WP, In-Drift (7.0 m) 

It should be noted that there are some minimal differences between the cases for which costs 
were generated and the cases where thermal calculations were run. Thermal calculations were 
done for all of the minimum WP spacing cases in Table 6-7. For each of the AMLs of 11 1 
and 83 MTU/acre there is a one-to-one correspondence between the cases costed (minimum 
WP spacing and square spacing) and the cases where thermal calculations were done. The 
square spacing cases for these two AMLs were not exactly square since the drift spacing 
could not be reduced below 23.3 m without violating the extraction ratio limitation. For the 
55 MTU/acre case the costs were done for a true square spacing (25.71 x 25.71 m), but the 
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thermal calculations were done for something slightly different (23.3 x 23.38 m). The cost 
differences between these two cases are negligible. Thermal calculations were not done for 
the 24 and 36 MTU/acre cases for either square spacing or minimum drift spacing (see Table 
4-4A for the 21 PWR cases.) 

Operations concepts will be affected by thermal loading. For example, there may be limits on 
the type of vehicles used, the monitoring hardware may need to be thermally shielded and/or 
of more rugged construction, ventilation costs may be very sensitive to thermal loading, and 
the need and means for human protection may vary significantly with thermal loading. The 
SCP Thermal Goals Reevaluation report (M&O, 1993a) specifies a 50 degrees Celsius goal 
for the upper bound temperature for the f i s t  50 years of operation in the access drifts for any 
emplacement mode. However, temperatures may be well above this goal in the actual 
emplacement drifts which may be occupied, at least for a short period of time, by workers 
and/or machines. The operations concepts and hence the impact that thermal loading will 
have on the cost of these operations is not yet well known. This uncertainty needs to be 
resolved to better define the cost impacts. 

The simplified repository layouts did not consider the specific expansion areas that would 
require development for emplacement of waste. Access to the suitable emplacement areas 
may require additional drifting. The level of detail of conceptual design required to 
determine this amount of drifting was not available at the time the cost estimates were 
developed. The expected impact on cost due to thermal loading from this effect is that the 
cost will be relatively insensitive to thermal loading until an additional expansion area is 
required, then a jump in the cost of accessing this area might occur. 

Surface facility costs were not a function of thermal loading and the WP costs were also 
independent of thermal loading assuming that the WP being costed was capable of achieving 
the desired thermal loading. Figure 6-3 shows the subsurface excavation costs for all cases 
considered. These costs do not include the cost of emplacement of DHLW, but show the 
limited sensitivity to thermal loading for the set of cases considered. 

In the previous figures, it can be seen that the major trend is a decrease in post-D&E MGDS 
costs as the WP capacity increases. However, a potential cost impact not considered in these 
cost estimates is the sensitivity of subsurface operations to WP weight. There is, in fact, a 
substantial weight difference between the WP options. The weight varies as a function of 
capacity from 23 tonnes to 51 tonnes for the 10 cm outer-barrier WP (Bahney and Doering, 
1993). Initial indications are, however, that the impact of weight on the subsurface operations 
cost will not alter the overall trend of economy in reducing the quantity of waste packages. 
Considering that the largest waste package capacities lower WP and repository surface costs, 
the next largest cost impact is to reduce the size of the drift diameter for the in-drift 
emplacement cases. It should be noted that for the capacity 6 PWR WP the vertical borehole 
emplacement cost was competitive with the 12 PWR in-drift (7.0 m) emplacement case (see 
Figure 6-1). 

Finally, for the 21 PWR multi-barrier WP and in-drift (7.0 m) emplacement, the total MGDS 
LCC is displayed in Figure 6-4. The total MGDS LCC is the sum of the D&E (YMP) cost 
from section 6.1 and the post-D&E costs from Section 6.2. This case was the lowest cost 
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alternative of the cases for which a complete post-D&E MGDS cost was computed. The 21 
PWR in-drift (4.3 m) emplacement case would be expected to generate lower costs but was 
not costed in this study to include the emplacement of DHLW. The subsurface excavation 
cost difference between 7.0 meter and 4.3 meter in-drift emplacement of the 21 PWR WP 
was on the order of $400 million (FY 94 $) for the non-DHLW cases shown in Figure 6-3. 

In surnmary, the repository subsurface layouts used the minimum WP spacing emplacement 
method which minimized subsurface excavation costs. The minimum WP spacing results in 
post-D&E MGDS cost estimates insensitive to thermal loading. Other emplacement methods 
(e.g., square spacing) involve costs more sensitive to thermal loading, but the cost difference 
is less than 15 percent. The cost of operating in high thermal environments and monitoring 
costs were not included, but may make the high thermal loadings more costly. The trend of 
increasing the WP capacity produces the largest cost reductions. The trend of decreasing the 
drift diameter for the in-drift emplacement cases also results in a significant cost reduction. 

6.3 NON-MGDS COST IMPACTS DUE TO THERMAL LOADING 

No options were evaluated in which the non-MGDS segments of the Civilian Radioactive 
Waste Management System were impacted. The System Implications of Repository Thermal 
Loading Phase I1 Study (M&O, 1993i) considers some specific system issues. A summary of 
the cost evaluations from the cited report is provided in this section for comparison, since a 
similar conclusion on cost was also reached. This study had a much broader scope than the 
analysis provided in the previous sections. The cost model used in the referenced study also 
supported the System Architecture Study (M&O, 1993k). That study states "The System 
Architecture Study (SAS) model is not detailed and is not appropriate for making precise 
projections of the absolute costs of the system. However, the model is suitable for estimating 
relative costs and for identifying and evaluating trends in those costs. The life-cycle costs 
computed by the SAS model include the construction and operating costs for the repository, 
the transportation system, and a MRS facility. D&E costs are assumed to be essentially the 
same for all strategies and are not calculated. The costs include only those associated with 
the management and disposal of spent fuel. Additional costs associated with high-level waste 
management and disposal are not included." The system life cycle cost analysis considered a 
scenario for waste acceptance, storage and transportation that is consistent with the previous 
analyses' assumptions. For this scenario, the conclusion was reached that there is a broad 
range in which the costs are not strongly sensitive to the areal mass loading. 
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6.4 SUMMARY 

c The analysis of the MGDS D&E cost impacts due to thermal loading identified as impacted 
the Systematic Drilling program, associated access roads, and the Terrestrial Ecosystem 
program. A differential ESF cost impact due to thermal loading was not resolved and thus 
not included in the cost analysis. The main cost deltas are in the Systematic Drilling program 
and are small compared to the total MGDS D&E cost. The MGDS D&E costs will be higher 
(although not significantly higher) for lower thermal loads primarily because a larger area has 
to be characterized. Higher thermal loads result in a smaller repository area and slightly 
lower cost, but may make characterization more complex. Costs will increase as the 
uncertainty in the total system performance increases although this analysis made no attempt 
to quantify these costs. 

The analysis of the post-D&E MGDS cost considered repository subsurface layouts that used 
the minimum WP spacing emplacement method which minimized subsurface excavation costs. 
The minimum WP spacing results in post-D&E MGDS cost estimates insensitive to thermal 
loading. With other emplacement methods (e.g., square spacing) the costs are more sensitive 
to thermal loading, but the cost difference is less than 15 percent. The trend of increasing the 
WP capacity produces the largest cost reductions. The trend of decreasing the drift diameter 
for the in-drift emplacement cases also results in a significant cost reduction. 

The total MGDS cost does not appear to vary significantly (less than 15 percent) between hot 
(above boiling) and below boiling strategies. Thus it can be concluded that cost does not 
appear to be a useful factor in discriminating among options based on our current 
understanding. The total system life cycle cost analysis, conducted in support of the System 
Architecture Study, considered a scenario for the waste acceptance, storage and transportation 
that is consistent with the MGDS analyses assumptions. Somewhat different assumptions 
were used for the MGDS cost analyses. For this scenario, the conclusion was reached that 
there is a broad range in which the costs are not strongly sensitive to the areal mass loading. 
This conclusion applies only to the conditions in this study which considered a single 
repository with maximum emplacement of 70,000 MTU. 
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7. OTHER CONSIDERATIONS 

7.1 INTRODUCTION 

U 

W 

Several evaluations and analyses that would not conveniently fit in one of the previous 
sections are presented here. This section covers operability issues which can be affected by 
thermal loading. Thermal effects on operations might be mitigated by such things as 
ventilation or fuel aging, but might be aggravated by aspects associated with thermo- 
mechanical effects; these are discussed. The thermo-mechanical issues are briefly covered in 
this section. The impact of thermal loading on geochemistry in the host rock is presented 
here. The requirement and ability to monitor the potential repository until final closure are 
also discussed. 

7.2 OPERATIONAL CONCERNS 

Ventilation 

Emplacing hot waste provides a significant operational challenge. However, an even larger 
operational challenge results when it becomes necessary, for whatever reason, to retrieve a 
WP from a very hot drift. In that case ventilation concepts must be considered to reduce the 
air temperature of an emplacement drift to a more manageable level, such as 50 degrees 
Celsius. Work done by the M&O Subsurface Group (M&O, 1993f) was used to evaluate the 
ability to blast cool a drift to a temperature that would allow for operations. The near-field 
results provided the input temperature profiles used in the evaluation. 

Certain things were not considered in this particular analysis. Specifically, off-normal events 
were not evaluated. Such an event might be a rock fall limiting the amount of ventilation 
that could be sent through the drift. The removal of moisture through ventilation may 
provide an advantage that should be considered. Another issue not considered was the 
thermo-mechanical response of the host rock to the effects of blast cooling. It is possible that 
such blast cooling may establish a large enough thermal gradient that deleterious rock stresses 
might occur. These issues were beyond the scope of the current study and will be considered 
in formulating recommendations for future work. 

Ventilation is likely the most effective means of providing an acceptable operating 
environment for support of retrieval operations. Basically, cooling with air is a process of 
removing heat from a surface through convective heat transfer generated by the airflow 
motion and the temperature differences between the bounding surface and the flowing air. 
The amount of heat energy removed during this process is related to the temperature 
difference, surface geometry, nature of fluid motion, and a number of the fluid 
thermodynamic and transport properties. The M&O ventilation study (M&O, 19930 
determined that it would be impractical and very expensive to provide continuous ventilation 
for all the emplacement drifts due to the extremely large air quantity required and the 
considerable number of ventilation shafts required to carry the large quantity of air. 
Consequently, this analysis focused on ventilating one previously sealed drift to allow for 
limited retrieval' operations. 
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The ventilation study (M&O, 19930, which uses a fairly simple approach to the problem, 
used the following relationship relating airflow Q with an ambient temperature of Ti entering 
the tunnel and exiting with a temperature T,, to the heat removal rate by this airflow, qvent,: 

(7-1) 

where qvent = heat energy removed from the repository by ventilation (W) 
p = density of ventilating air (kg/m3) 
Q = volume flow rate of air (m3/s) 
cp = specific heat of air at constant pressure (Jkg "C) 
Ti = the air temperature of inlet air, 26 "C in this analysis 
T, = the air temperature of exit air 

Air density, p, and specific heat, cp, vary insignificantly over the temperature ranges of 
interest. Thus constant values of p = 1.21 kg/m3 and cp = 1.005 J/g "C were selected. The 
M&(P report (19930 derived the temperature change in a cylindrical drift as a function of 
time using Equation (7-1) as the starting point. The report found that for this configuration to 
produce a given air temperature at exit, call it T,, which is set at 50 degrees Celsius, the 

where 0 = 
L =  
Ti, = 
Ro = 
c, = 

k =  

perimeter of the airway (m) 
length of airway (m) 
initial rock mantle temperature ("C) 
hydraulic radius of the airway 
a dimensionless parameter frequently calleG the coefficient of age. It shows 
how the wall temperature decreases with time. Mining tables could be used 
to evaluate this constant or it can be calculated iteratively (see M&O, 1993f 
report, page 46). 
the thermal conductivity of rock (W/m "C) set to 2.1 (DOE, 1992c) 

The time functionality enters into the problem through the term C,. This term is expressed as 
(M&O, 19930: 

C, = B, - [B?/(O.375+Bi)] { 1-exp(z2)[ l-(2/d"'5) $exp(-z2) dz]} 

where Bi = Biot number ( h w ) ,  dimensionless 
F, = Fourier number (~T/R,,~), dimensionless 
z = (0.375 + B,)FC5, dimensionless 
= = Thermal diffusivity of rock (m2/s) 
z = Time (s) 
h = Convective heat transfer coefficient (W/m2"K) 

(7-3) 
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Equation (7-3) can be expanded in a series form and solved. To solve for the temperature vs 
time an iterative solution of Equation (7-2) was done using the time dependency implicit in 
Equation (7-3). 

Equation (7-2) was used to evaluate the time it would take to ventilate an emplacement drift 
from 186 degrees Celsius to 50 degrees Celsius. Figures 7-1 and 7-2 show the results of this 
analysis for various airflow rates for two different drift diameters of 7 and 4.3 m respectively. 
The drift length considered was 625 m since it was assumed that there would be a main 
access tunnel down the center of the potential repository. An examination of these figures 
shows that the air temperature can be reduced to 50 degrees Celsius over a time frame of 
about 1 to 8 weeks depending on drift size by using an airflow from 188.8 m3/s (400,000 
cfm) to 56.6 m3/s (120,000 cfm) respectively. These airflows would require a velocity of 
about 1.5 to 4.9 4 s  in a 7 m drift or about 3.9 to 13 4 s  in a 4.3 m drift. This demonstrates 
that it should be possible to ventilate a few drifts simultaneously since these airflows are 
achievable with present technology. These results compare well with cooling times calculated 
with more detailed models (Danko, 1992 and Danko and Mousset-Jones, 1993). 

The above analysis used dry-bulb temperatures. Greater ventilation flow rates might be 
necessary to achieve acceptable temperatures when wet-bulb or globe temperatures are 
considered. This is due to the fact that humidity, radiant heat load, and air velocity all can 
have a substantial impact on comfort, safety, and working efficiency of personnel. Thermal 
conditions are therefore incompletely described by the dry-bulb temperature. Other measures, 
such as wet-bulb temperature, globe temperature, or specific cooling power, are typically used 
to more completely describe the thermal environment. As this study used dry-bulb 
temperatures, the ventilation rates shown here should not be seen as conservative values, but 
simply indications of the magnitude of the rates that will be required. The expected high 
humidity and high radiant heat load conditions would require greater ventilation rates than the 
values presented here to allow manned access. 

Access Drift Temperature 

Two of the thermal goals (13 and 15 in Table 2-1) were established to provide for conditions 
that would allow retrieval of the SNF should such an eventuality be necessary. The goals 
were to maintain air temperatures in the access drifts at or below 50 degrees Celsius during 
the f i s t  50 years after emplacement. This was to be done in the original SCP (DOE, 1988) 
using a combination of setback distances and thermal load. The setback distance is the 
distance of the first WP from the access drift. The generic designs used in this study, which 
were discussed in Section 3, allowed for a setback distance between 40 and 44 m. 

V-TOUGH just calculates bulk average temperatures; however, the program could also be 
used to calculate temperatures at a distance from the radial disk source in the same plane as 
the radial disk source. Calculations were done with V-TOUGH at thermal loadings of 111 
and 55 MTU/acre. The temporal variations in temperature at 44 m from the edge of the 
heated disk are plotted in Figure 7-3. 
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* Under conditions of: I )  Drifi diameter 7.0 M, 2 )  Drifi Iength 625 m, 3)  Initial rock temperature of 190 O C 
at beginning of ventilation, , 4 )  Waste package diameter 2.4 m, 5 )  Intake air 
temperature 30.3 C.  

Figure 7-1. Air Temperature Variation During the Cooling Period After Sealing* 
(In-Drift Emplacement, 7 Meter Diameter Drift) 
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* Under conditions ofi I )  Drifr diameter 4.3 m. 2 )  Drifi length 625 m. 3)  Initial rock temperature of 190 O C 
at beginning of ventilation. , 4 )  Waste package diameter 2.4 m, 5 )  Intake air 
remperarure 30.3 C. 

Figure 7-2. Air Temperature Variation During the Cooling Period After Sealing* 
&-Drift Emplacement, 4.3 Meter Diameter Drift) 
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Figure 7-3. Temperature Along the Centerline of the Main Access Drift 
(Centerline of the Main Drift is 44 m Away from the Nearest Waste Package) 
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An examination of the figure shows that only the 11 1 MTU/acre case exceeds the 50 degree 
Celsius temperature during the 50 year time span. Although the 83 MTU/acre case was not 
done, interpolation between the 55 and 11 1 MTUlacre curves indicates that access drift 
temperatures would be slightly less than 50 degrees Celsius at 50 years. Thus, loadings of 83 
MTU/acre and below would meet the goal and were assigned a utility factor of 1. The 11 1 
MTU/acre case was given a utility factor of 0 since the goal was violated; however, 
ventilation would likely lower the air temperature to an acceptable level. The utility factors 
for this thermal goal are tabulated in Table 8-1 in the next section. 

" 

Certain caveats need to be discussed before closing this topic. The above analysis was not 
conservative. If temperatures other than bulk average temperatures were used and if an 
access drift in the center of the repository were considered, it is almost certain that the goal 
would be violated at both 111 and 83 MTU/acre. Additionally, if the period of retrieval is 
extended to say 100 years, even 55 MTU/acre would violate the goal. However, if ventilation 
were to be used based on the discussion above, the temperatures could be kept below 50 
degrees Celsius in the access drifts at times well beyond 50 years. Ventilation and/or other 
cooling enhancement techniques will be a requirement to allow any access and merit further 
study and evaluation. 

. 

Fuel Variability and Aging 

Average waste stream characteristics were used in the study, but there are other 
considerations associated with the SNF that may affect performance in a potential repository. 
A wide range of variability in fuel characteristics (age, burnup, and enrichment) can be 
expected. This can produce hotter or cooler WPs than average. As a result of this, hotter or 
cooler spots than the average could be produced in the potential repository. Depending on the 
thermal strategy ultimately selected, fuel variability could cause some areas of the potential 
repository to exceed thermal goals and other areas might allow condensate flow to concentrate 
in locations where a cooler WP or WPs are placed. Further discussion of this important 
aspect of the problem will be deferred until the Fy 1994 study. 

L) 

Fuel emplaced at a specific AML produces near-field temperatures that are a function of 
factors such as fuel age, burnup, enrichment, and emplacement (WP spacing, drift spacing, 
and drift size). The temperature profile in the very near field of the WP can be reasonably 
peaked in the near term after emplacement. This peaked behavior in the near field can be 
moderated to some extent by aging the fuel either at the reactor or in a Monitored Retrievable 
Storage (MRS) location. An example of the effect of aging on peak temperature is shown in 
Figure 7-4. Calculated peak rock temperatures are shown for fuels that have been aged 20, 
35, and 50 years and are then all emplaced at an AML of 80 MTU/acre. The example used 
was taken from earlier work done in the Phase I Thermal Loading Study (M&O, 1992) and 
the fuel characteristics are slightly different than those used in this study but the trend is 
expected to be the same. 

U 
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An examination of the figure shows that aging the fuel about 30 years over what would 
normally be received for disposal can result in a decrease in peak temperatures by about 30 to 
35 degrees Celsius. This could mean the difference between meeting or exceeding a thermal 
goal. Beyond about 400 to 500 years, however, the heat profiles differ little among the 
different age fuels. The thermal effects beyond this time do not depend on the relative local 
effects, but on the integrated heat deposited up to that time. Thus, for example, it is unlikely 
that fuel aging for 20 to 50 years could be used to allow the 111 MTU/acre loading to 
improve much at meeting postclosure goals since calculations in Section 5 show the goals are 
exceeded at times beyond 400 years. 

b 

Fuel aging, however, has a price. A typical MRS is anticipated to cost about $4M; the cost 
for at-reactor storage varies but is likely to be in the range of $ lM per year (M&O, 1993j). 
Such costs have been looked at in the cited reference and the trade-offs studied as to which 
storage method is cheaper as a function of storage time required. The advantages and 
disadvantages of aging the fuel should be examined in more detail but will have to be 
deferred to a later study. 

Thermo-mechanical 

Thermo-mechanical calculations were planned using the results of the near-field thermal 
predictions. Unfortunately they proved to be more difficult than anticipated and could not be 
completed in the time available. They will be completed in the next phase of the study. 
However, some preliminary calculations done by SNL earlier in the year and reported in the 
SCP Thermal Goals Reevaluation report (M&O, 1993a) were used to provide some guidance. 
This subsection outlines the findings in that area. 

Recent thermal expansion analysis (see discussion on page 12 and Appendix A of the M&O, 
1993a reference) was done by SNL which indicates that changes of as much as a factor of 
five in the coefficient of thermal expansion of the host rock may occur around temperatures 
of 180 to 250 degrees Celsius. A series of simple thermal and structural calculations were 
performed to determine the ramifications of this change in expansion coefficient. The results 
(see cited reference) indicate that it is primarily the temperature gradient that causes structural 
instabilities. In this simple model, which neglects the effects of time at temperature on rock 
strength, if the wall temperature is kept below about 200 degrees Celsius, the temperature 
gradients will be kept low enough so that it is unlikely that large-scale failure will occur. 
However, SNL cautioned that blast cooling could cause large temperature gradients that may 
have implications for stability which ultimately could impact retrievability. 

An analysis of the near-field temperature data shows that for the 111 MTU/acre case the 200 
degrees Celsius wall temperature is exceeded. Based on the SNL calculations this would 
indicate that there is a potential for large-scale failures in rock stability. This could not only 
severely impact retrievability operations, should it occur, but may result in opening fracture 
pathways that might impact waste isolation. 

i 

‘c) 
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7.3 GEOCHEMICAL 

A preliminary evaluation was done by LANL of the geochemical effects of the various 
thermal loads on the far-field repository rock units and what potential impact these 
geochemical effects might have on radionuclide retardation. The results of the far-field 
analysis, both temperature profiles and saturation profiles, were provided to LANL and used 
in their evaluation. The results of their evaluation are attached in Appendix 1 and the results 
summarized in this section. 

The preliminary assessment concentrated on three general geochemical processes: 1) mineral 
dehydration of zeolites, clays, and volcanic glass; 2) crystallization of volcanic glass to a 
secondary mineral assemblage ("zeolitization"); and 3) recrystallization of clinoptilolite-opal 
cristobalite tridymile mineral assemblages to analcime-quartz assemblages. In the fiist 
process, dehydration of minerals, the concern is that the loss of water from zeolites may be 
partly irreversible and may cause irreversible structural changes. Contraction of the crystal 
lattices of the minerals may also cause irreversible changes in bulk hydraulic properties. In 
the second process, crystallization of volcanic glass may cause a reduction in hydraulic 
conductivity in nonwelded tuffs. In welded tuffs the process may cause a reduction in 
porosity, but the effects on hydraulic conductivity are unknown at this time because fracture 
flow is an important component of overall conductivity. The third process of recrystallization 
may have an impact since analcime, the final product, has less sorptive capacity for some 
radionuclides than does clinoptilolite. 

The geochemical concerns are different in the various stratigraphic units. LANL performed - 
an evaluation by stratigraphic unit as shown in the following summary: 

PTn: glass dehydration (reversible), zeolitization (irreversible) 

Repository horizon: little or no mineralogic effects 

TSw3: glass dehydration (reversible), zeolitization (irreversible) 

CHnv: glass dehydration (reversible), zeolitization (irreversible) 

CHnz: zeolite dehydration (partly reversible), zeolite 
recrystallization (irreversible) 

Since there are only trace quantities of zeolites or other hydrous minerals in the repository 
horizon, the effects of heat or changes in liquid saturation on mineral dehydration are 
expected to produce minimal mineralogic effects at the repository horizon. The nearest zone 
in which significant dehydration may occur is in the devitrified-vitic transition zone (TSw2- 
TSw3 boundary). Significant water is contained in the zeolites and glass which, upon 
dehydration, could mediate the temperature increase. Unfortunately nothing quantitative can 
be concluded at this stage about the impacts on performance. Similar dehydration at the 
higher thermal loads can be expected for the glass and zeolite-bearing moderately welded and 
nonwelded tuffs farther down (CHnv and CHnz). Mineral dehydration is likely a negligible 
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concern for the 24 MTUlacre case because the calculations show little or no change in liquid 
saturation. 

Tables describing some of the concerns and possible effects on retardation at the various 
thermal loads are presented in Appendix I. At 11 1 MTU/acre there are probably some 
irreversible changes which can affect hydrologic properties in the CHnv layer and could cause 
increased channeling of recharge water in the PTn layer. At 83 MTU/acre the changes in the 
CHnv layer are thought to be reversible, and it is not expected to observe long-term effects 
either there or in the PTn layer. At lower thermal loads the mineralogic changes are thought 
to be either minor or not expected at all. 

I) 

Although the above results are based on the best available data, there currently exists a 
paucity of information on some geochemical aspects of the host rock at Yucca Mountain. 
Specific information is required in certain areas. The following information, for example, 
would assist in the evaluation process: 

+ Data on energetics of zeolite dehydration and transformation (recrystallization) 

+ Effects of existing lateral stratigraphic variation, in particular the differences 
between sections where CHnv is thick (west) and thin or absent (east) 

+ Effects of mineralogic alteration on rock properties in terms of how or to what 
degree heterogeneities might be introduced. 

With the above unknowns that remain it is not possible to come to a quantitative conclusion 
at this time. It would appear that for the 111 MTU/acre case the goal (16) to not degrade the 
FTn layer might be compromised, but the results are not conclusive. This goal will have to 
wait for further studies to be evaluated. However, one conclusion that can be made is that 
the higher temperatures and changes in liquid saturation produced by the higher thermal 
loads, particularly the 111 MTU/acre case, will significantly increase the uncertainty of the 
effects of geochemical alterations in the far field on radionuclide retardation. 

7.4 MONITORING PERFORMANCE 

Although monitoring the potential repository after emplacement and until permanent closure 
was not spelled out in the SCP as a thermal goal, it is required by regulations. Specifically, 
10 CFR 60.143 (CFR, 1993) mandates that a program be established to monitor the WPs until 
permanent closure. Additionally, 10 CFR 60.141 states that appropriate in-situ monitoring of 
the thermo-mechanical response of the underground facility shall be conducted until 
permanent closure to ensure that the performance of the natural and engineered features are 
within design limits. Other passages, such as 10 CFR 60.141, 140, 133, 131, 101 and 51, all 
state that monitoring of the underground facility will be done. The ability to monitor the 
potential repository will be impacted by the thermal loading since instrumentation and 
components can have significantly reduced lifetimes under high temperatures. This section 
discusses this aspect of performance and provides some recommendations. 

w 
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A small study was done in support of this work on the reliability of electronic equipment as a 
function of temperature. The detailed results of this study are reported in Appendix G. The 
study found that the thermal environment during the emplacement and retrieval period will 
have an influence on the type and kind of equipment that can be used in the near field. 
Electronic equipment, such as radiation monitors, alarm systems, communications systems, 
and electrical motors all are sensitive to elevated temperatures. The study concluded that 
most electronic equipment will not perform reliably above 160 degrees Celsius. This is 
certainly a bounding temperature since in most cases equipment failure rates became 
appreciable between 80 and 160 degrees Celsius. Some examples of normalized failure rates 
for linear devices such as transistors are shown in Figure 7-5 and failure rates of discrete 
components are shown in Figure 7-6. Additional component failure rates are provided in 
Appendix G. An examination of these figures 
and those in Appendix G shows that the failure rates for electronic components increase from 
several times to often two orders of magnitude at elevated temperatures. A summary of the 
study’s conclusions follows: 

1. Particular attention should be paid to electronic system maintenance for systems 
forced to operate above 80 degrees Celsius. 

2. Options which require electronic systems to perform above 160 degrees Celsius 
should not be considered unless active cooling (air conditioning, freon-type cooling 
loop, or other) of those systems is employed. 

3. A review of the total electronic monitoring system as opposed to the piecemeal 
approach taken here should be undertaken to define the exact capability. It is 
likely, owing to the complexity of electronic systems, that the absolute upper 
temperature bound of 160 degrees Celsius will prove to be too high. 

Based on the above analysis, an evaluation was done as to the ability to monitor the potential 
repository from emplacement to closure under the various thermal loads. Both the far-field 
and near-field temperature profiles calculated for the study were used in the assessment. Both 
far-field and near-field results indicate that the 160 degree Celsius temperatures are definitely 
exceeded in the case of a thermal loading of 11 1 MTU/acre. Thus, as discussed earlier in the 
evaluation of the thermal goals, a utility factor of 0 can be assigned to this thermal load 
since it cannot meet the criteria. Recall that a utility factor of 0 implies that the goal is 
violated and a utility factor of 1 implies that the goal is met. In the case of the 83 MTU/acre 
thermal load the bulk average temperature is below 160 degrees Celsius but the near-field 
results show wall temperatures of about 175 degrees Celsius. Instruments to monitor the W P  
and the wall thermo-mechanical response would have to be placed in the wall and would be 
subject to these temperatures. However, while it is not practical to ventilate all the 
emplacement drifts to the extent discussed above, it may be possible to ventilate all the drifts 
to reduce the temperature about 15 degrees. An issue may be that the rock temperatures 
could still be high due to radiation heating; this would need further evaluation considering the 
total electronic monitoring system. Thus, it was felt that this option may or may not be 
possible and should be assigned a utility of 0.5. All other thermal loads produce temperatures 
significantly below 160 degrees Celsius and so were assigned utilities of 1. The tabulation of 
these utility factors for monitoring is found in Table 8-1 in the following section. 

n 
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Figure 7-5. Normalized Failure Rates of Linear Devices 
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Figure 7-6. Normalized Failure Rates of Discrete Electronic Components 
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7.5 SUMMARY 

A number of other concerns including operational aspects were evaluated in this section. 
Ventilation was addressed and from the results it was concluded that the temperature in a 
single drift could be reduced from about 190 to 50 degrees Celsius in a period of one to eight 
weeks. While it is practical to ventilate a few drifts, it was determined that ventilating the 
entire repository to reduce the temperature to 50 degrees Celsius would be impractical 
although some reduction in temperature could be achieved. Some additional predictions were 
done with the V-TOUGH code to examine the temperature rise at a given distance from the 
drift (e.g. in the access tunnel). The results showed that the thermal goal to keep the access 
drifts at 50 degrees Celsius during the retrieval period would be violated in the 11 1 MTU/acre 
case. Fuel variability and aging were looked at briefly and it was determined that fuel 
variability is one of the uncertainties that must be addressed in the next study. Fuel aging 
can be used to provide some improvement in near-field performance but long term 
performance is a function primarily of AML and will not be influenced significantly by aging. 
The thermo-mechanical performance was examined using some calculations done by SNL in 
another effort. The results showed that the 11 1 MTU/acre case may have potential for large- 
scale rock stability problems. LANL used the far-field calculations to draw some conclusions 
about geochemical alterations. The conclusion from this effort was that the uncertainty of the 
geochemical alterations and their effect on waste isolation increases with increasing thermal 
load. Finally, monitoring was addressed and it was determined that at temperatures above 
160 degrees Celsius, monitoring is unfeasible and that the 11 1 MTU/acre case produces 
temperatures well above this level. 

1 
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8. SYSTEM ANALYSIS 

8.1 INTRODUCTION 

The ability to meet the overall performance requirements for the proposed MGDS at Yucca 
Mountain, Nevada requires the two major subsystems (natural barriers and engineered 
barriers) to positively contribute to containment and radionuclide migration retardation. In 
addition to the postclosure performance the proposed repository must meet certain preclosure 
requirements of safety, retrievability, operability, and also must consider cost and schedule. 
The thermal loading strategy chosen for such a proposed repository may significantly affect 
both postclosure and preclosure performance. 

Depending on the WP size, age of the fuel, emplacement mode, and other factors, the 
temperatures in the host rock could be significantly above the boiling point of water for a 
very long period of time. In the near term, high temperatures can have a significant impact 
on preclosure performance from the standpoint of worker safety and retrievability of the 
waste. Over a longer period of time the high temperatures could, in some cases, improve 
performance by drying out the rock or conversely may even contribute to a degradation in the 
waste isolation capabilities. For example, temperatures above boiling will tend to dry out the 
rock which could result in reducing the aqueous corrosion of the waste canisters for a 
significant period of time. Conversely, high temperatures and thermal gradients can, under 
certain conditions, induce fractures in the rock as well as initiate water movement and/or 
mineral dissolution and precipitation along pre-existing fractures in the form of heat pipes. 
This behavior could change the structural integrity of the host rock and modify fracture 
permeability in case of potential water flow. Silica dissolution and precipitation can also 
occur and affect the hydrologic framework. These effects could significantly alter the 
hydrologic behavior around the repository. High temperatures can also induce chemical 
and/or phase changes in some minerals which, under some conditions, can produce conditions 
less favorable or maybe even more favorable for adsorption of radionuclides. At intermediate 
temperatures the effects may tend to result in changes to the water chemistry which could 
result in an increase in the corrosion rate of the WP. When T-M-H-C coupled behavior is 
considered, the problem is further complicated. From the standpoint of safely emplacing the 
waste and/or retrieving the waste, high temperatures can degrade our ability to perform these 
operations. 

u 

It would not be appropriate or licensable to select a thermal loading that optimizes one aspect 
of the problem such as postclosure performance but would not allow the SNF to be safely 
emplaced. All aspects of the problem must be examined and an attempt made to select a 
strategy that will provide a global optimum system rather than a local optimum. In the 
previous sections, this F'Y 1993 Thermal Loading Study has looked at various aspects of the 
problem such as near-field performance, far-field performance, geochemical, and thermo- 
mechanical conditions that would allow monitoring, and cost. This section will discuss these 
issues and their impact on waste isolation, preclosure operations, and cost. 
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8.2 PERFORMANCE EVALUATION 

In the preceding sections an evaluation was made of the performance against the thermal 
goals. A mapping of the various goals to the applicable regulations is shown in Section 2 in 
Table 2-2. In the near-field analysis, the near-field temperature profiles were used to 
determine how well each of the thermal loading ranges did at achieving some of the thermal 
goals identified as applicable to near field and preclosure. In Section 5 the far-field, 
postclosure performance was evaluated in terms of the thermal goals applicable to those 
processes. The results of work discussed in Section 7 on the ability to achieve 50 degrees 
Celsius access temperatures and on the effect that elevated temperatures might have on the 
ability to monitor the preclosure performance of a potential repository were also considered. 
The results of these evaluations are summarized in Table 8-1. 

The table uses utility factors to establish performance. As discussed in preceding sections the 
performance against a particular goal was established in terms of utility factors. The utility 
factors used were either 1 or 0 based on whether the particular thermal goal was met or 
violated. Fractional utility factors were allowed in some cases where the goal was exceeded 
in all probability but it could not be substantiated whether some fraction of the potential 
repository area met the goal but some fraction did not(e.g. when the temperature equals the 
limit at 451 and 1000 years but no intermediate data were available). 

One way to evaluate or "grade" the performance against the thermal goals is to weight each 
of the goals equally. These are, however, goals and not inviolate criteria and thus such an 
application would be unrealistic. Specifically, studies and data may ultimately indicate that 
improved performance could be achieved by relaxing a particular goal. An example of this 
may be allowing the waste package to exceed the 350 degrees Celsius centerline temperature 
to achieve an extended hot condition if it is shown that this will substantially improve waste 
isolation performance. One way to determine the weighing that a given goal should have is 
to rely on expert elicitation. Steps were taken to initiate this process but the effort was not 
completed and will be resumed during the follow-on study. Thus, the combined performance 
against each goal was measured and, although somewhat unrealistic, each goal is presented 
with the same weight as all the other goals. However, the reader is cautioned that at this 
juncture it would be a mistake to sum the columns of utility factors in Table 8-1 to arrive at a 
total score for each thermal load. 

An examination of the results in Table 8-1 indicates that the 111 MTU/acre thermal load 
produces conditions that violate all but two of the thermal goals. In the case of the 350 
degrees Celsius fuel cladding goal, efforts were made early in the study to establish 
subsurface designs and W P  spacings that would not violate this goal. The goal to maximize 
the time that the WP is above boiling is a somewhat different goal than the others and some 
caution needs to be exercised in applying it since there is considerable uncertainty in the 
corrosion initiation mechanism and environment (M&O, 199311). The results of the 
geochemical analyses indicate that more work needs to be done to evaluate whether increased 
temperatures degrade the ability of the natural barriers to inhibit radionuclide transport. 
Thermal goals of 115 degrees Celsius at the Calico Hills unit and the interface between the 
TSw2 and TSw3 units still apply and they would be violated for the 11 1 MTU/acre case. 
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1 m rock temp. in borehole <200"C' 

In-drift wall temp. dOO°C 

Fuel cladding temp. <350°C 

Access drift temp. 40°C for 50 yr after 

Do not load WP beyond limits (Le. 

Limit temp. of CHn to 415°C 

Limit temp. of TSw3 to <115"C 

Maximize time WP above boiling 

160°C Monitoring Goal 

emplacement 

borehole collapse) 

c 

24 36 55 83 111 
MTU/Acre MTU/Acre MTU/Acre MTU/Acre MTU/Acre 

1 1 1 1 0 

1 1 1 1 0 

1 1 1 1 1 

1 1 1 1 0 

1 1 1 1 0 

1 1 1 1 0 

1 1 1 0.5 0 

0 0 0.2 0.6 1 

1 1 1 0.5 0 

c 
Table 8-1. Evaluation of Thermal Criteria Using Systems Study Results 

(Utility of 1 implies goal met; Utility of 0 implies goal violated) 

Goal met for 6 PWR package. Any WP with >5.2 kW (e.g. the 12 and 21 PWR) will exceed thermal goal. 
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These goals were originally established in the belief that compliance would minimize 
alterations that might impact waste isolation. 

The study found and reported in Section 7 that the performance could very likely not be 
monitored under thermal load at 11 1 MTU/acre. Although the thermal goal to keep the 
access drifts at 50 degrees Celsius for 50 years was violated for 11 1 MTU/acre, the 
ventilation results showed that this might be mitigated. Although not presented in Table 8-1, 
the thermo-mechanical calculations presented in Section 7 showed that rock stability in the 
drifts would likely be compromised under the temperature gradients produced at 11 1 
MTU/acre and, although some significant engineering might be considered to mitigate this 
condition, it should probably be avoided. 

Although the far-field hydrothermal calculations indicate that the majority of the repository 
will be significantly drier for an extended period of time (several thousand years), the above 
discussion demonstrates that the thermal environment produced at 111 MTU/acre or above is 
"too hot" and a recommendation is made to stay below this thermal loading in the potential 
repository. 

In the case of the other thermal loads (24 to 83 MTU/acre), the results show that for the most 
part the environments produced under these conditions will meet the thermal goals. The 
results do indicate that at 83 MTU/acre the temperatures in a few cases are close to violating 
some of the thermal goals but this is probably still an acceptable thermal load. Thus, for 
these thermal loads the goals discussed above can probably not be used further as 
discriminators. 

Although no cases were run between 83 and 11 1 MTU/acre, it was concluded that an 
interpolation could be accurately made between the two to establish at what AML all the 
thermal goals that were violated at 111 MTU/acre are still violated. The near- and far-field 
data were examined and interpolations made between the two thermal loads for which 
predictions were made. The interpolations indicate that the 200 degree Celsius wall 
temperature goals and borehole goals would be violated for AMLs above about 100 
MTU/acre. The 50 degrees Celsius temperature for 50 years goal is violated for AMLs above 
89 MTU/acre. The temperature limit of 115 degrees Celsius at the TSw3 unit is violated 
above about 83 MTU/acre while interpolations indicate that the similar goal for the CHn unit 
is violated for AMLs above 99 MTU/acre. The thermo-mechanical estimates show that above 
about 100 MTU/acre there is potential for large scale rock failure and thus the goal to ensure 
that the WP is not loaded beyond established limits would be exceeded. The results of the 
instrumentation failure study showed that above about 83 MTU/acre the ability to monitor the 
potential repository is compromised. Based on these considerations it is apparent that for 100 
MTU/acre or higher (based on 100 MTU/acre being the highest limit above) all the thermal 
goals that were violated at the higher loading of 11 1 MTU/acre will be violated. Thus, a 
more stringent recommendation, but still conservative, is that AMLs of 100 MTU/acre or 
higher are "too hot" 
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8.3 TOTAL SYSTEM PERFORMANCE ASSESSMENT 

Information on the total system performance, estimating radionuclide releases to the 
accessible environment, was based on the analyses done in TSPA-I1 (M&O, 1993h). The 
TSPA-I1 conducted sensitivity analyses of several different design options to include three 
thermal loads and three WP sizes in several emplacement modes. The TSPA-11 analysis used 
a robust, two-barrier WP which is one of the options being evaluated by the Waste Package 
Design Group and should not at this time be considered to constitute a design decision. The 
fuel characteristics were similar in nature to those used in the thermal loading study. The 
three thermal loads investigated were 114, 57, and 28.5 kW/acre. The 114 kW/acre case 
would be identical to the 11 1 MTU/acre case in this study, while 57 kW/acre represents the 
reference case corresponding to this study's 55 MTU/acre. The 28.5 kW/acre is close to the 
24 MTU/acre (about 25 kW/acre) case chosen in this study. Thus, the cases are very similar 
and the TSPA results can be directly applied to the thermal loading study. 

The calculations of both cumulative radionuclide releases and the peak individual dose were 
done for TSPA-I1 for the three thermal loads using the RIP code (Golder, 1993). For each 
load, the study conducted hydrothermal analyses to determine the water saturations and 
temperatures in the vicinity of the WPs (out to 5 meters in the rock). These calculations were 
performed with the V-TOUGH code described elsewhere (Nitao, 1989 and Pruess, 1987). 
The calculated parameters (water saturation and temperature) were used to define the 
initiation of aqueous corrosion and a range of thermally-dependent properties affecting the 
W E B S  release. The actual WP temperatures, which were calculated separately, were used 
to evaluate corrosion performance. 

The basic assumptions used by TSPA were that no corrosion occurred if the rock moisture 
content was less than eight percent. Above this, the corrosion of the outer barrier proceeded 
as a function of time and temperature. Pitting corrosion is the primary mechanism of failure 
for the inner barrier. Dry oxidation was assumed to be negligible. For more details, refer to 
the TSPA-I1 study (M&O, 199331). 

Any conclusions reached regarding the relative advantages or disadvantages of a particular 
concept must be predicated on the level of understanding that currently exists about the 
fundamental processes and parameters affecting performance. Significant uncertainties remain 
in our understanding of the very near-field environment and its effect on the WP lifetime and 
EBS release. Some of the sensitivities, such as the significance of alternate criteria for 
corrosion initiation, were investigated but this effort should be expanded. The uncertainties 
are discussed further in Section 9. 

Figure 8-1 shows the predicted Complementary Cumulative Distribution Function (CCDF) for 
the integrated releases from the WP over 10,000 years for the three thermal loads. These 
releases are compared to the remanded EPA standard for 10,000 years which is exceeded if 
the predicted curves enter the shaded area on the right side of the plot. The gaseous releases, 
primarily 14C, dominate the cumulative 10,000 year release when normalized to the Table 1 
limits of 40 CFR 191. The gaseous releases to the accessible environment are controlled by 
the waste package lifetime, because the travel times from the repository to the accessible 
environment are short in comparison to the 10,000 year period. The aqueous releases to the 
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Figure 8-1. CCDF of Gaseous Releases to the AE at 10,OOO Years for 28.5 and 114 kW/acre 
('lks calculation used 10 cm mild steel outer barrier, 0.95 cm Alloy 825 inner barrier 
and the corrosion model with saturation based corrosion initiation) 
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accessible environment over 10,000 years are extremely small. Because the attached plots do 
not differentiate as to which radionuclides are contributing the most to the release rates, 
release standards on individual radionuclides should be considered in more detail by design 
studies. 

The TSPA study concluded that for the 10,000 year integrated released to the accessible 
environment, the 114 kW/acre case generated lower releases than 57 kW/acre case by about a 
factor of three. This reduction is primarily a result of the delay in the initiation of aqueous 
corrosion due to the higher thermal load. The 28.5 kW/acre thermal load case produces 
releases that are also lower than the 57 kW/acre case. The 28.5 kW/acre case also produces 
lower releases than the 114 kW/acre case by about a factor of two. The integrated releases 
over 10,000 years are predominately gaseous releases and the aqueous release contribution is 
generally less than about lo6 of the EPA values. 

In an effort to evaluate releases at much longer times (the time frame of the EPA standard 
which is being repromulgated is uncertain at this time), the calculations were carried out to 
100,000 years and longer. Figure 8-2 shows the integrated releases to the accessible 
environment for 100,000 years for the three thermal loads. For comparison purposes the EPA 
10,000 year standard is drawn on the figure although no 100,000 year standard has yet been 
established. Using the EPA 10,000 year standard for comparison may be somewhat 
misleading since, although there are no standards for 100,000 years, the release limits would 
likely be increased over the 10,000 years. Thus, the fact that the curves exceed the 10,000 
year standard is not meant to imply that they would exceed a 100,000 year standard. Unlike 
the 10,000 year case, where the gaseous releases completely dominate over the aqueous 
releases, the aqueous releases now are similar in magnitude to the gaseous releases. The 
releases plotted in Figure 8-2 are only aqueous releases since the gaseous releases were not 
included in the totals. 

When integrating the releases to the accessible environment over 100,000 years, the study 
again concluded that the higher and lower thermal loads produce lower releases than the 
moderate 57 kW/acre. However, the cumulative releases for the various thermal loads are 
closer (within 50 percent of each other) than was the case at 10,000 years. At 100,000 years 
the aqueous releases are a significant component of the total. 

In summary, for time periods on the order of 10,000 years, the high and low thermal loads 
provide better overall postclosure performance than the medium 57 kW/acre load. The low 
thermal load generally provides lower releases from the WP/EBS due to the lower corrosion 
rates at lower temperatures. The high thermal load provides lower releases due to the delay 
in the initiation of aqueous corrosion although once corrosion starts the higher temperatures 
result in faster corrosion. For the moderate temperature case, the host rock does not dry out 
appreciably in a significant portion of the potential repository and the higher temperatures 
produce higher corrosion rates. At times longer than 100,000 years, the effect of the thermal 
loading on the peak individual dose appears to be nearly indistinguishable among the three 
cases (M&O, 1993h). However, there is currently no dose specification for this length of 
time and the uncertainties associated with predictions to this time scale are substantial. In 
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fact, there are substantial uncertainties associated with all the predictions and an assessment 
of these uncertainties is left to Section 9. 

8.4 COST 

An evaluation of the costs associated with waste storage in an MGDS was done in Section 6. 
The evaluation included costs associated with different WP sizes, underground excavation 
costs, surface facility costs, development, and site characterization costs. For the MGDS, the 
cost basis changes with WP size. The most expensive for in-drift emplacement is the 6 PWR 
compared to the 21 PWR, with the 12 PWR case intermediate between the two. However, 
the 6 PWR vertical emplacement has costs similar to the 12 PWR case since the additional 
costs of shielding and operations in a radiation environment were not needed for this case. 
Each of the three in-drift WP sizes differs in cost by about $2 to $3 B. However, the most 
significant finding is that, for a given WP size, the variation in costs is relatively insensitive 
to thermal loading. As one goes from a thermal loading of 111 to 24 MTU/ acre the cost 
variation is only a few percent. This small variation in costs is achieved by varying the drift 
spacing to achieve the desired thermal loading. If varying the WP spacing were required the 
cost differences could increase to as much as 5 to 10 percent between the hottest and coolest 
strategy. 

The above deals only with MGDS costs. As discussed in Section 6, an assessment was made 
of the total system costs which include transportation, waste acceptance, and storage costs. 
The basis for this assessment was the work done for the Systems Architecture Study (M&O, 
1993k). The study examined costs for a below boiling and above boiling repository. The 
results indicated that total costs differed at most about 10 percent between the two options. 

The conclusions from both the MGDS work and the total system analysis is that cost 
differences between a hot and a below boiling option are not large (at most 10 percent). 
Certain specifics of these cost analyses, as discussed in the Section 9, need to be refined 
somewhat further before a final conclusion can be drawn. 

8.5 SUMMARY 

The results of the previous sections were compiled and evaluated in this section. The results 
of the various thermal calculations evaluated against the goals, including the monitoring 
criteria, were tabulated. The results indicated that the 11 1 MTWacre case violated all but two 
of the thermal goals. Using interpolation between the temperatures predicted at 11 1 and 83 
MTU/acre it was determined that all the goals violated at 11 1 MTU/acre would also be 
violated at 100 MTU/acre. This established that thermal loads above 100 MTU/acre are "too 
hot." 

The TSPA calculations done by the M&O to determine the release of radionuclides to the 
accessible environment were evaluated in this section. The results of the TSPA work indicate 
that for the double walled WP with 10 cm outer layer, aqueous releases are not significant at 
10,000 years. However, at 10,000 years the gaseous releases of C14 are appreciable with the 
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57 kW/acre case having the highest release, followed by the 114 kW/acre case (a factor of 
three lower), and the 28.5 kW/acre case having the lowest release (a factor of 2 lower than 
the 114 kW/acre case). At 100,000 years TSPA concluded that aqueous releases are starting 
to become appreciable and, although there was not too much difference between the cases, the 
28.5 kW/acre case tended to have slightly lower cumulative releases. 
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9. ADDITIONAL THERMAL ANALYSES 

9.1 IDENTIFIED UNCERTAINTIES 

A key undertaking of the Thermal Loading Study was to identify areas or parameters where 
levels of uncertainty are high. If these uncertainties were to be reduced, our understanding of 
waste isolation/waste emplacement would be improved. The optimum procedure to do this is 
to use the detailed process models and run a variety of cases that allow variations over the 
range these parameters are presently known to cover. When sensitivities to waste isolation 
are shown to exist as a given parameter is varied, further study of this parameter is warranted. 
The next question, which is beyond the scope of this effort, is are there tests that can be done 
which will measure the parameter to sufficient accuracy that the uncertainty can be reduced to 
the level necessary? Unfortunately the optimum procedure could not be done due to 
restrictions of time and budget. Therefore, for the purposes of the study, it was necessary to 
rely on the judgement of experts (LLNL, SNL, LANL, and M&O PA) who had made a 
variety of calculations over the years and have some experience as to which parameters were 
the most sensitive. Thus, this section provides a synopsis of the parameters or issues those 
people most familiar with the problem feel should be emphasized. The issues are divided 
into five areas; waste stream, WP, geochemistry, hydrothermal, and cost. 

Waste Stream 

In the area of uncertainties about waste and waste characteristics, the issue that must be 
addressed is the affect that fuel variability has on the thermal loading. The variability could 
produce local hot or cold spots which could influence pre- and postclosure performance. This 
issue will be evaluated in the FY 1994 Thermal Loading Study. 

Waste Package 

Certain issues must be considered in establishing the performance of the WPs. Specifically, 
the corrosion of the WP materials under the conditions in the potential repository over long 
time periods is not well known and estimates differing by an order of magnitude are currently 
used. Thus, it will be necessary to establish when corrosion initiates and the corrosion rates 
as a function of temperature. 

There is considerable uncertainty as to what performance allocation can or should be given 
for the fuel cladding. It is possible that no postclosure performance can be obtained from the 
cladding. In either case it will be necessary to ensure that the cladding has sufficient 
mechanical integrity for retrieval operations. This is particularly important if larger WPs such 
as MpCs are to be employed. The temperature dependence of fuel cladding performance 
needs to be investigated. 

Geochemistry 

The effect of geochemical changes, due to thermal and liquid saturation changes, on 
radionuclide retardation and bulk hydraulic conductivity is not well understood. To obtain a 
better understanding of these processes, it was suggested that certain additional information 

08/29/94 9- 1 B00000000-01717-5705-00013 Rev. 1 



mh was needed. Specifically data on energetics of zeolite dehydration and transformation 
(recrystallization) are of interest. There is significant variation in the stratigraphy with respect 
to concentrations of the zeolite-bearing moderately welded and nonwelded tuffs, clays, and 
volcanic glasses. Thus, information is required on the effects of existing lateral stratigraphic 
variations, in particular the differences between sections where CHnv is thick (west) and thin 
(east). Finally, mineralogic alteration of rock properties in terms of how or to what degree 
heterogeneities might be introduced needs to be understood. 

A significant uncertainty in the geochemistry area is the changing water chemistry occurring 
as a result of the thermal environment; also, the impact of changes in water chemistry on the 
EBS (particularly WP corrosion), fuel alteration, and radionuclide dissolution. Silica 
dissolution and precipitation and its effect on hydrologic flow need to be understood. This 
information is needed for understanding the implications of above boiling conditions. 

Another significant uncertainty at this time is how much actual useable area exists at the 
repository horizon. Determination of this issue will have to wait until additional drilling is 
completed and the ESF is actually excavated. Even this may provide only a partial answer on 
a relatively small area, but the results should be possible to correlate with borehole 
information. 

Hydrothermal 

mk 
At this point in time hydrologic uncertainties go beyond the uncertainties in the parameters 
used in the models to support the study. Conceptual uncertainty exists regarding the extent 
and nature of spatial averaging which would capture the processes and conditions that are 
important to radionuclide transport. At this point in time the equivalent continuum model has 
not been validated by site data. The numerical exercises conducted for this study have, 
however, pointed to some parameter uncertainties that exist within the model and these are 
discussed below. 

Better information is required on the host rock matrix properties and fracture densities in the 
potential repository. Bulk permeability, both gas and liquid, is uncertain and variations in this 
parameter can significantly influence the transport of both heat and fluid. The uncertainty 
must be reduced in this parameter as well as in the degree of heterogeneity that exists in the 
potential repository. As a part of this, the fracture-matrix interaction in the unsaturated zone 
must be better known. This information will not only affect the postclosure performance but 
will impact the WP and drift-scale hydrothermal regimes. 

Numerical simulations have predicted formation of dry-out for sufficiently high heat loads. 
However, these predictions are an average over a fairly extensive area and assume local 
thermodynamic equilibrium between rock and fracture matrices (Pruess and Wang, 1987 and 
Pruess and Tsang, 1993). It has not been established whether thermodynamic equilibrium in 
fact holds on a drift or WP scale. The potential repository host rock is known to be 
heterogeneous to some degree. As such, one may expect differential drying and condensation 
effects that could minimize fluid flow near some packages while enhancing it near others. 
This needs to be investigated further. 
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An important example of these uncertainties is the bulk permeability. Prediction of water 
movement has been shown, in Section 5 and Appendix F, to be sensitive to bulk 
permeabilities. A value of 280 milliDarcys is representative of rock that has three 100 
micron fractures per meter. However, recent analysis (Lin et al., 1993) has shown that the 
linear fracture frequency needs to be corrected by the angle the fracture makes with the 
borehole. When this is done, the fracture density in the Topopah Spring Unit is estimated at 
about 15 fractures per meter. Although this is significantly higher than the figures used in the 
study, no fracture size information was available in the report to estimate bulk permeability. 
Gas permeability measurements reported by Wilson, et al. (1994) indicate bulk permeabilities 
in TSw2 in the range from 0.1 to 10 Darcy. The report documented limited checking of the 
procedure with the conclusion that it appeared valid, but admitted that the correction factor 
may overestimate the number of vertical fractures. Clearly this uncertainty as to actual bulk 
permeability must be resolved to be able to accurately predict fluid movement in the 
mountain. 

Another significant uncertainty is the percolation flux that exists in the mountain. The TSPA 
study (M&O, 1993h) showed that under some conditions, an increased percolation flux will 
produce a significant increase in release to the accessible environment (AE). An example of 
this is shown in Figure 9-1 in which the normalized total release of Tc99 to the AE is plotted 
as a function of liquid flux in terms of a parameter QFLUX for a 10 cm thick WP emplaced 
at 57 kW/acre. 

Thermo-mechanical calculations are needed to determine the response of the host rock under 
the various thermal loading conditions. These analyses are planned for the follow-on study. 

The thermal performance of the host rock and the thermal effect on water movement are not 
well established either. Underground heated block tests are planned to assist in acquiring this 
information. These tests are particularly critical in establishing how much water is moved, 
whether heat pipes occur, and whether convective processes are important. 

All the above data are needed to reduce the uncertainties and develop an improved hydrologic 
data base. The improved data base is needed to provide sufficient information to validate the 
equilibrium continuum models being considered for the predictions of hydrothermal behavior. 

cost 

A number of uncertainties exist in the cost basis at the present time and only some of the 
major uncertainties are cited here. Specifically, it needs to be determined whether the size of 
the ESF is a function of thermal loading and any cost impact ascertained. If a low thermal 
load strategy is chosen, there needs to be an evaluation of which expansion areas are useable 
and whether there are significant costs incurred to access these expansion areas. Critical 
information needed for high thermal loads is the cost of the emplacement vehicles, 
particularly if fully automated vehicles are required, and the cost of shielding. Finally, the 
costs of monitoring have not been investigated; these may vary with thermal load. 

U 
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Figure 9-1. Normalized Total Release of Tc99 as a Function of Percolation Flux 
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9.2 SUMMARY 

Key uncertainties important to waste isolation were identified in discussions with the various 
analysts. Significant uncertainties exist in the area of the hydrothermal response of the host 
rock. The host rock matrix and fracture properties must be better understood to establish the 
flow and transport of water in the mountain. As a part of this, the bulk permeability is a 
significant unknown as well as the extent of any heterogeneities in the mountain. The 
percolation flux also must be better known. Once these are known, it needs to be determined 
whether the mountain is in thermodynamic equilibrium. 

The thermo-mechanical response of the rock, particularly around drift openings, needs to be 
better understood. Hot spots or, conversely, cold spots resulting from fuel variability could 
create areas of stress. Thus fuel variability needs to be investigated. Additionally, fuel aging 
needs to be looked at to determine if such a solution might be used to moderate near-field 
temperatures and the impact of aging on the system. 

A number of geochemical uncertainties were identified in the study. Some of the important 
concerns are what lateral stratigraphic variations exist in the zeolite bearing rocks. Also, 
better information is needed on geochemical alterations as a function of temperature and time. 

WP corrosion processes as a function of temperature and water content need to be better 
known. Are there materials or engineered diffusion shields that might be used to mitigate 
some of these uncertainties? 

The mitigation of some of the near-field high temperatures and possibly moisture removal 
may be possible using ventilation and cooling enhancement techniques. This effect should be 
examined further. 

The mitigation of some of the near-field high temperatures and possible moisture removal 
may be possible using ventilation. This effect should be examined further. 

Cost impacts of the various aspects of the system need further refinement. Emerging 
considerations in potential repository layout and operational concepts must be factored into 
the cost analysis. 

The key uncertainty of the amount of useable area will likely remain uncertain until additional 
borehole and underground data are available. The number and extent of the fault zones need 
to be understood. 
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10. CONCLUSIONS AND RECOMMENDATIONS 

The FY 1993 Thermal Loading Systems Study was conducted from December 1, 1992 to 
December 30, 1993. It was originally planned to be completed by September 30, 1993, but 
DOE granted an extension when delays were experienced in receiving critical input from the 
laboratories due to their participation in the TSPA-I1 study. This section describes the 
conclusions and/or recommendations developed during the study. 

The objective of the MGDS Thermal Loading Systems Study being conducted by the M&O is 
to identify a thermal strategy that will meet the performance requirements for waste isolation 
that will be safe and licensable. Specifically, the thermal loading strategy selected must meet 
both postclosure and preclosure performance standards. In addition, cost and schedule 
constraints must be considered. The Systems Engineering approach provides structured, 
detailed analyses that ultimately will establish the technical basis for the development, 
integration, and evaluation of the overall system, not just a subelement of that system. It was 
the intent of this study to begin the structured development of the basis for a thermal loading 
decision. However, it is recognized that the ability to make a final decision on thermal 
loading will require underground data on the effects of heating as well as a suite of 
"validated" models. It will be some time before these data and models are available to the 
program. 

To accomplish the objectives of the study, a reevaluation of the SCP thermal goals was f i s t  
done. The report (M&O, 1993a) of this work has been published. The goals were linked to 
the various requirements as discussed in Section 2. The design groups (WP and Subsurface) 
supported the program by providing generic designs which became the bases for the 
calculations done for the study. The national laboratories supported the program by providing 
thermal, hydro-thermal, and geochemical evaluations of the various thermal loading options 
(24, 36, 55, 83, and 11 1 MTU/ acre) considered in the study. For the most part, the latest 
available data (e.g., those values believed at this time to be most likely to exist in the 
potential repository) were used in the analyses. An analysis of all this work was done and 
performance, both pre- and postclosure, operations aspects, uncertainties, and cost were 
examined to develop the technical basis for making recommendations to narrow the range of 
thermal loading. 

Based on the results of the study certain conclusions could be reached. The study 
demonstrated that the environment produced by the 11 1 MTU/acre case or higher violates 
most of the thermal goals. Currently it is still the experts' consensus (M&O, 1993a) that 
meeting the thermal goals is necessary to achieve acceptable waste isolation and preclosure 
performance. Although no weighing of the goals could be done at this time to show which 
goals were more important, the message that 111 MTU/acre is too hot would almost certainly 
remain unchanged by weighing the goals since all but two goals are violated by this load. 
Also, the preliminary thermo-mechanical indications are that under these conditions, there is a 
potential for large-scale rock failure around the drifts. The geochemical evaluations 
concluded that the temperature and liquid saturation changes for this thermal load would 
produce a higher uncertainty in the geochemical processes with potential consequences on 
waste isolation. Operations aspects are very challenging and would require remote 11 
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emplacement. The calculations of the vertical extent of perturbed water demonstrate that the 
high thermal loads will produce conditions that are much more difficult to maintain, 
particularly in the presence of local heterogeneities. Additionally the study showed that it 
would be highly unlikely that monitoring could be achieved for this case. Although it was 
shown that ventilation could be used to reduce the temperature to 50 degrees Celsius in one 
or two drifts for retrieval, the results showed that ventilation to reduce the entire repository to 
50 degrees Celsius would not be practical. Furthermore, since the goals at 11 1 MTU/acre 
were exceeded by a wide margin, interpolations of the data were used to determine at what 
lower AML all those goals would just be exceeded. The evaluation reported in Section 8 
showed, conservatively, that all the goals violated at 111 MTU/acre are also violated at 100 
MTU/acre. Thus, based on these concerns it is recommended that AMLs of 100 MTUlacre or 
higher be avoided. Additionally for this case the continuum equilibrium model predicted 
large scale redistribution of fluid in the mountain for long periods of time. 

The 83 MTU/acre case did not violate the thermal goals although in some cases it was close 
to exceeding them. This high thermal load was predicted to result in some dry-out for 
extended periods; however, TSPA calculations are needed to show whether enhanced 
performance would be achieved. The study showed that monitoring would be a significant 
challenge but could not be ruled unachievable. The geochemical evaluations show that higher 
temperatures will produce higher uncertainties. Additionally, there will be a need to 
demonstrate an understanding of both above boiling and below boiling performance. The 
follow-on systems study should conduct some TSPA analyses to try to determine over what 
band acceptable performance could be achieved without violating important thermal goals, 
and confiim this by testing. 

The moderate thermal loading case of 55 MTU/acre, the reference case, was shown to 
produce conditions in which a significant portion of the potential repository never exceeds 
boiling. This environment, in combination with the higher thermal loads, tends to exacerbate 
corrosion of WPs. The TSPA-I1 study (see Section 8 and M&O, 1993h) confirms this and 
concludes that over a 10,000 or even 100,000 year period the 55 MTU/acre case results in 
larger releases to the accessible environment than either the high or low thermal load cases. 
The range of AMLs over which this degraded performance occurs is uncertain, but it certainly 
begins where the repository becomes above boiling, somewhere just above 36 MTU/acre, to 
an AML above 55 MTU/acre. TSPA calculations are needed to better define this range. 
Thus, for this moderate AML range it appears that the environment would have hot enough 
temperatures to produce operational challenges but would have degraded performance at least 
over 10,000 years. 

For the below boiling cases (24 and 36 MTU/acre), the results of the study show that 
negligible perturbation of the ambient liquid saturation values occurs. Although some local 
boiling can occur, the study showed that anywhere from 80 to 100 percent of the pillars 
between drifts could be kept below boiling. Thus, if ambient conditions are found to be 
acceptable for waste isolation, these AMLs should not perturb this state. A concern that must 
be addressed with lower thermal loads is whether sufficient useable area exists since more 
area will be needed than for the higher thermal loads to emplace the same amount of waste. 
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It should be noted that the above conclusions are based on a particular set of waste 
characteristics. Analyses using waste that is hotter or colder than that considered in this 
evaluation may results in a slightly different conclusion as to those thermal loads at which a 
particular goal might be exceeded. The dependence of the thermal loading effects on waste 
characteristics (and variability in these characteristics) is an important subject that will be 
investigated at the next stage. 

The study attempted to determine which uncertainties exist that are important to establishing 
performance. Although sensitivity studies could not be run, some of the experts supporting 
the study were polled. A number of areas were found where it would be important to reduce 
uncertainties, as discussed in Section 9. Summarizing these results it is clear that some of the 
critical hydrologic uncertainties such as bulk permeability, fracture densities, and percolation 
flux need to be better known. The WP corrosion performance and the impact of fuel 
variability must also be understood. Reducing uncertainty associated with thermal goals and 
establishing their relative importance should be accomplished. Some uncertainties in cost 
must be resolved. Finally, one of the most significant uncertainties that must be resolved is 
how much useable area is present in Yucca Mountain. Uncertainties identified in the study 
plus some identified by the reviewers of this document have been summarized in Appendix J. 
The relative importance of the various parameters was not determined. To do this a 
sensitivity analysis is required and this is planned for a follow-on study. Additionally, the 
reader is cautioned that this list should by no means be considered a complete list. 

The evaluation of MGDS costs showed that there was little variation (a few percent) between 
a hot or below boiling thermal load although there is still a measure of uncertainty associated 
with these estimates. This was confmed when the total system costs were examined. For 
these costs, which include transportation, waste acceptance, and temporary storage, it appears 
there is at most about a 10 percent difference among the various thermal loads. Thus, barring 
an unforeseen significant change in cost of some element, costs do not appear to be a 
significant factor in choosing either a hot or below boiling option. This conclusion applies 
only to the conditions in this study which considered a single repository with maximum 
emplacement of 70,000 MTU. 

u 
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11. GLOSSARY OF TERMS 

u 
AE - Accessible Environment 

ALARA - As Low As Reasonably Achievable 

AML - Areal Mass Loading of spent nuclear waste (MTU/acre) 

APD - Areal Power Density of spent nuclear waste emplaced in the repository 
(kW/acre). This quantity varies with fuel type, amount of fuel, age and burning of 
fuel, and emplacement density. 

ASME - American Society of Mechanical Engineers 

Bi - Biot number (hR,,/k), dimensionless 

BWR - Boiling Water Reactor 

c a  - A dimensionless temperature frequently called the coefficient of age. 
It shows how the wall temperature decreases with time; mining tables are 
provided to evaluate this constant (see M&O 1993f report, page 46). 

c/c - Center-to-Center spacing W 
CCB - Change Control Board 

CCDF - Complementary Cumulative Distribution Functions 

CDB - Characteristics Data Base 

CDR - Critical Design Review (see QAP 3.2, Design Reviews); Conceptual Design for 
Repository; Conceptual Design Report 

CFR - ~ Code of Federal Regulations 

CH - Calico Hills member (rock unit) 

CHnv - Nonwelded vitric tuff 

CHnz - Nonwelded, zeolitized tuff 

cm - Centimeters 

CP - Specific heat of air at constant pressure (J/kg "C) 

CRWMS - Civilian Radioactive Waste Management System U 
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D -  

D&E - 

DHLW - 

DOE - 

EBS - 

EIA - 

EPA - 

ESF - 

FCR - 

Fcl - 

ft - 

FY - 

GR0.A - 

GWd - 

h -  

HLW - 

hr- 

IOC .- 

K -  

k -  

kg - 
k m -  

kW - 

L -  

08/29/94 

Equivalent heating duration (years) 

Development and Evaluation 

Defense High-Level Waste 

U.S. Department of Energy 

Engineered Barrier System 

Energy Information Administration 

Environmental Protection Agency 

Exploratory Studies Facility 

Full Core Reserve 

Fourier number (=z/R:), dimensionless 

Feet 

Fiscal Year 

Geologic Repository Operations Area 

gigawatt Days, a measure of spent fuel burnup 

Convective heat transfer coefficient (W/m2 OK) 

High-Level Waste 

Hours 

Interoffice Correspondence 

Degrees Kelvin 

Thermal conductivity of rock (W/m-OC) 

Kilogram 

Kilometer 

Kilowatt 

Length of airway (m) 
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U 
LAML - Local Areal Mass Loading. This is the areal mass loading in the emplacement 

area and does not include any areas needed for access to work areas. 

LANL - Los Alamos National Laboratory 

lb - Pound (1 lb = 16 oz = 0.454 kg) 

LCC - Life Cycle Cost 

LLNL - Lawrence Livermore National Laboratory 

m -  Meter 

MGDS - Mined Geologic Disposal System 

M-K - Morrison-Knudsen Company, Inc. 

M&O - 

MRS - Monitored Retrievable Storage 

Management and Operating Contractor 

MTU - Metric Tons of Initial Uranium Equivalent 

MWD - 

MPC - MultiPurpose Canister 

Megawatt Days, this is a measure of spent fuel burnup U 

NQA - Nuclear Quality Assurance 

NRC - U.S. Nuclear Regulatory Commission 

NUREG - Nuclear Regulatory Document 

NWPA - 

NWPAA - Nuclear Waste Policy Act of 1982, Amendment of 1987 

Nuclear Waste Policy Act of 1982, as amended 

NWTRB - Nuclear Waste Technical Review Board 

0 -  Perimeter of the airway (m) 

OCRWM - Office of Civilian Radioactive Waste Management (DOE) 

OFF - Oldest Fuel First 

PA - Performance Assessment U 
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Pmax - 

PTn - 

PWR - 

Q -  

QA - 

(Ivent - 

q”m*x - 

RIB - 

Ro - 

SAS - 

SCP - 

SCPB - 

s CP/ 
CDR - 

SD - 

SNF - 

SNLd ‘. 

t -  

T -  

Te - 
Ti - 

Ti, - 

To- 

Tmax - 

08/29/94 

Specific thermal output of the waste at emplacement (kW/MTU) 

Paintbrush Tuff, non-welded vitric tuff 

Pressurized Water Reactor 

Volume flow rate of air (m3/s) 

Quality Assurance, Quality Affecting 

Heat energy removed from the repository by ventilation (W) 

Areal power density at time zero into half plane (watts/mz) 

Reference Information Base 

Hydraulic radius of the airway 

System Architecture Study 

Site Characterization Plan 

Site Characterization Program Baseline 

SCP/Conceptual Design Report 

Systematic Drilling 

Spent Nuclear Fuel 

Sandia National Laboratories 

Time; unless stated otherwise refers to time after emplacement 

Temperature, also repository horizon temperature at repository center at time t 

Temperature of exit air 

Temperature of inlet air, 26°C in this analysis 

Initial rock mantle temperature, “C 

Initial repository horizon temperature at repository center; chosen as 27°C 

Maximum repository horizon temperature at repository center 
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U 

TBM - 

TE - 

TESS - 

TSW - 

Tunnel Boring Machine 

Thermal Expansion 

TRW Environmental Safety Systems, Inc. 

T-M-H-C - Coupled Thermal, Mechanical, Hydrological, and Chemical processes 

TPC - Total Project Cost 

TSPA - 

TSLCC - 

Total System Performance Assessment 

Total System Life Cycle Costs 

Topopah Spring member 

TSw2 - 

TSw3 - 

U -  

USGS - 

uz - 
W -  

wb- 

W B S  - 

WHB - 

WP- 

Topopah Spring member; densely welded devitrified lithophysal-poor tuff 

Topopah Spring member; vitrophyse tuff 

Uranium 

U.S. Geological Survey 

Unsaturated Zone (above the water table) 

Watt 

Wet bulb 

Work Breakdown Structure 

Waste Handling Building 

Waste Package 

WPA3 - 

WSM - Waste Stream Model 

YFF - Youngest Fuel First 

YFF(10) - Youngest Fuel First at least 10 years out of reactor 

YM - Yucca Mountain 

Waste Package and Areal Power Density Approximate 

YMP - 
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Yucca Mountain Site Characterization Project 
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YMSCO - Yucca Mountain Site Characterization Office 

Yr - Year 

o c -  Thermal diffusivity of rock 

P -  

PC - 

2 -  

Density (g/cm3) of rock or air depending on context 

Volumetric specific heat of rock at repository horizon (W-yr/m' -"C) 

Time used in ventilation analysis 

Z -  

08/29/94 

Micro meter 

(0.375 + B,)F,0.5, dimensionless 
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APPENDIX A 

WASTE STREAM ANALYSES 

A.l INTRODUCTION 

Waste stream analyses performed for repository oriented studies are composed of two distinct 
steps. The first step models the entire Civilian Radioactive Waste Management System 
(CRWMS) and tracks assemblies from "cradle" (discharge into the reactor spent fuel pools) to 
"grave" (emplacement in an Mined Geologic Disposal System (MGDS)). The system models 
currently in use have relatively high resolution towards the front end of the system (acceptance, 
storage, and transportation) and relatively low resolution towards the back end of the system 
(storage and packaging at MGDS(s) and emplacement). For this reason, models and post 
processors have been developed recently to examine the repository end of the system in greater 
detail. Therefore, the second step in the analysis focuses on various repository functions for a 
given (system) waste stream as it arrives at the MGDS. 

The first step, the system level waste stream analysis, was performed using Waste Stream Model 
(WSM), CSCI: A00020025.AAX01 .O, and the second step, the repository-based analyses, used 
a combination of much simpler codes. This approach essentially decouples the repository from 
the rest of the system, with the waste stream as the integrating link between the two steps. It is 
important to understand that the waste stream arriving at the repository implicitly reflects all 
upstream system designs, schedules, and operating concepts. Thus, the waste stream may be 
thought of as the "fingerprint" of the system. The computational decoupling was convenient for 
analyzing several combinations of waste package capacities for a single system level waste 
stream. For this study, decoupling was appropriate, but for most system studies the entire 
integrated system must be considered in all scenarios. 

A.2 WASTE STREAM MODELS 

Figure A.l shows the computation flow of the analyses performed for this report. The models 
indicated on the figure are discussed in the following sections. The system waste stream analyses 
only examined logistics and fuel characteristics; total system costs were not considered. The two- 
step process discussed above is indicated on Figure A.l. The first step, the system level waste 
stream analysis, is performed by WSM. The second step, the repository specific analysis, is 
accomplished with two models: the Waste Package And Areal Power Density (APD) 
Approximator (WPA3) model and the SOURCE post-processor. WPA3 is actually two 
independent, but linked, modules. The first packages an unpackaged (arriving) waste stream, and 
the second simulates emplacement. In this analysis only the first WPA3 module was used to 
produce the waste package inventories. SOURCE simply takes the waste package inventory and 
aggregates it into equivalent thermal source terms. 
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Instantaneous heat output for a given set of fuel characteristics is the key parameter in these 
analyses. All models employed use the same methodology to compute this parameter (Bogart, 
1992). The method exploits the latest Characteristics Database (CDB) data (DOE, 1992d) and 
has a high degree of resolution. 

All models employed run on microcomputers under DOS or OS/2. None of the models are 
certified for Quality Affecting (QA) work, but the most complex of the codes, WSM, is 
configuration managed and very mature. 

A.2.1 THE WASTE STREAM MODEL (WSM) 

WSM (Andress and Mckod,  1989) simulates movement of nuclear waste through the major 
elements of the Civilian Radioactive Waste Management System (CRWMS) and tracks each 
assembly's history from discharge to arrival at the repository. WSM can characterize fuel 
movement and fuel containerization by fuel type, burnup, age, heat, activity, and gamma and 
neutron radiation dose rates. WSM can be run with or without an MRS, and packaging can be 
done at the MRS or the repository. Several allocation and fuel pick up strategies are available. 
Control and scenario parameters specify allocation rights, fuel selection rules, dry storage options, 
MRS flowthrough and inventory management, cask and waste package capacities, and direct 
shipments from western reactors (the "western strategy"). WSM does not consider defense high- 
level waste nor commercial high-level waste from West Valley. 

WSM's strengths are: at reactor logistics, the waste acceptance process, and containerization 
(loading and tracking transportation casks and MPCs). WSM tracks all discharges, reactor-to- 
pool linkages, pool inventories, dry storage requirements, and fuel selection versus acceptance 
rights. Several rule-based selection options are available at both the reactor and the MRS to 
select fuel for shipment. A full core reserve (FCR) margin optionally can be preserved in the 
pools, until the last reactor discharging into that pool has shutdown. Spent fuel pool overflow 
is placed into onsite dry storage according to rules similar to the shipment selection rules. Fuel 
placed in dry storage is tracked, and pickup may be deferred until the pool is empty or until there 
is no five year old fuel left in the pool. 

WSM tracks fuel into and out of MRS inventory on an annual basis. Incoming shipments may 
be flowed through, passed through, or put into storage. Flowthrough refers to receiving from- 
reactor rail casks at the MRS and shipping them on to the repository without opening them. 
These rail casks are shipped directly to the repository until repository demand for the year has 
been satisfied. Since all cask shipments from the MRS to the repository are by rail, assemblies 
from incoming truck casks are transferred to rail casks at the MRS before being shipped out; this 
is referred to as "passthrough." Maximizing passthrough and flowthrough minimizes inventory 
turnover (and therefore handlings). Conversely, characteristics-based selection at the MRS is 
algorithmically enforced based on user supplied rules, possibly leading to unrealistic inventory 
turnover when the characteristics of the incoming stream and fuel in inventory are similar. A 
com bination of passthrougNflowthrough and characteristics based selection can also be specified. 
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P The two main WSM components are the main sequence, selection, and containerization module 
and post-processor report programs. The sequence, selection, and containerization module writes 
a detailed spent fuel movement file which serves as the database for the report programs. The 
WSM output file consists of one record for each batch of fuel characterized by the following: (1) 
primary characteristics--burnup and enrichment; (2) primary unit measures--number of assemblies, 
and MTU; (3) secondary unit measures--number of casks when shipped from reactor, number 
of casks when shipped from the MRS (not filled for batches that are never picked up); and (4) 
dates of major logistic events--discharge from reactor, transferring to at-reactor dry storage, 
pickup from reactor, emplacement in repository. Since WSM tracks the waste stream inventories 
as a. function of time, detailed reports are available that describe shipments, quantities, 
radiological characteristics, and heat output as a function of time across all CRWMS components. 

W SM input data fall into two broad categories: annually updated "static" data and user-specified, 
scenario specific data. The first category can be further subdivided into two major areas. The 
first is spent fuel discharge schedules from commercial nuclear reactors, provided by the Energy 
Information Administration (EIA). These schedules are based on historical data gathered from 
the utilities on Form RW-859 and projections based on EIA models and analyses. These data 
are updated annually. The second area is spent fuel physical and radiological characteristics, 
obtained from the Characteristics Data Base (CDB). Pre-processing routines are run annually to 
prepare the WSM static data files from the latest EIA and CDB data. This step restructures the 
published EIA and CDB data into the appropriate WSM file formats. 

The second category of input data, user-specified, scenario specific data, implements the many 
user options already discussed. They are mostly single digit parameters set by the user in the 
main input data file, The other key portion of user-specified data is the receipt rate schedules. 
The receipt rates fundamentally affect virtually all logistics. They are specified for each year in 
the run with a target pickup rate from waste generators and a target emplacement rate. MRS 
receipt and shipping rates are inferred from the pickup and emplacement rates. 

A.2.2 WASTE PACKAGING WITH THE WPA3 MODEL 

The Waste Package and Areal Power Density Approximator (WPA3) code (King, and Byrne, 
1993) was developed initially to support the System Implications of Repository Thermal Loading 
Study (TRW, 1992). The purpose of the code is to compute waste package inventories and Areal 
Power Densities (APDs) of the filled repository for a range of system scenarios and system 
configurations. 

WPA3 is composed of two distinct programs. The first module reads the output of WSM and 
loads the waste packages. The heat output (kW) of the package at the year of emplacement is 
calculated using the characteristics (assembly type, discharge year, burnup, and enrichment) of 
each assembly in the package. Those assembly characteristics are retained for each waste 
package, so the heat of each package can be computed for any arbitrary time following 
emplacement. Retaining the characteristics also allows performing any statistical analysis desired 
on assembly and package characteristics (King Rhodes, and Saterlie, 1994). 
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Several different waste package capacities can be modeled, both uniform and mixed. Mixed 
packages refers to waste packages containing both BWR and PWR assemblies. When mixed 
packages are selected, they are filled until only one type of assembly remains for the 
emplacement year. When this occurs, the code automatically switches to uniform packages (an 
BWR or all PWR) for the remainder of the assemblies in that year. When uniform packages are 
selected, the user has the option of selecting blending or no blending of assemblies into the 
packages. When no blending is selected, waste packages are filled with assemblies in the order 
they appear in the WSM output, and since WSM does not compute campaigns, this order is 
essentially random. When blending is chosen, assemblies are selected from a "lag storage" 
inventory to levelize the heat output across packages. The user provides the lag storage capacity 
in MTU. The blending scheme simply picks the hottest and coldest assemblies from a heat 
sorted list until the lag storage is exhausted. 

The f i s t  WPA3 module also produces standard report tables. The second WPA3 module is 
called APD. This module simulates emplacement and computes local and total areal power 
densities (APDs) as a function of time. The APD module was not used in this study. 

A.2.3 EQUIVALENT THERMAL SOURCE TERM GENERATION WITH SOURCE 

The SOURCE code was developed as a WPA3 post-processor to add the capability to produce, 
track, and aggregate SNF characteristics to any level of detail in the repository and sequence the 
emplacement over time. Historically, physically based thermal models have used 
characteristically averaged, spatially homogenized, and instantaneously emplaced representations 
of the waste to compute repository temperatures although a number of codes such as some used 
by SNL an simulate emplacing waste over a period of time. Once WPA3 was developed, the 
ability to track explicitly the individual waste packages and the assemblies in those packages 
allowed thermal source terms for temperature models to be computed with much greater 
resolution. Recognizing the resolution limitations of thermal models and the uncertainty in rock 
parameters, these source terms are still useful because: 1) they are based on the best SNF 
discharge projections and fuel characteristics data available (CDB), 2) they reflect the upstream 
system configuration and operational concept (WSM) and therefore yield an integrated, system 
approach, 3) they capture the full characteristics variability and time-sequenced emplacement of 
the actual waste stream, and 4) they can be aggregated from the individual waste package level 
up to any arbitrary level of detail. 

The primary input file is the waste package inventory file produced by WPA3. The user inputs 
the level of aggregation by specifying the target mass of each lumped source. Options have been 
added to aggregate by year and by waste package. For uniform packages, the code then 
accumulates BWR and PWR waste packages separately until the target mass is reached and 
computes mass weighted average age, burnup, and enrichment for the BWR and PWR 
components (the components must be kept separate because heat decay curves are fuel type 
specific). Also, the mass and number of waste packages each component represents is reported 
for tracking areal requirements. For mixed packages, the BWR and PWR assemblies are also 
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P accumulated separately, even though they are physically mixed together in the waste packages. 
Any leftover assemblies of one type in uniform packages are tracked and reported separately 
from the mixed package aggregations. 

The waste package inventory file is organized by emplacement year. When aggregating, 
SOURCE indicates the within- year emplacement sequence of the equivalent source terms (for 
source masses less than the annual emplacement amount) by adding a decimal fraction to the 
emplacement year. The fractional years have no meaning for computing instantaneous hea.t 
output; the decay heat algorithms are not meaningful at resolutions finer than unit years. The 
equivalent source terms' fractional year values are intended only to indicate the within year 
emplacement sequence. 

Since the heat decay curves are unique for any combination of fuel type, age, burnup, and 
enrichment, and since they are highly non-linear, there is error associated with the mass weighted 
averaging used to aggregate. Analyses performed during the course of past system studies have 
indicated that these errors are not significant for most fuel in a typical waste stream. The error 
seems to be worst when very old and/or very low burnup fuel is averaged with nominal fuel in 
significant quantities, and although non-zero amounts of fuel with these characteristics will 
always be present in the waste stream, their relative quantities are low compared to the 63,000 
or 86,000 MTU usually considered in system scenarios. The mass weighting error introduced 
is deemed acceptably small, especially when the inherent errors in the heat decay curve data and 
reported (average) batch burnups are considered. 
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J Appendix B 
Waste Package Design Inputs 

This appendix provides information on the design inputs for the WP concepts used in the 
study. The WP sizes, weights, and capacities as well as some WP thermal analysis are 
provided. The WP Design Group provided this input in the form of IOCs to the Systems 
Analysis and copies of those IOCs are attached. 
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In response to System Studies request at the June 4th meeting for a summary of overall dimensions 
and weights (including BWR and DHLW glass loadings) we enclose the following tables. This IOC 
completes System Studies requests for waste package dimensions and weights. For more detail than 
is provided here, please refer to the following previous IOC's: 

March 26, 1993 (LV.WP.RHB.03/93-056) 
May 11, 1993 (LV.WP.RHB.05/93-086) 
May 14, 1993 
May 27, 1993 (LV.WP.RHB.05/93-097) 

(LV.WP.RHB.05/93-086) 9 1 

For spent nuclear fuel, three cases were defined in our March 26 IOC. Case 1 is the SCP-CDR 
described on page 7-25 of the "Waste Package Design (Basis for Site Characterization Plan, 
Chapter 8)'' with a maximum loaded weight of 6.4 tomes. Case 2 is the multi-barrier robust waste 
package with a 0.95 cm inner wall and Case 3 is the multi-barrier robust waste package with a 3.5 
cm inner wall. Cases 2 and 3 have 2nd barrier thicknesses of 10, 20, and 45 cm. 

Table 1 provides a summary of dimensions and weights for SNF. The only new information is the 
waste package weight when loaded with BWR's. For conversions, 1 tonne equals 1.1023 U.S. short 
tons. 

Thc dimensions and weights for the high-level waste glass waste package are described in Table 2. 
Thc HLW glass canisters will be overpacked with a waste package that is optimized for their size 
and weight and will be compatible with transporters designed for SNF packages. The single capacity 
DHLW robust waste package would be compatible with transporters for the 2, 4, and 6 PWR 
capacity packages, the 3 DHLW package with the 12 and 16 PWR package, and the 4 DHLW 
package with the 21 PWR package. 

Enclosures: 
(1) 
(2) 

Table 1 - Spent Nuclear Fuel W.P. Weights 
Table 2 - Defense High-Level Waste Packages 
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D.J.Rogers, TES3/423 
D.Stahl, TES3/423 
D.A.Thomas, "ES3/423 
B.H.Thomson, 'ES3/423 
W.E.Wallin, TES3/423 
File: PD-1 
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2 

4 

6 

12 

-. 

r r l r r  

- (m) (tonnes) (tOMe-9 (tOMeS) 

4 0.8389 11.34 12.90 12.62 

6 0.9912 14.53 17.65 16.45 

12 1.1876 18.47 23.15 22.31 

21 1.4062 24.71 34.07 31.43 

- 
- 

Page 3 of 6 
TABLE 1 - SPENT NUC LEAR FZTF .L W.P. WEIGH"'!$ 

16 

21 

System Study Case 1 

- 32 1.6367 30.17 42.65 40.41 

40 1.7519 34.14 50.52 46.94 

SCP-CDR from page 7-25 of the "Waste Package Design 
(Basis for Site Characterization Plan., Chapter 8) 
Loaded waste package weight = 6.4 tonnes (ma) 

# of # of Outer 
PWR' s BWR's Diameter 

(m) 

2 4 1.0389 

System Study Case 2 
1st Barrier = 0.95 crn 
2nd Barrier = 10 cm 

Overall Length = 4.831 m 

h P t Y  Loaded 
Weight with PWR's 
(tonnes) (tonnes) 

23.83 25.39 

h a d e d  
with BWR.'s 

# of # of Outer 
PWR' s BWR's Diameter 

(m) 

2 4 1.0389 

h P t Y  Loaded 
Weight with PWR's 
(tonnes) (tonnes) 

23.83 25.39 

1,1912 

1.3876 

System Study Case 2 
1st Barrier = 0.95 cm 
2nd Barrier = 20 cm 

Overall Imgth = 5.031 m 

29.25 32.37 

36.15 40.83 

4 6 1,1912 

6 12 1.3876 

29.25 32.37 

36.15 40.83 

12 21 1.6062 45.79 55.15 12 I 21 I 1.6062 I 45.79 I 55.15 

16 32 1.8367 
L- 

21 40 1.9519 

B-4 

54.97 67.45 

60.84 77.22 

B-4 

16 32 1.8367 
I 

21 40 1.9519 

Loaded 
with BWR's 

(tonnes) 

54.97 67.45 

60.84 77.22 

25.11 

31.17 

-- 
Loaded 

with BWR's 
(tonnes) 

25.11 

31.17 

39.99 

52.51 e 
65.21 

73.64 

39.99 

52.51 

65.21 

73.64 
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Civilian Radioactive Waste ManaQement System 
Management & Operating Contractor 

# of Outer Loaded 
hpv with P w ' s  PWR'S BWR's Diameter Weight 

# of 

(m) (tomes) (torznes) 

2 4 1.5389 71 .OO 72.56 

4 6 1.6912 82.64 85.77 

6 12 1.8876 97.79 102.47 

12 21 2.1062 116.88 126.24 

16 32 2.3367 136.34 148.82 

21 40 2.45 19 147.47 163.86 

TRW Environmentd 
SJfmty S y t t n u  Inc 

Loaded 
wih B m ' s  
(tom) 
72.28 

84.56 

101.63 

123.60 
146.58 

160.27 

Page 4 of 6 

TABLE 1 - SPENT NUC LEAR FUEL W.P. WE I G H n  
(c0-1 

System Study Case 3 
1st Barrier = 3.5 cm 
2nd Barrier = 10 cm 

Overall LRngth = 4.882 m 

# of # of Outer Loaded Loaded 
PWR'S BWR's Diameter Weight with PWR's with BWFt's 

2 4 0.8899 14.24 15.80 15.52 

4 6 1.0422 18.01 21.13 19.93 
6 12 1.2386 22.71 27.39 26.55 
12 21 1.4572 29.82 39.18 36.54 

16 32 1.6877 36.24 48.72 46.48 

21 40 1.8029 40.70 57.08 53.50 

(tOMtX) (tOMK3) (tOMt3S) 

I 

i- 

._ 
!- 

*. 

.- 
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# of 
PWR'S 

2 

4 

6 
12 

16 

21 

- 

I 

- 
- 
_.I 

~~ 

Page 5 of 6 

I 

# of outer Empty Loaded hW 
BWR's Diameter Weight with PWR's with BWR's 

(m) (tOMeS) (tOMeS) (tomes) 

4 1.0899 27.59 29.15 28.87 
6 1.2422 33.62 36.74 35.58 
12 1.4386 41.33 46.01 45.17 
21 1 A572 51.91 61.27 58.63 
32 1.8877 62.10 74.58 72.34 

40 2.0029 68.49 84.87 81.29 
D 

System Study Case 3 
1st Barrier = 3.5 cm 
2nd Barrier = 45 cm 

Overall k n g t h  = 5.582 m 

# of t of Outer Loaded Loaded 
PWR'S BWR's Diameter Weight with PwR's with BWR's 

(tomes) (tOMeS) (tomes) 

2 4 1 S899 77.25 78.81 78.53 

System Study Case 3 
1st Barrier = 3.5 cm 
2nd Barrier = 45 cm 

Overall k n g t h  = 5.582 m 

# of t of Outer Loaded Loaded 
PWR'S BWR's Diameter Weight with PwR's with BWR's 

(tomes) (tOMeS) (tomes) 

2 4 1 S899 77.25 78.81 78.53 
4 6 1.7422 89.61 92.73 91.53 

6 12 1.9386 105.68 110.36 109.52 

12 21 2.1572 125.84 135.20 132.56 

16 32 2.3877 146.46 158.94 156.70 
21 40 2.5029 158.19 174.57 

I 

I 

170.99 slr*i 
I 

4 6 1.7422 89.61 92.73 91.53 

6 12 1.9386 105.68 110.36 109.52 
I 

12 21 2.1572 125.84 135.20 132.56 

16 32 2.3877 146.46 158.94 156.70 
21 40 2.5029 158.19 174.57 170.99 slr*i 

I 

B-6 



# of External Empty WPLoaded WP 
DHLW Diameter Weight Weight 

Cannisterq (m) (tonnes) (tonnes) 
I 

WP Heat 
Output 

(kW) 

3 

4 

1.6249 16.71 27.21 

1.7914 I 8.84 32.84 

R.Bahney 6-1 4-93 
Page 6 of 6 

[TABLE 2- Defense HiQh-Level Waste Packan$s 

&. . Four DHLW waste packages are under consideration: 
Case 1: SCP-COR described on page 7-25 of the "Waste Package Design 

(Basis for Site Characterization Plan, Chapter 8)' 
Case 2: Multi-barrier robust waste package with 1 OHLW capacity 
Case 3: Multi-barrier robust waste package with 3 DHLW capacity 
Case 4: Multi-barrier robust waste package with 4 DHLW capacity 

For the DHLW multi-barrier robust waste package, a single inner wall thickness o 
0.9 cm was used with outer layer thicknesses of 10, 20, and 45 cm, (three case 

r 

I 1 I 0.85971 7.11 I 0.69 

2.07 

2.76 
i 
i 

1 DHLWP 2nd Barrier Thickness (cm 
Internal WP LenQth (m) = 

20 
3.0084 

External WP Length (m) = 
# of 1 External IEmpty WP 

3 I4394 
.oaded Wi 

Weigh1 
(tonnest 

19.64 

45.06 

52.79 

I WP Heat 
Output 
0 

0.69 

2.07 

2.76 

1 I 1.05971 16.14 

31 1.82491 34.56 

4 1  1.99141 
38.79 

3 
E I DHLWP 2nd Barrier Thickness (cm 

Internal WP LenQth (m) = 
45 

3.0084 
xternal WP Length (m 3.9394 

oaded WP 
Weight 

(tonnes) 

54.83 

105.58 

- - 
impty WP 

Weight 
(tonnes), 

External 
Diameter 
Im) 

1 5597 

2.3249 

WP Heat 
output 

(kW) 

0.69 

2.07 

# of 
DHLW 

Cannisters 

1 

3 

51.33 

95.08 

4 2.4914 105.30 119.30 2.76 

E= 

i! 
B-7 



lnteroff ice Correspondence 
Civilian Radioactive Waste Management System 
Management & Operating Contractor 

TRW Environment* 
Safety Systoms In 

Subject: 
Temperatures of Drift- 
Emplaced Waste Packages 

To: 
S.F. S aterlie, TES 3H23 
R.Memory, TES3/423 

Date: 
May 28, 1993 
LV.WP.RHB.05/93-099 

cc: 
Distribution 

WBS: 1.2.2.4 
QA: N/A 

Loca t ion/P hone 
TES3/P102 
(702) 794-5337 

In response to your request for temperatures around the waste package following drift emplacement, 
we enclose the following information which builds on temperature results transmitted in our 
March 26 IOC. 

At your suggestion, we generated a two-dimensional model of an infinitely long drift that is not 
affected thermally by adjacent drifts. By assuming a drift spacing of 200 m (656 ft), the model 
effectively approximates a "lone drift" because the heat front does not propagate to the next drift 
before the end of the 50 year life of the model. 

Two waste package sizes were considered; the 21 PWR package and the 12 PWR package. These 
two containers represent optimum packing efficiencies and their dimensions and weights were 
provided in out May 27 IOC. Drift sizes of 11, 14, 18, and 25 feet diameters were assumed for both 
containers. 

A summary of peak temperatures is tabled on the next page, and time/temperature graphs are 
provided on the following pages. For two cases (12 PWR with an 11 ft drift and 21 PWR with a 25 
ft drift), an expanded time scale of only the fxst year has also been plotted. Temperatures of the 
waste package will actually be higher than reported here because a two-dimensional model smears 
the heat load over the package centerline to centerline spacing. We expect localized hot spots at the 
package mid-length that are not estimated here. 

The rzsillts indicate that the 21 PWR package cannot be emplaced with a one meter end to end 
spacing without violating temperature goals for any drift diameter. Previous analyses have found 
that a 6 meter end to end spacing is the probable minimum. The 12 PWR package may be 
acceptable at the 1 rn spacing, but a more detailed analysis of the waste package itself will be 
required. The 2-D color contour plot demonstrates that for a regular geometry, a one-dimensional 
(radial) analysis can adequately approximate temperatures. Hence, we believe that the one- 
dimensional temperature graphs from our March 26 IOC are a conservative estimate of mid-length 
hot spots for an individual waste package. 

Although our model of the repository is detailed, we feel it is important to point out that the concept 
of a "lone drift" is not representative of expected conditions in the repository. Therefore, we are 
currently proceeding with analyses that include drift interactions for a variety of area mass loadings. 

P 
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Management & Operating Contractor 

~ 

Time of Max. Drift 
Occurrence Side Temp. 

TRW Environmontd 
stfoty syrtwnr Inc 

Page 2 of 12 

Time of 
Occurrence 

c 

8 years 

8 Y- 

8 years 

8 Y W  

TABLE 1 

176 C 20 years 

165 C 20 years 

148 C 20 years 

305 C 10 years 

Peak Temperatures Experienced by a Single Drift 

8 Y W  

8 years 

260 c 20 years 

250 C 20 years 

8 y e a r -  I 19OC I loyears 

8years 1 280C 

Enclosures: 
Color contour of 21 PWR with 14 ft tunnel at 20 years 
Temperature in Repository (10 figures) 

ti 

cc: 
M,Bali, TES3/423 
H . A.Benton, TES3/423 
K. K .Bhattacharyya, TEs3/423 
M.Grigore, TES3/423 
L.J.Olguin, TEs31423 
D.G.Rasmussen, TES3/423 
D. J. Rogers, TES3/423 
D-Stahl, TES3/423 
D.A.Thomas, TEs3/423 
File: PD-1 
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a- 

- . __ 

0 t 

$ 2  .? 

IIVSYS 5 . 0  
MAY 26 1 9 9 3  
13:  43 :54 
PLOT NO, 1 
MODAL SOEUT ION 
STEP=2 it 
SUB =3 
TfME=.284E+09 
TEMP 
TEPG=22.937 
sm =18 
SMX = 3 9 5 . 5 3 8  

18 
59  * 949 
1 0 1 , 8 9 ?  
243 * 846  
185 * 795  
227.744 
269.692 



Temperature in Repository 
21 PWR, Single I1 ft Drift, 1 rn Spacing 

bj 
I 
c 

500 

WP Center 

WP Surface 

Drift 300 
Temp - 

( C )  1 Meter in Rock 

200 

I 1 1 1 I I I I 1 J 

0 5 10 15 20 25 30 35 40 45 50 
Time Emplaced (years) 

22 year old fuel, 42.2 GWd/MTU burnup 



Temperature in Repository 
21 PWR, Single 14 f t  Drift, I m Spacing 

WP Center 

Limit 

WP Surface 

1 Meter in Rock 

20 Meter in Rock 

1 I I I I 1 I I I I 

25 30 35 40 45 50 0 5 10 15 20 
Time Empiaced (years) 

22 year old fuel, 42.2 GWd/MTU bumup 



rn 
I 

w 

500 

400 

300 
Temp 

(C) 

200 

100 

Temperature in Repository 
21 PWR, Single 18 ft Drift, 1 m Spacing 

WP Surface 

Drift 

0 
0 5 to 15 20 25 30 

Time Emplaced (years) 
22 year old fuel, 42.2 GWd/MTU burnup 

35 40 45 50 



500 

Temperature in Repository 
21 PWR, Single 25 f t  Dri f t ,  1 m Spacing 

400 

300 
Temp 

( C )  

200 

100 

I 
1 I 1 I 1 I I I 4 

0 
0 5 10 15 20 25 30 35 40 

Time Emplaced (years) 
45 50 

22 year old fuel, 42.2 GWa/M?U burnup 



td 
I 
cn 
r 

500 

400 

300 
Temp 
(C) 

200 

100 

0 
0 

Temperature in Repository 
21 PWR, Single 25 ft Drift ,  1 m Spacing 

F i r s t Year 

Drift 
1 Meter in Rock 

r 20 Meter in Rock 

I I 1 I I I I 1 I 

0.1 0.2 0.3 0.4 0.5 0.6 
Time Emplaced (years) 

22 year old fuel, 42.2 GWd/MTU burnup 

0.7 

.. ..- I. .) -,. . " ,  I .. , . 

0.8 0.9 1 



W 
I 

Temperature in Repository 
12 PWR, Single 11 f t  Drift, 1 m Spacing 

400 c 
i 

300 t- 
Temp 

(C) 

200 

100 

WP Center 

WP Surface 

Drift 
1 Meter in Rock 
- 

20 Meter in Rock 

0' I 1 
I I I I 1 1 I 

0 5 10 15 20 25 30 
Time Emplaced (years) 

35 4 0  45 50 



Temperature in Repository 
12 PWR, Single 11 f t  Drift, 1 m Spacing 

400 

First Year 

- 

Temp 
(C) 

200 WP Center - 

0‘ 1 I I I I I I I I J 
0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 

Time Emplaced (years) 
22 year old fuel, 42.2 GWd/MTU burnup 

0.8 0.9 7 



506 

400 

300 
Temp 

(C) 

200 

100 

Temperature in Repository 
12 PWR, Single 14 f t  Drift, 1 m Spacing 

WP Center 

WP Surface 

Drift 
1 Meter in Rock 

20 Meter in Rock 

0 
0 5 10 15 20 25 30 35 

Time Emplaced (years) 
40 45 50 

22 year old fuel, 42.2 GWdiMTU burnup 

P 



W 
I 

\D 
c 

500 

400 

300 
Temp 

(C)  

200 

100 

0 
0 

Temperature in Repository 
12 PWR, Single 18 f t  Drift, 1 m Spacing 

WP Center 

WP Surface 

1 Meter in Rock 

f 

20 Meter in Rock 
I I I I I I I 1 i 

5 10 15 20 25 30 35 
Time Empiaced (years) 

22 year old fuel, 42.2 GWdlMTU burnup 

40 45 50 
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400 

300 
Temp 
(a 

200 

100 

Temperature in Repository 
12 PWR, Single 25 f t  Drift, 1 rn Spacing 

WP Center . 

-- 
WP Surface 

A 

r 
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1 1 I I 1 I I 1 I 0 
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17 tercf f ice Correspondence 
Civilian Radioactive Waste Management System 
Management & Operating Contractor 

TRW Environmmtd 
safaty Syrttm Ine. 

0;J 

WBS: 1.2.2.1 
QA: N/A 

From: 
R. Ha Bahney 3 

LocatiodPhone 
"ES3/P102 
(702) 794-5337 

P I  

ii 

Y 

c 

Subject: 
Waste Package Sizes 
Efficiencies and Weights 

To: 
S.P.Saterlie, TES3/423 
R.Memory, TES3/423 
J.B. Stringer, Duke(Char1otte) 

Date: 
May 11, 1993 
LV. WP. RHB .05/93-086 

cc: 
H. A. Benton, TES3/423 
D.Stahl, TES3/423 
R.L.Fish, TES3/423 
D.Thomas, TES3/423 
L.Olguin, TES3/423 
M.Grigore, TES3/423 
K.K.Bhattacharyya, TES3/423 
File PD-1 

The Waste Package Design Group feels that it is necessary to defrne the selection of 2, 4, 12, 16, 
and 21 as the candidate waste package PWR capacities specified in our input to Systems Studies 
dated March 26, 1993. The following figures and tables demonstrate tbe calculated sizes and 
packing efficiencies of many PWR and BWR basket configurations. 

For these analyses, only basket configurations that possessed Ik symmetry were studied as 
asymmetric baskets are less stable and licensable. Also it was assumed that individual PWR cells are 
arranged in regular rows, that is: the junction between cells always forms a " +" and never a "T". 
Overlapping cells have been found in previous container analyses to be structurally inferior to regular 
m y s  due to buckling of the cell wall. The basket thicknesses used here are for one burnupcredit 
concept and merely represent expected internal geometry. 

PWR assembly packages were studied frrst as they are considered to be the limiting case both 
thermally and structurally. On Figure 3, one can see the higher efficiency of larger waste packages 
(no big surprise here) and the optimum configurations of 12, 21, and 24. The 24 PWR arrangement 
has been  dropped due to thermal considerations, and the 16 has been included because the thermally 
optimum waste package may be txtween 21 and 12. The total weight per PWR emplaced is a 
dominant factor for smaller packages and levels off for packages holding 12 or more. The Wasted 
(or open) Space per PWR is lcss a function of waste package size than the specific basket 
configuration, and we see here that the 5 PWR basket may be an improvement over the 4. 
The wasted space was calculated as the open corners at the edges of the basket and does not include 
any air space in or around the individual assemblies (the entire air space would be required for 
dculation of criticality during flooded conditions). 

t 
i 
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Management & Operating Contractor 

ri?;Y 
m * Safrty Syrtrm, Lnc 

TRW Environmental 

m I 

Page 2 of 8 

Table 1 provides a more in-depth look at the results for PWR baskets plotted on Figures 2 and 3. 
Here the basket dimensions are specified and the individual components of the waste package are 
itemized. Tables 2 and 3 represent BWR loadings with and without (respectively) their surrounding 
flow channels. The principal use of tables 2 and 3 is to determine how many BWR assemblies can 
be fit into a given PWR container. 

From the following figures and tables, the optimum basket configurations for Systems Studies have 
been determined to be 2, 4, 12, 16, and 21. There was some confusion as to how many BWR 
assemblies may be fit into each of the above containers due to the consideration of BWR assemblies 
with and without their flow channels. For the Systems Studies evaluations it will be assumed that the 
BWR's are loaded with their flow channels resulting h the following correlation: 

2 

4 

12 

16 

21 

4 

6 

21 

32 

40 

Enclosuses: 
Basket Configurations (Figure 1) 
Waste Package Sizes (Figure 2) 
Waste Package Efficiencies (Figure 3) 
Table 1 - PWR's 
Table 2 - Channeled BWR's 
Table 3 - Unchanneled BWR's 

IE 

b 

I 

I 

II 

R 
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13 16 

1 

18 21 22 24 
? 
%- - 
i -  

26 25 I 

I Figure 11 
Basket configurations up to 100 assemblies 

per waste package were analyzed I 
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200 

160 

120 

80 

40 

0 

Waste Package Sizes 
Burnup-Credi t PWR Design 

Diameter (cm) Weight (tons) 
I100 

Diameter 
I 

80 

60 

40 

20 

0 
0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 

# of PWR's per WP 

Figure 2 



12 

11 

10 

9 

8 

7 

6 

5 

4 

3 

2 

Waste Package Efficiencies 
Burnup-Credit PWR Design 

W P Weight /P W R (tons) Wasted Space/PWR (rn-3) 
v 0.4 

0.36 

0.32 

0.28 

0.24 

0.2 

0.16 

0.12 

0.08 

0.04 

0 

-- 

-- 

-- 

-- 
Wasted Space/PWR - -- 

-- 

-- 

-- 

-- -- 

0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 
# of PWR's per WP 

Figure 3 





BWRCeMWMh(omJ - 16.646 (6.16 h) 
BwRM...(kg) - 320.0 

1 I 1 1 4 
2 1 2 6 
4 2 2 8 
6 1 3 12 
6 2 3 10 
8 1 4 14 
9 3 3 12 

12 2 4 16 
13 1 6 20 
16 2 5 18 
18 1 6 22 
21 3 6 20 
22 4 6 22 
24 2 6 24 
26 1 7 28 
26 3 6 22 
29 5 6 28 
30 2 7 28 

5" 32 4 6 24 
N 34 6 6 26 

36 1 8 30 
37 3 7 28 
40 4 7 30 

46 6 7 28 
49 1 9 36 
62 4 8 32 
66 6 8 34 
67 3 9 36 
80 4 S 34 
61 7 7 36 
62 1 10 38 
66 3 10 38 
68 2 10 40 
69 6 9 36 
70 7 8 38 
71 1 11 44 
74 6 0 38 
76 4 10 40 
78 2 11 42 
80 8 8 40 
81 3 11 44 
82 6 10 42 
8U 4 11 42 
S8 6 10 40 
89 7 9 44 
02 8 9 48 
96 2 12 48 

loo 3 12 46 

u 6 6 321 

a7 6 11 44 

R . m  S-1143 
- 7 o t 8  

30.61 
46.74 
88.98 
62.79 
71.39 
80.66 
83.35 
87.42 
98.83 

104.32 
116.90 
112.84 
123.81 
121.74 
135.27 
129.11 
136.09 
139.47 
138.62 
149.86 
153.70 
145.95 
154.43 

164.69 
172.18 
170.81 
180.04 
180.70 
187.61 
188.83 
190.69 
198.42 
193.70 
19U.06 
202.44 
209.23 
206.86 
204.73 
211.97 
215.20 
216.29 
212.60 
222.10 
221.57 
216.81 
228.76 
230.30 

234.29 

162.48 

229.28 

0.18 
0.21 
0.13 
0.12 
0.16 
0.13 
0.12 
0.07 
0.1 1 
0.09 
0.12 
0.07 
0.10 
0.07 
0.1 1 
0.08 
0.08 
0.08 
0.07 
0.08 
0.08 
0.06 
0.06 
0.07 
0.07 
0.07 
0.05 
0.06 
0.06 
0.06 
0.06 
0.08 
0.07 
0.05 
0.05 
0.06 
0.07 
0.00 
0.08 
0.06 
0.06 
0.08 
0.05 
0.06 
0.06 
0.04 
0.06 ' 

1 18.62 
129.83 
135.52 
148.10 
144.04 
154.81 
162.94 
166.47 
160.31 
187.29 
170.67 

0.34 
0.78 
1.17 
1.42 
1.84 
2.34 
2.51 
2.76 
3.6 1 
3.93 
4.04 
4.00 
6.52 
6.36 
8.61 
6.02 
6.69 
7.03 
6.94 
8.1 1 
8.53 
7.70 
8.62 
9.64 
9.79 

10.71 
10.64 
11.71 
11.80 
12.72 
12.88 
13.14 
14.22 
13.55 
13.89 
14.8 1 
16.82 
16.31 
15.14 
16.23 
16.73 
16.90 
16.31 
17.82 
17.74 
16.98 
18.9 1 
19.16 
18.99 
19.83 

' 1  ?! ' 7  

181.06 
184.90 
177.15 
185.63 
193.66 
195.79 
203.38 
202.01 
211.24 
21 1 .so 
218.81 
220.03 
221.89 
229.62' 
224.90 
227.28 
233.64 
240.43 
237.06 
235.93 
243.17 
246.40 
247.49 
243.70 I 
253.30 
252.77 
248.01 
269.98 
261 .so 
280.48 
266.49 

0.07 
0.12 
0.20 
0.27 
0.29 
0.39 
0.40 
0.53 
0.60 
0.68 
0.78 
0.86 
0.9 1 
1 .00 
1 .06 
1.04 
1.20 
1.21 
1.26 
1.34 
1 -44 
1.46 
1.57 
1.72 
1.72 
1.92 
1 .@8 
2.13 
2.18 
2.26 
2.31 
2.36 
2.49 
2.57 
2.67 
2.62 
2.71 
2.76 
2.84 
2.02 
2.97 
3.03 
3.05 
3.18 
3.23 
3.30 
3.41 
3.66 
3.66 
3.67 

I 1' " f , ,  , 

0.1 6 
0.41 
0.62 
0.6% 
0.88 
1.06 
1 -09 
0.88 
1.45 
1.45 
2.13 
1.37 
2.13 
1 3 6  
2.73 
2.06 
2.23 
2.44 
2.08 
2.94 
3.04 
2.07 
2.64 
2.86 
3.00 
3.27 
2.70 
3.28 
3.20 
3.70 
3.70 
3.79 
4.30 
3.32 
3.64 
4.30 
6.1 1 
4.22 
3.76 
4.63 
4.76 
4.76 
4.03 
4.96 
4.60 
3.66 
6.14 
4.79 
4.6 1 
4.*0 

46.0 
64.3 
44.3 
41.4 
47.8 
46.1 
43.6 
31.7 
41.2 
36.8 
43.1 
29.8 
38.6 
30.9 
41.3 
34.0 
33.3 
34.7 
30.0 
36.3 
36.6 
26.9 
29.5 
30.0 
30.7 
30.6 
25.6 
28.0 
27.1 
20.1 
28.7 
28.9 
30.2 
24.6 
26.6 
29.1 
32.3 
27.6 
24.8 
27.9 
28.4 
28.1 
24.7 
27.8 
211.9 
21.6 
27.2 
26.0 
23.8 
24.7 

0.32 
0.84 
1.28 
1 .a0 
1.92 
2.56 
2.88 
3.84 
4.18 
5.12 
5.76 
6.72 
7.04 
7.68 
8.00 
8.32 
9.28 
9.m 

10.24 
10.88 
11.62 
11-84 
12.80 
14.08 
14.40 
15.68 
16.84 
17.92 
18.24 
19.20 
19-82 
19.84 
21.12 
21.76 
22.08 
22.40 
22.12 
23.68 
24.32 
24.96 
21.60 

26.24 
27.62 
28.1 6 
28.48 
29.44 
30.72 
31.04 
32.00 

2s.92 

0.58 
0.96 
1 A3 
2.17 
2.29 
3.09 
3.21 
4.28 
4.82 
6.46 
6.27 
6.91 
7.31 
7.98 
8.62 
8.36 
9.66 
9-68 

10.07 
10.73 
11.53 
11.66 
12.58 
13.76 
13.74 
16.35 
16.86 
17.04 
17.44 
18.09 
18.49 
18.89 
19.94 
20.60 
20.68 
20.98 
21.66 
22.03 
22.69 
23.36 
23.74 
2438 
24.40 
26.44 
25.83 
26.37 
27.29 
28.48 
28.46 
29.38 

1.47 
2.15 
2.87 
2.95 
3.36 
3.80 
3.94 
4.14 
4.70 
4.99 
6.04 
5.43 
6.00 
6.90 
6.62 
6.29 
6.66 
6.84 
6.80 
7.4 1 
7.63 
7.20 
7.67 
8.12 
8.24 
8.67 
8.69 
9.12 
9.1 8 
9.66 
9.63 
9-74 

10.20 
9.92 

10.06 
10.44 
10.85 
10.84 
10.68 
11-01 
11.21 
1 1.28 
1 1 .os 
11 3 3  
11.60 
11.31 
12.06 
12.14 
12.08 
12.39 

7.21 
9.61 

1 1.26 
12.18 
13.56 
15.06 
15.61 
16.18 
18.06 
19.03 
21.20 
20.60 
22.38 
22.05 
24.46 
23.36 
24.00 
26.21 
25.05 
27.10 
27.81 
26.39 
27.94 
29.44 
29.84 
31.27 
31.01 
32.78 
32-90 
34.24 
34.48 
34.84 
36.36 
35.43 
36.89 
37.15 
38.6 1 
37.83 
37.61 
39.06 
39.71 
39.93 
39.1 6 
41.11 
41.00 
40.03 
42.48 
42.80 
42.68 
43.82 

E a i  1 I 

9.23 
12.62 
16.68 
17.29 
19.20 
21-94 
22.66 
24.80 
27.68 
29.49 
33.1 1 
32.84 
36.68 
35.92 
39.58 
38.00 
40.82 
41.74 
41.92 
46.24 
46.97 
45.24 
48.19 
61.32 
51.82 
56-29 
66.46 
68.94 

61.88 
62.60 
63.47 
66.49 
66.94 
68.63 
68.67 
71.02 
70.60 
70.87 
73.42 
74.65 
76.- 
74.61 
78.19 
78.43 
77.7 1 
81.82 
83.42 
83.12 
88.40 

69.80 

I 1 F . L  

9.55 
13.26 
16.84 
18.89 
21.12 
24.50 
25.54 
28.44 
31.74 
34.61 
38.87 
39.66 
42.72 
43.60 
47.68 
46.32 
50.10 
51.34 
52.16 
56.12 
58.49 
57.08 
60.99 
65.40 
66.22 
70.97 
72.10 
76.86 
77.74 
81.08 
82.12 
83.31 
87.61 
87.70 
88.61 
90.97 
93.74 
94.18 
95-19 
98.38 

100.2s 
101.40 
100.86 
105.71 
106.69 
106.19 
111.28 
114.14 
114.16 
1 17.40 

I I I  I: : 

9.23 
6.31 
3.89 
3.46 
3.20 
2.74 
2.52 
2.05 
2.12 
1-84 
1.84 
1.68 
1.62 
1 .so 
1.68 
1.46 
1.41 
1.39 
1.31 
1.33 
1-30 
1.22 
1.20 
1.17 
1.15 
1.13 
1.07 
1 .os 
1.64 
1.03 
1.03 
1.02 
1.01 
0.97 
0.96 
0.98 
1-00 
0.96 
0.93 
0.94 
0.93 
0.93 
0.9 1 
0.9 1 
0.89 
0.87 
0.89 
0.87 
0.86 
0.86 



[TABLE 2 - UNCHAHNELED BWR'd 

Intomal S~lpport W a a t d  W. Spa. 
Val- B.mkct $paw W m d  R r B W R  

(rn-3) (rn-3) (171-3) S D ~  (m '3) 

R.B.hny 6-11-93 
P a ~ o 8 0 f 8  

Wdght W ~ Q M  ot Weight of Welght of Empty WP L o d d  WPWP W M h t  
of BWR'a Supports l.tB.rhr2nd8.rrisr Welght Welght por8WR 

It0 nne.) norm. s) Itofmar) RO nner) Ronnea) Ronnea) Qonner) 

1 1 .eo5 (4.57 in) 
320.0 

16 
18 
21 
22 
24 
26 
26 
29 
30 

W 32 

a 3 6  
37 
40 
44 
46 

62 
66 
57 
60 

Y 

49 

61 
e2 

6s 

66 
68 

70 
71 
74 
76 
78 
80 
81 
82 
86 
88 
89 
92 
98 

2 6 12 
1 6 2; 
3 s 2c 
4 6 2; 
2 6 24 
1 7 2z 
3 6 2; 
6 6 2f 
2 72C 
4 6 24 

1 8 3 C  
3 7 2E 
4 73c 
6 6 3 1  
6 7 2E 

4 8 31 
6 834 
3 9 3e 
4 914 

6 e2c 

i 9 3e 

7 7 36 
1 i o  313 

6 9 36 

3 10 3e 
2104C 

7 8 38 
1 11 44 
6 9 38 
4 10 40 
2 11 42 
8 8 4 0  
3 11 44 
6 10 42 
4 11 42 
6 10 40 
7 9 4 4  
8 9 46 
2 12 48 

24.90 
36.71 
45.55 
50.02 
56.83 
63.89 
66.21 
69.36 
78.04 
82.67 
92.32 
89.28 
97.74 
96.18 

106.70 
102.01 
107.62 
1 10.05 
109.48 
1 18.29 
121.13 
115.18 
121.86 
128.17 
129.82 
136.59 
134.66 
141.92 
142.36 
147.81 
148.82 
150.09 
158.23 
162.49 
164.46 
169.49 
164.60 
162.14 
161.21 
166.79 
169.48 
170.22 
167.32 
174.80 
174.44 
178.73 
180.10 
181.15 
180.46 
184.30 

0.04' 
0.03 
0.03 
0.04 
0.06 
0.04 
0.03 
0.04 
0.04 
0.04 
0.03 
0.04 

56.10 
67.9 1 
76.75 
81.22 
88.03 
95.09 
97.41 

100.66 
109.24 
1 13.77 
123.52 
120.48 
128.94 
127.38 
137.90 
133.2 1 
138.72 
141.25 
140.68 
149.49 
162.33 
146.38 
153.05 
169.37 
161.02 
186.79 
165.86 
173.12 
173.56 
179.01 
180.02 
181.29 
187.43 
183.69 
185.85 
lLlo.69 
195.80 
193.34 
1 92.4 1 
197.99 
200.68 
20t,42 
1 98.52 
206.00 
205.84 
201 a3 
21 1.30 
21 2.35 
21 1-66 
216.60 

0.22 
0.49 
0.76 
0.90 
1.17 
1.47 
1.68 
1.74 
2.20 
2.46 
3.08 
2.88 
3.45 
3.34 
4.1 1 
3.76 
4.18 
4.38 
4.33 
5.06 
5.30 
4.79 
5.36 
5.94 
6.09 
8.64 
6.55 
7.28 
7.32 
7.89 
8.00 
8.14 
8.82 
8.40 
8.62 
9.19 
9.79 
9.60 
9.39 

10.06 
10.38 
10.47 
10.1 1 
11.04 
10.98 
10.63 
11.72 
1 1.86 
t 1.76 
12.27 

0.05 
0.09 
0.16 
0.21 
0.22 
0.30 
0.31 
0.4 1 
0.47 
0.13 
0.80 
0.67 
0.71 
0.77 
0.82 
0.8 1 
0.92 
0.93 
0.97 
1.03 
1.1 1 
1.12 
1.21 
1.33 
1.32 
1.48 
1.63 
1.84 
1 .88 
1.74 
1.78 
1.82 
1.92 
1.98 
1.98 
2.02 
2.08 
2.12 
2.18 
2.25 
2.28 
2.34 
2.35 
2.45 
2.48 
2.64 
2.63 
2.74 
2.74 
2.03 

0.11 
0.27 
0.34 
0.38 
0.67 
0.68 
0.72 
0.68 
0.93 
0.94 
1.36 
0.9 1 
1.38 
1 .os 
1.74 
1.34 
.4 6 
.58 
.38 

3 6  
.38 
.67 
.88 

1.98 
2.13 
1 .80 
2.17 
2.1 1 
2.44 
2.44 
2.48 
2.81 
2.21 
2.36 
2.83 
3.30 

2.60 
2.97 
3.14 
3.1 1 
2.69 
3.26 
3.06 
2.48 
3.39 
3.17 
3.02 
3.28 

.e2 

2.79 

47.8 
65.3 
46.9 
42.6 
49.2 
46.1 
46.2 
33.4 
42.2 
38.4 
44.1 
31.7 
40.1 
32.5 
42.4 
36.7 
34.9 
38.2 
31.8 
37.9 
37.0 
28.8 
31.2 
31.7 
32.6 
32.0 
27.6 
29.8 
28.8 
30.9 
30.6 
30.5 
31.9 
26.3 
27.4 
30.8 
33.8 
29.4 
28.6 
29.6 
30.2 
29.8 
26.6 
29.6 
27.8 
23.9 
29.0 
28.7 
26.7 
26.6 

0.32 
0.64 
1.28 
1.60 
1.92 
2.66 
2.88 
3.84 
4.16 
6.12 
6.76 
6.72 
7.04 
7.68 
8.00 
8.32 
9.28 
9.60 

10.24 
10.88 
11.52 
11.84 
12.80 
14.08 
14.40 
16.68 
16.64 
17.92 
1814 
19.20 
19.62 

21.12 
21.76 
22.08 
22.40 
22.72 
23.68 
24.32 
24.96 
21.60 
26S2 
26.24 
27J2 
28.1 6 
18.48 
29.44 
30.72 
31 -04 
32.00 

19.84 

0.44 
0.76 
1.26 
1.68 
1.77 
2.39 
2.48 
3.31 
3.73 
4.22 
4.84 
6-33 
6.64 
6.16 
6.67 
6.44 
7.37 
7.47 
7.76 
8.27 
8.89 
8.98 
9.69 

1 0.60 
10.68 
1 1.83 
12.21 
13.12 
13.43 
13.92 
14.23 
14.64 
16.35 
16.86 
16.84 
16.15 
16.88 
1 6.95 
17.46 
17.97 
18.27 
18.69 
18.78 
19.68 
19.87 
20.29 
21 .oo 
21.91 
21.90 
22.61 

1.21 
1.74 
2.14 
2.35 
2.67 
3.00 
3.1 1 
3.26 
3.68 

4.39 
4.23 
4.66 
4.68 
6.1 1 
4.87 
5.16 
5.29 
5.26 
5.72 
6.86 
6.55 
6.90 
6.24 
6.33 
6.63 
6.68 
6.98 
7.00 
7.30 
7.36 
7.43 
7.77 
7.56 
7.67 
7.96 
8.24 
8.10 
8.05 
8.38 
8.6 1 
8.66 
8.39 
8.82 
8.80 
s.ss 
9.12 
9.18 
9.14 
9.37 

3-90 

6.35 
8.13 
9.48 

10.17 
1 1.23 
12.35 
12.72 
13.23 
14.84 
15.38 
17.00 
16.49 
17.91 
17.65 
19.44 
18.63 
19.58 
20.01 
19.91 
21.44 
21.94 
20.90 
22.07 
23.18 
23-48 
24.6 1 
24.34 
25.65 
25.73 
26.73 
26.91 
27-14 
2S.28 
27.69 
27.95 
28.88 
29.84 
29.38 
29.20 
30.26 
30.76 
30.90 
30.36 
31.77 
31.70 
21.90 
32.79 
32.99 
32.86 
33.60 

8.01 
10.62 
12.88 
14.20 
15.67 
17.76 
18.32 
19.79 
22.04 
23.50 
26.22 
26.06 
28.21 
28.38 
31.12 
29.96 
32.11 
32.77 
32.93 
36.43 
36.69 
35.43 
37.66 
40.02 
40.39 
42.97 
43.14 
45.75 
46.17 
47.95 
48.50 

51.39 
51.00 
5 1.45 
S2.98 
54.76 
64.43 
54.71 
66.59 
67.54 
68.14 
57.52 
00.17 
60.37 
59.87 
623 1 
84.09 
63.89 
66.67 

49.1 i 

8.33 
11.26 
14.16 
15.80 
17.59 
20.31 
21.20 
23.63 
26.20 
28.62 
31.98 
32.78 
35.25 
36.06 
39.12 
38.27 
41.39 
42.37 
43.17 
46.31 
48.21 
47.27 
50.46 
54.10 
54.79 
58.65 
69.78 
63.67 
64.41 
67.16 
68.02 
68.96 
72.5 1 
72.76 
73.53 
76.38 
77.48 
78.1 1 
79.03 
81.65 
83.14 
84.06 
83.76 
87.69 
88.53 
88.38 
92.36 
94.81 
94.93 
97.57 

8.01 
6.31 
3.22 
2.84 
2.81 
2.22 
2.04 
1 .6S 
1.70 
1.47 
1.46 
1.24 
1.28 
1.18 
1.24 
1.15 
1.1 1 
1 .os 
1.03 
1.04 
1.02 
0.96 
0.94 
0.9 1 
0.90 
0.88 
0.83 
0.82 
0.81 
0.80 
0.80 
0.79 
0.78 
0.75 
0.76 
0.76 
0.77 
0.74 
0.72 
0.73 
0.72 
0.72 
0.70 
0.70 
0.69 
0.37 
0.88 
0.67 
0.66 
0.66 
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c 
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u 

Y 

WBS: 1.2.2.4 
QA: N/A 

Thermal Loading 1 1  1 MTU/acre 1 1 1  MTU/acre 

Drift Spacing 23.30 m 20.48 m 

Waste Package Spacing 14.06 m 16.00 m 

Drift Diameter 7.0 m 4.3 m 

R.H.Bahney 
Subject: Date: From: 
Thennal Analysis of Drift December 1 1993 
Emplaced Waste Package LV.WP.RHB. 12193-264 

To: cc: Location/Phone 
S.F.Saterlie, TES3/423 H.A.Benton, TES3/423 TES3P102 

T.W.Doering, TES3/423 (702) 794-5337 
File: PD-5, TL-1 

A thermal analysis of a drifbemplaced 21 PWR capacity Multi-Purpose Canister with disposal 
container was performed in support of the M&O's thermal loading systems study. Detailed thermal 
analyses of waste package internal temperatures were requested for two emplacement scenarios. In 
both cases, waste packages are loaded with 22 year old he1 with an average burnup of 42.2 
GWd/MTU. These characteristics represent averages for a youngest-hel-first waste stream with a 
10-year minimum age on waste acceptance. It  should be noted that the results presented here 
describe temperatures in packages with an average heat load and do not address the thermal behavior 
in packages loaded with an above average heat load. (For example, a waste package loaded with 
average fuel would generate 10.23 kW; but one loaded with MPC design-basis fuel of 10 year old, 
40 GWcUMTU burnup would generate 14.2 kW or 39% greater heat.) 

Drift Wall Temperature histories for the two emplacement scenarios were provided by Sandia 
National Laboratories. These temperatures were applied as time varying boundary conditions to a 
detailed transient model of the MPC with disposal container. The loaded waste package has an 
external diameter of 1.74 m, a length of 5.11 rn, and an initial heat output of 10.23 kW. The two 
emplacement scenarios are summarized below: 
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Peak Clad Temperature 

TRW Environmental 4 
Safety Systems 1 n c . P  

Case 1 Case 2 

294OC 302OC 

LV.WP.RHB. 12/93-264 Page 2 

~ 

Peak Clad Time 

Peak WP Side Temperature 

Peak WP Side Time 

Results of the 2-D evaluations of the emplaced waste package are given below. The figures on the 
following pages graph the temperature history of the waste package out to 1000 years for each case. 
Complete tabular results are enclosed as well. Drift wall temperatures reported here are taken 
directly from the Sandia results. It should be noted that the two cases do not provide a useful 
comparison between large and small drift diameters because the waste package spacing is not held 
constant. The table below lists the peak temperatures observed and their time of occurrence. 

8 years 8 years 

230°C 234°C 

400 years 90&400 years 

Peak fuel temperatures occur within the first few years. Therefore, waste package spacing is more 
important for meeting the 350°C cladding limit than the drift spacing which will not have a 
significant effect on WP temperatures until ten or more years post-emplacement. Previous analyses 
indicate that a younger fuel loading (such as 10 year old) will result in higher peak temperatures 
which occur in the first year post-emplacement. 

Waste package surface and drift wall temperatures reach their peak temperature around 400 years 
post-emplacement according to the Sandia model. The uncertainty in the time of the waste package 
side temperature peak for Case 2 is due to differences between the M&O waste package model and 
the Sandia repository model. The average drift wall temperature (predicted by Sandia) will peak at a 
later time (400 years) than a specific point on the wall that is directly adjacent to the waste package 
(90 years for the M&O model). The fluctuations observed are within the overall model uncertainty. 
In case 2, the waste package surface remains slightly above 23OOC from 60 to 500 years. 

Enclosures: 
Waste Package Temperatures - Case 1 - Figure 
Waste Package Temperatures - Case 2 - Figure 
Waste Package Temperatures - Case 1 - Table 
Waste Package Temperatures - Case 2 - Table 
Drift Emplacement Geometry 
Waste Package FEM Mesh Plot 
Waste Package Heat Generation Rates - ANSYS Table 
Drift Wall Temperature Histories - Case 1 - ANSYS Table 
Drift Wall Temperature Histories - Case 2 - ANSYS Table 
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Waste Package Temperatures - Case 1 
21 PWR MPC, 7.0m Drift, 111 MTU/acre 

Goal 

- 
WP Overpack Surface / 

I I I I I 1 1 1 1  I I I I I I l l 1  1 I I I I I l l 1  I I I I I1111 I I I I I I l l  

0.0 1.0 10.0 
Time Emplaced (years) 

100.0 1000.0 

22 year old fuel, 42.2 GWd/MTU burnup 
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Waste Package Temperatures - Case 2 
21 PWR MPC, 4.3m Drift, 111 MfWacre 
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200 
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Summary of WP temperatures R. Bahney 12-1-93 File: rnpcssl 
Case 1 
125 ton burnup credit 21 PWR MPC with disposal overpack : 60% Consolidated Fuel Conduct 
1.1 531 Peaking Factor on Assembly Heat Load 22 year old 42.2 GWd/MTU burn 

(1 11 MTU/acre - 7.0 m Drift Diameter) 

A .  

u 
Id 
u 

u 
11 w 

L .  w 

0.1 
0.2 
0.3 
0.4 
0.5 
0.6 
0.7 
0.8 
0.9 

1 
2 
3 
4 
5 
6 
7 
8 
9 

10 
20 
30 
40 
50 
60 
70 
80 
90 

100 
200 
300 
400 
500 
600 
700 
800 
900 

1000 

ANSYS FEM Temperature Results (Deg. C) . -  
Peak Fuel Peak Basket MPC Side WP-Side Drift Wall 

267.36 184.01 123.52 107.73 23.79 
275.1 2 
277.70 
279.26 
280.31 
281.45 
282.13 
283.00 
283.40 
284.1 2 
284.51 
288.30 
290.16 
291.28 
292.31 
292.87 
293.79 
294.1 4 
293.19 
292.54 
289.78 
286.95 
281.99 
277.87 
274.59 
270.80 
267.48 
265.17 
263.25 
250.70 
247.23 
245.79 
243.10 
238.05 
234.38 
229.95 
225.9 1 
221.89 

196.97 
201.19 
203.84 
205.68 
207.62 
208.87 
210.38 
211.19 
21 2.46 
21 3.25 
220.52 
224.81 
227.74 
230.41 
232.52 
234.79 
236.25 
236.72 
237.12 
243.38 
247.18 
247.30 
247.04 
246.66 
245.14 
243.93 
243.32 
242.73 
237.46 
236.69 
236.88 
235.27 
231.88 
228.05 
224.12 
220.46 
216.71 

138.55 
143.39 
146.54 
148.79 
151.11 
152.68 
154.49 
155.57 
157.10 
158.1 5 
167.47 
173.39 
177.63 
181.44 
184.72 
187.92 
190.23 
191.99 
193.35 
207.19 
21 6.49 
221.01 
224.04 
226.09 
226.51 
227.05 
227.78 
228.24 
228.52 
229.67 
230.97 
230.1 1 
227.36 
224.02 
220.46 
217.10 
21 3.56 

123.28 
128.32 
131.62 
133.99 
136.41 
138.04 
139.96 
141.09 
142.72 
143.81 
153.69 
160.06 
164.65 
168.76 
172.40 
175.86 
178.41 
180.49 
182.12 
198.04 
208.79 
21 4.45 
21 8.32 
220.98 
221.90 
222.88 
223.96 
224.68 
226.31 
227.92 
229.50 
228.83 
226.24 
223.02 
21 9.58 
21 6.26 
21 2.81 

46.25 
54.95 
60.8 1 
65.30 
69.05 
72.19 
75.01 
77.45 
79.75 
81.89 
97.99 

108.24 
1 15.58 
121.89 
127.71 
132.86 
136.90 
140.65 
143.58 
168.96 
185.46 
194.98 
201.62 
206.18 
208.60 
210.84 
21 2.96 
214.44 
2 19.98 
222.96 
225,34 
225.21 
223.05 
220.1 4 
216.93 
213.84 
210.50 
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Summary of WP temperatures R. Bahney 12-1 -93 File: mpcss2 
Case 2 
125 ton burnup credit 21 PWR MPC with disposal overpack : 60% Consolidated Fuel Conduct 
1.1 531 Peaking Factor on Assembly Heat Load 22 year old 42.2 GWd/MTU burn 

(1 11 MTU/acre - 4.3 m Drift Diameter) 

Time 
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700 
800 
900 

1000 

--Ay_earsl 
ANSYS FEM Temperature Results (Deg. C) . -  

Peak Fuel Peak Basket MPC Side WP Side Drift Wall 
~ 1 _ 1 _ -  

267.06 183.52 
279.14 
282.61 
284.68 
286.06 
287.46 
288.34 
289.31 
289.95 
290.67 
291.18 
295.03 
297.30 
298.99 
300.25 
300.95 
301.82 
302.21 
301.20 
300.65 
298.78 
295.55 
290.82 
286.75 
283.62 
280.1 3 
276.71 
273.95 
271.38 
255.30 
250.99 
249.20 
245.76 
241 .O1 
236.1 7 
231 50 
227.22 
222.99 

203.49 
208.89 
21 2.20 
21 4.47 
21 6.76 
21 8.24 
21 9.84 
220.98 
222.21 
223.14 
230.30 
234.95 
238.59 
241.45 
243.68 
245.80 
247.27 
247.58 
248.05 
254.97 
257.86 
257.99 
257.59 
257.23 
255.93 
254.48 
253.26 
251.88 
242.40 
240.67 
240.46 
238.03 
234.1 2 
229.91 
225.72 
221.82 
21 7.85 

123.01 
146.36 
152.42 
156.31 
159.04 
161.74 
163.56 
165.49 
166.92 
168.41 
169.62 
178.76 
185.04 
190.01 
193.97 
197.33 
200.34 
202.62 
204.16 
205.58 
21 9.92 
228.10 
232.52 
235.30 
237.28 
237.89 
238.12 
238.20 
237.81 
233.65 
233.77 
234.65 
232.96 
229.67 
225.93 
222.1 2 
21 8.49 
21 4.75 
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107.26 
131.56 
137.79 
141.84 
144.70 
147.51 
149.43 
151.41 
152.96 
154.49 
155.79 
165.47 
172.19 
177.54 
181.81 
185.46 
188.72 
191.22 
193.14 
194.81 
21 1.09 
220.65 
226.1 7 
229.76 
232.34 
233.43 
234.08 
234.48 
234.34 
231.53 
232.10 
233.26 
231.75 
228.61 
224.98 
221.22 
21 7.70 
21 3.97 

23.80 
66.80 
76.43 
82.96 
87.57 
91.92 
94.94 
98.03 

100.40 
102.80 
104.80 
11 9.50 
129.60 
137.51 
143.80 
149.21 
153.90 
157.50 
160.80 
163.50 
187.70 
201.90 
21 0.61 
21 6.40 
220.60 
222.90 
224.60 
225.80 
226.20 
226.40 
228.1 0 

228.80 
226.00 
222.60 
219.10 
21 5.70 
212.10 

229.90 
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1.1 n C 

PWR, 22 years o l d ,  42.2 GWd/MTTJ burnup,  7 m T u n n e l  
.. . ._ 

NOV ANsys 2 9  5*0c 19 
19:21:30 

1 PLOT NO. 
AREAS 
AREA N U M  

zv =1 
*DIST=10.404 
*XF =1.707 
*YF =2.389 
CONE=2 5 



td 
I w 
o\ 

1 

p 

ANSYS 5 . 0  
AUG 5 1 9 9 3  
20:23: 1 7  
PLOT NO. 1 
ELEMENTS 
MAT NUM 

zv =1 
*DIST=.911567 
* X F  =.093444 
*YF =-. 003222 



. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
t]/COM, /COM, **  Waste Package Heat Generation Rates ** 

* *  File name: heat2242.dat 
Aged 22 years, .428 MI'U/Assy ** 
42.21 GWd/WlT burnup **  
R.Bahney 5-18-93 **  

/COM, 

. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  
(assembly time is in years) 
487, 477 I 468 , 459, 451 I 
436, 430, 424 , 413 , 405, 
342 , 319, 294 , 272 , 253, 
222 , 210, 199 , 189 , 180, 
163 , 156, 150 , 145, 139.8, 
123, 116.2, 110.1, 104.7, 99.9, 
91, 88.2, 85.7, 67.4, 56.8, 
43 I 38.1, 34.3, 31.3, 29.1, 

12.8, 11.14, 9.97, 9.18, 8.55, 
7.63, 7.22 

SY( 1,0)= 1.OE-6, 1, 2, 3, 4, 
A S s Y (  7,0)= 6, 7, 8 ,  9 1  10 I 

SY (13 10) = 20, 25, 301 351 40 I 
SY (19 I 0) = 50, 55 I 60 I 65 I 70 I 

80, 85 I 90 I 951 100 , 
SY (31,O) = 120 , 130, 140 , 150, 160 , 
SY (37,O) = 180 I 190, 200 , 300 , 400, 

ASSY (43,O) = 600, 700, 800 , 900 I 1000 I 
SY(49,0)= 3000, 4000, 5000 , 6000, 7000, 

kk 
A g Y  (25,O) = 

SY ( 5 5  , 0) = 9000, 10000 
SY (0,l) = 1.0 

/EOF 

444 
370 
236 
172 

130.8 
95.5 
49.4 
15.53 
8.05 

5 
15 
45 
75 
110 
170 
500 

2000 
8000 

U 

u" 
B-37 



. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  /COM, 

/COM, * *  File name: sandial.dat ** 
/COM, * *  Aged 22 years, .428 MITJ/Assy **  
/COM, * *  42.21 GWd/MlTJ burnup **  
/COM, * *  111.06 MTU/acre - >  126.37 kW/acre **  
/COM, ** Df Sp = 23.3 m, WP Sp - 14.06 m **  
/COM, * *  7 m (23 ft) Drift Diameter **  

* *  TEMPA=Top of Drift **  
** TEMPB=Slde of Drift **  /COM, 

/COM, 
/COM, **  TEMPC=Floor Corner ** TEMPDSFloor Center **  

** R.Bahney 11-30-93 ** /CON, 
/COW 
/COM, . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

/COM, * *  Drift Wall Temperature Histories (SANDIA) * *  

** 

/COM, (Temperature time is in seconds) 
TEMPA( 1,1)= 23.78, 30.57, 40.96, 45.97, 49.72, 53.05, 
TEMPA( 7,1)= 55.63, 60.24, 63.83, 67.03, 69.76, 72.25, 
TEMPA(13,l)- 74.47, 76.63, 78.56, 80.47, 82.20, 83.92, 
TEMpA(19,1)= 85.51, 87.09, 88.57, 90.02, 91.36, 92.66, 
TEMPA(25,l) = 95.75, 98.56, 100.78, 102.83, 104.87, 106.77, 
TEMPA(31,l) = 108.58, 110.22, 116.58, 122.40, 127.61, 131.79, 
TEMPA(37,l) = 135.56, 138.61, 141.58, 144.15, 146.77, 149.25, 
TEMPA(43,l) = 151.88, 154.50, 157.17, 159.67, 162.07, 164.37, 
TEMPA(49,l) = 166.63, 168.70, 170.66, 172.49, 174.22, 175.86, 
TEMPA(55,l) = 177.41, 178.82, 180.14, 181.37, 186.77, 191.26, 
TEMPA(61,l) = 195.04, 198.34, 203 e 13, 205.79, 208.25, 210.58, 
TEMPA(67,l) = 212.18, 214.74, 216.10, 217.22, 218.44, 219.38, 
TEMPA(73,1)= 220.25, 221.00, 221.70, 222.46, 223.16, 223.79, 
TEMPA(79,l)- 224.25, 224.53, 224.62, 224.54, 224.27, 223.88, 
TEMPA(85,1)= 223.39, 222.84, 222.23, 221.59, 220.90, 220.17, 
TEMPA(91,l) = 219.42, 218.65, 217.86, 217.06, 216.28, 215.52, 
TEMPA(97,l) = 214.78, 214.03, 213.25, 212.46, 211.64, 210.81, 
TEMPA ( 103,l) = 
TEMPA( l,O)= 3.156E+01, 1.5783+06, 3.1563+06, 4.7343+06, 6.312E+06, 
TEMPA( 6,0)= 7.8893+06, 9.4673+06, 1.2623+07, 1.5783+07, 1.8933+07, 
TEMPA(11,0)= 2.2093+07, 2.5253+07, 2.8403+07, 3.1563+07, 3.4713+07, 
TEMPA(16,O)- 3.787E+07, 4.1023+07, 4.4183+07, 4.7343+07, 5.049E+07, 
TEMPA(21,0)= 5.3653+07, 5.6803+07, 5.9963+07, 6.3123+07, 7.100E+07, 
TEMPA(26,0)= 7.889E+O7, 8.6783+07, 9.4673+07, 1.0263+08, 1.105E+08, 
TEMPA(31,0)= 1.1833+08, 1.2623+08, 1.5783+08, 1.893E+08, 2.2093+08, 
TEMPA(36,O)m 2.5253+08, 2.8403+08, 3.1563+08, 3.471E+08, 3.7873+08, 
TEMPA(41,O)- 4.1023+08, 4.4183+08, 4.7343+08, 5.049E+08, 5.3653+08, 
TEMPA(46,0)= 5.6803+08, 5.9963+08, 6.3123+08, 6.627E+08, 6.9433+08, 
TEMPA(51,O)z 7.258E+08, 7.5743+08, 7.8893+08, 8.205E+08, 8.5213+08, 
TEMPA(56,O)s 8.836E+08, 9.1523+08, 9.4673+08, 1.105E+09, 1.2623+09, 
TEMPA(61,0)= 1.420E+09, 1.5783+09, 1.8933+09, 2.2093+09, 2.5253+09, 
TEMPA(66,O) = 2.8403+09, 3.1563+09, 3.9453+09, 4.7343+09, 5.5233+09, 
TEMPA(71,0)= 6.3123+09, 7.100E+09, 7.8893+09, 8.6783+09, 9.4673+09, 
TEMPA(76,0)= 1.0263+10, 1.1053+10, 1.183E+10, 1.262E+10, 1.341E+10, 
TEMPA(81,O)m 1.420E+10, 1.499E+10, 1.5783+10, 1.6573+10, 1.7363+10, 
TEMPA(86,O)x 1.8153+10, 1.8933+10, 1.9723+10, 2.0513+10, 2.1303+10, 
TEMPA(91,0)= 2.2093+10, 2.288E+10, 2.3673+10, 2.446E+10, 2.5253+10, 
TEMPA(96,0)= 2.604E+10, 2.6823+10, 2.7613+10, 2.8403+10, 2.9193+10, 
TEMPA(101,O)- 2.9983+10, 3.0773+10, 3.1563+10, 
TEMPA(O,l)= 1.0, 
TKMI?B( 1,1)= 23.79, 34.23, 46.25, 50.51, 54.95, 57.95, 
TEMPB( 7,1)= 60.81, 65.30, 69.05, 72.19, 75.01, 77.45, 
TEMPB(13,l)- 79.75, 81.89, 83.85, 85.78, 87.51, 89.27, 
TEMPB(19,l) = 90.83, 92.45, 93 .go, 95.39, 96.64, 97.99, 
TEMPB(25,l) = 100.98, 103.86, 106.09, 108.24, 110.17, 112.10, 

209.9 7, 
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(31,l) - 113.87, 115.57, 121.89, 127.70, 132.86, 136.90, 
EMPB(37,1)= 140.65, 143.58, 146.53, 149.02, 151.62, 154.04, 

TEMPB(43,1)= 156.69, 159.26, 161.92, 164.35, 166.74, 168-96, 
B(49,1)= 171.20, 173.19, 175.12, 176.85, 178.55, 180.11, 
(5S,l)= 181.63, 182.98, 184.29, 185.46, 190.67, 194.97, 
(61,l)- 198.56, 201.62, 206.18, 208.60, 210.84, 212.96, 
(67,l) = 214.44, 216.71, 217.90, 218.86, 219.98, 220.82, 

B(73,1)= 221.63, 222.29, 222.96, 223.66, 224.33, 224.90, 
B(79,l)m 225.34, 225.56, 225.63, 225.49, 225.21, 224.77, 
B(85,1)= 224.27, 223.66, 223.05, 222.36, 221.67, 220.90, 
B(91,l)m 220.14, 219.33, 218.54, 217.71, 216.93, 216.14, 
B (97,l) = 215.40, 214.61, 213.84, 213.01, 212.20, 211.34, 
B (103,l) = 210.50, 
B( l,O)= 3.1563+01, 1.5783+06, 3.1563+06, 4.734E+06, 6.3123+06, 
B( 6,0)= 7.8893+06, 9.4673+06, 1.2623+07, 1.5783+07, 1.8936+07, 
(11,0)= 2.2093+07, 2.5253+07, 2.8403+07, 3.1563+07, 3.4716+07, 

B(16,0)= 3.7873+07, 4.1023+07, 4.4183+07, 4.7343+07, 5.049E+07, 
B(21,0)= 5.3653+07, 5.680E+07, 5.9963+07, 6.3123+07, 7.100E+07, 
B(26,0)= 7.8893+07, 8.6783+07, 9.4673+07, 1.0263+08, 1.1053+08, 
B(31,O)p 1.1833+08, 1.2623+08, 1.5783+08, 1.8933+08, 2.209E+08, 
B(36,0)= 2.5253+08, 2.8403+08, 3.1563+08, 3.4713+08, 3.7873+08, 

EMPB(41,0)= 4.1023+08, 4.4183+08, 4.7343+08, 5.0493+08, 5.3653+08, 
TEMPB(46,0)= 5.6803+08, 5.9963+08, 6.3123+08, 6.6273+08, 6.9433+08, 

EMPB(56,0)= 8.8363+08, 9.1523+08, 9.4673+08, 1.105E+09, 1.2623+09, 
EMPB[61,0)= 1.4203+09, 1.5783+09, 1.8933+09, 2.2093+09, 2.525E+09, 
EMPB(66,0)= 2.8403+09, 3.1563+09, 3.9453+09, 4.7343+09, 5.5233+09, 
EMPB(71,0)= 6.3123+09, 7.1003+09, 7.8893+09, 8.6783+09, 9.467E+09, 
EMPB(76,0)= 1.0263+10, 1.1053+10, 1.1833+10, 1.262E+10, 1.3413+10, 
EMPB(81,O)t 1.4203+10, 1.4993+10, 1.5783+10, 1.6573+10, 1.736E+10, 
sMPB(86,0)= 1.8153+10, 1.8933+10, 1.9723+10, 2.0513+10, 2.1303+10, 
KMPB(91,0)= 2.2093+10, 2.2886+10, 2.367E+10, 2.4463+10, 2.5253+10, 
ENPB (96,O) = 2.6043+10 , 2.6823+10, 2.7613+10 , 2.8403+10, 2.9193+10, 
EMPB(lOl,O)= 2.9983+10, 3.0773+10, 3.1563+10, 
EMPB(O,l)= 1.0, 

TEMPC( l,l)= 23.80, 35.14, 48.53, 52.44, 57.09, 60.09, 
EMPC ( 7,l) = 62.89, 67.50, 71.12, 74.38, 77.07, 79.60, 
EMPC (13,l) = 81.78, 84.04, 85.86, 87.90, 89.49, 91.36, 
EMPC (19,l) = 92.78, 94.50, 95.81, 97.40, 98.47, 99.88, 

102.81, 105.71, 108.01, 110.16, 112.12, 114.01, 
115.83, 117.52, 123.93, 129.65, 134.79, 138.77, 

EMPC(37,1)= 142.49, 145.38, 148.30, 150.76, 153.33, 155.72, 
TEMPC(43,l)p 158.33, 160.87, 163.51, 165.91, 168.28, 170.48, 
EMPC (49,l) = 172.70, 174.67, 176.56, 178.26, 179.92, 181.47, 
sMpC(55,l) = 182.97, 184.32, 185.61, 186.78, 191.93, 196.22, 
EMpC(61,1)= 199.71, 202.67, 207.17, 209.53, 211.68, 213.73, 

,fMPC(67,1)= 215.15, 217.34, 218.46, 219.39, 220.47, 221.28, 
EMPC(73,l)- 222.06, 222.72, 223.37, 224.06, 224.72, 225.29, 
EMPC(79,1)= 225.71, 225.92, 225.97, 225.82, 225.52, 225.07, 

TEMPC(85,1)= 224.55, 223.94, 223.30, 222.61, 221.90, 221.13, 
EMEC(91,l)- 220.36, 219.55, 218.74, 217.91, 217.11, 216.32, 
EMPC(97,1)= 215.57, 214.78, 214.00, 213.18, 212.35, 211.49, 

7.2583+08, 7.5743+08, 7.8893+08, 8.2053+08, 8.5213+08, 

TEMPC (103,l) = 210.64, 
3.156E+01, 1.578E+06, 3.1563+06, 4.7343+06, 6.3123+06, 

EMPC( 6,O)- 7.889E+06, 9.467E+06, 1.2623+07, 1.5783+07, 1.8933+07, 
2.2093+07, 2.5253+07, 2.8403+07, 3.1563+07, 3.471E+07, 

-C(16,0)= 3.7873+07, 4.1023+07, 4.4183+07, 4.7343+07, 5.049E+07, 
f EMPC(21,0)= 5.365E+07, 5.680E+07, 5.9963+07, 6.3123+07, 7.100E+07, 
sMPC(26,0)= 7.8893+07, 8.678E+07, 9.4673+07, 1.026E+08, 1.1053+08, 
TEMPC (31,O) = 1.1833+08, 1.262E+08 , 1.5783+08, 1.8933+08, 2.209E+08, 
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TKMPC(36,0)= 2.5253+08, 2.8403+08, 3.156E+08, 3.471E+08, 3.787E+08, 
TRMP@C41,0)= 4.1023+08, 4.4183+08, 4.734E+08, 5.049E+08, 5.365E+08, 
TEMPC(46,O)m 5.680E+08, 5.996E+08, 6.312E+08, 6.6273+08, 6.9433+08, 
TEEaPC(51,O)- 7.2583+08, 7.5743+08, 7.889E+08, 8.2053+08, 8.5213+08, 
TEMPC(56,0)= 8.8363+08, 9.1523+08, 9.467E+08, 1.105E+09, 1.262E+09, 
TKMPC(61,0)= 1.4203+09, 1.578E+09, 1.893E+09, 2.2093+09, 2.525E+09, 
TEMIPC(66,0)= 2.840E+09, 3.1563+09, 3.945E+09, 4.7343+09, 5.523E+09, 
TEMPC(71,O)- 6.312E+09, 7.100E+09, 7.889E+09, 8.6783+09, 9.467E+09, 
TKMPC(76,0)= 1.026E+10, 1.105E+10, 1.1836+10, 1.2623+10, 1.341E+10, 
TEMPC (81,O) - 1.420E+10, 1.4993+10, 1.578E+10, 1.657E+101 1.736E+10, 
TEMPC(86,0)= 1.815E+10, 1.8933+10, 1.972E+10, 2.0513+10, 2.130Et10, 
TEMPC(Sl,O)= 2.2093+10, 2.2883+10, 2.367E+10, 2.446E+10, 2.525E+10, 
TBMPC(96,0)= 2.604E+10, 2.6823+10, 2.761E+lO, 2.840E+10, 2.919E+10, 
TRMPC(lOl,O)= 2.998E+10, 3.077E+10, 3.156E+10, 
T W C ( O , l ) =  1.0, 
TEMPID( 1,1)= 23.80, 59.25, 78.16, 78.47, 86.30, 86.80, 
TEMPD( 7,1)= 91.75, 94.55, 99.85, 101.57, 105.91, 106.41, 
TrnPB(13,l) = 110.21, 111.13, 113.89, 115.13, 117.24, 118.61, 
TEMPD(19,l) = 120.31, 121.72, 123.33, 124.53, 125.98, 127.06, 
TEMPD(25,l) = 130.14, 132.70, 135.12, 136.93, 139.06, 140.58, 
TEMPD(31,l) = 142.56, 143.88, 150.09, 155.20, 160.22, 163.62, 
TEMPB(37,1)= 167.23, 169.56, 172.36, 174.26, 176.70, 178.55, 
TEMPD(43,l) = 181.03, 183.05, 185.56, 187.47, 189.73, 191.46, 
TEMPD(49,l) = 193.58, 195.10, 196.90, 198.17, 199.76, 200.88, 
TEMPD(55,1)= 202.31, 203.25, 204.47, 205.24, 209.48, 212.63, 
TEMPD(61,l) = 215.42, 217.46, 220.74, 221.83, 223.22, 224.35, 
TEMPD(67,l) = 225.28, 226.09, 226.50, 226.63, 227.36, 227.60, 
TKMPD(73,l)x 228.19, 228.39, 228.93, 229.22, 229.81, 230.03, 
TEMPD(79,l) = 230.42, 230.31, 230.36, 229.91, 229.63, 228.90, 
TEMPD(85,l)r 228.41, 227.53, 226.95, 226.00, 225.35, 224.33, 
TEMPD(91,1)= 223.63, 222.58, 221.85, 220.78, 220.07, 219.06, 
TEMPD(97,l)e 218.39, 217.39, 216.70, 215.66, 214.93, 213.86, 
TEMPD(103,l) = 213.12, 
TEMPD( 1,0)= 3.1563+01, 1.578E+06, 3.156E+06, 4.7343+06, 6.312E+06, 
TEMPD( 6,0)= 7.8893+06, 9.4673+06, 1.262E+07, 1.578E+07, 1.893E+07, 
TEMPD(11,O)- 2.2093+07, 2.5253+07, 2.84016+07, 3.1563+07, 3.471E+07, 
TEMPD(16,0)= 3.7873+07, 4.1023+07, 4.4183+07, 4.7343+07, 5.049E+07, 
TEMP13(21,0)= 5.3653+07, 5.6803+07, 5.996E+07, 6.3123+07, 7.100E+07, 
TEMPD(26,0)= 7.889$+07, 8.6783+07, 9.467E+07, 1.0263+08, 1.105E+08, 
TEMPD(31,0)= 1.183E+08, 1.262E+08, 1.578E+08, 1.8933+08, 2.209E+08, 
TEMPD(36,O)- 2.5253+08, 2.8403+08, 3.156E+08, 3.4713+08, 3.787B+08, 
TEMPD(41,O)- 4.1023+08, 4.4183+08, 4.734E+08, 5.0493+08, 5.365E+08, 
TEMPD(46,0)= 5.6803+08, 5.9963+08, 6.3123+08, 6.627E+08, 6.943E+08, 
TEMPD(51,0)= 7.258E+08, 7.5743+08, 7.889E+08, 8.2053+08, 8.521E+08, 
TEMPD(56,0)= 8.836E+08, 9.1523+08, 9.467E+08, 1.1053+09, 1.262E+09, 
TEMPD(61,0)= 1.4203+09, 1.5783+09, 1.893E+09, 2.2093+09, 2.525E+09, 
TEMPD(66,O)- 2.8403+09, 3.1563+09, 3.945E+09, 4.7343+09, 5.523E+09, 
TF,MPD(71,0)= 6.3123+09, 7.1003+09, 7.8893+09, 8.6783+09, 9.467E+09, 
TEMPD(76,O)- 1.026E+10, 1.1053+10, 1.183E+10, 1.2623+10, 1.341E+10, 
TEMPD(81,0)= 1.420$+10, 1.4993+10, 1.578E+10, 1.6573+10, 1.736E+10, 
TEMPD(86,0)= 1.815E+10, 1.8933+10, 1.9723+10, 2.051E+10, 2.1303+10, 
TEMPD(91,O)- 2.2093+10, 2.2883+10, 2.367E+10, 2.4463+10, 2.525E+10, 
TEMPD(96,0)= 2.6043+10, 2.6823+10, 2.761E+10, 2.8403+10, 2.919E+10, 
TEMPD(lOl,O)= 2.9983+10, 3.0773+10, 3.1563+10, 
TEMPD(O,l)= 1.0, 
/EOF 
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VCOM, **********************************************  
COM, * *  Drift Wall Temperature Histories (SANDIA) * *  **  File name: sandia2.dat **  * *  Aged 22 years, ,428 MTU/Aesy * *  $8; * *  42.21 GWd/MTU burnup **  

iEfi COM, 1: ** TEMPC=Floor Corner ** 

111.03 MTU/acre - >  126.34 kW/acre **  
Df Sp = 20.48 m, WP Sp = 16.0 rn 

TEMPA=Top of Drift **  
* *  TEMPB=Side of Drift **  

TEMPD=Floor Center ** 
/COM, * *  R.Bahney 11-30-93 **  
COM, . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  

* *  
* *  

I **  
kj'C MI * *  
WCOM, * *  4.3 m (14 ft) Drift Diameter 

COM, (Temperature time is in seconds) 
EMPA( 1,1)= 23.80, 41.25, 59.83, 63.95, 69.67, 72.96, 
EMPA( 7,1)= 76.25, 81.26, 85.24, 88.61, 91.42, 94.17, 
EMPA(13,1)= 96.24, 98.56, 100.20, 102.20, 103.50, 105.30, 
EMPA(19,1)= 106.50, 108.00, 109.30, 110.60, 111.80, 113.10, 

'$'EMPA(25,1)= 115.80, 118.40, 121.00, 123.20, 125.40, 127.40, 
EMPA(3111)= 129.40, 131.10, 137.60, 143.00, 147.80, 151.50, 
EMPA(37,1)= 154.90, 157.60, 160.40, 162.80, 165.40, 167.90, 
EMPA(43,1)= 170.70, 173.20, 175.80, 178.20, 180.50, 182.50, 
EMPA(49,1)= 184.60, 186.30, 187.90, 189.40, 191.00, 192.40, 
EMPA(55,1)= 193.80, 195.10, 196.30, 197.30, 202.10, 206.50, 
EMPA(61,1)= 209.70, 212.80, 217.20, 219.80, 221.70, 223.10, 
EMPA(67,1)= 223.70, 223.70, 224.00, 224.30, 224.70, 225.00, 
EMPA(73,1)= 225.50, 226.00, 226.70, 227.50, 228.10, 228.40, 4 EMPA(79,1)= 228.70, 228.70, 228.60, 228.20, 227.70, 227.10, 

TEME'A(85,1)= 226.50, 225.80, 225.10, 224.30, 223.50, 222.60, 
?EMPA(91,1)= 221.80, 220.90, 220.00, 219.20, 218.40, 217.50, 
EMPA(97,1)= 216.70, 215.90, 215.00, 214.10, 213.30, 212.40, 
EMPA ( 103 , 1 ) = 
EMPA( 1,0)= 3.1563+01, 1.5783+06, 3.1563+06, 4.734E+06, 6.3123+06, 
EMPA( 6,0)= 7.8893+06, 9.4673+06, 1.2623+07, 1.578E+07, 1.8933+07, 

TEMPA(11,O)L 2.2093+07, 2.5253+07, 2.8403+07, 3.1563+07, 3.4713+07, 
TEMPA(16,0)= 3.7873+07, 4.1023+07, 4.4183+07, 4.7343+07, 5.0493+07, 
EMPA(21,0)= 5.3653+07, 5.6803+07, 5.996E+07, 6.3123+07, 7.100E+07, iip: EMPA(26,O)i 7.889E+07, 8.6783+07, 9.4673+07, 1.026E+08, 1.105E+08, 

TEMPA(31,0)= 1.1833+08, 1.2623+08, 1.578E+OSI 1.893E+08, 2.2093+08, 
IbMPA(36,0)= 2.525E+08, 2.8403+08, 3.156E+08, 3.471E+08, 3.787E+08, 
kEMPA(41,O) = 4.102E+08, 4.4183+08, 4.734E+08, 5.049E+08, 5.3653+08, 
TEMPA(46,O) = 5.680E+08, 5.9963+08, 6.312E+08, 6.627E+08, 6.9433+08, 
EMPA(51,O)- 7.2583+08, 7.5743+08, 7.889E+08, 8.205E+08, 8.5213+08, 
EMPA(56,0)= 8.836E+08, 9.1523+08, 9.467E+08, 1.105E+09, 1.2623+09, 
EMPA(61,0)= 1.420E+09, 1.5783+09, 1.893E+09, 2.209E+09, 2.5253+09, 
EMPA(66,0)= 2.840E+09, 3.1563+09, 3.9453+09, 4.734E+09, 5.523E+09, 
EMPA(71,0)= 6.3123+09, 7.100E+09, 7.8893+09, 8.6783+09, 9.4673+09, d EMPA(76,O)- 1.026E+10, 1.105E+10, 1.1833+10, 1.262E+10, 1.341E+1OI 

TEMPA(81,O)- 1.420E+1OI 1.4993+10, 1.5783+10, 1.657E+1OI 1.7363+10, 

EMPA(91,0)= 2.209E+10, 2.2883+10, 2.3673+10, 2.4463+10, 2.525E+10, 
TEMPA(96,0)= 2.6046+10, 2.6823+10, 2.761E+1OI 2.840E+10, 2.9193+10, 
EMPA(lOl,O)= 2.998E+10, 3.0773+10, 3.156E+1OI 
EMPA(0,l)- 1.0, 

i9: 

2 11.50, 
1sB. 

v 
dt'EMPA(86,0)= 1.815E+1OI 1.893E+1OI 1.972E+10, 2.051E+10, 2.130E+10, Ib 

a- >B( 1,1)= 23.80, 46.88, 66.80, 70.06, 76.43, 79.21, 
' I ? d B (  7,1)= 82.96, 87.57, 91.92, 94.94, 98.03, 100.40, 
EMPB(13,1)= 102.80, 104.80, 106.60, 108.40, 110.00, 111.60, t i l  EMPB(19,1)= 113.00, 114.40, 115.80, 117.00, 118.40, 119.50, 

TEMPB(25,1)= 122.40, 124.80, 127.50, 129.60, 131.90, 133.70, 
B-4 1 



TEMPB(31,l) = 135.80, 137.50, 143.80, 149.20, 153.90, 157.50, 
TEMPB(37,l) I: 160.80, 163.50, 166.20, 168.50, 171.10, 173.50, 
TEMPD(43,l) 176.20, 178.70, 181.30, 183 .SO, 185.80, 187.70, 
TEMPD (49,l) = 189.70, 191.30, 193.00, 194.30, 195.90, 197.10, 
TKMPB(55,l)- 198.60, 199.70, 200.90, 201.90, 206.60, 210.60, 
TEMPB(61,1)= 213.60, 216.40, 220.60, 222.90, 224.60, 225.80, 
TEMPB(67,l) .i 226.20, 225.90, 226.00, 226.10, 226.40, 226.60, 
TEMPB(73,1)= 227.10, 227.40, 228.10, 228.80, 229.40, 229.60, 
TEMPB (79,1) = 229.90, 229.80, 229.70, 229 20, 228.80, 228.10, 
TEMPR(95,1)= 227.50, 226.70, 226.00, 225.10, 224.40, 223.40, 
TEMPB(91,l) = 222.60, 221.70, 220.80, 219.90, 219.10, 218.20, 
TEMPR(97,l) = 217.40, 216.50, 215.70, 214.70, 213.90, 212.90, 
TEMPB ( 103,l) = 
TBMPB( l,O)= 3.156E+O1, 1.5783+06, 3.156E+06, 4.734E+06, 6.312E+06, 
TEMPB( 6,011 7.889E+06, 9.4673+06, 1.262E+07, 1.5783+07, 1.893E+07, 
TEMSB(ll,O)= 2.2093+07, 2.5253+07, 2.8403+07, 3.1563+07, 3.471E+07, 
TEMPB(16,0)= 3.787E+07, 4.1023+07, 4.4183+07, 4.7343+07, 5.049B+07, 
TmPR(21,0)= 5.3653+07, 5.6803+07, 5.9963+07, 6.3123+07, 7.100E+07, 
TEMPR(26,0)= 7.889E+07, 8.6783+07, 9.4673+07, 1.0263+08, 1.105E+08, 
TEMPB(31,0)= 1.1833+08, 1.2623+08, 1.5783+08, 1.8933+08, 2.209E+08, 
TEMPB(36,O)- 2.5253+08, 2.8403+08, 3.156E+08, 3.4713+08, 3.787E+08, 
TEMPB(41,0)= 4.1023+08, 4.4183+08, 4.7343+08, 5.0493+08, 5.365E+08, 
TEMPB(46,O)s 5.680E+08, 5.996E+08, 6.3123+08, 6.6273+08, 6.943E+08, 
TEMPB(Sl,O)= 7.2583+08, 7.5743+08, 7.889E+08, 8.2053+08, 8.521E+08, 
TEMPB(56,0)= 8.836E+08, 9.1523+08, 9.467E+08, 1.1053+09, 1.262E+09, 
TEMPB(61,0)= 1.420E+09, 1.5783+09, 1.8933+09, 2.2093+09, 2.525E+09, 
TEMPB(66,0)= 2.8403+09, 3.1563+09, 3.9453+09, 4.7343+09, 5.523E+09, 
TEMPB(71,0)= 6.3123+09, 7.100E+09, 7.8893+09, 8.6783+09, 9.4676+09, 
TKMPB(76,0)= 1.0263+10, 1.105E+10, 1.183E+10, 1.2623+10, 1.341E+10, 
TEMPB(81,0)= 1.420E+10, 1.4993+10, 1.5783+10, 1.6573+10, 1.7363+10, 
TEMPB(86,0)= 1.8153+10, 1.8933+10, 1.9723+10, 2.0513+10, 2.130E+10, 
TEMPB(91,0)= 2.209E+10, 2.2883+10, 2.3673+10, 2.4463+10, 2.52516+10, 
TEMPB(96,0)= 2.6043+10, 2.6823+10, 2.7616+10, 2.8403+10, 2.919E+lO, 
TEMPB(101,0)= 2.9983+10, 3.077E+10, 3.1563+10, 
TEMPB(O,l)= 1.0, 
TEMPC( 1,1)= 23.81, 46.32, 67.48, 70.56, 77.14, 79.92, 
TEMPC( 7,111 83.63, 88.36, 92.56, 95.84, 98.65, 101.30, 
TEMPC (13,l) = 103.40, 105.70, 107.20, 109.20, 110.40, 112.30, 
TEMPC (19,l) = 113.40, 115.10, 116.30, 117.70, 118.90, 120.20, 
TEMPC(25,l) = 122.90, 125.50, 128.10, 130.30, 132.50, 134.40, 
TEMPC(31,l) = 136.50, 138.20, 144.30, 149.80, 154.40, 158.10, 
TEMPC(37,l) = 161.30, 164.10, 166.70, 169.10, 171.60, 174 .OO, 
TEMPC(43,l.p = 176.70, 179.20, 181.80, 184.00, 186.30, 188.20, 
TEMPC(49,1)= 190.20, 191.80, 193.40, 194.80, 196.30, 197.60, 
TEMPC(55,1)= 198.90, 200.20, 201.30, 202.30, 207.00, 211.00, 
TEMPC(61,l)- 213.90, 216.80, 220.90, 223.20, 224.80, 226.00, 
TEMPC(67,1)= 226.40, 226.10, 226.10, 226.30, 226.60, 226.70, 
TEMPC(73,1)= 227.20, 227.50, 228.20, 228.90, 229.50, 229.80, 
TEMPG(79,1)= 230.00, 229.90, 229.80, 229.40, 228.90, 228.20, 
TEMPC!(85,1)= 227.60, 226.80, 226.10, 225.20, 224.40, 223.50, 
TEMPC(91,1)= 222.70, 221.70, 220.90, 219.90, 219.10, 218.30, 
TEMP@(97,1)= 217.40, 216.60, 215.70, 214.80, 213.90, 213.00, 
TEMPC ( 103,1) = 
T W C (  1,0)= 3.1563+031, 1.5783+06, 3.156E+06, 4.7343+06, 6.312E+06, 
TEMPC( 6,0)= 7.8893+06, 9.4673+06, 1.2623+07, 1.5783+07, 1.8933+07, 
TEMPC(ll,O)= 2.209E+07, 2.525E+07, 2.840E+07, 3.156E+07, 3.4713+07, 
TEMPC(16,0)= 3.787E+07, 4.102E+07, 4.4183+07, 4.7343+07, 5.049E+07, 
TEMPC(21,O) = 5.365E+07, 5.6803+07, 5.9963+07, 6.3123+07, 7.100E+07, 
TEMPC(26,0]= 7.889E+07, 8.6783+07, 9.467E+07, 1.0263+08, 1.105E+O8, 
TEMPC(31,O)e 1.183E+08, 1.2623+08, 1.5783+08, 1.893E+08, 2.2093+08, 

2 12.10, 

2 12.10 

B-42 

1 
/" ." 

ra . 



EMPC(36,O)s 2.525E+08, 2.8403+08, 3.156E+08, 3.471&+08, 3.7873+08, 
EMPC(41,0)= 4.1023+08, 4.418$+08, 4.7343+08, 5.0493+08, 5.3653+08, 
EMPC(46,0)= 5.6803+08, 5.9963+08, 6.312E+08, 6.6273+08, 6.9433+08, 
EMPC(51,O) = 7.2583+08, 7.574E+08, 7.8893+08, 8.2053+08, 8.5213+08, 

8.8363+08, 9.152E+08, 9.467E+O8, 1.105E+09, 1.2623+09, 
C(6180)= 1.4203+09, 1.5783+09, 1.893E+09, 2.209E+09, 2.525E+09, 

EbfPc(6680)= 2.8403+09, 3.1563+09, 3.9456+09, 4.7343+09, 5.523E+09, 
EMPC(71,O)- 6.3123+09, 7.100E+09, 7.8893+09, 8.678E+09, 9.467E+09, 

TEMPC(76,O)- 1.026E+10, 1.105E+10, 1.183E+lO, 1.2623+10, 1.341E+10, 
EMPC(81,0)= 1.4203+10, 1.4993+10, 1.578E+10, 1.6573+10, 1.7363+10, 
BMPC(86,0)= 1.815E+10, 1.8933+10, 1.972E+10, 2.051E+10, 2.130E+10, 
EMPC(91,0)= 2.2093+10, 2.2883+10, 2.3676+10, 2.4463+10, 2.5253+10, 

TEMPC(96,0)= 2.6043+10, 2.682E+10, 2.761E+10, 2.8403+10, 2.9193+10, 
EMPC(lOl,O)= 2.9983+10, 3.0773+10, 3.156E+10, 
EMpC(O,l)= 1.0, 

EMPD( 7#1)= 103.00, 106.60, 111.80, 113.90, 117.80, 
TEMPD( 1,1)= 23.81, 63.18, 87.32, 88.30, 96.75, 

EMPD(13,l)- 122.40, 123.50, 126.10, 127.20, 129.30, 
TEMPD(19,l) = 132.30, 133.30, 135 .OO, 135.90, 137.50, 
EMPD(25,l) = 141.40, 143.60, 146.30, 148.20, 150.60, 
EMPD(31,l) = 154.40, 155.80, 161.80, 166.90, 171.30, 
EMPD(37,1)= 177.80, 180.20, 182.80, 184.80, 187.30, 

192.00, 194.10, 196.60, 198.40, 200.70, 

EMPD(55,l)- 212.00, 212.80, 214.00, 214.60, 218.80, 
TEMPD(61,l)- 224.50, 226.70, 230.00, 231.40, 232.60, 

gEMPD(67,1)= 233.30, 232.00, 231.60, 231.10, 231.20, 
EMPD(73,l) = 231.30, 231.30, 232.00, 232.40, 233.00, 
EMPD(79,l)- 233.20, 232.80, 232.80, 232.10, 231.70, 

cEMPD(85,l)- 230.20, 229.20, 228.50, 227.50, 226.80, 225.60, 
kEMPD(91,l) = 224.90, 223.70, 223.00, 221.80, 221.10, 220.10, 
EMPD(97,l)- 219.40, 218.30, 217.60, 216.40, 215.70, 214.60, 

TEMPD(103,1)= 213.80, 
EMPD( 1,0)= 3.1563+01, 1.5783+06, 3.1563+06, 4.7343+06, 6.3123+06, 
EMPD ( 6,O) = 7.8893+06, 9.4673+06, 1.2623+07, 1. S78E+07, 1.8933+07, 

TEMPD(11,0)= 2.209E+07, 2.5253+07, 2.8403+07, 3.1563+07, -3.4713+07, 
EMPD(16,0)= 3.7873+07, 4.1023+07, 4.4183+07, 4.7343+07, 5.0493+07, 

gEMPD(21.0) = 5.3653+07, 5.6803+07, 5.9963+07, 6.3123+07, 7.100E+07, 
EMPD(26,O)- 7.8893+07, 8.6783+07, 9.467E+07, 1.026E+08, 1.105E+08, 

1.1833+08, 1.2623+08, 1.5783+08, 1.8933+08, 2.209E+08, 
EMPD(36,0)= 2.5253+08, 2.8403+08, 3.1563+08, 3.4713+08, 3.7873+08, 
EMPD(41,0)= 4.1023+08, 4.4183+08, 4.7343+08, 5.0493+08, 5.365E+08, 

TEMPD(46,0)= 5.6803+08, 5.996E+08, 6.312E+08, 6.627E+08, 6.9433+08, 
7.2583+08, 7.5743+08, 7.889E+08, 8.2053+08, 8.521E+08, 
8.8363+08, 9.1523+08, 9.467E+08, 1.1053+09, 1.2623+09, 

TEMPD(61,0)= 1.4203+09, 1.578E+09, 1.8933+09, 2.209E+09, 2.5253+09, 
TEMPD(66,0)= 2.8403+09, 3.1563+09, 3.945E+09, 4.7343+09, 5.5233+09, 

*-‘TEMPD (71,O) = 6.3123+09 , 7.100E+09, 7.889E+09 , 8.678E+09 , 9.467E+09 , 
‘TEMP, (76,O) = 1.026E+10, 1.105E+10, 1.183E+10, 1.262E+101 1.341E+10 , 
TEMPD(81,0)= 1.420E+10, 1.4993+10, 1.5783+10, 1.6573+10, 1.736E+10, 
’TEMPD(86,0)= 1.8153+10, 1.8933+10, 1.972E+10, 2.051E+10, 2.130E+10, 
TEMPD(91,0)= 2.2093+10, 2.2883+10, 2.3673+10, 2.4463+10, 2.5253+10, 
TEMPD(96,0)= 2.6043+10, 2.6823+10, 2.7613+10, 2.840E+10, 2.9193+10, 

TEMPD(O,l)= 1.0, 

204.20, 205.50, 207.10, 208.10, 209.60, 

2.998&+10, 3.077E+10, 3.156$+10, 

97.99, 
119.30, 
130.50, 
138.40, 
152.20, 
174.80, 
189.30, 
202.30, 
210.60, 
222.00, 
233.10, 
231.00, 
233.00, 
230.80, 

r 
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Appendix C 
Subsurface Design Inputs 

The Subsurface Design Group developed some generic subsurface designs to use in the 
thermal loading study. The assumptions used and the details of the subsurface designs for the 
various emplacement modes are provided in the form of an IOC from the Subsurface Group 
to Systems Analysis. The IOC is attached in this appendix. Although the date on  the actual 
IOC transmitting the information, the designs were available early in the study and were the 
basis used for the calculations. 
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Following is a description of the assumptions, input data, and description of the generic subsurface 
repository concepts developed during the FY 1993 in support of the thermal loading study. 

1 .  Drift size: 

For the in-drift ernplacement mode. two sizes of drifts were used: a 7.0 m diameter for the 
trackless waste transporter and a 4.3 m dia drift for rail type uaste transporter. 

For the vertical and horizontal borehole emplacement modes. the excavated diameter of the 
drift was assumed to be 7.6 m 

a 

2. Excavated longhole horizontal boreholes: 

Drilling longhole horizontal boreholes with a maximum deviation of 76 mm/6lm of hole 
length requires a very sophisticated and complex piece of machinery. 

Considering today’s technology, a mini-tunnel boring machine (Robins Co. Mfg.) which can 
be driven with remote control, can excavate boreholes up to 2.4 m dia. and 190 m in length. 
At present this equipment is only in the prototype phase. 

3. Waste package spacing: 

This parameter was a given by the systems group for all three form of emplacements. 

4. Emplacement Modes 

It was assumed that ivaste packages containing 6 PWR or less number of spent nuclear fuel 
assemblies were the upper limit for emplacement in horizontal or vertical boreholes. The 
larger size waste packages would be emplaced in-drift. 

I 

I 

q 
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5. Waste t ransportat ionhnplacernent equipment 

The trackless transporter was assumed to be suitable for vertical and horizontal boreholes 
and in- drift emplacement. 

The rail haulage transporter was assumed to be suitable only for in drift emplacement. 

4. Other assumed criteria. 

Areas 1 and 2 of the preliminary repository concepts (Figure 1) was considered as 
emplacement areas. The average lengths of drifts in the combined area was estimated to be 
about 1250 m. 

The excavated profiles of the ramps, perimeter, main, and the emplacement drifts for the 
vertical and horizontal boreholes, were assumed to be 7.6 m dia. 

In case of trackless transporter being used for the in- drift emplacement, the drift profile 
was assumed to be 7.0 m dia. 

For rail haulage used for the in drift emplacement, the drift was assumed to be 4.3 m dia. 

5. Setback distance assumptions. 

For the in-drift ernplacement mode, a 40 m setback distance was considered as an unloaded 
zone around the main and perimeter drifts. The set back distance is used to maintain an 
access dr i f t  temperature at about 50 "C during the emplacement operation. 

For the vertical boreholes ernplacement mode, 20 m from the perimeter drift and 28 m 
setback from access drifts distances were used. For the horizontal boreholes emplacement 
mode, 20 m and 35 m setback distances were assumed. These set back distances were 
estimated from previous analyses performed by SNL and from available data from the SCP- 
CDR. 

6. Estimates 

ij The number of waste packages required per drift (for in-drift emplacement mode) is the ratio 
between emplacement drift length and the center-to-center distance between waste packages. n 

Iv The number of emplacement drifts required is the ratio between the total packages to be 
emplaced and the number of packages emplaced per drift. 

. .  
The drifts spacing DSfrn) is the ratio between (kW/pkg x square feevacre) and (centsr-to- 

c-3 
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Safety Systems Inc. 

center between waste package-m x kW/ucre) 

- Total excavated ernplacement drifts is the product of the number of drifts and excavated drift 
length (m/drift) 

Local extraction ratio is the ratio between drift diameter (m) and dnft spacing (m) 

Eniplacement drift efficiency is the ratio between emplacement dnft where waste is emplaced 
and average length of the emplacement drifts 

Heated drift area is the ratio between thermal loading (kW/acre) and emplacement drift 
efficiency 

- Emplacement drift length is the difference between the total drift length and the total setback 
distance 

Attac hrnent 
(1 )  Waste Package Emplacement in Underground 

Calculation Criteria 

KKB/mla 
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Figure  1. A Conceptual Repository Layout 



Waste Package Ernplacement in Under Ground 

Calculatlon Criteria 

1 .  GIVEN CRITERIA 

8 No. of PWR and BWR packages 

#P W R/P KG MtuPKG 
6 2.57 

12 5.14 
21 8.99 

#PWFUPKG Mtu/PKG 
12 2.1 4 
21 3.74 
40 7.1 2 

0 Fuel Characteristics at the Emplacement are: 

Fuel Type Avg. Age 

PWR 22.5 
BWR 23.5 

(W 

0 Waste Emplacement Modes: 

#PWR or Vertical 
BWWPKG Boreholes 
(kW/Acre) (kW/Acre) 
6/12 25.37,57 
12/21 - 
2 1/40 - 

0 Exr-yted Drift Diameter: 

Burnup 
(GW D/Mtu) 

42.2 
32.2 

kWlPKG No. of PKGs 
2.89 15865 
5.78 7932 

10.12 4533 

kW/PKG No. of PKGs 
1.84 10418 
3.21 5936 
6.12 3116 

Total kW 
45850 
45047 
45874 

Total kW 
19169 
19055 
19070 

Avg. Enrichment Total Emplaced 
(Mtu) 

3.92 40747 
3.1 22253 

Horizontal In-Dritt 
Boreholes 
(kW/Acre) (kW/Acre) 
25,37,57 25,3757 

25,3?,57,86,114 
- 25,37,57,86,114 

Power 
(kW/Mt u) 

1.13 
0.86 
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- 7.6 m dia. access drift for vertical and horizontal boreholes emplacement (for GPWR/PKG case) 
- 7.0 m dia. for In-drift emplacement mode (for GPWR, 12PWR and 21 PWR/PKG cases) 

0 Exacavated Borehole Charateristics: 
- Vertical boreholes: 7.6 m L X 1.2 m dia. 
- Short horizontal boreholes: 7.6 m L X 1.2 m dia. 
- Longholes horizontal boreholes: 1.2 m dia. 

0 Distance between c/c of Waste Packages: 
- 6.64 m (7.0 m dia. drift) for 6PWR/12BWR In-drift emplacement 
- 6.64 m (4.3 m dia. drift) for 6PWR/12BWR In-drift emplacement 
- 3.6 m for 6PWR/12BWR in Vertical boreholes 
- 8.6 m for 6PWRI12BWR in Longholes horizontal boreholes 

- 6.64 m (7.0 m dia. drift) for 12PWR/21 BWR In-drift emplacement 
- 6.64 m (4.4 m dia. drift) for 12PWR/21 BWR In-drift emplacement 

c) 
I * 

- 6.64 m (7.0 m dia. drift) for 21 PWR/21 BWR In-drift emplacement 
- 6.64 m (7.0 m dia. drift) for 21 PWR/21 BWR In-drift emplacement 

2. ASSUMED CRITERIA 

- Repository #1 dimensions are only considered 
- Repository #1 average length (dc) = 1250 m 
- Waste main drift dia. = 7.6 m 
- Perimeter drifts dia. = 7.6 m 
- Emplacement drift length = 1250 - (4 X 40) m = 1090 m 
- Vertical and short horizontal boreholes length = 7.6 m 
- Longholes horizontal boreholes length = 192 m 
- For 6PWR/PKG In-drift emplacement setback distance = 20 m from c/c distance of borehole to the perimeter 

drift wall and 28 m from c/c of borehole 
to the waste main drift 

- For 6PWR/PKG in longhole horizontal boreholes emplacement setback distance = 35 m from each 
access drift, 35 m on each side of waste main 
drift and 20 m from each perimeter drift 



- For GPWRIPKG in shorthols horizontal boreholes emp!acernent setback distance = 20 rn from each perimete 
drift. and 35 m on both sides of waste main drift 

- For 12PWWPKG in-drift emplacement setback distance = 40 m (dc)  
- For 21 PWWPKG in-drift emplacement setback distance = 40 m (dc)  

- Equivalent outout (kW/PKG) = (1 5865X2.89) + 11041 . .  8X1.84) = 2.47 for 611 2 PWR/BWR case 
15865+-10418 

= 4.68 kW/PKG for 12/21 PWWBWR case 

= 8.49 kW/PKG for 21/40 PWR/BWR case 

ra 



Assumed: 
Kw/pkg for PWR and BWR 2.89 and 
No. of PWR and BWR pkgs 15865 and 
15865(PWR Packs) X 2.89 kW/pkg 
1041 8 (BWR Packs) X 1.84 kW/pkg 

Perimeter drift dia. (m) 7.6 
Set back distance (m) 40 

7 
c/c distance between waste pkgs (m) 6.64 
Average length of the repository (m) 1250 

Excavated drift length (m) 1235 
No. of waste pkgs required per drift 164 
No. of access drifts required 160 
Total emplacement length required 174400 

0 Total excavated drift length 197600 

Equivalent output (kW/pkg) 2.47 

45850 kW 
191 69 kW 

Total 65019 kW 

Diameter of the access drift (m) 

Emplacement drift length (m) 1090 

\D I Emplacement drift efficiency ("A) a7 

Case 1 

Areal power density (APD kW/Acre) 57 
Local APD (LAPD kW/Acre) 66 
Calcuiated drift spacing 23 
Total drift excavated length (m) 197600 
Excavated drift area (m2) 1383200 
Local excavation ratio (%) 30 
Theoretical repository area (Acre) 1141 
Emplacement drift efficiency (%) 87 
Heated drift area (kW/Acre) 66 

1.84 
10418 

Case 2 

37 
43 
35 

197600 
1383200 

20 
1757 

43 
a7 

Case 3 

25 
29 
52 

197600 
1383200 

13 
260 1 

87 
29 
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? .2. S(PW9) C)T !2(9wr) Case In-Drift emplacement (4.3m drift dia.) 

Assumed: 
kw/pkg for PWR and BWR 
No. of PWR and BWR pkgs 
15865(PWR Packs) X 2.89 kW/pkg 
1041 8 (BWR Packs) X 1.84 kW/pkg 

Perimeter drift dia. (m) 
Set back distance (m) 
Diameter of the access drift (m) 
c/c distance between waste pkgs (m) 
Average length of the repository (m) 
Emplacement drift length (m) 
Excavated drift length (m) 
No. of waste pkgs required per drift 
No. of access drifts required 
Total emplacement length required 

0 I Total excavated drift length 
r Emplacement drift efficiency (YO) 

Equivalent output/pkg 

Total 

N 

Areal power density (APD kW/Acre) 
Local APD (LAPD kW/Acre) 
Calculated drift spacing 
Total drift excavated length (m) 
Excavated drift area (m2) 
Local excavation ratio (O/.) 

Theoretical repository area (Acre) 
Emplacement drift efficiency (%) 
Heated drift area (kW/Acre) 

2.89 and 
15865 and 
45850 kW 
19169 kW 
65019 kW 

7.6 
40 

4.3 
6.64 
1250 
1090 
1235 
164 
160 

174400 
197600 

07 
2.47 

Case 1 

57 
66 
23 

197600 
849680 

19 
1141 

07 
66 

1.84 
1041 8 

Case 2 

37 
43 
35 

197600 
849680 

12 
1757 

87 
43 

Case 3 

25 
29 
52 

197600 
849680 

8 
260 1 

87 
29 
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kw/pkg for PWR and BWR 
No. of PWR and BWR pkgs 
15865(PWR Packs) X 2.89 kW/pkg 
1041 8 (BWR Packs) X 1.84 kW/pkg 

Perimeter drift dia. (m) 
Waste main set back distance (m) 
Perimeter set back distance(m) 
Diameter of the access drift (m) 
d c  distance between boreholes (m) 
Average length of the repository (m) 
Emplacement drift length (m) 
Excavated drift length (m) 
No. of waste pkgs required per drift 
No. of access drifts required 
Total emplacement length required 
Total excavated drift length 
Excavated borehole length (m) 
Emplacement drift efficiency (“A) 
Equivalent outpuVpkg 

Total 

Areal power density (APD kW/Acre) 
Local APD (LAP0 kW/Acre) 
Calculated drift spacing 
Local excavation ratio (%) 
Theoretical repository area (Acre) 
Emplacement drift efficiency (YO) 
Heated drift area (kW/Acre) 

2.89 and 
15865 and 
45850 kW 
19169 kW 
65019 kW 

7.6 
28 
20 
7.6 
3.6 

1250 
1146 
1235 
31 8 
03 

95118 
102505 
200594 

92 
2.47 

Case 1 

57 
62 
45 
17 

1141 
92 
62 

1.84 
10418 

Case 2 

37 
40 
69 
11 

1757 
92 
40 

Case 3 

25 
27 

103 
7 

260 1 
92 
27 
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2.2. 6(PWR) or 12(Bwr) Case Longholes horizontal borehole emplacement (7.6 m access drift dia) 
Assumed : 

kw/pkg for PWR and BWR 
No. of PWR and BWR pkgs 
Total no. of pkgs 
15865(PWR Packs) X 2.89 KWpkg 
1041 8 (BWR Packs) X 1.84 kW/pkg 

Size of horizontal borehole (m) 
Permieter drift dia. (m) 
Set back dist. from perimeter drift (m: 
Set back (waste main & access drift) 
Diameter of the access drifi (m) 
c/c distance between pkgs (m) 
Average length of the repository (m) 
8orehole excavation length (m) 
Borehole emplacement length (m) 
Access dirft emplacement length (m) 
Access drift excavation length (m) 
No. of waste pkgs required per hole 
No. of boreholes required 

Borehole excavation drift length (m) 
Emplacement efficiency (%) 
Equivalent output (kW/pkg) 

Total 

c3 

r I 

03 Borehole emplacement length (m) 

Areal power density (APD kW/Acre) 
Distance bet. c/c of boreholes (m) 
Local APD (LAPD kW/Acre) 
Local Excavation ratio (“10) 
Borehole area excavated (m2) 
Boreholes per panel 
Excavated drifts length (m) 
Emplacement drift length (m) 
Total access drift area (m2) 
Theoretical reopository area (Acre) 
No. of access drifts required 

2.89 and 1.84 
15865 and 10418 
26283 
45850 kW 
19169 kW 
65019 kW 

192 X 1.2 
7.6 
20 
35 m 
7.6 
8.6 

1250 
192 
122 

1125 
1235 

14 
1877 

228994 
360384 

64 
2.47 

Case 1 
57 

11.4 
101 

4 
43246 1 

165 
14079 
12825 

107000.4 
1141 

22 

I 7 ~ Q  

Case 2 
37 

17.6 
65 
4 

43246 1 
107 

21 736 
19800 

165193.6 
1757 

36 

Case 3 
25 
26 
44 

4 
43246 1 

72 
32110 
29250 

244036 
260 1 

52 
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2.3. 6(PWR) or 12(Bwr) Case Shortholes Horizontal Emplacement 
Assumed: 

kwlpkg for PWR and BWR 
No. of PWR and BWR pkgs 
Total no. of pkgs 
15865(PWR Packs) X 2.89 kWlpkg 
1041 8 (BWR Packs) X 1.84 kW/pkg 

Size of horizontal borehole (m/m) 
Waste main drift dia (m) 
c/c Dist. bet. horizontal boreholes (m 
Permie'ter drift dia. (m) 
Set back dist. from perimeter drift (m: 
Set back dist. fm waste main drift (m: 
Diameter of the access drift (m) 
Average length of the repository (m) 
Borehole emplacement length (m) 
Access dirft emplacement length (m) 
Access drift excavation length (m) 
Length of boreholes excavated (m) 
Emplacement holes/ access drift 
Length of Boreholes emplaced (m) 
Number of access drifts 

Total 

n 
I 

0 hl 

2.89 and 
15865 and 
26283 
45850 kW 
19169 kW 
65019 kW 

7.6 X 
7.6 
3.6 
7.6 
20 
35 
7.6 

1250 
5.8 

1125 
1235 

199751 
626 

1 52441 
42 

Emapiacement access drifts total length (m) 
Excavated access drift total length (m) 
Borehole efficiency (%) 76.3 
Equivalent outpuVpkg 2.47 

Case 1 
Areal power density (APD kW/Acre) 57 
Number of access drifts 42 
Ernplacernnt access drifts length (m) 47250 
Total excavated drift length (m) 51870 

1 10000 
Boreholes per panel 627 
Emplacement efficiency (%) 63 

Theoretical repository area (Acrej 1141 

Access drift spacing (m) 88 
Area for one panel (m2) 

LAPD ((kW/Acre) 90 

b 

1.84 
1041 8 

1.2 

47250 
51 870 

Case 2 
37 
42 

47250 
51870 

135 
168750 

625 
41 
90 

1 757 

Case 3 
25 
42 

47250 
51870 

200 
250000 

625 
2% 
89 

268 1 
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3.1. 12(PWH) or 2'1 (Bwrj Casu 

n 
I 
N 
t 4  

Assumed: 
kwlpkg for PWR and BWR 
No. of PWR and BWR pkgs 
7932(PWR Packs) X 5.78 kW/pkg 
5936 (BWR Packs) X 3.21 kW/pkg 

Perimeter drift dia. (m) 
Set back distance (m) 
Diameter of the access drift (m) 
c/c distance between waste pkgs (m) 
Average length of the repository (m) 
Emplacement drift length (m) 
Excavated drift length (m) 
No. of waste pkgs required per drift 
No. of access drifts required 
Total emplacement length required 
Total excavated drift length 
Emplacement drift efficiency (%) 
Equivalent outpuUpkg 

Total 

Areal power density (APD kW/Acre) 
Local APD (LAPD kW/Acre) 
Calculated drift spacing 
Total drift excavated length (m) 
Excavated drift area (m2) 
Local excavation ratio (%) 
Theoretical repository area (Acre) 

5.78 
7932 

45847 
19055 
64902 

7.6 
40 

7 
6.64 
1250 
1090 
1235 
164 
85 

92650 
104975 

87.2 
4.68 

Case 1 

114 
131 
22 

104975 
734825 

32 
569 

3' 

3.21 
5936 

Case 2 

86 
99 
29 

104975 
734825 

24 
755 

Case 3 

57 
65 
44 

104975 
734825 

16 
1139 

Case 4 

37 
42 
68 

104975 
734825 

10 
1754 

Case 5 

25 
29 
98 

104975 
734825 

7 
2596 

It E 
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3.2. 12(PWR) or 21(Bwr) Case In-Drift emplacement (4.3 m drift dia.) 

Assumed: 
kw/pkg for PWR and BWR 
No. of PWR and BWR pkgs 
7932(PWR Packs) X 5.78 kW/pkg 
5936 (BWR Packs) X 3.21 kW/pkg 

Perimeter drift dia. (m) 
Set back distance (m) 
Diameter of the access drift (m) 
c/c distance between waste pkgs (m) 
Average length of the repository (m) 
Emplacement drift length (m) 
Excavated drift length (m) 
No. of waste pkgs required per drift 
No. of access drifts required 
Total emplacement length required 

Total 

n Total excavated drift length 
IC, Emplacement drift efficiency (Yo) 

Equivalent output/pkg 

Areal power density (APD kW/Acre) 
Local APD (LAPD kW/Acre) 
Calculated drift spacing 
Total drift excavated length (m) 
Excavated drift area (m2) 
Local excavation ratio (%) 
Theoretical repository area (Acre) 

5.78 
7932 

45847 
19055 
64902 

7.6 
40 
4.3 

6.64 
1250 
1090 
1235 
164 
85 

92650 
104975 

87 
4.68 

Case 1 

114 
131 
22 

104975 
45 1393 

20 
569 

3.21 
5936 

Case 2 

86 
99 
29 

104975 
45 1393 

15 
755 

Case 3 

57 
66 
43 

104975 
451 393 

10 
1139 

Case 4 

37 
43 
66 

104975 
45 1 393 

7 
1754 

B b 

Case 5 

25 
29 
98 

104975 
45 1 393 

4 
2596 



Assumed: 
kw/pkg for PWR and BWR 
No. of PWR and BWR pkgs 
4533( PWR Packs) X lO.l2kW/pkg 
31 16 (BWR Packs) X 6.1 2 kW/pkg 

Permieter drift dia. (m) 
Set back distance (m) 
Diameter of the access drift (m) 
c/c distance between waste pkgs (m) 
Average length of the repository (m) 
Emplacement drift length (m) 
Excavated drift length (m) 
No. of waste pkgs required per drift 
No. of access drifts required 
Total emplacement length required 

Ernplacement drift efficiency (%) 

Total 

n Total excavated drift length 
h, I 
LJl Equivalent output/pkg 

Areal power density (APD kW/Acre) 
Local APD (LAP0 kW/Acre) 
Calculated drift spacing 
Total drift excavated length (m) 
Excavated drift area (m2) 
Local excavation ratio (%) 
Theoretical repository area (Acres) 
Emplacement drift area (m2) 

10.12 6.12 
4533 31 16 

45874 kW 
19070 kW 
64944 kW 

7.6 
40 
7 

6.64 
1250 
1090 
1235 
164 
47 

51230 
58045 

07 
8.49 

Case 1 Case2 Case3 Case4 Case 5 

114 
131 
40 

58045 
40631 5 

18 
570 

35861 0 

86 
99 
52 

58045 
40631 5 

13 
755 

35861 0 

57 
66 
78 

58045 
40631 5 

9 
1139 

358610 

37 
43 

120 
58045 

40631 5 
6 

1755 
3586 1 0 

25 
29 

178 
58045 

40631 5 
4 

2598 
35861 0 
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4.2. 21 ( h e )  or 40(Bwr) Case In-Drift emplacement (4.3 drift dia.) Case 1 

n 
I 

P 4  

Assumed: 
kw/pkg for PWR and BWR 
No. of PWR and BWR pkgs 
4533(PWR Packs) X lO.l2kW/pkg 
31 16 (BWR Packs) X 6.12 kW/pkg 

Perimeter drift dia. (m) 
Set back distance (rn) 
Diameter of the access drift (m) 
c/c distance between waste pkgs (m) 
Average length of the repository (m) 
Emplacement drift length (m) 
Excavated drift length (m) 
No. of waste pkgs required per drift 
No. of access drifts required 
Total emplacement length required 
Total excavated drift length 
Emplacement drift efficiency (%) 
Equivalent outputlpkg 

Total 

I.. , --,- . .I . . . ",__ . ...-__- 

Areal power density (APD kW/Acre) 
Local APD (LAPD kW/Acre) 
Calculated drift spacing 
Total drift excavated length (m) 
Excavated drift area (m2) 
Local excavation ratio (%) 
Theoretical repository area (Acres) 
Emplacement drift area (rn2) 

10.12 
4533 

45874 kW 
19070 kW 
64944 kW 

7.6 
40 
4.3 

6.64 
1250 
1090 
1235 
164 
47 

51230 
58045 

87 
8.49 

6.1 2 
31 16 

Case 1 

114 
131 
40 

58045 
249594 

11 
570 

220289 

Case 2 

86 
99 
52 

58045 
249594 

8 
755 

220289 

Case 3 

57 
66 
78 

58045 
249594 

6 
1139 

220289 

Case 4 Case 5 

37 25 
43 29 

120 178 
58045 58045 

249594 249594 
4 2 

1755 2598 
220289 220289 



4.3. 41 (PWR) or 40(8wr) Case in-Drift emplacement (7 m drifi dia.) Case 2 

n 
I 
h, 
03 

Assumed : 
kw/pkg for PWR and BWR 
No. of PWR and BWR pkgs 
4533(PWR Packs) X 10.1 2kW/pkg 
31 16 (BWR Packs) X 6.1 2 kW/pkg 

Perimeter drift dia. (m) 
Set back distance (m) 
Diameter of the access drift (m) 
c/c distance between waste pkgs (m) 
Average length of the repository (m) 
Emplacement drift length (m) 
Excavated drift length (m) 
No. of waste pkgs required per drift 
No. of access drifts required 
Total emplacement length required 
Total excavated drift length 
Emplacement drift efficiency (%) 
Equivalent output/pkg 

Total 

Areal power density (APD kW/Acre) 
Local APD (LAPD kW/Acre) 
Calculated drift spacing 
Total drift excavated length (m) 
Excavated drift area (m2) 
Local excavation ratio (%) 
Theoretical repository area (Acres) 
Emplacement drift area (m2) 

10.12 
4533 

45874 kW 
19070 kW 
64944 kW 

7.6 
40 
7 

12 
1250 
1090 
1235 

91 
84 

91560 
103740 

87 
8.49 

6.1 2 
31 16 

Case 1 

114 
131 
22 

103740 
7261 80 

32 
570 

640920 

d 

Case 2 

86 
99 
29 

103740 
7261 80 

24 
755 

640920 

Case 3 

57 
66 
43 

103740 
7261 80 

16 
1139 

640920 

Case 4 

37 
43 
67 

103740 
7261 80 

10 
1755 

640920 

B D 

Case 5 

25 
29 
99 

103740 
7261 80 

7 
2598 

640920 

. a  
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4 .q  21 (PWR) er 40CBwr) Case 

Assumed: 

n 
I 
W 
0 

kw/pkg for PWR and BWR 
No. of PWR and BWR pkgs 
4533( PWR Packs) X lO.l2kW/pkg 
3116 (BWR Packs) X 6.12 kW/pkg 

Perimeter drift dia. (m) 
Set back distance (m) 
Diameter of the access drift (rn) 
c/c distance between waste pkgs (mf 
Average length of the repository (m) 
Emplacement drift length (m) 
Exacavated drift length (m) 
No. of waste pkgs required per drift 
No. of access drifts required 
Total emplacement length required 
Total excavated drift length 
Emplacement drift efficiency (Yo) 
Equivalent outputlpkg 

Total 

Ifi-Drift emplacumon! (4.3 &if! dia.) &.re 3 

Areal power density (APD kW/Acre) 
Local APD (LAPD kW/Acre) 
Calculated drift spacing 
Total drift excavated length (m) 
Exacavated drift area (m2) 
Local excavation ratio ("10) 
Theoretical repository area (Acres) 
Emplacement drift area (m2) 

10.12 
4533 

45874 kW 
19070 kW 
64944 kW 

7.6 
40 
4.3 
16 

1250 
1090 
1235 

68 
112 

122080 
138320 

87 
8.49 

6.12 
31 16 

Case 1 

114 
131 
16 

138320 
594776 

27 
570 

524944 

Case 2 

86 
99 
22 

138320 
594776 

20 
755 

524944 

Case 3 

57 
66 
33 

138320 
594776 

13 
1139 

524944 

Case 4 

37 
43 
50 

138320 
594776 

9 
1755 

524944 

6 !a 

Case 5 

25 
29 
74 

138320 
594776 

6 
2598 

524944 

i 
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Appendix D 
Thermal-Hydrologic Model Inputs 

The attached information provides many of the details of the inputs used for the VTOUGH 
code. This information was developed by Eric Ryder of SNL based on an evaluation of the 
LLNL input decks during a DOE sponsored model validation effort in FY93 that involved 
LLNL, SNL, and others. The evaluation is fairly comprehensive and also compares the inputs 
against the range of values that are found in the RIB. 

.. 
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1.0 ROCK GRAIN DENSITY 

A single value of grain density is used in the LLNL 
calculations for all stratigraphic units. This value (2580 
kg/m3) is equal to the value for PPw reported in R I B  version 
3 .  The tables in Appendix A show that the current R I B  
estimates of the mean rock grain densities are similar, but 
the reported standard deviations do not in all cases bracket 
2580 kg/m3. 

r4 

IMPACT: See Section 4.0 

2.0 MATRIX POROSITY 

For matrix porosity, the values used in the LLNL input 
decks are, in general, consistent with those reported in R I B  
versions 3 and 4 .  It is noted that the majority of the 
values used are not the mean values; however, the range of 
reported standard deviations bracket (with isolated 
exceptions) those values defined in the input decks. 

m 

nr 

IMPACT: See Section 4.0 

3.0 GRAIN SPECIFIC HEAT 

Values for grain specific heat are not reported in the 
R I B .  Nimick and Connolly (1991) used Kopp's rule to 
estimate the specific heat of the solid components of the 
various stratigraphic units. Figure 1 is an example of the 
range of grain specific heats that were calculated for the 
sample constituents. These values are functions of 
temperature, with the lowest range of values reported for a 
temperature of 300 K being 700 to 750 J/kg-K. 
grain specific heats used in the LLNL input, those for PTn, 
CHnlv, CHnlz and PPw (422, 488, 526, and 639, respectively) 
are all below the 700 J/kg-K range. 

Examining the 

m 
IMPACT: See Section 4.0 

4 . 0  EFFECTIVE THERMAL CAPACITANCE 

In the.calculation of heat transfer, it is not so much 
the isolated values of grain density, grain specific heat, 
or porosity that are important, but the combination of these 
values into an effective thermal capacitance of the 
composite material. 

I e- 
rn 
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0.70 

0.80 

Figure 1. Heat Capacities of Solid Material for Three Samples of t h e  
Basal Vitrophyre of the Topopah Spring Member (Nimick and Connolly, 
1991) 
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The method by which the TOUGH (Pruess, 1987) code 
ca1,culates heat accumulation is as follows: 

where, (b is the porosity; 
thermal capacitance; T is temperature; and SO, p p ,  and up 
are the saturation, the density, and the internal energy of 
phase 0, respectively. From equation 1, estimation of the 
specific values for the effective thermal capacitance of a 
rock-water mixture can be expressed as: 

(pCp)grain is the rock grain 

where, (pcp)eff is the effected thermal capacitance of the 
rock/water mixture and (pCp)water is the thermal capacitance 
of water at an assumed temperature and pressure. For this 
comparison, T was assumed to be 298 K, yielding an 
approximate thermal capacitance for water of 4.1636 J/m3K. 

Using the values obtained from the LLNL input decks, 
rock mass thermal capacitance as a function of saturation 
was calculated (see Table 1). The RIB item regarding 
thermal capacitance is fully documented in SAND88-3050 
(Nimick and Connolly, 1991). The values presented in 
SAND88-3050 were generated based on bulk chemical analyses 
of 20 samples of tuffs from Yucca Mountain. To date, 
experimental verification of these RIB values has not been 
completed. 

Table 2 documents RIB (version 4)thermal capacitance 
values for in situ saturation conditions at 25°C as well as 
values representing zero saturation (at an assumed 
temperature of 155OC) and compares these to values 
presented in Table 1. 

IMPACT: Because of the low sensitivity of heat conduction 
to small variations in heat capacity, the impact of the 
differences between the thermal capacitance values reported 
in the RIB (version 4) and those calculated using values for 
grain density and specific heat from the LLNL input decks is 
expected to be minor. 
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a !  
b "  
c/ 

Table 1. Thermal Capacitance as a Function of Saturation 
( J/cm3K) 

I n d i c a t e s  v a l u e s  c a l c u l a t e d  a t  RIB v e r s i o n  4 i n  s i t u  
s a t u r a t i o n  l e v e l s  

1 1 I n d i c a t e s  va lues  from R I B  version 3 

! !  I .  

ii 
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5.0 THERMAL CONDUCTIVITY 

The thermal conductivities presented in the LLNL input 
decks are defined as functions of liquid saturation. The 
specific relationship used is: 

K(S1) = Kdry + s1 (Kwet - Kdry) (3) 

where, K(S) is the effective thermal conductivity as a 
function of liquid saturation level Si, Kvet is the 
saturated thermal conductivity, and Kdry is the dry thermal 
conductivity. 

The RIB (version 4 )  only presents rock-mass thermal 
conductivity data for in situ saturation and dry conditions. 
The calculation of these values is based on the following 
equation : 

Krm = (1/4){[3(1-$)-1JKo + (36-1)Kf k [{[3(1-$)-1IKo 
+ (3$-1)Kf}2 + 8KoKf]1/2} ( 4 )  

where, Krm is the calculated rock-mass thermal conductivity, 
6 is porosity, KO is the matrix (zero porosity) thermal 
conductivity, and Kf is the fluid phase thermal 
conductivity. For partially saturated conditions, Kf is 
given by: 

3S-l)Kw & [{[3(1-S)-1]Ka 
+lh * (5) 

Kf = (1/4){[3(1;S)-lIKa + (3S-l)Kw) + 8KaKwI 

where, S is saturation and Ka and Kw are the thermal 
conductivities of air and water at the temperature of 
interest. 

Values for in situ and dry thermal conductivities 
presented in version 4 of the RIB were developed under the 
assumption that the initial in situ saturation values do not 
change during heating until a nominal boiling temperature of 
9 5 ' C ,  and that all the pore water leaves the rock when the 
rock temperature is greater than 9 5 ' C .  RIB and input deck 
values for in situ and dry thermal conductivities are 
presented in Table 3. 

IMPACT: Based on the comparisons presented in Table 3 ,  the 
thermal conductivity values and functional relationship 
defined in the input decks appear appropriate and consistent 
with Project practices. 

nai 

I 

R 

I 
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m 
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In Situ Dif f er Dry ( 8  = 0) Dif f 82: 
saturation ence ence 

Unit RIB EQN 3 ( % I  RIB EQN 3 (%) , 

TCw 1.73l 1.66 4.0 1.64l 1.60 2.4 
1.59 4.4 1.51 6.0 

60.6 PTn 1.60L 0.76 52.5 1.55L 0.61 
0.85 10.6 0.61 0.0 

TSWl 1. 701 1.62 4.8 1.601 1.55 3.1 

Table 3. Mean RIB (version 4) Thermal ConUuctivity Values 
CompareU to CalculateU Values Using Equation 3 (W/mK) 

I IIndicates values from R I B  version 3 

lNote: Values are presented for lithophysae poor (top 
value) and lithophysae rich (bottom value) 
formations. 

2Note: The upper value is based on experimental results that assume a 
porosity lower than that expected within the repository block. 
The lower value is recommended for use; however, questions still 
exist regarding the magnitude of this value (Nimick, 1990). 

As a final note regarding thermal conductivity, in 
SAND88-1387 (1990), Nimick discusses the establishment of 
0.85 W/mK as the mean value for use at in situ conditions 
for PTn; however, a note of uncertainty is expressed. 
Specifically, there is a question regarding whether the 
samples from which this value was established had dried 
before wrapping and waxing. If this did occur, " the  v a l u e  
of 0.85 W/m-K would be an underestimate of the  i n  s i t u  
thermal conduct iv i ty  for Unit PTn. This uncertainty should 
be resolved as samples from the NRG holes and Surface Based 
Drilling program are tested. 
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6.0 COMPUTATIONAL GRID 

Start Time (yr) I End Time (yr) 
1 20 

6.1 spatial Grid 

Time Step (yr) 
1 

a 

20 
100 
300 
900 

2 , 900 

Table 4 documents the x- and z-locations of the 
integration points for the computational grids defined in 
the LLNL input decks. The points documented in Table 4 
correspond to the points used in TOUGH'S integrated finite 
difference solution. Using information contained in the 
LLNL input decks regarding distances to element interfaces, 
the locations of the grid lines were generated from Table 4 
(see Table 5 ) .  

100 5 
3 0 0  4 0  
900 200 

2,900 400 
199,990 1,000 

Table 5 also indicates what stratigraphic label was 
assigned to a given finite difference grid block. The 
locations of the stratigraphic interfaces defined in the 
TOUGH input decks are compared in Table 6 to the 
stratigraphy published in the R I B  for USW-G4. 

IMPACT: The impact of the defined spatial grid is unknown. 
In order to address the overall grid structure and spacings, 
a series of grid convergence runs is recommended. Regarding 
the z-locations of the stratigraphic units used in the LLNL 
calculations, based on the level of the analyses being 
conducted and the limitations of the TOUGH code these 
designations appear appropriate. 

6.2 Temporal Grid 

The time steps taken following emplacement are defined 
in the LLNL input as follows: 

IMPACT: These temporal steps appear reasonable, however, it 
is noted that there is some question regarding the 
applicability of an areally extensive heat source at long 
times. 
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Table 4. Integration Points from LLNL Input Decks 
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Table 5. Calculated Grid Block Interface Locations and 
Unit Designations 

_ _ _ _ _ ~  

351.4 
354.4 
357.4  
360.4 
363.4 

TSw2 

TSw2 

479.4 
499.4 
519.5 
539.4  
559 * 4 
5 6 8 . 1  
5 7 0 . 1  
5 7 4 . 1  
5 8 2 . 1  
5 9 8 . 1  
6 2 8 . 1  PPW 

340.8 
3 4 3 . 1  REP0 
345.4 - . - .  . 

347.4 3 1  349.4 

6 6 8 . 1  
7 1 8 . 1  
7 6 8 . 1  
8 6 8 . 1  
9 6 8 . 1  
1168.1  
1 5 6 8 . 1  

m 

a 

D-12 



Table 6. Comparison between R I B  Unit Contacts for U8W-G4 
and LLNL Layering 

uo top 0.0 

TCw top 9.1 
base 9.1 

base 36 
PTn top 36 

base 74 
T8wl top 74 

base 204 
T8w2 top 204 

base 394 
T8w3 top 394 

base 409 
CHnlv top 409 

base 4 15 
CHnlz top 415 

base 5 19 

Not Modeled 
0.0  
29.3 
29.3 
67.4 
67.4 

197.5 
197.5 
387.3 
387.3 
403.1 
403.1 
407.7 
407.7 
539.4 

CHn2 

CHn3 

PPW 

CFUn 

BFw 

814 I 829 1 Not Modeled 
CFMnl top I base 

top 5 19 
base 535 Not Modeled 

base 545 Not Modeled 

base 596 1568.1 
top 596 
base 686 Not Modeled 
top 686 
base 814 Not Modeled 

top 535 

top 545 539.4 

CFMn2 

CFMn3 

D-13 

top 829 
base 836 Not Modeled 
top 836 
base 857.7 Not Modeled 



7 . 0  MODELED HEAT SOURCE 

The heat source used in the LLNL axisymmetric 
calculations is defined as two layers of disk/ring elements. 
The layers are each 2.3 m thick. Because of the multiple 
layers, the input deck assigns one half of the desired 
initial power output to each layer. For example, for the 20 
kW/acre case the innermost element has a rotated surface 
area of 157.2 acres. To produce 20 kW/acre at emplacement, 
the initial power output should be approximately 3144 kW. 
In the input deck, this value is equally divided between the 
two adjacent (in the z-direction) repository elements. 
Figure 2 illustrates the LLNL approach to heat source 
definition. It is noted that when viewed along a z-normal, 
this approach effectively produces an overall initial 
loading of 20 kW/acre (since the two power outputs add in 
series). As viewed along an x-normal, however, there 
appears to be no compensation for the fact that the heat 
generating layers are now in parallel. Thus, along an x- 
normal the modeled region is only seeing a 10 kW/acre 
equivalent source. 

IMPACT: Since the thickness of the two layers is small 
compared to the modeled region, the LLNL approach to heat 
source definition is expected to have a small impact on 
overall calculated responses. 

in77 kw 

I 

m 

m 

I 

Wewed along z-notmal Mewed along x-namal 

Figure 2. Heat Generating Repository Elements 1 and 13 from 
Input Deck GlOSRRS. 
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7.1 Waste Decay Characteristics 

The decay of the heat source in the TOUGH code is 
handled by using tabular Itlook-upst1 at each time step. This 
information was examined and appears consistent with decay 
characteristics for PWR-type 33 GWd/MTU spent fuel. Figure 
3 is a partial representation of the LLNL decay curve 
(normalized to 30 years out of reactor). 

IMPACT: None Identified 

1 

0.9 

08 

$ 0 7  

El { 06 
- m 2 06 

5 0 4  

E 

- 
b 
0 - 
c) 

U 
03 

02 

0 1  

0 

0 2 4 6 8 i o  12 14 
(Thousands) 

Years Following Emplacement 

Figure 3. LLNL Decay curve Normalized to 30 years 
Out-of-Reactor 

7.2 Areal Extent of Heat Sources 

As indicated above, the definition of the overall heat- 
generation of the repository is made up of two layers of 
disk/ring e2ements. 
for these and other calculations are documented in "The 
Analysis of Repository Heat Driven Hydrothermal F l o w  at 
Yucca Mountain,It by T. Buscheck and J. Nitao (to be 
published in the proceedings of the 1993 International High- 
Level Radioactive Waste Management Conference). Table 7 is 
a partial reprint from Buscheck and Nitao (1993 draft). 

The overall repository areas defined 
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Table 7. LLNL Modeled Repository Areas, Mass Loadings, and 
Areal Power Densities Assuming a 33 GWd/MTU PWR Waste 

Description 

Indicates Values Calculated from Results Presented in 
Buscheck and Nitao (1993, draft) 

The shaded columns in Table 7 document values that are 
representative of 1) the effective number of MTU's of waste 
emplaced--calculated as the product of columns 1 and 4 and 
2) the amount of simultaneously emplaced power in kW-- 
calculated as the product of columns 2 and 4 .  

7.2.1 Total MTU's Emplaced 

The Mission Plan Amendment (MPA; DOE, 1988) specifies 
that the repository will accept 63,020 tons of spent fuel. 
By comparison, Table 7 indicates that (with one exception) 
all of the LLNL calculations exceed this limit by anywhere 
from 36 to 329 percent. This indicates that the heat 
generating areas defined in the LLNL calculations are too 
large. 

IMPACT: See Section 8.0 

- 7 . 2 . 2  

size representations in the LLNL calculations, the total kW 
at emplacement were calculated. 
comparisons, information regarding the heat output of a lo-, 

Total Initial Power at Emplacement 

As an alternate approach to evaluating the repository 

In order to make 

D-16 



! i t  
30-, and 60-year-old 33 GWd/MTU spent fuel must be used. 
Table 8 documents the heat output for the three waste ages 
(DOE, 1992). In addition, the total number of kilowatts 
that would be produced by 63,020 MTU's of spent fuel are 
also provided. Comparing these total kW values to those 
calculated in Table 7, differences of 37 to 3 3 7  percent are 

too large a representation of the repository in the LLNL 
calculations. 

IMPACT: See Section 8.0 

L) b 
CB observed (with one exception). Again, this is indicative of 
Y 

6 
.i I 

L 
1" f 
CEl 

Table 8. Power Output for 33 GWd/MTU PWR Spent Fuel u 
Spent Fuel Age Total kW Assuming 

kW/MTU 63,020 MTUs (years) 
10 1.140 71,843 
30 0.723 45 , 563 
60 0.455 28 , 674 

8.0 IMPACT OF LLNL HEAT SOURCE DEFINITIONS 

In an attempt to quantify the impact of the LLNL heat 
source size on the duration of the 95'C isotherm, simplified 
plate-source calculations were carried out. The model used 
allows for single or multiple heat-generating plates to be 
defined in a semi-infinite, homogeneous material with 
constant properties. The repository level was assumed to be 
350 m below a constant temperature ground surface, and an 
initial geothermal gradient consistent with that presented 
in the RIB for USW-G4 was applied. Thermal conductivity and 
heat capacity were assumed to be 2.1 W/mK and 2.2 J/cm3K, 
respectively. 

8.1 Aspect Ratio = 1 
For a waste age of 30-yearsf the combination of the MPA 

tonnage acceptance schedule with an areal power density of 
114 kW/acre would require a plate source of approximately 
400 acres. To evaluate the trends in boiling duration as 
this acreage is increased, runs assuming 400, 559, 1000, and 
1747 acres were carried out. For this set of analyses, 
square plate sources were used (aspect ratio = length/width 
= 1). Table 10 documents the approximate times when the 
95OC isotherm collapses at the center of the plate sources. 
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Table 10. Time to Collapse of 95OC Isotherm at Center of 
Modeled Repository (30-year-old waste, 114 kW/acre) 

square Plate source Area 
(acres) 

400 
559 
1000 
1747 

Time to Boiling Collapse 
(years 1 
6,200 
7,000 
9,000 
10,200 

It is apparent from Table 10 that LLNL's use of disk 
sources that are too large in relation to that which would 
be defined under the MPA tonnage limits may have a 
significant impact upon their predictions of boiling 
duration. 

Regarding a comparison of these and LLNL results, the 
10,200 year boiling duration documented in Table 10 for the 
1747 acre source is essentially equivalent to the 10,685 
year duration documented for the same source size in 
Buscheck and Nitao (1993, draft). For the 559 acre case, 
Buscheck and Nitao indicate a boiling duration of 11,446 
years compared to a 7,000 boiling duration from Table 10. 
The reason for the discrepancy with the smaller source area 
is unclear; however, it may be partially linked to edge 
effects associated with overall source perimeter Length. 
This issue is explored in the following section. 

8.2 Alternate Aspect Ratios 

Inherent in the use of an axisymmetric heat source 
representation is the minimization of source perimeter 
length. For example, an axisymmetric disk source of 400 
acres would have a perimeter of 4,510 m. A square plate 
source of the same acreage would have a perimeter of 5,089 
m. In order to quantify the impact of the axisymmetric 
model's imposed source perimeter minimization on boiling 
front duration, a series of calculations similar to those 
presented above were carried out. 
emplaced at 114 kW/acre. Plate source area was held 
constant at 400 acres while aspect ratios of the plate 
source (length/width) were varied. Table 11 documents the 
plate dimensions, perimeter Lengths, and duration of the 
95OC isotherms. 

Thirty-year-old fuel was 

I 

I 

n 

m 
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Table 11. Boiling Front Duration as a Function of Perimeter 
Length for 30-year-018 Gpent Fuel Emplaced at 114 kW/acre 

(plate size = 400 acres) u4J 

Perimeter (m) Length (m) Width (m) 
radius =,718 m 4,510 

1,272 5,089 1,272 
1,472 1,100 5,143 
1,619 1,000 5,238 
2,313 700 6,026 
3 , 238 500 7,475 

U 
95OC Duration 

(years) 
6,900 
6,200 
6,000 
5,850 
4 , 770 
3 , 550 

u 

W 

u 
i 
.I 

As an example of the effect of perimeter-length 
increase due to panel separation, a two plate model was run 
assuming two 200-acre square plates (900 m by 900 m). 
plates were separated by a 168 m representation of the main 
drift accesses and associated standoffs. The perimeter 
length for this model is 7,200 m. 
results presented for single plates in Table 11, the boiling 
isotherm collapsed at the center of the two plates 
approximately 4,600 years following emplacement. 

IMPACT: It is argued that since the heat sources defined in 
the LLNL calculations are too areally extensive and that 
they represent minimizations of perimeter length, LLNL's 
predicted durations of boiling are likely to be 
overestimates. 

These 

In keeping with the 

9 . 0  RECOMMENDATIONS 

Although the LLNL VTOUGH calculations could be refined 
to reflect evolving property values and MPA limits on waste 
acceptance, it is not possible for an axisymmetric model to 
reflect realistic waste layouts. The effects of these 
layouts on boiling front duration and hydrothermal 
interactions are important and should be addressed. It is 
recommended that attempts be made to incorporate more 
realistic heat sources in future hydrothermal flow modeling 
efforts. 
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APPENDIX A: Tabularized Property Values from LLNL 
Input Decks G140RR8 and G105RR8 

Included in this appendix are tables documenting the 
thermal and flow parameters used in LLNL input decks gl05rrs 
and gl40rrs. For comparison, RIB values for the same 
parameters are a l s o  documented. 

I 

I 
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Matrix 

Conductivity (W/mC) 
Grain Specific Heat 
(CD ; J/kgC) 
Dry Thermal 
Conductivity (W/mC) 
Tortuosity factor 
for Binary Diffusion 
Absolute 

TCw 
Lithophysae poor 
Lithophysae rich 

In-Situ Saturation Dry 

1.7320.26 1.6450.26 
1.59+0.21 1.51+0.21 

Unit 
TCw 

Saturated Dry 
1.84+0.12 1.41 +O. 13 

Fracture Aperture 
Fracture Spacing 

100.0 pm 
0.3 m 

Unit 
TCw 

Property 
Grain Density 

Porosity 
Absolute 
Permeability (m2) 
Saturated Thermal 

(ks/m3) 

Value R I B  Value 
2500236 2580 

0.08 
2.783-13 

0.107+0.051 - 
See N o t e  3 

See N o t e  1 1.69 

N o t  Available 728 

See N o t e  1 1.60 

0.20 

9.70E-19 9.893-19 
Permeability (m2) 
van Genuchten alpha 
(Pa) 
van Genuchten beta 
Matrix Porosity 
Residual liquid 
saturation 
Absolute 
Permeability (m2) 
van Genuchten alpha 

8.40E-7 8.383-7 

I 1.558 
0.08 
0.0020 

1.558 
0.08 
0.0020 

I 

Fracture 4 8.333-10 See N o t e  2 

1.3153-3 1.311E-4 

van Genuchten beta 
Porosity 
Residual liquid 4 saturation 

4.230 4.230 
3.333-4 See Note 2 
0.0395 0.0395 

NOTE 1 : RIB version 4 provides Thermal Conductivity Values for In Situ Saturation and Dry Rock: 

ir 
The following values are from RIB version 3 (Saturated and Dry) . .  

i 

L 

tj NOTE 3 .  Calculated as the product of Fracture Permeability and Fracture Porosity: (8.33E-10)(3.33E-4) 
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Unit 

F (kg/m3 1 
Porosity 
Absolute 

1 Matrix 

0.420L0.114 0 .40  
3.173-13 S e e  N o t e  3 

r 

Permeability (m2) 
Saturated Thermal 

Fracture 

See N o t e  1 0.85 

Proaertv I Value I R I B  Value I 

Conductivity (W/mC) 
Grain Specific Heat 

~~ 

Grain-Density 

422 N o t  A v a i l a b l e  

I 2 5 8 0  

Welded, devitrified 
Nonwelded or bedded 

I 2390+76  

1.60+0.11 1.5520.06 
0.8 5+0.12 0.61+0.33 

Unit Saturated 
FTn 1.35+0.06 

Dry 
1.02+0.19 

Fracture Aperture 
Fracture Spacing 

saturation I I I 

100.0 pm 
0.3 m 

NOTE 1: RIB version 4 provides Thelma1 Conductivity Values for In Situ Saturation and Dry Rock: 

I 
~ .~ 

I T n  I In-Situ Saturation I Dry I 

The following values are from RIB version 3 (Saturated and Dry) 

NOTE 3. Calculated as the product of Fracture Permeability and Fracture Porosity plus the Matrix 
Permeability: (8.33E-10)(3.33E-4) + (3.90E-14) 
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: 

Value 
2580 

0.11 
2.783-13 

1.65 

766 

1.55 

RIB Value 
See Note 1 

See Note 2 
See Note 5 

See Note 3 

Not Available 

See Note 3 

unit 
TSWl 

Property 
Grain Density 

1.90E-18 

5.803-7 

1.798 
0.11 
0.0800 

1.9383-18 

5.793-7 

1.798 
0.11 
0.0800 

Y 

'rei 
i f  
u 

lj Permeability (m2) 

Conductivity (W/mC) 
Grain Specific Heat 

Conductivity (W/mC) 
Tortuosity Factor 
for Binary Diffusion 
Absolute 
Permeability (m2) 
van Genuchten alpha 

I !  

b Matrix 

(Pa) 
van Genuchten beta 
Matrix Porosity 
Residual liquid 
saturation 
Absolute Fracture 
Permeability (m2) 
van Genuchten alpha 
(Pa) 
van Genuchten beta 
Porosity 
Residual liquid 

4.230 

I 11 saturation 
NOTE 1 : GFL4lN DENSITY VAFUES WITH SPATIAL LOCATION. 

ir 
NOTE 2: POROSITY VAFUES WITH SPATIAL LOCATION. 

u Porosit 

! !  
u 

i. i 
i.i 
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NOTB 3. RIB version 4 provides Thermal Conductivity Values for In Situ Saturation and Dry Rock: 

TSwl 
Lithophysae poor 
Litliophysae rich 

In-Situ Saturation Diy 
1.70+0.3 1.60+0.3 
1.60+0.2 1.50+0.2 

Thc following values are from RIB version 3 (sirtwated and Dry) 

Unit 
TSwl 

Saturated Diy 
1.50 (+ unavailable) 0.79 (+ unavailable) 

NOTE 4. The value for fracture permeability is based on the following assumptions (Buscheck and 
Nitao, 1988; UCID-21571): 

r 
Fracture Aperture 100.0 pm 
Fracture Spacing 0.3 m - 
NOTE 5. Calculated as the product of Fracture Permeability and Fracture Porosity: (8.33E-10)(3.33E-4) 

I 

I 

rn . .  

m 

n 
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Unit 
TSw2 

- i  
u 

In-Situ Saturation Dry 
2.10+0.2 2.120.2 

t' Fracture Aperture 
Fracture Spacing 

Permeabilit 

100.0 ,urn 
0.3 m 

NOTE 1 : RIB version 4 provides Thermal Conductivity Values for In Situ Saturation and Dry Rock: 

The following values are from RIB version 3 (Sutwated and Dry) 

~~ I TSw2 I 1.84+0.12 [ 1.41+0.13 I 

NOTE 3. Calculated as the product of Fracture Permeability and Fracture Porosity: (8.33E-10)(3.33E-4) 

c 

E 

W 
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TSW3 

Matrix 

- 

Fracture 

Grain Density 2580 

van Genuchten beta 

Residual liquid 
saturation 

Porosity 3.33E-4 

Location 
UE-25&1 
USW G-1, G-2,GU-3 

NOTE 1 : POROSITY VARIES WITH SPATIAL LOCATION. 

Porosity 
0.116+0.036 
0.032+0.014 

Unit 

TSw3 

R I B  Value 
2400551 

In-Situ Saturation Dry 
1.28+0.10 1.26+0.10 

See Note 1 

Unit 

TSw3 

See Note 4 

Saturated Dry 
1.33+0.08 1.34+0.12 

See Note 2 

Not Available 

See Note 2 

1.533-19 

4.50E-7 

2.058 
0.07 
0.0800 

See Note 3 

1.311E-4 

4.230 
See Note 3 
0.0395 

NOTE 2: RIB version 4 provides Tlieiml Conductivity Values for Irr Situ Saturation aiid Dry Rock: 

The following values are from RIB version 3 (Sutwated and Dry) 

I 

I 

m 

a 

I 

9 

E 
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Fracture Aperture 
Fracture Spacing 

L i  w 

100.0 pm 
0.3 m 

W 
t! 
I I  
ij 
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Matrix 

Permeability (m2) 
Saturated Thermal 
Conductivity (W/mC) 
Grain Specific Heat 

Dry Thermal 
Conductivity 

for Binary Diffusion 

Permeability (m2) 

( CL) ; J / W C  1 

Tortuosity Factor 

Absolute 

van Genuchten alpha E Fracture 

1.20 See Note 2 

488 Not Available 

0.84 

0.20 

2.703-14 2.753-14 

1.6431-6 1.633-6 

See Note 2 

F= 

(Pa) 
van Genuchten beta 
Matrix Porosity 
Residual liquid 

See Note 1 

3.872 3.872 
0.46 0.46 
0.0410 0.410 

saturation 
Absolute 
Permeability (m2) 
van Genuchten alpha 
(Pa) 
van Genuchten beta 
Porosity 
Residual liquid 

8.333-10 See Note 3 

1.315E-3 1.3113-4 

4.230 4.230 
3.333-4 See Note 3 
0.0395 0.0395 

Location 
USW G-1, GU-3 
USW G-4 

- 
saturation I I I 

Porosity 
0.34 5+0.092 
0.146+0.032 

~ 

NOTE 1 : POROSITY VARIES WITH SPATIAL, LOCATION. 

Unit 
CHn 1 v 

In-Situ Saturation Dry 
1.20+0.12 0.84+0.21 

NOTE 2: RIB version 4 provides Thermal Conductivity Values for In Situ Saturation and Dry Rock: 

Unit 
CHnl v 

Saturated Dry 
1.35+0.06 1.02+0.19 

The following values ale from RIB version 3 (Saturated and Dry) 

I 

I 

I 

m 

a 

a 

I 

I 
I 

I 

1 
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Fracture Aperture 
Fracture Spacing 

NOTE 4 .  Calculated as the product of Fracture Permeability and Fracture Porosity plus the Matrix 
Permeability: (8.33E-10)(3.33E-4) + (2.70E-14) 

100.0 pm 
0.3 m 
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Unit Value 
2580 

-~ 
CHnlz 

RIB Value 
See Note 1 

Matrix 

8.33~-10 Fracture See Note 4 

Property 
Grain Density 

Porosity 
Absolute 
Permeability (m2) 
Saturated Thermal 
Conductivity (W/mC) 
Grain Specific Heat 

Dry Thermal 
Conductivity (W/mC) 
Tortuosity Factor 
for Binary Diffusion 
Absolute 
Permeability (m2) 
van Genuchten alpha 
(Pa) 
van Genuchten beta 
Matrix Porosity 
Residual liquid 
saturation 
Absolute 
Permeability (m2) 
van Genuchten alpha 
(Pa) 
van Genuchten beta 
Porosity 
Residual liquid 
saturation 

(ks/m3) 

(0; J/kgC) 

1.3153-3 

4.230 
3.33E-4 
0.0395 

1.311E-4 

4.230 

0.0395 

See Note 2 

See Note 3 

Unit In-Situ Saturation 
CHnl z 1.28+0.23 

Not Available 

See Note 3 

Dry 
50.56 

1.602 11.602 I 0.1100 0.1100 

1 

1111 

m 

I 

I 

I 

I 

I 
I 

NOTE 1: GRAM DENSITY VARIES WITH SPATIAL LOCATION. 

In-Situ Saturation 

NOTE 2: POROSITY VARIES WITH SPATIAL LOCATION. 

In-Situ Saturation 

w 

b 

nn 
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Unit 

CHnl z 

The following values are from RIB version 3 (Saturated and Dry) 

Saturated Dry 
1.48+0.17 1.01+0.14 

Fracture Aperture 
Fracture Spacing 

NOTE 4. The value for fracture permeability is based on the following assumptions @uscheck and 
Nitao, 1988; UCID-21571): 

100.0 prn 
0.3 m 

NOTE 5 .  Calculated as the product of Fracture Permeability and Fracture Porosity: (8.33E-10)(3.33E-4) 
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saturation 
Absolute 
Permeability (m2) 
van Genuchten alpha 
(Pa) 
van Genuchten beta 
Porosity 
Residual liquid 
saturation 

fs== Unit 

8.33E-10 See Note 2 

1.315E-3 1.311E-4 

4.230 4.230 
3.333-4 
0.0395 0.0395 

t- 

L 

Fracture Aperture 100.0 pm 
Fracture Spacing 0.3 in 

Matrix I- E Fracture 

I 

Prormrtv I Value ]RIB Value 3 
Grain-Density I2580 I258O+4O1 

See Note 1 

Matrix Porosity 10.24 [ 0.24 
Residual liquid 10.0660 I 0 . 0 6 6 0  

NOTE 1. These values from RIB version 3 (not contained in  KIB version 4) 

NOTE 3. Calculated as the product of Fracture Permeability and Fracture Porosity: (8.33E-10)(3.33E-4) 
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APPENDIX B: Reprint of Material Parameter CarUs from 
LLNL Input Decks Gl4ORRS and G105RRS 
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ROCKS 
TCw 22580. .08 2.78e-13 

1.60 .2 
9.70e-19 8.40e-7 1.558 
8.33e-10 1.3158-3 4.230 

22580. .40 3.17e-13 
0.61 .2 

3.90e-14 1.53e-6 6.873 
8.33e-10 1.315e-3 4.230 

22580. .11 2.78e-13 
1.55 .2 

1.90e-18 5.80e-7 1.798 
8.33e-10 1.315e-3 4.230 

22580.. .11 2.78e-13 
2.10 .2 

1.90e-18 5.80e-7 1.798 
8.33e-10 1.315e-3 4.230 

22580. .11 2.78e-13 
2.10 .2 

1.90e-18 5.80e-7 1.798 
8.33e-10 1.315e-3 4.230 

22580. -07 2.78e-13 
1.26 .2 

1.50e-19 4.51e-7 2.058 
8.33e-10 1.315e-3 4.230 

22580. -46 3.05e-13 
0.84 .2 

2.70e-14 1.64e-6 3.872 
8.33e-10 1.315e-3 4.230 

22580. .28 2.780e-13 
0.56 .2 

2.00e-18 3.15e-7 1.602 
8.33e-10 1.315e-3 4.230 

22580. .24 2.785e-13 
1.35 .2 

4.50e-16 1.44e-6 2.639 
8.33e-10 1.315e-3 4.230 

22580. .90 8.333e-10 
1.74 .9 

0.7636 0.0395 1.0 
0.7636 0.0395 1.315e-3 

22580. .90 8.333e-10 
1.74 .9 

0.7636 0.0395 1.0 
0.9636 0.0395 1.315e-3 

22580. .11 4.75e-20 
1.74 .2 

0.4438 0.0001 1.0 
0.4438 0.0001 5.800e-7 

21905. .01 0. 
1. e03 

0. 

-08 
3.33e-4 

0. 

.40 
3.339-4 

0. 

0. 

0.0020 
0.0395 

0. 

0.1000 
0.0395 

0. 

1.69 728. 

9 
9 

PTn 0.85 422. 

9 
9 

TSwl 
0.120 
1.65 

111 
766 e 

9 
9 

TSw2 

.11 
3.33e-4 

0. 

0.0800 
0.0395 

0. 

E 
2.10 840. 

I 9 
9 

REP0 

.11 
3.33e-4 

0. 

0.0800 
0.0395 

0. 2.10 840. 
a - 9 

9 
TSw3 

.11 
3.33e-4 

0. 

0.0800 
0.0395 

0. 1.28 948. I 

9 
9 

CHnlv 

.07 
3.33e-4 

0. 

0.0800 
0.0395 

0. I 1.20 488. 

9 
9 

CHnlz 

.46 
3.33e-4 

0. 

0.0410 
0.0395 

0. 
0.0610 

1.42 526 

9 
9 

.28 
3.33e-4 

0. 

0.1100 
0.0395 

0. PPW 2.00 639. 

9 
9 

I 
” .  

.24 
3.33e-4 

0 .  

0.0660 
0.0395 

0. €rac 2.34 840. 

7 
11 

3 f  rac 
1.0 
0. 

0.04 
2.34 0 .  840. 1111 

7 
11 

iound 
1.0 
0. 

0.04 
2.34 0. 840. I 

7 
11 

ieatr 
1.0 0.043233 
0. 1. e03 

I 
0. 325. 

5 
1 

)hole 
0. 1. 

.99 
0. 

2. 
1.Oe-10 2 1. 0. 0. 0 .  l.e5 

5 
1 

iapf 1 
0. 1. 

0.17 
2 0.75 .99 

2. 
1.0e-10 0.17 0 .  
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i 5  
1 

cadia 

36d * 1  

A t *  

1J 
ti 24000 

JPTN 

dcA; 

1 
1 

PARAM 

0 
START 

7 
71ms 

0. 
2 0 . 7 5  . O l  

0. 
2 1. . 9 9  

0. 
0. 

1. 

1 . 3 7 5 0  

2 .  
0. 0. 0. 1 . 3 7 5 0  1 . 8 3  

1 .  2 .  
1.08-08 

0 . 1 7  
0. 
1. 

1. 
2 .  

0. 

1. 

0 99910000010010000041 2.13E-5 
6 .31152e121.E-2  1 .7280e13rp  1 

1 0 

1 . E 5  

1 

0 .4438  
0 . 4 4 3 8  

1 0 

0.0801 
0.0801 

. 34000  2 3 .  

1.0 
5 .8e -7  8.80e7 

0. 

-9 .81  
1. E-7 

1.0 

0 . 1 7  1.08 

17 17 1 . E 1 0  7 .2000033 
0.01 3 ,1557668  9 .4672808  3 .1557689 9 .46728e93.15576e106.31152e109.46728elO 

~,.26230e111.57788e112.20903e113.15576e114.73364e116.31152e111.57788e123.15576e12 
I ( .31152e12 
i.r 

0 
l! 
l i  
Y 

I 

ii 
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v! .. 
*g105rrs*2-DREP, flx=O.mm/y, allunts, 0.86atm,RIBV4Kth, 30yfl,1000msz, r=2018m, 20kwAPD 
ROCKS 
TCw 22580. .08 2.78e-13 

1.60 .2 
9.70e-19 8.40e-7 1.558 
8.33e-10 1.315e-3 4.230 

22580. .40 3.17e-13 
0.61 .2 

3.90e-14 1.53e-6 6.873 
8.33e-10 1.315e-3 4.230 

22580. .ll 2.78e-13 
1.55 .2 

1.90e-18 5.80e-7 1.798 
8.33e-10 1.315e-3 4.230 

22580. .ll 2.78e-13 
2.10 .2 

1.90e-18 5.80e-7 1.798 
8.33e-10 1.315e-3 4.230 

22580. .ll 2.78e-13 
2.10 .2 

1.90e-18 5.80e-7 1.798 
8.33e-10 1.315e-3 4.230 

22580. .07 2.78e-13 
1.26 .2 

1.50e-19 4.51e-7 2.058 
8.33e-10 1.315e-3 4.230 

22580. .46 3.05e-13 
0.84 .2 

2.70e-14 1.64e-6 3.872 
8.33e-10 1.315e-3 4.230 

22580. .28 2.780e-13 
0.56 .2 

2.00e-18 3.15e-7 1.602 
8.33e-10 1.315e-3 4.230 

22580. .24 2.785e-13 
1.35 .2 

4.50e-16 1.44e-6 2.639 
8.33e-10 1.315e-3 4.230 

22580. . 9 0  8.333e-10 
1.74 .9 

0.7636 0.0395 1.0 
0.7636 0.0395 1.315e-3 

22580. .90 8.333e-10 
1.74 .9 

0.7636 0.0395 1.0 
0.7636 0.0395 1.315e-3 

22580. .ll 4.75e-20 
1.74 .2 

0.4438 0.0001 1.0 
0.4438 0.0001 5.800e-7 

21905. .Ol 0. 
1. e03 

1.0 0.04 

0. 0 .  1.69 728. 

422. 

766. 

840. 

840. 

948. 

488. 

526. 

639. 

840. 

840. 

9 
9 

P Tn 

.08 
3.33e-4 

0. 

0.0020 
0.0395 

0. 0.85 

9 
9 

TSwI 

.40 
3.33e-4 

0. 

0.1000 
0.0395 

0. 
0.120 
1.65 1 

9 
9 

TSw2 

.ll 
3.33e-4 

0. 

0.0800 
0.0395 

0. 
1 

2.10 

9 
9 

REP0 

.ll 
3.33e-4 

0. 
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Appendix E 
Near-Field Calculations 

This appendix outlines the calculations that were done by SNL in support of the Thermal 
Loading Study. The SNL Work Agreement for the effort is included. This work agreement 
provides the definition of the problem, the thermal properties used, and the calculation 
methodology. Additionally, a more extensive set of plots of the near-field calculations is also 
provided. 
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1 .O INTRODUCTION 

Using the nonlinear finite element code COYOTE (Gartling, 1982), near-field 
thermal analyses were performed in support of the Yucca Mountain Site 
Characterization Project's Management and Operating (M&O) contractor's 1993 
thermal loading systems study . These analyses assumed that the inventory of spent 
fuel expected at the potential repository could be adequately represented by the 
decay characteristics of 22.5-year-old, pressurized-water reactor (PWR) spent fuel 
with an average bumup of 42.2 giga-Watt days per metric ton of uranium 
(GWd/MTU). These values for waste characteristics are consistent with averages 
reported for a Youngest Fuel First (YFF) waste stream in which no spent fuel younger 
than 10 years out-of-reactor is accepted for disposal (Le., a YFF(10) scenario). 

Areal mass loadings (AMLs) ranging from 24 to 1 I 1  MTU/acre were examined 
in combination with two drift diameters and three waste package designs. As 
requested by the M&O, emplacement drifts were assumed to remain open 
(unbackfilled) for the entire modeled time frame of 1000 years. Prior to a description 
of the heat source strengths and layouts, a discussion of intact-rock thermal 
properties will be presented. 

1.1 INTACT ROCK THERMAL PROPERTIES 

For this set of analyses, a layered stratigraphy was assumed. The layers 
were considered uniform in thickness over the entire modeled region. Contact points 
for the various units were obtained from published information for drillhole USW G4.  
Table 1 documents the distance from the surface to the contact between units (as 
measured vertically downward from the surface), as well as the modeled thermal 
conductivity and heat capacitances for each unit. The values for unit depth, heat 
capacitance, and thermal conductivity are consistent with values published in the 
Project's Reference Information Base (RIB). It is noted that the temperature- 
dependent heat capacitances defined in Table 1 should result in predicted profiles 
that are consistent with those that would be calculated by coupled hydrothermal 
codes. 

1.2 RA DlATlON HEAT TRANSFER 

It was assumed that the emplacement drifts remain open and unventilated for 
the modeled time frame. Gartling et al. (1981) showed that radiation heat transfer in 
a closed drift is an order of magnitude greater than convective heat transfer in a 
typical SCP-type emplacement drift. Because of this, radiation was considered the 
dominant heat, transfer mechanism in the open emplacement drifts. 

In order to model radiation heat transfer, a drift equivalent conductive material 
with a conductivity of 20 W/mK and a thermal capacitance of 0.001 J/cm3K was 
defined for the open air space of the emplacement drift. This drift equiva/ent material 
mimics through conduction the radiative flux across the open air space (St. John, 
1 987). 

. 
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TSw2 
TSw3 
CHnlv 
CHnlz 
CHn2 

*Note: For the regions below CHn2, property values are not available in the RIB. 
Therefore, CHn2 properties were assumed to persist below 535.2 m. 

204.2 393.5 2.10 2.1414 10.4768 2.1839 
393.5 409.3 1.28 2.0530 4.5193 2.5535 
409.3 414.5 1.20 2.5651 35.3680 1.6702 a 
414,5 51 8.5 1.28 2.6709 35.3854 2.2835 J :" 
51 8.5 535.2" 1.30 2.5512 22.3349 1.9599 

1.3 HEATSOU RCE GEOMETRY AND CHARACTERISTICS 

1.3.1 Waste Package 

Three waste packages were investigated in this study. All three were assumed 
to be 4.912 m in length and have diameters consistent with capacities of 6, 12, and 21 
PWR assemblies. Specifically, waste package diameters of I .27 m (6 PWR), 1.49 m 
(12 PWR), and 1.83 m (21 PWR) were modeled. 

1.3.2 SDe nt Fuel Characteristi- 

The thermal decay characteristics of spent nuclear fuel were represented by a 
six-term exponential of the following form: 

where, P(t) is the thermal power output in Watts per MTU, ai and bi are fitted constants 
and t is time since discharge from the reactor. The fitted coefficients for the six-term 
exponential decay curve used to represent the 42.2 GWd/MTU PWR spent fuel are 
listed in Table 2. These coefficients are normalized to 22.5 years out-of-reactor. The 
data used in the exponential fitting were obtained from the Characteristics Data Base 
(DOE, 1992). 
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1 i 
1 
2 
3 
4 
5 
6 

i 
ai bl ( y r l )  

0.02068 0.21903E-5 
0.14450 0.13263E-2 
0.1 31 85 0.61 814E-2 
0.0 1238 0.12091 E-1 
0.67719 0.23888E-1 
0.01 340 0.1 11839 

Table 2. Normalized Thermal Decay Coefficients for 
42.2 GWd/MTU, PWR-Type Waste 

Number of PWR 
Assemblies per 

Package 
6 

12 
21 

Initial Power 
output 

(kW/package) MTU/Package 
2.89 2.568 
5.78 5.136 

10.12 8.986 

1.3.3 Initial Power OutDut of Source 

The power output for 22.5-year-oldI 42.2 GWdlMTU, PWR-type spent fuel was 
calculated to be 1.126 kW/MTU. Using the YFF(10) emplacement schedule provided 
by the M&O (King, 1993), an average PWR assembly weight of 0.428 MTU can be 
calculated. Average initial power outputs and MTUs for the three waste package 
designs considered in this study are documented in Table 3. 

Table 3. Calculated Initial Canister Power Outputs and MTU/package 

1.4 REP0 SITORY LAYOUTS 

It has been proposed that the emplacement drifts will be developed using a 
tunnel boring machine (TBM). This mining method would result in a circular cross- 
section for the emplacement drifts. Two options for the diameter of the circular 
openings were examined in this study, 7.0 m and 4.3 m. 

The assumed emplacement mode for these analyses was in drift. In-drift 
emplacement is a concept that assumes that the waste will not be emplaced in 
boreholes, but instead will be placed horizontally on the emplacement drift floors. For 
the purposes of this analysis, it was assumed that the waste packages line up axially, 
and that the centerlines of the package arrays lie in the emplacement drift's vertical 
plane of symmetry (see Figure 1). 

As shown in Figure 1 , it was assumed that the floor of the emplacement drifts 
will undergo an additional mining sequence after the TBM to provide a level 
emplacement surface. The bottom of the waste package was assumed to be 0.152 m 
above the excavated floor to account for the separation caused by resting 
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0.152 m 

f 
I 

3.60 m 
2.16 m 2 0.915 0.745 m m 

I 

I 

c 

1300 m 

d 

311 m 

Canisler Spacing 
2 * D 

2.456 m 4 

z : 

a 

Figure 1. Cross-Sectional Views of Three-Dimensional COYOTE model 
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brackets anticipated to hold the waste packages. The depth of burial as measured to 
the centerlines of the waste packages was assumed to be 31 1 m, with the modeled 
region extending down to a depth of 1300 m. 

Areal mass loading is a surrogate designation of repository thermal loading that 
is consistent with areal power density (APD). AML is often used to represent thermal 
loading because it remains constant through time, whereas APD decreases in time as 
a function of the waste decay characteristics. For this study, AMLs of 24, 36, 55, 83, 
and 11 1 MTU/acre were proposed for consideration. 

In defining the actual combinations of drift and canister spacings (layouts) to be 
examined, two approaches were adopted: the constant dn'ff spacing approach and 
the cost minimization approach. 

3.4.1 Constant Drift SD adna ADDrOach 

The first approach-constant ddff spacing--assumes that the drift spacing is 
constant as defined by a 30% extraction ratio (23.3 m for a 7-m diameter drift and 14.3 
m for a 4.3-m diameter drift), and canister spacing is adjusted to meet AML goals. 
Tables 4 through 9 document the possible combinations of drift and canister spacings 
that were calculated using this approach to layout definition. 

It was possible to narrow the 30 layouts documented in Tables 4 through 9 by 
applying the following two screening criteria: 

1. Because it was assumed that the waste packages line up axially, if a calculated 
canister spacing is less than 4.912 m (the assumed length of a canister) this 
represents an unrealistic layout of packages, 

2. If a calculated canister spacing is significantly greater than the drift spacing defined 
by the 30% extraction ratio limit, this represents an inefficient layout that is not 
considered viable. 

Layouts that were not considered viable based on these two screening criteria 
are identified in Tables 4 through 9 by shaded boxes and were not analyzed in this 
investigation. 

Table 4. Required Canister and Drift Spacings for a 7-m Diameter Drift 
and a 21 PWR Package 
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Table 5. Required Canister and Drift Spacings for a 7-m Diameter Drlft 
and a 12 PWR Package 

Table 6. Required Canister and Drift Spacings for a 7-m Diameter Drift 
and a 6 PWR Package 

Table 7. Required Canister and Drift Spacings for a 4.3-m Diameter Drift 
and a 21 PWR Package 

Table 8. Required Canister and Drift Spacings for a 4.3-m Diameter Drift 
and a 12 PWR Package 

I 

a 

E-10 
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Assemblies per 
Package 

21 
21 
21 
21 
21 

ti! au 

Areal Mass Loading Drift Spacing Canister Spacing 
(MTU/acre) (m) (m) 

111 27.30 12.0 
83 36.51 12.0 
55 55.10 12.0 
36 84.18 12.0 
24 126.27 12.0 

M 

Assemblies per 
Package .. 

12 
12 
12 
12 
12 

Ed 

Areal Mass Loading Drift Spacing Canister Spacing 
(MTWacre) (m) (m) 

111 28.20 6.64 
83 37.71 6.64 
55 56.92 6.64 
36 86.95 6.64 
24 130.43 6.64 

.. i :: 

il 

Table 9. Required Canister and Drift Spacings for a 4.3-m Diameter Drift 
and a 6 PWR Package 

A second approach to layout definition was also adopted for this study. 
Specifically, a cost minimization approach defines a layout by minimizing the number 
of mined emplacement drifts by setting the package-to-package spacing constant and 
adjusting drift spacing to meet AML goals. Specific canister spacings were provided 
by the M&O and are documented along with the corresponding drift spacings in Tables 
10 through 15. 

It is noted that for the cost minimization approach, layouts were not considered 
viable if the calculated drift spacing was less than that defined by a 30% extraction 
ratio limit (Le., 23.3 m for a 7-m diameter drift and 14.3 m for a 4.3-m diameter drift). 
Layouts that were not considered viable are identified by shaded boxes in Tables 10 
through 15 and were not analyzed in this study. 

Table 10. Required Drift Spacings for a 7-m Diameter Drift and a 21 PWR 
Package Assuming a Constant Canister Spacing of 12 m 

Table 11. Required Drift Spacings for a 7-m Diameter Drift and a 12 PWR 
Package Assuming a Constant Canister Spacing of 6.64 m 
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Assemblies per Areal Mass Loading Drift Spacing 
Package (MTUlacre) (m) 

21 111 20.48 
21 83 27.38 
21 55 41.32 
21 36 63.14 
21 24 94.70 

Table 12. Required Drtft Spacings for a 7-m Diameter Drift and a 6 PWR Package 
Assuming a Constant Canister Spacing of 6.64 m 

Canister Spacing 
(m) 
16.0 
16.0 
16.0 
16.0 
16.0 

6 55 28.46 6.64 
6 36 43.48 6.64 
6 24 65.22 6.64 

Package- 
12 

Table 13. Required Drift Spacings for a 4.3-m Diameter Drift and a 21 PWR 
Package Assuming a Constant Canister Spacing of 16 m 

(MTU/acre) (m) (m) 
111 28.20 6.64 L -~ - 

12 83 37.71 6.64 
12 55 56.92 6.64 
12 36 86.95 6.64 
12 24 130.43 6.64 

Table 14. Required Drift Spacings for a 4.3-m Diameter Drift and a 12 PWR 
Package Assuming a Constant Canister Spacing of 6.64 m 

Table 15. Required Drift Spacings for a 4.3-m Diameter Drift and a 6 PWR 
Package Assuming a Constant Canister Spacing of 6.64 m 
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1.5 BOUNDARY AND INITIAL CONDITIONS 

The modeled emplacement drifts are assumed to be one drift in an infinite 
series of simultaneously emplaced drifts. Using symmetry, the vertical boundaries 
shown in Figure 1 were modeled as adiabatic surfaces. At the ground surface, a 
constant temperature of 18°C was assumed. At the lower boundary, a constant 
temperature of 525°C was imposed. These values of constant temperature are 
consistent with values published in the RIB. The model was allowed to reach thermal 
equilibrium prior to the emplacement of waste. 

2.0 RESULTS 

When examining the results of any model, it is important to keep the assumptions 
and limitations of the model firmly in mind. For these analyses, the primary limitation is 
that dictated by the symmetry boundary formulation. This imposes the assumption of an 
Infinite array of packages described by a single set of waste characteristics. Further, the 
geologic structure is constrained to a uniform layering. Quantification of the impacts of 
these assumptions has yet to be completed. However, for the purposes of this 
discussion, the infinite extent assumption does introduce significant uncertainty in the late 
time (greater than 500 year) results. For this reason, results obtained for times greater 
than 500 years will not be discussed, since they are likely overestimates of what would 
be predicted for a more realistic finite-extent repository model. 

Taking into account the limitations of the model, results from the near-field 
analyses were only compared to thermal goals defined for three locations: the drift 
wall, one-meter radially into the drift wall, and the TSw2KSw3 interface. Discussions 
of the predictions for these locations and how they compare to applicable thermal 
goals will be presented separately for analyses defined using the constant drift 
spacing and the cost minimization approaches. 

2.1 RESU LTS FOR CO NSTANT DRIFT SPACING APPROACH 

2.1.1 Drift Wall TemDerature 

There currently exists a thermal goal for the emplacement drift wall to limit peak 
temperatures to below 200°C . For the constant drift spacing approach, it was found 
that only one of the cases defined in Tables 4 through 9 exceeded this temperature 
limit. Producing a peak drift wall temperature of 207"C, this case assumed an AML of 
11 1 MTU/acre, a 21 PWR waste package capacity, and a 7-m drift diameter. Closely 
approaching the 200°C goal, the case defined by a 1 I 1  MTU/acre AML, a 12 PWR 
package and a 7 m drift diameter produced a peak wall temperature of 199°C. Table 
16 documents the peak drift wall temperatures predicted for all of the cases analyzed 
using the constant drift spacing approach. 

Looking beyond the 200°C thermal goal, there has been recent interest in the 
possibility of creating a below boiling repository. Only three cases were found to 
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produce drift wall temperatures below 97°C at all times: the 36 and 24 MTU/acre 
cases defined for a 6 PWR package and a 7 m drift and the 36 MTU/acre case defined 
by a 6 PWR package and a 4.3 m drift. The key to these below boiling cases can not 
be singularly linked to AML, but instead are likely due primarily to the smaller capacity 
waste package. To illustrate this, a 12 PWR waste package emplaced at 36 MTU/acre 
in a 7 m drift was found to produce peak wall temperatures of 103°C. 

Table 16. Peak Drift Wall Temperatures Predicted for Cases Defined Using 
Constant Drlff Spacing Approach 

It is noted that because of the geometrically eccentric relationship between the 
waste package and the emplacement drift, drift wall temperatures are not uniform around 
the entire drift perimeter. The magnitudes of the temperature variations along the drift 
perimeter were investigated by comparing predictions for four points along the surface of 
the modeled emplacement drift (see Figure 2). It is noted that these four points are 
located in the vertical plane of symmetry that includes the waste package's centerpoint. 
Table 17 documents the ranges of peak temperature differences around the emplacement 
drift wall calculated for the various combinations of WP capacity and drift diameter defined 
in Tables 4 through 9. 

In all cases, the hottest temperatures are predicted for that point on the drift floor 
that is directly below the center of the waste package (point 4). The coolest temperatures 
are predicted for the drift crown (point 1). The peak temperature differences shown in 
Table 17 were obtained by comparing histories for these two points. 
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Figure 2. Location of Sampling Points on Emplacement Drift Wall 
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Examining the peak temperature differences reported in Table 17, several 
trends are observed. First, as the waste package capacity decreases, the magnitude 
of the temperature differences decreases. The key to this trend is the reduction in 
individual waste package power output corresponding to the decrease in waste 
package capacity. A second trend of decreasing drift temperature variations with 
decreased drift diameter Is also evident. This trend can be related to the decrease in 
geometric eccentricity between the package and drift that accompanies the reduction 
in drift diameter. 

WP Capacity 

21 
12 
6 
12 
6 

Table 17. Ranges of Peak Temperature Differences for Analyses Defined in 
Tables 4 through 9 

Drift Diameter Range of Peak Temperature Differences 
(m) Around Drift Perimeter ("C) 
7 20 to 30 
7 12 to 16 
7 6 t o  8 

4.3 8 to 11 
4.3 4 to  6 

2.1.2 One -Meter Radial TemDeratures 

In addition to the drift wall temperature limit of 2OO0C, there also exists a thermal 
goal of keeping temperatures at locations one-meter radially into the rock wall to less 
than 200°C . By definition, if the drift wall temperature goal is met, the one-meter goal is 
met. Thus, the only case of concern is that defined for the 21 PWR package, 7-m 
diameter drift, and loading of 11 1 MTU/acre. The peak wall temperature directly below 
the waste package is predicted to be 207"C, thus it is possible that a location one meter 
directly below this point may approach or exceed the 200°C goal. However, this 
violation would be highly localized. Taking a point one meter radially outward from the 
sidewall of the drift as more representative, no violations of the 200°C temperature goal 
were identified for any of the cases analyzed from Tables 4 through 9. 

There currently exists a goal at the TSw2lTSw3 stratigraphic interface to limit 
temperatures io below 11 5°C. Examining the interface temperature histories for the 
cases defined in Tables 4 through 9, four cases were identified as exceeding the 11 5°C 
limit. Documented in Table 18, all of the cases that exceeded the TSw2lTSw3 thermal 
goal were defined with an AML of 11 1 MTU/acre. The times to the initial violations of 
the 11 5°C goal occur between 450 to 475 year years following waste emplacement, 
within the 500-year time frame of applicability for the near-field model. 
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Table 18. Summary of Cases Defined by Constant Drift Spacing Approach that 
Violated Thermal Goal for TSw2/TSw3 Interface 

AML 
(MTU/acre) 

111 
I 1 1  
111 
111 

Time to 
Violation of 

Drift Canister Dlift TSwUTSw3 
Waste Package Diameter Spacing Spacing Thermal Goal 

Capacity (m) (m) (m) (years) 
21 PWR 7.0 14.06 23.3 475 
12 PWR 7.0 8.04 23.3 475 
12 PWR 4.3 13.09 14.3 450 
6 PWR 4.3 6.55 14.3 475 

2-2 RESU L I S  FOR COS T MINIMIZATION APPROACH 

. .  
2.2.1 Drift Wall TemDeratures 

Four cases from those defined using the cost minimization approach were 
found to produce drift wall temperatures in excess of 200°C. Specifically, all of the 
11 1 MTU/acre cases examined violated the proposed drift wall temperature goal. 
Peak drift wall temperatures produced for the I 1  1 MTU/acre cases ranged from 203°C 
to 213°C. Documentation of the predicted peak drift wall temperatures obtained for 
the cases defined using the cost minimization approach can be found in Table 19. 

With respect to a below boiling repository, only one case (24 MTU/acre, 6 PWR 
waste package, 7-m diameter drift) was found to produce drift wall temperatures that 
never exceeded 97°C. The reason for this is the basic premise of the cost- 
minimization approach: maximize the number of canisters within a given drift to 
minimize the number of drifts that need to be constructed. When this is done, the 
canister-to-canister interactions within a given emplacement drift increase, resulting in 
increased near-field temperatures that are not linked to repository or local AML. 

As discussed in Section 2.1.1 , predicted drift wall temperatures are not uniform 
around the entire perimeter of the emplacement drift. The maximum differences in 
drift wall temperatures (defined as the maximum difference in temperature predictions 
between the drift crown and the floor directly beneath the center of the waste 
package) were calculated for each of the 27 cases examined from Tables 10 through 
15. Table 20 documents the ranges of maximum temperature differences calculated 
for given combinations of waste package capacity and drift diameter. 
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Table 19. Peak Drift Wall Temperatures Predicted for Cases Defined Using 
Cost Minimization Approach 

As with the cases defined for the constant drift spacing approach, peak drift 
wall temperature differences for the cost minimization approach display the trends of 
decreasing magnitudes with decreasing waste package capacity and decreasing drift 
diameter. Because the cost minimization approach is predicated on constant canister 
spacing, a third trend of increased peak temperature differences with decreasing AML 
is observed that was not seen for the cases discussed in Section 2.1 .l. Thus, unlike 
the values in Table 17, the range of values presented in Table 20 can be interpreted 
with a direct correlation to AML. Specifically, the highest value of peak temperature 
difference corresponds in every case to an AML of 24 MTU/acre and the smallest 
value of peak temperature difference corresponds to the highest AML evaluated for 
the given combination of waste package capacity and drift diameter (see Tables 10 
through 15 for the range of AML values analyzed). 
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WP Capacity 

21 
12 
6 

21 
12 
6 

L) 
e 

Drift Diameter Range of Peak Temperature Differences 
(m) Around Drift Perimeter (“C) 
7 21 to 36 
7 14 to 24 
7 8 to 12 

4.3 18 to 30 
4.3 12 to 19 
4.3 5 to 10 

CI w 

Time to 
Violation of 

Drift Canister Drift TSw2llSw3 
AML Waste Package Diameter Spacing Spacing Thermal Goal 

111 21 PWR 7.0 12.0 27.30 475 
111 12 PWR 7.0 6.64 28.20 475 
111 -. 21 PWR 4.3 16.0 20.48 475 

I 111 12 PWR 4.3 6.64 28.20 450 

(MTU/acre) Capacity (m) (m) (m) (years) 

,i u 
u 

u 
Ei 
t :  

U 

Table 20. Ranges of Peak Temperature Differences for Analyses Defined in 
Tables 10 through 15 

2.2.2 One-Meter Radial TemDeratures 

For all of the Table 10 through 15 cases examined, no violations of the 200°C 
temperature goal were identified for a location defined one meter radially into the 
sidewall of the drift. It is likely, however, that a small region of rock one meter below 
the centerpoint of the waste package does achieve peak temperatures of 200°C for all 
of the 11 1 MTU/acre cases defined in Tables 10 through 15. The significance of 
localized regions exceeding 200°C is unknown. 

2.2.3 TSw2TTSw3 Interface TemDeratures 

Examining the TSw2/TSw3 interface temperature histories, all of the 11 1 
MTlJlacre cases defined using the cost minimization approach to repository layout 
violated the I 1  5°C thermal goal (see Table 21). These violations occurred between 
450 and 475 years following emplacement, within the assumed 500-year time frame of 
applicability for the model. 

Table 21. Summary of Cases Defined by Cost Minimization Approach that 
Violated Thermal Goal for TSw2TTSw3 Interface 

E-19 



3.0 DISCUSS ION 

In general, layouts generated using the cost minimization approach produce 
near-field temperatures that are greater than those predicted for equivalent cases 
defined using the constant driff spacing technique. Temperature predictions for the 
two methods at equivalent locations show the impact of increased canister-to-canister 
interactions inherent in the cost minimization approach to layout definition. Because of 
the large drift spacings assumed by many of the cost minimization layouts, the 
predicted thermal profiles are marked by depressions between drifts. The impacts of 
these depressions is currently unknown. It may be that these regions would become 
preferential drainage zones for any condensate; however, thermal-mechanical- 
chemical processes must be evaluated prior to making this claim. 

Of the eight cases analyzed at I 1  I MTUlacre, 5 produced drift wall 
temperatures that exceed the current thermal goal of 200°C. Since the remaining 
three I 1  1 MTUlacre cases were within 10°C of the drift wall thermal goal, it is 
reasonable to conclude that 11 1 MTU/acre (approximately 99 kW/acre) represents a 
loading that is pushing the upper bound of what is currently considered acceptable. 
This conclusion is consistent with previous analyses (e.g., Hertel and Ryder, 1991) 
that indicated a local thermal loading of 100 kW/acre represents an approximate upper 
limit for the potential repository. 
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Appendix F 
Far-Field Calculations 

This appendix outlines the calculations that were done by LLNL in support of the Thermal 
Loading Study. This appendix was written by LLNL and provides information on the 
assumptions used, the calculation methodology, and a more extensive set of results. The majority 
of the inputs used in the V-TOUGH calculations are defined in this report in Appendix D. 
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Appendix F 

I .  Introduction 

This hydrothermal modeling study was carried out in support of the ongoing thermal loading 
systems study. The models used in this study are similar to those used in preceding studies.'-'The 
initial stage of this work is being included as an Appendix to the 1993 version of the thermal 
loading systems study report. This Appendix includes a comprehensive set of figures describing 
the simulated thermo-hydrological behavior of the various thermal loading scenarios and cases 
considering a wide range of thermo-hydrological properties. However, at this stage of the 
reporting we have only included a preliminary discussion of the analysis. Subsequent reports637 
will discuss the analysis in more detail than is possible at this time. 

As in past we use the term Areal Mass Loading (AML) as a synonym for thermal 
loading conditions. Therefore, a high thermal loading case is referred to as a high-AML case and 
a low thermal loading case is referred to as a low-AML case. For a given burnup [expressed as 
megawatt-days per metric ton of initial heavy metal (MWdNTU)], the most useful macroscopic 
thermal loading parameter in analyzing long-term thermal performance is the AML [expressed 
in metric tons of uranium per acre (MTU/acre)]. Generdlly, early temperature performance 
(including the peak temperature, T,,,) is sensitive to the age of spent nuclear fuel (SNF), while 
the duration of the boiling period, tbp, and post-boiling-period thermal performance are determined 
by the AML and are insensitive to SNF age. Consequently, we prefer using AML to identify the 
thermal loading conditions rather than the Areal Power Density [(APD) expressed in kW/dcre]. 

11. Discussion of Numerical Models, Physical Data, and Assumptions 

I1.A V-TOUGH Hydrothermal Flow Code 

All hydrothermal calculations in this study were carried out using the V-TOUGH (vectorized 
transport of unsaturated groundwater and heat) code.' V-TOUGH is Lawrence Livermore National 
Laboratory's enhanced version of the TOUGH code, which was developed at Lawrence Berkeley 
Laboratory by Pruess." V-TOUGH is a multidimensional numerical simulator capable of modeling 
the coupled transport of water, vapor, air, and heat in fractured porous media. Our models 
include boiling and condensation effects, the convection of latent and sensible heat, and thermal 
radiation. 

lI.B Equivalent Continuum Model 

Because of the impracticality of discretely accounting for all of the fractures at Yucca Mountain, 
it was necessary to account for fractures using the equivalent continuum model (ECM). The 
assumption of capillary pressure and thermal equilibrium between fractures and matrix allows the 
fracture and matrix properties to be pore-volume-averaged into an equivalent medium. The bulk 
porosity, o b ,  bulk saturation, s b ,  and bulk hydraulic conductivity, Kb, of the equivalent medium 
are given by: 
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where $,,,, S,, $,, and S, are the porosity and saturation of the matrix and fractures, respectively, 
and K,,, and K sub roman f are the hydraulic conductivities of the matrix and fractures. Because 
of the small K, in the unsaturated zone (UZ), K b  is almost completely dominated by K, and 0, 
for most fracture spacings and permeabilities. 

r 

u I1.C Thermo-Hydrological Properties 

All major hydrostratigraphic units in the UZ at Yucca Mountain are included in the 
The hydrostratigraphic profile employed here has been used in previous modeling studies.*”’ The 
wet and dry thermal conductivity, Kth, data were obtained from the RIB.I3 In this study we use 
the RIB Version 4 Kth values. We assume the steady-state liquid saturation profile obtained for 
a net recharge flux of 0 m d y r ,  which yields a repository horizon saturation of 68%.” 
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For the primary suite of calculations, a uniform fracture permeability is assumed. Because the 
bulk permeability, kb is dominated by the fracture permeability, this yields a kb distribution that 
is nearly uniform. The reference case assumes a bulk permeability, k,, of 2.8 x 10-i3m2 (280 
millidarcy), which is equivalent to three 100-pm fractures per meter. The sensitivity of boiling 
and dry-out performance to k, was examined by considering the following values of k,: 1 
millidarcy (three 15-pm fractures per meter), 10 millidarcy (three 33-pm fractures per meter), 84 
millidarcy (three 68-pm fractures per meter), 1 darcy (three 153-pm fractures per meter), 10 darcy 
(three 330-pm fractures per meter), 40 darcy (one 781-pm fracture per meter), and 84 darcy (one 
1000-pm fracture per meter). 

k i  
m- For all of the cases which are labeled as having a bulk permeability, kb, of 280 millidarcy, k6 is 

280, 320, 280, 280, 280, 310, 280, and 280 millidarcy in the TCw, PTn, TSwl, TSw2, TSw3, 
CHnv, CHnz, and PPw, respectively. The value of kb in the PTn and CHnv is somewhat larger 
than in the other units because the matrix permeability, k,,, is relatively large (reference Figure 
3). For large kb (greater than 1 darcy), the contribution of k,  is relatively small, even in the PTn 
and CHnv. 

w 
hl 

Regarding the presumption than the PTn and CHn units are relatively unfractured and therefore 
have a very small k b  the jury is still out. Chesnut has analyzed the C-Well data and found that 
the mode of the kb distribution in the CHn is between 200 and 300 millidarcy. It is not 
unreasonable to expect that the PTn would have a similar k6 as the CHn. It should be stressed 
that our current knowledge of the k, distribution is limited at best and that it is crucial that we 
understand the sensitivity of thermo-hydrological performance over a wide range of conditions. 
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Consequently, we have been considering a wide range of kb and cases of layered k,. For 
example, we have considered cases where kb in the PTn and CHn is substantially less than in the 
TSw units. 

I 
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1I.D Initial and Boundary Conditions 

The vertical temperature, T,  distribution in the models is initialized to correspond to the nominal 
geothermal gradient in the region. The atmosphere at the ground surface is represented by a 
constant-property boundary, with T and gas-phase pressure, p g ,  fixed at 13°C and 0.86 atm, 
respectively. The relative humidity at the ground surface is also fixed so that it is in 
thermodynamic equilibrium with the initial saturation conditions at the top of the TCw unit. 
Therefore, under initial (ambient) saturation and temperature conditions there is no mass flux of 
water vapor between the atmosphere and upper TCw. 

In previous work, it was assumed that because of the large fracture permeability, buoyant 
convective mixing in the saturated zone (SZ) results in it acting as a heat sink. The large k,, and 
storativity of the SZ were also assumed to result in the water table being at a fixed depth. For 
the drift-scale calculations reported here, we also assume that the water table has a fixed depth 
(z = 568.1 m) and a constant temperature (31°C). The constant-temperature water table 
assumption causes the water table to act as a heat sink. Because this model does not explicitly 
model hydrothermal flow in the SZ, it is called the "UZ" model. In comparing the UZ model 
with the UZ-SZ model, which is described below, we found that, for the first 1000 yr, repository 
temperatures are insensitive to the treatment of heat flow at the water Because the 
primary use of the drift-scale model is to examine sub-repository-scale, thermo-hydrological 
behavior during the first 1000 yr, the constant-temperature water table assumption does not 
significantly affect the interpretation of our results. The initial temperature and saturation at the 
repository horizon in the UZ model are 23.3"C and 68%, respectively. 

The manner in which the vertical liquid saturation profiles were arrived at is described in other 
reports (Buscheck et al. 1991; Buscheck and Nitao, 1992; Buscheck and Nitao, 1993). Buscheck 
and others (1991) modeled infiltration in Yucca Mountain using a one-dimensional steady-state 
ECM. On the basis of that model, the observed range in saturation at the repository horizon 
corresponds to a range in recharge flux of approximately -0.005 to 0.05 m d y r .  The vertical 
liquid saturation distribution corresponds to zero recharge flux, which corresponds to gravity- 
capillary equilibrium. This profile results in a liquid saturation of 68 % at the repository horizon. 
Because of the relatively small capillarity of the high-k,,, PTn and CHnv units (where k,,, is the 
matrix permeability), the high capillary suction potential of their neighboring units causes them 
to be nearly drained to near-residual saturation (resulting in the appearance of "saturation 
anomalies"). Buscheck and Nitao (1992, 1993b) also considered recharge fluxes of 0.045 and 
0.132 m d y r ,  resulting in saturations at the repository horizon of 85 and 95 %, respectively. 
Because of the relatively small k, of the TSw2 and TSw2, the saturations profile within those 
units is quite sensitive to variations in recharge flux. Because of its large k,, the CHnv can 
sustain the steady-state flux at small saturations. The saturation profiles in the CHnz and PPw 
are less sensitive to variations in the steady-state recharge flux. 
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Saturation values obtained form the Reference Information Base (RIB) have been compared with 
the vertical liquid saturation profile (Buscheck et al, 1991). While zero recharge flux results in 
a liquid saturation of about 10 percent for the PTn and CHnv, the RIB reports mean saturation 
values of 61 to 91 percent, respectively. Obviously, significant recharge fluxes are able to reach 
the high-k, units without affecting the saturation of the neighboring low-k, units. Non- 
equilibrium fracture flow through the TCw, TSw1, TSw2, and TSw3, is a likely explanation for 
the inconsistency between the measured saturation data and the saturation profile predicted by 
the one-dimensional, steady-state ECM. The discrepancy between the apparent near-zero 
recharge flux to the low-k, units and the apparent large flux to the high-k, units can also be 
partially resolved by mechanisms that remove water from the vadose zone. These mechanisms 
may include vapor flow (Thorstenson et al. 1989) as well as lateral liquid flow along high-k, 
units such as the PTn and CHnv. The capacity of these mechanisms may be considerably in 
excess of what is currently required to provide a net zero flux at the repository horizon. 

We conducted our repository-scale calculations with an unsaturated zone/saturated zone (UZ-SZ) 
model that explicitly includes hydrothermal flow in the upper 1000 m of the SZ. Conductive and 
convective heat flow, including buoyancy flow, are modeled in the SZ. Because the RIB13 lacks 
thermal property and hydrologic data below the PPw unit (the lower-most hydrostratigraphic unit 
in our UZ model), we assumed that the PPw was applicable to the upper 1000 m of the SZ 
(down to the lower boundary of the UZ-SZ model). The lower boundary of the UZ-SZ model 
has a constant temperature of 53.5"C and a fixed pressure corresponding to the hydrostatic 
pressure and temperature profile of the upper 1000 m of the SZ. The initial temperature and 
saturation at the repository horizon in the UZ-SZ model are 23.5"C and 67.796, respectively. 

1I.E Repository-Scale Models 

In conducting our modeling studies, we have represented the repository at several different scales. 
The repository-scale models assume radial symmetry about the center of the repository and 
represent the repository as a disk-shaped heat source with a uniformly distributed thermal load 
over the heated area of the repository. Because of their radial symmetry, these models assume 
a really uniform thermo-hydrological properties. Layered heterogeneity (i.e., property variability 
that occurs in the vertical direction) can be represented by these models. We modeled repository 
areas of 570, 744, 1139, 1755, and 2598 acres. For 63,000 MTU of SNF, these repository areas 
correspond to Areal Mass Loadings (AMLs) of 110.5, 83.4, 55.3, 35.9, and 24.4 MTU/acre. The 
repository-scale models are well suited for representing mountain-scale behavior, such as 
mountain-scale, buoyant, gas-phase convection. These models employ a relatively fine gridblock 
spacing at the outer perimeter of the repository in order to more accurately account for the effect 
of edge-cooling. We assume a Youngest Fuel First (YFF) SNF receipt scenario with a IO-yr 
cutoff for the youngest fuel. This waste receipt scenario is referred to as YFF( IO). We account 
for, in yearly increments, the emplaced inventory of boiling water reactor (BWR) WPs, 
containing 40 assemblies WP, and pressurized water reactor (PWR) WPs, containing 21 
assemblies per WP. The waste receipt schedule was determined by King and others. For the 
llOS-MTU/acre case, we considered the following values of kb: I ,  10, 84, and 280 millidarcy; 
and 1, 10,40, and 84 darcy. For the 24.4-, 35.9-, 55.3-, and 83.4-MTU/acre cases, the following 
values of k, were considered: 280 millidarcy, 1, 10, 40, and 84 darcy. 
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1I.F Sub-Repository-Scale Models 

Because it areally averages the thermal load, the repository-scale model cannot represent 
differences in temperature and saturation behavior within (1) the pillars (Le., the rock separating 
neighboring emplacement drifts), (2) the emplacement drifts, or (3) the WPs themselves. The 
drift-scale model is a two-dimensional cross-sectional model that explicitly represents the details 
of the WPs and emplacement drifts in the plane orthogonal to the drift axes. This model is 
useful in representing details of thermo-hydrological behavior at the drift (or sub-repository) 
scale. We are interested in the detailed temperature distribution within and in the immediate 
vicinity of the emplacement drifts. We are also interested in how sub-repository-scale, buoyant, 
gas-phase convection (which is driven by temperature differences between the drifts and pillars) 
affects vapor and condensate flow and thermal performance. To take advantage of symmetry, 
the drift-scale model assumes an infinite repository with uniformly spaced emplacement drifts. 
The assumption of an infinite repository area is applicable to the interior of the repository, which 
is not affected by cooling at the edge. This region includes most of the repository area during 
at least the first 1000 yr. 

We modeled several emplacement scenarios with the drift-scale model. For the YFF( IO) 
emplacement scenario with 4533 21-PWR WPs and 31 16 40-BWR WPs, the center-to-center 
spacing between emplacement drifts is 99 m. For the YFF( 10) emplacement scenario with 7932 
12-PWR WPs and 5936 21-BWR WPs, the center-to-center drift spacing is 56.58 m. The drift- 
scale model represents a symmetry element from the symmetry plane down the center of the WP 
to the symmetry plane in the pillar between neighboring drifts. The thermal load is axially 
averaged along the axis of the drift. The WP has a cross section of 1.6x1.6 m and is located in 
the center of an emplacement drift that is 4.8 m height by 6.0 m wide. This drift cross section 
is reasonably representative of a circular drift with a 7-m diameter. The drifts are assumed to 
remain open; therefore, heat flow from the WP surface to the drift wall occurs as thermal 
radiation, convection, and conduction. The drift scale model can represent heterogeneity that 
occurs at the scale of the drifts. 

Heterogeneity that occurs at a larger scale is represented by a third model, which we call the 
cross-sectional uniform heat flow (CSUHF) mode. Like the drift-scale model, the CSUHF model 
assumes an infinite repository, thereby enabling it to take advantage of symmetry. The CSUHF 
can represent the detailed thermo-hydrological behavior that results from spatially varying thermal 
loading conditions. For example, the CSUHF is useful in representing relatively large unheated 
portions of the repository, such as the area adjacent to the main access drift. We modeled a 
scenario in which the main access drift is 8 m wide and is located 40 m from the nearest heated 
region of the repository. 

111. Discussion of Analysis for the Repository-Scale Model 

II1.A Vertical Temperature and Saturation Profiles 

With the use of the repository-scale model, we modeled 28 cases, including 5 AMLs, and 8 
different values of bulk permeability, kb. All cases were modeled for a minimum of 100,000 yr. 
Rather than presenting the vertical temperature and saturation profiles for all 28 cases, a detailed 
examination of the profiles is done for the suite of 280-millidarcy cases. In previous we 
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found that the threshold bulk permeability where mountain-scale, buoyant, gas-phase convection 
begins to dominate moisture movement is about 1 darcy. Below this threshold, the effects of 
boiling tend to dominate the effects of buoyant gas-phase convection. We did not choose to 
focus on the 280-millidarcy suite of cases because 280 millidarcy is considered to be the most 
likely value of k,; rather, the impact of boiling behavior on moisture movement can be more 
readily discerned if it is not competing with the influence of mountain-scale, buoyant, gas-phase 
convection. A detailed examination of the impact of that convection on thermo-hydrological 
performance is covered in following sections. 

The vertical temperature and saturation profiles are given for three different radial distances from 
the repository center. The first value of r ( r  = 0 m) corresponds to the center of the repository. 
The second value of r corresponds to the radial position that encloses 50% of the repository. 
This position is representative of "average" conditions within the repository because half of the 
WPs are inside of this radial position. The third value of r corresponds to the radial position that 
encloses 95% of the repository. The third radial position is a good representation of conditions 
at the repository edge (or perimeter) because only 5% of the WPs lie outside of this position. 
In this report, we refer to the radial location within the repository with respect to percentage of 
the repository area enclosed by that radial location. Therefore, a radial position of 0% 
corresponds to the repository center, while a radial position of 100% corresponds to the outer 
perimeter. 

Figures 1 through 4 show the vertical temperature and saturation profiles for the 110.5-MTU/acre 
case at various times for the first 100,000 yr after emplacement. Notice that the thermal and dry- 
out performance is very similar for the 0 and 50% radial positions of the repository (Figures la-c 
and 3a-c) and that edge cooling affects at least the outer 5% of the repository. The flattening 
of the temperature profile at the nominal boiling temperature, T,, (-96°C) corresponds to two- 
phase flow effects, which result from condensate drainage. The effects are described in more 
detail in other  report^.^-^ Dry-out due to boiling results in a 200- to 300-m-thick dry-out zone for 
the inner 50% of the repository. Edge cooling substantially reduces the vertical extent of dry-out. 
The outer edge of the repository drops below boiling at about 2000 yr (Figure Id), while the 
center remains above Tb for more than 7000 yr (Figure 2a). Temperatures for the entire 
repository have declined to below Tb within 10,000 yr; however, a large zone of sub-ambient 
saturations persists long after that (Figures 4a-c). The edge of the repository re-wets back to 
ambient saturation within 50,000 yr, while the center remains below ambient saturation for more 
than 100,000 yr (Figures 4d-f). 

Figures 5 through 8 show the vertical temperature and saturation profiles for the 83.4-MTU/acre 
case. Notice that the thermal and dry-out performance is similar to that of the 110.5-MTU/acre 
case, except that the vertical and temporal extent of boiling and dry-out effects is less. The dry- 
out zone persists for more than 50,000 yr at the center of the repository and for about 20,000 yr 
at the repository edge. 

! 

! 

I 

I 

c 

1 '  

l i  
bi 

F - 7  



Figures 9 through 12 show the vertical temperature and saturation profiles for the 55.3-MTUPacre 
case. Notice that the thermal and dry-out performance is similar to the 83.4-MTU/acre case, 
except that the vertical and temporal extent of boiling and dry-out effects are substantially less. 
For the 55.3-MTU acre case, temperatures as the outer 5% of the repository never exceed T,,. 
Consequently, the outer repository edge undergoes very little dry-out. The dry-out zone persists 
for about 30,000 yr at the center of the repository. 

Figures 13 through 16 show the vertical temperature profiles for the 35.9- and 24.4-MTU/acre 
cases. Notice that the repository-scale model does not predict temperatures to exceed T,, 
indicating that averaged temperature conditions throughout the repository remain below Tb. 
However, as will be discussed later, local temperatures around the emplacement drift may be well 
above ?"b for WPs containing a large number of SNF assemblies. Because of the absence of 
boiling conditions in the repository-scale model, and because 280 millidarcy is below the 
threshold where mountain-scale, buoyant, gas-phase convection results in significant moisture 
movement, the 24.4- and 35.9-MTUPacre cases show a minor change in saturation relative to 
ambient conditions. Therefore, we did not provide the vertical saturation profiles for these two 
cases. 

Notice that temperatures at the 0% and 50% radial positions are similar (Figures 13-16). This 
similarity is due to the relatively large size of the repository (1755 and 2598 acres), which results 
in edge cooling effects not penetrating to the inner half of the repository. For the 110.5- 
MTU/acre case, the effects of edge cooling penetrate to the inner half of the repository within 
1000 yr (Figure IC). For the 83.4- and 55.5 MTU/acre cases, the effects of edge cooling 
penetrate to the inner half of the repository within 2000 yr (Figures 5d and 9d). 

1II.B Temperature and Saturation Histories in the Repository 

As in the previous section, we perform a detailed examination of the suite of 280-millidarcy 
cases. The temperature and saturation histories at various locations in the repository are shown 
for the 110.5-, 83.4-, and 55.3-MTU/acre cases (Figures 17-19). Peak temperatures, Tpeak, occur 
within the first 120 yr. Notice that edge cooling effects do not penetrate to the inner 75% of the 
repository in the first 120 yr; consequently, Tpeak is about the same for the inner 75% of the 
repository (Figure 17a). For example, Tpeak is 187.2"C at the repository center and 186.0"C at 
the 75% radial position. Edge cooling effects reduce Tpeak for the outer 25% of the repository 
relative to the center. Notice that edge cooling effects penetrate into the center of the repository, 
resulting in a decrease in the duration of boiling, tbp, even for the 12.5% radial position relative 
to the 0% radial position. At the outer edge of the repository, Tpeak is only 112.4"C. 

Liquid saturation in the repository remains below ambient conditions long after boiling conditions 
have ceased for most of the repository. The inner 75% of the repository remains below ambient 
saturation for at least 100,000 yr (Figure 17b). The inner 99% of the repository remains below 
ambient saturation for at least 10,000 yr, while the outer 1% re-wets nearly back to ambient 
saturation within 5000 yr (Figure 17d). 

The temperature and liquid saturation histories for the 83.4-MTUPacre case are similar to those 
of the 1 I OS-MTU/acre case, except that the duration of boiling and sub-ambient liquid saturation 
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conditions is less (Figure 18). The inner 75% of the repository shows a similar Tpeak (146OC). 
At the outer edge, Tpeak is only 97.8"C. Most of the repository re-wets back to ambient saturation 
within 100,000 yr. Edge cooling effects cause the outer 1 %  of the repository to never undergo 
significant dry-out (Figure 18d). 

The duration of boiling and sub-ambient liquid saturation conditions are substantially less for the 
55.5-MTU/acre case than for the 83.4-MTU/acre case. Temperatures in the outer 3% of the 
repository never exceed Tb,  and Tpeak at the outer edge of the repository is only 747°C. Liquid 
saturations for the inner half of the repository re-wet back to ambient conditions in about 30,000 
yr. Between the 50% and 75% radial positions, liquid saturations re-wet back to ambient 
conditions in about 20,000 yr. At the 84% radial position, re-wetting takes about 10,000 yr. At 
the 90% radial position, re-wetting takes about 2000 yr. At the 94% radial position, re-wetting 
takes about 700 yr. At the 97% radial position, re-wetting takes about 150 yr, and dry-out never 
occurs for the outer 3% of the repository. 

For the 35.9- and 24.4-MTU/acre cases, Tpeak is 85.7 and 65.7OC, respectively, for the inner 75% 
of the repository. Edge cooling results in Tpe* at the other repository edge being 58.2 and 473°C 
for the 35.9- and 24.4-MTU/acre cases, respectively. 

Figure 22 shows the duration of the boiling period, tbp, as a function of radial position for the 
110.5-, 83.4-, and 55.5-MTU/acre cases and all of the values of bulk permeability, &, considered. 
The influence of edge cooling is very evident. Notice the effect that increasing k b  has on 
decreasing tbp. Mountain-scale, buoyant, gas-phase convection begins to significantly cool 
repository temperatures for k b  >> 1 darcy. For k b  5 1 darcy, fbp is insensitive to kb.  Notice that 
the sensitivity of tbp to kb increases with decreasing AML. 

We also calculated the area-weighted boiling period duration, iPp for the 110.5, 83.4-, and 55.5- 
MTU/acre cases (Figure 23). For the 1 lOS-MTU/acre case, tbP is 5466, 55 15, 5446, 5286,4990, 
3891, and 3227 yr for the 1-, lo-, and 280-millidarcy cases and the 1-, lo-, 40-, and 84-darcy 
cases, respectively. For the 83.4-MTUPacre case, tbp is 3391, 3108, 2402, 2056, and 1592 yr for 
the 280-millidarcy case and the 1-, lo-, 40-, and 84-darcy cases, respectively. For the 55.3- 
MTU/acre case, ibp is 1424, 1363, 928, 375, and 164 yr for the 280-millidarcy case and the 
1 -, lo-, 40-, and 84-darcy cases, respectively. The cooling effect that mountain-scale, buoyant, 
gas-phase convection has on ibp increases with decreasing AML, Consequently, the 110.5- 
MTU/acre case is least sensitive to this effect. For the 110.5-MTU/acre, 1-darcy case, this 
cooling effect reduces i by 2.9% relative to the 280-millidarcy case, while for the 83.4- and 
55.3-MTU/acre cases, ib>S reduced by 8.3 and 4.395, respectively. For the 83.4-MTU/acre, 10- 
darcy case, tbp is reduced by 17.5% relative to the 280-millidarcy case, while for the 83.4- and 
55.3-MTUPacre cases, the reduction is 29.2 and 34.9%, respectively. For the 110.5-MTU/acre, 
40-darcy case, fbp is reduced by 28.6% relative to the 280-millidarcy case, while for the 83.4- 
and 55.3-MTU/acre cases, the reduction is 39.4 and 73.7%, respectively. For the 110.5- 
MTU/acre, 84-darcy case, ibp is reduced by 40.7% relative to the 280-millidarcy case, while for 
the 83.4- and 55.3-MTU/acre cases, the reduction is 53.1 and 88.5%, respectively. 

F - 9  



1II.C Mountain-Scale Moisture Redistribution 

We compared the net buildup of liquid water above the repository, AV,, for all of the thermal 
loads and kb cases (Figures 24 and 25). For the high-kb, high-AML cases (10, 40, and 84 darcy; 
83.4 and 110.5 MTU/acre), there is a very early peak in AV, that occurs at about 500 to 800 yr 
(Figures 24c-e, 25d and e), coinciding with the maximum vertical extent of boiling conditions. 
After the initial peak, AV, quickly declines, with a trough occurring at around 3000 yr, coinciding 
with the maximum vertical extent of dry-out. For the llOS-MTU/acre case, AV, declines to 
nearly zero (Figures 24c-e). For the 83.4-MTU/acre case, the trough is less pronounced as AV, 
stays well above zero. For the 55.3-MTU/acre case, there is no trough, and the increase in AV, 
is uninterrupted. After the trough occurs in the 83.4- and 110.5-MTU/acre cases, the increase 
in AV, resumes until a second peak in AV, occurs at around 20,000 to 30,000 yr. For 10, 40, 
and 84 darcy, the 55.3, 83.4, and 1 10.5-MTUPacre cases undergo the same initial rate of increase 
in AV, until 500 yr, when the 1 IOS-MTU/acre case reaches its initial peak and 800 yr, when the 
83.4-MTU/acre case reaches its initial peak (Figures 24c-e). This initial peak is related to the 
interaction of the heat-pipe effect and mountain-scale, buoyant, gas-phase convection. 

It is important to note that AV, is always greater in the 55.3- and 83.4-MTUPacre cases than in 
1 IO-MTU/acre case. We plot the maximum AV, (called AV,"'~~) for all of the AMLs and values 
of k b  considered (Figure 26). For the 55.3-MTU/acre case, A V ~ ~ ~ ~  is 1.5, 1.3, 2.4, 2.6, and 2.5 
times greater than in the 1 lOS-MTU/acre case for 280 millidarcy, 1 ,  10, 40, and 84 darcy, 
respectively. For the 83.4-MTU/acre case, A V ~ ~ ~ ~  is 1.5, 1.7, 1.4, 1.4, and 1.5 times greater than 
in the I lOS-MTU/acre case for 280 millidarcy, 1, 10,40, and 84 darcy, respectively. To the first 
order, for the above-boiling case, A V ~ ~ ~ ~  is proportional to the repository area. Therefore, A V , ~ ~ ~  
decreases with increasing AML. For the llOS-MTU/acre case and k& 10 millidarcy, AV, is 
always negative (Le., there is a net decrease in liquid saturation). Consequently, if the large-scale 
connected k b  is small enough, mountain-scale, buoyant, gas-phase convection does not result in 
a liquid water buildup above the repository. 

For 250 millidarcy, A V , ~ ' ~  for the 24.4- and 35.9-MTU/acre cases is 26 and 34% of A V ~ ~ ~ ~  for 
the 1 lOS-MTU/acre case; however, A V ~ " ' ~ ~  for the latter case is relatively small to begin with. 
For 10 darcy, A V , " ' ~ ~  for the 24.4- and 35.9-MTU/acre cases is 50 and 105% of A V ~ ~ ~ ~  for the 
1 IO.5-MTU/acre case. For 40 darcy, A V , ~ ' ~  for the 24.4- and 35.9-MTU/acre cases or is 1.7 and 
2.9 times greater than in the 110.5-MTU/acre case. For 84 darcy, A V , ~ ~ '  for the 24.4- and 35.9- 
MTUPacre cases is 2.8 and 3.4 times greater than in the ll0.5-MTU/acre case. Therefore, for 
low k b ,  the sub-boiling cases result in less net liquid water buildup than in the 110.5-MTUPacre 
case. However, for high kb, the sub-boiling cases result in substantially greater AV, than in the 
llO.5-MTU/acre case. To the first order, for high kb, A V , ~ ' ~  is proportional to the repository 
area. Therefore, the total amount of liquid water buildup above the repository decreases with 
increasing AML. 

nn 

I 

C L b  

I 

I 

F -  10 



IV. Discussion of Analysis for the Sub-Repository-Scale Models 

1V.A TemDerature History in the Vicinity of the Emplacement Drift 

The preceding analysis is representative of averaged thermo-hydrological behavior in the 
repository. In order to investigate the details of thermo-hydrological behavior in the vicinity of 
WPs, it is necessary to use sub-repository-scale models. We start with the drift-scale model. 
Figure 27 shows the temperature history on the waste package (WP) surface and in the rock 
0.75 m above the center of the drift ceiling for an AML of 24.4 MTU/acre and two different WP 
scenarios. The first scenario assumes a repository with 4533 21-PWR WPs and 31 16 40-BWR 
WPs, with a 99-m spacing between emplacement drifts. The second scenario assumes a 
repository with 7932 21-PWR WPs and 5936 40-BWR WPs, with a 56.58-m spacing between 
emplacement drifts. The heat output from an individual WP is ramped up in the same fashion 
as in the repository-scale model rather than instantaneously turning on the full-power equivalent 
of an individual WP. We represent the heat output from the WP in the drift-scale model by 
using the heating curve from the repository-scale model and multiplying by N', where N is the 
number of WPs. Therefore the heat output from the WP in our drift-scale model is representative 
of the composite heating of all of the WPs as they are brought into the repository and the 
predicted temperature buildup is somewhat more gradual than that of an actual WP. 

For the 2 1 -PWR/40-BWR scenario, the local temperatures around the emplacement drift are 
substantially higher than in the repository-scale model (Figure 27a). The rock immediately above 
the emplacement drift is above the nominal boiling point, Tb, for 13 I yr with a peak temperature 
of 118°C. The peak WP surface temperature is 144°C. The repository-scale model predicted a 
peak temperature of 65.7"C. For the 12-PWW21-BWR scenario, the local temperatures around 
the emplacement drift are substantially less than in the 21-PWW40-BWR scenario, but greater 
than predicted by the repository-scale model (Figure 27b). The rock immediately above the 
emplacement drift reaches a peak temperature of 84.8"C, while the peak WP surface temperature 
is 103.3"C. 
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Figure 1. Vertical temperature profiles at various radial distances, r, from repository centerline for an AML of 110.5 MTU/acre at 
(a) t = 121 yr, (b) t = 453 yr, (c) t =IO00 yr, (d) t = 2000 yr, (e) t = 3000 yr, and (f) t = 5000 yr. 
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Figure 2. Vertical temperature profiles at various radial distances, r, from repository centerline for an AML of 110.5 MTU/acre at 
(a) t = 7000 yr, (b) t = 10,000 yr, (c) t = 20,000 yr, (d) t = 36,000 yr, (e) t = 50,000 yr, and (0 t = 100,000 yr. 
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Figure 3. Vertical liquid saturation profiles at various radial distances, r, from repository centerline for an AML of 110.5 MTU/acre 
at (a) t = 121 yr, (b) t = 453 yr, (c) t = 1000 yr, (d) t = 2000 yr, (e) t = 3000 yr, and (f) t = 5000 yr. 
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Figure 4. Vertical liquid saturation profiles at various radial distances, r, from repository centerline for an AML of 110.5 MTU/acre 
at (a) t = 7000 yr, (b) t = 10,000 yr, (c) t = 20,000 yr, (d) t = 36,000, (e) t = 50,000 yr, and (f) t = 100,000 yr. 
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Figure 6. Vertical temperature profiles at various radial distances, r, from repository centerline for an AML of 83.4 MTU/acre at (a) 
t = 7000 yr, (b) t = 10,000 yr, (c) T = 20,000, (d) t = 33,000 yr, (e) t = 50,000 yr, and (0 t = 100,000 yr. 
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Figure 8. Vertical liquid saturation profiles at various radial distances, r, from repository centerline for an AML of 83.4 MTU/acre 
at (a) t = 9000 yr, (b) t = 10,000 yr, (c )  t = 20,000 yr, (d) t = 33,000, (e) t = 50,000 yr, and ( f )  t = 100,000 yr. 
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Figure 9. Vertical temperature profiles at various radial distances, r, fiom repository centerline for an AML of 55.3 MTU/acre at (a) 
t = 122 yr, (b) t = 497 yr, (c) t = 1000 yr, (d) t = 2000 yr, (e) t = 3000 yr, and (f) t = 5000 yr. 
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Figure 10. Vertical temperature profiles at various radial distances, r, from repository centerline for an AML of 55.3 MTUiacre at 
(a) t = 7000 p, (b) t = 10,000 yr, (c) t = 20,000 yr, (d) t = 36,000 yr, (e) t = 50,000 yr, and (f) t = ~oo7000 yr. 
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Figure 11. Vertical liquid saturation profiles at various radial distances, r ,  from repository centerline for an AML of 55.3 MTU/acre 
at (a) t = 122 yr, (b) t = 497 yr, (c) t = 1000 yr, (d) t = 2000 yr, (e) t = 3000 yr, and (0 t = 5000 yr. 
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Figure 12. Vertical liquid saturation profiles at various radial distances, r,  from repository centerline for an AML of 55.3 MTUlacre 
at (a) t = 7000 yr, (b) t = 10,000 yr, (c) t = 20,000 yr, (d) t = 31,000 yr, (e) t = 50,000 yr, and (f) t = 100,000 yr. 
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Figure 14. Vertical temperature profiles at various radial distances, r, from repository centerline for an AML of 35.9 MTU/acre at 
(a) t = 7000 yr, (b) t = 10,000 yr, (c) t = 20,000 yr, (d) t = 32,000 yr, (e) t = 50,000 yr, and (0 t = 100,000 yr. 
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Figure 15. Vertical temperature profiles at various radial distances, r, from repository centerline for an AML of 24.2 MTU/acre at 
(a) t = 145 yr, (b) t = 435 yr, (c) t = 1000 yr, (d) t = 2000 yr, (e) t = 3000 yr, and (0 t = 5000 yr. 
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Figure 16. Vertical temperature profiles at various radial distances, r, from repository centerline for an AML of 24.2 MTU/acre at 
(a) t = 7000 yr, (b) t = 10,000 yr, (c) t = 20,000 yr, (d) t = 30,000 yr, (e) t = 50,000 yr, and (f) t = 100,000 yr. 
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Figure 17. Temperature history (a and c) and liquid saturation history (b and d) at various repository locations relative to the 
repository center for an AML of 110.5 MTU/acre. The locations are identified as the percentage of the repository area enclosed, with 
0% corresponding to the repository center, and 100% corresponding to the outer perimeter of the repository. 
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Figure 18. Temperature history (a and c) and liquid saturation history (b and d) at various repository locations relative to the 
repository center for an AML of 83.4 MTU/acre. The locations are identified as the percentage of the repository area enclosed, with 
0% corresponding to the repository center, and 100% corresponding to the outer perimeter of the repository. 



Figure 19. Temperature history (a and c) and liquid saturation history (b and d) at various repository locations relative to the 
repository center for an AML of 55.3 MTU/acre. The locations are identified as the percentage of the repository area enclosed, with 
0% corresponding to the repository center, and 100% corresponding to the outer perimeter of the repository. 
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Figure 20. Temperature history at various repository locations relative to the repository center 
for an AML of 35.9 MTU/acre. The locations are identified as the percentage of the repository 
area cnclosed, with 0% corresponding to the repository center, and 100% corresponding to the 
outer perimeter of the repository. 
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Figure 21. Temperature history at various repository locations relative to the repository center 
for an AML of 24.2 MTU/acre. The locations are identified as the percentage of the repository 
area enclosed, with 0% corresponding to the repository center, and 100% corresponding to the 
outer perimeter of the repository. 

I 

t' 

L 
L 

F-35 



E 
x I"""" 
- m  280 mllltdarcy @) 

1 darcy . . . . . . . . . 

30oo-. - 1  I ' " 1 -  * - I - - .  1 . .  . >  
........ " 1 darcy - - - 40 darcy - ---- 10darcy --- 84 darcy 

2500 
280 mlllldarcy (a - 

- 

'-I-- - ----- 
I-- 

OO 20 40 60 80 100 
' ' ' ' ' '  I '  ' ' 

Percentage of reposttory area enclosed 
by lndlcated duratlon of bolllng (%) . 

i 

a 

i 

I 

Figure 22. Duration of the boiling period at various repository locations relative to the repository 
The 

locations are identified as the percentage of the repository area enclosed, with 0% corresponding 
to the repository center, and 100% corresponding to the outer perimeter of the repository. 

center for AMLs of (a) 110.5 MTU/acre, (b) 83.4 MTU/acre, and (c) 55.3 MTU/acre. 1 
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Figure 23. Area-weighted duration of the boiling period as a function of Areal Mass Loading, 
AML, for various values of bulk permeability, k,. 
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Figure 24. Net liquid saturation buildup above the repository versus time for 
various AMLs and (a) k,  = 280 millidarcy, (b) kb = 1 darcy, (c )  k,  = 10 darcy, (d) 
k,, = 40 darcy, and (e) kb = 84 darcy. 
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Figure 25. Net liquid saturation buildup above the repository versus time for 
various values of bulk permeability, k,, and AMLs of (a) 24.2 MTU/acre, (b) 35.9 
MTU/acre, (c) 55.3 MTU/acre, (d) 83.4 MTU/acre, and (e) 110.5 MTU/acre. 
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Figure 26. Maximum net liquid saturation buildup above the repository as a function of Areal 
Mass Loading, AML, for various values of bulk permeability, k,. 
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Figure 27. Temperature history on waste package (WP) surface and in the rock 0.75 m above 
the center of the drift ceiling for an AML of 24.4 MTU/acre. (a) For repository containing 4533 
21-PWR WPs and 3116 40-BWR WPs and a center-to-center drift spacing of 99 m. (b) For 
repository containing 7932 12-PWR WPs and 5936 21-BWR WPs and a center-to-center drift 
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c) spacing of 56.58 m. 
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Appendix G 
Reliability of Electronics as a Function of Temperature 

Introduc tion 

u 
A small study was done in support of the Thermal Loading Study to determine the reliability 
of electronic equipment as a function of temperature. The details of this study are reported 
in this appendix. 

The thermal environment during the emplacement and retrieval period will have an influence 
on the type and kind of equipment that can be used in the near field. If the repository 
concept relies on the use of electronic equipment, such as radiation monitors, alarm systems, 
communications systems, the reliability of this equipment will be affected by the temperature 
environment. If the temperature is high enough, active cooling may be necessary to allow 
for a reasonable maintenance schedule. u 
A survey of the reliability of electronic parts as a function of temperature was undertaken. 
The approach taken was not to determine the state of the art in temperature endurance, but to 
provide an indication of what reasonable and available technology could endure. The 
reliability of electronic piece parts and monolithic circuits that are intended for high- 
temperature application were included in the survey only for parts in common use. A 
fundamental limitation on reliability prediction is on the extension of data from known 
systems to a new application. The analysis methodology chosen does not determine the 
reliability of electronic systems, but indicates the expected dependance on temperature by 
extrapolating from low level data on piece-parts. 

This analysis was not performed according to quality assurance procedures. It is intended 
for the sole purpose of suggesting further quality assured work to validate the concept and 
approach of this study. 

Y 

hl Y 

Method 

The method used was taken from the Military Handbook for the Reliability Prediction of 
Electronic Equipment, MIL-HDBK-2 17E. A number of common assumptions were adopted 
for all of the electronic parts investigated: U 

3 1  
Y 

Environment = GroundFixed 
Quality Class = Class B 
Learning Class = Established Parts 

H 
b.  - 

'Military Handbook Reliability Rediction of Electronic Equipment, MLHDBK-217E. October 27, 1986. 
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In addition a number of specific assumptions were adopted for each part type. These 
assumptions were not intended to determine a "worst case" for temperature reliability, but 
instead were formulated to indicate representative performance for temperature tolerant parts 
intended for a high temperature environment. For example, where power or current stress 
adversely affects reliability, the lowest stress within the range of validity was used. 
Similarly, the highest temperature rated parts were included for comparison whenever data 
was available for more than one temperature rating. Parts not in common use may be 
available that out-perform the parts chosen for examination. However, it is likely that these 
parts are not used in the type and kind of equipment that is readily available for the current 
application, and would not be usable without a specialized development program. 

Rather than reproduce the equations and data used here, which can be quite lengthy and 
involved, the reader is r e f e d  to the appropriate section of reference 1. The specific 
assumptions used by part type are summarized below: 

Discrete Transiston 

Part Type: Group 1 
Power Stress: 0.1 
Reference: Table 5.1.3.1-7 through 5.1.3.1-10. 

Discrete Diodes 

PartType: GroupIV 
Current Stress: 0.1 
Reference: Table 5.1.3.4-7 and 5.1.3.4-8 

Monolithic Bipolzg 

Part Type: Hermetic DIP with solder or welded seal, &tectic DIE Attach., < 22 Pins 
Power Dissipation : 1 Watt 
Theta jc : 30 C/watt 
Reference: Section 5.1.2.1 et. seq. 

Linear Devices 

Part Type: Hermetic DIP with solder or welded seal, Eutectic DIE Attach, < 22 Pins 
Power Dissipation: 1 Watt 
Theta jc  : 30 C/watt 
Reference: Section 5.1.2.2 et. seq. 

MOS Digital Microorocesso r 

Part Type: PMOS, NMOS, HMOs, Hermetic, 40 Pin 
Power Dissipation : 1 Watt 
Theta jc : 25 C/watt 

I 
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IC) 
u Reference: Section 5.1.2.3 et. Seq. 

CMOS Dynamic Ram 

Part Type: CMOS, Hermetic, 12 VDD, 22 Pin 
Power Dissipation: 0.2 Watt 
Theta jc : 30 C/Watt 
Reference: Section 5.1.2.4. et. Seq. 

Discrete Co mmnents - 

Part Type: Resistor: composition, wire wound; Capacitor: 150 C max, 170 C max 
Power Stress : 0.1 
Reference : Tables 5.1.6.1-4, 5.1.7.1-13, 5.1.6.4-4, 5.1.7.1-21 

Hybrid Interconnections 

Type: Bimetal: Gold-Aluminum; Single metal: Al-Al, Gold-Gold, Solder 
Reference: Table 5.1.2.9-3 

Motors 

Type: 1 HP or less 
Reference: Table 5.1 .9.1- 1 

Results 

The failure rate of electronic components as a function of temperature is shown in Figures 1 
through 8. Figure 9 shows the characteristic lifetime of motor components as a function of 
temperature. It can be observed that the failure rates are very sensitive to temperature, 
especially so for temperatures above about 80 "C. All types of electronic components exhibit 
extremely high failure rates above about 160 "C. In addition, the characteristic lifetime of 
motors degrades rapidly above 70 "C to the point that failures can be expected to occur 
almost monthly at temperatures above 140 "C. 

Recommendations 

1. Operational concepts should be developed for all thermal loading options. Particular 
attention should be paid to electronic system maintenance for systems forced to operate above 
80 "C. 

2. Options which require electronic systems to perform above 160 "C should not be 
considered unless active cooling (air conditioning, fmn-type cooling loop, etc.) of those 
systems is employed. 
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3. A review of electronic system reliability at elevated temperatures, as opposed to the 
piece-part approach taken here, should be undertaken to define the capability of reasonable 
and available technology for the current application. It is likely, owing to the complexity of 
electronic systems, that the absolute upper temperature bound of 160 "C recommended above 
will prove to be too high. 
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Cost Analysis Details for the Yucca Mountain Site Characterization Project Cost Impacts 
Due to Thermal Loading 

Justification of Cost Basis 

The following excerpt from the Yucca Mountain Site Characterization Project Cost and Schedule 
Baseline (YMPKM-0015) [DOE, (1993a)l summarizes the mission of the Yucca Mountain Site 
Characterization Project: 

Conduct site characterization to determine the geologic conditions at Yucca Mountain. 
Use data collected to evaluate site suitability of the site and to conduct performance 

assessments. 
Use data collected to prepare the waste package and repository designs in sufficient 

detail to support the license application. 
Prepare license application for submittal to NRC, if Yucca Mountain is found suitable 

as a potential repository site. 

The Project technical, cost and schedule baselines were developed to support the Project mission. 
The Yucca Mountain Site Characterization Project Cost and Schedule Baseline document provides 
the planned work scopes required to satisfy the technical baseline. The major milestone in the 
Project schedule baseline is Project completion in October 200 1 with the submittal of license 
application. The Total Project Cost (TPC) is reported as $6,319,337,000 in year of expenditure 
dollars. 

Detailed Groundrules and Assumptions by Third Level WBS: 

A key assumption described earlier in sections 3.5 and 3.6 of Volume I is restated at this point 
since it is important to the cost analysis. At least 2600 acres of area comprised of the potentially 
usable primary repository area plus the more favorable potential expansion areas 2EA, 2EB and 
SE was assumed suitable for waste emplacement. Emerging subsurface analyses (Rogers, 1993) 
to investigate the expansion areas for potential waste emplacement are considering that, in  order 
to meet more stringent repository layout criteria than assumed in the SCP, expansion beyond the 
assumed SCP expansion areas may be necessary to emplace the lower AMLs of 24 and 36 
MTUhcre. 

1.2.1 Systems Engineering: 

1.2.2 Waste Package: 

1.2.3 Site Investigations: 

a. No impact is assumed. 

a. No impact is assumed. 

a. The Systematic Drilling (SD) program is modified based on the thermal 
loading decision. Table H-1 provides the emplacement areas for the 
desired AMLs. 
Each SD borehole is used to support unsaturated zone (UZ) testing. b. 
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AML 
(MTU/acre) 

24 

36 

W 

Areal Extent of Boiling Front 
(acre) 

2598 

1755 

f l  
U 

c. For the purpose of costing and scheduling, as assumption on the thermal 
loading strategy will me made at the end of fiscal year 1994. The altered 
SD program is compatible schedule-wise with the existing SD program; 
the completion of any SD boreholes and associated UZ program activities 
is by FY 2000, in accordance with the Mission 2001 schedule. The 
Mission 2001 schedule has a more detailed schedule for the drilling 
program than the project cost and schedule baseline but has the same 
project completion date. 
The area investigated in the SD program should be considered as the larger 
of the emplacement area and the areal extent of the boiling front based on 
the far-field thermal analysis performed in support of the Thermal Loading 
Study (see Table H-2 and Appendix F). 

d. 

Table H-1 - Emplacement Areas for Desired AMLs 

Emplacement Areas I/ (M4;kre) 1 (acre) 

II 24 I 2598 

II 83 I 755 

111 I 570 

Table H-2 - Areal Extent of Boiling Front for Desired AMLs 

II 55 I 1139 I( 
83 I 755 II 

ll 111 I 583 II 
e. The number of SD boreholes required is to be in the same proportion, 

boreholes/unit area, as currently planned (e.g., 12 SD borehole for the 1600 
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f. 

s. 

acres of the repository block [DOE, (1993b)l. 
The actual area required for the repository is larger than the above 
emplacement areas and areal extent of boiling front. The baseline 
repository area is approximately 1420 acres [DOE, (I99l)]. With 1139 
acres required for emplacement, there is approximately 28 1 acres set aside 
for subsurface common and support facilities, etc. 
A fixed area, 180 acres, will be set aside as part of the repository block for 
uncertainty in the usable area. The fixed area is the difference between the 
1600 acres in the repository block and the baseline repositoiy area, 1420 
acres. It is assumed that the repository block area required, due to 
uncertainty, is the same for all thermal loadings as in the baseline. Table 
H-3 describes the repository block area and the number of SD boreholes 
assumed in the SD program for each of the desired thermal loadings. 

Table H-3 - Repository Block Areas and SD Boreholes for Desired AMLs 

AML Area 
(MTU/acre) Investigated 

(acre) 

- 
24 2598 

36 1755 

111  I 583 

h. 

1. 

j. 

k. 

1. 

Common and Uncertainty 
Support Area Area 

(acre) (acre) 

-*-:,I 

Repository 
Block Area 

(acre) 

3059 

2216 
~~ 

1600 

1216 

1043 
-.- 

-- 

Total 
Number 
of SD 

B ore h o Pes 

23 

17 

12 

Unsaturated-zone (UZ) percolation studies will require funding at a Bevel 
of 0.5 million FY 94 $ per SD borehole to allow procurement, calibration, 
and installation of down hole equipment; air-permeability testing; and 
acquisition of instrument shelters. A flat rate of 0.3 million FY 94 $ per 
year will be required for monitoring of any and all additional boreholes 
[ Rousseau, ( 1993)j. 
The productivity of the LM-300 drilling rigs is two boreholedyear [M&O, 
( 1993a)l. 
One year of lead time is required for procurement of all LM-300 type drill 
rigs. 
The total cost of each LM-300 drill rig is estimated at 6.49 million 
FY 94 $ [Pritchett, (1993)]. 
The major portion of the unit cost for an SD borehole of 4.7 1 million 
FY 94 $ is based on Table H-4 [St. Clair, (1993)l. 
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Table H-4 - WBS 1.2.3 Elements Grouped by Priority and Functional Program 
(Thousands of FY 94 $) 
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n. 

1.2.4 Repository: 

1.2.5 Regulatory: 
a. 

a. 

Laboratory testing of the SD borehole samples will cost 0.75 million 
FY 94 !fi per borehole [Datta, ( I  993)]. 
Site Investigations Coordination and Planning cost deltas will be applied 
at 15 percent of the total altered SD program cost delta. This is based o n  
the Table H-4 for Priority 1 activities [St. Clair, (1993)] 

No impact is assumed. 

The impact is indeterminate, but no impact is assumed. Both the M&O 
Performance Assessment and Modeling group and Regulatory and 
Licensing group feel that the cost will increase as the uncertainty in total 
system performance increases [Nelson, (1993)] and [Weaver, (1  993)l. The 
impact of thermal loading on total system performance uncertainty is not 
fully understood. 

1.2.6 Exploratory Studies Facility (ESF): 
a. Any Exploratory Studies Facility (ESF) cost impacts are not included. No 

consensus was reached concerning the amount of additional or reduced 
ESF excavation required for the various repository thermal loadings. One 
idea proposed was that no addition or reduction in the amount of drifting 
or number of alcoves would be required for the different thermal loadings. 
Studies of physical, chemical, thermal, and mechanical processes will be 
adequately addressed with currently planned excavations, and features will 
be investigated with surface-based techniques [Johnson, ( 1993)]. Another 
idea suggested it would be difficult to license an expanded repository area 
without an examination of the extent of the potential repository area 
[McKenzie, (1993)l. A compromise position offered by the Regulatory 
& Licensing group [Lugo, (1993)] stated that the current ESF design 
resolves the NRC concerns and that the idea that no additional or reduced 
drifting is necessary was reasonable, but suggested that additional drifting 
in the expansion areas could be done contingently upon receiving 
unexpected information during the surface based testing of the expansion 
area. At this point, it is mentioned that for the higher thermal loads a 
reduction in the ESF drifting would have to be studied in sufficient detail 
so that the potential repository would not be adversely affected. The 
repository layouts developed for this study are not of this level of detail. 
Also, the risk of reducing the ESF drifting for a high thermal loading at 
this time may be large if a low thermal load must be used for the final 
repository design. Clearly, there is contention of this issue and a more 
detailed examination of this issue will be needed at a later date. 

The cost of one mile of road per SD borehole for drilling access [Datta, 
(1993)l will be estimated at 0.3 million FY 94 $ per mile of construction 
and maintenance [McKinnon, (1993)]. Late in the study, it was 

1.2.7 Test Facilities: 
a. 
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b. 

determined that these costs should be accounted for in the 1.2.3 WBS 
element. Since the cost is relatively small, the costs were not moved to 
the proper element. Also, they may be slightly over estimated since there 
is a small cost for roads in the 1.2.3 element already. 
Minimal facilities delta costs are expected due to the small variation in 
work scope required at the site. 

No work is performed in this element. 
I .2.8 (Reserved) 

1.2.9 Project Management 

1.2.10 Financial/Technical Assistance: 

1.2.1 1 Quality Assurance (QA): 

1.2.12 Information Management: 

1.2.13 Environment, Safety and Health: 

a. 

a. No impact is assumed. 

a. No impact is assumed. 

a. No impact is assumed. 

a. No impact is assumed. 

a. Additional land access, if needed, would be obtained at minimal project 
cost [Jacobs, (1993)l. Environment, safety and health cost impacts are 
minimal [McCann, ( 1  993)]. The impact on the Terrestrial Ecosystems 
program is at most a 10% increase from the current baseline ($3 million) 
program for the lower than baseline thermal loading cases [Ostler, ( 1993) I.  

I .2.14 Institutional: 

1.2.15 Support Services: 
a. No impact is assumed. 

a. No impact is assumed. 

Analysis Details: 

The costs from the identified WBS areas, 1.2.3, 1.2.7 and 1.2.13, are described below. 

WBS 1.2.3 Site Investigation Costs: 

The number of drill rigs required for each thermal loading will be identified. Since over 
five full years of drilling is possible for each LM-300 before FY 2000, each LM-300 drill 
rig procured could drill approximately 10 SD holes. Based on this information, only one 
additional drill rig will be required for the 24 and 36 MTU/acre thermal loadings at a cost 
of $6.49 million. No reduction in the number of drill rigs can be justified for the 83 and 
1 11 MTU/acre thermal load cases. 

The total fixed cost per SD borehole is summarized in Table H-5 below. 

E 
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Table H-5 - Total Fixed Cost per SD Borehole 

Cost Description 

Drilling 

Laboratory Testing 

costs 
(Millions of FY 94 $) 

4.7 I 

0.75 

UZ Percolation Studies 

Total 

The cost of monitoring UZ boreholes was estimated at 0.3 million FY 94 !$ per year. At 
five years for drilling possible, a hole drilled in the first possible year will cost $1.5 
million, a hole drilled in the second possible year will cost $1.2 million, etc. For the 24 
MTU/acre thermal loading case, eleven additional SD boreholes are required. A total of 
31 additional yews of monitoring is assumed for this case at $0.3 million per year for ;L 
total delta cost of $9.3 million. For the 36 MTU/acre thermal loading, five additional SD 
boreholes are required. A total of 21 additional years of monitoring is assumed for a total 
delta cost of $6.3 million. For the 83 MTU/acre thermal loading case, three less SD 
boreholes are required. A total of four less years of monitoring is assumed for this case 
for a total delta cost of $1.2 million. For the 11 1 MTU/acre thermal loading case, four 
less SD boreholes are required. A total of six less years of monitoring is assumed for this 
case for a total delta cost of $1.8 million. 

~ 

0.50 

5.96 

The WBS 1.2.3 related delta costs by thermal loading are summarized below in Table H- 
6. 

AML 
(MTU/ 
a m )  

24 

36 

55 

83 

111  

Table H-6 - WBS 1.2.3 Site Investigations Delta Cost for Desired AMLs 

Delta LM-300 Fixed SD uz Subtotal Coordina- Tola1 Dclta 

of SD cost cost cost FT 94 $) Pl'mning (Millions of 
Bore- (Millions of (Millions of (Millions of (Millions of FY 94 $) 

Number Drill Rig Borehole Monitoring (Millions of tion and Cost 

holes FY 94 $) M 94 $) M 94 $) FY 94 $) 
Required 

11 6.49 65.56 9.30 81.35 12.20 93.55 

48.98 5 6.49 29.80 6.30 42.59 6.39 

0 0 0 0 0 0 0 

(3) 0 (17.88) ( 1.20) ( 19.08) (2.86) 

- 

--I____ 

(2 1.94) 

(4) 0 (23.84) ( 1  30)  (25.64) (3.84) (29.48) 
- 
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AML Delta Number of Access Road Cost Total Delta Cost 
(MTU/acre) SD Boreholes (Millions of (Millions of 

Required FY 94 9;) FY 94 $) 

24 1 1  3.3 3.3 

36 5 1.5 1.5 

55 0 0 0 

83 (3) (0.9) (0.9) 

111 (4) ( 1.2) ( 1.2) 

- 

, I  
t! u 

gi 

AML Terrestrial Ecosystems Cost 
(MTU/acre) (Millions of FY 94 $) 

"1 
w 

p 
Total Delta Cost 

(Millions of FY 94 $) 

WBS 1.2.7 Test Facilities Costs: 

24 

36 

The cost of roads to access the SD boreholes is the main cost impact identified in this 
WBS element. Table H-7 provides the delta costs for the desired AMLs. 

0.3 0.3 

0.3 0.3 

WBS 1.2.13 Environment, Safety and Health Costs: 

55 

83 

111 

The cost of the Terrestrial Ecosystems program is the main cost impact identified in this 
WBS element. Table H-8 provides the delta costs for the desired AMLs. 

0 0 

0 0 

0 0 

Table H-7 - WBS 1.2.7 Test Facilities Delta Cost for Desired AMLs 

Table H-8 - WBS 1.2.13 Environment, Safety and Health Delta Cost for Desired AMLs 

Table H-9, "ESAAB Approved Baseline", provides the baseline costs in constant FY 91 dollars. 
The total project cost in FY 91 dollars is $5,685,291,000. In order to put the total project cost 
in FY 94 $, it was escalated using the escalation rates from Table H-IO. The baseline cost in 
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Table €4-9 - ESAAB Approved Baseline 
(Thousands of FY 91 $1 

includes Capital Equipment 
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Table H-10 Escalation Rates February 1993 Update 

ENERGY RESEARCH FOSSIL 
4 NUUlEoQ1 

1976 6.1 6.0 5.7 5.2 

1977 6.2 6.3 6.0 6.0 

1978 7.1 7.3 

1979 9.1 9.6 

1980 9.7 10.1 

1981 9.2 9.4 

1982 6.8 6.6 

I*\$q 1986 1.219 1.3 1.255 0.6 

ra1b5 1987 I193 1.9 1,132 1.8 

I -019 1989,! h 4.2 1,137 

\*\IO 1988 1.14) 4.0 \8\$5 4.7 

4.4 

1990 I-WI 2.8 1,iob 2.3 

'"'* 1991 1.042 2.7 1,077 2.2 

I-000 1992 I*Oz( 1.8 1.059 1.3 

1993 1.- 2.4 1.033 2.3 

1994 3.3 LaoO 3.3 

1995 3.6 3.6 

1996 3.7 3.7 

1997 3.7 3.7 

1998 3.6 3.6 

1999 3.6 3.6 

2000 3.8 3.8 

200 1 3.9 3.8 

2002 3.9 3.8 

6.0 

9.1 

10.7 

9.1 

6.5 

2.9 

2.4 

2.0 

1.3 

1.8 

4.0 

4.5 

2.9 

2.7 

I .6 

2.4 

3.2 

3.6 

3.6 

3.6 

3.5 

3.5 

3.7 

3.0 

3.8 

7.3 

8.9 

9.7 

8.1 

6.3 

3.1 

2.4 

1.6 

1.1 

I .8 

3.2 

3.2 

2.3 

2.2 

1.2 

1.9 

2.5 

3.0 

3.2 

3.4 

3.3 

3.2 

3.3 

3.3 

3.5 
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constant FY 94 dollars is $6,123,058,000 (1.077 inflation factor or index, [Yurow, (1993)l. 
Typically the prior costs are not escalated, but for this study the cost basis was used as a 
reference point from which delta costs were added to indicate the magnitude of the changes. The 
analysis developed delta costs from this baseline in 1994 constant year dollars for different 
assumed thermal loadings of the potential repository. These cost deltas and total project costs 
are summarized in Table H-11 below. 

Baseline Cost 
(Millions of 

FY 94 $) 

6 123.06 

6 123.06 

6 123.06 

6123.06 

6 123.06 

Table H-1 1 - Site Characterization Delta Cost and Total Project Cost for Desired AMLs 

Delta Costs Total Project Costs 
(Millions of (Millions of 

FY 94 $) FY 94 $) 

97.15 6220.50 

50.78 6173.84 

0.0 6 123.06 

(22.84) 6100.22 

(30.68) 6092.38 

I-== (MTU/acre) 

24 
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Cost Analysis Details for the Repository Life Cycle Cost Impacts Due to Thermal Loading 

Justification of Cost Basis 

Except for the Yucca Mountain Site Characterization Project, the Program Cost and Schedule 
Baseline (PCSB) (DOE/RW-0253) [DOE, (1992)l does not control the cost of the First 
Repository Life Cycle Costs (LCC) as a baseline. The First Repository Life Cycle Costs that are 
not baselined include the Engineering and Construction, Emplacement Operations, Caretaker 
Operations, and the Decommissioning and Closure phases of the life cycle. The Yucca Mountain 
Site Characterization Project portion of the First Repository Life Cycle is referred to as the 
Development and Evaluation (D&E) phase and the remainder is referred to as post-D&E. The 
PCSB states "OCRWM regularly prepares costs estimates that extend beyond the end of the 
baseline. The source for all such cost estimates is the most recent approved Total System Life 
Cycle Cost (TSLCC) analysis performed in conjunction with the annual fee adequacy 
assessment.'' Case 4 of the MRS System Study for the Repository, (SAND89-7006) [SNL, 
(1990)], was the basis for the repository input to the last officially published TSLCC report, 
"Analysis of the Total System Life Cycle Cost for the Civilian Radioactive Waste Management 
Program," (DOERW-0236) [DOE, ( 1989a)], and its addendum "Preliminary Estimates of the 
Total-System Cost for the Restructured Program: An Addendum to the May 1989 Analysis of 
the Total-System Life Cycle Cost for the Civilian Radioactive Waste Management Program," 
(DOEBW-0295P) [DOE, (1 990)]. Although not formally incorporated into the technical 
baseline, the changes of the potential repository made in Case 4 of the MRS System Study for 
the Repository have been recommended for use in TSLCC exercises by the DOE. Therefore, 
these costs were used as a cost basis for the Thermal Loading Study. The schedule assumptions 
for the reference case were based on the Addendum to the 1989 TSLCC which used the guidance 
in the "Report to Congress on Reassessment of the Civilian Radioactive Waste Management 
Program," (DOE/RW-0247) [DOE, (1989b)l. 

Analysis Details 

The cost data for Figure 6-1 of the report were taken from the Waste Package Performance 
Allocation Study report [M&O, (1993b)l but escalated to FY 94 $ from FY 93 $. The escalation 
factor of 1.033 was applied to the cost estimates from the referenced report to obtain the cost 
data for Figure 6-1. Table H-10, Escalation Rates February 1993 Update, [Yurow, (1993)l 
contains the escalation rates used for the escalation of all dollars from previous estimates that 
were created in a different base year. The column entitled Energy Research & Nuclear was used 
for the escalation rates. The escalation rate for the year 1994 is 3.3, This is the percentage of 
increase that should be applied to escalate an estimate from FY 93 $ to FY 94 $. The cost data 
for Figure 6-2 is provided in the following Tables H-12 through H-45 in the row entitled 
Subsurface Excavations. The cost data for Figure 6-3 was just the combination of the Yucca 
Mountain Site Characterization Project cost estimates and one of the Repository LCC (post-D&E) 
estimates. 

The Repository LCC Summaries provided in Tables H-12 through H-45 utilize values from the 

c 
f 
i 
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a 
e=- cost basis for areas that were not determined to vary with the design parameters considered. The 

Repository Surface Design, Repository Subsurface Design, and Waste Package Development 
groups. 
[Bali, ( 1  993)], [Bhattacharyya and Rasmussen, (1993)l and [Wallin (1993)l. The method that 
was used to assemble these cost inputs was described in more detail in the Cost Data Appendix 
of the Waste Package Performance Allocation Study [M&O, (1 993b)l. 

costs that were updated in this analysis are based on cost estimates provided by the M&O 

Details of the cost inputs provided to support this study can be found in references: 
I r .  

.- 

M 
I r  
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Table H- 12 Repository LCC (post-D&E) for Cost Basis 

Management and 
Integration 

Cost Basis 

Engineering & Emplacement Caretaker Closure Decommissioning Total 
Construction Operations Operations 

$331.91 $32.35 $3 1.44 $19.64 $8.14 $423.47 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Site Preparation 

Surface Facilities 

ShaftdRamps - 
Underground 

$210.94 $109.38 $19.30 $1.79 $47.22 $388.63 

$488.78 $2,073.49 $26 1.46 $51.84 $40.42 $2,915.99 

$77.70 $17.42 $18.87 $4.36 $0.00 $118.35 

Subsurface 
Excavations 

Underground 
Service Systems 

Waste Package 
Fabrication 

$179.20 $1,139.76 $58.62 $145.32 $0.00 $1,522.89 

$124.73 $863.3 1 $233.79 $195.30 $0.00 $1,417.13 

$0.00 $1,511.30 $10.36 $0.00 $0.00 $1,521.66 

Total Repository 

H -  15 

$1,413.25 I $5,747.00 1 $633.83 1 $418.25 1 $95.78 I $8,308.12 



Table H-13 Repository LCC (post-D&E) for Case 0 

Case 0 
Repository LCC (post-D&E) 

Millions of 1994 $ 

$355.32 1 

Engineering & Emplacement Caretaker Closure Decommissioning Total 
Construction Operations Operations 

Management and $331.91 $32.35 $31.44 $19.64 $8.14 $423.47 
Integration 

Site Preparation $2 10.94 $109.38 $19.30 $1.79 $47.22 $388.63 

Surface Facilities $40.42 I $3,106.18 $2,397.15 I $261.46 I $51.83 I 
$0.00 $107.46 Shafts/Ramps - $78.80 I $12.17 $13.19 $3.30 

Underground 

Subsurface $1,2 17.62 $1,117.54 $58.63 $235.10 $0.00 $2,628.88 
Excavations 

Underground $124.74 $889.65 $242.34 $204.02 $0.00 $1,460.76 
Service Systems 

Waste Package $0.00 $2,895.37 $18.56 $0.00 $0.00 $2,913.93 
Fabrication I 1 I I 

$95.78 1 $11,029.31 Total Repository $2,319.32 1 $7,453.61 I $644.92 I $515.67 1 
i I 

IP b 
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c 

Case 1 

Management and 
Integration 

Site Preparation 

Table H-14 Repository LCC (post-D&E) for Case 1 (HLW Cost Not hcluded in Subsurface Excavations) 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Engineering & Emplacement Caretaker Closure Decommissioning Total 
Construction Operations Operations 

$33 1.91 $32.35 $3 1.44 $19.64 $8.14 $423.47 

$210.94 $109.38 $19.30 $1.79 $47.22 $388.63 

Surface Facilities $397.16 $2,519.07 $26 1.46 $51.83 $40.42 

Shafts/Ramps - $78.80 $12.17 $13.19 $3.30 $0.00 
Underground 

Subsurface $925.90 $756.01 $58.63 $186.2 1 $0.00 
Excavations 

Underground $124.74 $889.65 $242.34 $204.02 $0.00 
Service Systems 

Waste Package $0.00 $5,523.84 $28.16 $0.00 $0.00 
Fabrication 

$3,269.94 

$107.46 

$1,926.75 

$1,460.76 

$5,552.00 

Total Repository 

- 

H - 17 

$2,069.45 I $9,842.46 I $654.52 1 $466.79 I $95.78 $13,129.0 1 



Table H-15 Repository LCC (post-D&E) for Case 2 (HLW Cost Not Included in Subsurface Excavations) 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Engineering & Emplacement Caretaker Closure Decommissioning Total 
Construction Operations Operations 

Management and $33 1.9 1 $32.35 $3 1.44 $19.64 $8.14 $423.47 
Integration 

Site Preparation $2 10.94 $109.38 $19.30 $1.79 $47.22 $388.63 

Surface Facilities $397.16 $2,5 19.07 $26 1.46 $5 1.83 $40.42 $3,269.94 

ShaftdRamps - $78.80 $12.17 $13.19 $3.30 $0.00 $107.46 
Underground 

Subsurface $875.44 $740.08 $58.63 $177.09 $0.00 $1,851.24 
Excavations 

Underground $124.74 $889.65 $242.34 $204.02 $0.00 $1,460.76 
Service Systems 

Waste Package $0.00 $5,523.84 $28.16 $0.00 $0.00 $5,552.00 
Fabrication 

Total Repository $2,018.98 $9,826.53 $654.52 $457.67 $95.78 $13,053.50 
I 

3 I 
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Emplacement 
Operations 

Caretaker 
Operations 

$8.14 $423.47 

$0.00 

$0.00 

$95.78 

$1,460.76 

$5,552.00 

$13,000.19 

Table H-16 Repository LCC (post-D&E) for Case 3 (HLW Cost Not Included in Subsurface Excavations) 

Case 3 
Repository LCC (post-D&E) 

Millions of 1994 $ 

~~ 

Engineering & 
Construction 

Closure 

$331.91 
$32*35 I ~ $3 1.44 $19.64 Management and 

Integration 

Site Preparation 
$109*38 I $19.30 $1.79 $47.22 I $388.63 $210.94 

$397.16 $26 1.46 $51.83 $40.42 1 $3,269.94 $2,5 19.07 Surface Facilities 
~ 

Shafts/Ramps - 
Underground 

$78.80 
$12si7 i $13.19 $3.30 $0.00 I $107.46 

$839.82 $728.83 1 $58.63 $170.65 $0.00 1 $1,797.93 Subsurface 
Excavations 

Underground 
Service Systems 

$124.74 
$889-65 1 ~ $242.34 $204.02 

Waste Package 
Fabrication 

$0.00 I $5,523.84 I $28.16 $0.00 

Total Repository $1,983.36 $654.52 $45 1.23 $9,815.29 
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Table H-17 Repository LCC (post-D&E) for Case 4 (HLW Cost Not Included in Subsurface Excavations) 

Case 4 

Management and 
Integration 

Repository LCC (post-D&E) 
Millions of 1994 !$ 

Engineering & Emplacement Caretaker Closure Decommissioning Total 
Construction Operations Operations 

$331.91 $32.35 $3 1.44 $19.64 $8.14 $423.47 

Site Preparation $2 10.94 $109.38 $19.30 $1.79 $47.22 $388.63 

Surface Facilities $397.16 $2,5 19.07 $26 1.46 $5 1.83 $40.42 $3,269.94 

$3.30 $0.00 $107.46 ShaftdRamps - $78.80 $12.17 $13.19 
Underground 

Subsurface $1,007.37 $2,12 1.87 $58.63 $128.97 $0.00 $3,316.84 
, Excavations I 

$242.34 1 $204.02 1 $0.00 1 $1,460.76 
$124-74 I Underground 1 

Service Systems 1 

$2,150.91 $11,208.33 i $654.52 I Total Repository 
i j 

$28.16 1 . $0.00 I $0.00 I $5,552.00 Waste Package 1 $0.00 I $5,523.84 I 
I // Fabrication I s I 1 I 

$409.5 5 $95.78 $14,519.10 
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Table H-18 Repository LCC (post-D&E) for Case 5 (HLW Cost Not Included in Subsurface Excavations) 

Case 5 
Repository LCC (post-D&E) 

Millions of 1994 $ 

Engineering & 
Construction 

Closure Decommissioning 

$19.64 $8.14 

$1.79 $47.22 

$5 1.83 $40.42 

$3.30 $0.00 

$99.87 $0.00 

$204.02 $0.00 

$0.00 $0.00 

$380.45 $95.78 

Total 

$423.47 

$388.63 

$3,269.94 

$107.46 

$3,073.79 

$1,460.76 

$5,552.00 

$14,276.05 

Management and 
Integration 

Site Preparation 

Surface Facilities 

$331.91 

$2 10.94 

$397.16 

ShaftdRamps - 
Underground 

$78.80 

Subsurface 
Excavations 

Emplacement 
Operations 

$846.34 

$32.35 

Underground 
Service Systems 

$109.38 

$124.74 

$25 19.07 

Waste Package 
Fabrication 

$12.17 

$0.00 

$2,068.95 

Total Repository 

$889.65 

$1,989.89 

$5,523.84 

$1 1,155.41 

Caretaker 
Operations 

$3 1.44 

$19.30 

$26 1.46 

$13.19 

$58.63 

$242.34 

$28.16 

$654.52 
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Table H-19 Repository LCC (post-D&E) for Case 6 (HLW Cost Not Included in Subsurface Excavations) 

Engineering & 
Construction 

$331.91 

$210.94 

$397.16 

$78.80 

$73 1.33 

$124.74 

$0.00 

$1,874.87 

Repository LCC (post-D&E) 
Millions of 1994 $ Case 6 

Emplacement Caretaker Closure Decommissioning Total 
Operations Operations 

$32.35 $3 1.44 $19.64 $8.14 $423.47 

$109.38 $19.30 $1.79 $47.22 $388.63 

$2,5 19.07 $26 1.46 $5 1.83 $40.42 $3,269.94 

$13.19 $3.30 $0.00 $107.46 $12.17 

$2,03 1.15 $58.63 $79.08 $0.00 $2,900.19 

$889.65 $242.34 $204.02 $0.00 $1,460.76 

$5,523.84 $28.16 $0.00 $0.00 $5,552.00 

$359.66 $95.78 $14,102.45 $1 1,117.61 I $654.52 

Management and 
Integration 

Site Preparation 

Surface Facilities 

ShaftdRamps - 
Underground 

Subsurface 
Excavations 

Underground 
Service Systems 

Waste Package 
Fabrication 

Total Repository 
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Table H-20 Repository LCC (post-D&E) for Case 7 (HLW Cost Not Included in Subsurface Excavations) 

Case 7 
Repository LCC (post-D&E) 

Millions of 1994 $ 

Engineering & Emplacement Caretaker Closure Decommissioning Total 
Construction Operations Operations 

Management and $331.91 $32.35 $3 1.44 $19.64 $8.14 $423.47 
Integration 

$210.94 $109.38 $19.30 $1.79 $47.22 $388.63 Site Preparation 

Surface Facilities $397.16 $2,5 19.07 $26 1.46 $51.83 $40.42 $3,269.94 

' 

I 

ShaftdRamps - $78.80 $12.17 $13.19 $3.30 $0.00 $107.46 
Underground 

Subsurface $622.09 $2,120.74 $58.63 $152.85 $0.00 $2,954.3 1 
Excavations 

Underground $124.74 $889.65 $242.34 $204.02 $0.00 $1,460.76 
Service Systems 

Waste Package $0.00 $5,523.84 $28.16 ' $0.00 $0.00 $5,552.00 
Fabrication 

Total Repository $1,765.63 $1 1,207.20 $654.52 $433.43 $95.78 $14,156.57 
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Table H-21 Repository LCC (post-D&E) for Case 8 (HLW Cost Not Included in Subsurface Excavations) 

Case 8 

Management and 
Inteeration 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Engineering & Emplacement Caretaker Closure Decommissioning Total 
Construction Operations Operations 

$331.91 $32.35 $31.44 $19.64 $8.14 $423.47 

Site Preparation 

Surface Facilities 

ShaftdRarnps - 
Underground 

Subsurface 
Excavations 

$210.94 1 $109.38 $19.30 $1.79 $47.22 $388.63 

$397.16 $2,5 19.07 $26 1.46 $51.83 $40.42 $3,269.94 

$78.80 $12.17 $13.19 $3.30 $0.00 $107.46 

$57 3.45 $2,105.39 $58.63 $144.06 $0.00 $2,88 1.52 

Underground 
Service Systems 

Waste Package 
Fabrication 

H - 24 

$124.74 $889.65 $242.34 $204.02 $0.00 $1,460.76 

$0.00 $5,523.84 $28.16 $0.00 $0.00 $5,552.00 
1 I I 

L 

Total Repository 

9. 

$654.52 j $424.64 $95.78 $14,083.78 $1,7 16.99 $11,191.84 

1 

Ir B 



Table H-22 Repository LCC (post-D&E) for Case 9 (HLW Cost Not Included in Subsurface Excavations) 

Case 9 

Management and 
Integration 

Site Preparation 

Surface Facilities 

ShaftdRamps - 
Underground 

Subsurface 
Excavations 

Underground 
Service Systems 

Waste Package 
Fabrication 

Total Repository 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Engineering & Emplacement Caretaker Closure Decommissioning Total 
Construction Operations Operations 

$331.91 $32.35 $3 1.44 $19.64 $8.14 $423.47 

$210.94 $109.38 $19.30 $1.79 $47.22 $388.63 

$397.16 $23  19.07 $26 1.46 $51.83 $40.42 $3,269.94 

$78.80 $12.17 $13.19 $3.30 $0.00 $107.46 

$539.12 $2,094.55 $58.63 $137.85 $0.00 $2,830.15 

$124.74 $889.65 $242.34 $204.02 $0.00 $1,460.76 

$0.00 $5,523.84 $28.16 $0.00 $0.00 $5,552.00 

$1,682.66 $11,181.01 $654.52 $418.43 $95.78 $14,032.40 
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Table H-23 Repository LCC (post-D&E) for Case 10 (HLW Cost Not Included in Subsurface Excavations) 

Repository LCC (post-D&E) 
Millions of 1994 $ Case 10 

Engineering & Emplacement Caretaker Closure Decommissioning Total 
Construction Operations Operations 

Management and $331.91 $32.35 $3 1.44 $19.64 $8.14 $423.47 
Integra tion 

Site Preparation $2 10.94 $109.38 $19.30 $1.79 $47.22 $388.63 

Surface Facilities $397.16 I $2,519.07 I $261.46 1 $51.83 I $40.42 I $3,269.94 
~~ 

ShafWRamps - $78.80 $12.17 $13.19 $3.30 $0.00 $1 07.46 
Underground 

Subsurface $1,507.07 $2,148.50 $58.63 $262.33 $0.00 $3,976.52 
Excavations I 

~ 

$0.00 $1,460.76 

$0.00 $5,552.00 

$542.9 1 $95.78 $15,178.78 

$204-02 i $889.65 $242.34 

Waste Package $0.00 $5,523.84 $28.16 $0.00 

Underground 
Service Systems 

Fabrication 

Total Repository $2,650.62 $1 1,234.96 $654.52 

P a B .I 
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Table H-24 Repository LCC (post-D&E) for Case 11 (HLW Cost Not Included in Subsurface Excavations) 

Engineering & 
Construction 

Case 11 

Emplacement Caretaker 1 Closure I Decommissioning 
Operations Operations 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Management and 
Integration 

Site Preparation 

Surface Facilities 

~ ~~ ~. 

$331.91 $32.35 $3 1.44 $19.64 

$2 10.94 $109.38 $19.30 $1.79 $47.22 

$397.16 $2,5 19.07 $26 1.46 $51.83 $40.42 

$8.14 

ShaftdRamps - 
Underground 

Subsurface 
Excavations 

Underground 

Waste Package 

Service Systems 

Fabrication 

Total Repository 

$78.80 $12.17 $13.19 $3.30 $0.00 

$1,458.43 $2,133.14 $58.63 $253.54 $0.00 

$124.74 $889.65 $242.34 $204.02 $0.00 

$0.00 $5,523.84 $28.16 $0.00 $0.00 

$2,601.98 $1 1,219.60 $654.52 $534.1 1 $95.78 

Total 

$423.47 

$388.63 

$3.269.94 

$107.46 

$3,903.74 

$1,460.76 

$5,552.00 

$15,106.00 
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Table H-25 Repository LCC (post-D&E) for Case 12 (HLW Cost Not Included in Subsurface Excavations) 

Case 12 
Repository LCC (post-D&E) 

Millions of 1994 $ 

! Closure Decommissioning 
Operations Caretaker I I Engineering & Emplacement 

Construction Operations 
~~ 

Management and $33 1.9 1 $32.35 $3 1.44 $19.64 $8.14 $423.47 
Integration 

Site Preparation $2 10.94 $109.38 $19.30 $1.79 $47.22 $388.63 

Surface Facilities $397.16 $2,5 19.07 $26 1.46 $5 1.83 $40.42 $3,269.94 

ShaftdRamps - $78.80 $12.17 $13.19 $3.30 $0.00 $107.46 
Underground 

Subsurface $1,424.10 $2,122.3 1 $58.63 $247.3 3 $0.00 $3,852.36 
Excavations 

Underground $124.74 $889.65 
Service Systems 

Waste Package $0.00 $5,523.84 $28.16 $0.00 $0.00 $5,552.00 
Fabrication I 

Total Repository $2,567.64 $1 1,208.76 $654.52 i $527.91 $95.78 $15,054.62 

$242.34 $204.02 $0.00 $1,460.76 

I 
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Table H-26 Repository LCC (post-D&E) for Case 13 (HLW Cost Not Included in Subsurface Excavations) 

Engineering & Emplacement Caretaker Closure 
Construction Operations Operations 

$33 1.91 $32.35 $3 1.44 $19.64 

$2 10.94 $109.38 $19.30 $1.79 

$373.26 $2,454.1 1 $261.46 $5 1.83 

$78.80 $12.17 $13.19 $3.30 

$438.86 $1,193.65 $58.63 $1 12.39 

$124.74 $889.65 $242.34 $204.02 

$0.00 $4,485.54 $15.86 $0.00 

$1,558.50 $9,176.85 $642.22 $392.97 

Management and 
Integration 

Decommissioning Total 

$8.14 $423.47 

$47.22 $388.63 

$40.42 $3,18 1.08 

$0.00 $107.46 

$0.00 $1,803.53 

$0.00 $1,460.76 

$0.00 $430 1.40 

$95.78 $1 1,866.33 

~~ 

Site Preparation 

Surface Facilities 

ShaftdRamps - 
Underground 

Subsurface 
Excavations 

Underground 
Service Systems 

Waste Package 
Fabrication 

Total Repository 

Repository LCC (post-D&E) 
Millions of 1994 $ 
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Table H-27 Repository LCC (post-D&E) for Case 14 (HLW Cost Not Included in Subsurface Excavations) 

Engineering & 
Construction 

$331.91 

$210.94 

$373.26 

$78.80 

$390.22 

$124.74 

$0.00 

$1,509.86 

Case 14 

Emplacement Caretaker Closure Decommissioning Total 
Operations Operations 

$32.35 $3 1.44 $19.64 $8.14 $423.47 

$109.38 $19.30 $1.79 $47.22 $388.63 

$5 1.83 $40.42 $3,181.08 

$0.00 $107.46 

$2,454.1 1 $26 1.46 

$12.17 $13.19 $3.30 

$1,178.29 $58.63 $103.60 $0.00 $1,730.74 

$0.00 $1,460.76 

$4,485.54 $15.86 I $0.00 $0.00 $430 1.40 

$9,161.50 $642.22 $384.18 $95.78 $1 1,793.54 

$889.65 $242.34 $204.02 

~~ ~~ 

Management and 
Integration 

Site Preparation 

Surface Facilities 

ShaftdRamps - 
Underground 

Subsurface 
Excavations 

Underground 
Service Systems 

Waste Package 
Fabrication 

~ ~~~ ~ 

Total Repository 

Repository LCC (post-D&E) 
Millions of 1994 $ 
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Table H-28 Repository LCC (post-D&E) for Case 15 (HLW Cost Not Included in Subsurface Excavations) 

Engineering & 
Construction 

$33 1.9 1 

$210.94 

Case 15 

Management and 

Emplacement Caretaker Closure Decommissioning 
0 pera tions Operations 

$32.35 $3 1.44 $19.64 $8.14 

$109.38 $19.30 $1.79 $47.22 

11 Integration 

$124.74 

$0.00 

$1,474.90 

Site Preparation /I 

$889.65 $242.34 $204.02 $0.00 

$4,485.54 $15.86 ' $0.00 $0.00 

$9,150.46 $642.22 $377.86 $95.78 

Surface Facilities /I 
ShaftdRamps - ll Underground 

Subsurface 
Excavations 

Underground 
Service Systems 

Waste Package 
Fabrication 

Total Repository 

Repository LCC (post-D&E) 
Millions of 1994 $ 

$373.26 1 $2,454.11 1 $261.46 1 $51.83 1 $40.42 

$78-80 1 $12.17 I $l3.l9 I $3-30 1 $0.00 

$355.26 1 $1,167.26 I $58.63 I $97.28 1 $0.00 

Total 

$423.47 

$388.63 

$3,18 1.08 

$107.46 

$1,678.43 

$1,460.76 

$430 1.40 

$11,741.23 
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Table H-29 Repository LCC (post-D&E) for Case 16 (HLW Cost Not Included in Subsurface Excavations) 

$1,453.62 

Management and 

1 I 

i 
$9,143.75 $642.22 $374.02 $95.78 j $11,709.39 

Site Preparation I1 
Surface Facilities /I 
ShaftdRamps - II Underground 

Subsurface 

Underground 
Service Systems 

Waste Package /I Fabrication 

Total Repository ll 

I t 

Repository LCC (post-D&E) 
Millions of 1994 $ 
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Table H-30 Repository LCC (post-D&E) for Case 17 (HLW Cost Not Included in Subsurface Excavations) 

I 

Management and 
Integration 

Site Preparation 

Surface Facilities 

Shafts/Ramps - 
Underground 

Subsurface 
Excavations 

Underground 
Service Systems 

Waste Package 
Fabrication 

Total Repository 

Case 17 

Engineering & Emplacement Caretaker Closure Decommissioning Total 
Construction Operations Operations 

$33 1.91 $32.35 $3 1.44 $19.64 $8.14 $423.47 

$210.94 $109.38 $19.30 $1.79 $47.22 $388.63 

$373.26 $2,454.11 $26 1.46 $51.83 $40.42 $3,18 1.08 

$78.80 $12.17 $13.19 $3.30 $0.00 $107.46 

$323.34 $1,157.18 $58.63 $91.51 $0.00 $1,630.66 

$124.74 $889.65 $242.34 $204.02 $0.00 $1,460.76 

$0.00 $4,485.54 $15.86 $0.00 $0.00 $450 1.40 

$372*09 $11,693.46 $95.78 

Repository LCC (post-D&E) 
Millions of 1994 $ 
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Table H-31 Repository LCC (post-D&E) for Case 18 (HLW Cost Not Included in Subsurface Excavations) 

Engineering & 
Construction 

Case 18 

Emplacement Caretaker 1 Closure 1 Decommissioning 
Operations Operations 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Underground 
Service Systems 

Waste Package 
Fabrication 

$124.74 1 $889.65 $242.34 $204.02 $0.00 

$0.00 $4,485.54 $15.86 ' $0.00 $0.00 
I I I 

$8.14 
$331-91 I Management and 

Integration 

Site Preparation 
$210.94 I $109-38 I $19*30 I $1*79 I $47.22 

Surface Facilities $2,454,11 
$373*26 I $261.46 1 $51.83 1 $40.42 

ShaftslRamps - 
Underground $12.17 I $13.19 I $3-30 I $0.00 

Subsurface 
Excavations 

$909.00 $1,208.39 I $58.63 I $170.55 I $0.00 

Total Repository $2,028.65 1 
i 
I 

$642.22 I $451.13 1 
I 

$95.78 

H - 34 

Total 

$423.47 

$388.63 

$3,181.08 

$107 -46 

$2,346.58 

$1,460.76 

$4,501 -40 

$1 2,409.3 8 



Table H-32 Repository LCC (post-D&E) for Case 19 (HLW Cost Not Included in Subsurface Excavations) 

Management and 
Integration 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Engineering & Emplacement Caretaker Closure 
Construction Operations Operations 

$33 1.91 $32.35 $3 1-44 $19.64 

Subsurface 
Excavations 

Underground 
Service Systems 

Fabrication 
Waste Package 

11 Total Repository 

$51.83 
$373*26 I $261-46 I Surface Facilities 

$863.40 $1,194.00 $58.63 $162.3 1 

$124.74 $889.65 $242.34 $204.02 

$0.00 $4,485.54 $15.86 $0.00 

$1,983.05 $9,177.20 $642.22 $442.89 

Shafts/Ramps - 
Underground $78.80 I $12.17 I $13.19 I $3.30 

I $423.47 

$47.22 1 $388.63 

$40.42 I $3,181.08 

$0.00 1 $2,278.34 

$0.00 $1,460.76 

$0.00 $4,50 1.40 

$95.78 $12,341.14 
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Table H-33 Repository LCC (post-D&E) for Case 20 (HLW Cost Not Included in Subsurface Excavations) 

Case 20 
Repository LCC (post-D&E) 

Millions of 1994 $ 

Engineering & Emplacement Caretaker Closure Decommissioning 
Construction Operations Operations 

Management and $331.91 $32.35 $3 1.44 $19.64 $8.14 
Integration 

site Preparation I $210.94 I $109.38 I $19.30 I $1.79 I $47.22 

Surface Facilities $373.26 $2,454.11 $26 1.46 $5 1.83 $40.42 

ShaftdRamps - $78.80 $12.17 $13.19 $3.30 $0.00 

Subsurface $826.92 $1,182.49 $58.63 $155.72 $0.00 

Underground 

Excavations 

I1 I 

Total 

$423.47 

$388.63 

$3,181.08 

$107.46 

$2,223.75 

$1,460.76 

$4,50 1-40 

$12,286.56 

Underground $124.74 $889.65 $242.34 $204.02 $0.00 

Waste Package $0.00 $4,485.54 $15.86 $0.00 $0.00 

Service Systems 

Fabrication 

Total Repository $1,946.57 $9,165.69 $642.22 1 $436.30 I $95.78 
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Table H-34 Repository LCC (post-D&E) for Case 21 (HLW Cost Not Included in Subsurface Excavations) 

Case 21 
Repository LCC (post-D&E) 

Millions of 1994 $ 

Management and 

Site Preparation 

Engineering & 
Construction 

$331.91 

$2 10.94 

$373.26 Surface Facilities 

Emplacement Caretaker Closure Decommissioning Total 
Operations Operations 

$32.35 $3 1.44 $19.64 $8.14 $423.47 

$109.38 $19.30 $1.79 $47.22 $388.63 

$2,454.11 $26 1.46 $51.83 $40.42 $3,181.08 

ShaftdRamps - 
Underground 

$78.80 

$804.12 Subsurface 
Excavations 

$12.17 $13.19 $3.30 $0.00 $107.46 

$0.00 $2,189.64 $1,175.29 $58.63 $15 1.60 

Underground 
Service Systems 

Waste Package 
Fabrication 

$124.74 

$0.00 

Total Repository 

$889.65 $242.34 $204.02 $0.00 $1,460.76 

$4,485.54 $15.86 $0.00 $0.00 $430 1.40 

$1,923.77 $9,158.49 $642.22 1 $432.18 1 $95.78 1 $12,252.44 
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Table H-35 Repository LCC (post-D&E) for Case 22 (HLW Cost Not Included in Subsurface Excavations) 

Case 22 
Repository LCC (post-D&E) 

Millions of 1994 $ 

Management and 
Integration 

Engineering & Emplacement Caretaker 
Construction Operations Operations 

$331.91 $32.35 $3 1.44 

Surface Facilities 

Closure 

$373-26 I 

Decommissioning I Total 
I 

$26 1.46 

$19.64 

$1.79 

$51.83 

$3.30 

$149.67 

$204.02 

$0.00 

$430.25 

$8.14 $423.47 

$47.22 $388.63 

$40.42 $3,181.08 

$107.46 $0.00 

$0.00 $2,173.7 1 

$0.00 $1,460.76 

$0.00 $4,501.40 

$95.78 $12,236.52 

I I i 

Site Preparation 

H - 38 

$210.94 I $109.38 1 $19.30 

Shafts/Ramps - 
Underground 

Subsurface 
Excavations 

Underground 
Service Systems 

Waste Package 
Fabrication 

Total Repository 

b 

$78.80 $12.17 $13.19 

$793.48 $1,17 1.93 $58.63 

$124.74 $889.65 $242.34 

$0.00 $4,485.54 $15.86 

$1,9 13.13 $9,155.13 $642.22 

b 8 P a 



Engineering & 
Construction 

Emplacement Caretaker 
Operations Operations 

Waste Package 
Fabrication 

Total Repository 

$0.00 $3,709.53 $12.57 

$1,6 16.64 $8,072.45 $638.93 

Table H-36 Repository LCC (post-D&E) for Case 23 (HLW Cost Not Included in Subsurface Excavations) 

Case 23 
Repository LCC (post-D&E) 

Millions of 1994 $ 

Closure Decommissioning Total 

~~ ~~ 

Management and 
Integration $331.91 l 

____ 

$3 1.44 $8.14 $423.47 $19.64 

Site Preparation I $210.94 I $109.38 I $19.30 $1.79 $47.22 $388.63 

Surface Facilities $370.33 1 $2,433.72 1 $3,157.76 $26 1.46 $51.83 $40.42 

Shafts/Ramps - 
Underground $78*80 I $13.19 $3.30 $0.00 $107.46 $12.17 

$499.93 1 $137 1.05 Subsurface 
Excavations 

$126.83 $0.00 

$124.74 I $889-65 I $242.34 $204.02 $0.00 $1,460.76 Underground 
Service Systems 

$3,722.10 $0.00 $0.00 

$407.41 $95.78 $1033 1.22 
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Table H-37 Repository LCC (post-D&E) for Case 24 (HLW Cost Not Included in Subsurface Excavations) 

Total Repository 

4 a) 

H - 40 
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Table H-38 Repository LCC (post-D&E) for Case 25 (HLW Cost Not Included in Subsurface Excavations) 

Emplacement 
Operations 

Case 25 

Caretaker Closure Decommissioning Total 
Operations 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Management and 
Integration 

Site Preparation 

Surface Facilities 

ShaftdRamps - 
Underground 

Subsurface 
Excavations 

Engineering & 
Construction 

$33 1.9 1 

$210.94 

$370.33 

$78.80 

$417.81 

$3,709.53 

$8,046.53 

~~ 

Underground 
Service Systems 

$12.57 $0.00 $0.00 $3,722.10 

$124.74 

Total Repository 

~ 

Waste Package 
Fabrication 

$1,534.52 

$0.00 

$32.35 I $31.44 I $19.64 I $8.14 I $423.47 

$109.38 I $19*30 I $1.79 I $47.22 I $388.63 

$40.42 I $3,157.76 $2,433.72 I $261.46 1 $51.83 I 

$12.17 I $13.19 I $3*30 1 $0.00 I $107.46 

$859.74 I $58.63 I $111.99 1 $0.00 1 $1,448.17 

$889.65 I $242.34 1 $204.02 I $0.00 I $1,460.76 

$638.93 I $392.57 I $95.78 I $10,708.34 
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Table H-39 Repository LCC (post-D&E) for Case 26 (HLW Cost Not Included in Subsurface Excavations) 

/ Repository LCC (post-D&E) 
Millions of 1994 $ Case 26 

I Emplacement Caretaker Closure Decommissioning 
Operations Operations 

Engineering & 
Construction 

$331.91 Management and 
Integration $32.35 I I $423-47 

Site Preparation $210.94 
$109-38 1 $19.30 I 

I $1-79 I $47.22 1 $388.63 

Surface Facilities 
$2,433*72 I $261.46 I $51*83 I $40.42 1 $3,157.76 $370.33 

ShaftdRamps - 
Underground 

$78.80 
~~ 

$0.00 I $107.46 
I 

$12.17 

$852.78 I $58.63 I $108.01 1 $0.00 I $1,415.20 Subsurface 
Excavations 

$395.78 

$242.34 1 $204.02 I Underground $124.74 
Service Systems 

Waste Package 
Fabrication 

$0.00 $3,709.53 I $12.57 I $0.00 I $0.00 I $3,722.10 

Total Repository $8,039.58 1 
I 

$638.93 1 $388.59 1 $95.78 1 $10,675.37 $13  12.49 
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Table H-40 Repository LCC (post-D&E) for Case 27 (HLW Cost Not Included in Subsurface Excavations) 

Caretaker 
Operations 

$31.44 

$19.30 

$26 1.46 

$13.19 

$58.63 

$242.34 

$12.57 

$638.93 
I 

Case 27 

Closure Decommissioning Total 

$19.64 $8.14 $423.47 

$1.79 $47.22 $388.63 

$51.83 $40.42 $3,157.76 

$3.30 $0.00 $107.46 

$105.84 $0.00 $1,397.22 

$204.02 $0.00 $1,460.76 

$0.00 $0.00 $3,722.10 

$386.42 $95.78 $10,657.39 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Management and 
Integration 

Engineering & Emplacement 
Construction Operations 

$331.91 $32.35 

~~ 

Site Preparation 
$210-94 I $109.38 

Surface Facilities $370.33 I $2,433.72 

ShaftdRamps - 
Underground $78*80 I $12.17 

Subsurface 
Excavations $383*76 I $848.99 

Underground 
Service Systems I $889.65 

Waste Package 
Fabrication 

$0.00 1 $3,709.53 

Total Repository $8,035.79 
$17500-48 I 
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Table H-41 Repository LCC (post-D&E) for Case 28 (HLW Cost Not Included in Subsurface Excavations) 

Case 28 
Repository LCC (post-D&E) 

Millions of 1994 $ 

__ 

Engineering & 
Construction 

Management and 
Integration 

$331.91 

Site Preparation $2 10.94 

Surface Facilities $370.33 

ShaftsJRamps - 
Underground 

$78.80 

Subsurface 
Excavations 

$898.39 

Underground 
Service Systems 

$124.74 

Waste Package 
Fabrication 

I 

$0.00 

Total Repository $2,015.11 

Emplacement Caretaker Closure Decommissioning Total 
Operations Operations 

$32.35 $3 1-44 $19.64 $8.14 $423.47 

$109.38 $19.30 $1.79 $47.22 $388.63 

$2,433.72 $26 1.46 $5 1.83 $40.42 $3,157.76 

$12.17 $13.19 $3.30 $0.00 $107.46 

$832.44 $58.63 $169.28 $0.00 $1,958.75 

$889.65 $242.34 $204.02 I $0.00 $1,460.76 

$3,709.53 $12.57 I $0.00 I $0.00 I $3,722.10 

$8,0 19.24 $638.93 i $449.86 1 $95.78 $1 1,218.92 

I 

1 1 

! I I 

I 1 

3 i I P 

H - 4 4  
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L 

Caretaker 
Operations 

$31.44 

Table H-42 Repository LCC (post-D&E) for Case 29 (HLW Cost Not Included in Subsurface Excavations) 

Closure Decommissioning Total 

$19.64 $8.14 $423.47 

Case 29 

$242.34 

$12.57 

Engineering & r Construction 

$204.02 $0.00 $1,460.76 

' $0.00 $0.00 $3,722.10 

$331.91 

Underground 
Service Systems 

Waste Package 
Fabrication 

Total Repository 

Management and 

Site Preparation $210.94 

$124.74 

$0.00 

$1,967.04 

Surface Facilities /I $370.33 

ShaftdRamps - ll Underground 
$78.80 

Subsurface /I Excavations 
$850.33 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Emplacement 
Operations 

$32.35 

$109.38 

$2,433.72 

$12.17 

$817.27 

$889.65 

$3,709.53 

$8,004.07 

$19.30 I $1.79 1 $47.22 I $388.63 

$261.46 I $51.83 1 $40.42 I $3,157.76 

$13.19 I $3*30 I $107.46 
$O.OO I 

$58.63 I $160.60 1 $0.00 I $1,886.82 

$638.93 r-- $441.17 I $95.78 I $11,147.00 
I I I 
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Table H-43 Repository LCC (post-D&E) for Case 30 (HLW Cost Not Included in Subsurface Excavations) 

Engineering & 
Construction 

$331.91 

$2 10.94 

Case 30 

Emplacement Caretaker Closure Decommissioning Total 
Operations Operations 

$32.35 $3 1.44 $19.64 $8.14 $423.47 

$109.38 $19.30 $1.79 $47.22 $388.63 

I 

$370.33 

$78.80 

$8 14.27 

$124.74 

Site Preparation /I 
$2,433.7 2 $26 1.46 $5 1.83 $40.42 $3,157.76 

$12.17 $13.19 $3.30 $0.00 $107.46 

$154.08 $0.00 $1,832.88 

$889.65 $242.34 $204.02 $0.00 $1,460.76 

$805.89 $58.63 

I 

Surface Facilities I/ 

I 

$1,930.99 1 $7,992.69 
I 

I 

Shafts/Ramps - I/ Underground 

$95.78 $1 1,093.05 $638.93 $434.66 1 
I 

Subsurface 

Underground 

Waste Package 
Fabrication 

Total Repository I/ 

Repository LCC (post-D&E) 
Millions of 1994 $ 

$0.00 1 i $3,709.53 1 $12.57 I I $0.00 I 1 $0.00- [ I $3,722.10 
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Table H-44 Repository LCC (post-D&E) for Case 31 (HLW Cost Not Included in Subsurface Excavations) 

Engineering & 
Construction 

Case 31 

Total Closure Decommissioning 
0 per ations Caretaker 1 I Emplacement 

Operations 

Repository LCC (post-D&E) 
Millions of 1994 $ 

Management and 
Integration 

Site Preparation 

Surface Facilities 

ShaftdFIamps - 
Underground 

Subsurface 
Excavations 

Underground 
Service Systems 

Waste Package 
Fabrication 

$331.91 $32.35 $3 1.44 $19.64 $8.14 $423.47 

$210.94 $109.38 $19.30 $1.79 $47.22 $3 8 8.63 

$370.33 $2,433.72 $261.46 $5 1.83 $40.42 $3,157.76 

$78.80 $12.17 $13.19 $3.30 $0.00 $107.46 

$793.24 $799.25 $58.63 $150.28 $0.00 $1,801.41 

$124.74 $889.65 $242.34 $204.02 $0.00 $1,460.76 

$0.00 $3,709.53 $12.57 $0.00 $0.00 $3,722.10 

~ 

Total Repository $1,909.96 
~ ~~ 

$7,986.05 $638.93 $430.86 $95.78 $1 1,061.58 
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Table H-45 Repository LCC (post-D&E) for Case 32 (HLW Cost Not Included in Subsurface Excavations) 

Decommissioning 

$8.14 

$47.22 

Case 32 7 
Total 

$423.47 

$388.63 

Repository LCC (pod-D&E) 
Millions of 1994 $ 

Management and 
Integration 

Site Preparation 

Surface Facilities 

Engineering & Emplacement Caretaker Closure 
Construction Operations Operations 

$331.91 $32.35 $3 1.44 $19.64 

$210.94 $109.38 $19.30 $1.79 

$370.33 $2,433.72 $26 1.46 $51.83 

~~~ 

Shafts/Ramps - 
Underground 

Subsurface 
Excavations 

$12.17 $13.19 $0.00 

$0.00 

$0.00 

$0.00 

$95.78 

I 

$107.46 

$1,785.67 

$1,460.76 

$3,722.10 

$1 1,045.85 
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~ 

Underground 
Service Systems 

Waste Package 
Fabrication 

Total Repository 

IC 

$124.74 $889.65 $242.34 $204.02 

$0.00 $3,709.53 $12.57 $0.00 

$1,899.44 $7,982.73 $638.93 $428.96 

a 1 a 
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Preliminary Evaluation of Geochemical 

Appendix I 
Geochemistry 

Effects of Various Repository Thermal Loads 

The evaluations included in this report are very preliminary and should be considered as 
equivalent to the results of an elicitation session. An attempt has been made to answer 
questions in spite of insufficient data. Rigorous documentation of statements in the report 
has been omitted because the time available was insufficient to check existing references. 

Geochemical Processes of Concern 

This preliminary assessment concentrates on three general geochemical processes. 
mineral dehydration is the loss of internal water from zeolites, clays, and volcanic glass. This 
process is probably a largely reversible process for these phases although the loss of water 
over periods of year may be partly irreversible and may cause irreversible structural changes 
in zeolites and clays (Bish, 1990; Vaniman and others, in press). It is not  known that such 
changes have any effect on the sorptive characteristics of the minerals. The contraction of the 
crystal structures accompanying dehydration of the affected minerals may cause irreversible 
changes in bulk hydraulic properties. 

First, 

The second process in crystallization of volcanic glass to a secondary mineral assemblage. 
The term "zeolitization" is used in the thermal effects charts as a generic description of the 
various zeolite-clay-silica mineral assemblages that typify low- and moderate-temperature 
alteration of rocks containing silicic volcanic glass. In nonwelded tuffs, this process causes a 
reduction in hydraulic conductivity (Loeven, 1993) due perhaps to secondary-mineral 
cementation. In welded tuffs, the process ins expected to causes a reduction in porosity, but 
the effects on hydraulic conductivity are more difficult to predict because fracture flow is an 
important component of overall conductivity. 

The third process is recrystallization of clinoptilolite-silica (e.g., opal-CT) mineral 
assemblages to analcime-quartz assemblages. The reaction also liberates water. Thermal 
conditions under which this reaction might occur have been estimated from illite-smectite 
geothermometry of the zeolite-bearing rocks (Bish and Aronson, 1993). Analcime has less 
sorptive capacity for some radionuclides than clinptilolite. The reaction involves a volume 
reduction of about 22% (i.e., the product minerals are denser than the reactant minerals), but 
it is unclear how these changes would affect the bulk hydrologic properties. A mineralogic 
volume reduction should result in increased porosity, and the recrystallization would change 
the distribution and connectivity of pores. These predicted changes cannot be translated into 
expected changes of hydraulic conductivity. Most analcime-bearing rocks at Yucca Mountain 
are poor hydraulic-property analogs for alteration of the CHnz because they have experienced 
compaction and alteration in the saturated zone at depths of 3000 ft. (914 m) or more (Bish 
and Chipera, 1989). 

The following list summarizes the general geochemical concerns for each functional 
stratigraphic unit: 
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PTn: glass dehydration (partially reversible), zeolitization (irreversible) 

Repository Horizon: little or no mineralogic effects 

TSw3: glass dehydration (partially reversible), zeolitization (irreversible) 

CHnv: glass dehydration (partially reversible), zeolitization (irreversible) 

CHnz: zeolite dehydration (partially reversible), zeolite recrystallization (irreversible) 

Effects on Retardation 

T he approach being taken to mineral sorption coefficients at LANL is the highly 
conservative "minimum K," approach. Sorption values for the least sorptive minerals will be 
utilized in retardation calculations. Under this approach, a change in mineralogy (e.g., 
zeolitization of volcanic glass) or in mineralogic property (e.g., a change in the oxidation sate 
of iron in a mineral) brought about by repository- induced processes may affect sorptive 
properties but is not necessarily factored into current retardation calculations. However, rock 
alternation resulting in mineralogic changes may also be reflected by a change in available 
mineral surface area, and this change may need to be taken into account in retardation 
calculations. There may also be changes in hydraulic conductivity as a result of alteration. 
For example, the zeolitization of volcanic glass can result in a volume increase of as much as 
24% (Levy and Valentine, in press). Secondary-mineral sealing of fracture and matrix 
porosity as a result of the volume increase is tentatively identified as an enhancement of 
retardation. However, other changes during alteration, such as dissolution and new fracturing, 
could counteract the effects of mineral sealing; therefore, the overall effect on retardation is 
uncertain. LANL is in the process of collecting mineral-specific data; the present assessment 
emphasizes changes in surface area and hydraulic conductivity in evaluating possible 
repository thermal effects. 

Effects of Mineral Dehvdration on the Heat Budget 

There are no zeolites or other hydrous minerals in the repository horizon (343 m) itself, 
beyond trace quantities ( ~ 1 % ) .  Therefore, no effects on heat or liquid saturation calculations 
from mineral dehydration at the repository horizon ar expected. The hydrous phases closest 
to the repository horizon are expected. The hydrous phases closest to the repository are the 
clays, zeolites, and glass below the repository in the devitrified-vitric transition zone (TSw2- 
TSw3 boundary). This zone does not have a fixed thickness or constant hydrous mineral 
contcnt, but overall, glass is the most abundant and predictable and predictable constituent. 
Glass contains about 4 weight percent water in non-natural state core samples. LANL has 
experimental data for glass (powdered Topopah Spring vitrophyre) dehydration rates at 
varicrus temperatures, but all at room relative humidity. Under these conditions, at least some 
dehydration occurs within a few years even at temperatures below 100°C (Vaniman and 
others, in press). Uncertainties associated with the in situ dehydration process include the 
effects of pore water (and water vapor saturation as opposed to "liquid saturation") and the 
lengthier diffusion pathways that the expelled water must take. The water held in glass 
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probably is at least twice the content of pore water in the vitrophyre; therefore, whatever the 
contribution of the vitrophyre might be in mediating temperature increase just below the 
repository, fdctoring in glass dehydration could increase that contribution several-fold. It 
might be helpful to produce plots of temperature and saturation profiles for time less than 120 
years (peak temperature for 1101 MTU/ac case). 

Glass and zeolite-bearing moderately and nonwelded tuffs further down (CHnv and CHnz) 
may have more of an effect on temperatures below the repository after 120 years. During the 
first 120 years or more (up to 454 years perhaps, based on the 110 MTU/ac model output), 
the liquid saturation is this interval increases, making it less likely that dehydration of 
hydrous minerals would occur (the issue of phase changes will be discussed separately). But, 
some time between 120 and 454 years, the liquid saturation falls to or below the original 
ambient saturation and stays below for >lo00 years. Under these conditions, mineral 
dehydration is likely, but the effect on the repository heat budget requires further calculations 
to estimate. It is likely that the enthalpy of dehydration of zeolites in this interval will make 
a significant contribution to the heat budge.t 

Mineral dehydration may be a negligible concern for temperature moderation in the 24 
MTU/ac case because the model results (not included) show little or no change in liquid 
saturation (relatively high in most of the geologic section) from ambient conditions and peak 
temperatures well below boiling. Under these conditions, simple dehydratinof existing 
hydrous minerals may be minimal. 

Maior Uncertainties 

The following are only a few examples of either uncertainties or 

1.  data on energetics and kinetics of zeolite dehydration and 
(recrystallization). 

information needs: 

transformation 

2. effects of existing lateral stratigraphic variation, in particular the differences between 
sections where CHnv is thick (west) and this (east). 

3. mineralogic alteration will probably increase the heterogeneity of all rock properties. 
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CII 

Functional Unit Primary Primary Repository 
Concerns Effects 

FTn 

Dehydration 

Hydrologic 
Barrier 

Zeolitization 

Repository Horizon 

Possible: minor TSW3 Possible: minor Retardation 

Not expected Retardation w Possible: possible 
enhanced retardation 

Z Retardation 

T,, - 17-55 "c (Central) 

No saturation change 

Negligible change in 
ambient sat. 

T,, - 63-65 (Central) - 47 (Boundary) 
Negligible change in 
ambient sat 

T,, - 63 (Central) 

Negligible change in 
ambient saturation 

- 15-25 (BOUC~NY) 

T,, - 70-85 

- 47 (Boundary) 

T,, - 52-63 (Central) - 47 (Boundary) 
Negligible change in 
ambient saturation 

Not expected Minor, local: no effect 

Mineralogic Processes: Effect on Retardation 

Other 

Not expected 



24 MTU/Ac 

Dehydration 

H 
I m 

Zeolitization Other 

Functional Unit 

Hydrologic 
Barrier 

I 
concerns 

T,, - 30 "C 
No saturation change 

Primary Repository 
Effects 

Retardation 

PTn 

No saturation change 

Repository Horizon 

Retardation 

Tsw3 

No saturation change 

I 1 

T,,-66 
Negligible change in 

No saturation change 

B 1 1 3 

Mineralogic Processes: Effect on Retardation 

Not expected I -  No expected 

Not expected 

Not expected I Possible: slight I -  
retardation increase? 

Not expected 

Not expected 

3 
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Functional Unit 
Concerns 

55 MTU/Ac 

Primary Repository 
Effects 

Hydrologic 
Barrier 

Mineralogic Processes: Effect on Retardation 

T,. - 18-45 "c (Cenlral) 
No saturation change 

Not expected 

I I I 

Dehydration 

T,, - 68-100 (Central) 

early full saturation in 
- 65-90 (Boundary) 

PTn 

Z 

Retardation 

Retardation 

1 -  Repository Horizon I -  T,, - 108 dehydration 
predominates 

TSW3 Retardation 

T,, - 65-68 Early slight 

saturation (High) 
, increase from ambient 

T,, - 55-68 (Central) 
- 55-65 (Boundary) 

Early sl. increase from 
ambient (High) 

Not expected 

Not expected 

Not expected 

Ze o li b t i  o n 

l -  
Possible: minor 

Probable: possible 
enhanced retardation 



H 
I 
a3 

Functional Unit 

1 

primary Primary Repository Mineralogic Processes: Effect on Retardation 
concerns Effects 

Hydrologic 
Barrier 

Repository Horizon 

TSW3 Retardation 

CHn, Retardation 

Z Retardation 

P a a 

T,, - 30 -60°C little or no 
change in ambient saturation 

T,, - 147 dehydration 
PEdOIIliMteS 

T,, - 110-125 (Central) 

early near-saturation 
- 60-90 (Boundary) 

Dehydration 

Possible: no effect o 
retarda&ion 

Probable, after early 
times effects unknown 

Zeolitization Other 

Not expected 

Probable: changes in - 
fracture porosity surface 
area. Effects on 
retardation unknown 

T,, - 110(Central) 

early near-saturation 
- 80 (Boundary) 

Probable reversible 
dehydration.: no long- 
term effects 

Probable: possible 
enhanced retardation 

T,, - 90-110 (Central) 
- 60-75 (Boundary) 

Partial dehydration. below 
central rep.; little change at 
boundaries 

Little or no 
dehydration?: effects 
probably minimal 

I8 1 I I 1 



111 MTU/Ac 

Functional Unit Mary Primary Repository 
Concerns Effects 

H 
I 
W 

Mineralogic Processes: Effect on Retardation 

Dehydration Zeolitization Other 

FTn Hydrologic 
Barrier 

Repository Horizon 

Tsw3 Remdation 

Retardation 

Retardation 

T,, - 95°C increased 
saturation 

Possible in upper part: 
no effect 

Probable: effect 
uncertain 

Increased 
channeling of 
recharge water 

T,, - 190 "C rock 
dehydration l -  I -  I -  
T,, -- 160 (Central) - 100 (Boundary) 
dehydration predominates 

T,, - 145 (Cenml) 

early full sat, dehydration. 
below center, increased sat. 
below bound. 

Most of section >loo" for 
> 500 Yr early full sat. 
dehydration. below center, 
incr. sat below boundaries 

- 100 (Boundary) 

Probable: effect 
unknown 

Probable: irreversible 
changes in hydrologic 
propenies 

Probable: irreversible 
changes in hydrologic 
PrOpertieS 

Possible in first 100 Yr, 
concentrated near 
bound and flow paths: 
possible enhancement 
of retardation 

Possible in first 100 Yr, 
concentrated near 
bound and flow paths: 
possible enhancement 
of retardation 

Possible 
Clinoptilolite + 
OPAECr -> 
analcime + quartz: 
effects uncertain. 



Appendix J 
Areas of Uncertainty In Thermal Loading 

? -  
-. 

Several areas of uncertainty were identified in the Systems Study and in the subsequent 
comments by the document reviewers. This appendix summarizes those specific uncertainties. 
However, there has been little or no adequate parametric analysis to indicate the degree of 
importance of many of these parameters and the range where changes in these parameters would 
result in significant changes in performance. This parametric study needs to be done and some 
of that work will be attempted in a follow-on study. The following list of items has been 
identified as uncertainties although this should not be taken as a complete list: 

1 .  

2. 

3. 

4. 

5. 

6. 

7. 

8. 

9. 

10. 

Bulk Permeability - The measure of this and the scale for the various stratigraphic units will 
determine the hydrologic flow and is of particular concern if permeabilities are greater than 
about 1 Darcy 

The extent and degree to which nonequilibrium fracture flow occurs 

The fracture size, number, and connectivity in the mountain 

The extent and duration (both spatial and temporal) of the dry out region that occurs as a 
result of heating 

The degree and time scales over which conduction dominates and whether or not convection 
is important at various thermal loadings 

The thermo-mechanical properties of the rock 

The degree to which ventilation can be employed to 'mitigate preclosure effects and remove 
moisture from the mountain 

The percolation flux needs to be known and the changes that may occur as a function of 
climate change 

The spatial heterogenieties that exist for many of the parameters mentioned such as 
permeability, fracture density, etc. 

What thermal goal should be applied to the Paintbrush tuff member 

11. Establishment of the container corrosion resistance for various thermal loads and water 
chemistries that might occur in the potential repository 

12 The degree to which silica mobilization and precipitation occur and may influence the 
hydrology of the mountain at various thermal loads 

13. Spent nuclear fuel variability, power output and radioactivity 
I 

A 

i. 

.. .. 
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-. .. 
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14. Performance monitoring issues - whc,re, what data rate, and what instruments 

15. A reevaluation of the thermal goals is needed 

16. Geochemistry alterations as a function of thermal load - such issues as zeolite dehydration 
and transformation, mineralogic alteration of rock properties 

17. Cost of various subcomponents of the system as a function of thermal load. 
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