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This is a multiyear experimental research program that focuses on improving 

relevant material properties of high-Tc superconductors (HTSs) and developing 
fabrication methods that can be transferred to industry for production of commercial 
conductors. The development of teaming relationships through agreements 
with industrial partners is a key element of the Argonne (ANL) program. 

Technical Highlights 

MgO films prepared by inclined substrate deposition (ISD) on Hastelloy C (HC) 
substrates were shown to exhibit fully developed biaxial texture within ≈1.5 min at a 
deposition rate of 50 Å/sec, and the biaxial texture was shown to be independent of the 
surface roughness of the HC substrates.  The orientation relationship between 
YBa2Cu3O7-δ (YBCO) and yttria-stabilized zirconia (YSZ)- and ceria (CeO2)-buffered 
ISD MgO was analyzed.  A YBCO-coated conductor with the ISD MgO architecture 
exhibited a sharp superconducting transition (Tc = 91 K) and a transport Jc of  5.5 x 105 
A/cm2 at 77 K in self-field.  In addition, an empirical correlation was developed that 
allows calculation of electric field strength for a range of temperature and current 
density that is relevant to the operation of practical superconductor devices.  

 
Fabrication of Coated Conductors by ISD MgO Process 

Previous reports [1-3] described MgO films that were deposited on Hastelloy C 
(HC) substrates by the ISD method.  ISD MgO films consist of columnar grains that 
stand nearly perpendicular to the substrate surface and are terminated by MgO (002) 
planes.  Because the [002] planes are tilted with respect to the substrate normal, ISD 
MgO films exhibit a roof-tile structure with a surface roughness of ≈28 nm.  This 
roughness is reduced to ≈9 nm by depositing an additional thin layer of MgO at a 
substrate inclination α of 0°.  Deposition of this homoepitaxial MgO layer also improves 
the biaxial texture of the films, giving full width at half maximums (FWHMs) of 9.2 and 
5.4° for the MgO (002) φ- and ω-scans, respectively.  Before YBCO is deposited on the 
MgO films, buffer layers of YSZ and CeO2 are deposited by pulsed laser deposition 
(PLD).   In this report, we elucidate the orientation relationship between YBCO and the 
MgO template.  We also show that the biaxial alignment in MgO films develops rapidly 
and is not affected by the surface roughness of the HC substrates (up to a surface 
roughness of  ≈15 nm).  In addition, we briefly describe the surface morphology of the 
YSZ and CeO2 buffer layers. 



-2- 

Mechanically polished HC coupons (≈0.1 mm x ≈5 mm x 1 cm) were used as the 
substrates for deposition of ISD MgO template films, YSZ and CeO2 buffer layers, and 
YBCO films.  A root-mean-square (RMS) surface roughness of 2-3 nm was measured by 
atomic force microscopy (AFM) on HC substrates that were polished with 0.25-µm 
diamond paste.  To evaluate the effect of surface roughness, we also polished HC 
substrates with various coarser grinding media to obtain surface roughnesses up to 15 
nm.  MgO thin films were grown from an MgO source by electron beam (e-beam) 
evaporation with an experimental apparatus that is described elsewhere [2].  Fused 
lumps of MgO (Alfa Aesar, 99.95% metals basis, 3-12-mm pieces) were used as the 
target material.  Substrates were mounted on a sample stage that can be tilted above the 
e-beam evaporator to give a range of substrate inclinations α, the angle between the 
substrate normal and the evaporation direction.  In this study, α was ≈55°.  High-purity 
oxygen was flowed into the system at ≈3 sccm during film deposition.  The base 
pressure of the system was 1 x 10-7 torr and rose to ≈2 x 10-5 torr during deposition.  
A quartz crystal monitor beside the sample stage monitored and controlled the 
deposition rate.  Deposition rates of 20-100 Å/sec were used, and the substrate 
temperature during deposition was maintained between room temperature and 50°C.  
After depositing the ISD films, a dense, thin, layer of MgO was deposited at elevated 
temperature (≈700°C) and with α ≈ 0°.  Because this layer exibits the same crystalline 
texture as the ISD MgO film underneath, it is referred to as the homoepitaxial MgO 
layer. 

Buffer layers and YBCO films were deposited by PLD with a Lambda Physik LPX 
210i excimer laser, in which a Kr-F2 gas premixture was the lasing medium.  Figure 1 
shows a schematic illustration of the PLD system, which uses an optical beam raster to 
produce films with good uniformity over a broad area.  The laser beam of the system is 
focused at the target through a quartz lens (1000-mm focal length) that has an anti-
reflective coating.  The beam is reflected by a mirror that is mounted as part of the beam 
raster and hits the target at an incident angle 45°.  The rotating target carrousel carries 
four targets to accommodate the ablation of multiple layers without breaking vacuum.  
Commercial targets (99.999% pure, 45 mm in diameter x 6 mm thick) from 
Superconductive Components were used.  Substrates were attached to a heated sample 
stage with silver paste and heated to a high temperature (700-800°C) during deposition.  
The base pressure of the PLD chamber was ≈1 x 10-5 Torr.  An operating pressure of 
100-300 mTorr was maintained by flowing ultra-high-purity oxygen at ≈10 sccm and 
pumping the chamber with a molecular turbo pump.  The spot size of the laser beam on 
the rotating target was ≈12 mm2, which gave an energy density of ≈2.0 J/cm2.  The 
distance between the target and the substrates was ≈7 cm.  

The superconducting critical transition temperature (Tc) and critical current 
density (Jc) were determined by the inductive method, in which superconductor 
samples are placed between a primary and a secondary coil, each with an inner 
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diameter of ≈1 mm  
 

 

Fig. 1.  Schematic illustration of PLD system. 
 
and an outer diameter of ≈5 mm.  An alternating current of 1 kHz is introduced into the 
primary coil and detected by the secondary coil with a lock-in amplifier (Stanford 
Research Systems SR830 DSP).  The transport Jc of selected samples was measured by 
the four-point method at 77 K in liquid nitrogen using an 1-µV/cm criterion.  Samples 
used for transport measurements were first coated with 2-µm-thick silver by e-beam 
evaporation and then annealed in flowing high-purity oxygen at 400°C for 2 h.  

Film textures were characterized by X-ray diffraction pole figure analysis with  
Cu-Kα radiation.  The in-plane textures of ISD MgO films and subsequently deposited 
buffer layers were characterized by the FWHMs of φ-scans for the (002) reflections, and 
the out-of-plane textures were characterized by the FWHM of ω-scans at the [001] pole 
for the same reflection.  The in-plane texture of YBCO was measured by the FWHM of 
the YBCO (103) φ-scan, and the out-of-plane texture was measured by the FWHM of the 
YBCO (005) ω-scan.  The surface morphology of individual layers was examined with 
an Hitachi S-4700-II scanning electron microscope (SEM), and selected-area diffraction 
(SAD) with a Philips CM30 transmission electron microscope (TEM) was used to derive 
the relationship of the crystalline orientations among the ISD MgO template, YSZ and 
CeO2 buffer, and YBCO films.  Surface roughness was measured in the tapping mode 
with a Digital Instruments Dimension 3100 SPM AFM. 
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The development of biaxial texture in MgO films was studied as a function  of film 
thickness.  ISD MgO films of various thickness were grown, then a homoepitaxial MgO 
layer (thickness ≈ 0.5 µm) was deposited on each of the films, and the FWHM of a MgO 
(002) φ-scan was measured for each film.  The homoepitaxial layer was added to 
sharpen the biaxial texture of the film and reduce its surface roughness.  The effect of 
the homoepitaxial layer on surface roughness is shown in the AFM images of Fig. 2.  
Figure 3 shows that the in-plane texture quickly improves as the ISD MgO layer is made 
thicker.  As the ISD MgO film thickness increases from 0.1 to 0.5 µm, the φ-scan FWHM 
decreases from ≈21.5° to ≈10.5°; the FWHM stabilizes at ≈9° for a thickness >0.5 µm.  
At a deposition rate of 50 Å/sec, the texture is fully developed within ≈1.5 min.   

 

 (a) (b) 

Fig. 2.  AFM images of (a) ISD MgO and (b) homoepitaxial MgO films. 

The effect of surface roughness on biaxial texture in ISD MgO films was evaluated. 
HC substrates were polished with various coarse (compared to 0.25 µm diamond paste 
that is typically used) grinding media to obtain surface roughnesses that ranged up to 
15 nm.  Figure 4 shows that the biaxial texture of ISD MgO films is independent of 
substrate surface roughness up to a RMS surface roughness of 15 nm for ≈2-µm-thick 
ISD MgO films. 

YSZ and CeO2 films were epitaxially grown on top of the homoepitaxial MgO film 
by PLD under the conditions listed in Table 1.  The thickness of the YSZ and CeO2 
layers was ≈200 nm and ≈10 nm, respectively.  The CeO2 and YSZ layers both have a 
cube-on-cube epitaxial relationship with the ISD MgO template film.  Figure 5 shows 
(002) pole figures for the MgO, YSZ, and CeO2 layers.  The pole figures show that the c-
axes for the YSZ and CeO2 buffer films are both tilted at the same angle (≈32°) as the 
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ISD MgO template film, and they suggest a cube-on-cube epitaxial relationship in 
which CeO2<100> // YSZ<100> // MgO<100> and CeO2<010> // YSZ<010> // 
MgO<010> or  
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Fig. 3.  Texture development in ISD MgO film. 
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Fig. 4. In-plane texture as a function of substrate surface roughness 
for 2-µm-thick ISD MgO films. 

Table 1. Conditions used for epitaxial growth of 
YSZ and CeO2 buffer layers by PLD 

Laser wavelength 248 nm (Kr-F) 

Repetition rate 2-8 Hz 

Pulse width 25 ns 

Energy density 1-3 J/cm2 

Substrate temperature 700-800°C 

Operating pressure 1-100 mtorr 

Oxygen flow rate 1-10 sccm 

Target-to-substrate distance 4-8 cm 
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  (a)       (b)           (c) 

Fig. 5. X-ray pole figures for (a) MgO (002), (b) YSZ (002), and (c) CeO2 (002), showing 
cube-on-cube epitaxial relationship among CeO2, YSZ buffer layers, and ISD MgO film 
underneath. 

CeO2<001> // YSZ<001> // MgO<001>.  This epitaxial relationship was confirmed by 
TEM studies [4].  The FWHMs of (002) φ-scans for MgO, YSZ, and CeO2 were 9.2, 8.8, 
and 8.0°, respectively. 

Figure 6 shows plan-view SEM images of YSZ and CeO2 buffer layers that were 
grown on an ISD MgO template film.  The "roof-tile" morphology that is evident on the 
surface of the YSZ layer (Fig. 6a) is similar to that observed on ISD MgO films; however, 
the "roof tile" appearance is hardly visible (Fig. 6b) after deposition of the CeO2 layer.  
Examination with the AFM shows that deposition of the buffer layers has decreased the 
surface roughness to an RMS of ≈8 nm for both the YSZ and CeO2 films.  Despite the 
improvement in surface smoothness, the CeO2 films contained several defects such as 
pits and particles protruding from the surface. These defects are being studied further 
to determine their influence on the superconducting properties of a YBCO film that is 
deposited on top of it. 
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Fig. 6. Plan-view SEM images of (a) YSZ and (b) CeO2 buffer 
layers deposited on ISD MgO template film. 

Figure 7 shows X-ray diffraction patterns of a YBCO film that was deposited on a 
YSZ- and CeO2-buffered ISD MgO substrate.  The patterns were collected in two sample 
orientations that are indicated by insets in the patterns.  In the normal orientation 
(Fig. 7a), only YBCO (00l) peaks are seen, which indicates that the c-axis of YBCO is 
parallel to the substrate normal.  No diffraction peaks are observed for MgO, YSZ, or 
CeO2 in this orientation, because these layers are tilted with respect to the substrate 
normal and the Bragg diffraction condition is not satisfied.  In the tilted orientation (Fig. 
7b), the sample is rotated to observe the MgO (002) reflection.  In this orientation, the 
(002) reflections for YSZ and CeO2 are also observed, indicating that they have the same 
orientation as MgO, whereas the (00l) peaks of YBCO are absent.  

The orientation relationship between YBCO and YSZ- and CeO2-buffered ISD MgO 
was analyzed.  Because the lattice match between the YBCO pseudo-cell and and CeO2 
is very close, and the YBCO unit cell is larger than that of CeO2, the X-ray diffraction 
peaks for YBCO overlap those of CeO2.  Therefore, the crystalline texture of CeO2 is 
difficult to analyze after YBCO has been deposited.  However, because the YSZ and 
CeO2 buffer layers grow epitaxially on  MgO, their orientation relationship with YBCO 
should be equivalent to that between YBCO and the MgO template layer, assuming that 
the orientations of YSZ and CeO2 do not change during the deposition of YBCO.   

 

 

(a) 
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(b) 

Fig. 7. X-ray diffraction patterns of YBCO film deposited on 
YSZ- and CeO2-buffered ISD MgO substrate at 
(a) normal arrangement and (b) MgO (002) pole. 

The YBCO (005) pole figure (Fig. 8a) shows a single pole at its center, whereas the 
YBCO (103) pole figure shows four evenly distributed poles (Fig. 8b).  This confirms 
that the YBCO films deposited on YSZ- and CeO2-buffered ISD MgO substrates are 
biaxially textured, with the c-axis oriented normal to the substrate.  The MgO (002) and 
(220) pole figures, (Figs. 8c and 8d, respectively) show that the MgO template is also 
biaxially textured, but its c-axis is tilted with respect to the substrate normal.  From the 
relative positions of their poles, we derived the following unique orientation 
relationship: YBCO<100> // MgO<111> and YBCO<010> // MgO<110>.   

       
(a) (b)  
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(c) (d) 

 
Fig. 8. X-ray pole figures for (a) YBCO (005), (b) YBCO (103), (c) MgO 

(002), and (d) MgO (220) measured on the same sample. 

The orientation relationship between YBCO and YSZ- and CeO2-buffered ISD MgO 
was confirmed by TEM.   Figure 9 shows a cross-sectional image of YBCO on YSZ- and 
CeO2-buffered ISD MgO on HC; Fig. 10 shows results from SAD along the [111] zone 
axis for MgO and YSZ.  These results confirm the relationship that was derived from the 
pole figures, but this relationship differs from the one that was reported earlier [2] 
where YBCO<001> // MgO<001> and YBCO<100> // MgO<100>.  We believe that the 
difference in the orientation relationship is the result of differences in the YBCO growth 
conditions and the buffer layer architecture.  

YBCO-coated conductors that were fabricated with the ISD MgO architecture (with 
the c-axis of YBCO normal to the substrate) exhibited a sharp superconducting  
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Fig. 9. TEM cross-sectional image of YBCO film deposited on 
YSZ- and CeO2-buffered ISD MgO on HC substrate. 

transition with Tc = 91 K.  As shown in Fig. 11, a transport Jc of  5.5 x 105 A/cm2 was 
measured at 77 K in self-field on a sample that was 0.46 µm thick, 4 mm wide, and 1 cm 
long. 

An Empirical Correlation for E(J, T) of Melt-Cast BSCCO-2212  

A basic property of superconductors is electric field strength (E), which is a 
function of current density (J), temperature (T), and magnetic flux density (B).  The 
magnetic flux density is the sum of the applied field and the self-field due to the current 
density.  If there is no applied field, the electric field strength can be considered a 
function of the current density and temperature, E = E(J,T).  In practical applications of 
high-Tc superconducting devices, information on E(J,T) is often needed over a range of 
current density and temperature.  For example, in a resistive fault current limiter, the 
superconductor heats up substantially during a fault.  Even for the so-called 
superconductor-shielded-core reactor (SSCR), which is often known as an inductive 
fault current limiter, the superconductor tube heats up considerably during a fault.  To 
determine accurately the voltage drop across the fault current limiter during a fault, the 
complete map of E as a function of J and T must be known.  Recently, Cha and Askew 
[5-7] reported that thermal and magnetic diffusion is the mechanism for field 
penetration of a superconductor tube when it is subjected to a pulsed magnetic field. 
Similarly, thermal and magnetic diffusion will be important for the SSCR because it is 
based on the shielding capability of a superconductor tube.  Furthermore, thermal and 
magnetic diffusion are also important for trapping of the magnetic field in a 
superconductor pellet with a pulsed current supply [8-10].  To model the coupled 
thermal and magnetic diffusion and understand how the magnetic field and the 
temperature of the superconductor evolve during a transient, complete information on 
E(J,T) must be known, presumably from experimental data.  However, these kinds of 
data are hard to find because most of the researchers only measure the E/J 
characteristics at one or two temperatures (mostly at 77 K). 
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(a) 

      (b) 

Fig. 10. (a) TEM selected area diffraction along MgO [111] zone 
axis, and (b) a stereograph projection showing orientation 
relationship between YBCO and MgO films. 

 

  



-13- 

0

1 10-5

2 10-5

3 10-5

4 10-5

5 10-5

0 5 10 15

0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8

Vo
lta

ge
  (

V)

Current  (A)

Current Density (x10 6 A/cm2)

 

Fig. 11.  Transport Jc of YBCO on ISD MgO measured at 77 K in self-field. 

In this report, we use the E/J data for a melt-cast BSCCO-2212 superconductor at 
two temperatures (77 and 87 K) to develop an empirical correlation for E(J,T) that can 
then be used to calculate E from 77 K to the critical temperature of 90-92 K. With this 
correlation, the electric field strength can then be calculated for a range of temperature 
and current density that is relevant to the operation of practical devices made from 
melt-cast BSCCO-2212 superconductors.  The correlation is based in part on the theory 
of magnetic relaxation [11], and the general form of the correlation may be applicable to 
other high-Tc superconductors. 

The experimental data were reported previously [12].  The superconductor is a 
melt-cast BSCCO rod made by Hoechst (now called Nexans).  The diameter of the rod is 
7.85 mm.  The standard four-point measurement technique was employed for all of the 
tests with a distance of 87 mm between the voltage taps.  The critical current was 
defined by the 1 µV/cm criterion.  Braided current leads were soldered to the ends of 
the sample and connected to a pulsed power supply.  A pulsed current with a duration 
of 400 ms (square wave) was used in the experiment.  The tests at 77 K were conducted 
in an open dewar with liquid nitrogen; tests at 87 K were conducted in the same open 
dewar with liquid argon.  

Figure 12 shows the V/I characteristics of a melt-cast processed BSCCO-2212 rod 
at 77 and 87 K.  The critical current defined at 77 K is one order of magnitude larger 
than that at 87 K.  The tests were conducted by gradually increasing the current density 
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and were terminated when the heating effect became appreciable.  The range of 
experimental data for current density is relatively small at 87 K when compared to that 
at 77 K, because the Jc is much smaller at 87 K, while dissipation and heating in the 
superconductor are much larger.  Therefore, it was necessary to terminate the 
experiment at 87 K at a relatively small current density.    
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Fig. 12. Measured E/J characteristics at 77 and 87 K for a melt-cast 
processed BSCCO-2212 superconductor. 

High-Tc superconductors usually obey the so-called power law, 

E/Ec = (J/Jc)n, (1) 

where both Ec and Jc can be functions of temperature, and the exponent n is a strong 
function of temperature and can vary widely for various high-Tc superconductors.  The 
power law is the result of magnetic relaxation and can be explained in terms of the 
Anderson-Kim model for thermally activated flux creep [11],  

E(J) = Ec exp[-U(J)/kT]. (2) 

If a logarithmic dependence of U on J is assumed, 

U(J) = U0 ln(Jc/J)  (3) 

and the result is the power law shown in Eq. 1, with  
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n = U0/kT. (4) 

The parameter U0 is independent of J but can be a function of T.  

The theory of flux creep or magnetic relaxation is of little help in determining the 
temperature dependence of U0.  However, we know that the superconductor becomes 
an Ohmic conductor when T approaches Tc, so the exponent n should approach one 
and the E/J relationship should become linear.  The following equation satisfies this 
condition: 

n = U0/kT = 1 + C0ln(Tc/T),   (5) 

where C0 is a constant.  It is easily shown that n = 1 when T = Tc.  From the 
experimental data at 77 and 87 K, it was found that C0 ≅ 40.  Equation 1 can be written 
as 

E(J,T) = f(T) x Jn = f(T) x J[1 + 40 ln(Tc/T)], (6) 

where the function f depends only on temperature and is equal to  

f(T) = Ec/(Jc)n .     (7) 

After some manipulation and with application of the data in Fig. 12 to determine the 
constant coefficients (detailed development can be found in reference [13]), the final 
correlation for E(J,T) becomes 

E(J,T) = (39.236680 – 0.856427T + 0.004673T2) x 102(T-89) x J[1 + 40 ln(Tc/T)], (8) 

where T is the temperature in Kelvin, the current density J is in A/cm2, and the 
electrical field strength E is in µV/cm.  Figure 13 shows the value of E(J,T) calculated 
from Eq. 8 and the experimental data at 77 and 87 K.  The calculated values appear to 
match the experimental data at 77 and 87 K fairly well; and thus, the calculation is 
capable of predicting the general trend of E as a function of current density at other 
temperatures between 77 and 92 K.  The correlation developed here is specifically for 
the melt-cast BSCCO-2212 superconductor, because the coefficients were determined 
from the data in Fig. 12.  The general form of E(J,T), given by Eqs. 2-7, may, however, be 
applicable to other bulk high-Tc superconductors, because it is based, in part, on the 
general theory of magnetic relaxation (thermally activated flux creep). 
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Fig. 13. Calculated E(J,T) and experimental data for melt-cast processed 
BSCCO-2212 rod at 77 and 87 K. 
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