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ABSTRACT 

Effective solar radiation measurements for research and 
economic analyses require a strict protocol for maintenance, 
calibration, and documentation to minimize station down-
time and data corruption. The National Renewable Energy 
Laboratory’s Concentrating Solar Power: Best Practices 
Handbook for the Collection and Use of Solar Resource 
Data (1) includes guidelines for operating a solar measure-
ment station. This paper describes a suite of automated and 
semi-automated routines based on the best practices hand-
book as developed for the National Renewable Energy La-
boratory Solar Resource and Meteorological Assessment 
Project. These routines allow efficient inspection and data 
flagging to alert operators of conditions that require imme-
diate attention. Although the handbook is targeted for con-
centrating solar power applications, the quality-assessment 
procedures described are generic and should benefit many 
solar measurement applications. The routines use data in 
one-minute measurement resolution, as suggested by the 
handbook, but they could be modified for other time scales. 
 
 
1. 
 

INTRODUCTION 

The need for economic analyses for deploying large- and 
small-scale solar power plants has underscored the urgent 
need for requirements for high-quality solar resource data. 
Although solar data sets exist for the United States, their 
uncertainty or geographical coverage may be inadequate for 
some high-risk projects. The best practices handbook (1), 
page 106, and (3) note that high-quality measured data may 

be used to develop a more robust data set and reduce the 
solar resource uncertainty at targeted geographical locations. 
 
Toward that end, the National Renewable Energy Laborato-
ry (NREL) collaborates with industry partners through the 
Solar Resource and Meteorological Assessment Project 
(SOLRMAP) (2). Industry partners underwrite the cost of 
equipment and station operations, while NREL provides 
expertise for station design, deployment, operations, and 
data quality analysis. Much of NREL’s obligation is dedi-
cated to daily data inspections, as outlined in the best prac-
tices handbook. In summary, the handbook mandates con-
sideration of several parameters for robust station design 
and provides detail on methods of data quality control and 
quality assessment. These practices are aimed at averting 
negative questions about the data and instead instilling con-
fidence about data quality for those performing due dili-
gence or determining a project’s financial viability. 
 
 
2. 

 

QUALITY CONTROL AND DATA QUALITY AS-
SESSMENT 

The quality of a measurement is largely fixed at the time of 
data acquisition. This means it is difficult or impossible to 
improve data quality after a measurement is taken. Although 
some improvements to data seem plausible (e.g. correcting a 
wrong calibration factor), knowledge of conditions at the 
time of the measurement cannot be expanded beyond what is 
known at that time. If it is known with high probability that 
the instrument optics are clean, the tracker is aligned, and a 
recent calibration was performed, one can make a strong 
case regarding the uncertainty of the measurement based on 
instrument specifications. If, however, such checks are not 
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routinely preformed, the measurement conditions are uncer-
tain, as is the magnitude of errors associated with poor 
maintenance. Hence, worst-case assumptions may be re-
quired to properly express the quality and uncertainty of the 
data. As a rule, it is more efficient and trustworthy to engage 
a quality-control procedure that helps maintain and monitor 
measurement conditions. With such a procedure in place, 
one can more easily assert a defensible argument about the 
data quality. 
 
The best practices handbook describes quality control as a 
“well-defined supervisory process” that helps ensure mea-
surements are of expected quality. Part of quality control is 
based on proper station design, and the handbook describes 
these parameters: 
 

• Location 
• Station security and accessibility 
• Power requirements 

• Grounding and shielding 
• Data acquisition 
• Data communications 
• Operations and maintenance 
• Radiometer calibrations. 

 
Data quality assessment provides a method to quantify and 
express the quality of data so users understand any errors 
associated with the measurement. According to the best 
practices handbook (1), page 39, “Data quality assessment is 
a method by which data quality can be judged based on cri-
teria for a particular application.” Such criteria can include 
comparison with physical limits determined to be reasona-
ble, redundant or complementary measurements, or models. 
These comparisons offer some degree of independent meas-
ure to perform a judgment on quality. This approach applies 
not only to primary data (the target measurements) but also 
to operational parameters such as battery voltage or connec-
tivity uptime. 

Fig. 1: Sample maintenance log. 
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SOLRMAP quality control begins with station design and 
an emphasis on the bullet points above. Although industry 
partners determine station location, NREL offers advice on 
micro-siting (e.g., away from power lines, poles, and build-
ings that may shade or reflect light and corrupt measure-
ments). NREL inspects each installation and performs on-
site validation to ensure equipment is operating as expected 
and to generate a commissioning report with data and do-
cumentation. This important step demonstrates that the sta-
tion began operations fully functional. 
 
The quality-control paradigm also includes maintenance 
protocols specific to the type of solar sensor. Radiometer 
designs with diffuser elements above the detector (such as 
the rotating shadowband radiometer, RSR) can be main-
tained on an every-other week schedule. Pyranometers with 
domes and pyrheliometers with protective windows are 
more prone to soiling and require daily inspection to ensure 
clean optical surfaces. On-site training conveys the main-
tenance protocol to personnel, and they are provided with a 
summary document for future reference. Training includes 
step-by-step procedures for equipment inspection and prop-
er documentation. Maintenance logs correspond with the 
inspection steps and provide a record of conditions at the 
time of the visit. A sample log is shown in Fig. 1. 
 
Maintenance technicians are trained onsite by NREL staff or 
other qualified instructors. The two-hour training  
includes an overview of the purpose of the measurements 
and the instrumentation as well as hands-on details of clean-
ing and maintenance procedures. After training, the  
technician completes a real-time site inspection visit with 
the trainer. 
 
With the knowledge of maintenance logs and an inspection 
protocol, analysts have increased confidence that (1) a ri-
gorous inspection routine exists; (2) problems are discov-
ered, documented, and corrected; and (3) at all times other 
than during reported errors, the station was found to be in 
good working order. The last item affirms an important 
nuance that proper equipment operations dominate the sta-
tion’s history. 
 
The written log is the permanent record of station mainten-
ance, but an online log is also used to expedite the transfer 
of information from the maintenance technician to network 
operations. Using Google Docs (http://docs.google.com), 
the maintenance technician accesses an interactive  
interface to record observations from the maintenance log 
(Fig. 2), and these observations populate an underlying doc-
ument viewable by the QA expert. Google Docs can be con-
figured to send an e-mail alert when any changes to the un-
derlying document occur, providing nearly instant f 
eedback for maintenance activities among many stations. 

  

Fig. 2: User interface for online maintenance log. 

The best practices handbook discourages using volunteers as 
maintenance technicians and advises a contracted payment 
for the service. The importance of regular maintenance can-
not be overstated. Although volunteers are an attractive 
proposition, absent a contract, consistent performance can-
not be guaranteed. 
 
These documents and this protocol provide valuable infor-
mation to analysts regarding the quality of the data they use 
for critical analyses. The intent is to avert questions about 
the data and allow data recipients to concentrate on the me-
rits of the analysis. 
 
 
3. 
 

DATA INSPECTION 

With a robust station design, expert station deployment, 
proper startup validation, and a rigorous maintenance proto-
col in place, confidence in the station and its measurements 
is bolstered. However, problems can occur that are not 

http://docs.google.com/�
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readily apparent from an onsite inspection. A large part of 
network operations is the routine inspection of data to de-
termine if it is reasonable. NREL has developed several data 
inspection tools to aid this endeavor. Although these tools 
are not publically available, the samples and description 
here should provide the reader with enough information to 
implement most of the concepts. 
 
The SOLRMAP network generates on the order of a half 
million data values per day, making detailed scrutiny diffi-
cult. Even if it were practical to inspect each data value, 
viewing the measurement in context is critical to an under-
standing of the data set as a whole. Data inspection requires 
significant human involvement, and prospective station op-
erators should be prepared for a labor-intensive effort. How-
ever, an efficient and effective data inspection routine facili-
tates rapid assimilation of data in such a way that makes 
error conditions conspicuous to the data quality analyst. 
 
3.1 
 

Connectivity and Data Time Series 

The first step in the data inspection routine is to determine if 
the station is operating and online. The NREL Measurement 
and Instrumentation Data Center 
(http://www.nrel.gov/midc) automates data assimilation 
from SOLRMAP and other stations. The Measurement and 
Instrumentation Data Center issues automated alerts if a 
station is delinquent in reporting by more than a few hours. 
(Short delays in communications are common and are gen-
erally disregarded.) Data are gathered from the network 
multiple times each day, providing near real-time access to 
station measurements for inspection. 
 
The daily overview of each station begins with a time series 
plot of each parameter. The plots are rapidly generated from 
the database for quick viewing. This presentation allows the 
data quality expert to view all measurements in context. For 
example, data are examined to determine if the three com-

ponents of solar radiation data look reasonable relative to 
one another, whether PV battery voltage corresponds with 
the magnitude of solar irradiance, whether temperature and 
humidity are correlated; and if wind speed and temperature 
changes indicate a frontal passage. In Fig. 3, data from the 
station are grouped and presented in an easily digestible 
form. With experience, anomalies in the data are conspi-
cuous and can be noted for further investigation. Notes for 
all parameters are kept in a spreadsheet for permanent 
record of data inspection results. 
 
In addition, like measurements from nearby sites are supe-
rimposed to identify outliers. Data can be grouped geo-
graphically to limit the expected variation from site to site, 
as shown in Fig. 4. In this plot, irradiance data from two 
relatively nearby sites in Utah, Cedar City and Milford, are 
plotted together. The cleaning at Cedar City (a), the spike at 
Cedar City (b), and the later cleaning at Milford (c) are easi-
ly distinguishable. 
 
3.2 
 

Long-Term Trends 

Long-term trends can reveal problems that may not be evi-
dent at shorter time scales. For example, Fig. 5 shows a dis-
tinct dip in battery voltage that foretold a loss of station 
power. In this case, station downtime was avoided by cor-
recting the problem before data were lost. 
 
3.3 
 

Redundant Measurements 

For SOLRMAP, NREL mandates that RSR instruments be 
equipped with a redundant solar measurement. By elegant 
design, the RSR uses only one sensor to derive the three 
fundamental components of global, direct, and diffuse irra-
diance. Although a catastrophic failure of a sensor would be 
readily apparent, a slight degradation may not be easily dis-
cernable. Even a loss of 10% sensitivity could be mistaken 
for a like attenuation of the solar signal because of dust or 

Fig. 3: Multiply-grouped data plots for a single station. 

http://www.nrel.gov/midc�
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water vapor. In fact, finding true attenuations of that nature 
can be a primary goal of a measurement campaign and can 
be expected. So irradiance magnitude by itself is not a relia-
ble indicator of data quality. To help detect such errors, the 
redundant sensor can be used as an onsite check for sensor 
degradation, soiling, and unlevel conditions. The cost of the 
secondary sensor is small compared with the overall cost of 
the system (about 3%), and the tradeoff in measurement 
confidence is well worth it. 

The secondary sensor is of the same model as the primary 
sensor (LI-COR LI200), so the two instruments are expected 
to respond similarly to the solar stimulus and other envi-
ronmental conditions. This assumption is easily checked by 
examining the ratio of the two global horizontal measure-
ments on a long-term basis. Fig. 6 shows an example of 
midday ratio averages plotted over many months. The plot 
reveals seasonal (or temperature) effects, soiling effects, or 
leveling problems. 
 
This approach assumes that these problems affect the sen-
sors at different rates and different magnitudes, but as is 
apparent from the figure, these differences do occur and can 
be detected. When significant excursions occur, the equip-
ment can be examined to determine the cause. These ratios 
can also provide valuable insight into the measurement un-
certainty of the instrument. As the ratios vary in normal use, 
one can assume the sensor variability for the measurement is 
much the same. (An even greater variability could possibly 
be surmised if both sensors were reacting similarly to some 
environmental source of error.) 
 

Fig. 5: Battery voltage trend indicating charging problem 
and correction. 

Fig. 4: Comparing the Utah irradiance data at nearby sites reveals anomalies, including (a) a cleaning event at Cedar 
City, (b) a spurious data sample, and (c) a cleaning event at Milford. The clear sky irradiance is expected to be similar at 
the two sites. 
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Fig. 6: Ratio of primary and secondary sensor over time 
showing variations at the La Ola SOLRMAP station in  
Hawaii. 

3.4 
 

Solar Data Quality Assessment 

NREL uses the SERI QC data quality software package (4), 
which relies primarily on the redundancy of three compo-
nent solar measurements, where the global measurement 
equals the sum of the diffuse and direct times the cosine of 
the solar zenith angle. SERI QC operates in K-space, a 
clearness index derived by normalizing the global, direct, 
and diffuse irradiance measurements by the extraterrestrial 
solar radiation at the top of the atmosphere on either a hori-
zontal surface (ETR) or normal to the sun (ETRN). In K-
space: 
 

Kt = Global / ETR   (1) 
Kn = Direct / ETRN   (2) 
Kd = Diffuse / ETR   (3). 

 
In K-space, the three components are related by: 

 
Kt = Kn + Kd    (4). 

 
And consequently, a residual error component is represented 
by 
 

ε = Kt – Kn – Kd.    (5). 
 
For a further discussion of K-space, see (1), page 9. 
SERI QC assigns some data quality flags based on Eq. 5, 
which represent a departure from the expected perfect 
coupling of the three components. Although these flags by 
themselves do not indicate which of the three components is 
bad, they provide an alert to abnormal conditions that may 
warrant further investigation. However, certain combina-
tions of flags suggest common errors. For example, a high 

diffuse measurement or a low direct measurement likely 
follows from faulty tracker alignment. Further, errors not 
apparent in a single value may be revealed in a time series 
of flags in the context of nearby measurements. For exam-
ple, error conditions based on time of day or solar zenith 
angle may be conspicuous in a flag-versus-time or flag-
versus-zenith angle plot. 
 
To assist in the assimilation of a large amount of data, 
NREL developed color-coded plots of SERI QC flags to 
view the results from automated quality analysis (5). Fig. 7 
shows such a plot for a month of data. These plots show day 
of month on the vertical axis and hour of day on the hori-
zontal axis. The left-most plot depicts flag severity, with the 
least error in dark blue and the greatest error in red. The 
next three plots show Kt, Kn, and Kd, respectively, with the 
clearness range represented from dark blue (least) to bright 
red (greatest). These plots display solar data errors and 
associated measurements at a glance for an entire month. 
The plots also reveal patterns in error conditions, such as the 
frequent morning flags that may indicate dew on the 
sensors. 
 

 
 
Fig. 7: Monthly SERI QC flag summary. 

In the case of the RSR, which produces a direct solar value 
computed from global and diffuse measurements, SERI QC 
would consider all data perfectly coupled. To address this, 
data from the redundant sensor are adjusted for the long-
term ratio explained in Section 3.3 and for internal instru-
ment adjustments to act as a surrogate global measurement. 
This allows SERI QC to operate with at least two measure-
ments, taking advantage of the three-component test.  
The SERI QC software package includes the QCFIT tool to 
plot data as a Kn versus Kt scatter plot (Fig. 8). Among other 
capabilities, the tool provides an animated view of the data 
that draws attention to measurements that do not couple well 
in K-space. The tool allows the user to select questionable 
data on the plot and extract the exact data record(s) from the 
input file for further inspection. 
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Fig. 8: QCFIT scatter plots. 

 
4. 
 

DATA FILLING AND CORRECTION 

Producing a measured time series of data for any reasonable 
length of time without missing records is essentially imposs-
ible. Even if equipment failure never happens (which is not 
out of the question but becomes increasingly rare with long-
er measurement campaigns), one must consider the disrup-
tive effects of routine instrument cleaning. By its very na-
ture, cleaning briefly blocks solar irradiance to the sensor 
(e.g., while cleaning fluids are applied or the instrument is 
rubbed with a cloth). Even if only of a few seconds, such 
interruptions appear as anomalies in the data. 
 
Data filling for long periods (e.g., hours to days because of 
operational failure) is an exercise in modeling and beyond 
the scope of this paper. However, removing brief anomalies 
caused by maintenance and subsequently filling data over a 
period of a few minutes is more straightforward. Leaving 
the data uncorrected could have a significant effect on 
summary statistics, particularly for short time spans. Con-
versely, intelligent data filling should have very little ad-
verse effect on the overall statistics of the data set. Hence, 
mitigating the effects of routine cleaning is a common re-
quirement and worth some effort. For this purpose, NREL 
developed a semi-automated software tool to detect cleaning 
and other anomalous episodes and assist in the linear inter-
polation of data over the target period (typically five mi-
nutes or less). A before-and-after view of the data during a 
cleaning event is shown in Fig. 9. 
 
In this case, the software suggested a proposed interpolation 
over the anomaly, which the operator accepted. The cor-
rected data set (separate from the original) contains neither 
the cleaning (morning) nor the RSR spike (afternoon). The 
operator also has the option of hand-drawing a line with the 
computer mouse to represent the data, and the software can 
be configured to use any two components to calculate the 
third component. The software produces an output file with 
flags to indicate which data have been filled or estimated by 

interpolation. These flags remain in the data set to assist 
with an overall evaluation of measurement uncertainty in a 
summary analysis. 
 
 
5. 
 

CALIBRATIONS 

Routine instrument calibrations are fundamental to all scien-
tific measurements. The calibration process provides a fac-
tor that allows conversion of an instrument’s basic response 
(e.g., voltage) to an accurate representation in the desired 
engineering units (e.g., W/m2). The calibration factor must 
be traceable to a recognized standard to make the measure-
ments comparable in context of other similar measurements. 
The calibration process, along with manufacturer specifica-
tions, help determine the uncertainty of the instrument’s 
measurements. Without valid and current calibration docu-
mentation, measurements from an instrument are an easy 
and legitimate target for skepticism from anyone scrutiniz-
ing the data. It is very difficult to declare a favorable mea-

Fig. 9:  Plots of the original and corrected irradiance data (in 
W/m2). 
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surement uncertainty for a dataset if a satisfactory calibra-
tion history cannot be documented. 
 
Station operations should include a well-documented cali-
bration routine. Careful records should be kept of calibration 
results and application to the network measurements. 
 
 
6. 
 

DISCUSSION 

Fundamental to a successful measurement campaign is the 
concept of a quality assurance cycle, which is depicted in 
Fig. 10. This introduces the notion of data acquisition, data 
quality assessment, and operations feedback in a looping, 
interrelated triad arrangement. 
 

 
 
Fig. 10: The quality assurance cycle. 

The quality assurance cycle provides quality assessment 
feedback to the measurement station as problems occur and 
results in corrections at the site to remove the cause of the 
errors. Multiple cycles can run simultaneously, each with a 
different period and scope. For example, daily onsite find-
ings by the maintenance person (e.g., a soiled sensor) result 
in some rudimentary quality assessment (“This is dirty.”) 
and informal feedback (“I should clean.”) that leads to the 
correction of a substandard condition. Daily, weekly or 
monthly cycles include quality assessment using off-site 
data inspection built on the techniques described above, a 
formulation of feedback, and transmittal of recommenda-
tions to the site. Even annual cycles may reveal more subtle 
long-term problems. 
 
The faster these cycles run and the more immediate the 
feedback, the quicker problems can be solved. This con-
struct minimizes conditions that adversely affect data quali-
ty and ultimately results in a better data set. 
 
 

7. 
 

CONCLUSION 

The quality control and quality assessment procedures de-
scribed here are part of a carefully crafted infrastructure to 
increase confidence in the quality of solar radiation mea-
surements. A fundamental aspect of this protocol is the rap-
id assessment of data and the formulation of feedback to 
station operators to correct deficiencies. With practice, data 
from dozens of stations can be inspected daily in just an 
hour or two. Although considerable effort is expended to 
keep data paths operational, maintenance personnel en-
gaged, and data inspection routines well-practiced, the 
payoff in fast response to problems is worth the effort. Fur-
ther, the existence of this infrastructure allows analysts to 
apply the most favorable uncertainty estimates to the data 
and provides the background information necessary to de-
fend a stated quality. 
 
 
8. 
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