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ABSTRACT 
 

Recently a collaboration of LLNL and LBNL has constructed a second generation 
Compton coincidence instrument to study the non-proportionality of scintillators [1-3].  This 
device, known as SLYNCI (Scintillator Light-Yield Non-proportionality Characterization 
Instrument), has can completely characterize a sample with less than 24 hours of running time.  
Thus, SLYNCI enables a number of systematic studies of scintillators since many samples can 
be processed in a reasonable length of time. These studies include differences in non-
proportionality between different types of scintillators, different members of the same family of 
scintillators, and impact of different doping levels.  The results of such recent studies are 
presented here, including a study of various alkali halides, and the impact of europium doping 
level in strontium iodide.  Directions of future work area also discussed. 
 
INTRODUCTION 
 

The achievable energy resolution for a given scintillator material used for gamma ray 
spectroscopy is principally dependent on the efficiency for conversion of the electrons and holes 
into scintillation light, or light yield.  The efficiency for this process is not independent of energy 
deposited in the crystal which leads to a non-proportionality between energy deposited in the 
crystal and the light yield produced.  This non-proportionality is often the limiting factor in 
determining the final resolution of the crystal [4-7].  To measure this proportionality, a 
collaboration of LLNL and LBNL has constructed a second generation Compton coincidence 
instrument known as SLYNCI (Scintillator Light-Yield Non-proportionality Characterization 
Instrument) [1-3].  This instrument has over a 30 times higher data collection rate than previous 
devices,[7-9] enabling a complete non-proportionality measurement in less than 24 hours.  This 
increase throughput makes it more straight forward to make systematic studies of scintillator and 
non-proportionality.  These studies include differences in non-proportionality between different 
types of scintillators, different members of the same family of scintillators, and impact of 
different doping levels.  Such studies were performed for several alkali halides, strontium iodide, 
and lanthanum bromide. 

EXPERIMENT 
 

SLYNCI relies on Compton scattering events to measure the non-proportionality of a 
scintillator.  It consists of a collimated 137Cs source, a PMT for light detection from the 



scintillator being tested, and five HPGe detectors surrounding the scintillator.  Gamma rays with 
energy of 661.660 keV from the 137Cs source are Compton scattered in the scintillator with the 
scattered photon being detected in one of the HPGe.  The energy measured in the HPGe detector 
then determines how much energy was deposited in the scintillator, while the signal from the 
PMT measures how much light was produced by the scintillator.  With this information for the 
entire range of Compton electron energies, the non-proportionality curve can be determined. 

To cover the entire energy range, two data runs are taken, one with collimator at 0° and 
one at 15° relative to the center of the middle HPGe detector.  The signals from all detectors are 
fed through charge sensitive preamps and then into 100 MHz waveform digitizers from Struck.  
A separate FPGA takes the trigger output from the digitizers and processes for coincidence 
events between the PMT and one of the HPGe.  Scaled down singles events from the PMT and 
the HPGe detectors are also mixed into the data stream for calibration purchases.  The PMT and 
HPGe that sees low angle Compton scattered events are calibrated every roughly every 10 
minutes.  The other four HPGe are calibrated from a separate calibration run.  Signals in valid 
events are then processed online through a trapezoidal filter to generate signal amplitudes for 
each triggered detector.  Additionally, the raw waveform from the PMT is saved to allow for 
processing offline. 

Alkali Halide Data 
 

Several alkali halides were run through SLYNCI and the data is shown in figure 1.  The 
NaI(Tl) crystal was manufactured by Saint Gobain and is a cylinder with diameter of 12.5 mm 
and length of 12.5 mm.  The CsI(Tl) crystal was also manufactured by Saint Gobain but has a 
diameter of 20 mm and length of 20 mm.  The CsI(Na) crystal was manufactured by ScintiTech 
and is a cylinder with a diameter of 10 mm and length of 10 mm. All three curves show 
somewhat similar behavior but note NaI(Tl) has a peak at slightly higher energy and at a lower 
value, giving NaI(Tl) a slightly better overall non-porportionality.  

Strontium Iodide Data 
 
We have begun to study strontium iodide specifically looking at effects due to europium 

dopant concentration.  Figure 2 shows the relative yield for one SrI2(Eu) crystal grown at ORNL.  
The dopant concentration is 6% as tests at LLNL have shown this concentration appears to 
maximize the light yield.  The shape of the SrI2 curve is similar to the alkali halide curves but the 
amplitude change is significantly less.  Specifically, the peak value for the alkali halides is about 
15-25% as compared to their value at 446 keV.  For the SrI2 this change is only about 5%.  The 
increased scatter seen in this data is believed to be due to energy escaping from the SrI2 crystal as 
this crystal was a cube of roughly 5 mm a side.      

 
 



 
Figure 1.  Relative light yield curves for NaI(Tl), CsI(Tl) and CsI(Na).  Each curve has been 
renormalized to its value at 446 keV. 

      

 
Figure 2.  Relative light yield curve for SrI2(Eu).  The dopant level is 6% and the data has been 
renormalized to its value at 446 keV.  



Lanthanum Bromide Data 
 

A study of the impact of cerium dopant level for LaBr3 scintillator on non-proportionality 
was also performed with the SLYNCI apparatus.  Table 1 lists the characteristics of the crystals 
measured on SLYNCI.  Except for the 0.5% cerium dopant level crystal (grown at RMD), all the 
crystals were manufactured by Saint Gobain and are marketed under the name “BrilLanCe 380”.  
The 5% cerium dopant level represents the standard crystal produced by Saint Gobain.  Note that 
the light yield shows a decreasing trend with increasing cerium concentration.  The light yield 
measurement for the 5% dopant level crystal is based on what was seen in SLYNCI as opposed 
to a separate measurement. The relative light yield curves for all these crystals are shown in 
figure 3.  The curves are all very similar with the curves being the same at the few percent level, 
but note there is no significant rise in relative yield as the electron energy decrease from 446 
keV.  There are also some significant systematic differences, again at higher energy.  These 
differences trend with increasing dopant level with the 0.5% Ce and 5% dopant level showing no 
difference.   

 
Ce Dopant 

Level 
Manufacturer Crystal Size Light Yield 

(photons/MeV) 

0.5% RMD ~10x10x10mm 77,000  

5.0% St. Gobain 10mmØx10mm ~70,000  

10.0% St. Gobain 10mmØx10mm 71,000  

20.0% St. Gobain 10mmØx10mm 61,000  

30.0% St. Gobain 20mmØx10mm 27,000  
Table 1.  A list of the LaBr3 crystals used in the non-proportionality study.  
 
DISCUSSION  
 
   To further interpret the LaBr3 data, we have fit the data the formulation described in 
reference [10]: 
 
ηCAP = {1 - ηONS exp[ -(dE/dx) / (dE/dx)ONS ]} / [1 + (dE/dx) / (dE/dx)BIRKS ]  (1) 
 
which includes the formation of excitons from holes and electrons (maximum efficiency of ηONS) 
based on the so-called Onsager mechanism of Coulombic attraction, and incorporates the two 
stopping power parameters that describe the attraction between electrons and holes, (dE/dx)ONS, 
and the annihilation between nearby excitons, (dE/dx)BIRKS.  The parameters used in Eq. (1) to fit 
the data are compiled in Table 2, based on integrating Eq. (1) from the initial to final energies.  
We notice that ηONS value drops from 18.5% to 12% in passing from 0.5% Ce-doping to 30% 
doping.  This means that less excitons are created (after the cascade) as the doping level is 
increased, probably because the carriers are more likely to be trapped at the Ce ions so that they 
are unable to recombine on a relevant timescale.  We also notice that there is a slight increase in 
the Birks parameter (dE/dx)BIRKS indicating that exciton-exciton annihilation becomes less 



probable at high Ce doping.  Lastly, the (dE/dx)ONS term is approximately constant as it is 
predicted to only be dependent on the host’s dielectric constant. 
 
 

 
Figure 3.  Relative light yield curves for LaBr3 with various Ce dopant levels. 
 

LaBr3 Ce 
doping level 

(dE/dx)ONS 
(MeV/cm) 

hONS 
(%) 

(dE/dx)BIRKS 
(MeV/cm) 

0.5% 36.4 18.5 370 
5% 36.4 18 392 
10% 36.4 15.5 444 
20% 36.4 13 455 
30% 36.4 12 455 

Table 2.  Results of fits of the LaBr3(Ce) non-proportionality curves to equation 1. 

CONCLUSIONS 
 

Non-proportionality studies of various scintillators have been studied on SLYNCI.  The 
non-proportionality of various alkali halides have been measured, showing similar behavior for 
all the crystals tested, with NaI showing a slightly better non-proportionality.  A SrI2(Eu) crystal 
has also been tested which a similar shape but less non-proportionality.  A series of LaBr3 
crystals have also been tested, looking at the impact of Ce dopant level on non-proportionality.  
All the LaBr3 crystals showed very similar behavior with only small systematic difference seen 



with increasing dopant level.  The studies of alkali halide and strontium halide are still a work in 
progress and more samples will be run in the near future. 
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