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Abstract

The influence of laser parameters on laser-induced damage in the bulk of KDP is difficult 

to determine because the damage manifests as discrete sites a few microns in diameter 

distributed throughout a relatively large volume of material.  Here, we present a method to 

directly measure the size and location of many thousands of such sites and correlate them 

to the laser conditions which produced them. This technique is used to characterize the 

effects of pulse duration on damage initiated by 1053 nm light in the bulk of KDP 

crystals. We find that the density of damage sites produced by 1053 nm light is less 

sensitive to pulse duration than was previously reported for 526 nm and 351 nm light. In 

addition, the effect of pulse duration on the size of the damage sites produced appears 

insensitive to wavelength.
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Introduction

Potassium Dihydrogen Phosphate (KDP) is especially well suited for use in large-

aperture lasers systems due to the ability to grow single crystals to a large size (~300 kg) with 

growth rates exceeding 10 mm per day. As is the case with all laser materials, KDP is susceptible 

to laser-induced damage.  In KDP, damage typically manifests as discrete localized micro-

cavities in the bulk of the material [1,2]. These micro-cavities, commonly referred to as 

pinpoints, have a complex morphology composed of a cavity which shows evidence of melting 

and re-crystallization surrounded by more subtly modified outer regions [1,3].  Although each 

pinpoint scatters very little light individually, in large numbers these pinpoints can be detrimental 

because of the collective effect of increased beam contrast. The number of pinpoints which can 

be tolerated depend on the size and density of sites as well as the spatial variation requirement of

the final laser beam.  It is therefore desirable to have a good understanding of how laser 

parameters affect both the size and density of damage.

Previous damage initiation experiments have been conducted with a variety of pulse 

shapes and wavelengths using sub-millimeter beam diameters [4-7]. These experiments 

commonly referred to as S/1 and R/1 tests result in curves depicting the probability of initiating

at least one damage site as a function of fluence.  While such measurements are capable of 

producing excellent qualitative results, the absolute Laser Induced Damage Thresholds (LIDT)

tend to be higher than those found with large-beam damage density measurement experiments.

This discrepancy is primarily due to the inherent statistical limitations associated with sampling 

volumes which are small compared to precursor densities [8,9].  Density is also a preferable 

measurement of damage because it can be scaled to larger areas easily.
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For pinpoints induced in KDP by 351 nm (3) light, size and density have been shown to 

depend on laser parameters such as pulse duration, pulse shape, and fluence [3,10-12]. Both 

pinpoint size and density have been shown to depend strongly on pulse duration [13]. It has also 

been shown previously that the LIDT in KDP can depend significantly on the direction of laser 

propagation and thus the angle of crystal cut [14]. The pinpoint density as a function of fluence 

 measured for a single pulse duration (1) may be used to estimate the damage produced by 

another pulse duration (2) according to  

    12 ;;
2

1  


 (1)

where  the pulse scaling constant [13,15]. Previously, pulse scaling for 3 and 2 (527 nm) 

light has been investigated [15,16]. In this work we investigate the effect of pulse duration of

1053 nm (1 laser pulses on both pinpoint density and size.  

While a direct measurement of damage density and subsequent correlation to local 

fluence is generally recognized as ideal, these damage sites are difficult to measure due to their 

large numbers, small sizes, and the relatively large volume of material in which they occur. In 

the past, these difficulties have been circumvented by one of several methods. For example, the 

need to locate or count any pinpoints can be eliminated by measuring the amount of light they

scatter in a side illuminated geometry [17]. The amount of scattered light from a damage site is

assumed to be proportional to damage site density and size, however as stated previously damage 

site morphology is complex thus making a connection to light scatter complicated and difficult to 

determine without detailed structural information for each site. A second approach has been used 

that eliminates the difficulties in a three dimensional measurement by sampling the damage 

density in one or more widely separated two dimensional x-y regions.  A short-depth of focus

microscope is used to count all the individual damage initiations in a thin layer and then
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extrapolating to the three dimensional volume.  Conversely damage initiations have been 

counted in the bulk by using a large-depth of focus objective and integrating through the

thickness of the sample [18]. While the former method is capable of distinguishing site sizes and 

sampling variations in damage density associated with z, it tends to undercount small sites 

relative to large ones because larger sites exhibit a larger fracture zone surrounding the site 

leading to greater light scatter.  The latter technique will correctly find all damage sites, but does

not preserve size or depth information.  Damage site size may be important when using a two 

dimensional scan as larger sites may be over-counted by appearing to be in the scanned region 

when they are not. Damage site depth is highly relevant for KDP since it is often used for

harmonic conversion, and thus the damage behavior will vary with the increasing harmonic 

power through the crystal. [19]. In this work we demonstrate the use of a microscope-based

technique to obtain damage density measurements without any of the aforementioned

shortcomings.

Experiment

The experimental setup for initiating the damage in the KDP is described in detail 

elsewhere [20]. Briefly, two 5 cm x 5 cm x 1 cm crystals were tested with 1053 nm light, in 

temporally Gaussian pulses with a variety of FWHM durations. Each test was conducted on a 

volume of crystal (sub-aperture) not previously exposed to laser irradiation.  Two sub-apertures

on the first sample, a Z-cut KDP crystal (cut normal to the crystal z axis), were irradiated with 

pulses of duration 3.5 ns and 10 ns, respectively.  Three sub-apertures on a second doubler-cut 

(cut at ~41º from normal to crystal z axis) sample were irradiated with 1 ns, 3 ns and 10 ns 
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duration pulses, respectively.  The laser spot size is on the order of 1cm diameter and the fluence 

varies by +/- 20% over the beam area.

Measurement

The measurement technique reported here is similar to those used previously [8] in that 

we collect damage site information using automated white light microscopy. However here we 

extend this technique from a surface to a volume measurement. The measurement consisted of 

scanning the entire laser initiated volume using polarized bright field illumination and a 10X 

Mitutoyo long working distance microscope objective with a numerical aperture of 0.28. A 

polarizer in front of the objective removed double counting of pinpoints due to the birefringence

in the doubler-cut KDP. This optical system resulted in an x-y field of view of ~0.02mm2 and a 

depth of focus of 10m with a system resolution of 200nm/pixel. In order to measure the entire ~ 

1cm3 volume in z-steps of 10m, a total of approximately 5 million frames were examined.  

Identifying and measuring individual damage sites from a set of micrographs is a simple task for 

a person, however examining the ~106 frames manually would be a daunting task, so an  

automated process was devised.  Each frame was analyzed in situ by thresholding and outputting 

the x,y,z position and area of the identified dark regions.  The threshold level necessary to detect

the smallest sites, results in multiple detections of larger sites, which will be discussed below.

Analysis

By comparing the automated detections to manual detections on a control sample, we 

know that greater than 80% of the automated detections are non-unique. A typical separation 

between unique sites can then be calculated from the volume scanned and the mean Euclidean 

distance between detections. To remove spurious detections but not the unique sites we first 
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remove cracks based on proximity, keeping the largest as real.  We then remove multiple counts 

of sites caused by the same site being detected at more than one z step as seen in figure 1.  

Figure 1 Representative example of a damage site in the bulk of the KDP sample imaged at six different focus 
positions in steps of 10m.  Note that although the correct depth is in step d, the site is detected in many other steps.  

Also note the small secondary damage site in step d is only seen in this step.     
  

This removal is accomplished by examining sites which are detected at the same x,y location in 

sequential z steps.  The site in the middle of the detection range is kept. The full algorithm is 

shown in detail in figure 2.
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Figure 2 The algorithm used to determine the actual number and location of damage sites from a large detection list.

The accuracy of this algorithm was evaluated by manually measuring 50 representative sites 

chosen at random from the data set. A comparison of the site classification (either damage site or 

superfluous detection) and the damage site positions between the manual measurements and the 

automatic detection algorithm resulted in an algorithmic accuracy of greater than 98%.

Once the microscopy data is reduced to only unique sites, the effect of laser parameters 

on their production can be considered.  The fluence profile is registered to the damage using 

corresponding local fluctuations in the fluence and the damage density and then assigning 

fluence to each individual damage site as described previously [8]. Pinpoint density plotted as a 

function of fluence (for the doubler-cut sample and Z-cut sample is shown in figure 3 and 

its inset, respectively. Average pinpoint core radius for the doubler-cut sample plotted as a 

function of fluence ( ais depicted in Figure 4.  The ) and a) data are fit to allometric 

and linear relationships, respectively.

detectionList = Array[x,y,z,size];
siteList = Array[empty];
roi = x,y radius from average separation, any z;
detectionList.sort(size largest to smallest);

while(detectionList.hasMoreElements)
tempList=Array[empty];
currentDetection=detectionList.firstElement;
define roi around currentSite;
for(each remaing element in detectionList)

if(detectionList.element exits in roi)
add element to tempList;
remove element from detectionList;

split(tempList into segments by contiguous detections in z);
for(each segment)

for(each z-step in segment)
delete all except largest detection;

true coordinate = centroid x,y,z;
add site to siteList;

Output siteList;
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Figure  3 Local damage density plotted vs. local fluence of 1 temporally Gaussian pulses with durations of 1 ns, 3  ns, and 10 

ns, respectively.  Allometric fits to the data are also shown.  The  (pinpoint density as a function of 1 temporally 

Gaussian fluence) data for damage caused by pulse durations of 3.5 ns and 10 ns on the Z-cut sample are shown in the inset.

Figure 4 Local pinpoint radius plotted vs. local fluence caused by 1 temporally Gaussian pulses of 1 ns, 3 ns, and 10ns duration. 

Linear fits to the data are also shown. Inset: Mean pinpoint core radius (a) vs. pulse duration () at a fluence level of 30 

J/cm2.
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The pulse scaling constant  in equation 1 was obtained by comparing the ) produced 

by the different pulse durations within the same sample: 3.5 ns and 10 ns pulse duration for Z-cut 

sample and 1ns, 3 ns and 10 ns pulse duration for doubler-cut sample. Data sets were not 

compared between samples because of known sample variability.  Each of the five ) data sets 

was first fit to an allometric function of the form

                              bA 1;                (2)

where A and b are fitting parameters for a given pulse duration. Next, each  data set is fit to 

equation 3 

    bA 



2

1
2;  (3)

with A and b given by the constants obtained from equation 2; 1 and 2 are the pulse durations. 

This least squares fit has only  as a fitting parameter.  The scaling factor  was calculated at

fixed densities of 10, 50, and 100 pp/mm3 and as expected, the value of  was found to be the 

same within 0.5%.  The average  for 1 light was found to be = 0.17±0.03. 

This result contrasts with previously reported results for 2 and 3 pulses of durations 

between 1 ns and 10 ns, where the pulse scaling constant is approximately 0.3 and 0.4 for 2 and 

3respectivelyThisdifference suggests that the density of damage initiated with 1

light is much less sensitive to pulse duration than is the case for 2 and 3 light [15,21]. In 

addition we found that damage site diameter increased roughly linearly with fluence for 1 light. 

This behavior is similar to that observed with Gaussian pulses of both 2 and 3 light [15,17].

Discussion

In this work we have demonstrated that for 1Gaussian pulses of 1 ns, 3 ns and 10 ns 

duration, the dimension of damage sites in the bulk of KDP varies approximately linearly with 
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fluence.  Furthermore the slope of the best fit size vs. fluence line is (within the uncertainty of 

the measurements) the same for all pulse durations. At a given fluence the size of the pinpoints is 

also seen to increase roughly linearly with pulse duration for pulse durations in the range of 1 ns 

to 10 ns.  This is consistent with previous results which showed that for 3 light the average 

pinpoint size varied linearly with pulse duration for durations between 1 ns and 20 ns [15].

Previous work on pulse scaling at 2 and 3 has shown that pulse scaling is valid even 

in samples that display very different damage thresholds [15,16].  Here we have shown that 

though the crystal cut changes the damage threshold, relative pulse scaling for 1 is constant. It 

has been previously reported that for 3 Gaussian pulses, pinpoints increase linearly in size with 

fluence [17,19,22]. In this work we also see a roughly linear relationship between pinpoint size 

and fluence, albeit far weaker.  

The dependence of size and density on pulse duration and fluence presented here may be 

useful in predicting the lifetime and operational limits of KDP optics used at 1because the total 

bulk damage can be estimated for arbitrary pulse durations and fluences.  The data may also 

suggest a technique for extending the useful range for these materials. By intentionally initiating 

damage with short pulse durations at or above the target fluence, an equal density of sites will be 

created, however the damage sites will be significantly smaller and thus the total damaged 

volume will also be less.

Acknowledgement

This work was performed under the auspices of the U.S. Department of Energy (DOE) by 

Lawrence Livermore National Laboratory under contract DE-AC52-07NA27344.



11

1. C. W. Carr, M. D. Feit, M. A. Johnson et al., “Complex morphology of laser-induced bulk 

damage in K2H(2–x)DxPO4 crystals”, Applied Physics Letters 89 (13), (2006).

2. R.A. Negres, M.D. Feit, S.G. Demos, “Dynamics of material modifications following laser-

breakdown in bulk fused silica”, Optics Express 18 (10) (2010)

3. H. Yoshida, T. Jitsuno, H. Fujita et al., “Investigation of bulk laser damage in KDP crystal as 

a function of laser irradiation direction, polarization, and wavelength”, Applied Physics B-

Lasers and Optics 70 (2), 195-201 (2000).

4. L Lamaignere, T Donval, M Loiseau, J C Poncetta, G Raze, C Meslin, B Bertussi, H 

Bercegol, “Accurate measurements of laser-induced bulk damage density” , Measurement 

Science & Technology 20 (9) 095701 (2009).

5. HU Guo-Hang, ZHAO Yuan-An, SUN Shao-Tao, Li Da-Wei, SUN Xun, SHAO Jian-Da, 

FAN Zheng-Xiu, “One-on-One and R-on-One tests on KDP and DKDP Crystals with 

Different Orientations”, Chin. Phys. Lett. 26 (8) 87801 (2009).

6. A. Dyan, F. Enguehard, S. Lallich, H. Piombini, F. Duchateau, “Scaling laws in laser-

induced potassium dihydrogen phosphate crystal damage by nanosecond pulses at 3”, J. 

Opt. Sec. Am B 25 (6), 1087-1095 (2008).

7. J.Y. Natoli, L. Gallais, B. Bertussi, M. Commandré, C. Amra, ”Toward an abosolute 

measurement of LIDT”, Proc. SPIE 4932, 2003

8. C. W. Carr, M. D. Feit, M. C. Nostrand et al., “Techniques for qualitative and quantitative 

measurement of aspects of laser-induced damage important for laser beam propagation”, 

Measurement Science & Technology 17 (7), 1958-1962 (2006).



12

9. J.J Adams, J.A. Jarboe, M.D. Feit, R.P. Hackel, “Comparison between S/1 and R/1 tests and 

damage density vs. fluence () results for unconditioned and sub-nanosecond laser-

conditioned KD2PO4” Proc SPIE 6720 (672014-1), 2007

10. C.W. Carr, H.B. Radousky, and S.G. Demos, “Wavelength Dependence of Laser-Induced 

Damage: Determining the Damage Initiation Mechanisms”, Physical Review Letters 91 (12), 

127402 (2003).

11. J. E. Swain, S. E. Stokowski, D. Milam et al.,”The effect of baking and pulsed laser 

irradiation on the bulk laser damage threshold of potassium dihydrogen phosphate crystals”,

Applied Physics Letters 41 (1), 12-14 (1982).

12. HU Guo-Hang, ZHAO Yuan-An, SUN Shao-Tao, Li Da-Wei, LIU Xiao-Feng, SUN Xun, 

SHAO Jian-Da, FAN Zheng-Xiu, “Characteristics of 355 nm Laser Damage in KDP and 

DKDP Crystals”, Chin. Phys. Lett. 26 (9) 97802 (2009).

13. E. W. Vanstryland, M. J. Soileau, A. L. Smirl et al., “Pulse-width and focal-volume 

dependence of laser-induced breakdown”, Physical Review B 23 (5), 2144-2151 (1981).

14. S. Reyne, G. Duchateau, N.Y. Natoli, L. Lamaignere, “KDP crystal orientation influence on 

nanosecond laser-induced damage at 1064 nm”  Proc. SPIE 7842, 2010

15. A. K. Burnham, M. Runkel, M. D. Feit et al., “Laser-induced damage in deuterated 

potassium dihydrogen phosphate”, Applied Optics 42 (27), 5483-5495 (2003).

16. A. Dyan, F. Enguehard, S. Lallich, H. Piombini, F. Duchateau, “Scaling laws in laser-

induced potassium dihydrogen phosphate crystal damage by nanosecond pulses at 3”, J. 

Opt. Sec. Am B 25 (6), 1087-1095 (2008).

17. J.J. Adams, C. W. Carr, M.D. Feit et al., Wavelength and pulselength dependence of laser 

conditioning and bulk damage in doubler-cut KH2PO4, Proc. SPIE 5991, (5991R), 2006



13

18. L Lamaignere, T Donval, et al., “Accurate measurements of laser-induced bulk damage 

density”  Measurement Science & Technology 20 (9), (2009).

19. C. W. Carr and J. M. Auerbach, "Effect of multiple wavelengths on laser-induced damage in 

KH(2-x)DxPO4 crystals," Optics Letters 31 (5), 595-597 (2006).

20. M.C. Nostrand et al “A large aperature, high energy laser system for optics and optical 

component testing” , Proc. SPIE 5273, 2003

21. J.Y. Natoli, J. Capoulade, H. Piomini, B. Bertussi, “Influence of laser beam size and 

wavelength in the determination of LIDT and associated laser damage precursor densities in 

KH2PO4” Proc. SPIE 6720 (672016-1) 2007

22. C.W. Carr, M.J. Matthews, J.D. Bude, M.L. Spaeth, “The effect of laser pulse duration on 

laser-induced damage in KDP and SIO2”, Proc. SPIE 6403 (6403K-8), 2006



14


