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Abstract The development of high power cryogenic targets for use in parity violating

electron scattering has been a crucial ingredient in the success of those experiments. As

we chase the precision frontier, the demands and requirements for these targets have

grown accordingly. We discuss the state of the art, and describe recent developments

and strategies in the design of the next generation of these targets.
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1 Introduction

Electron scattering experiments aimed at electroweak physics via the measurement of

parity violating observables are placing greater and greater demands on cryogenic tar-

get development. Thick LH2 targets up to 150 cm long, and beam currents approaching

nearly 200 µA are being employed. The power associated with the ionization energy

loss of the electron beam through these targets is approaching 5 kW. At the same time

these parameters are being pushed to such extreme frontiers, the allowable contribu-

tion of target noise to the measured asymmetry widths is being driven ever smaller,

well below 100 ppm. Table 1 shows what has been achieved by some of the cutting

edge targets developed to date, as well as goals for two future targets currently under

development. We frame our discussion of target design around ongoing design work

associated with one of these next generation targets, the Qweak target.

In considering the design of any given target, there are a number of knobs to

turn to optimize that target’s performance. These include the operating pressure and
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temperature, the flow velocity across the beam axis, the frequency and area over which

the electron beam is rastered (dithered) across the target, the intrinsic diameter and

the helicity reversal frequency of the electron beam, the design and thickness of the

entrance and exit windows of the target cell, and the basic design of the cell which can

affect the thermodynamic properties of the LH2 in the beam interaction volume, in

particular. A number of factors constrain these design choices: the target length and

beam current required to achieve the experiment’s desired precision, the background

generated from the target cell windows, safety concerns, the available cooling power,

the pressure head of the target loop, the statistical width of the asymmetry differences

measured in the experiment, the time available to design and build the target, as well as

to perform the measurement, and finally, constraints associated with DOE 10CFR851,

aka ASME compliance.

The Qweak target performance has been estimated based on that achieved for G0’s

target. The G0 target reported [2] a target width of 238 ppm. We scale the raster area,

target length, and beam current for the two targets linearly. Although there is evidence

from a number of sources that a target’s performance scales faster than linearly with

the massflow (G0 reported a cubic dependence), we scale this linearly as well since it

clearly depends on cell design details. The G0 target had a LH2 flow longitudinal to

the electron beam, whereas Qweak’s target flow is transverse to the beam axis. Finally,

recent studies at JLab have shown that the target width scales with the electron beam’s

helicity reversal frequency according to a power law with exponent 0.4. Using the values

in Table 1, a target width contribution of about 35 ppm can be expected for the Qweak

target based on these scaling arguments.

The Qweak target is the first to benefit from use of Computaional Fluid Dynamics

(CFD) simulations for all aspects of its design. The focus of these efforts was on opti-

mizing the design of the target cell in the beam interaction volume. However, aspects

of the heater design, the heat exchanger, the windows, the dummy targets, as well

as effects associated with the raster, and finally, various accident scenarios were also

studied using this powerful new tool.

Table 1 Parameters of existing and future Cryogenic Targets

P/T/ṁ L P/I/E PV dbeam ∆ρ/ρ δρ/ρ Helicity
Expt. psia/K/kg/s cm W/µA/GeV W/cm3 mm % ppm rev (Hz)

Existing:
SAMPLE 25/20/0.6 40 700/40/0.2 396 2 1 < 1000 60
HAppEx 26/19/0.1 20 500/35-55/3 76 5x5 100 30
PVA4 25/17/0.13 10 250/20/0.85 310 1.7 0.1 392 50
E158 21/20/1.8 150 700/12/48 467 1 1.5 < 65 120
G0 25/19/0.3 20 500/40-60/3 346 2x2 < 1.5 238 30
Future:
Qweak 35/20/1 35 2500/180/1.1 245 5x5 < 45 250
MOLLER 150 5000/85/11 < 26 2000
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2 Pressure & Temperature

A liquid Hydrogen target can operate over only a relatively narrow temperature range.

Hydrogen freezes at around 14 K, more or less independent of pressure. The temper-

ature at which Hydrogen boils does depend on its pressure, varying from 22.2 K at

25 psia, to 25.2 K at 50 psia. Ideally, the target is sub-cooled several degrees below

the boiling temperature in order to accomodate a small temperature rise in the beam

interaction volume without boiling. The amount of sub-cooling is a compromise be-

tween this requirement, and the impact on the cooling power, which is proportional

to the difference between the coolant supply temperature and the target operating

temperature. In practice, most targets have an operating temperature of 19 or 20 K.

There are also limitations on the operating pressure. A cryogenic target must never

go sub-atmospheric (<14.7 psia) or the possibility of air leaking into the plumbing

could lead to a catastrophe. Higher pressures have the disadvantage that they lead to

thicker windows (higher backgrounds), higher warm gas storage pressures, and more

gas inventory. However, higher pressures offer a number of advantages as well. Foremost

among these is superior cavitation headroom. Cavitation can occur at the trailing edge

of the pump blades if the pressure there drops below the vapor pressure. The vapor

pressure of 19 K LH2 is 9.9 psia (13.6 psia for 20 K LH2). So raising the pressure of

a 20 K LH2 target from 25 psia to 35 psia doubles the cavitation headroom. Higher

pressure also means a higher boiling temperature, which can be taken advantage of in

one of two different ways. The target could be operated at higher temperature, which

provides more cooling power. Or the target could be kept at a fixed temperature, in

which case one accrues more sub-cooling.

We explored the potential benefit of the latter option in the context of film boiling

at the windows of the target. Qualitatively, as the target sub-cools, the heat flux

into the liquid across the film at the window improves, which helps lower the window

temperature and thus mitigates the impact of film boiling at the window. To quantify

this effect, we made use of a study described in [1]. There, the effect of sub-cooling on

the heat transfer q across the film was characterized by Fsub = qsubcooled

qsaturation
. They found

Fsub = 1.0 + 12.236 [
(Cpρk)0.5

l (∆ρ)0.125

λρ0.75
v σ0.375

](∆T)sub ,

where Cp is the specific heat, ρ the density, k the thermal conductivity, ∆ρ the liquid-

film density difference, λ the heat of vaporization, and σ the liquid surface tension.

For a 19 K LH2 target, Fsub rises from 1.18 to only 1.26 as the pressure rises from 25

psia to 45 psia. Thus, although this effect is real, it’s too small to be a driver in target

design. The bottom line is that most targets operate at around 25 psia. Qweak aims

for 35 psia, mainly to achieve more cavitation headroom.

3 Cooling Power

The main factor driving the cooling power requirement for any given target is the

ionization energy loss of the beam, which is given by Pb (W) = Ib(µA) ρ(g/cm3) t(cm)

dE/dx(MeV/g/cm2). For the Qweak target, for example, Ib= 180 (µA), ρ = 0.072

(g/cm3), t = 35 (cm), and dE/dx = 4.653 (MeV/g/cm2), so Pb = 2.1 kW. Beyond

this, heat must be available to take away in order to control the target’s temperature



4

via a heater. The pump motor puts heat into the liquid. There are of course conductive

losses between the 20 K target and the 300 K outside world. Finally, viscous heating of

the target loop can also occur: Viscous Heating (W) =
Flow (l/s) Head (psi)

pump efficiency × 6.89. But

since the head hL = f L
d

v2

2g , the viscous heating goes like v3! (Note that the pressure

head ∆P = hLρg). Most targets do not operate in the head and flow regime where this

is important. Clearly however, this can quickly get out of hand if not accounted for in

the design. For the Qweak target, we require the viscous heating not exceed 10% of the

total heat load. The effect of all these other cooling power contributions adds another

500 W to the 2.1 kW of beam power required for the Qweak target, for example.

4 Elements of the Target Loop

The LH2 is circulated in a closed loop. The principle elements of the loop are the cell

where the beam interacts with the liquid, a heater, a pump, and a heat exchanger.

The loop is usually plumbed to a ballast tank to store the gas when it is warm, and

to provide a pressure reservoir when the target is cold. Temperature and pressure

instrumentation are provided at various points. A motion mechanism allows the target

to be positioned on the beam, as well as enabling the use of other solid targets for

various purposes in the experiment.

4.1 Cell Design

CFD simulations can play a very important role in the design of the cell. For the

Qweak target, both longitudinal and transverse designs were studied looking at factors

including the average and maximum temperature rise and density reduction in the

beam interaction volume, the heating at the windows, the effects of design changes on

the head and Hydrogen volume. We found that for the design parameters of the Qweak

target, a transverse design offered about a factor of two better performance in all these

areas. The final design we arrived at is shown in Figure 1.

Fig. 1 Left: CFD simulation of the Qweak target cell, showing contours of velocity across the
cell. Right: CAD model of the cell’s flowspace.
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4.2 Heat Exchanger

In order to meet the challenges of providing 2.5 kW of cooling power, we developed

a hybrid heat exchanger (HX) for Qweak’s target. It combines the 1.2 kW cooling

power of the JLab End Station Refrigerator (which supplies 15 K Helium coolant at

12 atm), with the excess capacity of the Central Helium Liquifier (4 K Helium coolant

supplied at 3 atm). Both coolant circuits feed a single counterflow HX wound with

1/2” Copper fin tube (16 fpi). The HX was designed analytically. CFD simulations

were performed to check the head calculation, and to insure that Hydrogen ice would

not form anywhere in the HX.

4.3 Heater

The heater for the Qweak target was designed analytically, and checked with CFD

calculations. We settled on a short, four layer set of windings using 13 AWG Nichrome

wire wound on a 1/16” thick G10 frame. Two coils connect in parallel to deliver 1.2

Ω. The heater should not boil the liquid even at its design power of 2500 W.

4.4 Pump

The pressure head and the mass flow (capacity) required are the dominant design

factors for the pump. Traditionally, vane-axial pumps have been used to circulate the

LH2 around the loop. For the higher head (1.3 psi) and higher capacities (15 liters/s)

required of next generation targets like Qweak’s, the specific speed dictates a centrifugal

pump be used.

5 Safety

Three accident scenarios need to be thoroughly studied and accounted for in the design.

The first of these is the relief calculation, which accounts for a sudden loss of insulating

vacuum, and the subsequent rapid boiloff of the target liquid. The relief plumbing must

be adequately sized to handle this kind of accident. The second scenario is the vent

calculation, in which there is a rupture of the cryo-loop, presumably at the one of

the thin windows. This puts LH2 into the scattering chamber. Vent plumbing on the

scattering chamber must be designed to keep the system intact so that Hydrogen does

not escape into the experimental hall. Finally, the accident scenario where Hydrogen

does escape into the hall must also be examined.
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