Multiple-frame IR photo-recorder
KIT-3M

E. Roos, P. Wilkins, N. Nebeker, V. Murugov, A. Kravchenko, V. Lasarchuk, D. Litvin, V. Mis'ko, S. Petrov, A. Senik, Y. Sheremetiev

May 26, 2006

Multiple-Frame IR Photo-Recorder KIT-3M
Xi'an, China
September 17, 2006 through September 22, 2006
Disclaimer

This document was prepared as an account of work sponsored by an agency of the United States Government. Neither the United States Government nor the University of California nor any of their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by trade name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or the University of California. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or the University of California, and shall not be used for advertising or product endorsement purposes.
Multiple-frame IR photo-recorder KIT-3M


Russian Federal Nuclear Center-VNIIEF, Sarov, Nizhni Novgorod Region, 607188, Russia.
*Lawrence Livermore National Laboratory, P.O. Box 808, California, USA 94550.
**Cordin Corporation, 2230 South 3270 West, Salt Lake City, UT, 84119

ABSTRACT

This paper reports the experimental results of a high-speed multi-frame infrared camera which has been developed in Sarov at VNIIEF. Earlier [1] we discussed the possibility of creation of the multi-frame infrared radiation photo-recorder with framing frequency about 1 MHz. The basis of the photo-recorder is a semiconductor ionization camera [2, 3], which converts IR radiation of spectral range 1-10 micrometers into a visible image. Several sequential thermal images are registered by using the IR converter in conjunction with a multi-frame electron-optical camera. In the present report we discuss the performance characteristics of a prototype commercial 9-frame high-speed IR photo-recorder. The image converter records infrared images of thermal fields corresponding to temperatures ranging from 300°C to 2000°C with an exposure time of 1-20 µs at a frame frequency up to 500 KHz. The IR-photo-recorder camera is useful for recording the time evolution of thermal fields in fast processes such as gas dynamics, ballistics, pulsed welding, thermal processing, automotive industry, aircraft construction, in pulsed-power electric experiments, and for the measurement of spatial mode characteristics of IR-laser radiation.

Key words: high-speed frame photography, IR-radiation, thermal field imaging.

References.

3. V. Lazarchuk, V. Murugov et.al. “Photorecorder of pulsed-periodic IR radiation based on the ionization chamber” 22nd International Congress on High Speed Photography and Photonics, Santa Fe USA, 1996.

This work was performed under the auspices of the U. S. Department of Energy by University of California, Lawrence Livermore National Laboratory under contract W-7405-Eng-48.