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The Soft Gamma-ray Detector (SGD) on board NeXT (Japanese future high energy astrophysics mission) is
a Compton telescope with narrow field of view, which utilizes Compton kinematics to enhance its background
rejection capabilities. It is realized as a hybrid semiconductor gamma-ray detector which consists of silicon and
Cadmium Telluride (CdTe) detectors. It can detect photons in an energy band 0.05–1 MeV at a background level
of 5×10−7 counts/s/cm2/keV; the silicon layers are required to improve the performance at a lower energy band
(<0.3 MeV). Excellent energy resolution is the key feature of the SGD to achieve both high angular resolution
and good background rejection capability. Its ability to measure gamma-ray polarization opens up a new window
to study gamma-ray emission in the universe. We will present the development of key technologies to realize
the SGD; high quality CdTe, low noise front-end VLSI and bump bonding technology. Energy resolutions of
1.7 keV (FWHM) for CdTe pixel detectors and 1.1 keV for silicon strip detectors have been measured. We also
present the validation of Monte Carlo simulation used to evaluate the performance of the SGD.

1. Introduction

The hard X-ray and gamma-ray bands have long
been recognized as important windows for exploring
the energetic universe. It is in these energy bands that
non-thermal emission, primarily due to accelerated
high energy particles, becomes dominant. However,
by comparison with the soft X-ray band, where the
spectacular data from the XMM-Newton and Chan-
dra satellites are revolutionizing our understanding
of the high-energy Universe, the sensitivities of hard
X-ray missions flown so far, or currently under con-
struction, have not dramatically improved over the
last decade. Clearly, the scope of discovery expected
with much improved sensitivity for both point and ex-
tended sources is enormous.

Recently, a new semiconductor detector based on
Cadmium Telluride (CdTe) emerged as a promising
detector technology for detection of MeV gamma-
rays [1, 2]. Taking advantage of significant progress
in CdTe technologies, we are developing a new gener-
ation of Compton telescopes, the SGD (Soft Gamma-
ray Detector) [3] to be deployed onboard the NeXT
(New X-ray Telescope) mission [4] proposed at ISAS
(Institute of Space and Astronautical Science) as a
successor of the Astro-E2.

The NeXT/SGD is a hybrid semiconductor gamma-

ray instrument which consists of silicon and CdTe sen-
sors to detect photons in a wide energy band (0.05–
1 MeV); the silicon layers are required to improve
the performance at a lower energy band (<0.3 MeV).
The silicon layers also improve the angular resolu-
tion because of smaller effect of the finite momen-
tum of the Compton-scattering electrons (Doppler
broadening) than CdTe. The SGD is a narrow FOV
(field-of-view) instrument which utilizes a Compton
kinematics telescope to enhance its background re-
jection capabilities to achieve very low background
(5× 10−7 counts/s/cm2/keV) [1]. Figure 1 (a) shows
expected SGD sensitivities for continuum emission
from point source, assuming an observation time of
100 ks and comparison with other instruments [3]. It
is evident that the SGD presents great improvement
in the soft gamma-ray band. The Compton kinemat-
ics rely on the excellent energy resolution afforded by
the detector material in the SGD module. This res-
olution (better than 1.5 keV @ 60 keV) allows the
instrument to achieve both high angular resolution
and good background rejection capability. As a nat-
ural consequence of the Compton approach used to
decrease backgrounds, the SGD module is quite sen-
sitive to X/γ-ray polarization, thereby opening up a
new window to study particle acceleration and radia-
tion mechanism in astronomical objects.

SLAC-PUB-11071

April 2005

Work supported in part by the Department of Energy contract DE-AC02-76SF00515

Submitted to 22nd Texas Symposium On Relativistic Astrophysics At Stanford University, 12/13-12/17/2004, Stanford, CA, USA



(a)

100

F
lu

x
 [

p
h

o
to

n
/s

/c
m

2
/k

e
V

]

Energy [keV]

10-4

10-5

10-6

10-7

10-8

103102101

NeXT SGD 

(Comp. mode)

NeXT HXI

(CdTe)

NeXT HXI

(CCD)

Continuum Sensitivity

(point source)

∆E/E = 0.5, 100 ks

Astro-E2

XIS

Astro-E2

HXD

1 mCrab10 µCrab

Integral SPI

Integral IBIS

CGRO OSSE

BeppoSAX PDS

XMM-Newton

Chandra

(b) (c)

Side View Top View

 NeXT / Soft Gamma-ray Detector (SGD)

Figure 1: (a) Expected SGD sensitivities for continuum emissions from point source, assuming an observation time of
100 ks and comparison with other instruments. (b) Conceptual drawing of a SGD detector unit. (c) Conceptual
drawing of the SGD instrument.

2. Instrument Description

The NeXT/SGD is a Compton telescope with nar-
row FOV, which provides a constraint on Compton
kinematics to enhance its background rejection capa-
bilities. The hybrid design of this module, illustrated
in Figure 1 (b), incorporates both silicon strips (to en-
hance response below ∼300 keV) and pixelated CdTe
detectors. The Compton telescope consists of 24 lay-
ers of DSSDs (double-sided silicon strip detectors) and
2 layers of thin (0.5 mm) CdTe pixelated detectors
surrounded by 5 mm thick CdTe pixelated detectors.
This arrangement is originated from a Si strip based
Compton telescope proposed by T. Kamae et al. [5].
The DSSD strip pitch is chosen to be 0.4 mm to opti-
mize the noise performance and power consumption.
The DSSD thickness is 0.5 mm mainly to avoid the
high depletion voltage while retaining moderate inter-
action probability. The pixel size of the CdTe detec-
tors is 2×2 mm2 to optimize the angular resolution of
the Compton kinematics and the number of channels
required. Thin CdTe detectors are placed underneath
the DSSD layer to reduce the effect of the backgrounds
as described in section 3. The size of DSSDs and thin
CdTe detectors is approximately 5× 5 cm2.

A copper collimator restricts the field of view of the
telescope to 0.5◦ for low energy photons (<100 keV),
which is essential to minimize the CXB (cosmic X-ray
backgrounds). A BGO (Bi4Ge3O12) active collimator
defines the FOV to 4◦ for high energy photons. A
BGO bottom shield unit detects escaped photons and
cosmic rays. Scintillation light from BGO crystals is
detected by avalanche photo-diodes (APDs) allowing
a compact design and low energy threshold compared
with phototubes. The combination of a Compton tele-
scope, BGO active collimator, a fine passive collimator
constructed of copper and a BGO bottom shield forms
a detector module that can detect photons in a wide
energy band (0.05–1 MeV) at a background level of
5× 10−7 counts/s/cm2/keV. These modules are then
arrayed to provide the required area. Figure 1 (c)
shows a conceptual drawing of the SGD instrument,
which consists of a 5 × 5 array of identical detector

modules surround by BGO shield units.
We require each SGD event to interact twice in the

stacked detector, once by Compton scattering in the
Si or thin CdTe part, and then by photo-absorption in
the CdTe part. Once the locations and energies of the
two interactions are measured as shown in Figure 1
(b), the Compton kinematics allows us to calculate
the angle between the telescope axis and the incident
direction of the event using the formula,

cos θ = 1 +
mec

2

E2 + E1
− mec

2

E2
, (1)

where θ is the polar angle of the Compton scatter-
ing, and E1 and E2 are the energy deposited in each
photon interaction. The direction of the incident pho-
ton can be confined to be on the surface of a cone
determined from θ and the two interaction positions.
The high energy resolution of the Si and CdTe devices
help reduce the width of these “Compton rings”. We
can determine the location of point sources as inter-
sections of multiple rings. The angular resolution is
limited to ∼8◦ at 100 keV due to the Doppler broad-
ening (assuming that the energy resolution is better
than 1.5 keV), which is comparable to the FOV of the
BGO collimators. Although the order of the events
can be uncertain, we can use the relation that the
energy deposition by Compton scattering is always
smaller than that of the photo absorption for ener-
gies below Eγ = 256 keV (Eγ = mec

2/2). This rela-
tion holds above this energy, if the scattering angle θ is
smaller than cos−1(1−mec

2/2Eγ). The major advan-
tage of employing the Compton kinematics, however,
is to reduce backgrounds. By having a narrow FOV,
and by requiring the Compton ring of a valid aper-
ture gamma-ray event to intersect with the FOV, we
can reject most of background events. This dramat-
ically reduces the background from radio-activation
of the detector materials, which is a dominant back-
ground source in the case of the Astro-E2 HXD (Hard
X-ray Detector) [6, 7]. Furthermore, we can elimi-
nate Compton rings produced by bright sources lo-
cated outside the FOV, which could produce signifi-
cant background in some circumstances. It is crucial
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to achieve low backgrounds since the photon sensitiv-
ity of the the HXD is limited by the backgrounds, not
the effective area.

3. Background Suppression

Dominant background sources in the hard X-ray
and soft gamma-ray bands are

• Source confusion and CXB (Cosmic X-ray Back-
ground)

• Cosmic rays and their secondary particles pro-
duced by the interactions with the satellite

• Internal background due to the contamination
of long-lived radio isotopes in the detector ma-
terial [7]

• Activation of the detector material due to the
interaction with cosmic rays.

The first source can be minimized by limiting the
FOV. The CXB is the dominant photon background
source for the energy band less than 100 keV. To ad-
dress this background term we implement a fine colli-
mator, constructed of 50 µm copper arranged to pro-
vide a 30 arc-minute field of view. The FOV in the
higher energy range is 4◦.

The backgrounds due to cosmic rays and secondary
particles can be suppressed by the active BGO colli-
mator and shield.

The radioisotope contamination will be a dominant
background source for the Astro-E2 HXD, which is the
predecessor of the SGD and utilizes a similar well-type
active shield configuration. The major contaminant
is from 152Gd in the GSO (Gd2SiO5) scintillator used
in the HXD. The semiconductor devices we propose
for use in the SGD are inherently free from any con-
tamination. We still need to be concerned about the
contamination in the BGO shields. Most of the back-
ground events emanating from the BGO shield are ab-
sorbed in the 5 mm thick CdTe detector and do not
produce hits in the DSSD and thin CdTe layers. The
self-background from the CdTe can be minimized by
limiting the volume of the CdTe detector illuminated
by the incident photons. Since the incident photons
with energies less than 80 keV are absorbed in the
thin CdTe layers, the activation background is sup-
pressed by a factor of ∼5 by requiring an interaction
in either DSSD or thin CdTe layers. Figure 2 shows
the speactra of the self-backgrounds for 0.5 mm thick
CdTe and 5 mm thick GSO. It clearly illustrates that
the continuum background is reduced by more than
an order of magnitude.

Further background suppression can be achieved by
using the Compton events. In fact, most backgrounds
can be rejected by simply requiring two hits (albeit
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Figure 2: Spectra for GSO and CdTe activation
backgrounds.

with an attendant reduction in the instrument effec-
tive area). Applying the Compton kinematics and re-
quiring consistency between the inferred incident pho-
ton direction and the FOV defined by the collimator
will virtually eliminate the backgrounds from the bot-
tom shield and CdTe detectors. The background from
the BGO and copper collimator cannot be eliminated,
but the source volume is small.

A background level of 5×10−7 counts/s/cm2/keV is
expected by employing these background suppression
techniques, which is 20–100 times better than that of
the HXD.

4. Expected Performance

The background level expected for the SGD is the
key feature to achieve the sensitivity required to meet
the science objectives of this project. In addition,
the effective area must be maximized to detect suf-
ficient number of photons for the observation of such
faint objects in a reasonable amount of time. Figure 3
(a) shows the effective area as a function of the inci-
dent energy estimated using an EGS4 simulation. The
solid curve represents the effective area with the ab-
sorption mode in which only total energy is measured
without Compton kinematic constraint. Incomplete
events are still suppressed by BGO anti-shield detec-
tors. The dotted curve indicates the effective area
with the Compton mode in which only events con-
sistent with one Compton scattering and one photo
absorption are accepted. The difference between the
absorption mode and the Compton mode is due to
zero-Compton scattering events in lower energy re-
gion (E < 100 keV) and multiple-Compton scattering
events in higher energy region (E > 100 keV). Includ-
ing multiple-Compton scattering events in the Comp-
ton mode can improve the effective area in the higher
energy region.

Figure 3 (b) shows the expected energy spectrum
for a 100 ks observation of 0.1–100 mCrab sources
with the Compton mode. A background level of
5 × 10−7 counts/s/cm2/keV is assumed. Figure 3
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Figure 3: (a) Effective area as a function of incident energy for the absorption mode (solid) and the Compton mode
(dotted). (b) Expected energy spectrum for a 100 ks observation of 0.1–100 mCrab sources with the Compton mode. A
background level of 5× 10−7 counts/s/cm2/keV is assumed. (c) Comparison of the energy spectrum for a 100 ks
observation of 1 mCarb source expected from the SGD Compton mode (bottom plot) and the instrument with the
effective area of 3300 cm2 and a background level of 5× 10−4 counts/s/cm2/keV (top plot).

(c) compares the energy spectrum for a 100 ks ob-
servation of 1 mCrab source expected from the SGD
Compton mode (bottom plot) and that for the instru-
ment with the effective area of 3300 cm2 (50 times
the SGD effective area) and a background level of
5 × 10−4 counts/s/cm2/keV (top plot). It clearly
demonstrates the importance of the low background.
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Figure 4: Azimuth angle (φ) distribution of the Compton
scattering reconstructed for a 100 ks observation of a 150
mCrab source with a 100% polarization.

Figure 4 shows the azimuth angle (φ) distribution
of the Compton scattering reconstructed for a 100 ks
observation of a 150 mCrab source with a 100% lin-
ear polarization. The distribution is fit to a formula,
AV G · (1+Q sin 2(φ−χ)), where AV G is the average
flux per bin, Q is the modulation factor which should
be proportional to the polarization, and χ is the po-
larization phase and perpendicular to the polarization
vector. The fit yields Q = (66.89±0.30)%, which cor-
responds to the 5σ polarization sensitivity of 2.3%.
Detailed studies of the SGD polarization performance
can be found in [8].

5. Detector Performance Verification

5.1. Energy Resolution

High energy resolution is one of the key require-
ments for the SGD to retain a low background level
with Compton kinematics. The energy resolution
around 1 keV is required to approach the physical
limit of the angular resolution due to Doppler broad-
ening. We have developed a low noise front-end ASIC
(Application-Specific Integrated Circuit), VA32TA, in
collaboration with Ideas ASA in Norway to realize this
goal. We have developed prototype modules for a low
noise DSSD system in order to evaluate noise sources.
To keep the strip yield close to 100% and eliminate
polysilicon bias resistor (a possible noise source), the
DSSD does not employ an integrated AC capacitor.
We have produced 0.3 mm thick DSSDs with a strip
length of 2.56 cm, a strip pitch of 0.4 mm and a
strip gap of 0.1 mm. The C-V measurement indicates
a depletion voltage of 65 V, therefore the following
measurements are performed with a 70 V bias volt-
age. The leakage current is 0.5 nA/strip at 20◦C and
0.05 nA/strip at 0◦C. The strip capacitance is mea-
sured to be 6.3 ± 0.2 pF. Intrinsic noise performance
with a silicon strip detector is measured to be 1.0 keV
(FWHM) at 0◦C, which is in good agreement with the
analytically calculated noise value of 0.9 keV [9]. The
energy resolution for γ-rays is investigated using the
14.4 keV and 122.06 keV γ-ray lines from 57Co and
the 59.54 keV γ-ray line from 241Am. Figure 5 (a)
shows the sum of the energy spectrum from 57Co for
all channels at −10◦C. Fits yield energy resolutions of
1.1 keV (FWHM) for the 14 keV line and 1.3 keV for
the 122 keV line [10]. Figure 5 (b) shows the energy
spectrum from 241Am at 0◦C. A fit yields an energy
resolution of 1.3 keV [9, 10]. The VA32TA perfor-
mance for a CdTe detector is also evaluated using an
8× 8 array of 2× 2 mm2 CdTe pixels. The thickness
of the detector is 0.5 mm. Each pixel is connected to
VA32TA via a fan-out board. Capacitance and leak-
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Figure 5: (a) Energy spectrum of 57Co for a DSSD measured at −10◦C. The 122 keV peak is magnified in the vertical
axis in inset plot. (b) Energy spectrum of 241Am for a DSSD measured at 0◦C. The 60 keV peak is magnified in the
vertical axis in inset plot. (c) The 241Am energy spectrum for a CdTe pixel detector.
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Figure 6: The 137Cs energy spectrum (a) for a
10× 10× 10 mm3 BGO crystal with an APD readout at
−20◦C and (b) for a 300× 48× 3 mm3 BGO crystal with
an APD readout at −15◦C.

age current of each pixel are 1 pF and a few pA at
0◦C. Low leakage current is realized by employing a
guard ring to absorb leakage current from the detector
edge [2]. Noise is measured to be 1.5 keV (FWHM).
Figure 5 (c) shows the 241Am energy spectrum at a
bias voltage of 600 V. We obtain an energy resolution
of 1.7 keV (FWHM) at 60 keV [9, 11].

The APD readout of BGO is a crucial part of the
SGD detector development since it is extremely dif-
ficult to read out BGO collimators with phototubes
due to mechanical constraints. Higher quantum effi-
ciency of the APD will also contribute to lower the
energy threshold of BGO. A large area reverse-type
APD (10×10 mm2), S8664-1010N, has been developed
by Hamamatsu Photonics. The reverse-type APD can
obtain sufficient internal gain at relatively lower bias
voltage and low leakage current. The S8664-1010N
achieves the internal gain of 50 with the bias volt-
age of ∼380 V at −20◦C while keeping the leakage
current at ∼60 pA [12]. We have evaluated the per-
formance of this APD attached to BGO crystals. Fig-
ure 6 (a) and (b) show the 137Cs energy spectrum
with a 10× 10× 10 mm3 BGO block at −20◦C and a
300× 48× 3 mm3 BGO plate at −15◦C, respectively.
The small BGO is attached directly to the APD while
the large BGO is attached to the APD via a light
guide. Energy resolutions are 7.1% (FWHM) for the

small BGO and 20.9% for the large BGO [12]. Mini-
mum detectable energies are 11 keV for the small BGO
and 60 keV for the large BGO. Preliminary measure-
ments with an array of eleven 3-mm diameter APDs
achieved minimum detectable energies of ∼40 keV at
−20◦C and ∼20 keV at −40◦C. We plan to develop
an APD which closely matches the cross section of the
large BGO plate to further improve the performance.

5.2. Compton Reconstruction

We have assembled a small prototype Compton tele-
scope that consists of a DSSD and two CdTe detec-
tors [13]. The DSSD and the CdTe detectors are
placed in parallel with a distance of 12.5 mm. In
this measurement, the telescope is exposed to 57Co
(122 and 136 keV) and 133Ba (81 keV, 303 keV and
356 keV) sources to study the performance in wide
energy range. Events with one Compton scattering in
the DSSD and one photo-absorption in the CdTe are
selected using Compton kinematics in a similar man-
ner above. Figure 7 (a) shows the angular resolution
as a function of the energy [13]. It also shows the
Geant4 MC simulation estimates for the total angular
resolution and contributions from Doppler broaden-
ing, energy resolution and position resolution. The
Doppler broadening effect is the dominant source of
the angular resolution up to 300 keV. The position
resolution becomes significant in higher energy. Using
the same data set, the effect of the background rejec-
tion by Compton kinematics is also studied. First, the
energy spectrum is obtained for events with one hit in
the DSSD and one hit in the CdTe. Then, the back-
ground rejection is applied by requiring |∆θ| < 16◦.
Figure 7 (b) shows the 133Ba spectra with (hatched
histogram) and without the background rejection by
Compton kinematics [13]. It clearly demonstrates
that the effect of this technique. Note that the back-
ground rejection criteria are not optimized, and can
be improved significantly, in particular in low energy
region. Detailed description of Compton reconstruc-
tion studies can be found elsewhere [10, 13, 14].
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5.3. Polarization

In order to evaluate the polarization performance of
the prototype Compton telescope, we have carried out
a beam test at SPring-8 photon factory in Japan [11].
Figure 8 (a) shows the azimuth angle distribution of
the Compton scattering obtained using 177 keV pho-
ton beam with a 100% linear polarization. Figure 8
(b) shows the corresponding distribution simulated by
the EGS4 MC simulation. A fit on the experimental
measurement yields the modulation factor of 43± 3%
which is in a good agreement with the EGS4 result of
41± 2% [11]. These results validate our implementa-
tion of the EGS4 simulation at 10% level.

6. Conclusions

The NeXT/SGD is a Compton telescope with nar-
row field of view, which utilizes Compton kinemat-
ics to enhance its background rejection capabilities.
It is realized as a hybrid semiconductor gamma-ray
detector which consists of silicon and CdTe detec-
tors. We expect the sensitivity of the SGD to reach
5× 10−7 counts/s/cm2/keV, allowing the observation
of 1 mCrab sources in the energy range 0.05–1 MeV
in 100 ks. We also expect 5σ polarization sensitivity
of 8.7% for 10 mCrab sources.

We have developed low noise analog ASICs and

(a) Experimental result
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Figure 8: (a) Azimuth angle distribution of the Compton
scattering obtained using a Compton camera consists of
a DSSD and CdTe pixel detectors with 177 keV polarized
photon beam at SPring-8. (b) Corresponding
distribution by EGS4 simulation.

CdTe detector technologies required to realize the
SGD. We have achieved 1.1 keV and 1.3 keV energy
resolutions for silicon strip detectors at 14 keV and
60–120 keV, respectively, and 1.7 keV for CdTe pixel
detectors at 60 keV. We have verified that the APD
readout of BGO crystal can detect the energy deposit
down to 11 keV.

We have demonstrated the performance of proto-
type Si/CdTe Compton telescopes. MC simulations
are validated against the experimental data on the
angular resolution and the polarization performance.
Doppler broadening is the dominant contribution to
the angular resolution and the energy resolution, and
position resolution is confirmed to be satisfactory.
These experimental results validate the SGD design
and specifications.
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