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1.  Introduction

If cooling is inadequate during a reactor accident, a significant amount of core material could become
molten and relocate to the lower head of the reactor vessel, as happened in the Three Mile Island Unit 2
(TMI-2) accident. If it is possible to ensure that the lower head remains intact so that relocated core mate-
rials are retained within the vessel, the enhanced safety associated with such plants can reduce concerns
about containment failure and associated risk. For example, the enhanced safety of the Westinghouse
Advanced 600 MWe pressurized water reactor (PWR) (AP600), which relied upon external reactor vessel
cooling (ERVC) for in-vessel retention (IVR), resulted in the U.S. Nuclear Regulatory Commission (US
NRC) approving the design without requiring certain conventional features common to existing light water
reactors (LWRs). IVR of core melt is therefore a key severe accident management strategy adopted by
some operating nuclear power plants and proposed for some advanced LWRs. However, it is not clear that
currently proposed ERVC without additional enhancements could provide sufficient heat removal for
higher-power reactors (up to 1500 MWe). Hence, a three-year, United States (U.S.) - Korean International
Nuclear Energy Research Initiative (INERI) project was initiated in which the Idaho National Engineering
and Environmental Laboratory (INEEL), Seoul National University (SNU), Pennsylvania State University
(PSU), and the Korean Atomic Energy Research Institute (KAERI) explored options, such as enhanced
ERVC performance and an enhanced in-vessel core catcher (IVCC), that have the potential to ensure that
IVR is feasible for higher power reactors.

1.1.  Program Objective and Tasks

The ultimate objective of this INERI project is to develop specific recommendations to improve the
safety margin for IVR in high-power reactors. The systematic approach applied to develop these recom-
mendations combines state-of-the-art analytical tools and key U.S. and Korean experimental facilities.
Recommendations focus on modifications to enhance ERVC (through vessel coatings to enhance heat
removal and an improved vessel/insulation configuration to facilitate steam venting) and modifications to
enhance in-vessel debris coolability (through improved IVCC configuration and materials). Collaborators
use improved analytical tools and experimental data to evaluate options that could increase the margin
associated with these modifications (see Figure 1). This increased margin has the potential to improve
plant economics (owing to reduced regulatory requirements) and increase public acceptance (owing to
reduced plant risk). This program is initially focusing on the Korean Advanced Power Reactor -1400 MWe
(APR1400) design. However, margins offered by each modification will be evaluated such that results can
easily be applied to a wide range of existing, advanced reactor designs, and next generation reactor (GEN
IV) designs.

This three-year project includes four tasks (see Figure 2). In Task 1, which was completed during the
first year of this research program, SCDAP/RELAP5-3D© calculations were conducted to define represen-
tative bounding late phase melt conditions. Characteristic parameters from those bounding conditions
(thermal loads, pressure, relocated mass, etc.) were used to design an optimized core catcher (in Task 2)
and ERVC enhancements (in Task 3). Task 2 and 3 activities, which were initiated in the first year of this
project, were completed during the third year of this project. In Task 4, which was completed during the
third and final year of this project, collaborators assessed the improved margin obtained with Task 2 and 3
design modifications. Specifically, quantitative assessments were performed by re-evaluating the
APR1400 scenarios analyzed in Task 1, considering Task 2 and 3 design recommendations.    
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Figure 1.  INERI applied key experimental facilities and state-of-the-art analytical tools.

Figure 2.  Project organization illustrating key tasks and participating organizations.

04-GA50005-13

ERVC Tests
- PSU SBLB
- SNU DELTA
- SNU GAMMA
- KAERI T-HERMES SCDAP/RELAP5 -3D©

Calculations (INEEL & KAERI)
VESTA Calculations (INEEL)
LILAC Calculations (KAERI)

Preliminary Design Effort
Narrow Gap Cooling Tests

- SNU GAMMA
Simulant Tests 

- SNU SIGMA
- KAERI LAVA-GAP

Prototypic Tests (INEEL HTTL)

SCDAP/RELAP5-3D©

Calculations (INEEL)
SCDAP/RELAP5-MOD3.3 
Calculations (KAERI)

Task 2: Core Catcher Design 
Enhancement

Design Information 
for APR1400 and
Other Selected 
Reactor Designs 

Enhanced Core Catcher Design
Database for Evaluating Catcher 
Performance

Task 1: Late Phase Melt 
Conditions

Task 4: Assessment of 
Improved Margin

Task 3: ERVC Enhancement

Increased Safety Margin for Various 
Design Modifications

ERVC Enhancement Due to 
Enhanced Vessel/Insulation 
Performance
ERVC Enhancement Due to Vessel 
Coating
Correlation of ERVC Enhancement 
Data

APR1400 
Cavity/Insulation 
Design Information

Suitable Vessel
Coating Material

Prior
APR1400
Analyses

APR1400
Design
Information

Challenging
Sequences

APR1400 Core
Catcher Design

APR 1400 Bounding Conditions:
• Time-Dependent Relocated Melt 

Mass, Composition, and 
Configuration

• Time- and Position-Dependent 
Heat Flux

• Time-Dependent Decay Heat in 
Relocated Melt

• Fission Product Heat Distribution in 
Relocated Materials

• Time-Dependent Cavity Water 
Height, Pressure, and Temperature

• Time-Dependent Reactor Vessel 
Temperature and Pressure



3 INEEL/EXT-04-02549

Results from Tasks 1, 2, and 3 can be found in several references (e.g., References 1 through 10). For
the Task 4 evaluations, INEEL applied the SCDAP/RELAP5-3D© and VESTA codes to assess the
improved margin associated with core catcher and ERVC design recommendations using results from
Tasks 1, 2, and 3. This report documents these INEEL calculations.

1.2.  Report Content

This report presents results from INEEL VESTA and SCDAP/RELAP5-3D© calculations to quantify
increases in the margin for in-vessel retention that are associated with enhancements studied in this INERI
project. VESTA calculations are described in Section 2, and SCDAP/RELAP5-3D© calculations are
described in Section 3. Section 4 contains insights and conclusions from these calculations. References
cited in this report are listed in Section 5.

2.  VESTA Calculations

The methodology, debris configurations, model description, input assumptions, and results associated
with the VESTA calculations are outlined in the sections that follow.

2.1.  Methodology

INEEL developed the VEssel Statistical Thermal Analysis (VESTA) code to independently verify
University of California at Santa Barbara (UCSB) AP600 study results and assess the impact of additional
uncertainties and other debris configurations. As documented in References 11 through 14, the VESTA
model was developed with funding from the U.S. Nuclear Regulatory Commission (NRC) as a tool to
assess the analyses presented for design certification of the Westinghouse AP600.15 As used here, this tool
incorporated features that allowed evaluation of issues raised by peer-reviewers of the AP600 submittal.

2.2.  Debris Configurations

A key assumption in assessing the heat load to the vessel from relocated debris is the configuration for
the relocated material. At the time of the AP600 analyses, a FInal Bounding State (FIBS) was postulated
that was supposed to “bound” thermal loads from any other configuration that can reasonably be expected.
This FIBS assumed a molten ceramic pool lies beneath a metallic layer. The ceramic pool was assumed to
contain all of the oxide core components (mainly UO2 and ZrO2). Heat transfer from such a pool is gov-
erned by turbulent natural convection associated with volumetric heat sources. The molten pool can expe-
rience sufficient cooling that it becomes surrounded by thin crusts that impose uniform temperature
boundary conditions on the melt (i.e., its liquidus temperature). The metallic layer is also assumed to con-
tain all unoxidized metallic components. It is heated from below and cooled from above and its sides.
However, only the side boundary temperature is fixed -- at the metallic layer liquidus temperature as long
as some portion of the vessel wall remains intact.

However, as noted in Reference 11, several of peer reviewers of the AP600 design certification sub-
mittal noted that the assumed FIBS may not bound even the most plausible configuration for the stratifica-
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tion of the relocated material. Figure 3 illustrates two possible alternate configurations that were proposed
in Reference 11 as more challenging than the FIBS.  

Configuration A is similar to the FIBS, but it is evaluated at an earlier time period, before all of the
metallic and ceramic material relocates to the lower head. In the AP600 analyses performed in the NRC
review, melt relocation masses were based on SCDAP/RELAP5-3D© calculation results. For the analyses
conducted in this report, a similar reliance on SCDAP/RELAP5-3D© results was employed. However, sen-
sitivity calculations were also completed to assess the impact of the assumed metallic melt relocation mass.

Configuration C represents a case where sufficient uranium dissolves into unoxidized zirconium to
form a heavier metallic layer. As noted in Reference 11, there were several source of data supporting U-Zr
formation at the time that the AP600 underwent design certification. Since that time, data from the RAS-
PLAV and MASCA tests also support the potential for such a configuration.16 As in the FIBS postulated
for the AP600, this configuration assumes that more dense components have segregated from less dense
components. However, the metallic layer sinks in this configuration. Heat loads are “focussed” on the bot-
tom of the lower head where heat rejection is a minimum.5 VESTA calculations were then completed to
assess the potential for IVR in this configuration.

2.3.  Code Description

In VESTA, statistical distributions for the heat flux to the vessel wall from the molten pool are com-
pared with statistical distributions calculated for the critical heat flux (CHF) from the submerged vessel
surface. VESTA uncertainty distributions are Bayesian distributions, which are ultimately combined by a
Monte Carlo sampling to yield a distribution on the probability of vessel heat fluxes exceeding the CHF (or
if the vessel isn't submerged, the heat transfer rate from the vessel to the reactor cavity). VESTA can con-
sider several types of debris configurations (stratified, uniform, etc.), decay heat power production associ-
ated with actinide and fission product heating, heat sources in the metallic material, and uncertainty

Figure 3.  Debris configurations evaluated for the APR1400.
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distributions for a wide range of parameters. VESTA can be applied to obtain point estimates and probabil-
ity density functions (pdfs).

The VESTA code considers the following heat transfer processes:

• steady-state turbulent natural convection within a volumetrically-heated (by decay heat), molten
pool;

• convection within the metallic layer;
• conduction through the ceramic crust surrounding the molten pool and the vessel;
• radiation heat transfer from the upper surface of the top metallic layer to the inner surface of the

upper plenum structures and the outer surface of the upper plenum structures to inner surface of
the vessel;

• boiling heat transfer from the vessel outer surface (through an assumed outer surface temperature
boundary condition).

As noted above, VESTA combines Bayesian uncertainty distributions by Monte Carlo sampling to
yield a distribution on the probability of vessel wall heat fluxes exceeding the CHF. This is because it is
presumed that vessel heat fluxes exceeding the CHF is a sufficient and necessary condition for vessel fail-
ure. Once the boiling crisis is reached, the bubble density becomes so large that bubbles coalesce, forming
a vapor film that blankets the vessel surface. Although heat transfer may still occur via conduction and
radiation across the vapor film, neither of these two processes is very effective. Hence, heat transfer coeffi-
cients would decrease significantly; and the temperature of the outer vessel wall would increase to the melt
point or values where the steel essentially loses its strength and becomes susceptible to structural instabil-
ity.

In addition, VESTA allows users to consider the following phenomena:

• several alternate debris configurations (see Section 2.2);
• decay heat power production associated with actinide and fission product heating;
• metallic layer heat sources based on actinide or fission product decay heat fractions and/or other

heat sources;
• material property (density, specific heat, viscosity, thermal conductivity, volumetric coefficient of

thermal expansion, eutectic temperatures) uncertainties and dependencies on temperature and/or
composition;

• various decay heat loads uncertainty distributions (although VESTA includes a time-dependent
decay power curve, the user may specific a decay power and its associated uncertainty distribu-
tion);

• various metallic layer heat transfer correlations and associated uncertainties (users may specific
constants and associated uncertainty parameters for their desired correlations);

• various molten pool heat transfer correlations and associated uncertainties (users may specify con-
stants and associated uncertainty parameters for their desired correlation for estimating average
and angular dependent heat transfer coefficients);

• various CHF correlations and associated uncertainties (users may specify constants and associated
uncertainty parameters for their desired CHF correlation);
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• various input parameter distributions (normal, log-normal, Student’s t, uniform, user-specified, or
point estimate) and characteristic uncertainty distribution parameters (median value, standard
deviation, degrees of freedom, etc.).

VESTA modeling equations are listed in Appendix A of Reference 11. VESTA was verified for the FIBS
and Configuration A endstates using information presented in the Reference 15 submittal by Westinghouse
for the AP600 design certification.

Many of VESTA’s capabilities were implemented so that this code could be used to address issues
raised by peer reviewers of the AP600 design certification submittal. Hence, VESTA is an ideal tool for
assessing the impact of various features explored in this INERI. Prior to applying VESTA for these calcu-
lations, several modifications were implemented into the Reference 11 code. First, VESTA was upgraded
so that it could run under a Windows XP operating system. Second, an error in the Reference 11 version
was corrected that affected Configuration C predictions. Results from the revised code for Configuration C
were verified using hand calculations.

2.4.  Cases for Evaluation

In this task, VESTA analyses were first completed for a “bounding” APR1400 base case for each con-
figuration. As discussed in Section 1.1, SCDAP/RELAP5-3D© calculations were completed in Task 1 of
this project to identify an APR1400 “bounding case”, considering a range of initiating events. To obtain
“bounding” endstates, conservative assumptions were invoked related to plant response for the analysis of
each event For example, one of the most conservative definitions was the assumed failure of all active
safety injection systems. That assumption, along with others invoked in Task 1 analyses, yielded
sequences that are expected to have very low probabilities for ever occurring. However, this conservative
approach provided bounding late-phase melt conditions that could be used to quantify improvements in
IVR margins that are achievable through the use of ERVC enhancements and the IVCC designed in this
program.

Table 1 summarizes the cases evaluated with the VESTA code in this project. As discussed above, a
key benefit of the VESTA code is that it allows users to consider the impact of relocated melt configura-
tion. For this study, the two debris endstates shown in Figure 3 were evaluated. As shown in Table 1, sev-
eral types of cases were evaluated for each debris endstate.

• A base case without an IVCC or enhanced ERVC.
• Bases case sensitivities to assumed steel relocation mass.
• Sensitivities that simulate the use of an IVCC (which was simulated by sensitivities to assumed

decay heat).
• Sensitivities to various types of enhanced ERVC.

As noted above, the impact of an IVCC was simulated in these calculations by only considering the reduc-
tions in relocated material decay heat. Clearly, a detailed evaluation of the impact of this structure would
require a thermal analysis that considered cooling of the relocated material contained within the IVCC
(prior to any failure), the dilution in decay power density if the IVCC were to fail and become subsumed in
the melt, and the decrease in heat flux to the vessel from relocated material due to delays associated with
holdup in the IVCC. Because of project schedule constraints, it was only possible to consider decreases in
decay heat associated with the increased time before relocating material comes in contact with the vessel.
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As discussed in Section 4, it is recommended that additional SCDAP/RELAP5-3D© analyses be com-
pleted with newly obtained narrow gap cooling correlations to gain additional insights about the impact of
the IVCC.

2.5.  Input Assumptions

Table 2 lists VESTA input assumptions for these calculations. For many parameters, input was speci-
fied that was consistent with values assumed in the NRC review of the Westinghouse submittal. For exam-
ple, coefficients required to simulate natural convection heat transfer from the molten pool were selected
that were consistent with values obtained from tests conducted in support of the AP600 reactor evaluation.

Because of project schedule constraints, it was not possible to consider newly obtained heat transfer
correlations to simulate natural convection heat transfer in a volumetrically heated pool. As discussed in
Section 4, it is recommended that additional SCDAP/RELAP5-3D© analyses be completed with these
newly obtained correlations (although initial evaluations suggest that these new correlations are similar to
those used in the AP600 evaluations). 

Table 1.  Cases evaluated with VESTA code.

Description of Cases

Configuration A - Stratified with Metallic Layer on Top
Without IVCC or enhanced ERVC

Without IVCC or enhanced ERVC - sensitivities to assumed steel relocation mass

Enhancements that simulate the use of an IVCC (sensitivities to assumed decay heat)

Enhancements to ERVC (micro-porous coating, enhanced insulation, combined)

Configuration C- Stratified with Ceramic Layer on Top
Without IVCC or enhanced ERVC

Without IVCC or enhanced ERVC - sensitivities to assumed steel relocation mass

Enhancements that simulate the use of an IVCC (sensitivities to assumed decay heat)

Enhancements to ERVC (combined)
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Table 2.  Assumed VESTA input values.

Input Description Assumed Input (Basis)

Material properties (specific heat, thermal conductivity, 
liquidus temperatures, etc.)

Values assumed for AP600 analyses

Upwards natural convection from ceramic pool ;

Values consistent with AP600 review assumptions

Downwards natural convection from ceramic pool ;

Values consistent with AP600 review assumptions

Local heat transfer from a ceramic pool
For

For

Values consistent with AP600 review assumptions

Horizontal heat transfer from molten metallic layer (to vessel 
walls) ; consistent with AP600 analyses

Vertical heat transfer from the molten metallic layer

;

Consistent with AP600 analyses

Uranium oxidation fraction 100% (consistent with SCDAP/RELAP5-3D©analysis) for 
Configuration A; 95% for Configuration C

Relocation time, seconds 4990 seconds; based on SCDAP/RELAP5-3D© analysis; 
Uncertainty based on distribution assumed for AP600 review

Contribution of various groups to fission product decay power Values assumed for AP600 review

Contribution of actinides to decay power 0.10

Uncertainty distribution parameters Values assumed for AP600 analyses

Zirconium relocation mass, kg 3520; based on SCDAP/RELAP5-3D© analysis

SS relocation mass, kg 100,000a

Uranium dioxide relocation mass, kg 108,000; based on SCDAP/RELAP5-3D© analysis

Zirconium dioxide relocation mass, kg 5,180; based on SCDAP/RELAP5-3D© analysis

Decay power as a function of time, MWtb 51.2; based on SCDAP/RELAP5-3D© analysis

Vessel radius (inner/outer) m 2.37 / 2.535; data provided by KHNP

Angularly-dependent vessel wall thickness, m 0.165; data provided by KHNP

Vessel wall temperature, K 400 K
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As noted in Section 2.3, a key benefit of the VESTA code is that it allows users to consider the impact
of input parameter uncertainties. Hence, the user must specify values to characterize median values and
uncertainty parameters for calculation inputs. Table 2 summarizes the basis for the uncertainties assumed
in VESTA calculations.

The use of microporous coatings and an enhanced vessel/insulation configuration were both investi-
gated as methods to enhance ERVC in this INERI. As discussed in Reference 10, correlations were devel-
oped to predict heat transfer from the vessel for various heat transfer conditions. For the APR1400
bounding case heat transfer conditions and vessel geometry, the Reference 10 correlations were applied to
obtain fifth order polynomial equations for estimating CHF correlations that could be implemented into
VESTA. Table 2 lists the coefficients for the CHF correlations used in these VESTA calculations. Figure 4
compares the CHF correlations obtained for various ERVC conditions. As shown in this figure, the CHF
may be increased by factors of 2 to 4 with proposed ERVC enhancements.  

2.6.  Results

As noted in Section 2.4, two debris endstate configurations were considered in these calculations.
Results for Configuration A, a stratified configuration with an upper metallic layer, are discussed in Sec-
tion 2.6.1; and results for Configuration C, a stratified configuration with a lower metallic layer, are dis-
cussed in Section 2.6.2. Section 2.7 summarizes insights from these calculations.

VESTA output includes a wide range of variables, such as angularly-dependent crust thickness, angu-
larly-dependent vessel thickness, peak, bulk, and average temperatures in the ceramic and metallic pools,

Upper plenum structure surface area, m2 179.5 m2; base case values estimated by ratioing AP600 masses 
by power levels of the APR1400 and the AP600

Maximum temperature of ceramic layer molten material, K 2850

Cavity water temperature 400 K

Vessel External Heat Transfer

CHF Analyses conducted for uncoated, coated, insulated, and coated 
with insulated conditions. For each case, a correlation was 
implemented of the form:

, W/m2

Correction uncertainties based on uncertainties assumed for 
AP600 evaluation.

Coefficients C1 C2 C3 C4 C5

Plain vessel 7.161e+05 9.952e+03 1.120e+01 -1.416e-01 0.000e+00

Vessel with microporous coating 1.412e+06 -3.266e+04 1.398e+03 -1.072e+01 1.297e-02

Vessel with enhanced insulation 1.277e+06 3.218e+04 1.095e+03 -2.933e+01 1.837e-01

Vessel with microporous coatings and enhanced insulation 1.394e+06 2.733e+04 1.734e+03 -4.252e+01 2.592e-01

a. Base case values correspond to approximately 60% of masses that would be obtained by ratioing AP600 masses by 
power levels of the APR1400 to the AP600. Sensitivity studies were completed to evaluate the effects of this input value.
b. Consistent with 1979 ANS 5.1 Standard and AP-600 analyses. Note that value was decreased in cases to evaluate the 
effects of an in-vessel core catcher.

Table 2.  Assumed VESTA input values.

Input Description Assumed Input (Basis)

q CHF C1 C2 C3
2 C4

3 C5
4+ + + +=
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crust temperature, and core barrel temperature. However, results here focus on VESTA predictions for heat
flux and ratios of this vessel heat flux to the CHF because these variables best reflect IVR margins.

2.6.1.  Configuration A - Stratified with Upper Metallic Layer

2.6.1.1     Base Case - without in-vessel core catcher or enhanced ERVC

For this configuration, VESTA calculations were first performed for a “base case” that corresponded
to the relocation conditions predicted by Task 1 SCDAP/RELAP5-3D© results. As discussed in Section
2.5, input values characterizing material properties, molten pool heat transfer via convection, and metallic
pool heat transfer via convection and radiation were primarily based on values assumed in the Reference
11 AP600 analysis.

Figures 5 through 7 contain selected VESTA results for this “base case”. Figure 5 contains VESTA
predictions for the heat flux to the vessel wall as a function of angle. As illustrated in this figure, heat
fluxes to the vessel at locations adjacent to the ceramic pool (e.g., less than 70º) are significantly lower
than heat fluxes to the vessel at locations adjacent to the metallic pool. This result is due to the presence of
heat sources in the metallic pool in conjunction with the lack of an insulating ceramic crust that is present
at locations near the ceramic pool.      

Figure 6 shows the corresponding CHF ratios (e.g., the ratio of the heat flux to the vessel to the CHF)
for this base case. For point estimates, base case values are calculated in VESTA by dividing the angularly

Figure 4.  CHF associated with various ERVC conditions.
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dependent heat fluxes in Figure 5 by CHF values for the plain vessel shown in Figure 4. As shown in Fig-
ure 5, vessel wall heat fluxes are predicted to exceed CHF values near the top of the ceramic pool (at an
angle of approximately 70º) and at all locations adjacent to the metallic layer.

Figure 5.  Heat fluxes to the vessel wall for Configuration A base case.

Figure 6.  CHF ratios for Configuration A base case.
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As noted above, the VESTA code allows users to assess the impact of uncertainties associated with
various input values in its calculations. The code can present results in terms of cumulative distribution
functions (cdfs) and probability distribution functions (pdfs). Figure 7 illustrates the pdfs for the ratios of
vessel heat flux to the CHF at five locations that occur within the ceramic pool (0, 10, 20, 30, and 40º). As
indicated in this figure, uncertainties in input values suggest that vessel wall heat fluxes may exceed unity
at locations above 40º (although point estimates suggest that median values remain below unity until a
location of nearly 70º).

2.6.1.2     Sensitivities to steel relocation mass

As documented in Reference 11, one of the key assumptions in the Westinghouse submittal for the
AP600 was the amount of steel mass assumed to relocate and form the metallic layer. Because steel melt
mass assumptions significantly impact analysis results, a single pdf that encompasses the entire range of
postulated melt masses possible at various times in the accident would not yield meaningful results. Hence,
VESTA point estimate calculations were completed to assess the impact of the assumed steel relocation
masses.

Results from these calculations are shown in Figures 8 and 9. As shown in Figure 8, variations in
assumed steel relocation masses only affect metallic layer predictions because ceramic pool heat fluxes are
independent of metallic layer mass assumptions. Although steel melt relocation mass assumptions affect
metallic layer heat fluxes and associated CHF ratios, melt mass increases cannot reduce this ratio below
1.0 because it exceeds unity at locations adjacent to the ceramic pool (see Figure 9).    

Figure 7.  CHF ratio pdfs for Configuration A base case.
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2.6.1.3     Enhancements to simulate an in-vessel core catcher

As discussed in Reference 2, an IVCC may delay and/or prevent molten corium material from directly
contacting the vessel wall due to the narrow gap cooling that occurs between the vessel and in-vessel core
catcher, Furthermore, the decay heat in the relocated material is decreased, if the IVCC delays relocation
of core materials to the lower head, or diluted, if the IVCC is subsumed into the relocated melt masses.

Figure 8.  Heat fluxes assuming various metallic layer steel masses for Configuration A base case.

Figure 9.  CHF ratios assuming various metallic layer steel masses for Configuration A base case.
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Schedule constraints prevented detailed SCDAP/RELAP5-3D© calculations from being conducted with
the newly-obtained narrow gap cooling correlations to assess the impact of such a structure on the bound-
ing case. However, VESTA sensitivity calculations were conducted to gain insights about the benefit asso-
ciated with an in-vessel core catcher by considering the reduction in the magnitude of decay power if there
is a delay in the time when the relocated material contacts the vessel wall. For these calculations, the decay
power was reduced in increments consistent with 0.5 hr, 1 hr, 2 hr, and 4 hr delays in melt relocation.

Figures 10 and 11 illustrate the reduction in heat flux and associated CHF ratios for each assumed relo-
cation delay. As shown in Figure 11, a four hour delay in relocation is required to obtain point estimates
for CHF ratios that approach unity. Although some additional reduction in decay heat may occur if the
material associated with the IVCC is subsumed into the relocated corium, it is clear that the IVCC must
survive for at least 4 hours in order to reduce vessel heat loads to values below the CHF for
Configuration A debris conditions.    

2.6.1.4     Enhancements to ERVC

Figure 12 compares ratios of vessel heat flux to the CHF from point estimate calculations for proposed
ERVC enhancements with values for a plain (uncoated and uninsulated) vessel. As shown in this figure,
ratios are significantly decreased with proposed enhancements. Point estimate calculations suggest that
vessel microporous coatings alone are sufficient to prevent vessel heat fluxes from exceeding the CHF.
Even greater reductions in the CHF ratio are obtained with the enhanced insulation arrangement proposed
in References 10. It is interesting to note that the proposed enhancements are not additive (e.g., the addi-

Figure 10.  Heat fluxes assuming various relocation time delays for Configuration A base case.
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tional benefit of using microporous coatings on a vessel surrounded by the proposed enhanced insulation
structure was smaller than the sum of the benefits associated with each option alone).

Results in Figures 13 through 15 suggest that the CHF ratios are below unity even when input uncer-
tainties are considered. Note that in all three cases, uncertainty distributions are centered around the high-
est CHF ratios at locations near 70º. This result is consistent with results from the point estimate
calculations presented in Figure 12.        

2.6.2.  Configuration C - Stratified with Lower Metallic Layer

2.6.2.1     Base Case - without in-vessel core catcher or enhanced ERVC

VESTA calculations were also performed for a Configuration C “base case” that corresponded to the
relocation conditions predicted by Task 1 SCDAP/RELAP5-3D© results. Figures 16 through 18 contain
selected VESTA results for this “base case”.

Figure 16 contains VESTA predictions for the heat flux to the vessel wall as a function of angle. As
illustrated in this figure, heat fluxes to the vessel at locations adjacent to the ceramic pool (e.g., greater than
70º) are significantly higher than heat fluxes to the vessel at locations adjacent to the metallic pool.  

As shown in Figure 17, point estimate calculations indicate that Configuration C CHF ratios remain
below unity at all locations. However, the peak values for CHF ratios are predicted to occur at two loca-

Figure 11.  CHF ratios assuming various relocation times delay for Configuration A base case.
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Figure 12.  CHF ratios assuming various ERVC enhancements for Configuration A base case.

Figure 13.  CHF ratio pdfs for Configuration A base case with vessel coating.
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Figure 14.  CHF ratio pdfs for Configuration A base case with enhanced vessel/insulation design.

Figure 15.  CHF ratio pdfs for Configuration A base case with “combined” ERVC enhancements.
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tions: near the bottom center of the vessel, where ratios are lower; and near the top of the ceramic pool,
where heat fluxes to the vessel are higher.    

Figure 16.  Heat fluxes to the vessel wall for Configuration C base case.

Figure 17.  CHF ratios for Configuration C base case
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Figure 18 shows the pdfs for the CHF ratios at five locations that occur within the ceramic pool (0, 15,
45, 65, and 85º). As indicated in this figure, the inclusion of uncertainties suggests that there is a very
small, non-zero probability for Configuration C heat fluxes to exceed the CHF at two locations: at 0º (near
the bottom center of the vessel) and at 85º (near the top of the ceramic layer).

2.6.2.2     Sensitivities to steel relocation mass

VESTA point estimate calculations were completed to assess the impact of the assumed steel reloca-
tion masses for Configuration C. Results from these calculations are summarized in Figures 19 and 20. As
shown in Figure 19, a reduction in steel relocation mass for this configuration increases heat flux predic-
tions at all angles. In the metallic layer, this is due to an increased power density when steel relocation
mass is reduced. At locations above the metallic layer, the heat flux increases because these locations are
now adjacent to the ceramic layer. As shown in Figure 20, the CHF ratios are also increased at all loca-
tions. Note that CHF ratios predicted with lower steel relocations masses yield peak CHF ratios near the
bottom center of the vessel. Hence, a bottom center location of the vessel may be more susceptible to fail-
ure in such configurations.   

2.6.2.3     Enhancements to In-Vessel Retention

VESTA sensitivity calculations were also conducted for Configuration C to gain insights about the
benefits associated with IVCC and ERVC enhancements. For these calculations, the maximum benefits

Figure 18.  CHF ratio pdfs for Configuration C base case.
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explored for each IVR method was assumed. For example, an IVCC that delayed melt contact with the ves-
sel for 4 hours and an “ERVC-Combined” case using a coated vessel with an enhanced insulation structure
were assumed. As shown in Figure 21, both options significantly reduce CHF ratios. Uncertainty calcula-

Figure 19.  Heat fluxes for various metallic layer steel masses in Configuration C base case.

Figure 20.  CHF ratios for various metallic layer steel masses in Configuration C base case.
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tion results suggest that CHF ratio pdfs remain below unity for both options. Although the reduction is
generally greater for the “Combined” case with a coated vessel and an enhanced insulation structure, it is
interesting to note that the IVCC offers the largest reduction at locations near the bottom center of the ves-
sel, one of the locations of most concern in Configuration C endstates. Hence, the enhanced margin offered
by various options is dependent upon the melt relocation configuration.  

2.7.  Summary

VESTA calculations were completed for two debris endstate configurations to assess the impact of
IVR enhancements considered in this INERI. Results for Configuration A, a stratified configuration with
an upper metallic layer, and results for Configuration C, a stratified configuration with a lower metallic
layer, are discussed in Sections 2.6.1 and 2.6.2. This section summarizes insights from these calculations.

For base case conditions in a Configuration A endstate:

• Peak heat fluxes and associated CHF ratios are predicted to occur near the top of the ceramic pool
beneath the metallic layer.

• If uncertainties in input values are considered, a small, but non-zero, probability exists for the CHF
ratio to exceed 1.0.

• Point estimate calculations suggest that an IVCC must prevent melt relocation for at least 4 hours
in order to maintain vessel heat fluxes below the CHF.

• Point estimate calculations suggest that either of the explored ERVC enhancements are sufficient
to reduce vessel heat fluxes below the CHF. If one considers uncertainties, the additional reduction
offered by an enhanced insulation design is required to maintain heat fluxes below the CHF.

Figure 21.  CHF ratios assuming various IVR enhancements for Configuration C base case.
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• An IVCC must decrease heat fluxes by at least a factor of 2 for this configuration.
• ERVC enhancements may decrease heat fluxes by factors of 2 to 5.

For base case conditions in a Configuration C endstate:

• Higher heat fluxes are predicted to occur at vessel locations adjacent to the ceramic layer for this
configuration. However, CHF ratios peak at two locations for this configuration: near the bottom
center of the vessel and near the top of the ceramic pool.

• Point estimate and uncertainty calculations suggest that either an IVCC, which can prevent reloca-
tion onto the vessel for at least 4 hours) or a vessel with the combined ERVC enhancements con-
sidered in this study are sufficient to maintain vessel heat fluxes below the CHF.

In summary, either of the proposed IVR enhancements can preclude vessel heat fluxes from exceeding
the CHF. Depending upon the enhancement selected and debris endstate configuration selected, IVR mar-
gins may increase by factors ranging from two to four. The benefit associated with each enhancement is
dependent upon the debris endstate (a condition that is not possible to predict at this time).

3.  SCDAP/RELAP5-3D© Calculations

As previously noted, the objective of Task 4 in this INERI project is to use VESTA and
SCDAP/RELAP5-3D©17 to evaluate potential improvements in the margins for successful IVR in high
power reactors that may be achieved through use of an IVCC and ERVC enhancements (see Figure 2). For
purposes of this project, APR1400 was used as a representative of high power reactors. Applications of
VESTA to satisfy this objective were described in Section 2. This section contains a discussion of the cor-
responding SCDAP/RELAP5-3D© efforts.

It is important to understand that SCDAP/RELAP5-3D© provides a detailed analytical approach for
predicting certain critical aspects of APR1400 behavior. While VESTA is well suited for completing a
variety of sensitivity calculations, VESTA lacks the ability to simulate transient behavior and is limited by
its treatment of boundary conditions. These kind of code-versus-code distinctions dictate the need for
SCDAP/RELAP5-3D©. The possibility of APR1400 vessel wall thinning is a notable example. VESTA
can be used to estimate a steady-state endpoint for wall thickness. However, SCDAP/RELAP5-3D© pro-
vides the only means for simulating time-dependent vessel wall conditions. Depending on the balance
between propagation of the thermal front from the molten corium and the rate of heat removal from the
surface of the vessel, the actual wall thinning (which SCDAP/RELAP5-3D© can approximate) may or may
not correspond with the VESTA steady-state endpoint. For these, and other related reasons,
SCDAP/RELAP5-3D© calculations are needed for a complete IVR analysis.

3.1.  Methodology

The approach used here essentially consists of making SCDAP/RELAP5-3D© calculations of the
APR1400 lower head thermal response following a ‘limiting’ molten corium relocation with and without
an IVCC and ERVC enhancements. Comparing results from these calculations then allows determination
of the potential IVR benefits that may be derived if some specific reactor design changes were actually
implemented.
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Conditions defining the ‘limiting’ molten corium relocation were taken from SCDAP/RELAP5-3D©

results generated in Task 1 of this project. Calculations with and without an IVCC and ERVC enhance-
ments were made possible by modifying SCDAP/RELAP5-3D© to allow simulation of results from exper-
iments conducted in Tasks 2 and 3. Those code modifications are described in some detail in Section 3.2,
the associated modeling assumptions are outlined in Section 3.3, results are provided in Section 3.4, and a
summary of the effort is given in Section 3.5.

Before proceeding, it should be noted that only lower head ERVC enhancement effects were consid-
ered relative to high power reactor IVR margins. IVCC was not addressed in any SCDAP/RELAP5-3D©

calculation due to schedule and budget constraints.

3.2.  Code Modifications

ERVC enhancements that were considered included the effects of microporous coatings (to promote
nucleation during the boiling process), the effects of an optimized vessel insulation configuration (to pro-
mote water downflow and steam venting), and the effects of microporous coatings combined with opti-
mized vessel insulation. SCDAP/RELAP5-3D© was modified to allow simulation of those (three) ERVC
enhancement options based primarily on PSU experimental results collected under Task 3.10 In addition,
PSU experimental results for a plain reactor vessel lower head (without coatings or insulation)10 were
incorporated into the code to serve as a reference for gauging any potential IVR margin improvements. In
all cases (for plain, coated, insulated, and coated/insulated vessels), the PSU experimental results consisted
of correlations for the CHF (as a function of angular position and water subcooling) and correlations for
nucleate boiling and transition boiling (as functions of angular position and the vessel wall superheat).

Correlations for the CHF were provided in the form

(1)

where

= the critical heat flux (MW/m2),

= the angle shown in Figure 22 (radians),

 (oC),

= the water saturation temperature (K), and

= the water temperature (K).  

Unlike the CHF, correlations for nucleate and transition boiling were provided only at discrete angular
positions. However, at each discrete angular position studied, correlations were provided in the form

(2)

where

= the (nucleate or transition) boiling heat flux (MW/m2),

qCHF f f Tsub=

qCHF

Tsub Tsat Twater–=

Tsat

Twater

q a Tln 3 b Tln 2 c Tln d+ + +=

q
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 (oC),

= the vessel wall surface temperature (K), and

 = correlation constants.

PSU results for a coated vessel at an angle of 0.98 rad (56o) is shown in Figure 23 as an example. In
this figure, nucleate and transition curves are depicted for saturated boiling at atmospheric pressure. The
CHF is also shown. SCDAP/RELAP5-3D© was modified to allow the appropriate simulation of heat trans-
fer corresponding with figure. Similarly, code modifications were also completed for all other angular
positions studied in plain, coated, insulated, and coated/insulated configurations.  

In all cases, the code modifications included transient treatment of subcooling effects. This was
accomplished by calculating a saturation temperature at each time and angular position of interest consis-
tent with the total pressure, which is the sum of the position-dependent hydrostatic head and the system
pressure of the water surrounding the reactor vessel. The resulting time- and position-dependent saturation
temperature allowed calculation of a corresponding time- and position-dependent CHF.

The time- and position-dependent CHF was then used to linearly scale nucleate and transition boiling
curves in the modified code. This approach was used because the CHF was provided as functions of sub-
cooling and position while nucleate and transition boiling curves were available only at a limited number
of discrete positions under saturated conditions. Scaling was always applied to the nucleate and transition
boiling curves from the nearest reported angular position (for the configuration being analyzed). This scal-
ing approach retains the shape of the experimentally-determined boiling curves while ensuring consistency
of the curves with the experimentally-determined CHF.

The code modifications also included heat transfer prior to the onset of nucleate boiling. This was
accomplished by calculating heat transfer at the reported onset of boiling (i.e., 0.37 MW/m2 @  = 7 oC
in Figure 23) and then linearly ramping this result to zero as the  goes to zero. Calculating lower head
response beyond the transition boiling region was not included and was not necessary because vessel fail-
ure is unavoidable after the CHF is reached. This occurs because bubble sizes increase as heat transfer
increases until the CHF is reached. At that point, bubbles are large enough to begin blanketing the vessel,

Figure 22.  Illustration of an angular position relative to heat transfer from a hemispherical surface.
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ultimately blocking water contact with the wall and limiting heat flow to that transferred across the steam
film. The effect can be seen in Figure 23 where heat transfer actually drops as vessel wall temperatures
increase beyond the CHF. The result is an unavoidable spiral of ever decreasing heat transfer and ever
increasing wall temperatures. Burnout in the wall will eventually develop somewhere in a film boiling
regime in such a case.

For each angular position of interest on the reactor vessel lower head, implementation of the code
modifications just described included time-dependent logic to

• calculate the corresponding angle ( ),
• calculate the water saturation temperature consistent with the total pressure,
• determine the appropriate vessel configuration (plain, coated, insulated, or coated/insulated),
• calculate the corresponding CHF accounting for subcooling effects,
• use the current wall superheat ( ) to determine the appropriate heat transfer regime (pre-nucleate

boiling, nucleate boiling, or transition boiling) based on data reported for the nearest angle,
• calculate heat transfer based on the current wall superheat and the curve associated with the appro-

priate heat transfer regime (which may require linear extrapolation from heat transfer at the onset
of nucleate boiling to zero if the pre-nucleate boiling regime is applicable),

• scale heat transfer based on the calculated CHF,
• repeat the foregoing logic until the lower head temperature solution converges, and
• then repeat the foregoing logic to advance the simulation time.

Figure 23.  Curves for saturated boiling at atmospheric pressure from a vessel with a microporous coat-
ing at 0.98 rad (56o).
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3.3.  Models and Input Assumptions

All calculations were based on a simplified SCDAP/RELAP5-3D© model of the lower head thermal-
hydraulics and a more detailed COUPLE model of the lower head structure. The SCDAP/RELAP5-3D©

model, as shown in Figure 24, is consistent with the full plant model of the APR1400. However, the sim-
plified version included time-dependent volumes to represent the core, downcomer, and the reactor cavity.
Initial and boundary conditions were taken from results generated in Task 1 of this project.  

The lower head structure was modeled using the two-dimensional finite-element mesh shown in
Figure 25. The mesh, which overlies three lower head hydrodynamic volumes (numbered V190, V200,

Figure 24.  Simplified SCDAP/RELAP5-3D© model of the APR1400 lower head thermal-hydraulics.
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and V210), includes a total of 588 nodes and 540 elements. Any transition from the lower head hemispher-
ical geometry to the cylindrical vessel geometry was ignored due to the lack of specific information. Provi-
sions were included, however, to allow simulation of a contact resistance between a solidified corium crust
and the vessel wall, if a crust is predicted to form. Code modifications to simulate ERVC enhancements
were applied to the exterior surfaces of this model.

Figure 25.  COUPLE two-dimensional finite-element mesh representing the lower head of the APR1400 
reactor vessel (with selected node numbers).
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All calculations were completed using relocation conditions associated with a large loss-of-coolant
accident (LOCA) in the APR1400. Those conditions, which are summarized as LOCA-1 in Table 3, were
selected because they include the highest power density and the highest relocation temperature of all tran-
sients considered (under Task 1 of this project). In addition, the relocation conditions include a relatively
large relocation mass and a relatively high decay power level. This is expected to result in a near limiting
set of conditions relative to the severity of lower head thermal attack. (It should be noted that the probabil-
ity of such conditions may be quite low.7) The actual relocation history associated with this transient and
used in the calculations is provided in Table 4.   

Table 3.  Late-phase melt conditions for APR1400 transients.

Transient

Time of
Relocation

(s)

Relocated Constituents (kg) Corium Characteristics at Time of Relocation

UO2 ZrO2 Zr Total
Depth
(m)

Temperature
(K)

Decay 
Power
(MW)

Power
Density

(MW/m3)

Est Average
Vessel Heat Flux

(MW/m2)a

a. Assuming a hemispherical configuration, without sensible heat effects, for quasi-steady conditions, with estimated lim-
its of heat loss from the upper corium surface (at 10 and 90% of the total decay heat level).

SBO-1 11,100 111,000 24,200 6,440 145,000b

b. Includes 110 kg Zr, 2,270 kg of control rod absorber material, and 76 kg of stainless steel from earlier relocations.

1.86 3,300 47.4 2.49 0.147 to 1.32

SBO-2 8,630 99,600 18,500 6,940 125,000c

c. Includes 261 kg of control rod absorber material and 12 kg of stainless steel from earlier relocations.

1.57 3,010 47.2 3.28 0.170 to 1.53

SBO-3 10,600 111,000 21,200 8,300 144,000d

d. Includes 250 kg Zr, 2,350 kg of control rod absorber material, and 180 kg of stainless steel from earlier relocations.

1.86 3,390 52.0 2.72 0.161 to 1.45

LOCA-1 4,990 108,000 5,180 3,520 119,000e

e. Includes 276 kg Zr, 2,350 kg of control rod absorber material, and 95 kg of stainless steel from earlier relocations.

1.60 3,460 51.2 3.48 0.182 to 1.64

Table 4.  Relocation history for the APR1400 LOCA-1 transient.

Time (s)

Relocated Mass (kg) Relocated Material

UO2 ZrO2 Zr Steel Absorber Temperature (K) Decay Power (MW)

3280 157 1480

3620 2033 1100

3700 93 32 1620

3820 38 13 80 1560

4030 145 50 80 1420

4990 108,000 5180 3244 3460 51.2

108,000 5180 3520 95 2350 Relocated Mass Totals (kg)
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The calculations were also completed assuming steady-state natural convection within molten regions
of the (volumetrically-heated) corium pool. This is a somewhat conservative assumption because transient
natural convection is lower than steady-state natural convection and because a finite period of time (which
was ignored) is required before the transition from transient to steady-state convection will occur. The
corium pool was assumed to be homogeneously mixed. This assumption was adopted out of consideration
for time and budget constraints and the fact that sensitivities relative to segregation of the melt were treated
in VESTA calculations. (SCDAP/RELAP5-3D©, however, does have provisions for modeling melt segre-
gation.)

Conditions in the reactor vessel cavity were modeled as constants (although the code is capable of sim-
ulating any time-dependency of interest). A constant reactor cavity water depth of 7.1 m was included
based on guidance from Korean collaborators. This should result in a flooding level near the elevation of
the reactor hot legs. The cavity water was assumed to remain saturated at atmospheric pressure throughout
the calculations.

3.4.  Results

Models and input assumptions just described (in Section 3.3) were used in conjunction with code mod-
ifications outlined in Section 3.2 to evaluate the effects of ERVC enhancements on the potential for IVR in
APR1400. During this process, however, a code deficiency was discovered. This deficiency arises from the
fact that the code was never designed to explicitly simulate any significant melting of the reactor vessel.
Given this discovery, it seems appropriate to distinguish between code deficiencies and code errors. After
this distinction is made, specific information regarding the nature of the deficiency and steps to remedy the
problem will be discussed.

Errors occur if/when the code fails to perform as designed. On the other hand, deficiencies can surface
if/when the code is used beyond its design limits. In this particular application, significant melting of the
reactor vessel occurs. As such, the results lie in a realm beyond the design of the code. Hence, the problem
with the code is best described as a deficiency, not an error.

The deficiency basically arises from details associated with modeling heat transfer from the molten
corium to the reactor vessel. As the code currently exists, there are two possibilities associated with this
heat transfer path: one where some amount of corium has solidified to form a crust adjacent to the inner
surface of the vessel wall and one without a solidified crust.

The most common situation, at least in previous applications, is the case where heat transfer from the
molten corium is high enough, relative to the corium decay power, to lead to the formation of a solidified
corium crust. In this case, heat flows by convection to the inner most crust surface, by conduction through
the crust, through a crust-to-vessel contact resistance, by conduction through the vessel, and finally,
through convection to the cavity water. Under these conditions, the reactor vessel is protected from melting
by the presence of the solidified crust. The other possibility for heat transfer from the molten corium to the
reactor vessel arises when the heat transfer from the corium is low, relative to the decay power, so that tem-
peratures near the vessel remain high and a solidified corium crust adjacent to the reactor vessel does not
form. Under these conditions, the vessel is more directly exposed to molten pool temperatures, which is the
situation encountered in this analysis. This result appears to be a direct consequence of modeling high
power reactors with decay heat levels above those previously considered.
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The code automatically simulates corium crust growth and shrinkage throughout all calculations. This
is accomplished by comparing heat added to the crust from the molten pool side to the heat removed from
the crust on the vessel side. If more heat is added than removed, the crust must shrink consistent with the
conservation of energy. If/when the crust completely disappears, the code currently uses an arbitrary fixed
heat transfer coefficient of 10,000 W/m2-K to approximate direct molten corium-to-vessel heat transfer.
This fixed coefficient was selected partly as a means to promote rapid crust solidification, as expected dur-
ing the relocation process while the vessel is relatively cold. Thereafter, it was implicitly assumed that heat
transfer through the vessel will be sufficient, relative to the decay power, to maintain some crust thickness.
Selection of this fixed coefficient was also influenced by the fact that experimental data for this heat trans-
fer situation does not exist.

When the fixed coefficient (of 10,000 W/m2-K) is applied in these calculations, very rapid vessel melt-
ing occurs. The process is so rapid that melt-through is near complete before vessel surface temperatures
have time to increase. With vessel surface temperatures relatively low, heat rejection to water in the cavity
remains relatively low, which tends to further promote the melting process. Given those results, compari-
sons of the heat flux from the molten corium pool with the heat flux to the vessel wall were needed.

Heat flux from the side of the molten corium pool was calculated using correlations contained in the
code for steady state natural convection in a volumetrically heated pool given by18,19

(3)

where

= local heat transfer coefficient,

= thermal conductivity of the melt in the boundary layer adjacent to the interface,

= effective radius of the molten region (in a hemispherical geometry),

 = Rayleigh number associated with the molten pool,

= gravitational constant,

= coefficient of volumetric expansion,

= volumetric heat generation rate,

= thermal diffusivity,

= kinematic viscosity of the molten materials, and

= the relationship between local and mean heat transfer reflected in Figure 26.  

After a limited number of comparisons, it became clear that code use of the fixed coefficient of
10,000 W/m2-K results in heat flow to the inner surface of the vessel wall well above that predicted by
Eq. (3). In fact, discrepancies ranged from ~100 to ~300% for positions and points in time that were sam-
pled. In other words, the use of 10,000 W/m2-K can yield vessel heat loads that far exceed the decay power
generated in the molten pool.
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Time and budget constraints in this project did not allow resolution of this code deficiency. However,
the following represents some of the modifications needed to add code capabilities to appropriately
account for the absence of a solidified corium crust and melting of the reactor vessel wall.

• The arbitrary fixed heat transfer coefficient of 10,000 W/m2-K from the molten pool to the inner
surface of the vessel wall should be replaced with time-dependent values calculated to yield heat
flow equal to that associated with natural convection from the volumetrically heated molten pool.
This approach is expected to result in an upper bound on heat flow to the wall because any convec-
tive film drop is ignored. This could be refined if/when experimental data for the specific convec-
tive process become available.

• Vessel melting, including the latent heat of fusion associated with melting the reactor vessel wall,
should be added to SCDAP/RELAP5-3D©.

• The composition of the molten pool should be modified as a function of time to account for the
progression of vessel steel melting.

• Thermal properties of the molten pool should replace the thermal properties of steel in those
regions where the reactor vessel has melted.

Although these modifications could not be implemented during this project, some insights may be
gained by reviewing results from a limited number of calculations that were completed. In these calcula-
tions, the molten pool-to-vessel heat transfer coefficient was reduced from 10,000 to 600 W/m2-K. This
reduction was specifically selected so complete melt through would not occur in vessels with microporous
coatings. The basis for this selection was not entirely arbitrary; instead, it was noted that

Figure 26.  Nusselt number ratio as a function of the angle from molten pool centerline.
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• heat transfer coefficients that would be needed to yield heat flow equal to that associated with nat-
ural convection from the volumetrically heated molten pool were much closer to 600 than
10,000 W/m2-K,

• the convective heat flux from the molten pool predicted using Eq. (3) is less than the CHF (as long
as molten pool temperatures remain reasonable),

• scoping calculations indicate that the CHF from vessels with microporous coatings should be suf-
ficient to reject the total decay power (of 51.2 MW), and

• VESTA results (Section 2.6) indicate that vessels with microporous coatings will not completely
melt through.

The ratio of vessel surface heat flux to the CHF for vessels with microporous coatings at 9000 s
(~1.1 hr after molten fuel relocation) is shown in Figure 27. These results indicate that the selected molten
corium-to-vessel heat transfer coefficient of 600 W/m2-K can lead to large vessel surface heat fluxes, with
some closely approaching the CHF at specific angular positions. As desired, however, the selected coeffi-
cient was just adequate to prevent complete melt through of coated vessels. The asymptotic behavior of
vessel wall temperatures shown in Figure 28 would indicate that wall melting has stabilized by ~8000 s
and that further increases in heat flux ratios (with additional time) will be small. Figure 28 also indicates
the approach to a quasi-stable vessel thickness of ~5 cm. Similar vessel wall thinning due to melting
extended over the region from Nodes 8 to 16 (see node locations in Figure 25). Results shown in Figure 29
support this observation.    

Figure 27.  The ratio of vessel surface heat flux to the CHF for a vessel with a microporous coating at 
9000 s.
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Figure 28.  Through-wall temperature profile (from Node 9 in Figure 25) for a vessel with a microporous 
coating.

Figure 29.  Through-wall temperature profile (from Node 12 in Figure 25) for a vessel with a 
microporous coating.
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A limitation of using any fixed molten corium-to-vessel heat transfer coefficient is that a constant can
never correctly account for heat transfer variations that can develop with time. In calculations for coated
vessels, this limitation becomes most apparent with respect to ever-increasing molten pool temperatures.
As pool temperatures increase, heat flux from the corium to the vessel increases (consistent with Eq. (3).
Results shown in Figure 30 reflect this trend. Considerable improvement in the simulation would be
expected if time-dependent coefficients were calculated to balance heat flow to the vessel with heat flow
from the corium. Assuming the total decay power does not exceed CHF limits, one would expect corium
temperatures to stabilize and then gradually decrease under these conditions. Results shown in Figure 31
were generated at a time before most of the corium pool temperature increase. As such, these results may
be more representative of heat flux ratios that may be achieved with appropriate code modifications.   

Calculations with a fixed corium-to-vessel heat transfer coefficient of 600 W/m2-K were also com-
pleted for plain vessels. Although use of a fixed coefficient has limitations, this at least provides a common
basis for comparison with coated vessels results.

Results for plain vessels indicate complete melt through over a region bounded by Nodes 7 and 12 by
9000 s (~1.1 hr after molten fuel relocation). Figures 32 and 33 are representative of the vessel thermal
response in the failed regions. Based on the results shown, further melting is probable given that tempera-
tures are continuing to rise. Failure of plain vessels for the modeled conditions is not unexpected because

• the convective heat flux from the molten pool predicted using Eq. (3) is greater than the CHF
(even at moderate molten pool temperatures),

Figure 30.  The ratio of vessel surface heat flux to the CHF for Node 12 on a vessel with a microporous 
coating (see Figure 25 for node position).
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• scoping calculations indicate that the CHF from plain vessels is not sufficient to reject the total
decay power (of 51.2 MW), and

• VESTA results (Section 2.6) indicate that plain vessels will melt through.   

Complete melt through in the plain vessel calculation stands in contrast to the results for the coated
vessel where wall thinning was ultimately controlled by ERVC. Although the absolute value of the results
can be questioned (because a fixed corium-to-vessel coefficient was used), the results clearly indicate sig-
nificant IVR benefits are achievable through the use of microporous coatings. Given time and budget con-
straints and the limitations associated with the identified code deficiency, a decision was made to defer
calculations for the remaining ERVC enhancement options (i.e., insulated and coated/insulated vessels).
Results that were calculated and the information provided in Figure 4, however, is sufficient to indicate
that IVR benefits can be extended by exercising insulated and coated/insulated ERVC enhancement
options. SCDAP/RELAP5-3D© modifications are needed before these improvements can be quantified.
The effort to complete the code modifications certainly appears justified given the potential benefits for
validating IVR in high power reactors.

3.5.  Summary

SCDAP/RELAP5-3D© was modified to allow simulation of ERVC from reactor vessels with
microporous coatings, optimized insulation, and the combination of coatings and insulation based on PSU
experimental results. Modifications were also added to simulate ERVC from plain vessels as a reference
for gauging any potential IVR improvements that may be derived from implementing any of the ERVC

Figure 31.  The ratio of vessel surface heat flux to the CHF for a vessel with a microporous coating at 
6000 s.
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Figure 32.  Through-wall temperature profile (from Node 9 in Figure 25) for a plain vessel.

Figure 33.  Through-wall temperature profile (from Node 12 in Figure 25) for a plain vessel.
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enhancements. Models of the Korean APR1400 lower head were developed to allow evaluation the poten-
tial for IVR in high power reactors.

Calculations using the ERVC modifications and the APR1400 model led to discovery of a code defi-
ciency. The deficiency is related to the fact that the code was not designed to simulate significant reactor
vessel melting. The following recommendations were derived after evaluating this deficiency.

• The arbitrary fixed heat transfer coefficient of 10,000 W/m2-K from the molten pool to the inner
surface of the vessel wall should be replaced with time-dependent values calculated to yield heat
flow equal to that associated with natural convection from the volumetrically heated molten pool.

• Vessel melting, including the latent heat of fusion associated with melting the reactor vessel wall,
should be added to SCDAP/RELAP5-3D©.

• The composition of the molten pool should be modified as a function of time to account for the
progression of vessel steel melting.

• Thermal properties of the molten pool should replace the thermal properties of steel in those
regions where the reactor vessel has melted.

Because project time and budget constraints precluded resolution of the code deficiency, a limited
number of calculations were completed using a more reasonable molten pool-to-vessel coefficient of
600 W/m2-K. Results from these calculations indicate plain vessels will fail by melt through while coated
vessel wall thinning will be limited (before vessel failure) by ERVC, given the same modeling assump-
tions and limitations. Although the absolute value of the results can be questioned (because a fixed corium-
to-vessel coefficient was used), comparing plain and coated vessel results clearly indicates the use of
microporous coatings has significant IVR benefits. Available information is sufficient to indicate that IVR
benefits can be extended by exercising insulated and coated/insulated ERVC enhancement options.
SCDAP/RELAP5-3D© modifications are needed before these improvements can be quantified. The effort
to complete the code modifications certainly appears justified given the potential benefits for validating
IVR in high power reactors.

4.  Conclusions

As a final task in this INERI, VESTA and SCDAP/RELAP5-3D© codes were applied to assess the
impact of proposed enhancements for IVR. Two debris endstate configurations were considered in the
VESTA calculations: Configuration A, a stratified configuration with an upper metallic layer; and Config-
uration C, a stratified configuration with a lower metallic layer.

VESTA results for base case conditions in a Configuration A endstate indicate:

• Peak heat fluxes and associated CHF ratios occur near the top of the ceramic pool beneath the
metallic layer.

• A small, but non-zero, probability exists for the CHF ratio to exceed 1.0.
• An IVCC must prevent melt relocation for at least 4 hours in order to maintain vessel heat fluxes

below the CHF.
• Either of the explored ERVC enhancements are sufficient to reduce vessel heat fluxes below the

CHF. If one considers uncertainties, the additional reduction offered by an enhanced insulation
design is required to maintain heat fluxes below the CHF.
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• An IVCC must decrease heat fluxes by at least a factor of 2 for this configuration.
• ERVC enhancements may decrease heat fluxes by factors of 2 to 5.

VESTA results for base case conditions in a Configuration C endstate suggest:

• Higher heat fluxes occur at vessel locations adjacent to the ceramic layer.
• CHF ratios peak at two locations for this configuration: near the bottom center of the vessel and

near the top of the ceramic pool.
• Ether an IVCC, which can prevent relocation onto the vessel for at least 4 hours) or a vessel with

the combined ERVC enhancements considered in this study are sufficient to maintain vessel heat
fluxes below the CHF.

VESTA results suggest that either of the proposed IVR enhancements can preclude vessel heat fluxes
from exceeding the CHF. Depending upon the selected IVR enhancement and debris endstate configura-
tion, IVR margins may increase by factors ranging from two to four. The benefit associated with each
enhancement is dependent upon the debris endstate (a condition that is not possible to predict at this time).

SCDAP/RELAP5-3D© was modified to allow simulation of ERVC from reactor vessels with
microporous coatings, optimized insulation, and the combination of coatings and insulation based on PSU
experimental results. Modifications were also added to simulate ERVC from plain vessels as a reference
for gauging any potential IVR improvements that may be derived from implementing any of the ERVC
enhancements. Models of the Korean APR1400 lower head were developed to allow evaluation the poten-
tial for IVR in high power reactors. This evaluation was needed because SCDAP/RELAP5-3D© provides
the only analytical approach for predicting certain critical aspects of APR1400 behavior, particularly the
simulation of transients and the treatment of complex boundary conditions.

SCDAP/RELAP5-3D© calculations using the ERVC modifications and the APR1400 model led to
discovery of a code deficiency. The deficiency is related to the fact that the code was not designed to sim-
ulate significant reactor vessel melting. Because project time and budget constraints precluded resolution
of the deficiency, a limited number of calculations were completed using a fixed molten pool-to-vessel
coefficient of 600 W/m2-K. Results from these calculations indicate plain vessels will fail by melt through
while coated vessel wall thinning will be limited (before vessel failure) by ERVC, given the same model-
ing assumptions and limitations. Although the absolute value of the results can be questioned (because a
fixed coefficient was used), comparing plain and coated vessel results clearly indicates the use of
microporous coatings has significant IVR benefits. Available information is sufficient to indicate that IVR
benefits can be extended by exercising insulated and coated/insulated ERVC enhancement options.
SCDAP/RELAP5-3D© modifications are needed before these improvements can be quantified.

In completing this work, the following tasks were identified that could not be completed due to budget
and schedule limitations:

• Additional VESTA sensitivity studies to assess the impact of several input parameters and associ-
ated uncertainty distributions that were based on the Reference 11 analyses.

• Additional debris endstate configurations. VESTA currently models 3 distinct endstate configura-
tions and SCDAP/RELAP5-3D© currently models 2 endstate configurations. However, budget
and time constraints limited the number of configurations that could be completed for this INERI. 

• A detailed SCDAP/RELAP5-3D© calculation to determine IVCC failure time and associated
decay heat at the time that melt relocates to the vessel lower head. This SCDAP/RELAP5-3D©
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would incorporate narrow gap cooling correlations that were recently developed in this INERI.
VESTA calculations would then be performed using the IVCC failure time and a decay heat that is
revised to considered the IVCC failure time and any dilution due to the IVCC being subsumed in
the relocated corium.

• Additional VESTA calculations using a version that is updated with newly obtained heat transfer
correlations to simulate natural convection heat transfer in a volumetrically heated pool.

• The arbitrary fixed heat transfer coefficient of 10,000 W/m2-K from the molten pool to the inner
surface of the vessel wall currently in SCDAP/RELAP5-3D© should be replaced with time-depen-
dent values calculated to yield heat flow equal to that associated with natural convection from the
volumetrically heated molten pool.

• Vessel melting, including the latent heat of fusion associated with melting the reactor vessel wall,
should be added to SCDAP/RELAP5-3D©.

• The composition of the SCDAP/RELAP5-3D© molten pool should be modified as a function of
time to account for the progression of vessel steel melting.

• Thermal properties of the SCDAP/RELAP5-3D© molten pool should replace the thermal proper-
ties of steel in those regions where the reactor vessel has melted.

Although the above tasks are not included in the workscope for this INERI, results from these tasks
would provide additional insights about the benefits of proposed ERVC enhancements. The effort to com-
plete these tasks certainly appears justified given the potential benefits of verifying IVR in high power
reactors.
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