DIRECT OBSERVATION OF THE ALPHA-EPSILON TRANSITION IN SHOCKED SINGLE CRYSTAL IRON


September 1, 2005

14th APS Topical Conference on Shock Compression of Condensed Matter
Baltimore, MD, United States
July 31, 2005 through August 5, 2005
Disclaimer

This document was prepared as an account of work sponsored by an agency of the United States Government. Neither the United States Government nor the University of California nor any of their employees, makes any warranty, express or implied, or assumes any legal liability or responsibility for the accuracy, completeness, or usefulness of any information, apparatus, product, or process disclosed, or represents that its use would not infringe privately owned rights. Reference herein to any specific commercial product, process, or service by trade name, trademark, manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, recommendation, or favoring by the United States Government or the University of California. The views and opinions of authors expressed herein do not necessarily state or reflect those of the United States Government or the University of California, and shall not be used for advertising or product endorsement purposes.
DIRECT OBSERVATION OF THE $\alpha$-$\varepsilon$ TRANSITION IN SHOCKED SINGLE CRYSTAL IRON

D. H. Kalantar$^{1}$, G. W. Collins$^{1}$, J. D. Colvin$^{1}$, H. M. Davies$^{2}$, J. H. Eggert$^{1}$, J. Hawreliaik$^{3}$, H. E. Lorenzana$^{1}$, M. A. Meyers$^{4}$, K. Rosolankova$^{3}$, M. S. Schneider$^{4}$, J. Sheppard$^{3}$, J. S. Stölken$^{1}$, J. S. Wark$^{3}$

$^{1}$Lawrence Livermore National Laboratory, Livermore, CA 94550
$^{2}$AWE Aldermaston, Reading, United Kingdom
$^{3}$University of Oxford, Oxford, United Kingdom
$^{4}$University of California - San Diego, La Jolla, CA 92093

Abstract. In-situ x-ray diffraction was used to study the response of single crystal iron under shock conditions. Measurements of the response of [001] iron showed a uniaxial compression of the initially bcc lattice along the shock direction by up to 6% at 13 GPa. Above this pressure, the lattice responded with a further collapse of the lattice by 15-18% and a transformation to a hcp structure. The in-situ measurements are discussed and results summarized.

Keywords: in-situ diffraction, laser shocks, phase transformation, iron.

PACS: 64.70.-p, 07.35.+k, 61.10.-i, 63.90.+t.

INTRODUCTION

The crystallographic structure of a solid is one of its fundamental properties. This structure may undergo a transformation due to high-pressure loading. Bridgman demonstrated that many crystals undergo structural transformations under static high pressure. [1] Pressure-induced phase transitions in materials such as iron were also reported under shock loading. A structural transformation in iron was predicted at about 13 GPa based on wave profile measurements in shock loading experiments. [2, 3] This transformation was later identified as the $\alpha$-$\varepsilon$ transition, which was subsequently observed to occur at this pressure in static experiments. [4]

We present experimental results from in-situ diffraction measurements of shocked single crystal iron. These results provide a direct confirmation of this phase transformation in shocked iron. This direct confirmation of the transformation is also consistent with previous experiments to determine the transition time of the transformation, where iron samples were shock loaded and recovered. Residual deformation analysis showed evidence of the transformation to the hcp phase on the nanosecond time-scale. [5-8]

IN-SITU DIFFRACTION

In-situ diffraction is applied in laser-based experiments using a monochromatic x-ray source located close to the surface of a single crystal sample. The x-rays are created by direct laser irradiation of a metal foil. They are incident on the single crystal sample at a wide range of angles, satisfying the Bragg diffraction condition

$$n\lambda = 2d \sin(\theta)$$ (1)
for different lattice planes at different locations in the crystal. Here, $\lambda$ is the x-ray wavelength, $d$ is the lattice spacing, and $\theta$ is the Bragg diffraction angle.

The geometry for the laser experiments is shown in Fig. 1. The single crystal sample is located approximately 1.3 mm from the thin iron backlighter foil. High intensity irradiation of a parylene ablation layer with a focal spot size of 2.5 mm provides the pressure source for shock loading. X-rays diffracted from multiple lattice planes of the crystal sample are recorded on a wide-angle film detector that subtends up to a full $\pi$-steradian solid angle.

The single crystal [001] iron samples used in these experiments were 200 $\mu$m thick, obtained from Accumet Materials and overcoated with a 16-20 $\mu$m parylene-N ablative layer and 0.1 $\mu$m aluminum shine-through layer. They were shock loaded by direct laser irradiation at intensities from $2 \times 10^{10}$ to $1 \times 10^{12}$ W/cm$^2$ using 2-6 nanosecond constant intensity laser pulses with laser wavelengths of 351 nm, and 532 nm using the OMEGA [9] and Janus lasers. Additional experiments were conducted using 10 $\mu$m thick single crystal samples of iron fabricated by vapor deposition and driven with a laser wavelength of 1064 nm using the Vulcan laser [10].

Iron K-shell x-rays with a wavelength of 1.85 Å were used for the diffraction measurements. The x-rays were incident on the crystal at a range of angles, diffracting from many different lattice planes and recorded as line features on film. [11]

**THE $\alpha$-$\varepsilon$ TRANSITION IN IRON**

The transition from bcc to hcp involves a volume collapse, and systematic shift of atoms in the lattice. For a single crystal that is subjected to strain along the [001] direction, there have been several mechanisms proposed for this transition in iron based on an applied stress along the [001] direction. In this discussion, we focus on only the first mechanism that is summarized by Wang and Ingalls [12]. This transformation mechanism involves a simple uniaxial compression and a shuffling of alternate (110) planes of atoms. A compression of the initially bcc lattice by 18.4% along the [001] direction places atoms from the (110) planes into perfect hexagons. Then an additional shuffling of alternate (110) planes by $a/\sqrt{3}$, where $a$ is the spacing of the initial bcc lattice, establishes the atomic ordering of a pseudo-hcp lattice where the c-axis corresponds to the [-110] direction in the initial structure (Fig. 1). Note that the final lattice configuration has a different a/c ratio from the true hcp structure.

---

**Fig. 1:** Experimental geometry for laser-based in-situ diffraction experiments of shocked samples.

**Fig. 2:** Illustration of the transformation from the initially bcc lattice to hcp by compression along the [001] direction and shuffling of alternate (110) planes.
EXPERIMENTAL RESULTS

The response of [001] single crystal iron samples was measured at laser drive conditions that span the \( \alpha - \varepsilon \) transition pressure. One sample diffraction image is shown in Fig. 3. This image shows x-ray diffraction lines from both the uncompressed and compressed lattice recorded as the shock propagated through the crystal in a reflection Bragg geometry. This image was recorded with a pressure of approximately 26 GPa, achieved with a laser intensity of \( 3.1 \times 10^{11} \) W/cm\(^2\) at 351 nm irradiation wavelength. At this pressure, multiple compression features are evident due to both the static and compressed lattice. In these experiments, the x-ray diffraction probe has a duration of 2-4 ns, spanning the time that the sample is shock loaded by direct laser irradiation.

The diffraction pattern from the static (unshocked) bcc lattice is identified with dash-dot overlays. The narrow shifted lines are identified with a dashed overlay. These lines correspond to diffraction from a uniaxially compressed bcc lattice. The displacement of the (002) diffraction line in the image shown in Fig. 3 is consistent with a compression of 6.0\% along the [001] shock direction. The corresponding displacement of the diffraction lines from the (±1-12) and (±101) lattice planes indicate a compression 5.5 and 5.9\% along the [001] direction.

Additional diffuse shifted diffraction lines appear associated with the (002) and (±101) lattice planes. The shift of these lines on the film indicates compression of the lattice along the [001] direction by 15-18\%. An additional diffuse diffraction line appears that does not have a corresponding static line in Fig. 3. This new line, and other lines that appear in transmission diffraction images require the symmetry of an hcp structure to exist. The new feature shown in Figure 3b is identified with diffraction from the (1-210) lattice planes of hcp iron.

The collapse of the lattice along the [001] direction and the appearance of the new lines in both reflection and transmission Bragg diffraction are consistent with the transformation to the hcp phase.

The compression of the lattice along the shock direction is plotted as a function of pressure in Fig. 4. Here, the lattice spacing was determined from the shift of the (002) planes, since they are parallel to the shock direction. This uniaxial deformation up to 6\% has an uncertainty of approximately 0.003. The 15-18\% compressions have an uncertainty of approximately 0.01-0.02.

Scaling of the pressure with wavelength and intensity to relate the experiments conducted at the different laser facilities was based on simulations using the 2D radiation-hydrodynamics code LASNEX [14]. The calibration of the pressure
The scale was established based on the third-order elasticity constants for iron. [15-16]

The data shown in Fig. 4 shows a discontinuity consistent with a volume collapse and phase transformation at approximately 13 GPa. Above this pressure, two compressions were observed. The lower compression is consistent with uniaxial distortion of the initially bcc lattice, and does not change with pressure (laser intensity). The higher compression is consistent with the further collapse of the lattice and transformation to hcp. Both compressions are shown on the plot to indicate their simultaneous presence in the measurements.

**SUMMARY**

In conclusion, we have used the technique of nanosecond *in-situ* x-ray diffraction to confirm that iron indeed transforms to an hcp structure under shock loading. The manner of the transformation is in remarkable agreement with previously performed NEMD simulations: the bcc lattice is compressed uniaxially by up to 6%, and there is a collapse and shuffle of alternate (110) planes to form the hcp phase. In both the compressed bcc phase, and the new hcp phase, there is low strain transverse to the shock propagation direction. The capability to directly observe atomic motion under shock compression using *in-situ* diffraction offers the potential to greatly extend our knowledge of the mechanisms underlying many more shock-induced phase transformations.

**ACKNOWLEDGEMENTS**

This work was conducted under the auspices of the US DOE by the UC LLNL under Contract No. W-7405-Eng-48. Experiments were conducted at the University of Rochester Laboratory for Laser Energetics under the NLUF grants program. Additional support was provided by DOE grants DEFG0398DP000129 and DEFG0300SF2202, by the UK EPSRC Grant GR/R25699/01, and by the LDRD program project 04-ERD-071 at LLNL.

**REFERENCES**