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Abstract 
 
Solar technologies have unique characteristics that require detailed study to develop a 
suitable representation for modeling purposes. Solar technologies generally have low 
operating costs and carbon emissions, but high capital cost. Thus financing assumptions 
are particularly important for this type of capital-intensive technology. Intermittency is 
also a major characteristic of solar energy. In particular, when modeling solar energy, the 
interactions between solar generators and other generators in the electric system are 
critical in determining the long-term market potential for solar energy. This report 
includes three separate analyses developed to study these characteristics and guide the 
implementation of solar energy under JGCRI’s ObjECTS MiniCAM framework: (1) a 
review of the sensitivity of solar energy cost to different financial assumptions, (2) the 
development of a new approach to modeling CSP market potential considering 
intermittency, and (3) an analysis of the impact of intermittency of solar energy on 
system reliability. The current implementation of solar energy in the ObjECTS 
Framework is discussed at the end of the report along with preliminary model analysis 
results. 
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1 Introduction 
 
Renewable energy is increasing as a component of the energy supply portfolio, 
contributing to energy supply security and providing opportunities for mitigating 
greenhouse gases. As a part of the renewable family, solar energy, defined as solar 
radiation exploited for hot water production and electricity generation (IEA, 2007), has 
developed rapidly in recent years. In this chapter, we briefly review the current status of 
solar technologies. We also describe the general climate-change modeling framework 
that motivates this study. Finally, we provide brief previews of the report’s chapters. 
 

1.1 Development of Solar Energy 
 
Solar is the world’s most abundant, renewable source of energy. Every year, the sun 
irradiates the earth's land masses with the equivalent of 19 trillion tonnes of oil equivalent 
(toe). A small fraction of this energy could satisfy the world's energy requirements, 
around 9 billion toe per year (WEC, 2001). The challenge is harnessing solar energy in a 
cost-effective way.  
 
Technology advances and policy supports are major drivers for the development of solar 
energy. According to the International Energy Agency (IEA) energy statistics, although 
solar energy only provides 0.039% of the world’s total primary energy supply (TPES) 
(Figure 1-1), it had the second highest annual growth rate (28.1%) from 1971 to 2004 
(Figure 1-2). Based on historical technology progress and cost reduction, some have 
predicted that over the next two decades solar energy will increasingly become a 
competitive choice for electricity and energy applications.  
 
There are three major ways to use solar energy: photovoltaic (PV) systems that convert 
light directly into electricity, solar water heating systems that use sunlight to heat water, 
and solar thermal systems that concentrate solar radiation into a small space and produce 
high temperatures, which use this heat to operate a conventional power cycle. We focus 
our study here on grid-connected electricity generated using concentrating thermal solar 
power (CSP) and grid-connected photovoltaics (PVs). 
 
What is the role of solar energy in the long term? According to the Office of Energy 
Efficiency and Renewable Energy (EERE) of the US Department of Energy (2006), to be 
competitive in the long term (10–15-year horizon), the cost of utility grid-connected PV 
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and CSP needs to be reduced to $0.10-0.15/kWh and $0.05-0.08/kWh1, respectively. 
What will be the market share of these energy technologies if such goals are achieved? 
How will solar energy contribute to greenhouse gas reductions? These questions can be 
analyzed using the Mini Climate Assessment Model (MiniCAM) developed by the Joint 
Global Change Research Institute (JGCRI).  
 

1.2 ObjECTS MiniCAM Model 
 
The Object-oriented Energy, Climate, and Technology Systems (ObjECTS) framework 
uses a flexible, object-oriented modeling structure to implement an enhanced version of 
the partial-equilibrium model MiniCAM (Kim et al. 2006). The ObjECTS MiniCAM is 
an integrated model of the economy, energy supply and demand technologies, agriculture, 
land-use, carbon-cycle, and climate. This framework is intended to bridge the gap 
between “bottom-up” technology models and “top-down” macro-economic models. By 
allowing a greater level of detail where needed, while still enabling interaction between 
all model components, the ObjECTS framework allows a high degree of technological 
detail while retaining system-level feedbacks and interactions. By using object-oriented 
programming techniques (Kim et al. 2006), the model is structured to be data-driven, 
which means that new model configurations can be created by changing only input data 
without changing the underlying model code. 
 
The MiniCAM is a partial-equilibrium model structure that is designed to examine long-
term, large-scale changes in global and regional energy systems. The MiniCAM has a 
strong focus on energy supply technologies and has been recently expanded to include a 
comprehensive suite of end-use technologies. The MiniCAM was one of the models used 
to generate the IPCC SRES scenarios (Nakicenovic and Swart 2000). This model has 
been used in a number of national and international assessment and modeling activities 
such as the Energy Modeling Forum (EMF; Edmonds, et al. 2004, Smith and Wigley 
2006), the U.S. Climate Change Technology Program (CCTP; Clarke et al. 2006), and the 
U.S. Climate Change Science Program  (CCSP; Clarke et al. 2007) and IPCC assessment 
reports. 
 
The MiniCAM model is calibrated to 1990 and 2005 and operates in 15-year time steps 
to the year 2095. It takes inputs such as labor productivity growth, population, fossil and 
non-fossil fuel resources, energy technology characteristics, and productivity growth 
rates and generates outputs of energy supplies and demands by fuel (such as oil and gas) 
and energy carriers (such as electricity), agricultural supplies and demands, emissions of 
                                                 
1 The reason that PVs can compete at higher costs than CSPs is that PVs are less resource constrained and 
can usually be closer to transmission grids.  
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greenhouse gases (carbon dioxide, CO2; methane, CH4; nitrous oxide,N2O), and 
emissions of other radiatively important compounds (sulfur dioxide, SO2; nitrogen oxides, 
NOX; carbon monoxide, CO; volatile organic compounds, VOC; organic carbon aerosols, 
OC; black carbon arosols, BC). The model has its roots in Edmonds and Reilly (1985), 
and has been continuously updated (Edmonds et al. 1996; Kim et al. 2006). MiniCAM 
also incorporates MAGICC, a model of the carbon cycle, atmospheric processes, and 
global climate change (Raper et al. 1996; Wigley and Raper 1992). 
 

1.3 Chapter Highlights 
 
This report includes three separate analyses developed to guide implementation of solar 
energy under the ObjECTS framework. However, because these analyses focus on 
methodological development, they may have applications in other settings. Solar 
technologies have some unique economic characteristics that need detailed study to 
develop representation and parameters for modeling. The three separate analyses focus on 
these unique characteristics. 
 
In Chapter 2, we discuss how the levelized energy cost (LEC) is calculated and how 
different methodologies and assumptions can change the LEC substantially. LEC is a 
widely used indicator to compare the competitiveness of different energy sources. One 
feature of solar energy is its low operating cost, with a relatively high capital cost. Thus 
financing assumptions are particularly important for this type of capital-intensive 
technology. Using a 100-MW CSP plant as an example, we calculate LEC from both the 
private perspective and the public perspective. We find that the results from the two 
methodologies are fairly comparable under certain assumptions. However, the LEC from 
the private perspective is very sensitive to financing assumptions and policy incentives 
towards CSPs (e.g. tax credits and favorable depreciation schedules). Thus, special 
attention should be given to these assumptions when comparing LECs from different 
sources. 
 
Intermittency is a major characteristic of solar energy and also a major challenge when 
modeling solar energy. Because we model grid-connected solar electricity, the 
interactions between solar generators and other generators in the electric system become 
particularly important. Chapters 3 and 4 deal with intermittency for CSP and PV systems, 
respectively. 
 
In Chapter 3, we develop a methodology to calculate CSP electricity costs considering 
intermittency. We find a strong dependency of the CSP electricity cost on CSP market 
penetration when the CSP market penetration is high. This is partly due to the increasing 
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need for the backup output when the irradiance is low or unavailable, and partly due the 
loss of CSP output from the solar component when there is excess supply. Because the 
CSP backup component is powered by fossil fuel, this means that the effectiveness of 
using CSP to reduce carbon emissions decreases as the CSP market penetration level 
passes a certain threshold. Using the examples of San Diego and Phoenix, we find that 
this threshold can be quite high, more than 40% of the total intermediate and peak 
electricity supply. Therefore, CSP has the potential to supply a significant share of 
electric demands without a significant penalty due to intermittency.  
 
In Chapter 4, we analyze the impact of intermittency of solar energy on system reliability 
planning. We consider the impact of no/low sun days on system reserve margins. Using a 
stylized analysis, we find that when the market penetration of PV is low, the number of 
no/low sun days plays an important role in determining additional system reserve margin 
and therefore it should be a consideration in addition to average irradiance level when 
selecting locations for PV systems. When the market penetration of PV is high, the 
requirement for additional system reserve margin can converge to one-to-one backup, 
which will significantly increase PV electricity cost. 
 
Chapter 5 describes the current implementation of solar energy in the ObjECTS 
Framework. The results presented in the previous sections have been used to guide both a 
general implementation of solar energy and a specific incorporation of CSP solar 
technology. 
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Figure 1-1. 2004 Fuel Shares of World Total Primary Energy Supply (TPES)* 

 

 
 
 

Figure 1-2. Annual Growth of Renewables Supply from 1971 to 2004 
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2 Levelized Energy Cost: Sensitivity Study 
 

2.1 Introduction 
 
Levelized energy cost (LEC) is often used to compare competing energy sources. It is 
especially important for renewable energy due to its capital intensive nature. Experience 
has illustrated that the calculation of LEC for renewable energy sources is both complex 
and often subject to debate. Moreover, results can be significantly influenced by the 
methodology and the assumptions employed. For example, the first version of Sargent 
and Lundy’s report, Assessment of Concentrating Solar Power Cost and Performance 
Forecasts (2002), was criticized for the use of some unrealistic financing assumptions 
and the absence of a sensitivity study on financial parameters (BEES, 2002). This chapter 
documents a methodology for calculating LEC using a standard 100-MW concentration 
solar power (CSP) plant as an example and focuses on sensitivity analysis. 
 
 

2.2 LEC Definition 
 
A levelized unit cost is a delivered product unit cost that, if charged for each year’s 
production over the analysis period, would yield the same net present value of revenues 
as if the actual annual cost for each alternative were collected instead over the period. It 
is C in the following equation: 
 
(2-1)   

                        
∑∑
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where C is a constant $/kWh cost to be charged each ith year over the analysis period 
(n=30 years, for example), Ei is the kWh generated in each such year, and Ci is the actual 
annual $/kWh for each year, comprised of a current expense for fuel, labor, etc. plus a 
component for recovery of the investment cost, which may be a level series or may vary 
through time in some fashion. 
 
Equation (2-1) can also be written as 

 

 

(2-2) 
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Since the term CiEi is dollars for each year, and the 1/(1+r)i is a discount factor, the top 
of the right side can be interpreted as the present value of revenue requirements. The 
bottom is denominated in kWh and can be interpreted as the present value of energy. This 
is why LEC is often stated as the present value of costs divided by the present value of 
energy. 
 

2.3 Public vs. Private Perspective 
 
The choice of analytical perspective is critical because there is an important distinction in 
the calculations from a public perspective as compared to a private perspective. The basis 
for conducting private sector analysis includes market prices, taxes, depreciation, private 
cost of capital, and applicable incentives. The financial analysis for the private sector 
attempts to determine the actual costs and revenues that will be realized by the investor. 
Because solar projects are very capital intensive, the LEC from the private perspective is 
particularly sensitive to financing conditions and tax policies.  
 
The economic analysis for the public sector is from the perspective of society as a whole. 
It ignores the effect of taxes and uses a social discount rate instead of a discount rate 
reflecting the cost of borrowing and desired returns (the latter is usually larger).  In the 
following example, we compute the LEC from both the public and private perspectives 
for comparison. 
 

2.4 CSP LEC Calculation Using Private Financial Analysis 
 
For this analysis, we adopted the Independent Power Producer (IPP) Project Finance 
Model initially developed by Ryan Wiser of LBL and revised by Henry Price of NREL. 
The technology we consider is a trough hybrid solar plant with capacity of 100 MW. 
However, the general conclusion is not technology specific. The detailed baseline 
assumptions and results are presented in 
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Table 2-1.  
 
The bolded figures are key assumptions for LEC calculation using private financial 
analysis. Except for solar irradiance level, they are primarily financing assumptions 
including financing structure, tax incentives, and the depreciation method.  
 
In terms of financing structure, the baseline assumes IPP project finance. There are two 
major financing structures: corporate finance and project finance. Corporate financing, 
also known as internal or equity financing, is characterized by the use of corporate credit 
and general assets of a corporation, typically a utility, as the basis for credit and collateral. 
Because the overall credit rating of the company is used to estimate debt and equity costs 
rather than project specific capital costs, the cost of financing is low due to a better credit 
standing. However, because of high investment costs, most of the utilities are not able to 
generate sufficient corporate finance resources for solar projects (Kistner and Price, 
1999). Thus, project finance is often used in long-term capital-intensive infrastructure 
and industrial projects such as solar power projects. 
 
Project finance can be defined as the arrangement of debt, equity, and credit enhancement 
for the construction of a particular facility in a capital-intensive industry where lenders 
base credit appraisals on the estimated cash flows from the facility rather than on the 
assets or credit of the promoter of the facility (Short et al, 1995). It is more complicated 
and more expensive compared to corporate finance. Project finance is the primary 
financing structure used by IPPs.  
 
The cost of raising capital, which can be measured as the internal rate of return (IRR) for 
equity investors and interest rate for lenders, depends on real and perceived technology 
risk, type of finance, and debt-equity ratio. Our baseline assumes 60% debt and 40% 
equity, which has a reasonable debt/equity ratio for IPP projects. Because a nominal IRR 
between 16%-20% is generally expected from IPP projects (Kistner and Price, 1999), our 
baseline assumes a real IRR of 14%. Note that all our assumptions are in constant dollars 
without accounting for inflation. If we consider 2-3% inflation rate, this IRR falls in the 
above range. In addition, we assume 20-year debt with a 6% real interest rate, which is 
also reasonable for IPP projects in the US.  
 
As part of risk management, lenders usually require a certain debt service coverage ratio 
(DSCR). The DSCR is the amount of cash/operating income available divided by debt 
payments. Lenders want to assure that during the entire project lifetime the cash 
generated always covers debt service. One of the most important loan requirements is the 
minimum annual debt service coverage ratio (MADSCR). Lenders normally require that 
during every stage of the project the annual DSCR never falls short of the MADSCR. 
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Many lenders require a MADSCR between 1.2 and 1.5, depending on specific project 
risks and contractual arrangements (Kistner and Price, 1999). Our baseline assumes that 
the MADSCR is 1.3. 
 
In terms of tax incentives, the baseline assumes no tax incentives because the ObjECTS 
model is for long-term projections so we expect the government tax incentives would be 
phased out over time as a technology becomes widely used. However, we note that 
investment tax credit (ITC) currently serves as a major incentive for CSP investment. For 
example, the Energy Policy Act of 2005 offers 30% federal tax credits for solar projects 
beginning in January 2006 till 2007 and it was later extended until the end of 20082. In 
addition, some states provide additional tax incentives for solar energy investment. For 
example, California offers 15% ITC for solar projects. 
 
In terms of the depreciation method, the baseline assumes 5-year modified accelerated 
cost recovery system (MACRS), which means that the applicable capital cost is 
depreciated according to the 5-year MACRS schedule. The MACRS establishes a set of 
schedules for various types of property, ranging from 3 to 50 years, over which the 
property may be depreciated. We use the assumption of a 5-year MACRS because the 
current policy allows 5-year MACRS for solar, wind, and geothermal property placed in 
service after 19863 and most references also use this assumption. For comparison, the 
MACRS schedule for fossil fuel power plants is normally 15 or 20 years.  
 
Solar irradiance level determines the total electricity output from the CSP, which in turn 
determines revenues from energy and the CSP LEC. The baseline assumes 7.65 
kWh/m^2/day which represents the San Diego region. We use this assumption because 
this region is one of the most ideal areas for solar energy in the US and a number of 
studies on solar energy have focused on this region. 
 
Using the baseline assumptions as shown in 

                                                 
2 Source: http://www.seia.org/solarnews.php?id=128 
3 Source: 
http://www.dsireusa.org/library/includes/incentive2.cfm?Incentive_Code=US06F&State=Federal&currentp
ageid=1 
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Table 2-1, the calculated real CSP LEC is 2004$ 0.1608/kWh. To ensure the project is 
financially feasible, the first year electricity price needs to be 2004$ 0.1517/kWh. In 
addition, the MADCSR is 1.53, which meets the requirement of a 1.3 MADSCR. 
  
The key assumptions discussed above can make a significant impact on the CSP LEC. 
Thus, we will conduct a sensitivity analysis in the following section to evaluate how LEC 
is affected by changing these assumptions. 
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Table 2-1. Estimation of LEC: Baseline Assumptions and Results  

Variables Value Notes 
Baseline Assumptions 
Reference Year Dollars 2004 Assumed 
Capacity (MW) 100 Assumed 
Direct Normal Irradiance (kWh/m^2/day) 7.65 Assumed 
Annual Solar-to-Electric Efficiency 12.60% Assumed 
Capacity Factor w/o hybrid 0.28 Calculated 
Increased Capacity Factor due to the backup fuel 0.02 Assumed 
Capacity Factor w/ hybrid 0.30 Calculated 
Capital Cost w/ hybrid ($/kW) 3486 Assumed 
Solar Field Size (km^2) 0.69 Assumed 
Land Area (km^2) 2.30 Assumed 
Land cost ($/m^2) 0.49 Assumed 
Land Cost (M$s) 1.14 Calculated 
Allowance for Funds Used During Construction 
(AFUDC) 

3.5% Assumed 

Const. Period/First Year of Op. 1 Assumed 
Fixed O&M Expense ($/kW-yr) 47.87 Assumed 
Variable O&M Expense ($/MWh) 2.72 Assumed 
Share of Electricity Produced by Gas 7% Calculated 
Gas Conversion Efficiency 0.46 Assumed 
Annual Fuel Usage (MMBtu) 131418 Calculated 
Insurance (% of installed cost) 0.5% Assumed 
Effective Income Tax Rate 40.0% Assumed 
Investment Tax Credit/dep adj 0.0% Assumed 
Percentage of Capital Depreciation at 5-yr 
MACRS 

100% Assumed 

Percentage of Capital Depreciation at 15-yr 
MACRS 

0.0% Assumed 

Percentage of Capital Depreciation at 20-yr 
MACRS 

0.0% Assumed 

Energy Price Escalation Rate 1.3% Assumed 
Equity Fraction 40% Assumed 
Debt Fraction 60% Assumed 
Interest Rate 6% Assumed 
Minimum Annual Debt Service Coverage Ratio 
(MADSCR) 

1.3 Assumed 

Equity Internal Rate of Return (IRR) 14% Assumed 
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Discount Rate 9% Assumed 
Baseline Results 
Average Annual DSCR 1.79 Calculated 
MADSCR 1.53 Calculated 
First Year Electricity Price (2004 $/kWh) 0.1517 Calculated 
Real LEC (2004 $/kWh) 0.1608 Calculated 
 

2.5 Sensitivity Analysis   
 

(1) Financing Structure 

Table 2-2 and Figure 2-1 show the results of sensitivity analysis of the different financing 
structures. In addition to IPP financing, as we discussed earlier, the CSP plant may be 
owned and financed by utilities. If we use a typical financing structure for an investor-
owned utility (IOU) with 50% debt, 30-year term, 4% interest rate, and 12% IRR, the 
LEC will decrease slightly to $0.1567/kWh. Furthermore, rather than using commercial 
financing, if we use municipal financing with 100% debt, 30-year term, and 3.5% interest 
rate, the LEC can decrease to only 52% of the baseline cost. However, it should be noted 
that the MADSCR is only 0.6 in this case, which means that operating income for certain 
periods is not high enough to pay for amortized annual debt. Therefore, the municipal 
financing structure has to have some special payment schedule or other arrangements to 
make it feasible. If we allow the debt ratio to change while keep other assumptions the 
same and assure a 1.3 MADSCR is met, the lowest real LEC would be $0.1508/kWh, 
94% of the baseline.   
 
In Figure 2-1 and subsequent figures, the shaded bar represents the case that the 
requirement of a 1.3 MADSCR is not met. 
 
Costs of raising capital also depend on the debt-equity ratio. If we assume LEC is 
constant at the baseline level and the debt term and interest rate do not change, we can 
investigate how the IRR and the MADSCR change with respect to the equity share. The 
results of this sensitivity analysis are depicted in Figure 2-2. It shows that the IRR is 
negatively correlated to the equity share while the MADSCR is positively correlated to 
the equity share. The MADSCR often binds in the initial years of operation and restricts 
the amount of low-cost debt that can be used by the project. If lenders require restrictive 
MADSCR, front-loading of contract payments and/or a back loading of debt payment 
could help to achieve a higher level of debt leverage (Kistner and Price, 1999). 
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The interest rate reflects lender’s perception of the project risk and market conditions. It 
is also a major determinant of the real LEC. Assuming debt-equity ratio and IRR do not 
vary, Table 2-3 and  

 

 

 

 

 

 

 

 

 

Figure 2-3 show LEC’s sensitivity to different interest rates. If we use a more 
conservative interest rate 4%, the LEC decreases to 95% of the baseline. If we use a 
higher interest of 10%, the LEC increases to 114% of the baseline. Compared to other 
assumptions, the LEC is only moderately sensitive to interest rates.   

 

Table 2-2. LEC’s Sensitivity to Type of Financing 

Sensitivity to Type of Financing 

IPP 
Debt: 
60%, 20 
yrs, i=6% 
Equity: 
40%, 
IRR=14% 

IOU  
Debt: 
50%, 30 
yrs, i=4%
Equity: 
50%, 
IRR=12%

Muni 
Debt: 
100%, 
30yrs, 
i=3.5% 

Optimal 
Debt Ratio 
Debt: 65.2%, 
20 yrs, i=6% 
Equity: 
34.8%, 
IRR=14% 

Real LEC (2004 $/kWh) 0.1608 0.1567 0.0843 0.1508
Relative Cost Comparing to the 
Baseline 100% 97% 52% 94%
MADSCR 1.53 2.36 0.6 1.3

 
 

Figure 2-1. LEC’s Sensitivity to Type of Financing 
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Figure 2-2. Equity Share Sensitivity Analysis 
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Table 2-3. LEC’s Sensitivity to Interest Rate 

Sensitivity to Interest Rate 6% 4% 8% 10%

Base 
Case 
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Real LEC (2004 $/kWh) 0.1608 0.1535 0.1714 0.1828
Relative Cost Comparing to the 
Baseline 100% 95% 107% 114%
MADSCR 1.53 1.68 1.42 1.33

 

 

 

 

 

 

 

 

 

 

 

Figure 2-3. LEC’s Sensitivity to Interest Rate 
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(2) Tax Incentives 

Table 2-4 and Figure 2-3 show LEC’s sensitivity to ITC incentives. If we assume 10% 
ITC, the LEC can decrease to $ 0.131/kWh. It can further decrease to $ 0.0714/kWh with 
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the assumption of 30% ITC which is only 44% of the baseline cost. However, we need to 
note that the MADSCR is 1.18 for the assumption of 10% ITC and only 0.46 for the 
assumption of 30% ITC.  Without changing the financing structure or having other 
special payment arrangements, these LECs are difficult to realize in practice. If we 
require a MADSCR of 1.3 and allow the financing structure to change (equity share 
increases to 58.8%) we can get a LEC of $0.1077/kWh in the case of 30% ITC. 
 

Table 2-4. LEC’s Sensitivity to ITC Incentives 

Sensitivity to ITC Incentives 0% ITC 
10% 
ITC 

30% 
ITC 

30% 
ITC* 

Real LEC (2004 $/kWh) 0.1608 0.131 0.0714 0.1077
Relative Cost Comparing to the 
Baseline 100% 81% 44% 67%
MADSCR 1.53 1.18 0.46 1.3
* equity share increased to 58.8%, other assumptions remain.   

 
 

Figure 2-4. LEC’s Sensitivity to ITC Incentives 
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(3) Depreciation Method 
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Since solar projects are very capital intensive, the LEC can be very sensitive to the 
depreciation method used. If we use 15-year MACRS, the LEC will increase to 
$0.2015/kWh. It will increase further to $0.2616/kWh and 163% of the baseline if we 
assume 20-year MACRS. Table 2-5 and Figure 2-5 illustrate LEC’s sensitivity to 
different MACRS schedules. We can see that the assumption of the MACRS schedule 
significantly changes the LEC result. 
 
 

Table 2-5. LEC’s Sensitivity to Depreciation Method 

Sensitivity to Depreciation 
Method 

5-yr 
MACRS 

15-yr 
MACRS 

20-yr 
MACRS 

Real LEC (2004 $/kWh) 0.1608 0.2015 0.2616 
Relative Cost Comparing to the 
Baseline 100% 125% 163% 
MADSCR 1.53 2.02 2.74 

 

Figure 2-5. LEC’s Sensitivity to Depreciation Method 
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(4) Direct Normal Irradiance  

 
DNI, depending on location and collection efficiency, can also significantly affect the 
CSP LEC. As shown in Table 2-6 and Figure 2-6, if DNI goes down to 6.05 
kWh/m^2/day (e.g. Albuquerque, New Mexico), the LEC goes up to $0.1992/kWh and 
further up to $ 0.2306/kWh if DNI is 5.14 kWh/m^2/day (e.g. Austin, Texas). 
 
 

Table 2-6. LEC’s Sensitivity to Direct Normal Irradiance 

Sensitivity to Direct 
Normal Irradiance 
(kWh/m^2/day) 

7.65 
(San Diego/CA) 

6.05 
(Albuquerque/NM) 

5.14 
 (Austin/TX) 

Real LEC (2004 $/kWh) 0.1608 0.1992 0.2306 
Relative Cost Compared to 
San Diego (Baseline) 100% 124% 143% 
MADSCR 1.53 1.53 1.53 

* Direct Normal Irradiance is imputed based on NASA data.  

Figure 2-6. LEC’s Sensitivity to Direct Normal Irradiance 
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2.6 CSP LEC Calculation Using the Public Sector Economic Analysis 
 
LEC from the public perspective can be calculated using the following formula 

(2-3) 

E
FOMIFCRLEC ++

=
*

 
 
Where   

FCR = Fixed charge rate, a constant discount factor can be calculated 
using –PMT(discount rate, life time of the plant, 1)+ insurance rate. 

  I = Installed capital cost 
  OM = Annual operation and maintenance costs 
  F = Annual expenses for fuel 

E = Annual energy production 
   
This method is significantly simpler compared to the private financing cash flow model. 
The basic assumptions are the same as the ones in 
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Table 2-1 except for the discount rate. Because the public sector economic analysis 
ignores financing and tax effects, the major assumption that determines the LEC is the 
discount rate. As we discussed earlier, the social discount rate is usually smaller than the 
one used in the private financial analysis, so we assume 8% discount rate for the baseline. 
The calculated baseline LEC from the public perspective is $0.1535/kWh, is quite 
comparable to the baseline LEC from the private perspective. Table 2-7 and Figure 2-7 
present the LEC’s sensitivity to the discount rate. We can see that LEC is moderately 
sensitive to the discount rate.  
 

Table 2-7. LEC’s Sensitivity to Discount Rate: Public Perspective 

LEC's Sensitivity to Discount Rate 
Discount Rate 

8% 6% 7% 9%
Fixed charge rate (FCR)  9.38% 7.76% 8.56% 10.23%
LEC from public perspective (2004$/KWh) 0.1535 0.1311 0.1421 0.1653
Relative Cost Comparing to the Baseline 100% 85% 93% 108%

 
 

Figure 2-7. LEC’s Sensitivity to Discount Rate: Public Perspective 
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2.7 Conclusion 
 
In this chapter, we document the methodologies of calculating LEC from both the private 
perspective and the public perspective. We find that LEC from the private perspective is 
very sensitive to financing assumptions, policy incentives, and levels of direct normal 
irradiance. The factors with the largest effect on LEC are investment tax credits, 
depreciation schedule, and direct normal irradiance. 
 
In terms of financing assumptions, we examined how types of financing, debt-equity ratio, 
and interest rate affect LEC. We find that high debt-equity ratio without an increased 
interest rate can significantly decrease LEC. Holding other financing assumptions 
unchanged, interest rates only moderately affect LEC.  
 
In terms of policy incentives, we examined the effect of investment tax credits and 
depreciation schedules. We find that either policy incentive can reduce LEC 
tremendously. Our baseline assumes current depreciation schedule (5-year MACRS) for 
solar energy. If this favorable policy is lifted, the estimated LEC can increase more than 
60%.  
 
Another caveat is that many lenders require certain minimum annual debt service 
coverage (MADSC), and we find that some lowest cost scenarios (e.g. municipal 
financing, 10% ITC and 30% ITC) are not able to meet this requirement without 
changing other assumptions such as special payment structures or other arrangements. 
Therefore, special attention should be given to these assumptions when comparing LECs 
between different analyses. Alternatively, the method of calculating LEC from the public 
perspective is much simpler. Comparable results can be obtained between the simple 
public method and the more detailed calculation given appropriate assumptions for the 
discount rate.   
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3 Methodology for Estimating the CSP Electricity Cost: A New Approach for 
Modeling CSP Market Potential   

 

3.1 Introduction 
 
With higher energy costs and new regulatory support, concentrating solar power (CSP) 
technology, using the sun's thermal energy to generate electricity from steam, has re-
emerged as a potentially competitive power generation option, particularly in arid regions 
where power demand peaks during the heat of the day. Currently over 45 CSP projects 
are in the planning stages globally with a combined capacity of 5,500 MW, according to 
Emerging Energy Research (2006), an advisory and consulting firm that tracks emerging 
technologies in global energy markets. 
 
How competitive is CSP electricity and how much can CSP contribute to carbon 
reduction by replacing the traditional thermal power plants? The answers to these 
questions depend on the cost of electricity generated by CSP plants. Although a few 
studies (e.g. S&L, 2003, NREL, 2005) have projected future CSP costs based on certain 
assumptions such as technology advancement, economies of scale, and upward learning 
curves, few studies have considered the combined effects of intermittency, solar 
irradiance changes by season, system load changes over a year, and interactions with 
other generating units. Because the generation of a solar plant varies over the day and 
year, the interactions between CSP generators and other generators in the electric system 
may play an important role in determining costs. In effect, CSP electricity generation cost 
will depend on the CSP market penetration. This chapter examines this relationship.  
 
Three different types of CSP technologies have been developed: (1) parabolic trough, (2) 
power tower, and (3) parabolic dish. There is significant design and cost variations 
among the three technologies. Because the parabolic trough is currently the most mature 
technology (Müller-Steinhagen and Trieb, 2004a), we focus on this technology and its 
characteristics in this chapter, although many of our insights could also apply to power 
tower technologies. The methodology we develop here is customized for the ObjECTS 
framework, but can also be adopted for other settings.  
 
CSP plants either need backup auxiliary generation or storage capacity to maintain 
electricity supply when sunlight is low or not available. Therefore, the electricity 
generation cost for CSP plants has two components: costs arising from the solar 
component and costs due to the backup and/or storage components. All existing 
commercially operated CSP plants are hybrid plants. They either have a backup natural-
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gas-fired boiler that can generate stream to run the turbine, or they have an auxiliary 
natural-gas-fired heater for the solar field fluid that can be used to produce electricity 
(NREL, 2005). This hybrid structure is an attractive feature of CSP compared to other 
solar technologies because the backup component has low capital cost and can mitigate 
intermittency issues to ensure system reliability. However, such hybrid CSPs are not cost 
effective to provide base load electricity. The addition of thermal storage would allow 
full use of available solar energy and would further reduce intermittency issues. A recent 
paper (Blair et al., 2006) that considers CSP’s intermittency issue assumes six hours of 
thermal storage. As the paper indicates, this storage assumption greatly simplifies the 
treatment of resource variability. Because such a plant is assumed to be dispatchable, the 
capacity value for the plant is assumed to be equal to the capacity factor during the 
summer peak period. In addition, surplus is assumed to be negligible due to the general 
alignment of the solar resource and load. However, adding a 6-hour thermal storage to 
CSP plant can increase capital cost by more than 40% (NREL, 2005). Long-term cost 
effective thermal storage technologies are still under development. In this chapter, we 
focus on hybrid CSPs without storage and we will, therefore, deal with the intermittency 
issue directly. We will include the case with thermal storage in future research. 
 
This chapter is organized as follows. Section II presents the detailed methodology and 
assumptions. To better illustrate the methodologies, we provide some example 
calculations. We present the results in Section III and conduct sensitivity analysis of key 
assumptions in Section IV. Then we conclude in Section V. For easy reference, Appendix 
1 provides a detailed list of all variables used in this chapter. 
 

3.2 Methodology and Assumptions 
 

Three types of costs need to be considered to calculate the electricity generation cost of 
CSP plants: capital costs of building the CSP hybrid plant, variable costs of running the 
solar component, and variable costs of running the backup component. The capital costs 
for building the CSP plant are a function of plant capacity. To calculate variable costs, we 
need to know the electricity output from the solar component and from the backup 
component, respectively. Then the key questions are: When does the CSP backup mode 
need to run? How much electricity does the CSP backup mode need to generate? How 
will electricity output from the backup component and from the solar component depend 
on the market penetration level of CSPs? The following analysis addresses these 
questions. 
 
Because the system load curve and the CSP electricity output are correlated and both are 
sensitive to time of the day and seasons, we first define our classification of time slices 
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and the system load curve. Secondly, because CSP electricity output from the solar 
component directly depends on solar irradiance levels, solar field size, and system 
efficiencies, we first discuss their quantitative relationships and then present how we 
process solar irradiance data in order to estimate CSP solar output. Finally, we detail our 
approach to estimating CSP output from the solar and the backup components separately 
for each time slice. 
 

3.2.1 Classification of Time Slices 

Since definition of seasons can vary by location, we define seasons based on irradiance 
levels as follows. 
 

• Summer: the three months with the highest irradiance level. 
• Winter: the three months with the lowest irradiance level. 
• Spring/Fall: other months. 

 
We then classify peak and intermediate load periods into different time slices for each 
season. The classification used is presented in Table 3-1. The exact definition of the time 
slices is for computational convenience and is not critical for the results other than a 
requirement that the summer peak should be identifiable as this is a key time period.  
 

Table 3-1. Classification of Time Slices and System Load 

Slice i Classification of Time Slices 

Average System Load as 
A Percentage of the 
Maximum System Load  

1 Summer morning (5:00-5:30) 45.46% 
2 Summer daytime 1 (5:30-9:00) 57.87% 
3 Summer daytime 2 (9:00-14:00) 85.73% 
4 Summer peak (14:00-17:00) 96.78% 
5 Summer evening (17:00-24:00) 76.70% 
6 Winter morning (6:00-10:00) 70.14% 
7 Winter daytime (10:00-17:30) 63.85% 
8 Winter evening (17:30-23:00) 67.69% 
9 Spring/Fall daytime (5:00-19:30) 61.99% 
10 Spring/Fall evening (19:30-22:00) 59.36% 

3.2.2 System Load Curve  
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Electric system load, usually measured in megawatts (MW), refers to the amount of 
electric power delivered or required at any specific point or points on a system. A system 
load curve shows the level of a load for each time period considered. The assumed 
system load curve, denoted as iAveSysLoad , is estimated using California electricity data 
for 2003 (CEC 2005). The average system load in each time slice as a fraction of the 
maximum system load is shown in Table 3-1.  
 
The load of an electric utility system is affected by many factors such as customer mix 
(e.g. residential, commercial and industrial), temperature, and equipment type and 
efficiency. For example, a hot summer can significantly increase the summer peak load 
due to the increased cooling demand. We will examine how the shape of the load curve 
impacts the results later in the chapter.  
 
Electric system load can be classified as base load, peak load, and intermediate (I&P) 
load. Base load refers to the minimum amount of power that a utility must make available 
to its customers and I&P load refers to the demand that exceeds base load. Thus base load 
power plants do not follow the load curve and generally run at all times except for repairs 
or scheduled maintenance. I&P generation varies with the load curve. Power plants that 
provide I&P load, in aggregate, must follow the load curve. For this analysis we consider 
the case where CSP plants serve I&P load.  
  

3.2.3 Factors that Determine CSP Solar Output  

CSP solar output directly depends on solar irradiance levels (duration and intensity), solar 
field size, and system efficiencies. Their quantitative relationships can be expressed in the 
following equation4. 
 

(3-1)        

Output_Net=Output_Gross*(1-Loss_Parasitic) 

=(1-Loss_Parasitic)*Eff_Turbine*Asf*(DNI*Eff_OPT-Loss_HCE-
Loss_SFP)/1,000,000W/MW, 

where the meanings of each variable and reference values are given in Table 3-2.  
 
Once the CSP plant is built, the solar field area and system efficiencies are fixed, so using 
equation (3-1), we can calculate how CSP solar output varies with solar irradiance level. 

                                                 
4 This functional form is from the Solar Advisor Model (SAM) developed by NREL, in conjunction with 
Sandia National Laboratory and in partnership with the U.S. Department of Energy (reference: personal 
communication with SAM support staff). 
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The assumed solar filed area is based on the optimal solar multiple we calculate for our 
baseline case. The solar multiple is the ratio of the solar energy collected at the design 
point to the amount of solar energy required to generate the rated turbine gross power 
(NREL, 2005). Higher solar multiples increase CSP plant capacity factors but also 
increase capital cost. An optimization procedure is used to find out the solar multiple that 
achieves the lowest CSP electricity cost, which is 1.07 in our baseline case.         
 

Table 3-2 List of Variables Related to CSP Solar Output  

Variable  Meaning Value Source 
Output_Net Design Turbine Net Output (MW) -- Calculated 
Output_Gross Design Turbine Gross Output (MW) -- Calculated 
Loss_Parasitic Electric Parasitic Loss (%) 11.1% Assumed* 
Eff_Turbine Design Turbine Gross Efficiency (%) 36.4% Assumed* 
Asf Solar Field Area (m2) 685,666 Assumed***
DNI Direct Normal Irradiance (W/m2) Value varies § 3.2.4 
Eff_OPT Optical Efficiency (%) 60.2% Assumed* 
Loss_HCE HCE Thermal Losses (W/m2) 42.629 Assumed** 
Loss_SFP Solar Field Piping Heat Losses (W/m2) 10.05 Assumed ** 

References: *Kearney and Price (2004), ** SAM, *** Authors calculated optimal solar 
field area for a 100-MW net capacity CSP plant in Daggett Barstow, CA.  
 

3.2.4 Solar Irradiance Data 

We use solar irradiance data from NREL’s National Solar Radiation Data Base 1961-
1990 and 1991-2005 Update5. The 1991-2005 Update contains annual direct normal 
irradiance (DNI) hourly mean data and DNI threshold data (which indicate the number of 
subsequent days DNI is less than a certain threshold over the 15-year period). CSP plants 
require a minimum irradiance level to be operational. Currently, for plants without 
storage, the minimum irradiance level is assumed to be 300 W/m2 (Kearney and Price, 
2004). We use the DNI threshold data to calculate NoSunDays, which represents the 
number of days in a season during which there is not sufficient direct sunlight to operate 
the CSP plant. A threshold of 3000 Wh/m2/day is used in this study. The threshold 
information is used to adjust the NREL’s annual DNI hourly mean data to obtain an 
estimate of the DNI hourly mean value for each month for non-cloudy days, defined as 
days with irradiance greater than 3000 Wh/m2/day.  
 
We use Daggett Barstow (Lat (N) 34.87, Long (W) 116.78), California, as an example to 
illustrate the adjustment procedure as follows. 

                                                 
5 Data source: http://rredc.nrel.gov/solar/old_data/nsrdb. 
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a. Obtain the 2005 annual hourly-mean DNI data for this location.6 This is the 

average DNI for all days, including days when the CSP would not be 
operational due to low irradiance levels.   

b. Obtain the monthly persistence report for this location.7 There are several 
thresholds and we use the threshold of 3000 Wh/m2/day. Since the 
calculations were performed for the entire 15-year period 1991-2005, we 
calculate the annual average number days lower than the threshold and then 
estimate the average daily DNI levels for those days. This calculation 
incorporates all the available threshold information so as to incorporate the 
fact that a threshold of 3000 Wh/m2/day includes days with lower than 3000 
Wh/m2/day. 

c. Impute the average daily DNI for each month and then the hourly DNI for 
those days less than the threshold, using the same monthly weight and hourly 
weight in data set (a). We assume that cloudy days have the same DNI 
distribution over each month as the 2005 annual hourly-mean DNI data, which 
includes both cloudy and clear days. 

d. Adjust the hourly-mean DNI data from (a) to obtain hourly-mean DNI data for 
non-cloudy days by applying the following formula: 

                (DNI_means*N_monthly-DNI_cloudy *N_cloudy)/(N_monthly-N_cloudy). 
Where  DNI_means=hourly-mean DNI data in (a) 

   DNI_cloudy=imputed cloudy-day hourly-mean DNI data in (c) 
N_monthly=number of days in that month 
N_cloudy=number of cloudy days in that month 

e. Calculate the average non-cloudy day hourly-mean DNI for each season. 
 
Figure 3-1  shows the adjusted hourly-mean DNI for non-cloudy days at Daggett Barstow 
by season. The reason we choose Daggett Barstow is that this location is close (around 30 
miles) to Kramer Junction where several CSP plants have been built at and which is often 
used as a reference location in NREL reports. The adjusted annual daily DNI for non-
cloudy days is 7.75 kWh/m2/day. In addition, as shown in Figure 3-1, although the 
highest hourly-mean DNI occurs in spring/fall, summer has the highest daily DNI and 
longest daylight hours.  
   

3.2.5 Approximation of the Daily CSP Solar Output Profile 

                                                 
6 Data source: http://rredc.nrel.gov/solar/old_data/nsrdb/1991-2005/statistics/hsf/723815_2005.hsf 
 
7 Data source: http://rredc.nrel.gov/solar/old_data/nsrdb/1991-2005/statistics/thr/723815.thr 
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Using equation (3-1), we find that the CSP solar output profile closely follows the solar 
irradiance curve. Therefore, we can use the solar irradiance curve to approximate the 
daily CSP solar output profile. 
 
For simplicity, we idealize daily solar irradiance curve as an isosceles trapezoid 
symmetrically around the solar noon, as illustrated in Figure 3-2. The height of the 
trapezoid is the maximum irradiance during the day denoted as nceMaxIrradia . The 
lower base and upper base of the trapezoid are the daylight hours (denoted as daylightHour ) 
and noon hours (denoted as noonHour ), respectively. The average daily irradiance 
(kWh/m2/day) denoted as ianceDailyIrrad is the area of ABFE.  
 

Figure 3-1. Daggett Barstow Hourly-Mean DNI for non-cloudy Days by Season, 2005 
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Figure 3-2. Solar Irradiance Curve by Time of the Day (Not to Scale) 
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Given the average daily irradiance, noon hours, and daylight hours, we can obtain the 
maximum irradiance level in the day using the geometry of an isosceles trapezoid. We 
use solar irradiance data described above and get the least-square fit to the hourly- mean 
DNI data by varying noon hours. Once we know noon hours and the maximum irradiance 
level, we can calculate the daily CSP operational time CSPHour , the line CD in Figure 3-2. 
  
Table 3-3 provides an example calculation of key solar geometry parameters by season 
for Daggett Barstow. We have implicitly assumed that variances in solar radiation in 
sunny regions such as the U.S. southwest can be described by the combination of 
seasonal irradiance curves for non-cloudy days and the NoSunDays parameter.  
 
Figure 3-3 shows how well an isosceles trapezoid approximates the non-cloudy day solar 
irradiance curve by season. Although a fairly good fit, the approximation slightly extends 
the noon hours and flattens the irradiance level during the noon hours, which means that 
the approximation will slightly underestimate the peak solar output and overestimate the 
solar output in late mornings and late afternoons.     

 

Table 3-3 Example of Calculating the CSP Operational Time: Daggett Barstow  

Solar noon
Time of the day 

Irradiance (kw/m2)

MinIrradiance 

Hournoon 

Hourdaylight 

HourCSP 

MaxIrradiance A B

C

FE

D

H

GK L

M
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Average by Seasons Summer Winter Spring/Fall 

noonHour  (hour) 9.64 6.55 7.36 

daylightHour  (hour) 14.00 10.62 12.33 
ianceDailyIrrad  (kWh/m2/day) 9.23 5.85 7.95 
nceMinIrradia  (kW/m2) 0.30 0.30 0.30 
nceMaxIrradia  (kW/m2) 0.78 0.68 0.81 

CSPHour  (hour) 12.32 8.83 10.48 
 NoSunDays 2 21 15 

 

 

 

 

 

 

 

Figure 3-3. Approximation of an isosceles trapezoid on the daily solar irradiance curve by 
season 
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Barstow Hourly-Mean DNI and Trapezoidal Approximation, 
Summer 2005
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Barstow Hourly-Mean DNI and Trapezoidal Approximation, 

Winter 2005
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Barstow Hourly Mean DNI and Trapezoidal Approximation, 

Spring/Fall 2005
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3.2.6 Electricity Output from the CSP Solar Component 

Electricity output from the CSP solar component is determined not only by the irradiance 
level, but also by CSP market penetration. We define CSP market penetration (denoted 
as CSPeMarketShar ) as the ratio of CSP output to the total output from the I&P load plants. 
The CSP output includes the output from the solar component (denoted 
as solarCSPOutput  ) and from the backup component (denoted as backupCSPOutput ). These 
relationships are expressed in equations (3-2) and (3-3). 
 

(3-2)         solarbackup CSPOutputCSPOutputCSPOutput +=                                 

(3-3)            PICSP tTotalOutpuCSPOutputeMarketShar &/=                                       

 
We first determine the potential CSP solar output, which varies by season depending on 
the solar resource, and then calculate the actual CSP solar output ( solarCSPOutput ) which 
is determined by system demand for a given time slice.  
 

• Potential CSP Solar Output  

As we discussed earlier, the potential CSP output from the solar component (denoted 
as solarutPotCSPOutp ) for each time slice depends on the solar irradiance level for that 
time slice, solar field area, and the system efficiencies. We use the solar irradiance curve 
to approximate the potential CSP solar output profile. Thus, through normalization, the 
potential CSP daily output can be measured as the area of ABCD in Figure 3-2. In order 
to calculate the potential CSP output for each time slice, we need to know the average 
hourly CSP output (denoted as i

slarutputHourlyCSPO ) and the CSP operational time 
(denoted as i

CSPHour ) for each time slice, as shown in equation (3-4).  
 

(3-4)              iHourutputHourlyCSPOtPotCSPOupu i
CSP

i
slar

i
solar    ,* ∀=                      

 
We have defined the time slices in such a way that for certain time slices CSP will not be 
operational. These times include summer morning, winter evening, and spring and fall 
evening. We calculate the potential CSP output for the remaining time slices. For 
example, as shown in Figure 3-2, the potential CSP solar output for four summer time 
slices i=2, 3, 4, 5 can be measured as the areas of ADK, AKLM, MLGHB, and HGC, 
respectively. The corresponding CSP operational hours are the lengths of DK, KL, LG, 
and GC. We implicitly assume that the irradiance level has dropped below the maximum 
irradiance level when evening time starts. Exceptions may be high latitude areas (e.g. 
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Norway). However, because CSP is not suitable in those areas due to the low annual 
average irradiance, those exceptions can be neglected.  
 
To assess CSP solar generation capability by time slice, we define iR as the ratio of 
average hourly CSP output for time slice i over the CSP summer maximum capacity 
(denoted as summer

CSPCapacity ) as shown in equation (3-5). summer
CSPCapacity  is the maximum 

hourly output from the CSP hybrid plant in summer. Through normalization, 
summer
CSPCapacity  is measured as the maximum irradiance level in summer. 

(3-5)                                      i
Capacity

utputHourlyCSPO
R summer

CSP

i
solari    , ∀= . 

 
The variables iR and i

CSPHour are key results of this section. Since the normalized 
i
solartPoCSPOutpu  does not involve solar field area and system efficiencies, the 

calculations of the variables iR and i
CSPHour  can be done at initialization once the solar 

irradiance data is available. Then i
solartPoCSPOutpu  can be calculated as shown in 

equation (3-6) using these two variables and the rated capacity of CSP (denoted 
as CSPCapacity ). The results do not depend on demand/supply assumptions as long as 

CSPCapacity  does not change. Note that CSPCapacity  here is the maximum hourly output 
from the CSP hybrid plant, which is the same whether running on solar or gas. 
 

(3-6)             
⎩
⎨
⎧ ≤

=
otherwise                *

 1 if         **
i

CSPCSP

ii
CSPCSP

i
i
solar HourCapacity

RHourCapacityRtPoCSPOutpu        

                          
Table 3-4 presents the ratio R, the total number of hours (denoted as iHour ), and CSP 
operational hours (denoted as i

CSPHour ) for each time slice using Daggett Barstow data, 
together with the assumed average system load as a percentage of the maximum system 
load for each time slice (demoted as iAveSysLoad ) and for each CSP operational time 
period (denoted as i

CSPAveSysLoad ) for comparison. Although the solar output overlaps 
significantly with the system demand, the correlation is not perfect. The highest three R 
ratios occur during summer daytime 2, summer peak, and spring/fall daytime while the 
three highest i

CSPAveSysLoad occur during summer evening, summer peak, and summer 
daytime 2. Note that the optimal solar multiple in this case is 1.07, thus the R ratio can be 
greater than 100% for certain time slices. However, due to CSP generator’s capacity 
limitation, the actual output for those time slices cannot be greater than the rated capacity, 
which means the excess solar output greater than the rated capacity would be wasted if 
there is no thermal storage.  
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Table 3-4.  CSP Solar Output Capability and Operational Hours by Time Slice: Daggett 
Barstow with a Solar Multiple of 1.07 

Slice i Time Slices iHour  iAveSysLoad  iR  i
CSPHour  i

CSPAveSysLoad  

1 
Summer morning 
(5:00-5:30) 0.5 45.46% 0.0% 0.00 45.46% 

2 
Summer daytime 1 
(5:30-9:00) 3.5 57.87% 92.7% 3.16 59.16% 

3 
Summer daytime 2 
(9:00-14:00) 5.0 85.73% 106.7% 5.00 85.73% 

4 
Summer peak 
(14:00-17:00) 3.0 96.78% 106.4% 3.00 96.78% 

5 
Summer evening 
(17:00-24:00) 7.0 76.70% 93.8% 1.16 99.37% 

6 
Winter morning 
(6:00-10:00) 4.0 70.14% 77.6% 1.91 68.80% 

7 
Winter daytime 
(10:00-17:30) 7.5 63.85% 88.8% 6.91 63.53% 

8 
Winter evening 
(17:30-23:00) 5.5 67.69% 0.0% 0.00 67.69% 

9 

Spring/Fall 
daytime (5:00-
19:30) 14.5 61.99% 100.0% 10.48 64.28% 

10 
Spring/Fall evening 
(19:30-22:00) 2.5 59.36% 0.0% 0.00 59.36% 

 
 

• Actual CSP Solar Output  

The realized output from the CSP solar component is different from the potential output 
because the potential solar output can exceed the I&P load demand for certain periods. 
To calculate the actual electricity output from the CSP solar component, we need to take 
this into account. A similar issue with respect to the large-scale deployment of PV is 
discussed in detail in Denholm and Margolis (2006). Storage technologies such as 
integrated CSP thermal storage or stand-alone external storage can mitigate this loss. The 
analysis here considers CSP technologies without storage. Thermal storage will be 
considered in future work. 
 
Since CSP plants in this paper are defined as I&P load power plants, we determine the 
I&P load demand for each time slice (denoted as i

PIEDemand & ) using equation (3-6). 
Because some baseload capacity is often scheduled for maintenance in winter when 
electric demands are relatively low, we differentiate winter base capacity from non-
winter base capacity in the calculation.  
 

(3-6) . ,*)(& iHourCapacityAveSysLoadEDemand i
base

ii
PI ∀−=  
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Similarly, we can calculate the intermediate and peak load demand for each CSP 
operational time slice, which is denoted as i

PIEDemandCSP & . Because supply must 
always equal demand, i

PIEDemandCSP &  is also the maximum output that CSP can 
produce for each CSP operational time slice (denoted as iutMaxCSPOutp ). Any 
additional output that CSP produces will be lost. Therefore, the actual CSP output from 
the solar component for each time slice can be calculated as follows.  
 

(3-7)    

⎪⎩

⎪
⎨
⎧ ≤

=
                                                                                       otherwise        

  if      
i

i

utMaxCSPOutp
utMaxCSPOutputPotCSPOutputPotCSPOutp

CSPOutput
ii

solari
solar

 

where   

(3-8)     
i

CSPbase
i
CSP

i
PI

HourCapacityAveSysLoad
EDemandCSPutMaxCSPOutp

*)(
&

i

−=
=                           

 
iutMaxCSPOutputPotCSPOutp i

solar −  is, therefore, the lost CSP solar output when 
iutMaxCSPOutputPotCSPOutp i

solar > . We will discuss this term later. 
 
In addition to scheduled maintenance which we assume usually happens during no/low 
sun days, solar fields may be forced to be out of operation due to some unforeseeable 
situation. We assume the forced outrage rate (denoted as OutrageRate) is 2% in this 
example. Thus, the annual CSP solar output is the sum of CSP output from all time slices 
considering the forced outrage rate, as shown in equation (3-9).  
 
 (3-9)       )1(** eOutrageRatNCSPOutputCSPOutput i

i

i
solarsolar −= ∑                                   

 
where N i denotes the number of non-cloudy days in a year for time slice i.  

    

3.2.7 Electricity Output from the CSP Backup Component 

Because the conversion efficiency of gas-to-electricity in hybrid CSPs is always lower 
than the efficiency of stand-alone gas turbines due to parasitic loads such as heaters and 
heat transfer fluid (HTF) pumps (NREL 2005, Leitner and Owens 2003), under optimal 
electric generation of the electric system, the backup mode would likely be used only 
after stand-alone gas turbines or other available capacity has been dispatched. Here we 
implicitly assumed that all other I&P load capacity not otherwise meeting load demand is 
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available for backup and will be fully dispatched before the CSP backup mode is 
dispatched. CSP backup generation would, therefore, likely be needed when the 
electricity output from the CSP solar component is low due to low irradiance, but electric 
demands remain relatively high and non-CSP capacity cannot meet demand, such as 
summer evenings.  Although this optimal system efficiency should be achieved in the 
long term equilibrium under perfect competition, in reality, the system may operate in a 
non-optimal state due to coordination, transmission or contractual issues, which means 
that the backup mode may be dispatched before the stand-alone gas turbines or other 
more efficient available capacity. In that case, the electricity output from the backup 
mode will be greater than estimated in the following section. We return to this issue in 
Section IV.  
 
Factors that affect the electricity output from the CSP backup component are the system 
load curve, irradiance level, and CSP market penetration level. The system load curve is 
important because ultimately the back-up mode is needed to meet electric demands after 
other cost-effective generators have been dispatched. Irradiance level by time of day and 
season is also directly relevant because it determines the electricity output from the CSP 
solar component. Finally, CSP market penetration level is our primary interest because it 
reflects how CSP would interact with other I&P load plant that are not affected by 
irradiance levels. In particular, we are interested in how the CSP cost changes as the CSP 
market penetration level changes.  
 
For simplicity, we exclude the case that there is more than one type of CSP technology in 
the system. Under this assumption, once we know the actual CSP output from the solar 
component and the total intermediate and peak output, the calculation of CSP output from 
the backup component is straightforward. For each time slice, we first find out the 
corresponding I&P output requirement, and then compare this with the aggregated output 
level from the CSP solar component and non-CSP plants. If there is a deficit, the CSP 
backup mode will be dispatched to make up the deficit. The output using CSP backup 
mode is therefore 
 

(3-10)

 
 otherwise       0

0* if        
   ,*

&

&

⎪
⎩

⎪
⎨

⎧
≥−−

−−
= i

nonCSP
i
solar

i
PI

i
nonCSP

i
solar

i
PI

i
backup HourCapacityCSPOutputEDemand

HourCapacityCSPOutputEDemand
CSPOutput . 

In addition, when CSP plants are not operational due to no/low sun days (lower than 300 
W/m2) or high wind days (greater than 35 mph), the CSP backup mode is needed to 
provide output for the CSP plant. Using data from NASA, we find that high wind days 
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are extremely rare, so we ignore this effect and only consider no/low sun day effects. We 
assume that the backup amount for each time slice is the corresponding average non-
cloudy day CSP output. Thus, the annual output from the CSP backup mode due to 
no/low sun days can be calculated as follows. 

 

(3-11)           ii
backup

i

i
solar

nosun
backup NoSunDaysCSPOutputCSPOutputCSPOutput *)( += ∑                                   

where NoSunDays i denotes the number of no/low sun days in a year for time slice i. 
 
Finally, the backup mode is needed when solar fields have forced outrage. The backup 
output for this part is 
 

(3-12)           eOutrageRatNCSPOutputCSPOutput i

i

i
solar

outrage
backup **∑=                                   

The total annual output from the CSP backup mode is the sum of backup output at each 
time slice due to solar supply deficit and the backup output due to no/low sun days and 
forced outrage. 
 

(3-13)       
outrage
backup

nosun
backup

i
i

i
backupbackup CSPOutputCSPOutputNCSPOutputCSPOutput ++= ∑ *  

 

3.3 Results 
 
Using the methods discussed above and using Daggett Barstow as an example, we 
calculate the fraction of backup mode operation and wasted solar output as a function of 
CSP market share, respectively. Finally, we present the calculated levelized CSP 
electricity cost. 
 

3.3.1 Shares of Backup Operation and Solar Output Loss vs. CSP Market 
Penetration  

Figure 3-4 shows how percentage of backup operation over the total CSP output and 
percentage of solar output loss over the total CSP output vary with CSP market 
penetration, respectively. When the CSP market penetration is less than 50%, the CSP 
backup mode is only used on no/low sun and forced outrage days, thus the backup share 
(denoted as backupS ) is constant at a low level. As the CSP market penetration increases, 
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the CSP backup mode is increasingly required for other occasions, starting from summer 
evenings and winter evenings in this example. When the CSP market penetration reaches 
100%, backupS  increases up to 42%. The CSP solar output loss increases with CSP market 
penetration at a more rapid rate. When the CSP market penetration is less than 43%, there 
is only small CSP solar output loss due to the oversized solar field. After this threshold is 
passed, available solar output starts to exceed load demand, beginning with summer 
daytime 1 time slice. Thus, the share of CSP solar output loss increases rapidly and 
reaches nearly 50% when the CSP market penetration is 100%, which means that half of 
the total CSP output is wasted without storage.  
 
 

Figure 3-4. Shares of Backup Operation and Solar Output Loss vs. CSP Market 
Penetration 
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3.3.2 CSP Electricity Cost 

One of the most useful measures of an electric generating technology is its levelized 
electricity generation cost (LEC). Using the methods discussed above, we can determine 
the annual CSP output from the solar and backup components for any given CSP capacity 
level. Then we can calculate variable costs of running the solar component and backup 
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components. In the following example, we calculate the levelized CSP electricity cost in 
Daggett Barstow using a simple public sector economic method discussed in chapter 2. 
This method provides comparable results with more sophisticated methods using private 
financial analysis, assuming various policy incentives such as 5-year modified 
accelerated cost recovery system (MARCS), but no investment tax credit (ITC). Because 
current policy incentives in the United States include both 5-year MARCS and 30% ITC 
for solar energy, the estimated baseline LEC in this paper is higher than one calculated 
assuming both policy incentives. We have not assumed the presence of ITC because we 
wish to consider the competitiveness of CSP technologies under a case where they have 
obtained a substantial market share, a situation where this type of additional policy 
incentives are less likely to be maintained. 
 
Table 3-5 lists the baseline assumptions for the calculation. We first calculate fuel use 
and the total CSP output at each CSP market penetration and then use formula (3-14) to 
calculate levelized CSP electricity cost.  

 

(3-14)                                     
CSPOutput

FOMIFCRLEC ++
=

*  

 
Where FCR = Fixed charge rate, a constant discount factor can be calculated 

using –PMT(discount rate, life time of the plant, 1)+ insurance rate. 
 I = Installed capacity cost, which can be calculated as 
 

CSPCapactiycI *=  
 

       where c=Capital cost per unit of installed CSP capacity. 
 

OM = Annual operation and maintenance costs, which can be calculated as     
 

 ** var CSPOutputOMCapactiyOMOM iableCSPfixed +=  
   
  F = Annual expenses for fuel, which can be calculated as 
 

)/(*Pr yelectricitgasbackupgas EfficiencyCSPOutputiceF −=  
 

  where Pricegas is price of fossil fuel natural gas. 
 

 
As shown in 
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Figure 3-5, the levelized CSP electricity cost remains constant at $0.092/kWh until the 
CSP market penetration reaches 43%. It increases steadily to $0.122/kWh when the CSP 
market penetration reaches 100%. The levelized CSP electricity cost increases with CSP 
market penetration due to two factors, as shown in Figure 3-4, increased proportions of 
both wasted solar output and backup operation.  
 
Because CSP market penetration is determined by the competitiveness of CSP electricity 
cost, the levelized CSP electricity cost in 



 44

Figure 3-5 refers to the equilibrium electricity market price. Since the levelized CSP 
electricity cost using the baseline assumptions is not yet competitive in the current 
electricity market, we include scenarios that the capital cost drops to 80% of the current 
level. When the capital cost drops to 80% of the current level, the levelized CSP 
electricity cost can be as low as $0.078/kWh, which is competitive with current I&P 
electricity prices. While it is impossible to predict future costs, U.S Energy Efficiency 
and Renewable Energy (EERE) program’s Government Performance and Results Act 
(GPRA) of FY 2008, has projected costs that are in the range of our 80% reduction case 
by 2050 (EERE GPRA, 2007). We use this as the central case in the following sensitivity 
analysis. 
 

Table 3-5. Baseline Assumptions for Calculating CSP LEC (in 2004$) 

Variables Value
Capital cost per unit of installed capacity assuming 1.07 solar multiple (c) ($/kW) 2801
Fixed O&M cost ( fixedOM ) ($/kW-yr) 47.87
Variable O&M cost ( iableOM var  ) ($/mWh) 2.72
Price of Fossil Fuel Natural Gas ( gasicePr ) (2004$/MMBtu) (HHV) 15.87
Gas to Electricity Conversion Efficiency ( yelectricitgasEfficiency − ) 0.32
Lifetime of the plant (n) 30
Discount rate (Rdiscount) 8%
Insurance rate (Rinsurance) 0.5%
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Figure 3-5. Levelized CSP Electricity Cost vs. CSP Market Penetration 
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3.4 Sensitivity Analysis 
 
In this section, we analyze the effects of carbon tax/gas price, system load curve, and 
system coordination and investigate how different assumptions on these key factors 
would change the results.    

3.4.1 Effect of Carbon Tax/Gas Price 

Because the share of CSP backup output increases with CSP market penetration, one 
concern is the effectiveness of using CSP to reduce carbon emissions. A carbon tax can 
be treated as an increase in gas price. To compare the impacts of carbon tax/gas price,  
Figure 3-6 presents a sensitivity analysis on gas price and its equivalent carbon tax. When 
a carbon tax $100/TC is used, the carbon tax causes an increase of LEC by $0.006/kWh 
in the extreme case of the 100% CSP market penetration and the impact of carbon tax is 
nearly negligible when CSP market penetration is low. The effect of a higher carbon tax 
of $500/TC is more prominent and can increase CSP levelized electricity cost by 
$0.008/kWh at the low market penetration and by more than $0.03/kWh at the 100% CSP 
market penetration.  
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In addition, we mark the LEC of stand-alone gas turbines at each corresponding gas price, 
respectively8. As shown in Figure 3-6, CSP is still competitive with stand-alone gas 
turbines when the CSP market penetration reaches the range of 70% to 80%.       

 
Figure 3-6. Levelized CSP Electricity Cost vs. CSP Market Penetration- Sensitivity 
Analysis on Natural Gas Price/Carbon Tax 
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3.4.2 Effect of System Load Curve 

Our baseline and central case assumptions use the estimated California system load curve. 
To understand how the shape of the system load curve may change our results, we 
conduct a sensitivity analysis. As shown in Table 3-6, using average system load as a 
percentage of the maximum system load by time slice as an indicator of system load 
curve, we consider three scenarios in addition to the central case: a region with hot 
summers, with cold winters, and with both hot summers and cold winters. When a region 
                                                 
8 The capacity factor of stand-alone gas turbine for peak load electricity is assumed to be 0.1 and the capital 
cost is assumed to be 2004$ 392/kW. Reference is from the ObjECTS model. 

$0.098/kWh 

$0.102/kWh 

$0.093/kWh 

$0.123/kWh 
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has hot summers, it has a higher summer peak due to cooling demand, which causes 
smaller shares of load demand in winter and spring/fall since we always normalize the 
summer peak to 1. When a region has cold winters, it has a higher heating demand thus a 
larger share of load demand in winter. When a region has both hot summers and cold 
winters, this results in a smaller share of load demand in spring/fall.  
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Figure 3-7 presents the levelized CSP electricity cost for the system load curves scenarios. 
When CSP market penetration is less than 43%, there is no difference in LEC among 
different scenarios. However, when this threshold is passed, LEC in the scenarios with 
hot summers increases at a higher rate with CSP market penetration. This pattern is 
primary driven by changes in solar output loss as shown in 



 49

Figure 3-8. In the scenarios with hot summers, because the relative load in spring/fall is 
smaller, the available solar output starts to exceed the load demand during these periods 
even at moderate CSP market penetration levels. This means that levelized CSP 
electricity costs increase with CSP market penetration at a higher rate in the regions with 
hotter summers.     

 
Table 3-6 Scenarios of System Load Curves 

Slice i Classification of Time Slices 

Average System Load as A Percentage of the Maximum 
System Load 

Central Case Hot 
Summers 

Cold 
Winters 

Hot Summers & 
Cold Winters 

1 Summer morning (5:00-5:30) 45.46% 42.66% 45.46% 42.66% 
2 Summer daytime 1 (5:30-9:00) 57.87% 54.96% 57.87% 54.96% 
3 Summer daytime 2 (9:00-14:00) 85.73% 84.72% 85.73% 84.72% 
4 Summer peak (14:00-17:00) 96.78% 97.04% 96.78% 97.04% 
5 Summer evening (17:00-24:00) 76.70% 75.35% 76.70% 75.35% 
6 Winter morning (6:00-10:00) 70.14% 65.35% 71.92% 67.01% 
7 Winter daytime (10:00-17:30) 63.85% 59.49% 64.68% 60.26% 
8 Winter evening (17:30-23:00) 67.69% 63.07% 69.07% 64.35% 
9 Spring/Fall daytime (5:00-19:30) 61.99% 57.75% 61.99% 57.75% 
10 Spring/Fall evening (19:30-22:00) 59.36% 55.30% 59.36% 55.30% 
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Figure 3-7. Levelized CSP Electricity Cost vs. CSP Market Penetration by Scenarios of 
System Load Curves 
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Figure 3-8. Percentage of CSP Output Loss vs. CSP Market Penetration by Scenarios of 
System Load Curves 
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3.4.3 Effect of System Coordination 

 
As we mentioned earlier, our analysis assumes that the electric system operates in an 
optimal state--more efficient available capacity such as stand-alone gas turbines will be 
dispatched before the CSP backup mode is used and solar output will be dispatched 
before other non-CSP I&P load supply. To ensure such an optimal state, additional costs 
due to coordination and contractual issues must be charged to CSP plants. If such an 
optimal state is not achieved and the CSP backup mode is dispatched before the stand-
alone gas turbines or other more efficient available capacity, the electricity output from 
the backup mode will be greater than estimated here. Similarly, if non-CSP I&P load 
plants also operate when enough solar output is available, more solar output may be 
wasted. In the optimal state, as shown in 
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Figure 3-9, capacity factors of both CSP plants and non-CSP I&P load plants vary with 
CSP market penetration. The CSP capacity factor remains constant when CSP market 
penetration is below 50%. It then decreases with CSP market penetration and finally 
increases slightly when CSP market penetration reaches 100%. The capacity factor for 
non-CSP I&P technologies changes modestly when CSP market penetration is low and 
increases rapidly when CSP market penetration is over 80%. 
 
 
We compare the optimal state with an extreme case of the constant non-CSP I&P 
capacity factor which means that capacity factor of non-CSP I&P load plants does not 
vary with CSP market penetration. Such case could be that non-CSP I&P load plants 
have long-term contracts with little flexibility and CSP plants are not treated differently 
from other non-CSP I&P plants. Capacity factors for CSP plants in this case are also 
constant with CSP market penetration. With the constant non-CSP I&P capacity factor, as 
shown in Figure 3-10, the levelized CSP electricity cost is higher than the system optimal 
state although the difference decreases with CSP market penetration and is even slightly 
lower than when the system is in an optimal state with a market penetration greater than 
70%. The reason is mainly due to the fact that higher percentages of CSP output from the 
solar component is wasted when the CSP market penetration is low as non-CSP I&P 
output remains constant during the solar peak time. When CSP market penetration is high, 
although the total loss from the solar output is the same as the optimal state, the total CSP 
output in the constant non-CSP I&P capacity factor state is higher since more backup 
output is required. Therefore, the levelized CSP electricity cost is lower than the system’ 
optimal state because of higher capacity factors when market penetration is high. These 
two states-the constant non-CSP I&P capacity factor state and the system optimal 
efficiency state-provide an upper and a lower bound for estimating the levelized CSP 
electricity cost as a function of the CSP market penetration.  
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Figure 3-9. Comparison of Capacity Factors for CSP and Non-CSP I&P Technologies  
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Figure 3-10. Levelized CSP Electricity Cost vs. CSP Market Penetration:  the Case of 
Constant non-CSP I&P Capacity Factor 
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3.5 Conclusion 
 
In this chapter we analyze how CSP electricity cost varies with CSP market penetration 
using current CSP technology with hybrid gas generation but without thermal storage. 
Using Daggett Barstow, CA as a sample site, we have shown that when CSP market 
penetration is less than 43% of the total I&P generation, the levelized CSP electricity cost 
does not depend on CSP market penetration. When the CSP market penetration is above 
the threshold, the levelized CSP electricity cost increases steadily with penetration. This 
is partly due to the increasing need for the backup output when the irradiance is low or 
unavailable and partly due the loss of CSP output from the solar component when there is 
excess supply (as shown in Figure 3-4). Because the CSP backup component is powered 
by fossil fuel, this means that when CSP market penetration level passes a certain 
threshold, the effectiveness of using CSP to reduce carbon emissions decreases. However, 
as shown in Figure 3-6, the effect of carbon tax on the levelized CSP cost is modest when 
the CSP market penetration is low. In addition, if the capital cost of the current CSP 
technology can be reduced by 20% as in the central case illustrated in Figure 3-6, the 
CSP market penetration could be competitive with natural gas turbines for penetration 
levels up to 70%. Therefore, CSP without thermal storage has potential to supply a large 
share of I&P generation without a significant penalty due to intermittency. 
 
We focused on the CSP without thermal storage in this chapter. Trough designs can 
incorporate thermal storage to allow for electricity generation several hours into the 
evening and to increase the annual capacity factor. However, as we mentioned earlier, 
due to considerations of cost and some technical difficulties, all current commercially 
operated parabolic trough plants are hybrids without thermal storage. The SEGS I plant 
initially had 3-hours of thermal energy storage, but the system was damaged in a fire in 
1999 (Kearney and Price, 2004). A couple of trough plants are being developed in Spain 
include 6-9 hours of thermal storage. However, they are research demonstration projects 
with governance support. In the case of CSP with storage, the issue of solar intermittency 
can be further mitigated. The loss of output from the solar component in the earlier 
discussion can be stored in this case. The minimum irradiance requirement can also be 
relaxed. Currently, for CSP without storage, a minimum irradiance level of 300 W/m2 
(0.3kW/m2) is required to be operational. With storage, this solar energy can be stored 
and then used in the early evening when electric demand is still high. Thus we expect a 
higher share of output from the solar component. The potential of using thermal storage 
will depend on the tradeoff between the incremental cost of the storage system and the 
increased generation capacity factor. As we have shown in this chapter, the hybrid CSP 
solves intermittency quite well before CSP reaches 43% I&P market penetration. So 
hybrid CSP may be the most cost-effective solution in the near term. If long-hour (e.g. 12 
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hours or more) storage is available, the CSP plants could be fully dispatchable as 
discussed in Blair et al (2006) and could potentially be used as a base load technology. 
We will explore the tradeoffs between thermal storage capacity, cost, and other CSP 
system parameters in order to examine possible evolutionary pathways for CSP 
technologies in future research. 
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Appendix 1 – List of Variables 
 

Variables Meaning 
 
Source 

CSP Variables   

backupS  
 

The share of the output from the 
CSP backup 

Calculated 

Y 

 
backupS  points used to 

approximate the CSP market 
penetration and backup share 
curve  

Calculated 

CSPeMarketShar  

CSP market share, the ratio of the 
CSP output and the total output 
from the intermediate and peak 
load plants. 

Calculated 

X 

 
CSPeMarketShar points used to 

approximate the CSP market 
penetration and backup share 
curve 

Calculated 

CSPareCapacitySh  

Share of CSP capacity of the 
total intermediate and peak load 
capacity 

This is a trial value 
and assumed to be 
known initially. 

CSPOutput  Annual CSP output (KWh) Calculated 

backupCSPOutput  
Annual CSP output from the 
backup component (KWh) 

Calculated 

solarCSPOutput  
Annual CSP output from the 
solar component (KWh) 

Calculated 

CSPHour  CSP operational hours Calculated 

solarOutputPoDailyCSP  
The potential daily CSP output 
from the solar component (KWh) 

Calculated 

CSPArea  CSP solar collection area (m2) Assumed 

CSPEfficiency  
Solar-to-electricity conversion 
efficiency 

Assumed 

solartPoCSPOutpu  
Potential CSP output from the 
solar component (KWh) 

Calculated 
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iutMaxCSPOutp  

The maximum output that CSP 
can produce for CSP operational 
time slice i (KWh). 

Calculated 

R  

The percentage of average hourly 
CSP output from the solar 
component over the full CSP 
capacity 

Calculated 

solarutputHourlyCSPO  
Hourly CSP output from the solar 
component 

Calculated 

nosun
backupCSPOutput  

Annual CSP output from the 
backup component due to no/low 
sun days (KWh) 

Calculated 

POutputAveDailyCS  
Average daily CSP output from 
the solar component 

Calculated 

 c 
Capital cost per unit of installed 
capacity ($/KW) 

Assumed 

 fixedOM  Fixed O&M cost ($/MW) Assumed 

 iableOM var   Variable O&M cost ($/MWh) Assumed 

 gasicePr  
Price of Fossil Fuel Natural Gas 
(2004$/MWh) (HHV) 

Assumed 

 n Lifetime of the plant Assumed 

 Rdiscount Discount rate Assumed 

 Rinsurance Insurance rate Assumed 

LEC Levelized electricity cost for CSP Calculated 

Solar  Variables    

ianceDailyIrrad  
The average daily irradiance 
(KWh/m2/day) 

NASA 

noonHour  Hours with maximum irradiance Assumed 

daylightHour  Daylight hours NASA 

nceMaxIrradia  
Maximum irradiance of the day 
(KW/m2) 

Calculated 

nceMinIrradia  
Minimum irradiance that CSP 
can be operational (KW/m2) 

Assumed 

NoSunDays  
Number of no/low sun days of a 
year 

NASA 
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System Variables   

iAveSysLoad  The average system load (MW) 
Estimated from the 
ObjECTS model 

totalCapacity  

The system full supply capacity 
(equals to the summer peak load) 
(MW) 

Estimated from the 
ObjECTS model 

PICapacity &  

Intermediate and peak capacity 
(MW) 

Estimated from the 
ObjECTS model 

CSPCapacity  Total CSP capacity (MW) 

This is a trial value 
and assumed to be 
known initially. 

enancemaCapacity int  
Base load reduction for 
maintenance in winter 

Assumed 

ernonw
baseCapacity int = totalCapacity -

PICapacity &  
Base load capacity in non winter 
seasons (MW) 

Calculated 

erw
baseCapacity int = totalCapacity -

PICapacity & -
enancemaCapacity int  

Base load capacity in winter 
(MW) 

Calculated 

ernonw
nonCSPCapacity int = 

PICapacity &  - CSPCapacity  

Total non-CSP intermediate and 
peak load capacity in non winter 
seasons (MW) 

Calculated 

erw
nonCSPCapacity int = PICapacity &  

- CSPCapacity -
enancemaCapacity int  

Total non-CSP intermediate and 
peak load capacity in winter 
(MW) 

Calculated 

PItTotalOutpu &  

The annual output for the 
intermediate and peak load 
demand 

Calculated 

PIctorCapacityFa &  

The average capacity factor of all 
intermediate and peak load 
technologies 

Estimated from the 
ObjECTS model 

i
PIOutput &  

The electricity output needed to 
meet the intermediate and peak 
load demand for time slice i 
(KWh). 

Calculated 

i
PIEDemand & . 

The intermediate and peak load 
demand for time slice i (KWh). 

Calculated 

i
PIEDemandCSP & . 

The intermediate and peak load 
demand for CSP operational time 
slice i (KWh). 

Calculated 
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Ni 
The number of days in a year for 
time slice i 

Calculated 
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4 Impact of Intermittency of PV on System Reserve Margins 
 

4.1 Introduction 
 
Grid-connected PV systems will play an increasing role as PV technology advances and 
cost decreases. However, an important feature of PV systems is that the electric output 
depends on irradiance which is only available during daytime and can vary significantly 
from day to day. Unlike wind, solar output can be highly correlated over large areas. In 
the case of no/low sun days, the electric output from the PV systems over a large area 
could be very low or even zero. As the share of PV plants in an electric network increases, 
the reliability of the system decreases unless more reserve capacity is added to keep the 
required system reliable. This additional reserve capacity will raise the electricity cost 
from PV systems, which will be an important economic factor for PV’s further 
penetration. In this chapter, we use the case of no/low sun days as an example to examine 
the impact of intermittency of PV on system reserve margins. Based on probability theory, 
we first develop a method to calculate reserve margin in the nominal system (i.e., without 
PV), then apply this method to calculate the impact of no/low sun days on additional 
system reserve margins for each stylized case. After the methodology section, we present 
some numerical examples and then conclude.     
  
 

4.2 Assumptions and Methodology 
 
 

(1) Nominal System 
 
We begin with a nominal electric system without PV which contains n standard 
generation units (SGUs) each with capacity c, that together provide exactly the peak 
demand (n*c). Let us assume that each SGU has an independent failure probability p at 
any given time. Because interruptions in electric service can have large economic and 
social costs, the electric system is required to operate at a certain reliability rate. To 
ensure a reliability rate R, some reserve capacity Cr is required to ensure adequate 
generation at the peak-demand time. This required reserve capacity can be computed by 
first finding the probability distribution for the number of SGUs, denoted as F, that fail at 
the peak-demand time: 
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Letting f* be the smallest f for which P (F > f) < 1- R, we see that f* failure-free 
generators are needed to meet the reliability requirement, or in other words a reserve 
capacity Cr = f*c is needed. Reserve Margin is often defined as the amount of unused 
available capability of an electric power system (at peak load for a utility system) as a 
percentage of total capability. Therefore, the reserve margin in the nominal system can be 
calculated as follows:  

(4-3)                                                            RM=f*/n      

 
(2) Increased Reserve Capacity upon Adding Generation 
 

Now let us consider meeting an increase in peak load demand of z*c by adding z new PV 
generators each with capacity c. We assume that PV generators have the same features as 
SGUs during the peak-load time except for the impact of solar irradiance variation. This 
means that PV generators have the normal failure probability p independent of irradiance 
variation. We consider the following scenarios:  
 

 Scenario A: PV as SGUs   
 
Here we assume that the peak-demand time is always on a sunny day, therefore, PV 
generators are the same as SGUs. 

 
 Scenario B: Independent pns  

 
We assume that the probability of the peak-demand time in a no-sun day is pns and 
each added PV generator has an independent pns. This means that the PV generators 
are geographically far enough that they are not affected by the same weather 
conditions. We estimate pns as the ratio of number of no sun days in the given year 
over 365. 

 
 Scenario C: Joint pns   
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We assume pns is the joint probability of the peak-demand time in a no-sun day. This 
means that PV generators are geographically close enough that they are jointly 
affected by the same weather conditions. 

 
 Scenario D: Joint pns with a Loss Factor  

 
Instead of assuming that PV generators will completely fail in a no-sun day as in 
previous cases, we assume that the PV generator capacity is reduced due to low-sun 
days. This could be interpreted as the case of cloudy days.    

 
 
We discuss the methodology for calculating the impacts of no/low sun days on the 
additional system reserve margin for the four scenarios separately as follows. 
 
Scenario A: PV as SGUs 
  
In scenario A, adding z PV generators is equivalent to adding z SGU generators. When z 
SGU generators are added, the number FSGU of failed generators at the peak-demand time 
is described by the following distribution: 
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As always, we can thus find the cumulative probability of having more than f failures:  
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Letting f*

SGU equal the smallest f for which P (FSGU > f) < 1-R, we obtain that f*
SGU 

SGU generators are needed to meet the reliability requirement, or in other words a 
reserve capacity f*

SGU* c is needed. Thus, the additional reserve capacity that must be 
added is (f*

SGU –f*)*c. The additional system reserve margin is  
 

(4-6)                                 RMSGU= (f*
SGU - f*)/ z                              
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Scenario B: Independent pns 

 
Let us now find the additional reserve capacity needed when z PV generators with 
independent pns are added. To evaluate this amount, we find it convenient to first find the 
probability distributions for the numbers of SGUs FS and PVs FPV that fail at the peak-
demand time: 
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where q is the failure probability of PV generators, which is equal to (p+ pNS).  We 
implicitly assume that the non-weather related failure rate for PV generators is the same 
as the SGU. We note that FS and FPV are independent, and further that the total number of 
failures F equals FS + FPV. We can thus obtain the probability distribution for F by 
convolving the distribution of FS with that of FPV: 
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Then we can find the probability that F exceeds a threshold as  
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Similarly, letting f*

PV equal the smallest f for which P (F > f) < 1 - R, we obtain that f*
PV 

generators are needed to meet the reliability requirement. The additional system reserve 
margin for scenario B is   

(4-11)                                         RMPV = (f*
PV - f*)/ z     

 
 

Scenario C: Joint pns 

 
Now we consider scenario C in which each PV generator has an independent normal 
failure probability plus a joint failure probability when a no-sun day occurs. In this case, 
the probability distribution for the numbers of PVs FPVJ that fail at the peak-demand time 
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includes two parts. If the peak-demand time is in a sunny day, PV generator has a normal 
failure probability p. If it is in a no-sun day, all PV generators fail. Thus we can get 
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Again, FS and FPVJ are independent, and further that the total number of failures F equals 
FS + FPVJ. Following the same equations in (4-9), (4-10), and (4-11), we can get the 
additional system reserve margin for scenario C.   
 
  
Scenario D: Joint pns with a Loss Factor 
 
The only difference between scenarios D and C is that the PV generator will not 
completely fail and instead it has a loss factor that reduces the electric output. We use L 
to represent percentage of loss of the full capacity due to low-sun days. Similar to 
Scenario C, the probability distribution of the numbers of PVs FPVL that fail at the peak-
demand time includes two parts: normal failure and reduced output failure due to low-sun 
days. If it is in a low-sun day, the total loss of PV capacity will be at least L*z*c. If all PV 
generators are operational during this low-sun day, the total loss of PV capacity will be 
L*z*c, but if m (m>0) PV generator fails during this low-sun day due to the normal 
failure probability, the total loss of PV capacity will be (z-m)*L*c + m*c, greater than 
L*z*c. This total loss of PV capacity is roughly equivalent to c*fNS, where fNS is the 
equivalent number of PVs that fail at the peak-demand time in a low-sun day and can be 
estimated as the following.  

(4-14)                               fNS = ceil ((z-m)*L) + m, fNS >=z*L, m=0,1,…,z    

 
Ceil(X) is a function that returns the value of X upwards to the nearest integer. 
 
Therefore, the probability distribution for the numbers of PVs FPVL that are failed at the 
peak-demand time is 

(4-15) 
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Then following the same equations in (4-9), (4-10), and (4-11), we can get the additional 
system reserve margin for scenario D.   
 
 

4.3 Numerical Examples 
 
We now give some numerical examples of the scenarios detailed above. We assume that 
the original electric system contains 100 SGUs and each SGU has a capacity c of 100 
MW. The probability of failure p for each SGU is 8% and the required system reliability 
at the peak-demand time R is 99.9%. Following the method described above, we obtain 
the reserve margin for the nominal system RM=18%. 
 
We then consider scenarios A, B, C, and D by adding z (z=1, 2, …, 100) new generators.  
We assume that the annual no/low sun days are 50 in scenarios B, C, and D 
(pNS=50/365=13.7%) and in Scenario D the loss factor L due to low-sun day is 0.8. Using 
different scenarios Figure 4-1 shows the comparison of impacts of no/low sun days on 
additional system reserve margin.  
 
As we expected, the additional system reserve margin requirement is lowest when it is 
always a sunny day (Scenario A), which is equivalent to the case of adding SGUs. The 
additional system reserve margin is required when the PV market penetration reaches 8% 
and then it fluctuates slightly around 11% as the PV market penetration increases. This 
reflects the additional reserve margin that would be needed for any new generation unit, a 
failure rate identical to the assumed SGUs. 
 
The additional system reserve margin requirement is the second lowest when the extra 
failure rate for each PV-generator due to no-sun days is independent (Scenario B). The 
additional system reserve margin is required when the PV market penetration reaches 4% 
and then it fluctuates and approaches 28% as the PV market penetration increases. The 
large jump in required reserve capacity, from 11% to 28% is due to the fact that the 
probability of a no-sun day is larger than the assumed generic generator failure 
probability. 
 
When  no-sun or cloudy days are considered as joint failures over a large region 
(Scenarios C and D), additional system reserve margin is required when the PV market 
penetration reaches 3% and increases quickly as more PV-generators are added to the 
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system. Especially in the worst case that all PV-generators fail due to no-sun days 
(Scenario C), the additional system reserve margin requirement for PV systems 
converges to 100% (one-to-one back up) when the PV market penetration is over 40%. 
Similarly, in Scenario D when the loss factor is 0.8, the additional system reserve margin 
converges to 80%.   

 

 
 
 
Figure 4-2 illustrates the impact of the number of no/low sun days on additional system 
reserve margin requirement. We consider a scenario similar to Scenario D above, with a 
loss factor of 0.8. We can see that the number of low-sun days matters most when the 
market penetration of PV is low. We also notice that the difference between 1 low-sun 
day and 50 low-sun days is much larger than the difference between 50 low-sun days and 
100 low-sun days. As the market penetration of PV increases, the reserve margin 
converges to a constant value.       
 
 

Figure 4-1. Impact of No/Low Sun Days on Additional System Reserve Margin by 
Different Scenarios 

Impacts of No-Sun Days on Additional System Reserve Margin 
by Different Scenarios

No-Sun Days=50 in Scenarios B, C, and D, loss factor is 0.8 in Scenario D
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Figure 4-2. Impact of Number of No/Low Sun Days on Additional System Reserve 
Margin in Scenario D 
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Figure 4-3. Correspondence Between Solar Irradiance and Temperature 

 
Two different months are shown. In July 1989, there was only one cloudy day (about day 200) where 
temperatures remained high. In August 1988, however, there were a number of days where temperatures 
remained high, but solar irradiance was small. 
Source: NASA SEE (http://earth-www.larc.nasa.gov/solar/) 
 

4.4 Conclusion 
 
We analyzed the impacts of no/low sun days on PV reserve margin by exploring different 
scenarios in this chapter. This question is raised because it closely relates to PV 
electricity cost and how widely PV systems can be used. We find that the results can be 
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quite different depending on assumptions. When the market penetration of PV is low, the 
probability of having no/low sun days plays a particularly important role and therefore 
should be a consideration in addition to irradiance level when selecting the location for a 
PV system. When the market penetration of PV is high, the requirement for additional 
system reserve margin will increase dramatically (converge to one-to-one backup in the 
extreme case), which will significantly increase the PV electricity cost.  
 
Although our analysis is based on stylized assumptions and uses simulated data, it 
provides a conceptual framework and indicative results on the impact of PV’s 
intermittency feature. Analysis using the similar conceptual framework with more 
realistic spatial and temporal variable would be helpful.  
 
Finally, we note that solar irradiance is often correlated with temperature, so also with 
electric demands, which could mitigate the requirement for additional system reserve 
margin caused by PV’s intermittency. However, this correspondence cannot be 
guaranteed, as shown in Figure 4-3, which provides an example of daily irradiance and 
daily temperature, plotted every three hours for a location near Bakersfield California 
(Latitude: 35.5 N, Longitude 118.5 W) for July 1989 and August 1988. There is a 
significant correlation between temperature, and therefore cooling loads, and solar 
irradiance. There are, however, some days, and at times a series of days, where irradiance 
drops while temperature remains high. In July 1989 only one such day occurred. While 
this may be typical for this location, situations such as that illustrated for August 1988 
may also occur where several cloudy, but otherwise hot, days occurred in sequence. On 
cloudy, hot days, the system would have to have alternative capacity in place to provide 
electricity that is not available from the PVs. This requirement may not be prohibitive in 
terms of cost, depending on the amount of PV capacity and the magnitude of the cooling 
demand, but it must be considered in system planning and analysis. 
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5 The Role of Solar Energy Technologies: Preliminary Modeling in the ObjECTS 
Framework 

 

5.1 Improved Representation of Solar Technologies 
The work presented in the previous chapters was conducted to guide implementation of 
improved representations of solar energy technologies within the ObjECTS MiniCAM 
Framework. The previous representation of solar energy technologies was as one generic 
technology with a constant marginal cost that decreased over time, subject to a capacity 
constraint. This representation did not take into account resource quality or other aspects 
of specific solar technologies. 
 
We have implemented an improved representation of solar technologies, focusing first on 
CSP technologies such as trough or power tower. The reason for the focus on CSP 
technologies is two-fold. First, in areas with good quality direct sunlight, CSP 
technologies that are currently less expensive than PV technologies are expected to 
remain this way for some decades. Further, since these types of CSP technologies are 
constructed with the option of hybrid mode operation, the electric system integration 
issues are minimized.   
 
Our new representation of solar technologies is based on a more explicit description of 
both solar resources and solar technology characteristics. Solar resources are represented 
as km2 of land with properties such as average irradiance and number of no-sun days. 
Any number of average irradiance values can be associated with each resource, for 
example, average direct irradiance for east-west tracking panels and average total 
irradiance. Any number of resource areas can be included. Each resource is represented 
as a function of distance to the electric grid so that the costs of connecting to the grid can 
be represented. The representation of solar resources within our modeling framework is 
similar to the new representation of U.S. wind resources (Kyle et al. 2007). 
 

5.2 Preliminary Calculations of the Role of CSP power  
CSP technologies are implemented using the representation developed in Chapter 3, 
which describes the amount of hybrid mode operation required as a function of market 
penetration of the CSP technology. As market penetration increases, the cost of energy 
increases as natural gas is consumed in hybrid mode operation and an increasing fraction 
of the available solar power is lost due to mismatches between load and demand (is load 
and demand the same thing? Maybe change to supply capacity and actual demand?). 
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An initial examination of CSP power was conducted by implementing CSP technologies 
into our current model version with an aggregate US electric market without time of day 
pricing. Initial CSP capital and operating costs, finance costs, and conversion efficiencies 
were derived from Kearney and Price (2005). For the reference case results shown in the 
next section, capital and operating costs were assumed to decline by 0.5% per year while 
efficiencies increased from 14% to 18% by the end of the century. For the advanced case, 
costs declined 1% per year while efficiencies increase to 22%.  The assumed CSP capital 
costs are shown in Table 5-1. The costs in the advanced case are similar to those assumed 
for the EERE GRPA analysis program case (NREL 2007). 
 
Solar resource data at a one-degree spatial resolution was obtained from the National 
Aeronautics and Space Administration (NASA) Surface meteorology and Solar Energy 
project.9  Where the required type of solar resource data was not available from NASA, 
the closest available category was used and values were scaled by comparing point 
estimates from NREL and scaling the NASA data to match the NREL estimate. This 
provides a reasonable solar resource estimate for the current analysis, which focused on 
direct solar irradiance in high resource areas in the southwestern United States. 
 

CSP Generation 

0%

5%

10%

15%

20%

25%

2000 2020 2040 2060 2080 2100
Year

Reference

Advanced

 
Figure 5-1. Thermal CSP penetration for reference and advanced case technologies. The 
penetration of CSP power is overestimated because geographic concentration of the solar 
resource was not taken into account (see text).  
                                                 
9 See http://earth-www.larc.nasa.gov/solar/. 
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The results of the model run are shown in Figure 5-1. We see that, if capital costs decline 
as projected, CSP technologies are capable of a significant contribution to U.S. electricity 
demand. The figures here are only for illustration, as the amount of intermediate and peak 
demand was not separately identified in this model run. This is necessary for a more 
accurate evaluation of CSP technologies and we will return to this point in the next 
section.  
 
Because CSP operates only in the daytime, the relatively high penetrations in later years 
imply that a fraction of baseload capacity would need to be “turned-down” or reduced 
during the day in order to accommodate these high penetration levels. For example, see 
Denholm and Margolis (2006) for an analysis of PV technologies in this situation. The 
economics of this situation were not included in the current model result (but we 
considered the loss of CSP output?). 
 
While the cost and, perhaps more importantly, the ability to connect resources to the 
electric power grid was a significant uncertainty for wind energy (Kyle et al. 2007), a 
sensitivity analysis found that this had little effect on the role of CSP power. Solar 
resources are distributed so widely that multiple potential CSP sites are located near the 
power grid. Local grid congestion during peak times, however, could play a role, 
although this factor was not considered here.  
 
A critical aspect of CSP power, however, is the geographical concentration of the suitable 
resource. The previous calculation was conducted using an aggregate US model. A 
version of this model with California solar resources specified separately was also created 
to identify the potential role of solar power in California (Smith et al. 2007). While, in 
that study, the electricity market was still national, the generation of solar (and wind) 
power as well as the demand for building electricity specifically for the state of California 
was determined. The result was that the amount of CSP power generated in California 

Year Reference Advanced
2005 2957 2957
2020 2265 2957
2035 2101 1985
2050 1949 1707
2065 1808 1468
2080 1677 1263
2095 1555 1086

CSP capital costs ($2004/kWhr)

 
Table 5-1. Assumed thermal CSP capital costs. No 
thermal storage was assumed.  
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quickly exceeded total California electricity demand. Substantial very long-distance 
transmission capability would be needed in order to fully utilize the existing solar 
resource. This implies that the results shown in Figure 5-1 are an overestimate of the CSP 
penetration as this concentration was not taken into account.  
 
Our conclusion is that CSP solar power systems even without thermal storage have the 
capability to make a significant long-term contribution to U.S. electricity supply if costs 
decline to the extent projected. While a carbon tax has some impact on the cost of CSP 
power due to the operation of the hybrid mode with natural gas (Figure 3-6), the effect is 
not overly large. A more precise estimate of the role of CSP will require consideration of 
the geographic concentration of the solar resource (see next section). While the absolute 
contribution in terms of energy content of CSP technologies, even as shown in the 
preliminary results in Figure 5-1, is less than that of wind power, CSP is providing firm 
intermediate and peak power. The value of this technology, therefore, may be higher than 
its fraction contribution might suggest, particularly since de-carbonizing intermediate and 
peak power is likely to be more expensive than de-carbonizing baseload power (Wise and 
Dooley 2007). 
 

5.3 Next Steps  
Several analysis steps are necessary to more fully examine the potential role of solar 
technologies in the U.S. energy system and their role in a carbon constrained world in 
particular. A key improvement that is already underway is the incorporation of explicit 
peak, intermediate, and baseload power into the ObjECTS MiniCAM (Wise and Smith 
2007) along with the capability of considering electricity storage technologies.  
 
Solar technologies operating during daylight hours will supply primarily intermediate and 
peak power. The pricing difference between peak and baseload power is likely to be a 
key influence on the adoption of solar technologies. An explicit market for intermediate 
and peak power will also more realistically represent the potential contribution of solar 
technologies without storage. 
 
For CSP technologies, in addition to explicit intermediate and peak markets, the effect of 
geographic concentration of CSP generation needs to be included in the model. One 
relatively simple method of doing this would be to estimate the fraction of load that 
occurs within each CSP resource area and limit CSP penetration to that fraction of the 
total intermediate and peak demand. Further penetration of CSP would require additional 
investment (and public and regularly approval) of substantial long-distance electric 
transmission capability. It may be possible to include this option as well. Whatever 
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method is implemented for the geographically heterogeneity of CSP will also be 
applicable for resources used for PV power as well. 
 
More advanced CSP technologies with integrated thermal storage could also be included. 
CSP with moderate amounts of thermal storage (a few hours) would continue to compete 
in the intermediate and peak markets. At low penetration levels, it appears likely that, 
unless integrated thermal storage is sufficiently inexpensive, CSP plants without thermal 
storage may be economically more competitive. At higher penetration levels it is possible 
that the advantages afforded by thermal storage in terms of higher energy capture may 
come into play. 
 
A more substantial amount of thermal storage, for example 8-12 hours, would allow CSP 
technologies to supply baseload power, thus broadening their potential impact on the 
electric system. The cost of CSP power, however, would have to be lower to successfully 
compete with the generally lower cost of other baseload electric generation technologies. 
 
PV technologies can be incorporated into the ObjECTS model as a technology-resource 
combination with a capacity limit that reflects the need for backup as indicated in Chapter 
4 of this document. It would be useful to estimate the correlation of solar irradiance with 
cooling loads as the electric demand due to cooling load, that is proportional to solar 
irradiance, would not incur any additional backup requirement.  
 
Modeling of high penetration scenarios for PV will require consideration of storage 
technologies or the potential “turndown” of baseload technologies. Another possibility 
that could occur in a carbon-constrained world is the use of intermediate capacity that 
runs at night but not during the day. This contrasts today’s standard practices, but is not 
unimaginable.  
 

5.4 Summary  
The conclusion of our analysis thus far is that CSP solar power systems, even without 
thermal storage, have the capability to make a significant long-term contribution to U.S. 
electricity supply. Further analysis will be facilitated by the development, which is 
underway in 2007, of explicit peak, intermediate, and baseload markets within the 
ObjECTS MiniCAM, including the capability to model electricity storage technologies. 
This will enable the realistic analysis of a suite of solar technologies, their potential role 
in mitigating carbon emissions, and their interactions with a wide range of supply and 
end-use technologies. 
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