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ABSTRACT
The nanocomposite energy applications for plasma reactor produced nanoparticles are 
reviewed. Nanoparticles are commonly defined as particles less than 100 nm in diameter. Due 
to this small size, nanoparticles have a high surface-to-volume ratio. This increases the surface 
energy compared to the bulk material. The high surface-to-volume ratio and size effects 
(quantum effects) give nanoparticles distinctive chemical, electronic, optical, magnetic and 
mechanical properties from those of the bulk material. Nanoparticles synthesis can be grouped 
into 3 broad approaches. The first one is wet phase synthesis (sol-gel processing), the second 
is mechanical attrition, and the third is gas-phase synthesis (aerosol). The properties of the final 
product may differ significantly depending on the fabrication route. Currently, there are no 
economical large-scale production processes for nanoparticles. This hinders the widespread 
applications of nanomaterials in products. The Idaho National Laboratory (INL) is engaging in 
research and development of advanced modular hybrid plasma reactors for low cost production 
of nanoparticles that is predicted to accelerate application research and enable the formation of 
technology innovation alliances that will result in the commercial production of nanocomposites 
for alternative energy production devices such as fuel cells, photovoltaics and electrochemical 
double layer capacitors. 

INTRODUCTION
The emerging field of nanotechnology is leading to exceptional understanding and control over 
the fundamental building blocks of all materials. At the core of nanotechnology is the ability to 
work at or near the atomic level in order to create large structures with fundamentally new and 
advantageous structural organizations. Nanoparticles are commonly defined as particles less 
than 100 nm in diameter. Due to this small size, nanoparticles have a high surface-to-volume 
ratio. This increases the surface energy compared to the bulk material. The high surface-to-
volume ratio and size effects (quantum effects) give nanoparticles different chemical, electronic, 
optical, magnetic and mechanical properties from those of the bulk material. Many of the new, 
highly advantageous behaviors of nanoparticles, and of bulk materials made of nanoparticles, 
are not easily predicted from those observed at macroscales. The most important changes in 
behavior are caused not simply by size reduction, but by new properties intrinsic to or becoming 
predominant at the nanoscale. These phenomena include quantum confinement or size 
quantization and predominance of interfacial phenomena. Understand the basic control of 
processing parameters, chemistry, and nucleation processes of nanoparticles should allow 
generation of tailor-made nanoparticles of tightly controlled chemistry for a wide range of 
applications. The INL has been exploring ways for large-scale and low-cost production of 
nanoparticles. The goal is to develop and validate the commercial viability of an extend plasma 
heating zone reactor with rapid quench capability for production of low-cost, high-performance 
nanoparticles from inexpensive solid feedstock. The use of solid raw materials and oxidizing, 
neutral or reducing environments in the plasma reactor could result in a very flexible synthetic 
method capable of economically producing a wide variety of inorganic nanoparticle 
compositions, including oxides, mixed oxides, non-oxide ceramics and metals. 

BACKGROUND 
Many different processes are used to produce nanoparticles, but they generally fall into one of 
three categories: particle size reduction in the solid phase, liquid phase synthesis, or gas phase 
synthesis. Size reduction methods can be inexpensive but typically do not give good control of 



shape, size and chemistry. Liquid methods can be expensive because of starting materials, 
multi-step processing, and liquid waste, and generally result in undesirable surface chemistry. 
Another drawback of liquid synthesis is that, often, entirely new processes must be developed 
for each new material. Current gas phase processes generally utilize relatively expensive liquid 
feedstock, do not have the particle size and morphology control afforded by the plasma 
technology and generally result in undesirable surface chemistry. Both liquid-phase and gas-
phase processes generate pollutants (e.g., waste water, carbon dioxide, NOx, chlorine, 
hydrogen chloride, etc). The high temperature and anhydrous conditions of plasma synthesis 
allow formation of particles with unique and desirable surface properties and morphology 
unachievable with other methods. These particle properties are critical to their performance in 
materials applications.  

Aerosol and Gas-Phase Methods 
The aerosol methods for production of material particles can be divided into the gas-to-particle 
and the liquid/solid-to-solid routes. In the liquid/solid-to-solid route, the product particles are 
formed from droplets of reactant particles via intraparticle reactions. Using this method it is 
possible to produce single and multicomponent materials of controlled homogeneous 
compositions. It is a continuous process that can be scaled up. However, this is a complicated 
technique since many different physical and chemical phenomena (e.g. evaporation of the 
solvent, chemical reactions) can occur simultaneously. The gas-to-particle route is a common 
method when nanoparticles are produced through gas-phase processes. In this route, particles 
nucleate from a supersaturated vapor. Supersaturation can be achieved by physical processes 
such as cooling of a hot vapor or through chemical reactions of gaseous precursors, which 
results in the formation of condensable species. Very small particles on the order of nanometers 
can be produced, and the final products often have high purity. However, the production rates 
may be low in some processes and multicomponent materials may be difficult to produce. There 
may also be problems with hazardous reactants and by-products. Varying the process 
conditions (e.g. the initial concentration of precursor, maximum temperature, residence time, 
and cooling rate) can control the degree of agglomeration of the synthesized nanoparticles. In 
the gas-to-particle synthesis there are two routes, physical and chemical, depending on how the 
vapor supersaturation needed for particle nucleation comes about. However, these processes 
are identical in terms of the aerosol dynamics that occur once the condensable species have 
formed. In the physical vapor process, the solid precursor and the final product are the same 
material. This route is simple since no chemical reactions occur in the gas phase.  However, 
temperatures high enough to vaporize the precursor are needed, and this limits the materials 
that can be processed. In general the yield in physical vapor condensation of nanoparticles 
tends to be low. In the chemical vapor route, the production rates can be significant if a 
precursor with high volatility is available. Therefore, chemicals such as metal chlorides or 
metalorganic compounds are often used, for example, titania is produced on an industrial scale 
from TiCl4 using this method. However, in using metal chlorides or metalorganic compounds 
there is a possible risk of contaminating the final product. Composite particles can be produced 
using the chemical vapor route. Recently, smaller nanoparticles ranging from 1 to 10 nm with 
consistent crystal structure, specific surface structures or properties, and a tight particle size 
distribution have been produced by both gas-phase techniques. The particles produced by 
these processes have typical size variances of about 20%. However, for measurable 
enhancement of the quantum effect, the size variances must be reduced to less than 5% [1]. 
Initial development of new crystalline materials was based on nanoparticles generated by 
evaporation and condensation (nucleation and growth) in a subatmospheric inert-gas 
environment [2,3,4]. Various aerosol-processing techniques have been reported to improve the 
production yield of nanoparticles [5,6]. These include synthesis by combustion flame [7,8,9,10], 



plasma [11], laser ablation [12], chemical vapor condensation [13], spray pyrolysis [14], 
electrospray [15], and plasma spray [16]. 

Solution Processes
Solution processing is a wet chemical synthesis approach that can be used to generate 
nanoparticles by gelation, precipitation, and hydrothermal treatment [17]. Size distribution of 
semiconductor, metal, and metal oxide nanoparticles can be manipulated by either dopant 
introduction [18] or heat treatment [19]. Better size and stability control of quantum-confined 
semiconductor nanoparticles can be achieved through the use of inverted micelles [20], polymer 
matrix architecture based on block copolymers [21] or polymer blends [22], porous glasses [23], 
and ex-situ particle-capping techniques [24,25]. Additional nanoparticle synthesis techniques 
include sonochemical processing, cavitation processing, microemulsion processing, and high-
energy ball milling.  In sonochemistry, an acoustic cavitation process can generate a transient 
localized hot zone with extremely high temperature gradient and pressure [26].  Such sudden 
changes in temperature and pressure assist the destruction of the sonochemical precursor (e.g., 
organometallic solution) and the formation of nanoparticles. The technique can be used to 
produce a large volume of material for industrial applications. In hydrodynamic cavitation, 
nanoparticles are generated through creation and release of gas bubbles inside the sol-gel 
solution [27]. Rapidly pressurizing in a supercritical drying chamber and exposing to cavitational 
disturbance and high-temperature heating would mix the sol-gel solution. The erupted 
hydrodynamic bubbles are responsible for nucleation, growth, and quenching of the 
nanoparticles.  Adjusting the pressure and the solution retention time in the cavitation chamber 
can control particle size. Microemulsions have been used for synthesis of metallic [28], 
semiconductor [29,30], silica [31], magnetic, and superconductor nanoparticles [32]. By 
controlling the very low interfacial tension (~10-3 mN/m) through the addition of a co-surfactant 
(e.g., an alcohol of intermediate chain length), these microemulsions are produced 
spontaneously without the need for significant mechanical agitation. The technique is useful for 
large-scale production of nanoparticles using relatively simple and inexpensive hardware [33]. 

Mechanical Attrition
Finally, high-energy ball milling (mechanical attrition), the only top-down approach for 
nanoparticle synthesis, has been used for the generation of magnetic [34], catalytic [35], and 
structural nanoparticles [36]. The technique, which is already a commercial technology, has 
been considered dirty because of contamination problems from ball-milling processes. However, 
the availability of tungsten carbide components and the use of inert atmosphere and/or high 
vacuum processes have reduced impurities to acceptable levels for many industrial 
applications. Common drawbacks include the low surface area, the highly polydisperse size 
distributions, and the partially amorphous state of the as-prepared powders. 

Achieving Monodispersed Nanoparticles 
One of the most challenging problems in synthesis is the controlled generation of 
monodispersed nanoparticles with size variance so small that size selection by centrifugal 
precipitation or mobility classification is not necessary. Liquid processes have produced the 
most monodisperse particles, but typically theses processes are high dilution and, hence, not 
particularly cost effective. Gas-phase synthesis is one of the best techniques for controlled 
generation with respect to size monodispersity, typically achieved by using a combination of 
rigorous control of nucleation-condensation growth and avoidance of coagulation by diffusion 
and turbulence as well as by the effective collection of nanoparticles and their handling 
afterwards. Plasma gas-phase (chemical and physical) synthesis has the best potential to 
produce nanoparticles with a narrow and tight size distribution in a very short time. More 
attention should focus on plasma gas-phase synthesis technology development.  



Scale Up 
Scale-up production is of great interest for nanoparticle synthesis. High-energy ball milling, 
already a commercial high-volume process, as mentioned above, has been instrumental in 
generating nanoparticles for the preparation of magnetic, structural, and catalytic materials. 
However, the process produces polydispersed amorphous powder, which requires subsequent 
partial recrystallization before the powder is consolidated into nanostructured materials. For sol-
gel processing, the development of continuous processing techniques based on present 
knowledge of batch processing has yet to be addressed for economical scale-up production of 
nanoparticles. Other related sol-gel issues concern the cost of precursors, the recycling of 
solvents, and the disposal of hazardous byproducts. Overall, sol-gel processing may still be 
attractive for commercial scaleup development. Although gas-phase synthesis is generally a low 
production rate process in research laboratories, however, higher rates of production process 
are being developed.   

To achieve widespread applications for nanoparticles low-cost and high-rate commercial 
production processes must be developed. Among all the alternative processes discussed above 
thermal plasma technology has the best potential for low-cost, large-scale, gas-phase 
production of nanoparticles. Thermal plasma chemical vapor synthesis of nanoparticles 
presents no significant technical barriers; however, the cost associated with chemical vapor 
synthesis would be high, and high vapor pressure reactants are limited. Thermal plasma 
physical vapor deposition for nanoparticle synthesis should be a much lower-cost production 
process, but it does have significant technical barrier issues. The technical barriers include short 
residence time, small high-temperature processing zone, and non-uniform high-temperature 
field. Technology development must overcome these technical barriers to make thermal plasma 
physical vapor synthesis a truly viable low-cost commercial nanoparticle production technology. 

DEVELOPMENT CONCEPT 
Converting feed materials into molecule or atomic scale is the first step of the gas phase 
process to make nanoparticles. A particle formation process is illustrated in Figure1. Solid feed 
materials will be vaporized completely in a high-temperature environment. Temperature-time 
history of the feed particles can determine the degree of vaporization. For example, to vaporize 
silica the temperature must be above its boiling temperature, and the residence time required 
depends on the particle size of the feed material. It is estimated that 8 milliseconds (ms) is 
required for 25 m particles, and 50 ms is required for 100 m particles. Particles will be formed 
through nucleation of the vapor. Particle size, particle morphology, and crystalline form can be 
controlled through a fast-quenching process using quench gas. 

INL MODULAR HYBRID PLASMA TECHNOLOGY DEVELOPMENT 
The INL has been actively developing advanced plasma technologies for low-cost production of 
nanoparticles. Early assessment and tests found that processing capabilities of current plasma 
technologies are severely limited and couldn’t satisfy the following critical requirements for low-
cost nanoparticle production: 

Feed particles Primary particles 

Vapor

Nanoparticles/agglomerate

15,000 K 500 K
Figure 1. Particle formation processes in a plasma. 



 A very long residence time for full vaporization of low-vapor-pressure materials 

 Accept large particle (at least 150 m) for a continuous, single pass process with the lowest 
cost feed materials 

 Efficient conversion of electricity to thermal energy in a configuration that maintains the 
temperature of the feed material above its vaporization temperature 

The INL developed two advanced hybrid plasma reactor concepts that would produce a large 
uniform heating zone and a long residence time for the feed materials to achieve full 
vaporization. The concepts are modular ac/ac hybrid plasma and modular dc/dc hybrid plasma 
systems. Modular hybrid plasma concept means stacking of plasma torches in sequence to 
form a long plasma system that produces a large uniform high-temperature heating zone and a 
very long residence time for feed materials vaporization. The plasma maintains uniform high gas 
temperatures throughout the length of the processing zone because successive arc discharges 
are superimposed on the plasma gas in each of the modular torch units. The heat load is 
successively added to the downstream modular torch unit and raises its overall temperatures. 
Hybrid means that the “field free” (current free) plasma gas from the upstream torch unit is 
reheated to a “field active” (current carrying) arc state by superimposing an electric discharge in 
the downstream units. The modular configuration allows one to manipulate the power settings in 
each of the modular units to achieve the desired temperature levels. One can add or subtract 
modular units to achieve the desired residence time for complete vaporization of the feed 
materials. 

The AC/AC Hybrid Plasma Reactor
The first modular concept tested was the ac/ac modular hybrid plasma reactor. In this new 
reactor concept one has control over the length, size of the processing zone, and the feed 
material residence time in the plasma by adding or removing modular plasma units in the 
reactor. In this modular reactor system the residence time of feed material in the high-
temperature processing zone can be 
several factors to orders of magnitude 
higher than a traditional plasma reactor. 
There is also a cascading plasma 
energy loading effect to the downstream 
modular units thus increasing the 
available plasma energy content for the 
last modular unit to complete material 
processing. Figure 2 shows the axial 
cutaway view of a three-stage ac/ac 
modular hybrid plasma reactor concept. 
The schematic shows the cascading 
energy loading effect in the plasma 
reactor, which shows the overall 
increase in the plasma volume. The net 
plasma energy content cascading from 
the modular unit above will increase by 
superimposition of an arc discharge in 
the plasma gas and raise the total 
energy content. This higher net energy 
loading effect improves plasma 
ionization in the downstream modular 

Figure 2.  Modular AC/AC Hybrid Plasma Reactor 
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units and increases the size of the plasma. The approximate temperature profile for this new 
plasma reactor is also depicted in Figure 2.  

Another feature of this new reactor is that the plasma gas flow is very soft compared to 
traditional plasma jet reactors. A softer plasma flow also enhances the residence time of the 
feed material in the high-temperature processing zone. A long residence time and a large and 
uniform high-temperature processing zone allow one to process feed powders up to a couple of 
hundred microns to produce nanoparticles in a rather small and compact reactor. Figure 3 
shows the three-stage hybrid plasma reactor in operation. The reactor operated at a total 
combined power of about 15 kW and demonstrated its capability to vaporize 180 m alumina 

and large silica particles. The morphology of plasma produced alumina nanoparticles is shown 
in Figure 4 and the particle size distribution is very narrow. Over 90% of the particles produced 
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Figure 5.  Silica nanoparticle size distribution and TEM morphology 

Figure 3.  Modular AC/AC hybrid plasma reactor 
is in operation (US Patent 7232975, June 2007).

Figure 4.  Alumina nanoparticles produced from 
150+ micron feed powder using the modular 
AC/AC hybrid plasma reactor.







Batteries
The development of PRNs for higher energy density batteries that also possess higher power-
to-weight ratios and can be charged and discharged faster is predicted to grow as plasma 
reactor nanoparticle production costs continue to decrease. PRN design and formulation are 
projected to enhance the performance of charge collectors, separators and the active 
anode/cathode materials. The research and development of PRNs will also be targeted at thin 
film and flexible battery innovations for portable electronic device applications. Opportunities 
exist to create innovation alliances to accelerate the development of next generation PRN 
based electrodes, polymer electrolytes and separators for lithium batteries.   

Hydrogen
Plasma reactor nanocomposites (PRNs) have the potential to store and release hydrogen to be 
used in polymer electrolyte membrane (PEM) fuel cell systems. Plasma reactor technology 
platforms offer the opportunity to synthesize and formulate metal hydride and silica 
nanocomposites that would be designed to store and release hydrogen at lower temperatures. 
The vision is to develop nanocomposites with plasma reactor nanoparticles possessing large 
surface area to volume ratios and catalytically enhanced hydrogen storage and release 
characteristics that would meet the needs of the automotive, aerospace, consumer electronics 
and defense industries for lower-weight and more robust storage modules.  

ENERGY CONVERSION 
Fuel Cells 
PRNs can be integrated into PEM fuel cell systems both by nanostructured formulation of the 
proton exhange membrane and the electrochemically active catalyst nanocomposites. The R&D 
of plasma reactor nanoparticles for solid oxide fuel cells (SOFCs), that can withstand very high 
temperatures in excess of 800oC, will also grow as customers demand rapid starting and more 
energy-efficient fuel cells than can tolerate and run robustly on fuels such as propane, 
kerosene, diesel fuel and less-purified hydrogen. PRN technology innovation alliance 
opportunities exist for both solid oxide fuel cells and polymer electrolyte membrane fuel cell 
systems. 

Photovoltaics
It is forecast that the highest growth rate of Plasma Reactor Nanocomposite (PRN) research 
and development for energy applications will be targeted at solar cell innovations during the 
next five years. Plasma reactor nanoparticle technology platforms are believed to have the 
potential to significantly impact photovoltaic systems by increasing the absorption rates of light 
via PRNs that tune the spectral absorption of light and the design of PRN based anti-reflection 
coatings. It is envisioned that PRNs will be increasingly utilized to improve the efficiency and 
reduce the cost of solar cells with enabling thin films and coatings. It is believed that PRNs will 
improve photovoltaic device “efficiency-to-cost ratios” for both inorganic semiconductor 
photovoltaic (PV) cells and organic polymer PV cells.  

PRNs provide the large surface and interfacial areas that are necessary for enhanced photon 
absorption and for charge separation. Innovation alliance opportunities exist to develop and 
commercialize light sensitive and electrically conductive PRN coatings that can be painted onto 
various surfaces and can absorb photons more efficiently during dim light conditions. PRNs also 
offer the opportunity to enhance the performance of thin film technologies based on CdTe, 
CdSe CIGS and bulk heterojunction PV cells. Plasma reactor nanoparticle technology platforms 
can create new research pathways in the pursuit of novel molecular architectures that may 
improve the performance and cost effectiveness of second generation thin film PV cells and 
third generation based PV devices. 



SUMMARY 
Nanocomposites are an emerging new class of functional materials that hold the promise of 
facilitating breakthrough innovations in almost all energy market segments. Nanostructured 
materials and nanocomposites, and the devices engineered and manufactured from them are 
poised to revolutionize many industries. The Idaho National Laboratory is engaging in research 
and development of advanced modular hybrid plasma reactors for low cost production of 
nanoparticles. The advent of plasma reactor nanocomposites is providing additional degrees of 
freedom to design and produce nanocomposite that is predicted to accelerate application 
research and enable the formation of technology innovation alliances that will result in the 
commercial production of nanocomposites for alternative energy production devices such as 
fuel cells, photovoltaics and electrochemical double layer capacitors. 

ACKNOWLEDGEMENTS 
Work supported by the U.S. Department of Energy, Undersecretary for National Nuclear 
Security Administration, under DOE Idaho Operations Office Contract DE-AC07-05ID14517.  

REFERENCES 
1 Murray, C.B., D.J. Norris, and M.G. Bawendi. 1993. J. Am. Chem. Soc. 115:8706. 
2 Gleiter, H. 1989. Prog. Mater. Sci. 33:223. 
3 Siegel, R.W. 1991. Ann. Rev. Mater. Sci. 21:559. 
4 Siegel, R.W. 1994. Physics of new materials. F.E. Fujita (ed.), Springer Series in Materials 

Science, Vol. 27, Berlin: Springer. 
5 Uyeda, R. 1991. Prog. in Mater. Sci. 35:1. 
6 Friedlander, S.K. 1998. Synthesis of nanoparticles and their agglomerates: aerosol 

reactors. In R&D status and trends, ed. Siegel et al. 
7 Calcote, H.F., and D.G. Keil. 1997. Combustion synthesis of silicon carbide powder. In 

Proc. of the Joint NSF-NIST Conf. on Nanoparticles.
8 Axelbaum, R.L. 1997. Developments in sodium/halide flame technology for the synthesis 

of unagglomerated non-oxide nanoparticles. In Proc. of the Joint NSF-NIST Conference 
on Nanoparticles: Synthesis, Processing into Functional Nanostructures and 
Characterization (May 12-13, Arlington, VA). 

9 Pratsinis, S.E. 1997. Precision synthesis of nanostructured particles. In Proc. of the Joint 
NSF-NIST Conf. on Nanoparticles.

10 Rao, N.P., N. Tymiak, J. Blum, A. Neuman, H.J. Lee, S.L. Girshick, P.H. McMurry, and J. 
Heberlein. 1997. Nanostructured materials production by hypersonic plasma particle 
deposition. In Proc. of the Joint NSF-NIST Conf. on Nanoparticles.

11 Becker, M.F., J.R. Brock, H. Cai, N. Chaudhary, D. Henneke, L. Hilsz, J.W. Keto, J. Lee, 
W.T. Nichols, and H.D. Glicksman. 1997. Nanoparticles generated by laser ablation. In 
Proc. of the Joint NSF-NIST Conf. on Nanoparticles.

12 Kear, B.H., R.K. Sadangi, and S.C. Liao. 1997. Synthesis of WC/Co/diamond 
nanocomposites. In Proc. of the Joint NSF-NIST Conf. on Nanoparticles.

13 Messing, G.L., S. Zhang, U. Selvaraj, R.J. Santoro, and T. Ni. 1994. Synthesis of 
composite particles by spray pyrolysis. In Proc. of the Joint NSF-NIST Conf. on Ultrafine 
Particle Engineering (May 25-27, Arlington, VA). 

14 de la Mora, J.F., I.G. Loscertales, J. Rosell-Llompart, K. Serageldin, and S. Brown. 1994. 
Electrospray atomizers and ultrafine particles. In Proc. Joint NSF-NIST Conf. on UltraFine 
Particle Engineering (May 25-27, 1994, Arlington, VA). 

15 Berndt, C.C., J. Karthikeyan, T. Chraska, and A.H. King. 1997. Plasma spray synthesis of 
nanozirconia powder. In Proc. of the Joint NSF-NIST Conf. on Nanoparticles.

16 Kung, H.H., and E.I. Ko, 1996. Chem. Eng. J. 64:203. 
17 Kyprianidou-Leodidou, T., W. Caseri, and V. Suter. 1994. J. Phys. Chem. 98:8992. 



18 Wang, C.C., Z. Zhang, and J.Y. Ying. 1997. Nanostructured Mater. 9:583. 
19 Gacoin, T., L. Malier, and J.P. Boilot. 1997. Chem. Mater. 9:1502. 
20 Sankaran, V., J. Yue, R.E. Cahen, R.R. Schrock, and R.J. Silbey. 1993. Chem. Mater.

5:1133.
23 Justus, B.L., R.J. Tonucci, and A.D. Berry. 1992. Appl. Phys. Lett. 61:3151. 
24 Majetich, S.A. and A.C. Canter. 1993. J. Phys. Chem. 97:8727. 
25 Olshavsky, M.A., Allcock, H.R. 1997. Chem. Mater. 9:1367. 
26 Suslick, K.S., T. Hyeon, and F. Fang. 1996. Chem. Mater. 8:2172. 
27 Sunstrom, J.E., IV, W.R. Moser, and B. Marshik-Guerts. 1996. Chem. Mater. 8:2061. 
28 Kishida, M., T. Fujita, K. Umakoshi, J. Ishiyama, H. Nagata, and K. Wakabayashi. 1995. 

Chem. Commun. 763. 
29 Kortan, A.R., R. Hull, R.L. Opila, M.G. Bawendi, M.L. Steigerwald, P.J. Carroll, and L.E. 

Brus. 1990. J. Am. Chem. Soc. 112:1327. 
30 Pileni, M.P., L. Motte, and C. Petit. 1992. Chem. Mater. 4:338. 
31 Arriagada, F.J., and K. Osseo-Asave. 1995. J. Colloid Interface Sci. 170:8. 
32 Pillai, V., P. Kumar, M.J. Hou, P. Ayyub, and D.O. Shah. 1995. Adv. in Colloid and 

Interface Sci. 55:241.
33 Higgins, R.J. 1997. An economical process for manufacturing of nano-sized powders 

based on microemulsion-mediated synthesis. In Proc. of the Joint NSF-NIST Conf. on 
Nanoparticles.

34 Leslie-Pelecky, D.L., and R.D. Reike. 1996. Chem. Mater. 8:1770. 
35 Ying, J.Y., and T. Sun. 1997. Research needs assessment on nanostructured catalysts. J.

of Electroceramics 1:219-238. 
36 Koch, C.C. 1989. Materials synthesis by mechanical alloying. Annual Review of Mater. 

Sci. 19:121-143. 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /PageByPage
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue true
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 200
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 200
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 300
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for reliable viewing and printing of business documents.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [1200 1200]
  /PageSize [612.000 792.000]
>> setpagedevice


