'''"'''f.(,,'Ciy.·:'/{if~)

BROOKHAVEN

NATIONAL LABORATORY
BNL-82153-2009-CP

A Proof-of-Principal Experiment for a High-Power
Target System
H.G. Kirk, R. Samulyak, N. Simos, T. Tsang, I. Efthymiopoulos,
A. Fabich, H. Haseroth, F. Haug, J. Lettry, V.B. Graves,
P.T. Spampinato, K.T. McDonald, J.R.J. Bennett and
T.R. Edgecock
Presented at the

J(Y"

biennial European Particle Accelerator Conference EPAC'06

Edinburgh, UK
June 26-30, 2006

June 2006

Physics Department/Division/Office XXX

Brookhaven National Laboratory
P.O. Box 5000
Upton, NY 11973-5000
www.bnl.gov

Notice: This manuscript has been authored by employees of Brookhaven Science Associates, LLC under
Contract No. DE-AC02-98CH10886 with the U.S. Department of Energy. The publisher by accepting the
manuscript for public:ation acknowledges that the United States Government retains a non~exc1usive, paid-up,
irrevocable, world-wide license to publish or reproduce the published form of this manuscript, or allow others
to do so, for United States Government purposes.
This pre print is intended for publication in a journal or proceedings. Since changes may be made before
publication, it may not be cited or reproduced without the author's permission.

DISCLAIMER
This report was prepared as an account of work sponsored by an agency of the
United States Government. Neither the United States Government nor any
agency thereof, nor any of their employees, nor any of their contractors,
subcontractors, or their employees, makes any warranty, express or implied, or
assumes any legal liability or responsibility for the accuracy, completeness, or any
third party's use or the results of such use of any information, apparatus, product,
or process disclosed, or represents that its use would not infringe privately owned
rights. Reference herein to any specific commercial product, process, or service
by trade name, trademark, manufacturer, or otherwise, does not necessarily
constitute or imply its endorsement, recommendation, or favoring by the United
States Government or any agency thereof or its contractors or subcontractors.
The views and opinions of authors expressed herein do not necessarily state or
reflect those of the United States Government or any agency thereof.

A PROOF-OF-PRINCIPAL EXPERIMENT FOR A HIGH-POWER
TARGET SYSTEM
H.G Kirk', R. Samulyak, N. Simos, T. Tsang, BNL, Upton, NY 11973, USA
1. Efthymiopoulos, A. Fabich, H. Haseroth, F. Haug, J. Lettry
CERN, CH-1211 Gemlve 23, Switzerland
VB. Graves, P.T. Spampinato, ORNL, Oak Ridge, TN 37831, USA
K.T. McDonald, Princeton University, Princeton, NJ 08544, USA
J.R.I. Bennett, T.R. Edgecock, CCLRC, RAL, Chilton, OX11 OQX, UK

Abstract
The MERIT experiment, to be run at CERN in 2007, is
a proof-of-principle test for a target system that converts a
4-MW proton beam into a high-intensity muon beam for
either a neutrino factory complex or a muon collideI'. The
target system is based on a free mercury jet that intercepts
an intense proton beam inside a 15-T solenoidal magnetic
field.

INTRODUCTION
A muon collideI' or neutrino factory requires intense
beams of muons, which are obtained from the decay of pions. Pion production by a proton beam is maximized by
use of a high-Z target such as mercury. A liquid jet target
has the advantages over a solid target that a flowing jet can
readily remove heat and that it is immune to radiation damage. However the proton beam energy disrupts the jet and
the system could be operationally unstable.
Efficient capture of low-energy secondary pions (for
transfer into the subsequent muon accelerator complex) requires that the target system be immersed in a strong mag. . netic field of solenoidal geometry. This magnetic field
should stabilize the mercury flow in regions of nearly uniform field, but it perturbs the liquid metal jet as it enters
the field. Hence, the behavior of the mercury jet plus an
intense proton beam inside a strong magnetic field needs to
be understood better before resources are committed to a
larger facility. The MERlT experiment is to be conducted
at CERN in 2007 for this purpose.

TARGET ISSUES
Key elements of the target system [IJ are: an intense
proton source, copious soft-pion production off a high-Z
target that is replaced every beam pulse, and capture of the
generated low-Pc pions in a high-field (2: i5 T) solenoidal
magnet, as shown in Fig. 1. An important byproduct of this
approach is that ?T+'s and ?T-'S are equally produced and
both particle types can be conducted down the solenoidal
decay channel.
• hkirk@bn1.gov

Figure 1: Concept of a continuous mercury jet target for
an intense proton beam. The jet and beam are tilted by
100 mrad and 67 mrad, respectively, with respect to a 20-T
solenoid magnet that conducts low-momentum pions into a
decay channel.

Simulations [2J show that maximal pion production occurs for small radii for both the target and the proton beam.
Furthermore, it is advantageous to tilt the target and proton beam by an angle of ~ 100 mrad to the solenoidal axis
so that soft pions that leave the side of the target are not
reabsorbed after one turn on their helical trajectory.
The proton beam deposits ~ 15% of its energy in the
target, leading to an instantaneous rise in the temperature
of the target, which in turn causes large transient stresses
that can crack a solid target [3J. In the case of a liquid
jet target, its dispersal by the beam should not be destructive to the sun'ounding target system components. FUithermore, the dispersal of the liquid jet should not reduce the
pion production during subsequent beam pulses (nominally
20 msec apart for 50-Hz operation), or during the various
bunches of a single macropulse. For the liquid jet to present
a new target of two interaction lengths each macropulse, the
mercury velocity must be ~ 20 mls.
The mercury target should be in the form of a free jet,
ratherthan confined in a pipe, since the beam-induced cavitation of the liquid metal is extremely destructive to any

solid wall in the immediate vicinity of the interaction region.
The operation of a liquid metal jet inside a strong magnetic field raises several magnetohydrodynamic issues as
to possible deformation of the jet's shape and trajectory, as
well as the effect of the magnetic field on the beam-induced
dispersal of the jet.
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Figure 3: Numerical simulation of the evolution of a free
mercury jet after exposure to an intense proton beam [5].
Left: Growth of surface filaments. Right: Growth of cavitation bubbles inside the jet.

PREVIOUS STUDIES
Initial tests involving the interaction of proton beams on
mercury targets were performed at the BNL AGS Gradient
Synchrotron [4], and continued at the CERN ISOLDE facility [6]. The BNL tests featured a 24-GeV proton beam
interacting with a free mercury jet with a diameter of 1 cm
and velocity of 2.5 mls. Proton bunch intensities of 24 x 10 12 (2-4 TP) protons were delivered into a spot size
of ax::::; 0.3 mm and a y ::::; 0.9 mm and 100 ns duration.
This resulted in a peak energy deposition of 80 Jig, which
is comparable to that expected from a 4-MW proton driver
delivering a 24-GeV proton beam at 15 Hz. These initial
tests did not have a magnetic field on the target.

were observed when the jet was introduced into magnetic
fields of 10-20 T at an angle of 100 mrad to the solenoid
axis.
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Figure 2: A I-em-diameter, 2.5-m/s Hg jet at 0, 0.75, 10,
and 18 ms after interaction with 3.8x 10 12 24-GeV protons.

This experiment had several key observations:
• The dispersal velocity of Hg droplets with 4 TP on
target, seen in Fig. 2 was on the order of 10 m/s.
• The Hg dispersal was largely confined to the transverse direction and did not extend outside the region
of overlap with the proton beam.
• The visible manifestation of Hg dispersal occurred
40 J.Ls after arrival of the proton beam pulse.
• The Hg jet showed sUlface-tension instabilities; its diameter varied from 0.5 to 1.5 cm.
These results validate numerical simulations [5] that include cavitation in the interior of the jet by the proton beam,
and the formation of fi lamentary instabilities on the surface
of the jet, as shown in Fig. 3.
A parallel effort was undertaken to study the effects
of high-velocity mercury jets in the presence of highmagnetic fields [6], but with no proton beam. The Hg jet
had a diameter of 4 mm and a velocity of 12 In/S. Magnetic
fields up to 20 T were utilized. The main result was the
observation of jet stabilization (damping of surface tension
waves) as the magnetic field was increased, as shown in
Fig.4. No perturbation of the jet on scales larger than 1 mm
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Figure 4: The Rayleigh instability of a mercury jet (4-mm
diameter and 12-mls velocity) is suppressed by high magnetic fields [6].

THE MERIT EXPERIMENT
We have proposed [7] and been approved to perform a
proof-of-principle experiment at the CERN Proton Synchrotron (PS) that will combine a free mercury jet target
with a 15-T solenoid magnet and a 24-GeV primary proton
beam.
The PS will run in a harmonic-16 mode and we will be
able to fill 1-8 of the 16 rf buckets with 2.5-3 x 10 12 pratons/bunch at our discretion, The achievable spot size at the
experiment will be r 2: 1.2 mm (rms). This will allow us to
place up to 30 X 10 12 protons on the mercury target within
a 2-fJ.s spill, thus generating a peak energy deposition of
180 Jig.
The experiment will be performed in the TI2A tunnel
at CERN (also used forthe nToF beamline), as sketched in
Fig.5.
For this experiment, we have designed and built a highfield pulsed solenoid with a warm bore of 15 em [8]. This

Figure 5: Layout of the MERIT experiment in the TI2A
tunnel at CERN.

magnet is capable of delivering a peak field of IS T with a
I-s flattop after a 9-s ramp. The magnet will be cooled to
77 K by liquid nitrogen to reduce the resistance of its copper coils. Nonetheless, a 5-MVA power supply is required
to achieve the 15-T peak field.

Figure 7: A vertical section through the bore of the solenoid
magnet, showing the mercury jet crossing the magnetic
axis from right to left at an angle of 100 mrad. A set of four
optical viewpofts along the beam-jet interaction region will
permit high-speed imaging of the history of the jet.

strengths of 0-15 T. This program will explore the full variety of beam/target conditions anticipated in the design of
neutrino factories driven by proton linacs or synchrotrons
of 1-4 MW beam power.
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