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ABSTRACT 
 

From a safeguards perspective, being able to verify declared technical design information of 
nuclear facilities is an important aspect of every safeguards approach. In addition to visual 
observation it is relevant to know if nuclear material is present or has been present in piping and ducts 
not declared. The possibility of combining different measurement techniques into one tool will 
optimize the inspection effort and increase safeguards effectiveness. 

This report describes experiments conducted with gamma-ray imaging systems as part of a 
technical collaborative effort established by Oak Ridge National Laboratory (ORNL), Lawrence 
Berkeley National Laboratory (LBNL), Lawrence Livermore National Laboratory (LLNL),  
the Joint Research Centre at Ispra, Italy (JRC-Ispra) and the Brazilian-Argentine Agency for 
Accounting and Control of Nuclear Materials (ABACC), in the framework of the technical 
cooperation agreements between the U.S. Department of Energy (DOE) and the  
European Atomic Energy Commission (EURATOM) and between the DOE and ABACC. The 
collaboration project was established to investigate the use of a three dimensional (3D) laser imaging 
system combined with gamma-ray imaging systems for international safeguards applications. 

Gamma-ray imaging has the potential to reduce manpower needs and cost for effectively locating 
and monitoring special nuclear material. In a previous study, ORNL, LLNL and JRC-Ispra 
demonstrated the capability of combining outputs from a commercially available 3D laser system and 
a Compton gamma-ray imager prototype. The purpose of this report was to investigate the 
performance of pinhole and coded aperture gamma-ray imaging systems. With the aid of JRC-Ispra, 
radiometric data will be combined with scans from a 3D design information verification system. 
Measurements were performed at ORNL Safeguards Laboratory using sources that model holdup in 
radiological facilities. They showed that for situations with moderate amounts of solid or dense 
uranium  sources, the coded aperture was able to predict source location and geometry within ~7% of 
actual values, while the pinhole gave a broad representation of source distributions. 
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1.  INTRODUCTION 
 
 

Effective confirmation of presence of nuclear and radioactive material in decommissioned and 
operational radiological facilities is an important aspect of nuclear safeguards that is actively being 
researched. A recurring issue, for example, is determining the amount of nuclear holdup material 
present in uranium enrichment plants. Enriching uranium requires vast amounts of small and intricate 
machinery, which makes the accurate determination of radioactive deposits throughout these facilities 
quite difficult. Currently, the standard routine for performing holdup measurements is to send field 
technicians with scintillator or solid-state gamma-ray detectors to look for the gamma signature given 
off by uranium isotopes. Several limitations are encountered with this practice: (1) uranium deposits 
are sometimes located behind heavy processing equipment, hindering physical access to the source of 
radiation; (2) an adequate survey of a radiation area requires considerable manpower and time; and 
(3) radiation detectors used for holdup measurements are omnidirectional in that they do not provide 
information related to the direction of incident radiation. To alleviate these obstacles, gamma-ray 
imaging technology is being investigated, as documented in this report.  

 
 

2.  BACKGROUND 
 
 
2.1  PRELIMINARY CONSIDERATIONS 

 
In addition to radiometric information, design verification is a vital element for safeguards. 

Nuclear facilities contain intricate and elaborate equipment (e.g., reprocessing equipment, complex 
piping systems), often making traditional design verification through comparison of engineering 
drawings a cumbersome and inaccurate exercise. To eliminate this difficulty, the  
European Commission Joint Research Centre (JRC) at Ispra, Italy, developed an infrared laser system 
capable of three-dimensional design information verification (3D-DIV). It produces images through 
phase shifts between incident and reflected lights with 310° and 360° fields of view in the vertical and 
horizontal planes, respectively. Computer algorithms are used to combine the two-dimensional (2D) 
images obtained from the scanner into a single three-dimensional (3D) mesh (Coates et al. 2007). 
Figure 1 shows a typical setup for the 3D-DIV system. 

The notion of combining 3D-DIV maps with radiometric images arose out of a collaboration 
among JRC, Oak Ridge National Laboratory (ORNL), and Lawrence Livermore National Laboratory 
(LLNL). ORNL researchers had obtained a 3D-DIV system from JRC, which they then transported to 
LLNL for investigation of the possibility of back-projecting its 3D maps onto images obtained from a 
Compton-based imager developed there. A combined 3D-DIV and Compton image map is shown in 
Fig. 2. Radiometric data are displayed at the right side of the map. As expected, the combined image 
enables one to simultaneously examine radiometric and design information.  

Building upon the work done at LLNL, ORNL investigated the performance of pinhole and 
coded-aperture gamma-ray imaging systems. With the aid of JRC, gamma-ray images and 3D-DIV 
maps will be combined in a similar fashion to the 3D and Compton-imager combination at LLNL. 
Image acquisition was carried out at the ORNL Safeguards Laboratory and uranium hexafluoride 
(UF6) flow loop. 
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Fig. 1. Portable 3D-DIV system. 
 
 
2.2  GAMMA-RAY IMAGING TECHNIQUES 
 
2.2.1  Compton Imaging 
 

Imaging using the Compton method eliminates the need for collimation, which means one can 
register more counts because no attenuation losses from shielding materials are encountered. The 
imaging mechanism requires incoming photons to Compton scatter*

 

 in the detection medium. As an 
example, after the Compton interaction the scattered photon can be completely absorbed 
(photoelectric interaction) in the surrounding medium, resulting in energy deposition at two distinct 
positions, as shown in Fig. 3. Based on this type of interaction sequence, conic imaging elements are 
obtained that are back-projected on 2D spherical, cylindrical, or planar surfaces. A statistically sound 
image created from Compton cones is produced only after a number of interaction sequences from the 
source are correctly projected onto the imaging surface (Mihailescu 2008). 

                                                
* Compton scattering is an interaction event where a photon strikes a stationary free electron, with the end 
result being the electron set into motion and the photon scattered. 
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Fig. 2. Compton image back-projected onto a 3D-DIV map (Chivers 2008). 
 
 
 

 
 

Fig. 3. A conic imaging element derived from an interaction sequence of two energy depositions  

(E1, E2) at p1 and p2 from an incident gamma-ray source with energy Eγ (Mihailescu 2008). Compton 
imaging was not investigated for this report. 
 
 
2.2.2  Pinhole Imaging 

 
Pinhole imaging is the simplest and least expensive technique used in gamma cameras. It 

involves placing a pinhole collimator between the detector and a source of interest (Fig. 4). Smaller 
pinhole (aperture) sizes produce sharper the images. However, the collimator material will attenuate 
most of the radiation emitted from the source. As a result, long count times are required to produce 
satisfactory radiometric images.  
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Fig. 4. Schematic showing the mechanism of pinhole imaging. Because no lens is used, the final image 
will be upside down relative to the imaged object (Gruntman 1997). 
 

Pajarito Scientific Corporation supplied the pinhole-imaging device, RadScan™, used at ORNL. 
It consists of a sodium iodide scintillation detector positioned behind a tungsten collimator. The 
detector is not pixilated, which means that the instrument must raster scan an area of interest for 
image acquisition. Attached to the imaging head is a digital camera, which is used to overlay 
radiometric data with scanned area photographs. A typical setup is shown in Fig. 5. The imaging head 
can either hang freely or be mounted on a tripod, depending on the measurement conditions.  
 

                                               
 

Fig. 5. RadScan™ imaging device (Pajarito Scientific Corporation). 
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2.2.3  Coded Aperture Imaging 
 

Coded apertures were first developed by replacing the opening of a simple pinhole camera with 
many holes that are arranged in a random pattern. Given a source field, individual source pixels cast 
unique shadow patterns onto the detector through a coded aperture mask (Fig. 6).  These shadows can 
then be deconvoluted to give the desired image. Compared with pinhole instruments, coded apertures 
improve the signal-to-noise ratio by a factor of ~ √N, where N is the number of holes on the mask, 
because they allow more incident radiation to hit the detector. Nonetheless, unlike with pinhole 
cameras, there is always an uncertainty associated with the location of the emitted radiation due to 
artifacts produced by image deconvolution (Fenimore and Cannon 1978). As a result, coded apertures 
excel in imaging distributed sources, while pinhole technology is more appropriate for orphaned ones. 
 

 
 

Fig. 6. Images produced with coded apertures arise out of source pixels from a source field casting 
unique shadows onto the detector (Ziock et al. 1992). 
 

 The coded aperture device used at ORNL is a prototype developed by K. Ziock, M. Burks,  
C. Cork, E. Hull, and N. Madden (Fig. 7). It employs a 38 by 38 cross-strip planar germanium 
detector 11 mm thick with a 2 mm pitch. A 5 cm thick, 8 cm diameter coaxial germanium detector is 
used to increase the detection efficiency for higher-energy gamma rays. The coded aperture is a 
6.1 mm thick mask made of tantalum.  
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Fig. 7. Coded aperture imager. Both the planar and coax detectors are cooled by liquid nitrogen. The 
coax detector was not used for image acquisition. 
 
 

3.  TEST PLAN 
 
 

 A preliminary measurement was carried out to assess the quality of radiometric data given by 
the pinhole and coded aperture imagers. It involved setting up a mock pipe array ~3.8 m from the 
imagers and initiating a ~2.5 h count. Three uranium tetrafluoride (UF4) vials (two of them containing 
12.314 g of uranium and the other 11.372 g of uranium, all at 93% enrichment), were placed into 
hinges of the array. A distance of 55 cm separated the top and middle vials, while 41 cm of piping 
separated the middle and bottom vials. The top and bottom pipes, each, of the array contained a 
triuranium octaoxide (U3O8) 90 cm line source with 4.8 g of uranium at 65% enrichment. Based on 
the radiometric images obtained from this measurement, one device will be chosen for further testing, 
which will include using different sources that model nuclear holdup such as ducts, filters, and flow 
loops. 
 

4.  RESULTS AND DISCUSSION 
 
 

4.1  PRELIMINARY TEST 
 

Results from the preliminary test are shown in Fig. 8. The coded aperture instrument provided a 
comprehensive radiometric image, as evinced by the clear presence of the U3O8 line sources. It also 
correctly identified the geometric distribution of the sources. With image pixels corresponding to 
 ~7 cm in the experimental geometry, the lengths of the line sources were computed to be ~85 cm. 
The distance between the top and center UF4 vials was calculated to be ~49 cm, while the distance 
between the center and bottom vials was ~42 cm. These computed values are within ~6% of the 
known geometry. The RadScanTM detected UF4 vials at the pipe array hinges but gave a broad 
representation of the line sources. This result is attributed to its nonpixilated detector setup; with an 
2.5 h integration, the RadScanTM has a dwell time of 2 min for each position on the pipe array. Thus, 
for distributed sources modeling nuclear holdup, using the coded aperture instrument may be 
preferable. 

 

Coded Aperture 
Mask 

Planar Ge Detector 

Coax Ge 
Detector 
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Fig. 8. Results from preliminary test. Left – Pipe array with three UF4 bulk sources (yellow) and two 
U3O8 line sources (red). Middle – RadScan image. Right – Coded aperture image (yellow lines added manually). 

 

 

 
4.2  FURTHER TESTS WITH CODED APERTURE IMAGER 
 

Further tests with the coded aperture instrument involved four measurements. The first three were 
done using different mock-up sources while maintaining the exact geometry of the pipe array 
measurement: ~3.8 m source-detector distance, ~7.5 cm mask-detector distance (focal length), and 
 ~7 cm pixel size. The last test involved measurements at the ORNL UF6 flow loop. Results for the 
first mock-up, a small round duct, are shown in Fig. 9. Inside the duct is a 177.5 cm U3O8 line source 
at 65% enrichment containing 8.06 g uranium.  The output image successfully portrayed the line 
source inside the duct. Furthermore, a hot spot (in dark black) was observed because two line sources 
overlapped at the far left end of the duct. The computed source length was ~177 cm, which is within 
0.23% of the known value.  
 

 
 

Fig. 9. Experimental setup and results from first mock-up. Left – Experimental setup for the small 
round duct. The red represents the U3O8 line source inside the duct. Right – Radiometric image from the coded 
aperture after 1 h count. 

 
A high-efficiency particulate air (HEPA) filter was used to examine the detection limits of the 

coded-aperture imager. The first measurement simulated a case in which only trace amounts of 
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enriched uranium are present in an area of interest. This was done using a 30 by 30 cm2 plane and 
four 17.81 cm2 disk U3O8 sources (93% enriched) for a total uranium mass of 1.519 g. Figure 10 
shows the radiometric image after a 3 h count. From a spectroscopy standpoint, not much can be 
inferred from the image without prior knowledge of the source setup. Hence, longer count times are 
required for very-low-activity measurements. 

The second measurement investigated the effects of source shielding on the quality of radiometric 
images. To accomplish this, all sources inside the filter were taken out, and three 30.48 by 60.96 cm2 
U3O8 (93% enriched) plane sources were stacked at its rear end, yielding a total uranium mass of 
~40 g. Shielding material included 3.887 mm of stainless steel and 27.94 cm of a steel-wood matrix 
that constitutes the filter. The experiment’s geometry remained the same as the first HEPA filter test. 
Figure 11 shows a radiometric image for a 1 h count in which a marked presence of a plane source 
can be seen. Computing the source area using pixel size gave 28 by 56 cm2, which is within ~7% of 
the actual value. 

 

 
 

Fig. 10. HEPA filter test setup and radiometric image after 3 h integration. Left – HEPA filter test 
setup. The transparent red rectangle represents the 30 by 30 cm2 planar U3O8 source. The disk sources are 
located at the top inside the filter. Right – Radiometric image given by the coded aperture instrument. The small 
dark spot highlighted by the yellow circle suggests the presence of a small plane source. 

  
 
 

 
 

Fig. 11. Image obtained from a setup with three 30.48 by 60.96 cm2 U3O8 card sources. 
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Tests with a UF6 flow loop constituted the final phase of measurements for the coded-aperture 

imager. What makes the flow loop interesting for this experiment is that the source being imaged is 
significantly less dense than the laboratory sources used in other tests. In this case the source detector 
distance was ~1.8 m with a 5.5 cm focal length, yielding a pixel size of 4 cm. The Monel piping 
through which 90% enriched, ~40 torr UF6 gas flowed represented a total volume of ~700 cm3. The 
gas was stored in a 667 cm3 aluminum tank measuring ~34 cm wide. The image from a 16 h count is 
shown in Fig. 12.  A marked presence of the UF6 in the aluminum tank can be seen; however, the gas 
in the Monel piping was not detected.  
 

 
 

Fig. 12. Flow loop setup and radiometric image after 16 h count. Left – UF6 flow loop setup. An 
aluminum tank sits beneath the Monel piping at the center position. Right – Radiometric image after a  

16 h count. 
 
 

5.  CONCLUSIONS 
 
 

For measurements involving distributed sources encountered in the safeguards field, the coded 
aperture imager might be more suitable than the pinhole instrument for imaging radiological sources 
and holdup. This was due to the pixilated nature of the radiation detector used by the coded aperture 
imager, which allowed it see an area of interest in one count. Further tests with the coded aperture 
imager showed that it is applicable in situations in which moderate amounts of solid (or dense) 
radiation sources are present. For these cases the imager can predict source location and geometry 
with a percent error less than ~7%. In situations with low activity/density sources, more direct 
detection methods are recommended over coded aperture imaging. In those situations pinhole 
imaging may be a better option because no imaging artifacts are encountered (although longer counts 
are needed). Indeed, a more accurate comparison between pinhole and coded aperture techniques can 
be carried out in the future by building a pinhole collimator for the cross-strip germanium detector 
currently used by the coded aperture device.  
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