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At present, the SC 5-ceH cavity string has been installed,
and several cold tests have been performed with the
damping ofdipole modes summarized in Table I [5].
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Table 1 . Dipole modes ofSC ERL cavity
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Abstract
The physics needs and technical requirements for several
future accelerator projects at the Relativistic Heavy Ion
Collider (RHIC) all involve electron Energy Recovery
Linacs (ERL). The required high-current, high-charge
operating parameters make effective higher-order-mode
(HOM) damping mandatory and the development of
HOM dampers for a prototypical five-cell cavity is
actively pursued. An experimental five-cell niobium
cavity with ferrite dampers has been constructed, and
effective HOM damping has been demonstrated at room
and superconducting (SC) temperatures. A novel type of
ferrite damper around a ceramic break has been developed
for the ERL electron gun and prototype tests are also
reported. Contemplated future projects are based on
assembling a chain of superconducting cavities in a
common cryomodule with the dampers placed in the cold
space between the cavities, imposing severe longitudinal
space constraints. Various damper configurations have
been studied by placing them between two five-cell
copper cavities. Measured and simulated copper cavity
results, external Q-values of possible dampers and
fundamental mode losses are presented.

INTRODUCTION
The development of (HOM) dampers is performed at
this laboratory in support of three programs directed at
(l) an experimental 703 MHz Energy Recovery Linac
(ERL) facility [1]; (2) the superconducting (SC) cavities
for a medium energy, polarized electron-ion collider
(MeRHIC) as a stage toward the realization of a 20 MeV
electron-ion facility in the Relativistic Heavy Ion Collider
(eRHIC) [2]; and (3) steps toward a proof-of-principle
experiments for coherent electron cooling [3]. HOM
damping is crucial to the performance of these projects in
view of their high-current, high-brightness, and high
charge requirements.

The ERL facility is comprised of a five-cell SC Linac
plus a half-cell SC photo-injector RF electron gun [4],
both operating at 703.75 MHz. The facility is designed
for either a high-current mode of operation up to 0.5 A at
703.75 MHz or a high-bunch-charge mode of 5 nC at 10
MHz bunch frequency. The facility will be assembled
with a highly flexible lattice covering a vast operational
parameter space to serve as a test bed for the technologies
and concepts necessary for future projects including the
MeRRIe. HOM damping is accomplished by ferrite
absorbers attached to either side of the cavity.
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The MeRHIC will employ five-cell SC cavities based
on the type being used in the ERL facility but upgraded
depending on the experience gained. The physics program
requires 5 nC bunches in the 46 rnA electron current to be
accelerated to 4 GeV for collision with 250 GeV protons
in RHIC. A key consideration in this project is that the
design of the cryomodules and' accompanying structures
be highly compact and modular. The present concept sees
the electron LINAC to be a chain of sections as shown in
Fig. 1, each employing six five-cell cavity cryo-modules.
The HOM dampers will be placed into the cold section
between two cavities. The primary focus in the present
study is on using capacitive dampers which is simulated
by placing the HOM damper structures between to copper
cavities as shown in Fig. 2.

Figure 1: A MeRHIC linac section with 6 cryo-modules
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Figure 4: Fields in beam tube at 776 MHz
931 MHz
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Figure 6 : Fields in the cavity at 959 MHz resonance
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Figure 5 : Fields in end cell at 931 MHz
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24 em, allows exit of the HOMs from the cavity to the
damper, which in fact is confirmed by the measurements
discussed below. The beam tube resonances with Fig. 4 as
example are locally damped, whereas the end cell
resonances, e. g. Fig. 5, may not be strongly connected to
the dampers.

An example of a quasi-trapped resonance is found at
~959 MHz which has the fields concentrated in the center
cell and minimal connection to any damper in the adjacent
beam tube. The longitudinal and transverse electric and
transverse magnetic field components ShU\'~11 in Fig, 6 are
concentrated within the nominal cavity length of 2 x 63
em and have essentially no extension into the inter-cavity
connection.

I' f di 1Table 2 : Simu anon 0 1 0 e resonances
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Nate the larger number of resonances actually found
compared to the expected ones in a free-standing single
cavity, identified as "C" in the table. The additional
resonances are pure beam tube resonances, "B". or are
located mainly in the end cells, "E". The design was
based on the concept that a large beam tube aperture, here

Figure 3: MWS cavity model

THE CAVITY STRING MODEL
The summary goal of the present damper studies is the
creation of a list with best estimates for the shunt
impedance of dipole cavity resonances. The estimates are
based on the measured Q-external and the R / Q from

computer simulation. The measurement of the external Q
follows from the difference of the unloaded and loaded Q,
To be valid for the linac string both tasks require a model
beyond the conventional single cavity. The string is
sufficiently replicated by the two cavity arrangement in
Fig. 2 and by the simulation by the Microwave Studio
(M\\lS) model in Fig. 3. Quoting the effectiveness of a
damper and consistency of results mandates that both
structure ends are shorted, The M\VS simulation results
for the lowest two dipole pass bands are given in Table 2.
The longitudinal integral is done off-axis at a = 1 em and
interpreted as



Figure 2 :The HOM damper ring with capacitive probes between two Copper cavities

Another effect of large beam tubes is the coupling and
the resulting frequency shift and splitting seen in Fig. 7 of
the un-damped HOMs in neighboring cavities. Note
however that there is essentially no coupling between the
two cavities at the fundamental.
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Figure 7: Frequency splitting of HOMs

CAPACITIVE DAMPERS
The HOM dampers are attached to a spacer ring and

placed in the cold section between ,two cavities of the
present type as shown in Fig. 8. Since the ring is also
between Fundamental Power Coupler (FPC) and RF
pickup probe (PU), damping of the fundamental power
and cross coupling FPC to PU must be considered in
addition to the HOM damping. The length of the
damper ring and its location with respect to the cavities is
a critical design parameter, and is selected for strong
damping together with the shortest overall length and
minimum coupling to the fundamental.

Several damper geometries based on inductive,
capacitive, and ferrite have been studied. The ring with
capacitive probes, 2 inch diameter disk, 1 inch long stem
is shown in Fig. 9. Its simulated and measured frequencies
and measured Q-extemal are listed in Table 3. The
capacitive probes are centered in the ring which places
them at 7 inch from the left and 8.5 inch from the right
cavity, which explains the difference in the Q-values of
the split cavity resonances. The column indicated by (wo)
is obtained with dampers of equal length but removed
disks, pointing to the 2-inch dia., l-inch long capacitive
probes as appropriate dampers. It can be expected that
placing damper rings at both cavity ends will half the Q
values.

The fields of the HOMs in the beam tube are stationary
even though they are above cutoff and the axial location
of the probes determines the coupling strength.
Measurements with staggered placements of the probes
were performed and the results listed in Table 4"
indicating improved damping. Staggered dampers with
three probes at 2, 6, 10 and at 4, 8, 12 o'clock seems
optimum.

Figure 8 : Connecting tube with damper ring

Table 3 : Simulated and measured frequencies and their
measured Q-extemal

I f MWS I f Data Qo QL Qx I Qx (WO)
I [MHzl i rMHzl I

808.8 806.3 11,370 9940 79,033 I 311,822
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Figure 11: HOM damper with built in fundamental
filter

(dimensions in inch)

Damper posItion

Figure 10: Q-extemal versus damper position and probe
size (disk diameter x stem length x diameter)

Table 4 : Frequencies and Q-values with staggered
dampers
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I I
1--.------+ . i
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The Q-extemal at the fundamental mode attributable to
the four probes in the ring and its variation with their
geometry and location was measured and is shown in Fig.
10. The HOM damping in Table 3 is achieved with an
external cavity Qof only ~ 1x 108 but higher values are
limited by the required damping. The capacitive ring
adds 5 inch to the cavity length and reducing the
fundamental load by an order of magnitude would require
about 3 inch additional length.

Fundamental cross coupling between FPC and dampers
was found to be ~3x 10.3

. Suppression of fundamental
losses requires added length or a filter of the type shown
in Fig. 11. The filter 8ho\\>11 was designed by Sekutowicz
for a prototype electron gun cavity, but the separation
between the fundamental frequency and the HOM high
pass is not steep enough and a notch filter would have to
be developed [6].

FERRITE DAMPERS
The prototype ferrite absorber in Fig. 12 which

remained from the damping studies for the ERL was
placed between the Copper cavities to replace the
capacitive damper ring as seen in Fig. 13. The
measurements with the ERL ferrite damper produced the
strongest HOM damping so far. The changes of the
resonance frequencies and the qualitative pictorial of the
damping is plotted in Fig. 14 against the un-damped two
cavity results. The ferrite damped Q-values listed in Table
5 are sufficiently low to be treated as the Q-extemal
values in estimating the shunt impedance.

Figure 12: Prototype ferrite HOM load



Figure 13 : Ferrite damper between the cavities

Table 5 : Ferrite damped HOM resonances

Figure 15: Ferrite HOM damper with ceramic break

The associated fundamental damping of the prototype
ERL ferrite has not yet been determined, but is likely to
be unacceptable for space reasons. A novel damper
configuration separating the ferrite from the beam vacuum
by the insertion of a ceramic beam tube, 10 em i.d., and
allowing cooling at intermediate temperatures is a
promising compromise between on one hand strong HOM
damping and economic cooling on the other hand. The
ceramic (alumina) break must be coated with a thin film
of titanium-enhanced stainless steel with an end to end
resistance of ~IOta 100 M.Q to prevent static charge
accumulation. The multi-layer structure was analyzed
and confirmed the damping properties [8]. A ferrite HOM
damper with ceramic break is constructed for the ERL
electron gun [4] and will provide the basis for further
development.

FERRITE DAIViPER OVER CERAMIC
BREAK
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Figure 14: Ferrite damping of the HOMs versus the un
damped two coupled cavities


